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Thomas Alva Edison. Among his hundreds of inventions there were 
many that contributed to the progress of electronics. His discovery 
that current passes from a hot to a cold electrode in a vacuum led 
to the invention of the diode vacuum tube. 

Courtesy Rodiocraft 
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2. In the diode tube, electrons can pass in only one direction be- 
tween the two electrodes. True or False? 


ж ж ж 


Diode Action 


Because of the limitation in the direction of electron move- 
ment between the cathode and plate, a diode presents low 
resistanceto current in one direction only. This action may 
be illustratedas in Figurel. Here, diode D, is represented 
as a closed switch having terminals P and K. Battery Bj 
applies its voltage across Dj, such that terminal P is made 
positive with respect to terminal K. As a result of this ap- 
plied voltage, a current of electrons is produced in the di- 
rection indicated by the arrows. In this simple circuit, 
current I is limited only by the low resistance offered by the 
switch Dj. If we turn the battery around, as in Figure 2, 
its voltage makes terminal P negative with respect to ter- 
minal K. With applied voltage of this polarity, О, does not 
conduct, andis represented hereas an open switch. There- 
fore, circuit current I equals zero, as indicated in the fig- 
ure. 


ж ж ж 


3. A diode presents low resistance to current in (a) one direction 
only, (b) both directions, (c) neither direction. 


ж ж ж 
Symbol 


The circuit connections of every electronic system, such as 
aircraft guidance systems, communication systems, and 
electronic measuring instruments are shown by means of 
schematic diagrams. Figure 3 shows the symbol used to 
represent one type of electron tube diode in schematic dia- 
grams. The circle represents the envelope. The plate, 
labeled P, is drawn in theform of an inverted T. The cath- 
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ode, labeled K, is drawn in the form of an inverted L. As 
used here, the cathode portion of the symbol represents 
either of two general types of cathodes, both of which are 
described in detail later. In Figures 1 and 2, the P terminal 
of the switch represents the plate of diode D,, while the K 
terminal represents the cathode. The diode conducts when 
the plate is positive with respect to the cathode as in Fig- 
ure l, and is nonconductive when the plate is negative as in 
Figure 2. 


Bias 


A voltage is called a BIAS when it is applied across the 
electrodes of a device. In Figure 4, voltage E] is a bias. 
It is the voltage that battery Bj] applies across the plate and 
cathode of diode Vj. In this circuit, E, makes the plate of 
the diode positive with respect to the cathode, producing 
current I. On the other hand, in Figure 5, bias voltage E 
makes the plate of Vj negative with respect to the cathode. 
As explained, the diode is then nonconductive and does not 
permit current in the circuit, 


* * * 


4. What do we calla voltage applied across the electrodes ofa 
device such as a diode? 


NOTICE THAT WE EMPLOY THE LETTER 
E TO DESIGNATE VOLTAGE AND THE 
LETTER V TO DESIGNAT E A TUBE IN THIS 
LESSON. THIS IS STANDARD PRACTICE IN 
DESCRIPTIONS OF ELECTRON TUBE CIR- 
CUIT OPERATION, BUT IS DIFFERENT 
THAN THE SYMBOLS USED WITH TRAN- 
SISTORS AND SOME OTHER DEVICES, 


Gating and Rectification 


GATING is the circuit action which produces an output when 
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a certain specific input or set of inputs is applied. In its 
simplest form gating produces a dc current from an ac 
current. RECTIFICATION is a type of gating in which the 
output is generally used to power other circuits or stages. 
Practically every electronic system uses diodes that either 
gate or rectify. 


Generally, we use the term RECTIFIER when speaking of 
diodes that normally conduct relatively large currents and 
whose only purpose isthatof rectification. Large industrial 
equipment uses numerous rectifiers. Often devicesare re- 
quired either for gating or to rectify small signal currents 
of a few milliamperes or less. Usually these units are 
simply called diodes. 


ж ж ж 
5. Diodes perform what two basic actions in electronic circuits ? 


Ж ж ж 


The gating action is illustrated in Figures 6 and 7. Diode 
Vj acts as a gate which 'opens' and "closes" as required 
to provide a desired output from its circuit. Input voltage 
EIN is applied to Vj and R] in series. Resistor R] and the 
resistance of Vj form a voltage divider. Part of the applied 
voltage EIN is across each of these resistances. The part 
across V] is indicated as Ey], and the part across R] as 
ER]. Voltage ER] is the output of this circuit. 


In Figure 6, input voltage EIN makes the upper input ter- 
minal positive with respect to the lower terminal, as indi- 
cated. Therefore, voltages EV, and Ep, have the indicated 
polarities. Since Ey; makes the plate of diode V] positive 
with respect to the cathode, Vj conducts current or is con- 
ductive. The resistance of the conductive diode is very 
much less than the resistance of R]. As a result, the volt- 
age division is such that Ey, is very small, and Ep, is 
nearly equalto EIN. Thus, inthis gate circuit, a positive 
input voltage produces a positive output voltage, ER], which 
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is nearly equal to the input voltage. 


With respect to ground (+), the cathode of V, is positive 
by the amount of the voltage across Rj. However, the 
small voltage Ey, makes the plate of the diode more posi- 
tive than the cathode. Even though it is very small, voltage 
Ey] across the diode causes V, to conduct, since conduction 
of the tube requires only that the plate be positive with re- 
spect to the cathode. 


6. The output of the gate circuitof Figure 6 is (a) Бу,» (b) ER 
(c) EIN: 


7. In the gatecircuit of Figure 6, the plate of V4 is made positive 
with respect to the cathode by (a) Ер)» (b) Ey): (c) the output 
voltage. 


Іп Figure 7, input voltage Eynj makes the upper input ter- 
minal negative with respect to the lower terminal. There- 
fore, the polarities of the voltages across V] and R] are 
the opposite of those in Figure 6. As indicated in Fig- 
ure 7, Ey, makes the plate of Vj negative with respect to 
the cathode. Since this voltageis oppositethat which causes 
normal conduction, the diode does not conduct. 


The insulating materials in which the electrodes of Vj are 
mounted permit a minute leakage current. However, this 
current is so small that it can be considered equal to zero. 
Therefore, V] has practically infinite resistance under 
these conditions, For practical purposes, we can simply 
consider that all of Ery is across the infinitely high resist- 
ance of Vj, and none is across R]. Thus, as indicated in 
the figure, Ey} is equal to Ery, and ER, is equal to zero. 
Since ER, is the output of the circuit, the output is zero 
when a negative input voltage is applied. 
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8. In the gate circuit of Figure 7, output voltage ER, is zero be- 
cause the input voltage causes the resistance of the diode tobe 
(a) equal to that of Rj, (b) very low, (c) very high. 


ж ж ж 


In the diode gate circuit example of Figures 6 and 7, a posi- 
tive input voltage is permitted to appear across the output 
terminals. If diode Vj is reversed so its cathode connects 
to the upper input terminal, 
the gate circuit allows nega- 





tive input voltages to appear ж 
across the output terminals, =. 
but blocks positive input volt- Р | 
ages. Thus, depending upon a | 
its arrangement, a gate cir- if" \ | 
cuit may be open for voltages [о 

of a desired polarity and 7" а | 





closed for voltages of the op- E 
posite polarity. 5. 4, 


Figures 8 and 9 illustrate the 
rectifying action of the diode. 
The circuitof Figure 8 causes 
an alternating voltage to pro- Тће 6А{5 іза доа! diade tube of the miniature 
š type commonly used in radio and TV circuits. 
duce a direct current. Here Courtesy GE Receiving Tube Department 
EIN is an alternating voltage 
applied to Vj and RJ, in series. Ry, represents any load de- 
vice to which we desire to supply direct current. The load 
could be a motor, a relay, an x-ray tube, or some other dc 
device. The variations of EIN are represented by the upper 
curve in Figure 9. Positive alternations of E[N make the 
plate of Vj positive with respect tothe cathode. Asaresult, 
V] conducts a current I consisting of electron flow in the 
direction indicated by the arrows in Figure 8. Since V , has 
very low resistance when it is conducting, the magnitude of 
I is determined almost entirely by E[N and RJ], 
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The lower curvein Figure9 shows that current I rises along 
with the positive alternations of Ery. When Ery reaches its 
maximum value, Iis at its peak also. Then, Ery falls to 
zero, causing I to fall to zero. 


The negative alternations of Ery make the plate of V] nega- 
tive with respect to the cathode. Vj is then nonconductive, 
and circuit currentis zero. Hence, the lower curve in Fig- 
ure 9 shows current I to be zero during the negative alter- 
nations of E[N. 


During the conductive intervals of Vj, the currentis carried 
by load Ry, as indicated in Figure 8. Therefore, the lower 
curve of Figure 9 represents the current supplied to the 
load. As shown, this rectified current consists of a series 
of pulses, all in one direction. A current of this kind is 
called pulsating dc. 


ж ж ж 


9. The rectifier circuit of Figure 8 supplies dc to the load when 
the input to the circuit is alternating voltage because the diode 
can conduct in one direction only. True or False? 


ж ж ж 


VACUUM TUBE DIODE OPERATION 


When a vacuum tube diode is conducting, the action taking 
place within the tube is that of electrons leaving the cath- 
ode and moving across the empty space to the plate. This 
electron flow is called SPACE CURRENT. The action by 
which electrons leave the cathode is called electron emis- 
sion. 


Electron Emission 
ELECTRON EMISSION is any process by which electrons 


leave the surfaceof a material. Several methods are avail- 
able for producing emission from solid materials. That 
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used most commonly in electron tubes consists of heating a 
metal object called the emitter or cathode. The two words 
emitter and cathode are employed interchangeably to refer 
to the electrode that serves as the source of electrons. 


The free electronsin a metal move about continuously, col- 


liding with each other and with 
the atoms and molecules of the 
metal. When the metal is 
heated, the electrons move 
faster. Whenthe electrons are 
moving fast enough some of 
them are able to pass right 
through the surface of the met- 
al to the outside. 


This type of emissionis called 
THERMIONIC EMISSION from 
the Greek word "thermo" 
meaning heat. The emitter 
must be heated to a very high 
temperature to produce enough 
emission for practical appli- 
cations. Also, the emission 
is most effective in vacuum. 
If it occured in air, the dense 
concentrationof air molecules 
would not let the emitted elec- 
trons get very far from the 
emitter. Also, most metals 


А TUBE 
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A glass, actal base diode cammonly used as a 
half-wave rectifier in high valtage supplies. 
Caurtesy GE Receiving Tube Department 


would burn up in air at the high temperatures to which they 
must be raised to emit useful quantities of electrons. 


ж ж 


ж 


10. To produce sufficient thermionic emission for practical pur- 
poses suchas the control of an industrial process, the emitter 
is heated to (a) a little above room temperature, (b) a very 
high temperature, (c) a temperature just above its melting 


point. 


ж ж 


ж 
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As the electrons leave the emitter, they form a cloud near 
the emitter. This cloud of electrons is called a SPACE 
CHARGE. Since the space charge is made up of electrons, 
it has a negative potential. This fact prevents it from building 
up indefinitely. The negative space charge repels electrons 
back into the emitter. A condition of balance is reached in 
which the number of electrons repelled back to the emitter 
just equals the number being emitted. The extent of the 
space charge depends upon the material and temperature of 
the emitter. 


Emitters 


There are two basic types of emitters or cathodes, called 
the directly heated type and the indirectly heated type. The 
directly heated emitter is a wire FILAMENT which carries 
the current that produces the heat. One construction em- 
ployed for this type of emitter is shown in Figure 10A. 
Here, the filament is held in the shape of an inverted V by 
three supports. The supports connected to the ends of the 
filament are conductors. They complete an electric circuit 
from the filament through the base of the tube toan external 
source of current. Emission takes place from the surface 
of the filament. Because of its properties, this type of emit- 
ter is commonly referred to as the filament when speaking 
of a tube in which itis employed. The filament wire varies 
in size from a fine wire in the small receiving type tube to 
a wire of considerable thickness in the large tubes used in 
transmitting equipment. 


The indirectly heated emitter consists of a metal cylinder 
which emits electrons from its outer surface when it is 
heated. A wire heating element called the HEATER supplies 
the heat by radiation to the emitter. In this arrangement, 
the emitter is commonly referred to as the cathode.  Fig- 
ures 10B and 10C show two constructions used. As shown, 
the heater is located inside the cathode, but insulated from 
it electrically. The only purpose of these heaters is to 
supply heat to the cathode. 
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11. Radio communication equipment uses many tubes of the in- 
directly heated emitter type. What is the source of heat in 
the indirectly heated emitter ? 


As shown in Figure 10, inthe indirectly heated emitter, 
conductive supports connect the two ends of the heater through 
the base of the tube, thus providing for connections to an 
external source of current. A third conductive support 
permits connecting the cathode to an external circuit, The 
broad definition of "cathode" is the electrode that supplies 
electrons. Inthis sense, the filament of Figure 10A isa 
cathode, the same as the cylinders of Figures 10 B and 10C,. 

Often, the word cathode is employed in this general sense 
when there is no reason to be concerned with the particular 
type of emitter. 


Filament and Heater Current Supplies 


We have mentioned that the emitterin the diode is heated to 
cause it to give off electrons by thermionic emission. Тһе 
heat is provided by passing a current through the filament 
in a directly heated tube, and through the heater in an in- 
directly heated tube. This heating current is obtained from 
anexternal source provided expressly for the purpose. The 
current can be either ac or dc. A common source of ac 
filament or heater current is a transformer that steps the 
117 V line voltage down to the low voltage required by the 
filament or heater of the tube. Typical filament and heater 
voltages required are 1.4, 3.15, 6.3, and 12. 6 volts. A 
dry-cell batteryis a common source of dc for this purpose. 
For example, television and console radio receivers employ 
the transformer method, while portable receivers use bat- 
teries as filament and heater supplies. 


Figure 11A shows a battery supplying the heating current to 
the filament of a directly-heated diode. In this circuit, 


Раре 14 Diode Tubes 


filament current If consists of electron flow from the nega- 
tive terminal of battery Bj, through the filament, and to 
the positive terminal of B]. The magnitude of this current 
depends only upon the battery voltage and the resistance of 
the filament. It is not affected by the number of electrons 
emitted by the filament. That is, the filament current does 
not supply electrons for emission. It merely heats the fila- 
ment so electrons that are near the surface can fly off into 
the space around the filament. Therefore, at any instant, 
there are as many electrons returning from the filament to 
the battery as are flowing from the battery to the filament. 


In Figure 11B, battery B2 applies a voltage that makes the 
plate of V] positive with respect tothe filament. This volt- 
age produces PLATE CURRENT Ip which, outside the tube, 
has the form of electron flow from the plate to the positive 
terminal of B2, and from the negative terminal of B2 to the 
filament. Plate current Ip and filament current If have 
practically no effect upon each other, even though both are 
carried by at least part of the filament. 


Figure 12 shows the heater of an indirectly heated diode 
supplied heating current by battery Bj. B2 produces plate 
current Ip. The heat generated in the heater by Ih passes 
to the cathode. As explained, the heater and cathode are 
very close to each other so the heat is transferred easily 
from the heater tothe cathode. However, theyare insulated 
electrically, so that there is no electrical connection be- 
tween the circuits that carry heater current I, and plate 
current Ip. Thus, heater current Ih is completely independ- 
ent of plate current Ib. 


Electron Collection 


As mentioned, after leaving the cathode, the electrons form 
a space charge which surrounds the cathode. The plate 
collects the electrons by drawing them to it out of the space 
charge. The collection action takes place when a voltage 
makes the plate positive with respect to the cathode, as in 
Figure 4. Asthe electrons pulled from the space charge 


Diode Tubes Page 15 





reach the plate, they enter it and are then conducted through 
the external circuit to the voltage source. 


Plates 


The plate is built so that it surrounds the emitter and can 
collect as many electrons as possible. There are many 
plate shapes used, varying with tube types. A few of the 
most common are shown in Figure 13. 


Saturation 


In the electron tube, the space charge acts as a reservoir 
of electrons from which the plate takes electrons at a rate 
that depends upon the plate voltage. Figure 14 illustrates 
the action. An electric field of the indicated direction causes 
electrons to leave the space charge and move to the plate. 
The more positive the plate, the stronger the field and the 
larger the plate current. 


There is a weak field betweenthe space charge and cathode 
also, as indicated. Its direction is such that it causes a 
few of the electrons to returnfrom the space charge to the 
cathode. Thus, THESPACE CHARGE LIMITS THE PLATE 
CURRENT IN A DIODE TUBE. This is the normal oper- 
ating condition of the diode in most applications. 


ж ж ж 


12. Тһе electric field between the space charge and plate has 
direction such as to cause electrons toflow to the plate when 
an applied voltage makes the plate (a) positive with respect 
tothe cathode, (b) the same potentialas the cathode, (c) nega- 
tive with respect to the cathode. 


13. The electric field betweenthe cathode and space charge urges 
electrons toward which electrode? 


14. When a diode is employed as a detector and operated under 
the conditions of Figure 14, theplate receives electrons from 
the space chargerather thandirectly from thecathode. True 
or False? 


Page 16 


Diode Tubes 


If the plate voltage is increased, more and more electrons 
leave the space charge and flow to the plate. Finally, ata 





The 5Y3-GT is a dual diode employed as a 
full -wave rectifier in medium power circuits. 
Courtesy GE Receiving Tube Department 


high plate voltage, the plate 
takes all the electrons that 
are emitted by the cathode, 
and there is no space charge. 
A single electric field extends 
from the cathode to the plate, 
as indicated in Figure 15. A 
further increase of plate volt- 
age causes little increase in 
the plate current because the 
plate is already taking every 
electron emitted by the cath- 
ode. This condition is known 
as SATURATION. The plate 
current at this point is called 
saturation current. 


Normally, operation at satura- 
tion is employed only inappli- 
cations such as gating or 
where the diode must conduct 
large but brief pulses of cur- 
rent. Only diodes specially 


designed for this operation are used. The heavy saturation 
current would destroy a diode not designed for these appli- 


cations. 


ж 


ж 


15. When a diode in a gating circuit is in saturation, the plate is 
taking (a) all the electrons emitted, (b) electrons from the 
space charge only, (c) no electrons from the cathode. 


ж 


ж 


CHARACTERISTICS AND RATINGS 


The general nature of tube operation as well as specific 
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information about the applications of tubes can be learned 
most easily by examining their characteristicsand ratings. 
Characteristics are measurable properties that depend upon 
things such as the material of which a device is made and 
the size and shape of the device. Ratings are limiting values 
assigned to a device by its manufacturer. Tube ratings are 
maximum allowable operating voltages and current which 
cannot be exceeded without danger of damaging the tube or 
shortening its life. 


The various manufacturers publish data sheets that give the 
characteristics and ratings of the different tube types. From 
these sheets it is easy to determine which tube to use for a 
particular job. You canalso see whether a tubeis operating 
the way it should in a given circuit. Data sheets usually 
show some of the more important relationships by means of 
graphs or curves. 


Characteristic Curves 


A characteristic curve is a graph that shows the way in 
which one variable quantity affects another variable quantity. 
For example, one variable quantity may be the voltage ap- 
plied betweenthe plate and cathode of a diode tube, while the 
other quantity may be the tube's plate current. A graph 
that shows how the plate current depends upon the applied 
voltage is a type of characteristic curve commonly included 
on the manufacturer' s data sheets. 


The voltage applied between the plate and cathode of a diode, 
as in Figure 14, is called PLATE VOLTAGE. This voltage 
is measured with the cathodeas the reference point. Thus, 
if the plate voltage makes the plate positive with respect to 
the cathode, the plate voltage is said to be so many volts 
positive. If it makes the plate negative with respect to the 
cathode, it is said to be so many volts negative. 


The relationship between the plate voltage and plate current 
of a diode is commonly shown bya curve like that of Fig- 
ure 16. Here, positive plate voltage is given along the scale 
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at the bottom. The scale at the left is marked off in terms 
of plate current. The graphis called a plate characteristic 
curve. By means of this curve, you can find the plate cur- 
rent producedin a diode of the type represented by the curve 
for any given plate voltage within the range of the graph. 


For example, with a plate voltage of 20 volts applied to the 
tube, the curve shows that a plate current of approximately 
80 ma is produced. As the plate voltage is increased, it 
causes the plate current to increase. Hence, the curve 
rises continually and smoothly as we move to the right on 
the graph. Finally, at the plate voltage of 100 volts, the 
diode conducts a plate current of 1000 ma, or 1 ampere. 
This curve assumes that the plate voltage makes the plate 
more positive than the cathode by the specified amount. 


ж ж ж 


16. Referring to Figure 16, what is the approximate plate current 
whena plate voltage of positive 60 volts is applied tothe diode ? 


17. Suppose you want to use the diode represented by the curve of 
Figure 16 as a rectifier. What value of plate voltage would 
you apply to produce a plate current of 700 ma? 


With any given plate voltage applied toa diode, the plate 
currentincreases with the temperature of the emitter. For 
this reason, a curve like that of Figure 16 can show the 
plate voltage-plate current relationships at a single emitter 
temperature, and this temperature only. Therefore, the 
curve is useful only if we specify the emitter temperature 
or an operating condition that determines the temperature. 
Tube manufacturers commonly specify the normal operating 
voltage applied to the filaments of directly heated emitters 
or to the heaters of indirectly heated emitters. In Fig- 
ure 16, the voltage is given as Eg - 5 volts. An increase in 
filamentor heater voltage increases the current in the fila- 
ment or heater. In turn, this increases the temperature of 
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the emitter, producing greater emission. With more elec- 
trons in the space charge, more can be pulled to the plate 
at a given plate voltage. 


ж ж ж 


18. For the diode tube it represents, the curve of Figure 16 indi- 
cates the plate voltage and current relationship, regardless 
of the temperature of the emitter. True or False? 


ж x ж 


When a manufacturer publishes a curve like that of Fig- 
ure 16, the curve does not represent the characteristics of 
an individual diode sample. Instead, it represents the aver- 
age characteristics of a largenumber of diodes of the same 
type. Usually, the curve is labeled "average plate charac- 
teristics. '' Few diodes of a given type have characteristics 
that exactly match those of the published curves. However, 
when you are going to use a tube of this type as a rectifier, 
for example, you can assume that the characteristics of any 
diode of this type are reasonably near those indicated by 
the curve. 


Classes of Diodes 


Diodes can be classified in various ways such as the appli- 
cations for which they were designed, the kind of emitter 
employed (directly heated or indirectly heated), and the 
number of diodeunits included in one envelope. One classi- 
fication in terms of tube operation is made on the basis of 
the relative magnitude of the plate currents. 


In general, diode tubes designed to conduct plate current up 
toabout 50 milliamperes are considered low-current tubes. 
The high-current tubes are capable of carrying plate cur- 
rents ranging from several hundred milliamperes to several 
amperes. 
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Figure 17 shows the plate characteristic curve of a typical 
low-current diode tube. Unlike the example of Figure 16, 
Figure 17 includes plate voltage values over a range of only 
10 volts. Thus, the plate current increases from zero to 
a maximum value of 60 ma as 
cum the plate voltage is increased 
from zeroto 10 volts. Diodes 
of this general class are de- 
signed for use in circuits 
where a small applied voltage 
is available and the plate cur- 
rent needed is not large. A 
common application is that of 
an FM detector in radio and 
television receiver circuits. 
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эе M The plate characteristic curve 
| of another low-current diode 
is given in Figure 18. Notice 
that the highest plate voltage 
included on this graph pro- 
duces a plate current of only 
Relotively high current is conducted by this adeo D niae pereo: 
diode tube in high voltoge circuits. : Tubes of the type illustrated 
Courtesy GE Receiving Tube Deportment by this curve are used as 
rectifiers where it is desired 
to produce a high dc voltage across the load, but very little 
direct current is needed. For example, the plate current 
in this diode is only 12 ma when the plate voltage is about 
320 volts, while in the diode of Figure 17, a 12 ma plate 
current is produced by a plate voltage of only 3 volts. A 
common application of diodes with characteristics like those 
illustrated by Figure 18 is that of a rectifier for supplying 
high voltage to the picture tube in a television receiver. 


З 


One diode of the high-current type has the plate character- 
istics shown in Figure 19, This tube is used where it is 
necessary for the diode to conduct relatively large plate 
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current with only a small voltage applied tothe plate. Where- 
as the low-current diode of Figure 18 conducts a plate cur- 
rent of only about 1 ma with 50 volts applied to its plate, 
the tube of Figure 19 produces a current a thousand times 
as large with the same plate voltage applied to it. Diodes 
like that represented by the curve of Figure 19 are employed 
often where the plate current has the form of pulses at rates 
of several thousand per second. These diodesare used also 
in gating applications. 


Figures 20 and 21 give the plate voltage-current curves of 
two other typical diodes in the high-current class. Diodes 
like that with the curve of Figure 20 are employedas recti- 
fiers where the load currents are large insofaras commer- 
cialequipment such as television receivers is concerned. 
On the other hand, the curve of Figure 21 is that of a diode 
used in industrial equipment. This tube is employed asa 
rectifier also, but the plate currents indicated are considered 
relatively smallfromthe standpoint of mostindustrialneeds. 


The plate characteristics of another industrial type diode 
are shown in Figure 22. Notice that the plate current values 
run up into the thousands of milliamperes, while the plate 
voltages range up to nearly 3000 volts. Since a thousand 
milliamperes equals one ampere, the current scale could 
be marked off in amperes. Thus, 4000 ma equals 4 amp, 
8000 ma equals 8 amp, and so on. Tubes of this type are 
employed as rectifiers where very large currents are needed 
at high voltages. Common uses of this kind are found in 
radar equipment, for example. 


Industrial type vacuum diodes like those represented by the 
curves of Figures 2l and 22 are generally known as ken- 
otrons. [In these tubes, the plate is commonly called the 
anode. However, in their basic operation, all vacuum diodes 
are the same, though they differ in size, structure, and type 
of emitter, depending upon the application for which they 
are designed. 
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19. Suppose you need a diode that produces a large plate current 
with a plate voltage of only 50 volts applied. Checking the 
curves of Figures 17 through 22, you find that, at a plate 
voltage of 50 volts, the largest plate current is produced by 
* diode represented by the curve of Figure (a) 18, (b) 22, 
c) 19. 


Plate Resistance 


As explained earlier, plate current is produced in a diode 
when an applied plate voltage makes the plate positive. For 
a given applied voltage, the magnitude of the plate current 
depends upon the limiting effect of the space charge in the 
tube. Since the diode does not permit an infinitely large 
current to flow, it offers a certain amount of opposition to 
plate current. If the applied plate voltage is increased, the 
plate current increases. You can compare this action to 
the increase produced in the current in a resistor when you 
increase the voltage across the resistor. An opposition to 
plate current exists in all electron tubes. Itis called PLATE 
RESISTANCE. 


ж ж ж 
20. What is plate resistance? 


ж ж ж 


The plate resistance of a tubeis of two kinds: dc plate re- 
sistance and ac plate resistance. Both are calculated by 
means of Ohm's Law. The DC PLATE RESISTANCE is the 
opposition to plate current offered by the tube when an UN- 
CHANGING positive voltage is applied to the plate. It is 
equal to the plate voltage divided by the plate current, and 
is represented by the symbol ry. The curve in Figure 17 
shows that a plate voltage of 6 volts produces a plate cur- 
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rent of 30 main thediode represented. Using rp = E/I, we 
cansubstitute 6 volts for E and . 03 ampere for I to obtain: 


rp = 6. = 200 ohms 


Thus, this diode has a dc plate resistance of 200 ohms when 
a plate voltage of 6 volts is applied to it. 


For any given diode, the plate resistance is not the same 
at aliplate voltages. For example, using Figure 17 again, 
a plate voltage of 3 volts applied to this diode produces a 
plate current of 12 ma. In this case: 





ry, = O12 = 250 ohms 


Here, with the lower plate voltage, the plate resistance is 
greater. As another example, if we apply 9 volts to the 
plate of this diode, a current of 52 ma is produced. With 
this higher voltage applied, the plate resistance is only: 


pe T pe 
ry —052 173 ohms 


Thus, unlike the resistance of a resistor, the plate resist- 
ance varies with the applied voltage. Whenthe voltage de- 
creases, rp increases, and when the voltage increases, 
ru decreases. This nonlinear relation can be seen as the 
curvature ofthe plate characteristic curve. If the plate 
resistance were the same at all plate voltages, this curve 
would be perfectly straight. 


The AC PLATE RESISTANCE is the opposition of a tube to 
aCHANGEIN PLATE CURRENT. It isthe result of dividing 
a small change of plate voltage by the corresponding small 
change of plate current. Maintainingthe plate voltage posi- 
tive, we can varyit alternately above and below some given 
value, causinglike variations in the plate current. The re- 
sistance offered by the tube tothese variations of plate cur- 
rent is considered the ac plate resistance of the tube. 
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The ac plate resistance is an important characteristic and 
is closely related to operating conditions. It is represented 
by the symbol ry. The subscript p is used to distinguish 
this ac resistance from the dc resistance rp. In general, 
when the term plate resistance is used without qualification, 
the ac plate resistance is the one that is meant. 


As an example of the calculation of rp, Suppose we vary the 
plate voltage of the diode of Figure 17 between the values of 
5.8 and 6.2 volts. This is a total change of 6.2 — 5.8, or 
0.4 volt. When the plate voltage is 5.8 volts, the plate 





Diades ore commonly used os rectifiers in power supplies such os the one shown obove. 
Courtesy Dressen -Barnes Corp. 


current is approximately 28 ma, and when the voltage is 
6. 2 volts, the currentis 31 ma. Therefore, the total change 
of plate current is equal to 31 — 28, or 3 ma. Dividing the 
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change of plate voltage by the change of plate current we 
have: 


polum 0.4 - 133 ohms 


Р .00 





Notice that this value is considerably less than the dc plate 
resistance of 200 ohms at the plate voltage of 6 volts. Cal- 
culations of r, at other points along the curve would show 
that, due to the curvature of the curve, the ac plate resist- 
ance varies in the same way as the dc plate resistance, 
being higher at the lower plate voltages and lower at the 
higher plate voltages. 


ж ж ж 


21. What is the ac plate resistance of the television receiver 
high-voltage diode represented by Figure 18 when its plate 
voltage is varied between the values of 240 volts and 280 volts? 


Manufacturer's Ratings 


As mentioned, manufacturers assign ratings for those tube 
characteristics which must be kept within certain limits to 
insure satisfactory performance. Such ratings help elec- 
tronic equipment designers usethe capabilities of each tube 
to best advantage. 


The electron tube industry employs three kinds of ratings. 
One, called Absolute Maximum, is generally used for in- 
dustrial and transmitting tube types. These ratings are 
limiting values that should not be exceeded with any tube of 
the specified type under any conditions of operation. The 
other two kinds of ratings are used for receiving typetubes. 
The first, the Design Center ratings, are limiting values 
which should not be exceeded with a tube of the specified 
type under normal operating conditions. These ratings 
allow for normal variations in tube characteristics and 
operating conditions. They are used for tubes developed 
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before 1957. The other system, the Design Maximum 
ratings, is a set of limiting values which should not be ex- 
ceeded with a tube of the specified type under any conditions 
of operation, Adopted in 1957, these ratings allow for nor- 
mal variations in tube characteristics, but not in operating 
conditions, 


Ratings assigned to diode tubes include the maximum peak 
inverse plate voltage, maximum peak plate current, maxi- 
mum dc output current, plate dissipation, and maximum 
peak heater-cathode voltage. A voltage applied across the 
plate and cathode of a diode that makes the plate negative 
with respect to the cathode is called inverse plate voltage. 
Since the inverse voltage produces no space current in the 
tube, it must be withstood by the high resistance of the 
materials that electrically insulate the plate from the cath- 
ode. If the inverse voltage is high enough, it can cause the 
electrical breakdown of this insulation. The MAXIMUM 
PEAK INVERSE PLATE VOLTAGE is the highest instan- 
taneous inverse voltage that the tube can withstand without 
danger of breakdown. 


ж ж * 


22. Inverse plate voltage makes the plate of a tube (a) negative 
with respect to the cathode, (b) positive with respect to the 
cathode. 


The MAXIMUM PEAK PLATE CURRENT is the highest 
instantaneous plate current that a tube can carry safely at 
intervalsinthe direction of normalcurrent flow. The MAXI- 
MUM DC OUTPUT CURRENT, sometimes called dc plate 
current, is the highest average plate current which can be 
handled continuously by a rectifier diode. This rating is 
based upon the power which the plate is capable of dissipating 
in the form of heat. This power is called the PLATE DIS- 
SIPATION. The heat is generated in the plate by electrons 
arriving at and striking the plate. Plate dissipationis given 
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in watts. 


The MAXIMUM PEAK HEATER-CATHODE VOLTAGE is the 
highest instantaneous voltage that a tube can stand safely 
between its heater and cathode. This rating is used in ap- 
plications where excessive voltage might be introduced be- 
tween the heater and the cathode. 


DIODE TUBE CONSTRUCTION 


Figure 23A shows a cutaway view of a diode tube. The 
heater in the center is surrounded by the cathode, which in 
turn is surrounded by the plate. The electrodes are held in 
place and prevented from touching by insulated supports not 
shown in this part of the figure. Metal pins that extend 
through the bottom or base connect the electrodesand heater 
to external circuits. Figure 23B shows a tube of this type 
enclosed in its glass envelope. Here, the lower circular 
insulated support is visible. The combination of numbers 
and letters on the envelope indicates the tube type. 


Figure 23C is a bottom view ofthe tube, showing the ar- 
rangement of the base pins. The pins are numbered in the 
clockwise direction, beginning with the first pin clockwise 
from the gap. The gap makes it almost impossible to place 
the tube into a socket in the wrong position. IMPORTANT: 
TUBE PINS ARE ALWAYSNUMBERED CLOCKWISE LOOK- 
ING AT THE BOTTOM OF A TUBE OR SOCKET. 


ж ж ж 


23. With reference tothe bottom view of a tube, the base pins are 
numbered in the (a) clockwise direction, (b) counterclockwise 
direction. 


To show which base pin connects to which part inside the 
tube, some schematic diagrams show pin numbers with the 
tube symbols. An example is given in Figure 23D. This 


Раре 28 Diode Tubes 





symbol indicates that pin 5 connects to the plate of this par- 
ticular tube, pin 7 connects to the cathode, and pins 3, 6 
and 4 to the heater. Pins 1 and 2 do not connect to any of 
the tube elements. They are 
includedin the base sothe tube 
will beinserted properlyinits 
socket, and to provide addi- 
tional support for the tube. 
The connection between pin 6 
and the heater permits using 
the heateras a voltage divider 
in applications where this use 
is desirable. 


Another diode construction is 
shown in the cutaway view of 
Figure 24A. This tube em- 
ploys afilament type emitter. 
As shown, the filamentis held 
inside the plate by a pair of 
conductive support rods. In 
T turn, the rods are supported 
Ble eens саа тее pulses in high — by a glass holder known asa 
Courtesy GE Receiving Tube Department header. Passing through the 
header, each conductor con- 
nects to a base pin. The plate of this tube does not connect 
toa base pin. Instead, it connects to a cylindrical metal 
cap at the top of the tube. The reason for this arrangement 
is that this tube is a type to which high voltages are applied 
between plate and filament. The insulation of the entire 
glass envelope is between the plate cap and the filament 
base pins to prevent high-voltage breakdown of the tube. 





Figure 24B shows the bottom view of this tube. As shown, 
the base contains eight pins that are evenly spaced. To 
assure proper insertion into the socket, an aligning plug 
witha key projects from the center of the base. The socket 
for a tube of this kind has a center hole with a keyway into 
which the plug and key fit. Hence, the aligning plug makes 
it impossible for the tube to be placed into its socket in- 
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Tubes that have bases of this kind are called octal tubes. 
The pin numbering is clockwise, as before, beginning with 
the first pin clockwise from the key. Figure 24C shows 
what is called the basing diagram for this diode. Here, the 
small circles that represent the base pins are numbered in 
the same order as in Figure 24B. As shown, the filament 
connects to pins 2 and 7, and these are the only base pins 
used for external connections in this particular tube. The 
top capto which the plate connects is represented by a small 
rectangle at the top of the diagram. 


* * * 


24. In the tube of Figure 23, the cathode connects to base pin 
number (a) 5, (b) 6, (c) 7. 


25. The plate of the diode of Figure 24 connects to (a) base pin 4, 
(b) the top cap, (c) base pin 5, 


26. The heater of the diode of Figure 23 connects to base pins 
number (a) 2 and 7, (b) 3, 4 and 5, (c) 3, 4 and 6. 


* * * 


Figure 25 shows a third diode construction in a cutaway 
view. Here, the disk-shaped cathode is supported by a 
metal cylinder, inside of which the heater is located. The 
metal plate is supported by a tubular-shaped ceramic in- 
sulator. A hole in the middle of this insulator permits the 
plate to project downward close to the cathode. The external 
plate circuit connects directly to the large upper portion of 
the plate. A metal ring in contact with the cathode support 
cylinder provides for the external circuit connection to the 
cathode. A second tubular ceramic insulator separates the 
cathode ring from the metal heater buttons which are the 
means of connecting to the heater. All the metal parts in 
this tube are made of titanium and all the insulation is ce- 
ramic. This permits the tube to be operated at higher tem- 
peratures than tubes that use glass envelopes and other 
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insulating materials. 


SUMMARY 


Electrontubes are devices that control the flow of electrons. 
An electron tube that has two electrodes is called a diode. 
The electrodes are called the plate and the cathode, respec- 
tively. When heated, the cathode emits electrons which 
form a cloud called a space charge around the cathode. An 
applied voltage that makes the plate positive with respect to 
the cathode causes the plate to attract electrons from the 
space charge, Thus, electrons travel via the space charge 
from the cathode to the plate. This flow of electrons takes 
placein one direction only. That is, no electron flow occurs 
normally from the plate to the cathode. 


The property of the diode to conductin one direction only is 
employedin gating and rectification applications. The cath- 
odes used in the various types of diodes are of two kinds. 
The directly heated cathode is a filament which carries its 
own heating current. The cathode -heater type consists of 
a tubular emitter inside of which a heating element is lo- 
cated. Manufacturers publishthe characteristics and ratings 
of their various tube types as an aid to the equipment de- 
Signer, Important among these are the plate characteristic 
curves which show how plate current varies with plate volt- 
age, 
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IMPORTANT DEFINITIONS 


BIAS - [ BIGH uhs] - A voltage applied across the electrodes 
of a device. 


CATHODE -| KATH ohd] -In an electron tube, the electrode 
from which electrons enter the space between the 
electrodes. Also called an EMITTER. 


DIODE - [ DIGH ohd] - A two-electrode device that controls 
electron flow, either an electron tube or a semicon- 
ductor device. 


ELECTRODE -|i LEK trohd] - A solid conductor terminal. 
A metallic element in an electron tube. 


ELECTRON EMISSION -[i MISH 'n] - Any process by which 


electrons leave the surface of a material. 
EMITTER - See CATHODE and FILAMENT. 


FILAMENT - A cathode or emitter consisting of a wire that 
carries a current which provides thetemperature re- 
quired for thermionic emission, 


GATING - Action of producing an output only when certain 
inputs are applied. 


HEATER - A wire heating element that supplies the cathode 
with the heat needed to produce thermionic emission. 


MAXIMUM DC OUTPUT CURRENT - The highest average 
plate current which can be handled continuously by a 
rectifier diode. 


MAXIMUM PEAK HEATER-CATHODE VOLTAGE - The 
highest instantaneous voltage that a tube can stand 
safely between its heater and cathode. 
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IMPORTANT DEFINITIONS (Continued) 


MAXIMUM PEAKINVERSE PLATE VOLTAGE - The highest 


instantaneous inverse voltage that a tube can with- 
stand without danger of breakdown. 


MAXIMUM PEAK PLATE CURRENT - The highest instan- 
taneous plate current that a tube can carry safely at 
intervals in the direction of normal current flow. 


PLATE - In an electron tube, the electrode to which the 
main stream of the emitted electrons flows. 


PLATE CURRENT - The electron flow from the space charge 
to the plate inside the tube, and from the plate through 
the external circuit to the cathode. 


PLATE DISSIPATION - [dis i PAY sh'n] - The power that 
the plate ofa tube is capable of dissipatingin the form 
of heat. 


PLATE RESISTANCE - The oppositiona tube offers to plate 


current, 


PLATE VOLTAGE - The voltage between the plate and cath- 
ode of a tube. 


RECTIFICATION - [ rek ti fi KAY sh! n] - Converting ac in- 
to dc. 


RECTIFIER - Any device capable of performing rectifi- 
cation, 


SATURATION - [sat cher AY sh' n] - Theconditionin which 
the plate of a tube is taking all the electrons emitted 
by the cathode so that there is no space charge. 
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IMPORTANT DEFINITIONS (Continued) 


SPACE CHARGE - A cloud of electrons in the space be- 
tween the electrodes of a tube. 


SPACE CURRENT - The flow of electrons through the space 
from the cathode to the plate. 


THERMIONIC EMISSION - [ther mi AH nik] - Electron 


emission caused by heating a metal toa high tempera- 
ture. 





10. 


11. 


12. 


13. 


14. 


PRACTICE EXERCISE SOLUTIONS 


Diode means a two-electrode tube or semiconductor device. 


True -- Keep this in mind because it is one of the important 
principles of tube operation. 


(a) one direction only. -- Electrons cannot flow in the direc- 
tion urged by battery B1 in Figure 2 because the diode is 
then an open circuit. 


bias 
gating and rectification 


(b) ERj.-- In this gate circuit example, the output terminals 
are connected to the ends of Rj. Therefore, the output is 
the voltage across R4. 


(b) Evi. -- Only Ey, is across the diode. ER, and the output 
voltage are the same voltage, and this voltage is not across 
the diode. 


(c) very high. -- Because ofthe high resistance of V4, al- 
most all of the input voltage is across the diode and none is 
across Rj. 


True -- If Vz conducted in both directions, the current in 
Вт, would be ac. 


(b) a very high temperature, -- The temperature required is 
much higher than room temperature. However, a tempera- 
ture above the emitter's melting point wouldruinthe emitter. 
The heater supplies the heat in the indirectly heated type of 
emitter. In the directly heated type, the filament serves as 
both heater and emitter. 

(a) positive with respect to the cathode. 


the cathode 


True -- The space charge is the source of electrons for the 
plate. 


ali 
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15. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


(a) all the electrons emitted. -- No space charge exists when 
the tube is in saturation, and electrons flow directly from 
the cathode to the plate. 


450 ma -- Locate 60 volts on the plate voltage scale at the 
bottom, move up the vertical line to the curve, and then 
across to the left to the plate voltage scale. 


80 volts -- Locate 700 ma on the plate current scale, move 
to the right along the horizontal line to the curve, and then 
down the vertical line to the plate voltage scale. 


False -- At any given plate voltage, 
temperature changes the plate current. 


a change in emitter 


(c) 19. -- This curve indicates a plate current of 1000 ma 
at 50 volts, whereas the plate currents of the diodes repre- 
sented by Figures 18 and 22 are much lower at this plate 
voltage. 


Plate resistance is the opposition presented by a tube to plate 
current. 


20, 000 ohms -- The voltage change is equal to 280 - 240, or 
40 volts. At 240 volts, the plate current is 8 ma, and at 280 
volts it is approximately 10 ma. Therefore, the current 
change is equal to about 10 - 8, or 2ma. The ac plate re- 
sistance is: 


40 
Tp = — 903, = 20, 000 ohms 
(a) negative with respect tothe cathode. -- Theterm "inverse" 
indicates that the voltage is opposite that which produces 
cathode-to-plate electron flow. 
(a) clockwise direction. 
іс) 7, 


(b) the top cap. 


(c) 3, 4 and 6. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 
Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing. be certain your correct student number, name and address 
appear on the card. 


Example: An earthworm has 





LESSON CODE A C73 (A) two legs. (B) four legs. (C) six legs. (D) no legs. 
BLC | 
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A diode tube presents low resistance to current when the 

(A) plate is positive with respect to the cathode. (B) cathode is positive with respect to the 
plate. (C) cathode and plate have the same potential. (D) plate is negative with respect to the 
cathode. 

Rectification is the action in which a diode 

(A) generates an alternating voltage. (B) conducts from plate to cathode. (C) converts ac to dc. 
(D) converts dc to ac. 


In the circuit of Figure 8, current I is produced in RT, 


(A) during the entire cycle (both alternations) of EjN. (B) when Eyy makes the plate of V] neg- 
ative. (C) whenever V] is not conducting. (D) when EjN makes the plate of Vj positive. 


Emission of electrons resulting from heating a material to a high temperature is called 
(A) field emission. (B) emission current, (C)thermionic emission, (D) space current. 


In the filament type of emitter, the emitter heat is obtained from the 
(A) heater element. (B) current carried bythe filament. (C) plate current. (D) space current. 


The indirectly heated emitter obtains its heat from the 
(A) cathode. (B)plate. (C) space charge. (D)heater. 


In a diode tube, the space charge limits the 
(A) heater current. (B) plate supply voltage. (C) cathode temperature. (D) plate current. 


A plate characteristic curve shows the relationship between the plate current and the 


(A) heater current. (B) emitter temperature, (C) filament voltage. (D) plate voltage. 


The curves of Figures 16 through 22 show that plate current 
(A) increases with plate voltage. (B) decreases as plate voltage increases. (C) increases as 
filament voltage decreases. (D) increases as plate voltage decreases. 


The opposition offered by a tube to a CHANGE in plate current is called 
(A) inverse voltage. (B) plate dissipation. (C) dc plate resistance. (D) ac plate resistance. 
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High powered tubes must be ruggedly built, and usually are water cooled or forced-air cooled to 
prevent overheoting due to the large plote or anode currents they corry. 
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Great things are made of little things. 
--Browning 


VACUUM TUBE OPERATION 


Vacuum tubes have found use in almost every branch of elec- 
tronics, These tubes are used in circuits that generate ac 
voltages at frequencies ranging from low to ultra high, cir- 
cuits that amplify or increase the magnitude of voltages and 
currents, and circuits that rectify electric energy. Your 
television or radio receiver, for example, contains tubes 
that perform all of these functions. 


Vacuum tubes are used very often for amplification, The 
information or signal to be handled by an electronic circuit 
is usually applied in the form of a voltage to the input of the 
tube. The tube circuitalso includes a second source of elec- 
tric power. The tube uses this power to produce an enlarged 
copy of the input signal. This is the manner in which the 
tube amplifies, It does not produce power itself, it merely 
controls power. The term amplify is not limited to only 
those circuits called amplifiers. Amplifying action is part 
of the operation of almost all vacuum tube circuits. 


THE TRIODE ELECTRON TUBE 


A tube that contains three active electrodes is called a 
TRIODE. In its most common form, the triode consists of 
a cathode and a plate between which the third electrode is 
located. This third electrode is called theGRID. It was 
given this name because of its grid-like structure in some 
types of tubes. Figure 1 shows one of the several grid 
Structures used. Here, the grid is a single, continuous 
wire whichis wound so it forms a series ofoval loops around 
a pair of vertical support rods. 
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1. What is a triode tube? 
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Figure 2 shows the arrangement of the three electrodes ina 
typical triode. In this drawing, the plate is cut away to show 
the grid and filament. As the tube is of the directly-heated 
type, the filament is the emitter. As shown, the filament is 
insidethe grid, so that the grid is in the path of the electrons 
moving from the space charge around the filament to the 
plate. The grid wire is very fine, and the turns are spaced 
far apart. Therefore, the grid does not physically block an 
appreciable number of the electrons passing through it. 


The electrodes in an indirectly-heated triode are shown in 
the cutaway view of Figure 3, Here, the cathode is shown 
to be surrounded by the grid, which is in turn surrounded by 
the plate. As before, electrons moving from the cathode or 
space charge must pass between the wires of the grid on 
their way to the plate. This tube is of the nine-pin miniature 
type, while that of Figure 2 is of the eight-pin or octal type. 


Figure 4 shows the arrangement of electrodes in a ceramic 
triode. Here, the cathode is a flat disk supported above the 
heater by a metal cylinder, This cylinder provides a con- 
ductive connection between the cathode and the metal cathode 
ring. The ring is the means of connecting the cathode to an 
external circuit. The grid is a circular grill mounted di- 
rectly above the cathode. It is connected by the grid ring to 
an external circuit. The plate or anode is a large disk at 
the top of the tube, and a projection at its center extends 
downward toward the grid. Finally, the heater connects to 
the external circuit by means of a pair of metal buttons. 
The remainder of the tube consists of three circular ceramic 
insulators which hold the electrodes in position and prevent 
them from touching each other. 


* ж ж 


2. In typical commercial electron tubes like those illustrated in 
Figures 2, 3and 4, (a) the grid is between the cathode and 
plate, (b) the plate is between the grid and cathode, (c) the 
cathode is between the plate and grid. 
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Figure 5 shows a triode made almost entirely of metal. A 
strong ceramic base wafer serves as a platform which sup- 
ports the electrodes, Each electrode is solidly supported by 
a cone-shaped metal flange. Thetube employs an indirectly- 
heated cathode. The heater leads extend down through the 
open, lower end of the cathode and the base wafer, The 
smallest of the three support flanges holds the cathode over 
the heater, The next larger flange fits over the cathode 
flange without touching it, and supports the grid. The larg- 
est flange fits over the grid flange and supports the plate. 
All three flanges are supported by leads which are held in 
place by the base wafer. 


Some of the leads pass down through the wafer to connect 
the electrodes to external circuits. The electrodes are pos- 
itioned with the grid between the cathode and plate as in the 
tube of Figure 3. The metal tube envelope of Figure 5 has 
two extensions downward from the base called the indexing 
lugs. These lugs protect the leads during insertion into the 
tube socket and permit rapid insertion. A tube having this 
construction is called a NUVISTOR. Tubes of this type are 
extremely rugged, though very small in size. 


Whatever the physical constructionof the vacuum tube triode, 
the grid has the same purpose. This purpose is to control 
the flow of electrons from the space charge to the plate. 
Since the grid is between the cathode and the plate, if we 
make it negative with respect to the cathode, it repels some 
of the electrons back toward the cathode, so that fewer get 
to the plate. Hence, the current from the emitter to the 
plate in a triode depends upon grid potentialas well as emit- 
ter temperature and plate voltage, 


ж ж ж 


3. Ina triode tube, the flow of electrons from the space charge 
to the plate (2) is prevented by the grid, (b) can be controlled 
by the grid, (c) is independent of the grid. 


ж ж * 


-— 
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THE TRIODE CIRCUIT 


The symbols used for triode vacuum tubes are shown in 
Figure 6. That of Figure 6A is for tubes with directly- 
heated emitters, or filament type tubes. Figure 6B is the 
symbol fortubes with indirectly-heated emitters, or cathode- 
heater type tubes. Except for the grid, the symbols are the 
same as those used for diodes. The grid is drawn between 
the plate and the filament or cathode to represent its physi- 
cal location in the tube, 


Figure 7 shows the basic cir- . 
cuit of the filament type triode. б) 
Here, battery Ву supplies 
heater current to the filament i 
of triode Vj. The complete GT 
path of this currentis from B], | 
through the filament, and back | 
| 
^ 


-— 





to Bj. Battery B2 has its pos- 
itive terminal connected to the 
plate of the tube and its nega- 
tive terminal connected to the A nuvistor triode commonly used intelevision 
filament. Battery B2 M Бала i зы ҚА Electron Tube Division 
the plate supply, and its volt- 

age Epp is known as the plate supply voltage. Epp makes the 
plate voltage positive with respect to the filament, Battery 
B4 applies voltage Ecc between the grid and filament. B3 is 
called the grid supply, and Ecc is the grid supply voltage. 
B3 is connected so that Ecc makes the grid of Vj negative 
with respect to the filament, The difference of potential be- 
tween the grid and filament is called GRID BIAS. In tube 
circuits, the potentials of all electrodes are given as or 
assumed to be positive, negative, or zero with respect to 
the cathode potentialas a reference, unless stated otherwise. 


Normally, the grid bias is much smaller than the plate sup- 
ply voltage Epp. Therefore, with the various voltages ap- 
plied, electrons leave the space charge around the filament 
and flow past the grid to the plate. THIS ELECTRON FLOW 
IS CALLED PLATE CURRENT, AND IS DESIGNATED BY 
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THE SYMBOL Ip. As indicated in the figure, the external 
plate circuit carries the plate current Ip in the form of elec- 
tron flow from the plate of Vj to battery B2, and from B2to 
the filament of Vi. The electrons arriving at the filament 
replace those emitted into the space charge. This completes 
the path of the plate current, 


ж ж ж 


4. An industrial control system employs a triode vacuum tube 
for which the basic dc supply circuit is like that of Figure 7. 
In this circuit, the grid is (a) negative with respect to the 
plate, (b) positive with respect to the filament, (c) positive 
with respect to the plate. 


ж ж ж 


The basic circuit employing an indirectly-heated triode is 
shown in Figure 8. In this case, battery Bj] supplies current 
to the heater of the tube. Battery B5 applies voltage Epp 
between the plate and cathode, producing plate current Ip. 
In this circuit, the grid bias is the difference ofpotential be- 
tween the grid and the cathode, Grid bias is provided by B3, 
which applies voltage Ecc between the grid and cathode. 
Battery B3 is connected so that Ecc makes the grid negative 
with respect to the cathode. Plate current in the external 
plate circuit consists of electron flow from the plate of Vi 
to B5, and from B» to the cathode of Vi. 


Figures 7 and 8 show the basic dc voltage relationships that 
usually exist between the electrodes of vacuum tubes. Var- 
ious other components are normally added to the circuit to 
make use of the current flow. 


HOW TUBES CONTROL CURRENT 


Because of its location between the cathode and the plate, 
the grid can control the flow of electrons to the plate. This 
control of plate current by the grid is the fundamental action 
of electron tubes, other than diodes. It is the underlying 


| 
| 
| 
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principle upon which all the applications of the tubes described 
in this lesson are based, 


When the grid is made negative with respect to the cathode 
it prevents some of the electrons from passing through it to 
the plate. This is due to an electric field between the grid 
and cathode whose direction is such as to cause electrons to 
move toward the cathode. This field opposes the action of 
the field between the cathode 
and plate, which causes elec- 
tronsto move toward the plate. 
The more negative the grid is 
made, the stronger the grid- 
cathode field, and the smaller 
the plate current. If the grid 
is made less negative, the grid- 
cathode field weakens, and the 
plate current increases, 


Figure 9 shows a triode circuit 
in which the grid is connected 
directly to the cathode. Be- 
cause of this connection, there 
is no difference of potential 
between thesetwo electrodes. 
That is, grid-cathode voltage 
Ec is zero. With the grid at 
cathode potential, there is no 
grid-cathode field. The grid does not oppose the flow of 
electrons through it. Plate currently is large, as indicated 
by current meter Mj. Applying a negative bias voltage to 
the grid as shown in Figure 10 reduces the plate current, as 
indicated by the meter. THE LARGER THE NEGATIVE 
BIAS, THE SMALLER THE PLATE CURRENT. 





A twin triode of the glass octal type. 
Courtesy Sylvania 


These relations can be shown by means of a curve, Figure 
11 shows how the plate current of a certain triode varies 
with the grid voltage when the plate voltage is equalto 250 
volts, This curve is called the grid voltage — plate current 
characteristic of the tube. The particular triode represented 
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by the curve of Figure 11 is commonly employed as an am- 
plifier tube in broadcast radio receivers, 


The plate currentin milliamperes is given along the left side 
of the graph, while the scale at the bottom indicates grid 
voltage or bias in volts, On the grid voltage scale, zero 
volts is located near the right end, and the values to the left 
of zero are negative voltages as indicated. The given grid 
voltage values represent the grid potential with respect to 
the cathode. 


When the grid voltage is zero, as in Figure 9, the curve of 
Figure 11 shows that the plate current is equal to 7.5 ma. 
However, the plate current falls to just above 5 ma when a 
grid bias of —1 volt is applied. If we increase the negative 
grid voltage to —2 volts,theplate current decreasesto about 
3 ma. 


As we make the grid more and more negative, plate current 
continues to decrease. Finally, we reach a negative bias 
value that reduces the plate current to approximately zero. 
With the tube represented by Figure ll, this occurs at a 
grid voltage of —4 volts. This condition is called plate cur- 
rent cutoff, The grid voltage that causes it is called the 
cutoff bias, Grid voltages more negative than the cutoff bias 
simply cause the plate current to remain at zero, Plate cur- 
rent exists only when the grid voltage is less negative than 
the cutoff bias. 


ж ж Ж 


5. If you were going to use the tube represented by Figure 11 as 
an amplifier, what value of grid bias would you employ to 
produce a plate current of 2 ma? 


ж ж ж 
The plate current values indicated by the curve of Figure 11 


for the various grid voltages are true only for a particular 
plate voltage, | When a tube manufacturer publishes a curve 
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of this kind for a given tube, he specifies the plate-to-emitter 
voltage used when the curve was plotted. In the example of 
Figure 11, the plate voltage was kept at 250 volts while the 
grid voltage was set at a series of values over the range 
indicated, At each grid voltage, the plate current was re- 
corded, This set of grid voltage — plate current data was 
then used to draw the curve. 


If the same process is carried out at a higher plate voltage, 
the plate current is greater than indicated in Figure 11 at 
each grid voltage value inthe range. A curve drawn from 
these data would be higher on the graph than the one shown. 
Likewise, for alower plate voltage, the curve would belower 
than the one shown because the plate current would be less 
than indicated for each grid voltage. 


ж ж ж 


6. The plate current values indicated by a single curve like that 
of Figure 11 are true for (a) any plate voltage, (b) zero plate 
voltage only, (c) a given plate voltage only. 


ж ж ж 


In the normal operation of most triode tubes, a grid bias is 
applied that is somewhere be- 
tween zero and the cutoff bias. 
The applied input signal then 
causes the grid voltage either 
to become more or less nega- 
tive than the bias for an inter- 
val of time, or to vary contin- 
uously around the bias value. ot 

This results in corresponding 

changes inplate current, Very — Digne rene rie, ud pons 
seldom does the input signal in and a metal and ceramic envelope. When 
an amplifier circuit cause the то He Chee cay ssipate ap 
grid to become positive with Courtesy General Electric Co. 
respect tothe cathode. In most 


applications, a positive grid voltage is considered abnormal 
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operation of the tube. A positive bias can be provided as 
shown in Figure 12, where B3 is connected with its positive 
terminal to the gridand its negativeterminal to the cathode. 
The curve of Figure ll shows that plate current increases 
when the grid becomes positive. When the grid voltage is 
+.75 volt, the plate current becomes 10 ma. 


When the grid is positive, both the grid and the plate pull 
electrons from the space charge. Most ofthe electrons pass 
betweenthe grid wires, attracted to the highly positive plate. 
This causes the increase in plate current. However, some 
of the electrons are captured by the grid. These flow 
through the external grid circuit consisting of B4 in Figure 
12, back to the cathode. This flow is called grid current 
(Ic). Since the grid is taking electrons that should go to the 
plate, grid current is undesirable in most circuits. There- 
fore, except in certain applications, the tube is operated so 
the grid never becomes positive. A negative grid does not 
attract electrons from the space charge. 


ж ж ж 


7. In most applications, the grid voltage of a triode usually is 
kept (a) negative, (b) zero, (c) positive. 


ж ж ж 


The basic operation of the triode vacuum tube makes use of 
variations of the negative grid voltage to cause desirable 
changes in the plate current. Because it is much closer to 
the cathode, the grid has much greater control over plate 
current than the plate does. 


HOW TUBES AMPLIFY VOLTAGE 


We have mentioned that vacuum tubes are used mainly for 
amplification and control. The term amplify means to make 
larger or increase the amplitude of, The process of ampli- 
fying is called AMPLIFICATION, A device that amplifies 
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is called an amplifier. Usually, an amplifier consists ofa 
circuit containing a number of components including one or 
more tubes or other control devices. 


Figure 13 shows a triode voltage amplifier circuit. Here, 
the grid circuit contains an alternating voltage source, S, 
in series with the grid bias battery B3. Source S produces 
the alternating input voltage Ery.» which is to be amplified. 
Since EIN reverses its polarity as each alternation begins, 
it aids Ecc during one alternation and opposes it during the 
next. The total voltage between the grid and cathode is equal 
to EIN and Ecc combined. 


When the upperterminal of S is negative, the total grid volt- 
age isthe sum of E,, and Eyy. During the other alternation, 
when the upper terminal of S is positive, the grid voltage is 
equal to the difference between Ecc and Ery. Since EIN 
varies through the alternation, this sum also varies. The 
peak value of Ery in this figure is less than Ecc so the 
positive peaks of Ey cannot make the grid positive with 
respect to the cathode. Therefore,the grid varies in voltage 
but always remains more negative than the cathode. 


ж ж ж 


8. Inanamplifier circuit like that of Figure 13, the peak value 
of EN must be less than grid bias Ec, to prevent the grid 
from becoming positive with respect to the cathode. True or 
False? 


ж ж ж 


In the plate circuit of Figure 13, resistor Кү is connected 
in series between the plate of triode V) and the positive 
terminal of voltage supply B2. Resistor Ry is called the 
PLATE LOAD RESISTOR. Triode V can be thought of as a 
resistive device whose resistance varies with the grid volt- 
age. As the grid voltage swings to a greater negative value, 
the triode presents greater resistance to plate current, 
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When the negative voltage onthe grid is reduced, the tube 
has less resistance, Plate supply voltage Epp is applied to 
the two resistive components, Vj and Rj,,in series. There- 
fore, the Vj plate current depends on the value of Кі ав 
well as the resistance of Vj. 


ж ж ж 


9. When the grid of a triode tube becomes more negative, the 


resistance of the tube to plate current (a) decreases, (b) is 
not affected, (c) increases, 


ж ж ж 


Triode V; and load resistor Rj form a voltage divider, 
dividing Epp between them. As input voltage Eyy varies 
during each cycle, it causes 
the grid voltageto vary, chang- 
ing the resistance through tube 
Vi. When the Vj resistance 
is increased in this way, the 
total resistance of the plate 
circuitisincreasedalso, How- 
ever,since Rj remains fixed, 
the resistance of Vj becomes 
a larger part of the total re- 
sistance and that of Ry becomes 
a smaller part. This change 
A 250 watt televisian transmitting tetrode. in the proportions of the re- 
The envelape is af metal and ceramic, and sistances causes changes in 
the tube is farced-air caaled. ў КЕ 
Caurtesy General Electric Ca. their division of voltage Epp. 
The part of Epp across V] in- 
creases, while the part across Rj decreases. The sum of 
the two parts always remains equal to Epp. 





When ErN causesthe resistance of Vj todecrease (by making 
the grid less negative), the total resistance of the plate cir- 
cuit decreases also, The resistance of Vj becomes a smaller 
part of the total resistance, while that of R[, becomes a 
larger part. This changes the division of Ebb so that the 
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part across Vj decreases while that across R[, increases. 


Thus, the varying voltage EyN makes the resistance of triode 
Vj) increase and decrease during each cycle. These V] re- 
sistance changes result in variations in the voltage across 
load resistor Кі. The voltage variations across Ry are 
represented in the figure as Eo. Voltage Erw is the input 
to the circuit while Eo is the output. Normally, the circuit 
values are selected sothat Eg has greater amplitude than 
EIN. The circuit is then said to amplify because Eo is an 
amplified or enlarged version of Ery. The circuit of Fig- 
ure 13 is called a voltage amplifier. 


ж ж ж 


10. When the input voltage causes the resistance of a tube to in- 
crease, the voltage across the loadresistor (a) remains con- 
stant, (b) decreases, (c) increases. 


ж ж ж 


As mentioned, when Ery makes the grid of V] more negative 
the resistance of V] increases and the total resistance inthe 
plate circuit is increased, Let us apply Ohm's Law to the 
plate circuit of Vj. Since Epp remains the same and the 
resistance of V1 increases, the plate current is reduced. 


On the other hand, when E;y makes the grid less negative, 
the Vj resistance decreases, causing the total resistance in 
the plate circuit to decrease also. This permits the plate 
current to increase, Thus, the input voltage variations pro- 
duce variations in plate current as well as in the voltage 
across the load resistor. However, in the voltage ampli- 
fier, the action of greatest importance is the production of 
the relatively large output voltage Eo when the input voltage 
EIN is applied. The voltage variations, E;y and Eo, are 
called the input and output signals, respectively. 


As an example of the operation of a circuit like that of Fig- 
ure 13, suppose Ecc equals -2 volts, Epp equals 260 volts, 
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and Ry, equals 100,000 ohms, At an instant when voltage 
Етм is equal to zero, the grid voltage is equalto Ecc, or 
—4 volts, Suppose this grid voltage causes triode V} to have 
a resistance of 30,000 ohms, The total resistance in the 
plate circuit is then equal to 30,000 + 100,000, or 130,000 
ohms. The plate load resistance is 100,000/130,000, or 
10/13 of the total resistance. Therefore, the part of Ebb 
that is across Ry is 10/13 of 260, or 200 volts. 


If ErN becomes 1 volt negative, it aids Ecc, making the grid 
voltage change to (~2) + (-1), or -3 volts, Suppose this in- 
creases the resistance of V] to 40,000 ohms. The total re- 
sistance in the plate circuit is then 40,000 4 100,000, or 
140,000 ohms. The load resistance is now 100,000/140,000, 
or 5/7 of the total resistance. Hence, the partof Ebb across 
Ry is 5/7 of 260, which is about 186 volts, 


If EIN becomes 1 volt positive, it opposes Ecc, making the 
grid voltage change to —2 4 1, or -1 volt. If this decreases 
the Vj resistance to 20,000 ohms, the total plate circuit 
resistance becomes 20,000 4 100,000, or 120,000 ohms. 
RL is then 100,000/120,000, or 5/6 of the total. Therefore, 
the voltage across Ry is 5/6 of 260, or about 217 volts, 


In this example, input voltage ErN varies from -l to +1 volt, 
a total variation of 2 volts. The voltage across RI, varies 
from 186 volts to 217 volts, a total of 31 volts. Thus, the 
amplified output voltage, Eo, has a peak-to-peak value of 
31 volts. This is a little over 15 times the peak-to-peak 
value of EIN. EQ is normally much greater than E... 


ж * ж 


11. Suppose the grid voltage is such that the tube presents a re- 
sistance of 10,000 ohms in an amplifier circuit like that of 
Figure 13. If Epp = 300 volts and R,, = 90,000 ohms, what is 
the voltage across Ry ],? 
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TETRODES 


Whenevertwo conductive objects are separated byan insula- 
ting material, they form a capacitor. The electrodes ina 
vacuum tube are an example. Figure 14 illustrates the 
capacitance between the plate and cathode of a diode. This 
capacitance is called INTERELECTRODE CAPACITANCE 
since it appears between the electrodes of the tube. It is 
designated Cp, to indicate the plate and cathode electrodes 
that provide it. Usually, the value of Cpk is quite small, 
ranging from about 1 to 10 picofarads in the various com- 
mercial diodes. Due to its high reactance value at low and 
medium frequencies, Cp, has very little effect on the oper- 
ation of the diode. However, its reactance is less at the 
high frequencies, and it therefore conducts high-frequency 
ac to some extent. This con- 
duction by Cpk defeats the 
diode's purpose, which is to 
conduct in one direction only. 
Therefore, when youare selec- 
ting adiode for use at high fre- 
quencies, you will require one 
that has very small plate- 
cathode capacitance. 


In the triode, the grid shields 
the plate from the cathode to 
some extent, thus reducing the 
plate -cathode capacitance. The 
gridis alsoa conductive object, 
and is insulated from both the 
cathode and the plate. It is also 
closer to the cathode than the A miniature glass tube containing two tetrode 
plate is. Therefore, the triode сеа for use at radio frequencies 
has interelectrode capacitance i Courtesy Amperex Electronic Corp. 
between the grid and plate (Cgp y 

betweenthe grid and cathode (Сок) , and between the plate and 
cathode (Cox) . These capacitances are indicatedin Figure 15. 





The capacitance between the grid and the plate often has 
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great effect on the operation of a triode, An input or signal 
voltage applied to the grid causes the voltage on the plate of 
the tube to change also due to plate current changes. The 
plate voltage changes cause the grid-plate interelectrode 
Capacitance to charge and discharge. In this way, this ca- 
pacitance couples the signal from the plate circuit back to 
the grid circuit. If a great deal of the signal is coupled back 
to the grid it interferes with normal tube operation. The 
tube begins to amplify its own output signal instead of the 
input signal, This action occurs more readily at high fre- 
quencies than at low frequencies because capacitance has 
less reactance at the higher frequencies, 


ж ж ж 


12. Whichinterelectrode capacitance generally affects the opera- 
tion of a triode the most? 


ж ж ж 


To reduce the grid-to-plate capacitance, a tube called a 
TETRODE has another grid which is located between the 
control grid and the plate. This second grid is called the 
SCREEN GRID, Its purpose is to shield the control grid 
from the capacitive effect that the plate has on the control 
grid. The name tetrode indicates that the tube has four 
electrodes, The emitter is countedas one electrode whether 
it is heated directly or indirectly. 


ж ж ж 


13. The purpose of the screen grid in the tetrode is to reduce the 
(a) grid-to-plate capacitance, (b) plate current, (c) emission 
from the cathode. 


ж ж ж 


Figure 16 gives the schematic symbol of a tetrode tube. 
Here, grid G], nearest the cathode, serves the function of 
the grid in the triode. For this reason, it is called the con- 
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trol grid. Grid G>, nearest the plate, is the screen grid. 
The dashed-line capacitors indicate that the screen grid 
breaks upthe capacitance between control grid and plate into 
two capacitances in series, These consist of the capacitance 
between screeng rid and plate (Cg5p) and the capacitance be- 
tween control grid and screen grid (Cgi g2). 


As shown in the figure, a large capacitor, C1, is connected 
from the screen grid to ground, When the plate voltage 
varies, Cg p Charges and discharges through capacitor C]. 
Because of its large capacitance, Cj has low reactance at 
signal frequencies, Therefore, this capacitor presents al- 
most no opposition to the charge and discharge currents of 
Cgop- These currents take the path of least opposition, 
which is through Cj, instead of passing through the control 
grid circuit as happens with the triode. Thus, the plate cir- 
cuit does not couplethe output signal backto the control grid, 


Figure 17 shows a cutaway view of a tetrode. Its structure 
is much like that of a triode. The electrodes are mounted 
on wire supports embedded in a glass holder called the stem 
press. The wires for external circuit connections extend 
down through the base pins. The cathode surrounds the 
heater, and the control grid surrounds the cathode. The 
screen is constructed in the same manner as the control 
grid, and is mounted around the outside of the control grid. 
The plate surrounds the screen grid, Finally, in this tube, 
a perforated metal shield is placed around the outside of the 
plate, and connected electrically to the screen grid. Its 
purpose is to shield the electrodes from external magnetic 
and electric fields. 


Normally, the screen grid is operated at a positive potential, 
as shown in the basic tetrode circuit of Figure 18. Voltage 
divider RjR2 causes the screen voltage to be a little less 
positive than the plate voltage. The electric field of the 
plate ends at the screen grid, Therefore, the plate exerts 
very little pull on the electrons in the space charge near the 
cathode, However, the positive screen grid attracts the 
electrons, much likethe plate attracts electrons in a triode, 
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As the electrons arrive at the screen grid, a few are cap- 
tured by the grid. This produces a screen current consist- 
ing of aflow of electrons from the screen grid tothe junction 





A comparison af octal tubes and miniature tubes with similar characteristics and functions. 
Courtesy Hytran Radia and Electronics Corp. 


of Rj and R2, through R,; to B2, and from Bo to the cathode, ! 
But most of the electrons pass througn the screen grid, be- и 


cause of its open structure, and move into the plate's field, 
which pulls them to the plate. 


ж ж ж 


14. Normally, the potential o: the screen grid is (a) equal to that 
of the cathode, (b) positive, (c) negative. 


ж ж ж 


Vacuum Tube Operation Page 21 





In a tetrode tube, the screen grid has a much greater effect 
on the plate current than the plate does. This is because the 
electric field of the plate does not extend into the region be- 
tween the screen grid and cathode. With a given negative 
bias onthe control grid, the screen grid potential determines 
the number of electrons attracted from the space charge. 
Large changes of plate voltage can occur without affecting 
this flow of electrons from space charge to screen grid. As 
mentioned, most of the electrons continue on to the plate, 
since the screen grid takes only a few electrons out of the 
stream. The screen current serves no useful purpose, and 
it is desirable that it be as small as possible. 


PENTODES 


When electrons strike a metal surface at high speed, they 
knock other electrons from the surface. The electrons 
knocked out in this manner are called secondary electrons, 
Since the action consists of electrons leaving a solid mate- 
rial, it is one type of electron emission. As the emitted 
electrons are secondary electrons, the action is known as 


SECONDARY EMISSION. 


Secondary emission takes place in vacuumtubes as electrons 
strike the various electrodes, The most important of these 
emissions is that which occurs at the plate, since nearly all 
the electrons coming from the space charge strikethis elec- 
trode. In diodes and triodes, all the secondary electrons 
are attracted back to the plate, so there is no loss of plate 
current. However, in the tetrode, large numbers of the 
"secondaries' emitted from the plate are attracted to the 
positive screen grid, This action increases the screen cur- 
rent while decreasing the plate current. Figure 19 shows 
the flow of secondary electrons from the plate to the screen 
grid. This flow is greatest when the screen grid is more 
positive than the plate. 


As mentioned, the screen current is of no use so far as the 
tube operation is concerned, The collection of secondary 
electrons by the screen grid can be prevented by providing 
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a region of very low or zero potential at some point between 
the screen grid and the plate. This region is then highly 
negative with respect to the plate. The strong electric field 
between this region and the plate causes the secondary elec- 
trons to move back to the plate, thus preventing them from 
going to the screen grid. 


One method of producing a zero potential region between the 
plate and screen is the use of a third grid situated at this 
point. This third grid is called the SUPPRESSOR GRID. 
Physically, it surrounds the screen grid and is inturn sur- 
rounded by the plate. Its zero potential is provided by elec- 
trically connecting it to the cathode, Since this tube has five 
active electrodes, it is called a PENTODE. 


ж ж ж 


15. What electrode prevents the collection of secondary electrons 
by the screen grid in a pentode? 


ж ж ж 


A cutaway drawing of the electrodes in a pentode is shown in 
Figure 20. The cathode in the center is surrounded in turn 
by the control grid, the screen grid, the suppressor grid, 
the plate and finally a shield. The three grids are gener- 
ally designated G), Gz and G3 in the order of their positions 
outward from the cathode. These designations are given in 
Figure 21, which shows a pentode tube symbol, Vj, and the 
basic pentode circuit. In this example, the suppressor grid 
and cathode are connected externally. In some pentodes, 
this connection is made in the tube, 


Except forthe connection from the cathode tothe suppressor 
grid, the pentode circuit is like that of the tetrode in Fig- 
ure 18, That is, Bj provides negative bias voltage for the 
control grid, source S applies a signal voltage to the control 
grid, and B2 supplies positive voltage to the plate. The 
positive voltage for the screen grid is obtained at the junc- 
tion of Rj and R2. Ry is the plate load resistor, across 
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which the output of the circuit is produced. The control grid 
exerts the greatest control over the plate current of a triode, 
tetrode or pentode, Thecircuits of Figures 18 and 21 amplify 
in the same way as the triode circuit of Figure 13. 


BEAM POWER TUBES 


The BEAM POWER TUBE is a special tetrode that has been 
designed to eliminate the flow of secondary electrons from 
the plate to the screen grid. 
Historically, it was developed 
later than the pentode. In the 
beam power tube, electrons 
flowing betweenthe screen grid 
and plate form a space charge. 
With respect to the plate, the 
space Charge 1s very negative, 
since it is made up of elec- 
trons. Therefore, secondary 
electrons coming from the plate 
are repelled back to the plate 
by the space charge. Thus, 
this space charge acts much 
like the suppressor grid in the 


М. || 
pentode. LLL | 
TUBE 


MADE IN Usa 
Special construction 1s neces- 


sary, however, toform aspace 
charge with enough density to 
perform this function properly. 
A cutaway view of the beam 
power tube is given in Figure The 6CD6GA is a beam power tube of the 
i glass octal type. 

22. The distance between the Courtesy General Electric Co. 
screen grid and the plate is 

made rather long. This allows time for the space charge to 
form. It permits maximum plate current and is the condi- 
tion that led to the development of this tube. 





The density of the space charge is increased further by con- 
fining the electrons to relatively narrow beams. A beam 
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forming plate is located at each rounded side of the cathode, 
These plates are electrically connected to the cathode, so 
they repel electrons and force 
them to flow only between the 
beam forming plates. The 
cathode is flattened so that 
most of the emission occurs 
in the direction of the beams. 
Each screen grid turn is be- 
tween aturn ofthe control grid 
and the plate, Thus, because 
of the control grid wires, the 
screen grid cannot be seen 
from the cathode. From the 
standpoint of the cathode, the 
screen grid is inthe electrical 
shadow of the control grid. 
A combination tube, including o medium-mu Therefore, the electrons that 
л pentode inthe same flow through the spaces be- 
Courtesy RCA Electron Tube Division tween the wires of the control 
grid also flow through the 
Spaces between the screen grid wires. This forms the elec- 
tron beams into a series of sheets, one above the other. The 
result is that a very strong concentration of electrons pro- 
duces the space charge between the plate and screen grid. 





The space charge electrons move continually to the plate. 
As with other tube types the number of electrons that enter 
the plate at any instant depends on the voltage of the control 
grid. Very few of the electrons moving toward the plate are 
able to strike the screen grid directly. Therefore, the 
Screen current of a beam power tube is much lower than 
that of a pentode tube with a suppressor grid, 


The schematic symbol for the beam power tube commonly 
takes either of twoforms. One is shown in Figure 23A. This 
is the same symbol that is used for a pentodetube in which the 
suppressor grid is connected to the cathode internally. So 
far as the beam power tube is concerned, the suppressor 
grid inthe symbol merely representsthe action of the space 


Vacuum Tube Operation Page 25 





charge explained above. The other form of the beam power 
tube symbol is shown in Figure 23B. Here, the beam form- 
ing plates are represented by smallcurved lines shown con- 
nected to the cathode. The basic circuit of the beam power 
tube is like that of Figure 21. 


ж ж ж 


16. Secondary electrons are repelled back toward the plate in the 
beam power tube by the space charge located between the 
(a) control grid and screen, (b) cathode and control grid, 
(c) screen grid and plate. 


* ж ж 


An advantage of the low screen current is that little power 
is wasted by dissipation in the screen. Also, the tube can 
be operated at high plate currents without causing the screen 
grid to become so warm that it emits electrons, A further 
advantage is that relatively low-wattage resistors can be 
used in the divider that supplies the screen voltage, 


MULTIGRID TUBES 


A number of tubes with more than three grids have been 
developed for special application, Of great importance 
among these is the PENTAGRID TUBE, a unit having five 
grids, Figure 24 shows the symbol of one pentagrid type. 
Including the plate and cathode, there is a total of seven 
active electrodes. The first and third grids are independent 
control electrodes to which signals or other control voltages 
may be applied. The second and fourth grids are internally 
connected screen grids. The second grid shields the first 
and third grids from each other, Finally, the fifth grid is 
the suppressor grid which, as shown, connects internally to 
the cathode. 


One common application of the pentagrid tube is that ofa 
gated amplifier, The first and third grids each affect the 
electron flow from the region of the cathode to the plate. 
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Therefore, the final plate current varies according to the 
signal or control voltages on both of these grids. A second 
common application is that of a pentagrid converter in re- 


ceivers, In this case, the tube serves the double function of 
oscillator and mixer, 


COMBINATION TUBES 


To save space, the elements of two or more complete tubes 
are often placed in a single envelope. Some of these combi- 
nations use a common cathode. In others, there are separ- 
ate cathodes, One such combination is the double triode, 





Compactrons are manufactured in a variety of sizes and shapes, depending on the combination of 
tube sections contained in the envelope. 


Courtesy General Electric Co. 


the symbol of which is shown in Figure 25, The two triodes 
are electrically independent of each other so they can oper- 
ate without interfering with each other. Another example is 
the duo-diode-triode of Figure 26, This unit consists of 
three tubes (two diodes and a triode) which use the same 
cathode, Figure 27 shows a triode-pentode with a common 
cathode again serving for both sections, 


Morethan onetube in one envelope isthe basis ofa relatively 
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new line of tubes called COMPACTRONS, The main differ- 
ence between these and the other multiple-tube units is that 
the compactrons are quite small in size despite the fact that 
the envelope contains two or more tubes. Figure 28 shows 
the symbol of one compactron type. As shown, this unit 
consists of a pentagrid tube and a pentode tube. A second 
compactron is shown in Figure 29. In this case, within one 
envelope are a diode-triode, a pentode, and a larger recti- 
fier type diode. Since the diode-triode is a double tube to 
begin with, this compactron really contains four tubes. In 
both compactrons shown,the heaters are connectedin series 
internally, as in the double-triode of Figure 25. 


TUBE CLASSIFICATION 


Electron tubes are classified in several ways. One method 
is based on the number of active electrodes in the tube. 
Thus, we have the diodes, triodes, tetrodes, and pentodes 
already described. Also, tubes with six elements or elec- 
trodes are called hexodes, those with seven electrodes are 
heptodes, and those with eight electrodes are calledoctodes, 
A second method of classifying tubes is according to their 
use, as rectifier, amplifier, oscillator, picture tube, camera 
tube and X-ray tube. 


Diodes, triodes, tetrodes, pentodes, and beam power tubes 
all can be found in a variety of envelopes and bases. Hence, 
they are also designated as metal, ceramic, glass, glass 
octal, miniature, subminiature, lock-in, glass lock-in, 
novar, nuvistor, and glass noval. 


A HARD TUBE is one which has beenhighly evacuated of air 
and then sealed. Because nearly all of its air has been re- 
moved, a hard tube is called a vacuum tube, ASOFT TUBE 
is one that has been evacuated, and then à small amount of 
some gas placed in it, It is also called a gas-filled tube. 


Another tube classification describes the tube's ability to 
amplify. The Greek letter mu (u) represents the amplifica- 
tion, or how many times greater the output voltage is com- 
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pared to the input voltage applied to the control grid. When 
the control grid wires are wound close together, the ampli- 
fication is high. А tube with this type of grid is called a 
high-mu tube. In a low-mu tube, the grid wires are spaced 
farther apart. 


It is sometimes desirable that the amplificationbe variable, 
For this purpose, a variable-mu tube is employed. It has 
a grid wound like that shown in Figure 30. Here, the grid 
has open spacingat the center and close spacingat the ends. 
When a weak signal is applied to the grid, the close spacing 
near the ends of the grid has the most control on the plate 
current, and the amplification is high. With strong signals, 
electron flow is cut off near the ends of the grid, and only 
the open spacing at the center controls the plate current, 
Amplification is then low. 


* * ж 


17. In a vacuum tube, the spacing of the control grid wires affects 
the mu of the tube. True or False? 


MAXIMUM RATINGS 


Certain maximum ratings must be observed to insure that a 
tube operates properly. Exceeding these ratings shortens 
the life of the tube. One important rating is the maximum 
plate dissipation. Its value in watts indicates the maximum 
electric energy that can be converted into heat and dissi- 
pated safely and continuously by the plate. This heat is 
generated by the electrons as they bombard the plate at high 
velocity. 


Another maximum rating is the peak heater-cathode volt- 
age. It is important where high voltages are applied between 
the heater and the cathode. This is the highest voltage that 
can safely be applied between the heater and cathode without 
breaking down the insulation. 
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18. Exceeding the maximum ratings of a tube (a) prevents the 
conversion of electric energy into heat, (b) shortens the life 
of the tube, (c) shows that ratings are not important, 


SUMMARY 


An electrontube is agroupof two or more electrodes, called 
elements, enclosed in an envelope, with leads extending 
through the envelope or base for connecting the elements to 
external circuits. The elements or electrodes are of metal 
and are therefore conductive. They are electrically separ- 
ated and physically supported by insulating materials, The 
envelope is made of glass, metal or ceramic. An electron 
tube from which the airhas been removed is calleda vacuum 
tube. A tube is named according to the number of active 
electrodes it contains, Thus, one with three such electrodes 
is a triode, one with four is a tetrode, and so on, 


Normally, the grid nearest the cathode in a tube is called 
the control grid. It is called this because it has the greatest 
control over the flow of electrons moving from the space 
charge near the cathode to the plate. The plate current in 
a vacuum tube is normally controlled by varying the potential 
of the control grid. Voltage amplification is obtained by 
applying a signal voltage to the control grid of atube. This 
results ina larger variation of voltage in the plate circuit. 
The plate circuit voltage change follows the form of the sig- 
nal applied to the control grid, Therefore, the voltage vari- 
ation or signal in the plate circuit is an enlarged or ampli- 
fied version of the signal applied to the control grid. 


Progress in tube design in recent years has been in two 
general directions, One is toward increased circuit capa- 
bilities. These include operation at extremely high fre- 
quencies, higher power efficiency, greater control by the 
grid over plate current, and smaller size. The other direc- 
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tion is in the areas of greater tolerance to environment and 
greater reliability. These are obtained by the use of new 
materials and construction methods. They include synthetic 
micas for insulation, multiple-layer composite plate metals, 
new heater and cathode materials, and ceramic envelopes. 
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IMPORTANT DEFINITIONS 


AMPLIFICATION - [am pli fi KAY sh'n| - The process of 
making larger or increasing amplitude. 


BEAM POWER TUBE - A tetrode designed to eliminate the 
flow of secondary electrons from the plate to the screen 
grid. 


COMPACTRON - [kum PAK tron] - A unit consisting of two 
or moretubes in one envelope. The envelope is smaller 
in size than in the older multi-tube units. 


GRID - An electrode located between the cathode and plate. 


HARD TUBE - A highly evacuated electron tube., A vacuum 
tube, 


INTERELECTRODE CAPACITANCE - [in ter i LEK trohd]- 


The capacitance existing between the electrodes of an 
electron tube. 


NUVISTOR - [new VIS ter] - A cylindrical tube in which the 
electrodes consist of concentric cylinders supported in 
an open-ended cantilever fashion by a series of tripod- 
like structures, 


PENTAGRID TUBE - [PEN tuh grid] - A tube having five 
grids. 


PENTODE - [PEN tohd] - A tube having five electrodes 
other than the heater, 


SCREEN GRID - A grid located between the control grid and 
plate and having a positive potential applied to it, 


SOFT TUBE - An electron tube containing gas at low pres- 
sure, 
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IMPORTANT DEFINITIONS (Continued) 


SUPPRESSOR GRID - [suh PRESS'r| - A grid, located be- 
tween the screen grid and plate, which is normally 
operated at cathode potential. 


TETRODE - [ТЕТ rohd | - Atube withfour active electrodes 
other than the heater. 


TRIODE - | TRIGH ohd] - A tube having three active elec- 
trodes, i 


10. 


11. 


12. 


13. 


14. 


PRACTICE EXERCISE SOLUTIONS 
A triode is a tube having 3 active electrodes. 


(a) the grid is between the cathode and plate. 


(b) can be controlled by the grid. 


(a) negative with respect to the plate. -- Sincethe grid is neg- 
ative with respect to the filament, and the plate is positive 
with respect to the filament, the grid must be negative with 
respect to the plate. 


—2.5 volts (approximately) -- Locate 2 ma on the scale at the 
left. Follow the horizontal line to the right to the curve. 
From this point, follow the vertical line down to where it 
meets the grid voltage scale slightly to the left of —2.5 volts. 


(c) a given plate voltage only. 
(a) negative. 


True -- If the peak value of Erw is greater than Ecc, the net 
grid voltage becomes positive during the positive peaks of EJN. 


(c) increases, 


(b) decreases, -- A greater part of the Epp voltage appears 
across the tube because of the tube's increased resistance, 
leaving less for the load resistor. 


270 volts -- The total plate circuit resistance is 10,000 
+ 90, 000, ог 100, 000 ohms. Ry, is 90, 000/100, 000, ог 9/10 
of the total. Therefore, the voltage across Ry, is 9/10 of 
300, or 270 volts. 


The grid-plate interelectrode capacitance generally has the 
most effect on the operation of the triode. 


(a) grid-to-plate capacitance, -- The screengrid shields the 
grid from the plate. 


(b) positive. -- The screen grid is normally operated at a 
potential near or equal to that of the plate. 
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15. 


16. 
17. 


18. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


The suppressor grid prevents the collection of secondary 
electrons by the screen grid in the pentode. 


(c) screen grid and plate, 
True -- Ingeneral, the closer the spacing, the higher the mu. 


(b) shortens the life of the tube. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


LESSON CODE 


Example: Most windows are made of 
[3 (A) wood. (B)steel. (C)glass. (D)iron. 
С] 


А 
BC ] 
C 
DL ] 





In a triode vacuum tube, the primary purpose of the grid is to 
(A) emit electrons. (В) control the flow of electrons, (C) shield the plate from the cathode., 
(D) prevent electrons from striking the cathode, 


In Figure 7, the filament receives its heating current from 
(A) Ecc. (В) вә. (С) Вз. (D) Bj. 


Supply battery Bg in Figure 7 is connected so that it makes the plate of tube V1 
(A) negative with respect to the filament. (В) positive with respect to the filament. (C) have 
the same potential as the grid. (D) negative with respect to the grid. 


In the circuit of Figure 8, the dc difference of potential between the grid and cathode is called 
(A) the grid bias. (B) Eo. (С) Ерь. (D) the space charge. 


The tube employed in Figure 8 is 
(A) indirectly heated. (B) directly heated. (С) а type that employs no heating element. (D)a 
tetrode, 


In a circuit like that of Figure 10, when we make the grid more negative 
(A) the grid bias decreases. (B) the plate current decreases, (C) Epb decreases. (D) the 


plate current increases. 


Since the grid in a triode is closer to the cathode than the plate is, the grid 

(A) is usually operated at a positive potential. (B) has less control over plate current than the 
plate. (C) collects all of the electrons coming from the space charge. (D) has more control 
over plate current than the plate. 

The amplifying action of the circuit of Figure 13 results in an output voltage Eg which 

(A) is always less than Ecc. (B) is larger than EIN. (C) causes the plate current of V, to 
vary without any input signal. (D) is larger than Epp. 


The screen grid 

(A) serves as the control grid in the pentode. (B) prevents secondary emission, (C) causes 
secondary electrons to move toward the plate. (D) reduces the control grid-to-plate capaci- 
tance. 


In the beam power tube, SECONDARY electrons are prevented from flowing from the plate to 
the screen grid by the 
(A) control grid. (B) space charge. (C) cathode. (D) screen grid. 
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А technician uses a cothade ray oscilloscope to study the operation of a microwave test setup. 
Voltage waveforms are displayed on the cathade ray tube which serves as the indicator of the oscil - 


loscope. 


Courtesy Raytheon Company 
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CATHODE RAY TUBES 


Have you ever wondered how a picture is formed on a tele- 
vision screen? How an imageis formed on aradar screen? 
How voltage waveforms are displayed on the screen of an 
oscilloscope? These ''pictures" are actually light images 
traced on the face of a special type of vacuum tube called a 


CATHODE RAY TUBE (crt). 


A cathode ray tube develops a beam of electrons and focuses 
this beam toa fine point on the inside of the face of the tube. 
The tube face is coated with a thin layer of material that 
glows when itis struck by electrons. Thus, the electron 
beam produces a spot of light on the screen. By applying 
the proper voltages to the crt, we can shift the position of 
the electron beam, and thus move the light spot to trace out 
a picture on the screen. 


ж ж ж 


1. What is the basic purpose of a cathode ray tube? 75 visva 


EN cu 


2. Шо, does | a crt use mw {о draw pictures of different 
PRE ғә Speta hae malera! tno ^ 
3/'*«3 RS . ^ : 
* * ” ж 
GENERAL DESCRIPTION OF THE 
CATHODE RAY TUBE 


A crt has only a few elements, and its overall operation is 
easy to understand. The tube elements are usually mounted 
ina glass envelope as in other tubes. Figure 1 shows a 
simplified diagram of one type of crt. Notice, this crt is 
divided into three sections: the electron gun, the deflection 
section, and the screen. Electrons from the gun pass be- 
tween the deflection plates and strike the screen, causing a 
spot of light on the screen. 
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3. Name the three major sections of a crt. = мүн c» 
25 E “сез | 
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Тһе electron gun is located in the neck of the crt, near the 
base of the tube envelope. The electron gun produces the 
beam of electrons and directs the electrons toward the 
screen. In many crt's, the electron gun also focuses the 
beam to produce a sharp image on the screen. 


The deflection section lies next to the electron gun region. 
In Figure 1, deflection plates are shown mounted inside the 
glass envelope. The electron beam canbe bent or deflected 
by applying different voltages to these plates. The voltages 
on the deflection plates attract or repel the electrons in the 
beam. Inthis way, the beam of electrons is moved up and 
down, and back and forth to trace out an image on the screen 
of the crt. 


The screen lies beyond the deflection section, on the inside 
of the viewing end of the glass envelope. It contains a ma- 
terial that gives off light when struck by fast-moving elec- 
trons. The screenlets you watch any changes inthe position 
and brightness of the electron beam. 


4. Producing an electron beam is the function of the (a) deflection 
plates, (b) screen, (c) electron gun. 


5. In what section ofa ert. is ше electron beam bentfrom its nor- 


mal path? x eo P 
6. The electron beam traces an image on the sc re eu of 
the crt. 


Page 6 Cathode Ray Tubes 


i E RR ник кке 


CONSTRUCTION AND OPERATION OF THE 
CATHODE RAY TUBE 


The construction of a crt is similar to that of many receiv- 
ing tubes. The crt envelope is usually a glass tube or bulb. 
In a crt like that of Figure 1, this glass tube contains and 
supports the three major tube parts (the electron gun, 
deflection plates, and screen). In addition to holding the 
crt parts, the glass envelope maintains the vacuum neces- 
sary for tube operation. 


To understand the operation of the crt, it is necessary to 
study the functions of the major crt parts. Therefore, let's 
take a closer look at the parts shown in Figure 1. 


The Electron Gun 


The electron gun produces the beam ofelectrons that traces 
the pattern on the screen. It is made up of a heater, cath- 
ode, control grid, first anode, and second anode. Figure 2 
shows the construction of a typical electron gun. Notice the 
locations of the gun electrodes. The operating voltages are 
applied throughthe pins on the tube base tothese electrodes. 


ж ж ж 


7. Name the five elements that make up the electron gun shown in 
Figure 2. ——7—:, <47»»:2, С 
| ЖР, А. 
С 
ж ж ж 


All of the gun electrodes except the heater are round tubes 
or cylinders. The end of each cylinder is covered by a 
plate normally called a baffle. As shown in the diagram, 
there are holes in the centers of the baffles of the control 
grid, first anode, and second anode. These holes lie along 
the center line or axis of the tube. 


The heater, cathode, and control grid have the same func- 
tions as they do in a regular triode vacuum tube. That is, 


% 
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the heater raises the temperature of the cathode. The cath- 
ode, in turn, emits electrons. The potential between the 
control grid and cathode determines the number of electrons 
that reach the screen, and thus controls the brightness of 
the image on the crt screen. 


High positive potentials are applied to the first and second 
anodes. The high potential on the first anode attracts the 
electrons from the area near the control grid. The elec- 
trons are focused or shaped intoa beam as they pass through 
the baffles of the first and second anodes. In addition to 
being focused, the beam electrons are speeded up or accel- 
erated by the very high potential on the second anode. 


ж ж ж 


8. Explain the functions of the following electron gun parts: 
cathode, control grid, and first anode. 


9. Which element in the electron gun of Figure 2 speeds up the 
e гон as they move toward the screen? 
e. аш “көсе FO CC саг "> ap de. 
10. 2n second anode of a crt is normally operated at a negative 
potential with respect to the cathode. True or False? 
——— 


* * * 


To understand how the electron beam is focused, let's 
examine Figure 3. Here we see two plates having different 
potentials. There is an electric field between these two 
points of different potentials. The field is assumed to be 
made up of what we call ELECTROSTATIC LINES OF 
FORCE. Notice how the lines of force near the edges of 
the charged plates bow out. This is caused by a repelling. 
effect between electrostatic lines. 


ж ж ж 


11. Electrostatic lines of force exist between electrodes having 
equal potentials. True or False? 


ж ж ж 
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The electron gun shown in Figure 2 uses electrostatic lines 
of force to focus an electron 
beam. The beam is focused 
by applying different potentials 
to the first and second anodes. 
When the potentials are ap- 
plied, an electrostatic field 
exists between the first and 
second anodes. Any electron 
passing through this field is 
influenced by the electrostatic 
lines of force. 


Figure 4 shows how the elec- 
trostatic lines of force are 
e d / used to focus an electron 
pe beam. Here you see a cross- 
The glass envelope of this partially assembled sectional у of the Junction 
crt is cutaway to show the screen. The elec- between the first and second 
tron gunis inthe neck of the tube. In a com- anodes. Because of the dif- 
plete assembly the neck is cut to the proper | 
length, a base is installed, and the leads from ference of potential between 
ге gun elements ore connected to the base the twoanodes, electric fields 
Courtesy North American Philips Co., Inc. exist between the baffle of the 
first anode and the baffle of 
the second anode. Notice how the electrostatic lines of 
force are bowed out at the outer edges of the anodes, and at 


the inner edges formed by the baffle holes. 





Assume three electrons, a, b and c, are passing through 
the first anode on their way to the second anode. As these 
electrons pass through the hole in the first anode baffle, 
they are influenced by the lines of force. The electrons tend 
to follow the paths of the lines of force. Therefore, elec- 
trons aand c are forced intowardthe center. Since electron 
b is already traveling through the center, it remains in its 
straight line path. 


As electrons a, b and c approach the more positive second 
anode, their speeds increase. Because of this increased 
speed, the lines of force have less influence on the electrons. 
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Therefore, electrons a andc converge on electron b, and 
the three electrons are closer together than when they 
passed through the baffle of the first anode. This is the 
way a beam is focused by electrostatic lines of force. 


* * * 


12. Electrons tend tofollow electrostatic lines of force. True ог 
False? 


13. In addition to helping focus the electron beam, what other 
important function does the second anode serve? 257 gecele,, 2/2 


+} ae Je a der eed, 
* 


* 


In Figure 4, electrons a and c are moving intoward electron 
b as the electrons leave the electric field and pass through 
the second anode. At some certain distance the three elec- 
trons will meet. This is the focal point of the beam. For 
good focus, the focal point should be exactly at the screen. 


The focal point can be adjusted by adjusting the strength of 
the electricfield in Figure4. The field strength depends on 
the difference of potential between the first and second 
anodes, so the focus can be adjusted by simply varying the 
voltages on the anodes. Usually the voltage on the second 
anode is held constant and the voltage on the first anode or 
focusing electrode is varied to provide good focus. 


ж ж ж 


14. When you change the setting of the focus control onthe control 
panel of anoscilloscope, you change the focus of the image on 
the crt face. What electron gun voltage is nt varied by the 
focus control? Me 5 

a € 


PI 


* ж 


The second anode is called the accelerating electrode be- 
cause it speeds up or accelerates the electrons so they 
strike the screen with enough force to cause light emission. 
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A uniform accelerating field exists in most modern crt's 
from the electron gunto the screen. This field comes from 
an extension of the second anode. This extension is in the 
form of an AQUADAG coating on the inside of the glass 
envelope. 


Aquadag is a conductive material such as graphite painted 
on the inside of the glass tube as indicated in Figure 5. 
This coating is connected to the second anode by contacts 
called spiders. Besides producing a uniform accelerating 
field, the aquadag coating also serves as a collector for 
electrons whichhave struckthe screenand thus served their 
purpose. 


ж ж ж 


15. What is the name of the graphite coating on the inside of the 
glass envelope of acrt? What purpose does it serve?) 


fbx OO PA Ие a e 
/ 2 | 9 e € 
2 рә - rt 5/2 2. O Z 74 . 


е 4 m M. 


The Screen 


The electrons emitted by the electron gun strike the crt 
screen to form an image. This screen is a coating of phos- 
phor material on the inside of the glass tube face. The 
PHOSPHORS give off light when they are struck by high 
speed electrons. This type of light emission is called 


LUMINESCENCE. 

* ж ж 
16. What property produces a visible image on the crt screen? 
Luminescence is a general term usedto describe the emis- 
sion of light by the phosphor screen. There are two types 


of luminescence. They are called fluorescence and phos- 
phorescence. FLUORESCENCE is a term used to describe 
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the light given off while the phosphor is actually being struck 
by the beam electrons. The term PHOSPHORESCENCE 
refers to the light given offafter the electron beam has been 
removed. 


ж ж ж 


17. When applied to crt screens, what is the difference between 


the perme fluorescence and phosphorescence? m aves 
<2 Е с C A, - ( 
a т, | 
Five о an 2%; i P. ; I" f ^ а б, Le, 
, ғ” «2. ж; ed ў 


The lights given off during fluorescence and phosphorescence 
may have different colors. The color depends on the type 
of phosphor used on the screen. Some phosphors give off 
the same colored light during 
fluorescence and phosphores- 
cence. Others give off differ- 
ent colors during fluorescence 
than they do during phospho- 
rescence. Thus, crt's are 
available with phosphors that 
will satisfy many different ap- 
plications. 


A list of phosphors appears in 
the appendix atthe back of this 
lesson. Some numbers are not 
shown because they are no 
longer in common use. Each 
phosphor has its most impor- 
tant properties listed along 
with its most common appli- A ert with a rectangular screen used in oscil- 


cations. lascapes and ather test equipment. This tube 
uses electrastatic deflectian and facusing. 
Caurtesy Waterman Praducts Ca. 





An important property ofa crt 

is the PERSISTENCE of the screen. Persistence is the 
length of time a phosphor glows after it is struck by an 
electron beam. In other words, it is a measure of the du- 
ration of phosphorescence in a crt. Persistence is des- 
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cribed as being short, medium or long. A phosphor with 
short persistence glows from a few microseconds to about 
a millisecond. Medium persistence describes an afterglow 
from a few milliseconds to 1 or 2 seconds. Long persist- 
ence describes any afterglow that lasts longer than 1 or 2 
seconds. 


A short persistence crt isdesirable for viewing fast chang- 
ing images. Medium persistence screens are desirable in 
applications where the image does not change rapidly. If 
the same signal is repeated time after time and needs to be 
observed and studied, a long persistence screen is used. 


For certain applications, two or more types of phosphors 
can be combined. For example, you may need acrt that 
has a very bright image for a long period of time. Since no 
single phosphor offers these characteristics, two different 
phosphors are coated onthe same screen. A layer of phos- 
phors with a bright light characteristic is coated over a 
layer of phosphors having long persistence. When the elec- 
tron beam strikes the screen, the result is a bright image 
with long persistence. When more than one type of phosphor 
is used on a screen, the screen is said to be CASCADE. 


Most crt's are coded for easy identification. The code is a 
combination of letters and numbers. It describes the size 
of the screen,its registration date, and the type of phosphor 
used on the screen. For example, one crt is coded 5AP1. 
The first number represents the screen size. (This number 
would be the diameter of a round face screenor the distance 
from corner to corner of a rectangular crt.) In this case, 
5 represents a 5 inch diameter screen. The letter A tells 
us that this tube was the first 5 inch tube to be registered 
as a standard. 


The last letter-number combination tells us the type of 
phosphor used on the crt screen. According to the table in 
the appendix, a Pl phosphor produces green light and has 
medium persistence. The main uses of the 5AP1 tube are 
in oscilloscopes and radar indicators. 
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* * * 
18. What characteristics would you expect from the screen of a 
DUPI crt? How would this screen compare tothat of a 5BP1? 


Қ /”! ы 
ж ж ж 
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ELECTROSTATIC DEFLECTION 


In order to produce a picture of an applied voltage, we must 
have some way to move the electronbeam acrossthe screen. 





The 5DEPI is a 5 inch crt using electrostatic deflectian and focusing. Its Pl phosphors produce 


green light af medium persistence. 
Courtesy Waterman Products Ca. 


Deflection is the general term used to describe this move- 
ment of the electron beam. The deflection section of the 
tube lies between the electron gun and the screen. 


ж ж ж 


19. After the focused beam leaves the vicinity of the electron gun, 
the beam enters the . / /. -.-.»,. region. 
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ELECTROSTATIC DEFLECTION is used in the crt of Fig- 
ure 1. With this type of deflection, the beam is deflected 
by electrostatic fields between two sets of deflection plates. 
One set of plates is positioned vertically and the other hori- 
zontally. A voltage is applied between each set of plates. 
Electrons passing between the plates on their way to the 
screen are attracted by a positive plate and repelled by a 
negative plate, causing the electron beam to be deflected. 


ж ж ж 


20. Why doesa set of charged plates shift the position of an elec- 
tron passing between them? ///«. ~ arges 


ж ж ж 


Figure 6 shows a front view of the two sets of deflection 
plates. The deflection plates are labeled according to the 
direction they force the electron beam to move. The hori- 
zontal deflection plates are mounted on either side of the 
electron beam. The potentials on these plates cause the 
beam to move from side to side. The vertical deflection 
plates are mounted above and below the beam, and their 
potentials deflect the beam up or down. 


ж ж ж 


21. In Figure 6, which set of deflection plates causes an electron 
beam to move пош е to Ри across the СЕ всгееп? 
/-/ Ov 'c3x 
22. Label the ооа ана Vertical defléction plates in the fol- 
lowing diagram. 
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Figure 6 shows how the deflection plates appear from the 
screen end of the crt. Different voltages applied to the de- 
flection plates move the electron beamacross or around the 
screen. For example, when the left plate is positive with 


Ld 


= 


| т 
did "ТҮ 





The 3KPI is an electrastatic crt with high deflectian sensitivity. It pravides a green image with 


medium persistence. 
Courtesy Rodia Corporatian af America 


Electran Tube Divisian 


respect to the right plate in Figure 6, the beam is shifted to 
the left. This causesthe image on the screento move to the 
left. If the polarities on the plates are reversed, the beam 
moves tothe rightand causes the image to move to the right. 


The voltages on the verticaldeflection plates move the elec- 
tron beam up or down. If the upper plate is positive with 
respect to the lower plate in Figure 6, the beam moves up. 
If the lower plate is positive with respect to the upper plate, 
the beam moves down. 


ж ж ж 


23. If the electron beam is to appear at the top center of a crt 
screen, what polarity of voltages would you connect to (a) the 
vertical plates and (b) the horizontal plates? 

E 


2 22 ж ж 


еа 
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When different potentials are applied to both sets of plates 
at the same time, the electron beam moves horizontally and 
vertically at the same time. In Figure 7, voltages are ap- 
plied so the upper plate and the right plate are positive by 
the same amount. The electron beam is attracted equally 
by these plates. The beam is deflected at an angle, to the 
right and upward. The result of these forces is a light spot 
appearing in the upper right corner of the screen. 


* ж ж 


24. In the following diagram, show where the electron beam would 
be positioned if, at the same time, the upper plate is more 
negative than the lower plate, and the left plate is more neg- 
ative than the right plate. 


ж ж ж 


If continually changing voltages are applied to the deflection 
plates, they cause the electron beam to move across the 
screen in some pattern. The pattern of light on the screen 
is often referred to asa TRACE. Because it is produced 
by the changes of voltage applied to the crt, the trace is 
actually a "picture" of the applied voltages. 


DEFLECTION SENSITIVITY AND 
DEFLECTION FACTOR 


Besides listing the size of a crt screen, the phosphor used, 
and the type of deflection, most manufacturers list a tube's 
DEFLECTION SENSITIVITY. Deflection sensitivity ex- 
presses how far the beam moves across the screen for each 
volt applied between one set of deflection plates. 
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The distance the image moves is expressed in terms of 
inches, centimeters, or millimeters. For example, one 
tube manufacturer may describe a crt as having a vertical 
deflection sensitivity of 0.2 inch per volt dc. This means 
that under proper operating conditions, the image will move 
0.2 inch up or down for each volt dc applied between the 
deflection plates. 


ж ж ж 


25. What does the term deflection pues eee mean when rds 
to ert's? 5 KPO A Lf rte Vee. 
ex CD | of 22 ў +5 
26. What is the deflection кепи, of a fért if 5 volts cause the 
beam to move . 25 inch vertically from its undeflected position? 


e Co oaa, 


4 а 


v, 
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Another means of rating deflection systems is by DEFLEC- 
TION FACTOR. This term refers to the voltage needed 
between two deflection plates to move the image a specified 
distance (1 inch, 1 centimeter, etc.). Deflection factor is 
the reciprocal of deflection sensitivity. For example, a tube 
that has a deflection sensitivity of 0.2inch per volt dc would 
have a deflection factor of 1/.2 or 5 volts dc per inch. 


* ж ж 


27. Some tube manuals listing crt' s give the deflection factors of 
a tube. What does the term deflection factor mean? IE 63 Ж 


28. What is the gei lecton factor of the feathode ray ‘tube in Exer- 
cise 26? 


ж ж ж 
ELECTROMAGNETIC DEFLECTION AND FOCUSING 


In the crt of Figure 5, the electron beam is focused and de- 
flected by electrostatic fields. It is also possible to focus 
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and deflect an electron beam by using electromagnetic fields. 
Most of the large screen crt's use ELECTROMAGNETIC 
DEFLECTION, and many of them also use ELECTROMAG- 
NETIC FOCUSING. 


You will recall that a magnetic field is set up around a cur- 
rent-carrying wire. This field is the result of the electron 
flow in the wire. Since the electron beam ina crt.consists 
of electrons moving from the electron gun to the screen, 
there is a magnetic field set 
up around the beam just as 
there is around the electrons 
flowing ina wire. Byusing the 
left hand rule, you can deter- 
mine the direction of this mag- 
netic field. Point your thumb 
in the direction ofthe electron 
motion (from electron gun to 
screen). Bend your fingers 
untila half fistis formed. The 
magnetic field around the elec - 
tron beam is in the direction 
your fingers are pointing. 


Figure 8 shows the field around 
an electron passing through a 
magnetic field. Assume the 
direction of the electromag- 
The trend in large screen electromagnetic netic fieldis from left to right, 
crt's is to shorten the screen-to-base length. : : 
Notice the short neck on this 21 inch crt, and the electronis coming out 
used as a picture tube in TV receivers. of the page. Magnetic lines 
Courtesy Rodio Corporation of Americo ff t duh 
Electron Tube Division oi force are set up aroun e 
moving electron. According 
to the left hand rule, the magnetic lines of force are ina 
clockwise direction. 





The field around the electron interacts with the applied 
electromagnetic field. At the top of the electron the two 
magnetic fields are in the same direction and therefore aid 
each other. At the bottom of the electron the magnetic 
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fields are in opposite directions and tend to cancel each 
other. Asa result, there is greater magnetic force above 
the electron than below it, so the electronmoves downward. 


By changing the direction of the electromagnetic field, the 
direction of the electron movement can be changed. For 
example, if the electromagnetic field is changed so it goes 
from right to left, there will be a cancellation of magnetic 
force at the top and a strengthening of force at the bottom, 
and the electron will move upward. 


ж ж ж 


29. Explain how a moving electron can be deflected by a magnetic 
field. 


ж ж ж 


Figure 9 shows asimplified diagramof a crt thatuses elec- 
tromagnetic deflection and focusing. It has the same three 
main sections as the electrostatic crt of Figure 1 -- an 
electron gun, a deflection section, and a screen. However, 
the deflection section requires a set of deflection coils 
around the neck in Figure 9 comparedto the deflection plates 
inside the envelope in Figure 1. Also, the crt of Figure 9 
has a focus coil whereas the focus was provided by elements 
of the electron gun in the tube of Figure 1. 


Figure 10 shows the construction ofa typical electron gun 
used in an electromagnetic crt. This electron gun has four 
elements -- the heater, cathode, control grid, and accele- 
rating anode. Basically it is similar to the gun of Figure 2, 
but there is no focus anode in the gun of Figure 10. 


ж x ж 


30. Describe one difference in construction between the electron 


р i 
, = 


gun of Figure 9 and that of Figure 1. the gun je З (OU b 
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The indirectly heated cathode in Figure 10 produces the 
electrons forthe beam. The controlgrid isusually negative 
with respect to the cathode. A control connected between 
the grid and cathode varies the grid voltage, and thus con- 
trols the number of electrons in the beam. By making the 
grid less negative, more electrons are in the beam and a 
brighter image appears on the screen. In television re- 
ceivers or oscilloscopes this control is located on the front 
control panel or where the control is easily reached. 


A high positive potential is placed onthe accelerating anode. 
This high potential attracts the electrons emitted by the 
cathode and accelerates them toward the screen. As in the 
electrostatic crt, an aquadag coating on the inner wall of the 
electromagnetic crt envelope provides a uniform accele rating 
field. Figure 11 shows the location of the aquadag with 
respect to the other tube parts. Here, the accelerating 
anode and aquadag are connected by spider connections. The 
high positive potential is then applied to the electron beam 
from the electron gun to the screen. 


The accelerating anode is not used to focus electrons. The 
electron beam is focused by a magnetic field. This field is 
generated by current passing through the FOCUS COIL. 


Figure 12 shows the location of the focus coil with respect 
to the accelerating anode. Assume currentis flowing in the 
focus coil. The direction of current is indicated by the x's 
and dots in the circles representing the coil turns. The x's 
represent tails of arrows or current flowing into the page, 
and the dots represent heads of arrows, or current flowing 
out of the page. An electromagnetic field is generated by 
this current. This field is indicated by dashed lines. The 
solid lines show the paths of the beam electrons on their 
way from the gun to the screen. 


Electromagnetic focusing is illustratedin Figure 12, Іһтее 
electrons, (a, b and c) are shown leaving the accelerating 
anode and traveling in the direction of the screen. Elec- 
tron b travels along the tube axis and is not deflected by 
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the electromagnetic field. Electrons a and c are shown 
leaving the desired path along 
the tube axis. Interaction be- 
tween the field of the coil and 
the field of the moving elec- 
tron takes place. Electrons a 
and c are then forced back 
toward the tube axis and even- 
tually hitthe focal point on the 
screen. 


This interaction is shown in 
more detail in Figure 13. 
This figure represents across 
section of the neck of the tube 
inside the focus coil. Imagine | 

that current flows through the сс со б и е туе оца 
focus coil ina clockwise di- Courtesy Syntronic Instruments, Inc. 
rection, producing anelectro- 

magnetic field. The lines of force that pass through the 
neck of the crt would be coming out of the page. 





Electrons moving along the tube axis are not affected by the 
focus coil field. However, suppose an electron tends to 
diverge or move awayfrom the center axis, in the direction 
of path A. The divergent electron has a magnetic field set 
up around it. This field is represented by a small circular 
arrow in Figure 13. Because of the interaction between the 
field around the electron and the field of the focus coil, the 
electron is forced upward, as represented by the arrow and 
letter F. This force causes the electron to curve into a 
path similar to B and C. The result is a spiral movement 
back to the axis and in the direction of the screen. 


The electron beam canbe focused so an image on the screen 
appears sharp and clear. Focusing is accomplished by 
changing the amount of current flowing in the focus coil. 
When more current flows through the coil, the electromag- 
netic field becomes stronger and has a greater effect on the 
electrons. With less current flowing through the coil, the 
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electromagnetic field becomes weaker and has less effect 
on the electrons. 


ж ж ж 


31. How can electric current through a focus coil be used to focus 
the image on a crt? 


A crt that uses electromagnetic deflection requires a DE- 
FLECTION YOKE. A deflection yoke consists of two pairs 
of coils placed around the neck of the crt. The yoke is 
located in the deflection area, near the bell shaped portion 
of the envelope. This is shown in Figure 11. 


Figure 14 shows the general arrangement of a deflection 
yoke. A pair of vertical deflection coils and a pair of hor- 
izontal deflection coils are contained within a supporting 
case. These coils have the same function as the deflection 
plates in electrostatic deflection crt's. One pair of coils 
deflects the beam in the horizontal direction and the other 
pair deflects the beam in the vertical direction. 


With current in the coils, there is an electromagnetic field 
between each pair of coils. The horizontal deflection coils, 
mounted above and below the beam, are in series witha 
source of horizontal deflection current. When the current 
flows in one direction, a magnetic field is set up in one 
direction between the horizontal deflection coils. When the 
current changes direction, the magnetic field also changes 
direction. An electron passing through this field is moved 
to the right or left by the interaction of the electron field 
and the coil field. 


The vertical deflection coils, to the right and left of the 
beam, are in series with a source of vertical deflection cur- 
rent. The field between these coils interacts with the field 
around the electron to move the electron up or down. 
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32. Explain how an electromagnetic field can deflect an electron 
beam. 


ж ж ж 


Figure 15 shows how the interaction of fields causes the 
electron beam to change positions. Assume the direction 
of current through the hori- 
zontal deflection coils is such 
that the lines of force extend 
from the lower coil to the up- 
per coil. According to the left 
hand rule the field around an 
electron coming out of the page 
would be ina clockwise direc- 
tion. Thus, the electron field 
and the coil field aid each other 
at the left of the electron and 
oppose each other at the right 
of the electron. The electron 
нше се 
weaker field, whichis tothe <9% 


across the screen of the crt. 
ri ght 5 Courtesy Chicago Standard Tronsformer Corp. 





If the vertical deflection current produces a field from 
the left coil to the right coil, the electron field aids the 
coil field above the electron and cancels the coil field be- 
low the electron. The electron in this case moves down- 
ward. 


If electromagnetic fields exist between both sets of coils at 
the same time, the resultant force applied to the electrons 
is a combination of the horizontal and vertical forces. For 
example, assume an electromagnetic field exists from the 
lower horizontal coil to the upper coil, and from the left 
vertical coil to the right coil as indicated in Figure 15. An 
electron passing through these fields, along the tube axis, 
would be forced downward and to the right. 
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33. The diagram below shows the center axis position of an elec- 
tron beam coming toward you, out of the page. Show the di- 
rection of beam deflection when the indicated magnetic fields 
are applied. 


ж ж ж 


A defect known as ION SPOT or ION BURN can occur in an 
electromagnetic crt. This is a permanent dark spot on the 
crt screen. Ion burn is caused by heavy negative ions hit- 
ting one spot onthe phosphorscreen. These ions are emitted 
by the cathode along withuseful electrons. They are heavier 
than the electrons, and are not as easily deflected by a 
magnetic field. Although the electrons are deflected to dif- 
ferent positions on the screen, the heavyions keep bombard- 
ing the center of the crtuntil they actually destroy the screen 
phosphors. 


The problem of ion burns is not as serious in electrostatic 
crt's. An ion is deflected easily by an electrostatic field, 
so the ions are moved across the screen along with the 
electrons. Since there is no concentrated bombardment of 
the center of the screen, there is little danger of ion burns 
in an electrostatic crt. The problem exists mainly in elec- 
tromagnetic crt's. 


One method used to prevent ion burn in an electromagnetic 
crt is to use a bent electron gun and an ion trap as shown in 
Figure 16. Parts of the electron gun are actually bent so 
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the beam is "aimed" at the wall of the tube instead of down 
the axis of the tube towardthe screen. Before the electrons 
strike the wall, however, they are affected by the ion trap 
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This data display scape uses a 17 inch electromagnetic crt as the indicating device. Natice the 
deflectian and facus assembly maunted araund the neck af the tube. 
Caurtesy Kauke and Company, Inc. 


magnet, which is usually in the form of a small permanent 
magnet clamped to the neck of the tube. The field of the 
magnet bends the beam of electrons back along the tube axis 
as shown by the dashed lines in Figure 16. The ions, how- 
ever, are affected very little by a magnetic field, so they 
continue in their original path. They usually strike the 
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inside wall ofthe accelerating anode as indicated by the dotted 
line. Thus, the trapping action removes ions fromthe beam 
so that only the electrons are directed to the screen. 


The ion trap magnet bends the electron beam so the elec- 
trons will travel through the accelerating anode along the 
tube axis. With no deflection signal, the beam should be at 
the center ofthe crt screen. The ion trapmust be carefully 
adjusted to meet this requirement. You adjust an ion trap 
by moving ittoward the screen or toward the tube base while 
rotating it. The position is correct when the image on the 
screen appears the brightest. Also, with deflection volt- 
ages applied, the light on the screen shouldbe uniform over 
the full face of the tube. 
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34. What is the purpose of the ion trap magnet in ап Elec romana 


netic deflection crt? 7:  /e»c» 7^c EO 
35. “Explain how уй would adjust an ion trap шшс = РА | 
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Another method of preventing ion burn is to coat the inner 


side of the phosphor screen witha thin film of aluminum. 

Many types of crt's are manufactured in this way. The 
aluminum stops the relatively large ions from reaching the 
phosphor screen. However, the smaller, faster moving 
electrons pass through the aluminum film andhit the screen. 


An important side effect of aluminized screens is the mirror 
effect. When an electron strikes a phosphor, the phosphor 
gives off light. Some of this light is reflected back into the 
tube. If the phosphor is backed by aluminum, the metal 
will reflect the light forward and out at the screen. This 
action actually increases the light output of the crt. Thus, 
an aluminized screen offers protection from ion burn and 
provides greater light output. 
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COMPARISON OF ELECTROSTATIC AND 
ELECTROMAGNETIC CRT's 


Both electrostatic and electromagnetic deflection crt's have 
wide commercial, industrial 
and military applications. 


Each type of tube has certain 2 SUE 


Pe 


advantages and disadvantages. 
These characteristics deter- 
mine the best use for each 
tube. 


Electrostatic deflection crt's 
are used almost entirely for 
oscilloscope or oscillograph 
applications, and in various 
other types of test equipment An ion trap magnet assembly. Тһе spring 
that require a visual display. pees the assembly firmly on the neck of the 
In some cases, they are used Courtesy Quam-Nichols Co. 
as radar indicators. Televi- 

sion receivers, data display outputs for computers, and 
most radar systems use electromagnetic deflection crt's. 
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36. The crt's in most oscilloscopes are designed for (a) electro- 
static deflection, (b) electromagnetic deflection. 





37. The crt's in most television receivers use electrostatic de- 
flection. True or False? 


An electromagnetic crtis generally shorter than an elec- 
trostatic crt of equal screen size. The electron guns used 
inelectromagnetic crt! shave fewer parts. They are simpler 
and more ruggedthan the electron guns used in electrostatic 
crt's. In addition, this type of tube offers a brighter image 
by using high accelerating voltages without a great loss of 
deflection sensitivity. 
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The electromagnetic crt has a few disadvantages. Large, 
bulky coils are used in the focus and deflection systems. 
This makes an instrument using this tube heavier than an 
instrument usingan electrostatic tube. In turn, more power 
is needed to operate the focus and deflection systems. 
Fairly heavy currents are needed for the deflection coils. 
They limitthe type and frequency of deflection signals which 
can be used. 


The electrostatic crt has no large and bulky coils to focus 
and deflect an electron beam. Therefore, the circuits that 
supply voltages for focusing anddeflection are simpler than 
those used with electromagnetic crt's. Because this type 
of tube uses voltage to focus and deflect a beam, only low 
power is needed. In addition, higher deflection frequencies 
and more complex signals can be applied with simpler 
deflection circuits. 


There are several disadvantages of electrostatic deflection 
crt's. The electron gun is longer and it has more parts. 
The deflection plates must be mounted and supported along 
with the electron gun. This makes the gun structure longer 
and more subject to damage. Because of the length of the 
gun, the neck of the tube must be longer. In turn, the over- 
all length of the tube is increased. In addition, very small 
images in the overall pattern tend to be defocused by an 
electrostatic tube and bright images cannotbe produced over 
large areas without losing deflection sensitivity. 
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38. List two advantages of anelectrostatic deflection crt compared 
to an electromagnetic deflection crt? 
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VARIATIONS IN CATHODE RAY TUBES 


Manufacturers have developed a number of variations or 
modifications to improve the operation of crt's and to make 
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them more suitable for various applications. Sometimes 
the advantages of electrostatic systems are combined with 
the advantages of electromagnetic systems to meet the re- 
quirements of a particular ap- 

plication. 


For example, the crt's in 
many of the modern large 
screen television receivers 
use electromagnetic deflection 
and electrostatic focusing. 
Electromagnetic deflection is 
used because the beam can be 
deflected over a greater area 
and still remain in focus. 
Also, a brighter image can be 
produced. Electrostatic focus 
is desirable because its power 
requirements are lower than 
those of the electromagnetic 
focus system. Also, the re- 
ceiver is lighter in weight be- 


cause the focus coil is not A 5 inch crt used in rodar ond oscilloscope 


needed. opplicotions. This tube uses electrostotic 
focus ond electromagnetic deflection. 

Courtesy Radio Corporation of Americo 

Figure 17 shows acrt designed Electron Tube Division 


for electromagnetic deflection 

and electrostatic focusing. The electron gun is similar to 
that described for the electrostatic crt of Figure 5, and the 
deflection system is similar to that described for the elec- 
tromagnetic crt of Figure ll. A high voltage anode is added 
next to the regular accelerating anode. The potential on 
this electrode is applied through the glass envelope by way 
of a button connection. From the button, the potential is 
applied to the aquadag coating inside the envelope. The 
aquadag connects to the high voltage anode by spider con- 
nections. The highvoltage anode assembly is often referred 


to as an ULTOR. 





Notice in Figure 17 that the outer surface of the wide portion 
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or bell of the tube envelope is covered with a conductive 
material. Thatis, the tube has both an inner conductive 
coating and an outer conductive coating. These two con- 
ductive coatings separated by the glass envelope serve as 
a filter capacitance for the high voltage power supply. 
Usually the outer coatingis grounded by the metal assembly 
used to mount the crt on the chassis. 


To produce a bright image when they strike the screen, the 
electrons must be accelerated to a high velocity. However, 
if the electrons are traveling at high velocity through the 
deflection region they are affected less by the deflection 
fields. Thus, increasing the acceleration to obtain brighter 
images results ina loss in deflection sensitivity in a con- 
ventional crt. 


Some crt's have one or more INTENSIFIER ANODES in the 
form of conductive coatings on the inside of the envelope, 
near the screen. An example ofa single intensifier anode 
is shown in Figure 18. The coating makes contact witha 
metal terminal that extends through the envelope wall and 
connects to a high voltage supply. 


As the electrons move toward the screen in Figure 18, they 
receive normal acceleration from the second anode and the 
aquadag coating that serves as an extension of this anode. 
Deflection takes place with normal efficiency as the elec- 
trons pass between the deflection plates. The electrons are 
then speeded up by the intensifier anode so they are travel- 
ing at very high velocity as they strike the screen. Because 
the added acceleration occurs after the beam has been 
deflected, the system is referred toas POST-DEF LECTION 
ACCELERATION (the word "post'' meaning "after''). 
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39. Why is an intensifier anode used in some electrostatic crt's? 
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One way to accelerate the beam electrons gradually as they 
pass from the gun to the screen is to use a coating of re- 


i= 


These small screen crt's produce very bright images which may be photographed to provide permanent 
records. Intensifier anodes supplied by well insulated connectors provide the high electron accele- 
ration to produce the bright image. 





Courtesy Sylvania Electric Products, Inc. 
Electron Tube Division 


sistance material instead of conductive material on the 
inside of the envelope. A very high positive potential is 
applied to the screen end of the resistance coating. A lower 
potential exists at the end of the coating near the electron 
gun. Thus, there is a large difference of potential between 
the two ends of the resistance coating. Beginning at the 
low potential end, the potential becomes higher and higher 
as you move toward the screen. 


An electron moving toward the screen is thus exposed to 
higher potentials as it approaches the screen. With this 
method the electrons are moving at a relatively low velocity 
as they pass through the deflection region, and reach a high 
velocity by the time they strike the screen. The resultis a 
bright image with no sacrifice in deflection sensitivity. 


Some crt applications may require more than one image to 
be displayed on the screen at the same time. To accom- 
plish this, some crt's have more than one electron gun. 
This type of tube is called a MULTI-GUN CRT. Multi-gun 
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crt's areused in some radar indicators and invarious types 
of test equipment. 


Probably the most common application of multi-gun crt's 
is in present day color television receivers. The color TV 
crt uses three electron guns to produce color pictures on 
the screen of the tube. 
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40. What is the purpose of a multi-gun ert? у у ПАС 5 H 
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Figure 19 shows anexample of a two-gun crt. The electron 
guns are mounted next to eachother in the neck of the tube. 
There is a set of deflection plates for each gun. For all 
practical purposes we have two crt's in one, producing 
independent images ona single screen. 


Because there is more than one electron gun, the neck of 
the tube is much wider than that of a single-gun crt. A 
larger tube base is also necessary because of the wider 
neck plus the greater number of pin connections. 


A multi-gun crt usually requires extra space because of its 
larger size. Also, there must be additional circuits to 
operate the independent sections of the tube. If there isa 
need to conserve space, other methods can be used to dis- 
play multiple images. One method is to use a "time share" 
tube. In this system, the same electron gun is used to 
form a dual image onthe screen. At one instant of time, 
the gun draws one image. The next instantit draws another 
image. A tube used in this way must have a screen with 
medium or long persistence so that one image stays on the 
screen while the other is being formed. 


The time sharing system requires additional external cir- 
cuits. These circuits are timing circuits. They govern the 
length of time that the single electron gun produces each 
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picture. The switching circuits can also be made to separate 
the two pictures. One picture can then be displayed above 
the other. 


£f 
Р, 

The features described in this f Ул 
IÁ 

ШИ, 


section are only a few of the Ж /, 
many variations іп сгі! в. Мо / 2% // 
matter what changes аге / 
made, the basic operation of 
the crt remains the same. 
That is, a focused electron 
beam is deflected across a 
phosphor-coated screen to 
produce a light image. 





HANDLING THE CATHODE 
RAY TUBE 

Cathode ray tubes, like other ы Жа nec ee EE s S 
types of electronic equipment, Courtesy Electronic Tube Corp. 
should be handled with care. 

Excessive vibration or jarring could cause misalignment of 
the elements, and could even cause these elements to short 
out or open. This would make the tube unusable and would 
require a costly replacement. 


Because of the high vacuum inside the envelope, crt's can 
be dangerous if they are not handled with care. If the glass 
envelope breaks, the pressure from the air around the crt 
can cause the tubeto implode (burstinward). Safety glasses 
and gloves are recommended in handling larger crt's to 
prevent injury from flying glass in case of implosion. 


When installing the crt, avoid undue pressure on the leads 
extending out of the tube base. Attempts to bend them by 
forcing ona bad connector may break the glass-to-metal 
seal around these connectors. This would cause a loss of 
vacuum in the tube. When installing the crt, support it at 
the screen end while holding the neck only for guiding the 
base pins into the socket. If you hold it by the neck, the 
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weight of the screen end of a large crt may be enough to 
snap the neck. 
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41. What are some of the precautions to take when handling crt' 8? 
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SUMMARY 


Cathode ray tubes are used to draw pictures of signals by 
forming an electron beam, focusing it, and deflecting it 
across a screen. These signals may be used in television 
receivers, radar indicators, oscilloscopes, and other types 
of equipment. 


There are two general types or classifications of crt's -- 
electrostatic andelectromagnetic. They are grouped in this 
manner by the way their electron beams are focused and 
deflected. 


In general, each type of crt can be divided into three sec- 
tions; the electron gun, the deflection section, and the 
screen. An electrostatic crt has anelectron gun to produce 
an electron beam, a set of deflection plates to deflect the 
beam, anda screen to view the movement of the beam. In 
this tube type, the electron beam is focused by the elec- 
trostatic field between gun electrodes. Electrostatic fields 
between the deflection plates deflect the beam across the 
screen. 


A crt that uses electromagnetic focusing and deflection has 
an electron gun to produce the electron beam, a focus coil 
to focus the beam, and deflection coils to deflect the beam 
across the screen. By varying the current in the focus 
coil, and thus varying the magnetic field around this coil, 
the electron beam can be focusedto a sharp point on the crt 
screen. The beam is deflected across the screen by vary- 
ing the currents through the deflection coils, thus vary- 
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ing the magnetic fields produced by these coils. 


Images are produced when electrons strike the phosphor 
coating thatserves asthe screen. The energyfrom the high 
speed beam electrons is changedto light energyas the elec- 
trons hit the phosphors. There are many types of phosphor 
materials. Each type of phosphor has its own characteris- 
tics. One important characteristic.is persistence. This is 
the length of time the screen glows after it has been struck 
by the beam of electrons. Another characteristic is the 
color of light given off by the screen. 


There are different types of crt's. A tube may have more 
than one electron gun so more than one image is drawn on 
the screen. Other tubes have special circuits to draw more 
than one image with only one gun. In many cases, a crt 
may use both electrostatic and electromagnetic fields to 
produce, focus, and deflect an electron beam. 


It must be remembered, that no matter what variations are 
made, the basic operation of a crt is the same. The crt 
produces an electron beam, focuses it so it will appear 
sharp and clear, and deflects it to producea pattern of light 
on the screen. 
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IMPORTANT DEFINITIONS 


ACCELERATING ELECTRODE - [ak SEL uh rayt ing} -An 
electrode normally operated at a high positive po- 
tential to increase the velocity of electrons in the 
electron beam. Also referred to as the SECOND 
ANODE. 


ALUMINIZED SCREEN - [a LOO: min ighz'd] - A screen 
which has a thin coating of aluminum on its electron 
beam side. This type of screen is used to prevent 
ion burns and to increase the light output in tubes 
using electromagnetic deflection. 


AQUADAG - [AK wuh dag} - A conductive material used to 
coat the inside of the envelope of a cathode ray tube. 
The aquadag coating is an extension of the accelerating 
electrode and is also used to collect electrons that 
have struck the phosphor screen. 


CASCADE SCREEN - [kas KAYD]} - A screenthat has more 
than one layer of phosphors to obtain a certain light 
characteristic. For example, two phosphors may be 
combined to give the advantage of high light output 
and long persistence. 


CATHODE RAY TUBE (CRT) - A vacuum tube in which elec - 
trons are formed into a beam and used to draw or 
trace animage of some desired patternon a phosphor 
screen. The movement of the electron beam pro- 
duces an image as in TV picture tubes, radar indi- 
cators, and oscilloscope indicators. 


DEFLECTION FACTOR - [di FLEK shun] - A factor which 
indicates the voltage required on the deflection plates 
of an electrostatic crt to produce a unit (1 inch, 1 
centimeter, etc.) deflection on the screen. 
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IMPORTANT DEFINITIONS (Continued) 


DEFLECTION PLATES - In an electrostatic deflection sys- 
tem, the plates mounted inside the tube envelope to 
deflect the electron beam across the crt screen. 


DEFLECTION SENSITIVITY - An indication of how far the 
spot or image onthe screen of an electrostatic crt 
is deflected for each volt applied to the deflection 
plates. 


DEFLECTION YOKE - In anelectromagnetic deflection sys- 
tem, the arrangement of coils mounted around the 
neck of the tube to deflect the electron beam across 
the crt screen. 


ELECTROMAGNETIC DEFLECTION - [i LEK troh mag NET 
ik] - The deflection of an electron beam by inter- 
action between the magnetic field around the moving 
electrons and the magnetic fields of the deflection 
coils. 


ELECTRON GUN - The group of electrodes in a crt that 
supplies the electrons, forms them into a beam, 
directs them along the tube axis, and accelerates 
them so they hit the phosphor screen with enough 
force to cause the screen phosphor to emit light. 


ELECTROSTATIC DEFLECTION - [i LEK troh STAT ik] - 
A deflection system thatuses varying electric poten- 
tials on a set of deflection plates to deflect the elec- 
tron beam across the screen of the crt. 


FIRST ANODE - See FOCUSING ELECTRODE. 


FLUORESCENCE - [f1oo: uh RES'ns] - The emission of 
light by a substance only during excitation. Ап ex- 
ample is the light emission at the time the screen 
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IMPORTANT DEFINITIONS (Continued) 


phosphors are being struck by the beam electrons. 


FOCUS - The point at which the electrons in the electron 
beam converge. The focal point shouldbe where the 
beam electrons strike the screen. 


FOCUS COIL -A current carrying coil mounted on the neck 
ofa crt. It provides a magnetic field that focuses 
the electron beam to a very fine point as it strikes 
the screen. 


FOCUSING ELECTRODE - Anelectrode to whicha potential 
is applied to control the focusing of the electron 
beam. Also referred to as the FIRST ANODE. 


INTENSIFIER ANODE - [in TEN sih figh er] - A strip of 
conductive coating near the crt screen which accel- 
erates the electrons after the beam has been de- 
flected. Thus, it provides greater light output with- 
out decreasing the efficiency of the deflection sys- 
tem. 


ION BURN - A darkened area on the screen ofa crt using 
electromagnetic deflection. Ion burn is caused by 
the bombardment of the screenby negative ions from 
the electron gun. 


ION TRAP MAGNET - A magnet mounted on the neck of an 
electromagnetic crt as part of a method to prevent 
ionbombardmentof the screen. It bends the electron 
beam so that it travels along the tube axis, but does 
not affect the ions, which are dissipated against the 
gun walls. 


LUMINESCENCE -[loo: mi NES'ns]| - The emission of light 
by a substance due to the absorption of energy. For 
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IMPORTANT DEFINITIONS (Continued) 


example, the light emitted by a phosphor material 
which is struck by fast moving electrons. 


PERSISTENCE - [per SIS t'ns] - The property of a phosphor 
. to glow after it has been struck by an electron. The 
longerthe persistence, the longer the phosphor glows 

after it is initially struck. 


PHOSPHOR - [FAHS fuhr] - A material that emits light 
when struck by electrons. The material that forms 
the screen of the crt. 


PHOSPHORESCENCE - [fahs fuh RES'ns] - The emission 
of light which persists for a time after electrons 
strike a fluorescent material. 


SCREEN - The coating which is excited by the electron beam, 
producing the visible pattern on the face of a crt. 


SECOND ANODE - See ACCELERATING ELECTRODE. 


TRACE - The pattern produced on the screenof a crt by the 
movement of the electron beam. 


ULTOR - [UHL t'r] - A high voltage anode arrangement 
used in addition to the second anode in some crt's. 
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PHOSPHOR 


APPENDIX 


TYPICAL PHOSPHOR CHARACTERISTICS 


COLOR 


Green 
Green 
White 
Blue 
Yellow 
Blue 


Orange 
Orange 
Green 
Violet 
Yellow 
Orange 
Orange 
Three-color 
White 
Green 
Orange 
Orange 
Orange 
Green 
Two-color 
Green 
Green 
Orange 
Green 


PERSISTENCE 


Medium 
Medium 
Medium 
Medium-Short 
Medium-Long 
Medium-Short 


Long 
Medium 
Very short 
Very short 
Long 

Long 

Long 
Medium 
Medium 
Short 
Medium 
Very long 
Medium 
Long 
Medium 
Medium-Short 
Long 
Very long 
Very long 


APPLICATION 


Radar, oscilloscopes 

Oscilloscopes 

TV picture tubes 

Photographic recording 

Radar, oscilloscopes 

Photographic recording, 
oscilloscopes 

Radar 

Military displays 

TV cameras 

TV cameras 

Military displays 

Radar 

Radar 

Color TV picture tubes 

TV picture tubes 

TV cameras ” 

Military displays 

Radar 

Color TV monitors 

Radar 

Aircraft instruments 

Oscilloscopes 

Radar 

Radar 

Radar, oscilloscopes 
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13. 


14. 


15. 


16. 


17. 


18. 


19. 


20. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


Besides helping to focus the electron beam, the second anode 
acts to accelerate the electrons in the beam. This is because 
the high positive potential applied to this anode attracts the 
negatively charged electrons. 


To change the focus of an electron beam, the voltage on the 
first anode is varied. A potentiometer is mounted on the con- 
trol panel of the oscilloscope and the focus anode voltage is 
varied by adjusting this control. 


The graphite coating on the inside of the crt envelope is called 
aquadag. Itis part of the second anode and helps maintain a 
uniform accelerating field. It also collects the electrons after 
they strike the screen. 


luminescence -- The screen is coated with a material which 
gives off light whenever it is excited (struck) by a moving elec- 
tron. 


The term fluorescence refers to light givenoff while the screen 
phosphor is being struck by electrons. Phosphorescence is a 
term applied to any light given off by the phosphor after it is 
struck by the electron beam. 


The phosphors on the 5UP1 screen would provide medium per- 
sistence and would produce a greenimage. The image of the 
9UP1 would be the same color and have the same persistence 
as that of the 5BP1. Both are 5 inch tubes and both have Pl 
phosphor screens. 


deflection -- In this region the electron beam is moved right 
or left and up or down, depending on the polarities of the volt- 
ages applied to the deflection plates. 


A set of charged plates attracts or repels an electron because 
of the interaction between the charges on the plates and the 
negative charge on the electron. Making one plate negative 
and the other positive causes the electron to be repelled by 
the negative plate and attracted by the positive plate. The 
electron is attracted to the more positive plate. Thus, by 
varying the voltages between a set of plates the beam may be 
deflected to trace an image on the crt screen. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


21. The horizontal deflection plates shown in Figure 6 cause the 
electron beam to move right or left across the crt screen. 


22. 


VERTICAL 
DEFLECTION 
PLATES 





HORIZONAL 
DEFLECTION 
PLATES 


23. (a) The upper vertical plate must be more positive than the 
lower vertical plate so the beam moves upward. (b) The hor- 
izontal plates must be at equal potentials so the beam is in 
the center as far as horizontal position is concerned. 


24. The electron beam would be forced downward and to the right. 
The lower vertical deflection plate and the right horizontal de- 
flection plate attract the electron. 


ORIGINAL POSITION 
OF BEAM AT CENTER 
OF TUBE AXIS 


RESULTANT 
MOTION OF 
BEAM 


25. Deflection sensitivity is anindication of how far the spot moves 
оп the crt screen for each volt applied to a set of deflection 
plates. This distance may be expressed ininches, centimeters, 
or millimeters. 


26. .05 inch per volt. 


„251 . 05 inch 
29 inch ылас uU . 05 inch per volt dc 
9 volts dc 1 volt dc 


10. 


11. 


12. 


PRACTICE EXERCISE SOLUTIONS 


The basic purpose of a cathode ray tube is to draw a picture 
which is determined by voltages applied to the tube. 


A crt uses electrons to draw pictures by focusing an electron 
beam on a thin layer of material deposited on the face of the 
crt. This layer of material gives off light asit is struck by the 
electron beam and, in effect, leaves a drawing on the tube 
Screen. 


The three main sections of a crt are: the electron gun, the 
deflection section, and the screen. 


(c) electron gun. -- Thedeflection plate voltages cause the elec- 
tron beam to move upor downand leftor right, while the screen 
shows a picture by fluorescence -- the giving off of light. 


The electron beam is bent or caused to move from its normal 
path by the deflection section. 


screen or face -- The screen is coated with material which 
gives off light when it is struck by fast- moving electrons. 


The five electron gun elements are: the heater, cathode, con- 
trol grid, first anode, and second anode. 


The cathode emits the electrons that form the electron beam. 
The control grid determines the number of electrons that will 
make up the electron beam. The first anode is used to focus 
the electron beam so that the trace of light appears sharp and 
clear on the crt screen. 


the second anode, often called the accelerating anode or 
accelerating electrode. 


False -- The second anode is normally operated at a high pos- 
itive potential with respect to the cathode. 


False -- Electrostatic lines of force exist only between points 
that are at different potentials. 


True 


SCREEN 







ELECTRON 
|! GUN! [DEFLECTION | 
! | | SECTION 
i 










BEAM 










DEFLECTION 
PLATES 
FIGURE | 
ИНЕ ease FIRST ANODE 
CATHODE (FOCUSING ANODE) 


—-—. ——=—--- ——_— жымын eye eee 


MESS 


BAFFLE SE BUNGE 
HEATER (ACCELERATING ANODE) 





FIGURE 2 


300v 


ELECTROSTATIC 
LINES OF 


pig 
FIRST ANODE SECOND, ANODE 


+ t 
\ Ez: 
\ MEME rm 


£X XX XN 
"E 
\ 


i 
[El ELECTROSTATIC 


\ LINES оғ FORCE 1 gcn 0 LO 
\ RET 
К \ | Г i 4 T 
"— — 2 


ELECTRON 
BEAM 


alque eet licct muc EAE 


Sd FIGURE 4 
FIGURE 3 


2206 





TUBE VERT GLASS SCREEN 
BASE CONTROL DEFL TUBE 
GRID SECOND ANODE HORIZ PLATES 


FIRST ANODE 










CATHODE 









AQUADAG 





2 
---..................... 


, 
4... ..-- ---- -- -. ---- ---- - ““- -ж-.-.-----.-.. 






/ 
HEATER ^ 


| ELECTRON 
FIGURE 5 BEAM 
VERTICAL 
ELECTRON BEAM DEFLECTION 
PLATES 
+ 


DEFLECTED 
BEAM 







_ T 
HORIZONTAL DEFLECTION 
PLATES 
ELECTRON BEAN 
NO DEFLECTION) — 
FIGURE 6 


FIGURE 7 






DEFLECTION 
COILS 













FIGURE 8 ELECTRON 
| \ ВЕАМ 
DEFLECTION 
, SECTION 
ELECTRON 
GUN 
2206 FIGURE 9 


27. 


28. 


29. 


30. 


31. 


32. 


33. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


Deflection factor indicates the voltage required between the 
deflection plates to producea certain deflection on the screen. 
It is the reciprocal of deflection sensitivity. 


20 volts dc per inch. Dividing 1 by the deflection sensitivity 
of Exercise 26, we get 1/.05 - 20 volts dc per inch. 


A moving electron has a magnetic field about it. When the 
moving electron enters a region of other magnetic fields, the 
magnetic fields aid or oppose each other. The electron tends 
to move ina direction where the field is weak and away from 
the region where the field is strong. 


The electrongun used inmostelectrostatic crt's (Figure 1) has 
two anodes. One anode is used to focusthe beam and the other 
anode is used to accelerate the beam. The electron gun in an 
electromagnetic crt such as that of Figure 9 has only an ac- 
celerating anode. An external coil mounted around the tube 
neck is used to focus the electron beam. 


Electric current applied to the focus coil produces magnetic 
lines of force in the electron gun region. The interaction be- 
tween the magnetic fields of the electron and focus coil cause 
the beam tobe focused. The current in thefocus coil is varied 
until the electron beam is properly focused on the screen. 


An electromagnetic field between coils on either side of the 
electron beam interacts with the field around the electron beam. 
This interaction causes the beam to deflect from its original 


position according to the strength and direction of the electro- 
magnetic field. 


(к) 


[5] 


The resultantforces would move the electron beam upward and 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


to the left as shown by the arrow. The horizontal deflection 
field aids the field around the electron onthe right and cancels 
the field on the left of the electron, moving the electron to the 
left. The vertical deflection field aids the electron field on 
the bottom and cancels at the top, forcing the electronupward. 


An ion trap magnet is used tobend the electron beam so it will 
strike the screen of an electromagnetic crt. The ions do not 
reach the screen, however, and ion spot burns are avoided. 


An ion trap magnet is adjusted by moving it closer to or far- 
ther away from the crt screen while rotating it. The ion trap 
is adjusted until the image on the screen is brightest over the 
full face of the tube. 


(a) electrostatic deflection. 


False -- Electromagnetic deflection is used in most television 
receivers. 


(1) No bulky external coils are used; (2) low deflection power 
is required because this type of crt is a voltage operated de- 
vice; (3) higher deflection frequencies and more complex wave- 
forms can be applied without being distorted or defocused; 
(4) simpler deflection circuits are needed. 


An intensifier anode is used in some electrostatic crt' s to in- 
crease the brightness of the image on the crt screen without a 
loss of deflection sensitivity. 


Multi-gun crt' sare used to display more than one image on the 
screen at any one time. 


Handle the crt with care to prevent breakage or implosion. Sup- 
port large crt's at the large end rather than the neck. Don't 
force connectors onto the base pins, or try to bend the pins to 
fit a faulty connector. 


10. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: Apulley isa 
A - (A) young hen. (B) railroad car. (C) heating apparatus. 
B (D) mechanical device. 





D a 

In a crt, the unit that supplies the electrons, forms them into a beam, directs them toward the 
Screen, and accelerates them so they hit the screen at a high velocity is called the 

(A) deflection yoke. (B)electron gun. (C)ion trap. (D) control grid. 


To shift the position of the beam in an electrostatic deflection crt, varying electric potentials 


are applied to the 
(A) aquadag coating. (B) deflection plates. (C) deflection yoke. (D) ion trap. 


The aquadag coating on the inside of a crt envelope is used to 

(A) focus the electron beam. (B) deflect the electron beam across the screen. (C) collect elec- 
trons after the beam electrons strike the phosphor screen. (D) reflect screen light forward to 
increase the light output. 

What is the deflection sensitivity if a deflection voltage of 3 volts dc causes the spot to move a 
distance of 0.3 inch on the screen of a crt? 

(A) 10,000 inches per volt dc, (B) 1.0 voltdc per inch, (C) 0.9 inch per volt dc, (D) 0.1 inch per 


volt dc. 

In a crt that uses electromagnetic deflection, which of the following electrodes normally is not 
used? 

(A) deflection plates, (B) deflection yoke, (C) an internal conductive coating, (D) an electron 
gun. 


Electromagnetic focusing is accomplished by applying dc current to 
(А) а focus coil. (B) a focus anode. (C) an accelerating anode. (D)a control grid. 


The characteristic of a phosphor to emit light for a certain length of time after it is struck by 
an electron is called 
(A) persistence. (B) luminescence. (C) fluorescence. (D) deflection sensitivity. 


The crt shown in Figure 17 uses 

(A) electromagnetic focusing and deflection. (B) electrostatic focusing and electromagnetic de- 
flection. (C) electromagnetic focusing and electrostatic deflection. (D) electromagnetic focus- 
ing and deflection. 

In some crt' s, the beam electrons are accelerated after they leave the deflection region by a 
high positive voltage on the 

(A) ion trap. (B) intensifier anode. (C) control grid. (D) deflection plates. 


A multi-gun crt would be used in an oscilloscope to 
(A) produce more than one trace at atime. (B) provide a brighter image on the crt screen. 
(C) eliminate the need for deflection plates. (D) eliminate the need for focus coils. 
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A madern portable oscilloscope with a screen diameter of 5 inches. The oscilloscope is a versatile 
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OSCILLOSCOPES 


A modern CATHODE RAY OSCILLOSCOPE (CRO) is a very 
useful electronic test instrument. It uses a cathode ray 
tube to displaya "picture" ofthe voltage applied toits input. 
Thus, it allows an operator to view the waveforms of cur- 
rents or voltages generated by electronic equipment. 


The screen of an oscilloscope can be calibrated to measure 
voltage. Also, by applying signals to its vertical and hori- 
zontal inputs and studying the resultant waveforms, it is 
possible to measure frequency and phase. And because the 
waveform of the signal under test is displayed onthe screen, 
it is possible to check for signal distortion. Because of 
these many features, the oscilloscope, or scope, as itis 
often called, is one of the most useful test instruments 
available to the electronics technician. 


GENERAL DESCRIPTION OF THE OSCILLOSCOPE 


Most cathode ray oscilloscopes in use today can be repre- 
sented by the block diagram of Figure 1. Here we see the 
basic scope sections and their relation to each other. In 
this diagram the oscilloscope is divided into six sections: 
the cathode ray tube, the high voltage power supply, the low 
voltage power supply, the vertical amplifier, the horizontal 
amplifier, and the horizontal sweep section. All of these 
sections have one end purpose -- to display a pattern on the 
face of the cathode ray tube. 


* ж ж 


Хб Ў 


1. Name the ee sections that make up, a general purpose oscillp- 


scope. ніта ) 20€ Ye Tame L? krey UA “45, 

Ver’, s : E. ү, Dew 
2. What is the end i eic dd of, ап the sections of Figdte 1? 

To Pispa, ap diia SOKO, 
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The signal under test is usually applied to the vertical am- 
plifier section. The main function of this section is to am- 
plify the test signal. After the test signal is amplified, it 
is applied to the vertical deflection system of the crt. This 
signal causes the trace tomove up or down on the screen of 
the crt. 


The signal applied to the horizontal amplifier section is 
supplied by the sweep section of the oscilloscope or by an 
external source. The horizontal amplifier section supplies 
an amplified signal to the horizontal deflection system of the 
crt. This signal causes the traceto move from side to side 
on the screen of the crt. 


ж ж ж 


3. Ina general purpose oscilloscope, the voltage to be observed 
is usually applied to the (a) electron gun, (b) vertical deflec— 
tion system, (c) horizontal deflection system. 


X 


4. What is the purpose of the horizontal deflection system of a 
ert? “ea tee ` LA a 

a ) C > 
ы Б ў € €7 


* * * 
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For many tests, it is convenientto deflectthe electron beam 
at a uniform rate and constant frequency from left to right 
across the screen. For this purpose the horizontal sweep 
circuit supplies a sawtooth voltage ata controlledfrequency. 
When the sawtooth voltage is amplified by the horizontal 
amplifier and applied to the horizontal deflection system, 
the beam is deflected from left to right across the screen 
at a constant speed. 


* * * 


5. The signal from the horizontal sweep section is applied to the 
(a) horizontal amplifier, (b) vertical amplifier. 


ee, 
“. 
~~. 
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In Figure 1, switch SW, makes it possible to employ either 
the vertical amplifier output or a signal from the EXT 
SYNC terminal as a synchronizing voltage for the horizontal 
sweep section. Switch SW»? connects either the output of 
the sweep section orthe signalat the HORIZ INPUT terminal 
to the horizontal amplifier section. 


The high and low voltage power supplies provide the dc 
operating voltages for the crt and the other sections of the 
scope. In Figure 1 the power supply blocks are joined to 
the sections they supply by dashed lines. 


ae ж зж 


6. Usually anoscilloscope contains both a high anda low voltage 
power supply. True or False? 


* ж E 


To fully understand the operation of an oscilloscope it is 
necessary to study the functions of the different scope sec- 
tions in more detail. Let's begin with the cathode ray tube, 
and then see how the other sections are used to provide the 
desired image on the screen of this tube. 


THE CATHODE RAY TUBE 


Most general purpose oscilloscopes use cathode ray tubes 
designed for electrostatic focus and deflection. This type 
of tube offers several advantages over crt's that use elec- 
tromagnetic lines of force to focus and deflect the electron 
beam. For one thing, no bulky deflection or focus coils are 
needed; the entire focusing and deflection system is contained 
within the tube envelope. Also, simpler circuits can be 
used to produce the deflection signals. 


Because of these features, an electrostatic crt and its de- 
flection system weighs less than a comparable electromag- 
netic crt withits heavier, bulkier deflectionsystem. A light, 
portable oscilloscope can be built with an electrostatic crt. 
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7. Why is ап electrostatic crt more suitable than an electro- 
magnetic crt for light, portable oscilloscopes? 


ж ж * 


Figure 2 shows the relative positions of the electrodes in 
an electrostatic crt. The base of the crt is assumed to be 





A cathode ray tube serves os on indicoting device in on oscilloscope. By tracing a light pattern on 
the screen of the cothode roy tube, the oscillascape displays the wovefarm of the valtage under test. 
DeVRY Tech Photo 


at the left, and if shown the screen would be at the right. 
The cathode, control grid, focus anode and accelerating 
anode are shown connected to different points on a voltage 
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divider to give an idea of the relative voltages at which they 
operate. 


The heater, cathode, control grid, focus anode and accel- 
erating anode make up the electron gun. The heater is 
covered by the cathode which, in turn, is covered by a 
cylindrical control grid. The focus andaccelerating anodes 
are also cylinders which lie along the tube axis. There are 
openings or holes in the ends of the control grid, the focus 
anode, and the accelerating anode. The electron beam is 
formed as it passes through these openings onthe way to the 
crt screen. 


The cathode emits electrons when heated by the filament. 
The control grid, as in most tubes, operates at a negative 
potential. In Figure 2 the grid is connected to a more neg- 
ative point than the cathode on the voltage divider. Varying 
the bias voltage on the grid varies the number of electrons 
forming the beam and striking the crt screen. This, in 
turn, controls the brightness or intensity of the spot on the 
screen. The INTENSITY CONTROL or BRIGHTNESS CON- 
TROL varies the dc voltage between the cathode and control 
grid to vary the brightness of the image onthe screen. This 
control is usually found on the front panel of the scope. 


The electrons which pass through the control grid are at- 
tracted by the more positive focus anode. Electrons travel- 
ing along the tube axis pass through the focus anode and are 
accelerated by the more positive potential of the accelerating 
anode. There is a strong electrostatic field between these 
two electrodes because of the difference of potential between 
them. This field provides electrostatic focusing of the beam. 
There is a slight focusing action between the focus anode 
and the control grid, but most of the focusing takes place 
between the focus anode and accelerating anode. 


You can focus the electron beam to produce a small spot on 
the crt screen by varying the potential difference between the 
focus anode and accelerating anode. In most scopes, the 
FOCUS CONTROL is a potentiometer that varies the potential 
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on the focus anode. This control is usually found on the 
front panel of the scope. 


ж ж ж 


8. Іп most general purpose oscilloscopes, the brightness or in- 
tensity of the spot is varied by varying the bias on the crt. 


True or False? 


9. Acommon method of focusing the pattern on the screen of a 
scope is to vary the voltage on the (a) control grid, (b) focus 
anode, (c) cathode of the crt. 


In some oscilloscopes, the potential on the accelerating 
anode can be changed over a small range to keep the beam 
in focus at all positions on the crt screen. The potentiom- 
eter that serves this purpose is called the ASTIGMATISM 
CONTROL or SPOT SHAPE CONTROL. This control may 
be found on the front panelin some scopes. However, an 
astigmatism control does not require frequent adjustment, 
and some manufacturers mount it on the chassis or on the 
rear of the cabinet. 


After the electrons leave the electron gun region they enter 
the deflection region. This region contains two sets of de- 
flection plates which are used to bend the electron beam. 
The outputs of the vertical and horizontal amplifiers are 
applied to the deflection plates.  Varying potentials from 
the vertical and horizontal sections, applied to the vertical 
and horizontal deflection plates, move the beam from its 
path along the tube axis. 


The voltage changes on one set of plates cause the beam to 
move vertically. The voltage changes on the other set of 
plates cause the beam to move horizontally. The position 
of the spot on the crtscreen depends on the voltages applied 
to each set of plates. 
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10. How is the electron beam ea to trace an image on the 


screen of an деп as crt? М.) мар 2 the 
potent] on tle Led ec on Pate s 
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The deflectedelectron beam strikes the fluorescent screen, 
which is a coating of phosphors on the inner surface at the 
large end of the tube envelope. The phosphors emit light 
whenever the electron beam strikes them. The type of 
phosphors used on the screen determines the color of the 
display and the persistence, or the length of time the image 
is visible. 


POWER SUPPLIES 


An oscilloscope has both a high voltage anda low voltage 
supply. Each ofthese supplies contains a rectifier and filter 
to provide ripple-free dc voltages for the various sections 
of the scope. 


Figure 3 shows a typical arrangement of the high and low 
voltage supplies. A single transformer is used to provide 
the ac voltages for both power supplies. The on-off power 
switch and fuse are in series with the primary winding of 
the transformer. The secondary windings include a high 
voltage winding and three filament windings. 


High voltage winding S3 is tapped to provide ac voltages for 
both rectifier tubes. Notice that Vj and the upper section 
of the secondary form a conventional full wave rectifier. 
Кү, Су апа Сә form a pi-type filter to smooth the output of 
this rectifier. 


The low voltage supply develops about 300 to 400 volts. The 
current flow is from ground through the load to the upper 
end of Cj, and through R} and the conductive section of V} 
to the more positive tap on the secondary. Thus, the low 
voltage supply provides a positive voltage as indicated. As 
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shown by the dashed lines in Figure l, this voltageis applied 





An oscilloscope is used as an indicator in this test setup, which is used to check the characteristics 
of magnetic tape cores. 
Courtesy Arnold Engineering Co. 


to the vertical and horizontal amplifiers, to the horizontal 
sweep section, and to various elements of the crt. 


ж ж ж 


11. Тһе outputof the low voltage power supply in Figure 3 is neg- 


ative with respect to ground. True or False? 
——— 


ж ж ж 


The high voltage power supply uses a directly heated half 
wave rectifier tube, V2. The ac voltage for this supply is 
obtained between the ground tap anda point near the lower 
end of high voltage secondary S83. R5, C34 and C4 forma 
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pi-type filter for the high voltage supply. 


Notice that the filament of V5 is connected to the lower end 
of S5, and the plate connects through the filter and load 
components to ground. Thus, the tube conducts when the 
ground tap is positive with respect to the lower end of S5. 
The rectified current flows from the lower end of the sec- 
ondary through V» and the filter and load to ground. This 
produces a negative output voltageas indicated in Figure 3. 
The value is about -800 to -1500 volts. As shown in Fig- 
ure l, this voltage is applied to the crt. 


Most scopesuse a negative high voltage supply as illystrated 
in Figure 3. The accelerating anode is operated at or near 
ground potential, and a high negative potential is applied to 
the cathode. (Making the cathode negative with respect to 
the anode is the same as making the anode positive with 
respect to the cathode.) 


With this arrangement there is only à small difference of 
potential between the accelerating anode and the deflection 
plates, which operate at relatively low voltages. А large 
difference of potential here would present insulation problems 
in mounting the electrode. It would also create a strong 
electric field between the accelerating anode and the deflec- 
tion plates which would affect the beam and distort the pattern 
on the screen. 


12. To what part of a general purpose oscilloscope is the high 
voltage power supply connected? - 7. ^o 


13. The output of the high voltage supply in Figure 3 is (a) posi- 
tive, (b) negative with respect to ground. 


Ж ж ж 


Filament winding S] in Figure 3 supplies heater current for 
all the tubes except the crt and the two rectifier tubes. 
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Winding S4 supplies the heater current for the crt. S, sup- 
plies the heater current for low voltage rectifier V]. 


Filament voltage for high voltage rectifier V» is obtained 
from the lower tapped portion of secondary S3. Although 
the voltage across the entire secondary may be well over 
1000 volts, the voltage across this small section ofthe wind- 
ing is only a fractionof the total. For example, the winding 
may be tapped to provide 6 volts or less, which is typical 
filament voltage for rectifier tubes used in this service. 


AMPLIFIER SECTIONS 


An oscilloscope uses an electron beam to draw pictures of 
voltages applied to its input terminals. It does this by apply- 
ing signals to the deflection system of a crt, thus causing 
the beam to trace a pattern of light on the screen. The sig- 
nals fed into the scope are usually too small in amplitude to 
deflect the electron beam directly. Therefore the signals 
must be amplified before they are applied to the deflection 
plates. 


Both the horizontal and vertical deflection systems contain 
amplifiers. These amplifiers increase the sensitivity of 
the cathode ray tube by increasing or amplifying the signals 
applied to them. 


ж ж ж 


14. What are the purposes of the horizontal and vertical deflec- 
tion amplifiers in an oscilloscope? 7/-. ,, P E 
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Vertical Deflection Amplifier 


Usually, the unknown test signal is applied to the vertical 
amplifier section of the oscilloscope. Theverticalamplifier 
must provide high gain sothat low-amplitude signals can be 
observed, or smallparts of asignal canbe studiedin detail. 
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A good oscilloscope should be able to reproduce voltage 
waveforms with a minimum of distortion. To pass signals 
with minimum distortion, the vertical amplifier must have 
a wide frequency response. If the amplifier does not have 


"cds 


— 
— 





The oscilloscope shown abave can be mounted permanently in a rack or equipment cabinet, This 
scope has a bandwidth from dc to 450 kHz. |t can be used in the laboratory or on production lines. 
Courtesy Hewlett-Packard Co. 


good frequency response it does not amplify all frequencies 
by the same amount, and the pattern on the screen may not 
be a true picture of the signal under test. 


A scope should have a high input impedance and low shunt 
capacitance. These features are necessary for the proper 
reproduction of an input signal. The high input impedance 
prevents the scope from loading the test circuit. The low 
shunt capacitance prevents distortion of signal waveforms. 


* ж ж 


15. To produce a waveform of adequate size when small signal 
voltages are being viewed, the vertical amplifier of an os- 
cilloscope should provide high gain. True.or False? 
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16. Why is a wide frequency response necessary for the vertical 
_ amplifier of an oscilloscope ? So the. 7 ree 4 > 
Stree, w/l he, th “<оокаәуе Р?С 7оғ< ӘР the erg 

ІТ. Itis desirable for the vertical amplifier of a Scope e ans s 
high input impedance and low shunt capacitance. True or 
False? 





Figure 4 shows the vertical amplifier section of an oscil- 
loscope. Vj isahigh gaintriode amplifier. The test signal 
is coupled from the input terminals through Cj and poten- 
tiometer Rj to the grid of Vj. Ку makes it possible to vary 
the amplitude ofthe input signal, and is often referred to as 
a VERTICAL AMPLITUDE CONTROL or VERTICAL GAIN 
CONTROL. 


The amplified signal at the Vj plate is further amplified by 
a push-pull stage (V,V}3) and then applied to the vertical 
deflection plates. The push-pull stage serves as a phase 
inverter, voltage amplifier, positioning circuit, and push- 
pull driver for the deflection plates. 


A signal coupled from the plate of Vj through C, to the grid 
of V5 causes a change of V5 plate current. The change of 
plate current causes a change in voltage across cathode 
resistor Rg. The change in R¢ voltage is in phase with the 
signal voltage applied to the grid of Vj. R( is a common 
cathode resistor for both Vz and V3. The grid of V3 is 
placed at signal ground potential by capacitor C3, so any 
signal voltage across Re is applied between the grid nde 
cathode of V3. 


Let's see how this arrangement provides the 180° out-of 
phase signals necessary for push-pull operation of V, апа 
Уз. Оп the positive alternation of the V» grid signal, the 
V> plate current increases and causes a larger voltage 
across Rg. This makes the cathode of V3 more positive 
with respect to ground. Making the cathode of V3 more 
positive is the same as applying a negative-going voltage to 
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its grid. Therefore, the plate current of Уз decreases. 


A negative signal alternation at the grid of V5 cause a de- 
crease of V» plate current and a decrease in voltage across 
Кє. The cathode of V3 becomes less positive. This is the 
same as making the gridof V3 less negative, so the V3 plate 
current increases. 


To summarize the action, increases in V2 plate current are 
accompanied by decreases in V3 plate current, and decreases 
in V2 plate current are accompanied by increases in V3 
plate current. Thus, the V2V3 stage provides push-pull 
operation. The amplified signals at the plates of V2 and V2 
are applied to the vertical deflection plates. 


Re servesasa VERTICAL POSITIONING CONTROL. Chang- 
ing the setting of R5 varies the dc bias on the grid of V3, 
and thus varies the dc plate current and plate voltage of Уз. 
Since the plates of V} and V} are directly coupled to the 
deflection plates, a change in the plate voltage of V3 causes 
a change in the dc voltage on the deflection plate connected 
to V3. Inthe case of a vertical deflection amplifier, this 
shifts the position of the beam vertically on the screen. 


ж ж ж 


18. In the circuit of Figure 4, the signal voltage at the plate of 
Və is (a) in phase, (b) 180* out of phase with the signal volt- 
age at the plateof V9 ~~~- 


19. What function does R5 serye in the circuit of Figure 4? 


verf srl on! 22 
ж ж ж 
Horizontal Deflection Amplifier 


In most scopesthe horizontal amplifier circuit is similar to 
the vertical amplifier circuit. Vertical deflection signals 
are fed through one amplifier such as that of Figure 4 to the 
vertical deflection plates. Horizontal deflection signals are 
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fed through the other amplifier, which is also a circuit like 
that of Figure 4, to the horizontal deflection plates. 


When used as a horizontal deflection amplifier, the plates 
of V5 and V3 in Figure 4 connect to the horizontal deflection 
plates. Thus, signals applied to the input cause the beam 
to sweep left and right across the screen. R5 again serves 





The oscilloscope is a key instrument in many types of measurements. Here you see a scope flanked 
by power supplies and meters in a setup for testing magnetic materials. 
Courtesy Arnold Engineering Co. 


as a positioning control by varying the dc plate voltage of 
V5. Inahorizontalamplifier this wouldbe the HORIZONTAL 
POSITIONING CONTROL. R] serves as the HORIZONTAL 
AMPLITUDE CONTROL or HORIZONTAL GAIN CONTROL. 


Usually, the horizontal amplifier section is not required to 
have as much gain or as wide a frequency response as the 
vertical section. However, the horizontal gain should be 
great enough to sweep the beam across the entire screen, 
with enough gain left so that the pattern can be expanded to 
study small sections of a waveform. 


The internal horizontal sweep frequencies of a general pur- 
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pose scope are usually less than 700 kHz. The response of 
this section is wide enough to pass these frequencies with 
little distortion. 


20. If the circuit of Figure 4 is used as a horizontal deflection 
amplifier, whe 18 the function of R4? 


Hy rec Qa 2. 
21. Ina £enéfal futfoSe oscilloscope the gain of the horizontal 


amplifier is normally (a) greater, (b) less thanthe gain of the 
vertical amplifier. T < 


i 
| 


ж ж ж 
Attenuator Networks 


If the signal applied to the grid of a vertical or horizontal 
amplifier stage is too large, it overdrives the tube. This 
causes distortion in the output signal waveform, and the 
pattern on the scope screen is not a true picture of the test 
signal.  Overdriving is prevented by limiting the signal 
amplitude to alevel that can be easily handled by the ampli- 
fier. In the amplifier of Figure 4, this is accomplished by 
potentiometer R]. By varying the setting of R], it is pos- 
sible to feed some desired fraction of the input signal to the 
grid of V. 


When signal level is reduced in any manner, the action is 
called ATTENUATION. Any component or network of com- 
ponents used for this purpose is called an ATTENUATOR. 
A simple form of attenuator is a potentiometer such as R] 
of Figure 4. 


Referring to Figure 4, the test signal is applied across the 
entire resistance element of R]. The amount of the signal 
applied tothe amplifier depends onthe setting of the movable 
arm. The entire resistance element of R} is across the 
input terminals regardless of the setting of the movable 
arm. Thus, the scope presents a fairly constant load to the 
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signal source under test. If the resistance of the poten- 
tiometer is high, the scope does not load down the test cir- 
cuit to any great extent. 


A simple potentiometer arrangement has one serious draw- 
back when used as an attenuator. It combines with circuit 
capacitances to form a network that attenuates some fre- 
quencies more than others. This results in a form of dis- 


tortion called FREQUENCY DISCRIMINATION. 


Figure 5 shows a potentiometer in the gridcircuit of a tube. 
Dashed line capacitor C] represents the capacitance between 
the movable arm and lower terminal of potentiometer Кі. 
This includes the capacitance of the potentiometer leads, 
the wiring capacitance in the grid circuit, and the grid- 
cathode capacitance of the tube. Capacitor C} is in series 
with the upper portion of the 
potentiometer (R,,a), and in 
parallel with the lower portion 
(Кір). Сі апа Ria form a 
low-pass network whichatten- 
uates high frequencies more 
than low frequencies, and thus 
produces frequency discrimi- 
nation. 


There is no wayto completely 
do away with C), so the solu- 
tion to the problem is to deli- 
berately attenuate the low fre- 
quencies tomatch the attenua- 
tion of the highs. One way to 





do this is toconnect a capaci- This wide band, high sensitivity scope has a 
. vertical attenuator plus vertical gain contro! 
tor across the Ria section of to attenuate the vertical input signal. 


the potentiometer. This capa- Courtesy Jackson Electrical Co. 
citor and R)p forma high-pass 

network which compensates for the effectof the C1R4A low- 
pass network. This is not practical with a simple poten- 
tiometer arrangement, since the capacitance must be varied 
every time the setting of the potentiometer is varied. How- 


‚у 
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ever, it can be done very easily by using a switch type 
attenuator in place of the potentiometer. 


Figure 6 shows how fixed resistors and capacitors may be 
used with a switch to form an attenuator. As the switch 
contact is moved from position 1 toposition 2and to position 
3, smaller portions of the input signal are applied to the 
grid of Vj. A capacitor is placed in parallel with each 
resistor. The value of each capacitor is chosen to com- 
pensate for the distributed capacitance that exists at that 
position. 


ж ж ж 


i 22. Why are capacitors usually connected across the resistors in 


an attenuator such as that of Figure 6? To atten ^ E 


Дах E p > snr ta Fhe af oe 77 ue 
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A switch- бур attenuator does not give smooth, continuously 
variable control over the signal applied to the amplifier 
input. The amplitude of the signal coupled to the amplifier 
varies in steps as the attenuatoris switched from one posi- 
tion to the next. Infact, an attenuator of this type is often 
referred to as aSTEP ATTENUATOR. For continuously 
variable operation, a potentiometer is oftenused in addition 
to the step attenuator. 


Figure 7 shows an input circuit that offers high input im- 
pedance, good frequency response, and smooth control over 
the signalapplied toanamplifier. Thisnetworkis composed 
of a step attenuator, a cathode follower stage, and a con- 
tinuously variable gain control. Many oscilloscopes use 
similar systems in the vertical input circuit. 


The step attenuator changes the amplitude of a test signal 
applied to the amplifier in large steps. The compensating 
capacitors across the attenuator resistors overcome fre- 
quency discrimination. The signal from the step attenuator 
is appliedto the grid of V]. The outputof this stageis taken 
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across cathode resistor R4. This signal is fed through 
coupling capacitor Cy to gain control Rs. The gain control 
supplies a continuously variable signal to the V» stage. 


In a cathode follower such as V], the output signal (from 
cathode to ground) is in phase with the signal applied to the 
grid. There is a slight loss in the amplitude of the signal, 
because a cathode follower always has a signal voltage gain 
of less than 1. However, this circuit offers a high input 
impedance to the test circuit. This high impedance helps 
to prevent loading of a test circuit. Also, the low output 
impedance reduces the effects of shunt capacitance. 


* * * 


23. The signal at the slider of R5 in Figure 7 is (a)in phase, | 





(b) 180° out of phase with the signal at the grid of Vi. 


24. The purpose of V, in Figure 7 is to provide a large voltage 
gain. True or False.?.— 
co ы 
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HORIZONTAL SWEEP CIRCUITS 


Most oscilloscopes have an internal circuit for developing a 
signal that can be applied to the horizontal deflection plates. 
This signal voltage is used to sweep the electron beam across 
the screen. The circuit that produces this voltage is called 
the HORIZONTAL SWEEP CIRCUIT. The sweep voltage is 
applied to the horizontal amplifier section at the same time 
a test signal is applied to the vertical amplifier section. 


To use an oscilloscope as a graphical measuring device, 
the electron beam should be swept horizontally across the 
screen in a straight line at a linear rate. The test signal 
is then represented on the crt screen as a graph. That is, 
the changes in amplitude of the test signal are "plotted" 
with respect to time. In effect, the scope uses a beam of 
electrons to draw a waveform on the screen just as you use 
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a pencil to draw a waveform on a piece of paper. 


So that equal amounts of horizontal deflection represent 
equal intervals of time, a LINEAR sweep is required. The 
linear sweep voltage used in an oscilloscope changes uni- 





An ascilloscope designed for mounting in a rack of equipment. Notice how the controls for the 
vertical amplifier, horizantai amplifier and sweep generator are grouped for convenience on the 


ponel. 
Courtesy Electron Tube Corp. 


formly from minimum to maximum and then drops instantly 
to minimum and repeats the cycle. This voltage is applied 
to the horizontal deflection plates. It causes the electron 
beam to move horizontally at a constant speed, return 
rapidly to the starting point, and then begin another sweep. 


ж ж ж 


25. А linear sweep is required in an oscilloscope so that equal 
amounts of horizontal deflection represent equal periods of 
time. True or False? 


us 


* ж ж 


A common type of signal used to produce a linear sweep is 
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a SAWTOOTH wave. Figure 8 shows a sawtooth wave. The 
slow, linear rise from minimum to maximum occurs from 
point A to point B. The rapid decrease from maximum to 
minimum occurs from point B to point C. A second saw- 
tooth cycle begins at point C, increasing slowly to maximum 
and then dropping rapidly to minimum. The slow, rising 
portion of the sawtooth produces the forward or scanning 
motion of the beam. The rapid decrease from maximum to 
minimum produces the return or retrace motion. 


The most common method of developing a sawtooth voltage 
is to charge a capacitor through a high resistance, then 
discharge it throughalowresistance. The capacitor charges 
slowly through the high resistance, as represented by the 
slowly rising voltage between points A and Bof the sawtooth 
of Figure 8. Then, the capacitor is discharged quickly 
through a low resistance. This is represented by the rapid 
fall in voltage between points B and C in Figure 8. 


ж ж ж 


26. The type of waveform that is commonly used to produce a 
linear sweep in an oscilloscope is a (a) sine wave, (b) saw- 


tooth, (c) straight line. —— 


— 


27. Figure 8 is the voltage waveform produced by charging a ca- 
pacitor through a high resistance and discharging it through 
alow resistance. True or False? 





ж ж ж 


Figure 9 shows one circuit that can be used to produce a 
sawtooth voltage. The tube in this circuit is a gas-filled 
triode, or thyratron. As we shall see, it permits a sawtooth 
forming capacitor to charge through a high resistance, and 
then fires to form alow resistance discharge path for the 
capacitor. The sawtooth forming capacitor (C5, Сд ог Cs) 
is selected by switch SW). The resistance through which 
the capacitor charges is Ry, a variable resistor in the V4 
plate circuit. 
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Suppose the circuit is turned on, and SW] is in the position 
shown. R, and R3 form a voltage divider between B+ and 
B-, and the voltage across R3 makes the cathode of V] 
positive with respect to ground. The grid returns to ground 
through R], so the voltage across R3 servesas a bias which 
prevents Vj from firing at low plate voltages. Bypass ca- 
pacitor C5 keeps the voltage across R3 constant. 


With Vj cut off, capacitor Cy begins to charge through Ry 
toward the B+ voltage. When the voltage across C4 reaches 
the ionizing potential of V], the tube fires and forms a low 
resistance across C4. Cy, discharges rapidly, until the 
voltage across C4 is so low that it cannot keep the tube 
ionized. Then V; de-ionizes, and C4 starts to charge through 
R4 to begin another cycle. 


Figure 10 shows the changes in voltage across the sawtooth 
forming capacitor. The curved dashed line is the charge 
curve of the capacitor. The ionization and de-ionization 
points of the thyratron are indicated. The output wave is 
shown as a solid line having a sawtooth shape. 


ж ж ж 


28. In the sawtooth generator of Figure 9, the slow, linear rise 
of the sawtooth occurs when V] is (a) conducting, (b) cut off. 


——————— 


* * ж 


The resistance of R4 and the capacitance selected by SW] 
determine the rate at which the voltage rises from minimum 
to the ionization point. Thus, the settings of SW, and Ry 
determine the frequency of the sawtooth. SW, serves as 
a COARSE FREQUENCY CONTROL, which changes the fre- 
quency in large steps. R4 is a FINE FREQUENCY CON- 
TROL or FREQUENCY VERNIER CONTROL, permitting a 
continuous variation of frequency in the range selected by 
SW;. The sawtooth is coupled through C, to the horizontal 
amplifier of the scope. 
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29. At a given setting of SW, in Figure 9, what do you suppose 
would happen to the sawtooth frequency if Rg was set toa 
higher resistance? . p 


is 
€ legen P 


CChea 
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A thyratron sawtooth generator is suitable for low sweep 
rates. However, for higher sweep rates a multivibrator 
sweep generator is preferred. Most scopes manufactured 
today use multivibrators to produce the linear sweep volt- 
age. A multivibrator is basically asquare wave generator, 
but its output can be shaped into a sawtooth by a capaci- 
tor. 


Figure 11 shows the circuit of a multivibrator used to pro- 
duce a sawtooth output. With the circuit in operation, V] 
and V2 alternately conduct and cut off. The circuit time 
constants are selected so that V> is held in cutoff much 
longer than Vj. Sawtooth forming capacitor Cę charges 
through Rs toward the B+ voltage when V, is cut off. This 
produces the slow, linear rise of the sawtooth. 


When V2 conducts, it forms a low resistance in series with 
R3 to discharge Cg. The conduction time of V, is short, 
producing a short retrace interval. 


ж ж ж 


30. In the multivibrator sawtooth generator of Figure 11, the re- 
trace portion of the sawtooth occurs when V9 is (a) conducting, 
(b) cut off. = 2 -— 





ж ж ж 


The sawtoothfrequency in Figure 11 depends on the settings 
of SW; and R4. Switch SW, selects one of four capacitors 
in the coupling circuit between the plate of Vj and the grid 
of V2. Thus, SW) serves as a coarse frequency control. 


2“. 


~ 
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Variable resistor К. permits continuous adjustment of the 





Oscilloscopes are valuable in checking waveforms in various sections of electronic systems. Here 
a technician observes an oscilloscope pattern in testing an experimental microwave setup such as 
those used in radar equipment. 


Courtesy Hughes Microwave Div. 


frequency within the range selected by SW]. Thus, Ry 
serves as a fine frequency control. 


ж ж ж 


31. To produce a sawtooth waveform in the circuit of Figure 11, 
Və must be cut off for a longer period of time than it is con- 
ductive. True or False? 


т шест: 


* * ж 
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SYNCHRONIZATION 


In order for a stationary pattern to appear on the scope 
screen, there must be some exact relationship between the 
frequency of the test signal and the horizontal sweep fre- 
quency. If the frequencies of the test signal andthe horizon- 
tal sweep voltage are exactly equal, one complete cycle of 
the test signal appears onthe screen. If the frequency of 
the test signal is exactly twice the frequency of the horizontal 
sweep voltage, two complete cycles of test signal appear on 
the screen, and so on. 


The proper phase relationships must also exist between the 
test signal and the sweep voltage. That is, the sawtooth 
sweep voltage must begin at exactly the same time the cycle 
of test signal voltage begins. When the phase relationship 
is right, the cycle of the pattern on the scope screen begins 
at the left of the screen and ends at the proper point at the 
right of the screen. 


* ж ж 


32. What two relationships between the test signal and the hori- 
zontal sweep voltage must be maintained to produce a sta- 
tionary pattern on a scope screen? 


Any change in the frequency or phase relationship causes 
the pattern to drift across the screen, or to break up into 
patterns that are not true pictures of the test signal wave- 
form. The horizontal sweep generator tends to drift during 
operation. If there were no way to lock it in step with the 
test signal, the operator would have to constantly adjust the 
fine frequency control to hold the pattern stationary. 


Most oscilloscopes include a means of synchronizing the 
sweep generator and test signal to avoid this problem. In 
Figures 9 and 11, a SYNCHRONIZING SIGNAL fed into the 


sync inputterminal ''trips"'the oscillator so itbeginsa cycle 
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of oscillation at the exact time the signal to be viewed is 
beginning its cycle. The idea is to set the coarse and fine 
frequency controls for a stationary pattern with the desired 
number of cycles on the screen, and then apply the synchro- 
nizing voltage to hold the pattern stationary. Potentiometer 
К] іп Figure 9 or 11 serves as aSYNC AMPLITUDE CON- 
TROL, which may be advanced until the pattern remains 
stationary or "locks in' on the screen. 


* * * 


33. A synchronizing signal is normally applied to the (a) horizon- 
tal amplifier, (b) vertical amplifier, (c) horizontal sweep 
generator of an oscilloscope. 


34. A sync signal replaces the horizontal sweep circuit in an os- 
cilloscope. True or False? 


ж ж ж 


The most common sync signal is thetest signal itself. This 
sync signal is taken from the vertical amplifier section and 
applied to the sweep circuit. The sync signal triggers the 
sweep generator, causing the sawtooth tobe in step with the 
test signal. The synchronizing sawtooth is, in turn, ampli- 
fied by the horizontal amplifier section and applied to the 
horizontal deflection plates. This method of synchronizing 
is often referred to as internal synchronization. 


Some scopes use the ac line as a sync source. Since the 
frequency of the ac line voltage is very closely regulated by 
the power company, the line voltage can be used as an 
accurate synchronizing standard for many scope applica- 
tions. 


In some cases it may be desirable to use some external 
source for synchronization. For example, the output of an 
accurate signal generator may be used as the sync signal. 
Most oscilloscopes have a set of binding posts or other 
external connections to which this external signalis applied. 
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A sync signal switching arrangement, or SYNC SELECTOR 
SWITCH, is included in most scopes. This switch allows 
the scope operator toselect the desiredsync signal source, 
either internal orexternal. The syncampcontrol is adjusted 
so that justenough sync voltage is used to trigger or fire the 
horizontal sweep generator at the proper instant. 


* ж ж 


35. List three possible sources of sync voltage for an oscillo- 
scope. S anal С, 6% : 


36. What is the purpose of the sync amplitude controlin an oscil- 


loscope ? i a awe | E 


7 / 


* 
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COMPLETE OSCILLOSCOPE SCHEMATIC 


The oscilloscope has been discussedin blockdiagram form. 
We have studied some typical circuits which make up these 
blocks. Now let's look at acomplete oscilloscope schematic 
and see how the various sections work together to display a 
waveform. 


Figure 12 is the schematic diagram of a complete oscillo- 
scope. This schematic includes all of the sections repre- 
sented in the block diagram of Figure 1. У}, V5; V3 and 
V4 and their related parts form the vertical amplifier. V^, 
Vg and Vg and their related parts make up the horizontal 
amplifier. V5 and Vg, with their related parts, form.the 
horizontal sweep generator. Vj; and V5 arethe rectifiers 
for the low and high voltage power supplies, and Vg is the 
cathode ray tube. 


* * ж 


37. Name the six main sections of the oscilloscope of Figure 12, 
and indicate which tube or tubes is/are included in each. 


ж ж ж 
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The signal to be viewed is applied to the vertical input ter- 
minals. With vertical atten- 
uator switch SW, in the posi- 
tion shown, the full input sig- 
nalis coupledthrough capaci- 
tor C4 to the grid of V}. As 
explained for Figure 7, V} in 
Figure 12 is a cathode follower 
stage, and the output appears 
across cathode resistor Ro. 
This signal is coupled through 
Cs to potentiometer Rg, which 
serves as the vertical ampli- 
tude or vertical gain control. 





From the slider of Rg, the 
Signal is fed tovoltage ampli- 
АЗ" oscilloscope such os the one shown here fier V5. The amplified signal 
e ended отетш e, at the plate of Vz is coupled 

through Cg to the push-pull 
deflection amplifier. Due to the push-pull action, the volt- 
age changes at the plates of V3 and V4 are equal and oppo- 
site. These plate voltage changes are fed directly to the 
vertical deflection plates of the crt. As explained for Fig- 
ure 4, potentiometer R)g in Figure 12 serves as the verti- 
cal positioning control. 


ж ж ж 


38. Changing the setting of SW, from the position shown in Fig- 
ure 12 to one of the other positions will cause the amplitude 
of the signal applied to V, to(a) increase, (b) decrease. 

39. In the circuit of Figure 12, a positive-going signal on one of 
the vertical deflection plates is accompanied by a negative- 
going signal on the other vertical deflection plate. True or 
False? E 
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The horizontal sweep generator in Figure 12 is a multivi- 
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brator similar to thatof Figure ll. Tubes V5 and V6 alter- 
nately conduct and cut off at a frequency determined by the 
setting of coarse frequency switch SW4 and fine frequency 
controlR) 9g. Sawtooth forming capacitor Суз charges slowly 
through Rjg when VQ is cut offand discharges rapidly when 

V6 conducts. 


The multivibrator can be synchronized by either an internal 
or external sync signal. With sync selector switch SW» of 
Figure 12 in the INT position, a portion of the vertical input 
signal is fed from the plate of V5 through Rj4 to the hori- 
zontal sweep generator. This vertical amplifier signal 
becomes the sync signal which is coupled through Cg to 
potentiometer R)5, the sync amplitude control. By adjust- 
ing R15 we can feed a desired amount of the sync signal 
to the grid of V5. 


If switch SW5 is set to the EXT position, an external syn- 
chronizing signal can be used to control the sweep generator. 


The sync source is then connected to the sync input termi- 
nals. 


ж ж ж 
40. What are the functions of SW, and R49 in Figure 12? 
ж ж ж 


With horizontal input switch SW3 in the INT position, the 
sawtooth from the horizontal sweep generator is fed to the 
horizontal amplifier. The horizontalamplifier in Figure 12 
is similar to that of Figure 4. The sawtooth is coupled 
through Cis to potentiometer R29, which serves as a hori- 
zontal amplitude or horizontal gain control. The signal 
from the slider of R5g is applied to the grid of V7, which 
produces an amplified sawtooth at its plate. 


The V7 plate signalis coupled through Суб to the push-pull 
horizontal deflection amplifier. The signals at the plates 
of Vg and V9 are applied to the horizontal deflection plates 
of the crt. R23 serves as the horizontal positioning control. 
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To use an external source of horizontal sweep, horizontal 
input selector SW3 is set to the EXT position. The external 
source is connected to the horizontal input terminals. 


ж ж ж 


41. Which control would you adjust in the circuit of nu 12 to 
increase the amount of horizontal sweep? В : 


42. Which control would you adjust in the circuit of Figure 12 to 
move the pattern from side to side on the screen? 


бе 
F 
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As explained for Figure 3, the power supply in Figure 12 
consists of a high voltage sectionand a low voltage section. 
T] provides the ac voltages 
for low voltage rectifier V]|| 
and high voltage rectifier V12, 
and also provides filament 
voltages forali of the tubes in 
the oscilloscope. The pri- 
mary of T; connects to the 
ac line through fuse F] and 
on-off switch SWg. 


Vi) is a full wave rectifier 
used to provide the dc plate 
currents for all tubes except 
the crt. The output of this 
low voltage supply is filtered 
by C1g, R5g апа Суу. Bleeder 
resistor R,. helps to improve 
regulation, and also forms a 
A madern general purpose ascillascape which discharge path for the filter 





features a vertical amplifier frequency ге- capacitors when the scope is 
sponse af 5 MHz and pravides harizantal sweep 
frequencies af from 10 Hz to 500 kHz. turned off. 


Caurtesy Heath Campany 
Half wave rectifier V]2 pro- 
vides the high dc voltage for the crt. The rectified voltage 
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is filtered by Cog, К. апа С... Resistors R,, - R, form 
a combination bleeder and voltage divider across the output 
of the filter. 


R45 is the intensity control. By changing the setting of this 
control you vary the bias on the crt. R3, determines the 
voltage on the focus anode, and thus serves as the focus 
control. Rag controls the voltage on the accelerating anode, 
serving as the spot shape or astigmatism control. 


Secondary Sj of Tj provides the filament voltage for low 
voltage rectifier Vjj. S4 is the filament voltage source for 
the crt. The filament voltage for high voltage rectifier V) 2 
is obtained from the smalltapped portion of the S5 winding. 
S4 supplies filament voltage for the rest of the tubes. 


* ж ж 


43. Из іпГіриге 12 вегуев as the (a) intensity control, (b) focus 
control, (c) spot shape control. um 


44, Examine the high voltage supply circuit of Figure 12. Is the 
grid of Vj positive or negative with respect to the cathode? 


pt 
P 
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The schematic diagram we have studied is not only used to 
trace signal paths, it is used to locate components by show- 
ing circuit connections and the relationship of one stage to 
another. Many of the problems of repairing or constructing 
electronic equipment are overcome by knowing how to use a 
schematic properly. 


TYPES OF MEASUREMENTS 


Because an oscilloscope is not limited by a fixed calibrated 
scale and a mechanical pointer and meter movement, it can 
be used to make many different measurements. A scope 
can be used to measure voltage, frequency, phase and dis- 
tortion. All of these measurements are made by observing 
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the waveform drawn on the screen of a crt. 
Voltage Measurements 


An oscilloscope can be usedas a peak-to-peakac voltmeter. 
When the scope is used to measure voltage, the test signal 
is normally applied to the vertical amplifier section. The 
electron beam is deflected an amount proportional to the 
voltage applied to the vertical deflection plates. Thus, the 
height of the pattern on the screen is proportional to the 
peak-to-peak amplitude of the voltage applied to the vertical 
input terminals. 


For voltage measurements of this type, the scope must be 
calibrated. Calibration is accomplished by applying a known 
voltage to the vertical input and adjusting the vertical gain 
controls sothat the trace hasa certain height. Knowing how 
much deflection is caused by a known voltage, an unknown 
voltage can be measured by comparing the amount of deflec- 
tion caused by the unknown voltage to the deflection caused 
by the known voltage. 


Let's tryan example. Suppose anoscilloscope is calibrated 
so that 1 volt peak-to-peak produces a trace witha height 
of 1 centimeter on the screen. Then an unknown voltage is 
applied to the verticalamplifier section. If this signal pro- 
duces a pattern that measures 4 centimeters from peak to 
peak, the amplitude of the unknown voltage is 4 volts peak- 
to-peak. Thus, the unknown voltage is equal to the peak-to- 
peak amplitude, in centimeters, of the pattern it produces 
multiplied by the calibration voltage required to produce a 
deflection of 1 centimeter. 


ж ж ж 


45. How is an oscilloscope calibrated to measure peak-to-peak 
voltage ? 


ж ж ж 


The oscilloscope can also be usedto measure the gain of an 
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amplifier or other electronic device. Gain measurements 
are made by comparing the amplitude of the waveform at the 
output to the amplitude of the waveform atthe input. For 





This wide band 5" scope includes a built-in voltmeter directly under the crt screen. The meter may 


be used in calibrating the screen for peak-to-peak voltage measurements. 
Courtesy Bach-Simpson Ltd. 


example, suppose a scope is connected to the grid of an 
amplifier tube, and a waveform with a peak-to-peak ampli- 
tude of 1 cm appears on the screen when the amplifier is 
carrying a normal signal. The scope is then connected to 
the plate of the amplifier tube, and a waveform with a peak- 
to-peak amplitude of 10 cm appears on the screen. The 
output waveformis 10 times larger thanthe input waveform, 
so the amplifier gain is 10. 


Frequency Measurements 


An oscilloscope can also be used to measure frequency. 
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Frequency measurements are made by applying a signal of 
known frequency to the horizontal amplifier, and the signal 
of unknown frequency to the vertical amplifier, and observ- 
ing the pattern on the screen. The known frequency can be 
obtained from the horizontal sweep generator or from an 
external source. When an external signal is used, it is 
normally applied to the horizontal input terminals. This 
externally generated signal may be obtained from a signal 
generator or some other external source. 


ж ж ж 


46. When an oscilloscope is used for frequency measurement, 
both the unknown and known frequencies are applied to the 
vertical input terminals. True or False? 


ж ж ж 


The simplest way to measure frequency isto use the inter - 
nally generated sweep voltage as a standard. With the un- 
known frequency applied to the vertical input terminals and 
no sync applied, adjust the coarse and fine frequency con- 
trols for a stationary pattern on the screen. To find the 
unknown frequency, multiply the frequency of the horizontal 
sweep generator by the number of cycles on the screen. For 
example, if the sweep generator of the scope is set at 500 
Hz and two cycles of a test signalappear on the screen, the 
frequency of the test signal must be 500 X 2 = 1000 Hz. 


This is an easy method of checking frequency, but it gives 
only an approximation of the unknownfrequency. The sweep 
controls on an oscilloscope are not accurately calibrated, 
so the sweep generator frequency used in the calculation is 
only approximate. 


A more accurate way to measure frequency is to compare 
the pattern of the unknown frequency to the pattern produced 
Бу anaccurate signalgenerator. You apply the unknown test 
signal to the vertical input and adjust the sweep frequency 
controls until one or more complete cycles appear on the 
crt. When these adjustments are made, the sync amplitude 
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control should be set at zero and only the sweep frequency 
controls should be used to stop the pattern on the screen. 
This pattern might look like the one shown in Figure 13. 


To proceed with the measurement, you count the number of 
cycles on the screen. Without touching the sweep frequency 
controls, remove the test signal from the vertical input. 
Now apply the output of the signal generator to the vertical 
input of the scope. Adjust the signal generator frequency 
until the same number of cycles appear on the crt as when 
the unknown signal was applied. This means the signal 
generator frequency is the same as the frequency of the 
unknown signal. You can determine this frequency by simply 
reading the dial on the signal generator. 


Another method of frequency measurement is to interpret 
various patterns which are produced on the crt when sine 
waves are applied to each set of deflection plates. These 
patterns are called LISSAJOUS FIGURES. Frequency ratios 
may be obtained from these patterns. By knowing the fre- 
quency of one of the voltages, the frequency of the other 
voltage may be found. 


The scope sweep frequencyis not usedin this method of fre- 
quency measurement. The horizontal amplifier is switched 
to the external input position. Then the unknown test signal 
is appliedto the vertical inputand the known frequency signal 
is applied to the horizontal input. The pattern produced on 
the screen may be like that shown in Figure 14. 


The frequency ratio of the vertical to the horizontal signal 
voltage is equal tothe ratio of the number of points at which 
the Lissajous pattern touches the line labeled X-X to the 
number of points touching the line labeled Y-Yin Figure 14. 


When a voltage of known frequency is applied to the horizontal 
input, you can find the unknown frequency by dividing the 
number of loops touching line X-X by the number of loops 
touching Y-Y, and multiplying the result by the horizontal 
input frequency. That is: 
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loops touching X-X 
fy = fp X —————————— 
loops touching Y-Y 


where f, is the horizontal input frequency and f, is the ver- 
tical input frequency. 


Let's use Figure 14 to illustrate this system of frequency 
measurement. Three complete loops are touching the 
horizontal line X-X, and one loop touches the vertical line 
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An accurate signal generator such as the one shown above can be used as o frequency standard for 
measuring unknown frequencies with an oscilloscope. 
Courtesy Paco Electronics Co., Inc. 


Y-Y. Suppose the frequency of the signal applied to the 
horizontal input is 1000 Hz. In this case, the frequency of 
the verticalinput signal wouldbe f£, - 1000 Hz X 3/1 = 3000 
Hz. 


As the frequency ratio increases, it is hard to interpret the 
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figures. Usually a ratio of 10 to 1 is about the largest ratio 
that canbe easily read. Probably the main problem in using 
Lissajous figures is in obtaining two voltages whose fre- 
quencies have an exact whole number relation to each other 
and whose frequencies do not drift. If either frequency 
drifts, the patterns will be in constant motion. 


ж ж ж 


47. Suppose a 6000 Hz signal is applied to the horizontal input of 
an oscilloscope. What is the frequency of a signal applied 
to the vertical input if the following pattern appears on the 
screen? 
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Phase Measurements 


In the designor maintenance of electronic equipment, it may 
be necessary to make phase measurements of voltages or 
currents. These phase measurements are made by com- 
paring twoac voltages of the same frequency and noting their 
relationship to each other. 


To measure phase angle one signal is applied to the ver- 
tical amplifier and the other signal is applied to the hori- 
zontal amplifier. The result is a Lissajous pattern on the 
screen. 
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Figure 15 shows some typical Lissajous patterns obtained 
by comparing signals of various phases. When two signals 
are in phase, a straight line, slanted to the left (or to the 
right, depending on the scope), will be produced. This 
pattern is shown in Figure 15A. Figure 15B shows the 
pattern for two signals that are 45° out of phase with each 
other. Two signals 90° out of phase produce a circle as in 
Figure 15C. The pattern of Figure 15D is the result of two 
signals 135° out of phase, and the straight diagonal line of 
Figure 15E is the result of a phase difference of 180° 


Notice that the pattern changes from a diagonal line to an 
elliptical patternthat widens into a circle, and thenbecomes 
ellipticaland endsup asa diagonal line inthe opposite direc- 
tion as the phase angle is increased from 0° to 180°. If the 
angle is increased from 180° to 360°, the pattern goes through 
the same changes, this time from Figure 15E to Figure 15A. 


ж ж ж 


48. Whatphase relationships are illustrated by the following Lis- 
sajous patterns? 


Distortion 


Any unwanted change in the signal being amplified or coupled 
from one stage to another is called DISTORTION. Because 
an oscilloscope displays the actual waveform of the signal 
under test, it is an excellent device for detecting distortion. 
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To determine if electronic equipment is distorting a signal, 
first observe the input signal 
on the oscilloscope screen. 
Then observe the output sig- 
nal. In an amplifier, the 
output may be much greater 
in amplitude than the input, 
but it should have the same 
shape as the input waveform. 
Any difference between the 
shape of the input and output 
signals indicates some form 
of distortion. 
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If distortion is present in a 
multi-stage amplifier, the 
stage producing the distortion 
can be found by examining the 
input and output waveforms of Anoscilloscope is built into this rack of equip- 
each stage. Additional tests, ment for checking and adjusting phos rele 
such as voltage and resistance Courtesy Acton Laboratories, Inc. 
measurements, can then be 

used to find the cause of the distortion within the stage. 
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49. Why is an oscilloscope an excellent means of detecting dis- 
tortion? 


Ж ж Ж 


SUMMARY 


The oscilloscope is a very useful test instrument. It can be 
used to display circuit waveforms when designing or trouble- 
shooting electronic equipment. It can be used as a peak-to- 
peak ac voltmeter. It can also be used to measure phase 
shift and find unknown frequencies. 


The heart of an oscilloscope is a cathode ray tube. Most 
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scopes use crt's with electrostatic deflection and focusing. 
A sweep generator is used to providea linear time base for 
the crt. The test signal is then applied to the vertical input 
of the scope, and a picture of the signal waveform appears 
on the screen. When the frequency of the input signal is 
equalto some exact whole number or multiple of the hori- 
zontal sweep frequency, the image on the screen of the crt 
is stationary. Synchronizing circuits are used to maintain 
a stationary pattern on the screen. 


Both the vertical and horizontal sections of the oscilloscope 
contain amplifiers. The output signals of the vertical and 
horizontal amplifiers are applied to the deflection plates to 
deflect the electron beam. Depending on the combination of 
voltages on the deflection plates, the electron beam of the 
crt may be moved to any point on the screen, tracing outa 
pattern of the test signal. 


The power supply of a scope is made up of two sections; 
the low voltage power supply and the high voltage power 
supply. The low voltage supply furnishes the operating 
voltages for all stages. The high voltage supply furnishes 
the voltages for the electrodes of the crt. 


Lissajous figures can be used to measure the phase differ- 
ence between signals of the same frequency. These figures 
appear as a sloping line, an ellipse, or a circle, depending 
on the phase difference between the two signals. The ratio 
between two different frequencies can also be determined. 
If one of these frequencies is known, then the other fre- 
quency can be found. 


Many practical measurements can be made by general pur- 
pose oscilloscopes. The general purpose oscilloscopes 
describedin this lessonare suitable for most measurements 
of amplifier gain, frequency response, distortion, and phase 
relationship. Some scopes are more specialized, designed 
to handle particular types of applications. 
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IMPORTANT DEFINITIONS 


ASTIGMATISM CONTROL - [uh STIG muh tiz 'm] - An os- 
cilloscope control that insures proper focus of the 
beam at all positions on the crt screen. This con- 
trol usually varies the voltage on the accelerating 
anode of the crt. Also called a SPOT SHAPE CON- 
TROL. 


ATTENUATION - [uh TEN yoo: AY sh'n] - The process of 
reducing the level of a signal. 


ATTENUATOR - [uh TEN yoo: ay ter] - A component or 
network of components used to reduce the level of a 
Signal. 


BRIGHTNESS CONTROL - In an oscilloscope, the control 
that varies the brightness or intensity of the image 
on the screen. It usually varies the dc difference 
of potential between the cathode and control grid. 
Also called an INTENSITY CONTROL. 


CATHODE RAY OSCILLOSCOPE (CRO) - [ah SILL uh 
skohp] - An electronic instrument consisting of a 
cathode ray tube and its associated circuits, used 
to display a picture of the voltage applied to its input. 


COARSE FREQUENCY CONTROL - A control which varies 
the frequency of the horizontal sweep generator in 
an oscilloscope in large steps. Usually a multi- 
position switch which selects one of a number of 
Capacitors to control the sweep frequency. 


DISTORTION - Any unwanted change in the signal being 
amplified or coupled from one stage to another. 


FINE FREQUENCY CONTROL - A continuously variable 


control which varies the frequency of the horizontal 


Расе 44 Oscilloscopes 


IMPORTANT DEFINITIONS (Continued) 


sweep generator inan oscilloscope. Usually a po- 
tentiometer which provides a continuously variable 
frequency control within the range selected by the 
coarse frequency control. 


FOCUS CONTROL - A control used to focus the electron 
beam to produce a small spot on the screen of a crt. 
This controlusually varies the potential on the focus 
anode of the crt, and thus varies the difference of 
potential between the focus anode and accelerating 
anode. 


FREQUENCY DISCRIMINATION - A form of distortion in 


which some frequencies are attenuated more than 
others. 


FREQUENCY VERNIER CONTROL - [vuhr N: YEER] - See 
FINE FREQUENCY CONTROL. 


HORIZONTAL AMPLITUDE CONTROL - A control used to 
vary the amplitude of the horizontal sweep signal 
applied to the horizontal deflection section of a crt. 
Also called a HORIZONTAL GAIN CONTROL. 


HORIZONTAL GAIN CONTROL - See HORIZONTAL AM- 
PLITUDE CONTROL. 


HORIZONTAL POSITIONING CONTROL - A control used to 
shift the beam from side to side, and thus shift the 
spot horizontally on the screen of a crt. 


HORIZONTAL SWEEP CIRCUIT -A circuit that produces a 
sawtooth voltage to sweep the beam ata linear rate 
from sideto side on the screen ofacrt. The circuit 
that provides a linear time base for the oscilloscope 
when a waveform is to be viewed on the screen. 
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IMPORTANT DEFINITIONS (Continued) 


INTENSITY CONTROL - [in TEN sitee] - See BRIGHTNESS 
CONTROL. 


LISSAJOUS FIGURES - [ LISS uh zyoo] - Patterns obtained 
when sine waves of equal amplitude but different 
frequency or phase are applied to the vertical and 
horizontal inputs of an oscilloscope. 


SAWTOOTH - A waveform consisting of a slow, linear rise 
from minimum to maximum and a rapid drop from 
maximum to minimum, usually obtained by charging 
a Capacitor through a high resistance and discharg- 
ing it through a low resistance. In oscilloscope 
applications, the waveform commonly used to provide 
a linear horizontal sweep for waveform observations. 


SPOT SHAPE CONTROL - See ASTIGMATISM CONTROL. 


STEP ATTENUATOR - A switchtype control thatvaries the 
amount of signalattenuation in steps, as compared to 
the smooth, continuously variable control of a po- 
tentiometer. 


SYNC AMPLITUDE CONTROL - [SINK] - A control that 
varies the amplitude of the synchronizing signal 
applied to the horizontal sweep generator of an os- 
cilloscope. 


SYNC SELECTOR SWITCH - A switch used to select the 
source of the synchronizing signal fed to the hori- 
zontal sweep generator of an oscilloscope. In many 
scopes, a two position switch which permits selec- 
tion of either à sync signal from the vertical ampli- 
fier circuit or a signal from some external source. 


SYNCHRONIZING SIGNAL - [SING kroh nigh zing] - A signal 
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IMPORTANT DEFINITIONS (Continued) 


used to keep the horizontal sweep generator of an 
oscilloscope in stepwith the waveformto be viewed. 
This signal insures that the sweep generator begins 
a cycle of oscillation at the same time the cycle of 
the test waveform begins, so thatthe pattern remains 
stationary on the screen. 


VERTICAL AMPLITUDE CONTROL - A controlused to vary 
the amplitude of the signal applied to the vertical 
deflection sectionof a crt. Also called a VERTICAL 
GAIN CONTROL. 


VERTICAL GAIN CONTROL - See VERTICALAMPLITUDE 
CONTROL. 


VERTICAL POSITIONING CONTROL - A control used to 
shift the beam up and down, and thus shift the spot 
vertically on the screen of a crt. 


10. 


11. 
12. 


13. 
14. 


PRACTICE EXERCISE SOLUTIONS 


The six sections are: the high voltage power supply, the low 
voltage power supply, the vertical amplifier section, the hori- 
zontal amplifier section, the horizontal sweep section, and 
the cathode ray tube. 


To display a pattern onthe face ofa crt. Some circuits power 
the crt and others develop deflection voltages or currents 
using amplifiers or oscillators; but the final resultis apattern 
for viewing. 


(b) vertical deflection system. 


Signals applied to the horizontal deflection system move the 
trace from side to side on the crt screen. 


(a) horizontal amplifier. 


True 


. An electrostatic crt does not require external coils for de- 


flection and focusing. 
True 
(b) focus anode 


The electron beam is forced to move up, down, and across 
the crt screen bythe electrostatic fields between the two sets 
of deflection plates. These fields are produced by the volt- 
ages applied to the plates. 


False 


The high voltage power supply is usually connected to certain 
elements of the crt. 


(b) negative 


The horizontal and vertical deflection amplifiers are used to 
increase the amplitudes of the input signals, and thus provide 
signals that are strong enough to deflect the electron beam 
in the crt. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


True 


A wide frequency response allows the vertical amplifier to 
reproduce waveforms with minimum distortion. 


True -- This avoids loading the test circuit and reduces dis- 
tortion. 


(b) 180* out of phase -- V9 and V4 of Figure 4 form a push- 
pull stage, so the signal voltages on the plates are 180° out 
of phase. 

positioning control 

horizontal amplitude or horizontal gain control. 

(b) less -- Becausethe signal appliedto this circuit is usually 
larger than that applied to the vertical input circuit, less 
gain is required to sweep the beam horizontally across the 
Screen. 


To overcome frequency discrimination due to the input ca- 
pacitance of the amplifier. 


(a) in phase -- A cathode follower stage does not inverta sig- 
nal. In Figure 7, the signal at the cathode of V4, coupled 
through C4 to Rs, is in phase with the signal applied to the 
grid of V1. 

False -- A cathode follower does not provide a voltage gain. 
The purpose of V4 is to prevent loading of the test circuit, 
and also to reduce the effects of shunt capacitance. 

True 

(b) sawtooth. 

True 


(b) cut off. 


The frequency would decrease. If R4 is set to a higher value, 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


the sawtooth forming capacitor must charge through a higher 
resistance. This means it will take longer to charge to the 
ionizing potential, and there will be fewer sawtooth waveforms 
per second (lower frequency. ) 


(a) conducting. -- When V» conducts, it forms a low resist- 
ance in the discharge pathof the sawtooth forming capacitor. 
This produces the retrace interval of the sawtooth. 


True -- Capacitor Cg charges to produce the rising portion 
of the sawtooth during the time that V» is cut off. 


proper frequency and phase relationships 


(c) horizontal sweep generator 


False -- The horizontal sweep generator provides the saw- 
tooth for the horizontal deflection plates. The sync signal 
merely keeps the generated sawtooth from drifting in fre- 
quency and phase. 


(1) the vertical amplifier of the scope, (2) the ac line, (3) an 
external source such as an accurate signal generator. 


To control the amount of sync voltage applied to the sweep 
generator. -- The sync amplitude control should be advanced 
just far enough to hold the pattern stationary on the screen. 
Too strong a sync signal can trip the generator erratically 
and cause a highly distorted pattern on the screen. 


vertical amplifier (V1, Vo, V3 and V4), horizontal amplifier 
(V7, Vg and Vg), horizontal sweep generator (Vs and Vg), low 
voltage power supply (V4), high voltage power supply Wp), 
and cathode ray tube (Vig. 


(b)decrease. -- At the setting shown in Figure 12 the full 
input signal is applied to V1. At the other two settings, some 
fraction of the input signal amplitude is applied to Vj. 

True 


"W, serves as the coarse frequency switch. Куо is the fine 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


frequency control. 


Rog ~- This potentiometer serves as a horizontal amplitude 
control, and thus determines the amplitude of the sweep sig- 
nal applied to the horizontal deflection plates. 


Ro3 -- This potentiometer varies the average plate current of 
Vg, and thus varies the dc plate voltage on Vg. As a result, 
there is a change in dc voltage on the deflection plate con- 
nected to Vg, and the pattern shifts in the horizontal direc- 
tion. 


(b) focus control. 


negative -- Vj5 is connected to provide a negative output 
voltage as Explainedfor Figure 3. The slider of R33 is more 
negative than the junction of R44 and R45, making the grid 
negative with respect to the cathode. 


A known voltage is applied to the vertical input terminals, 
and the vertical gain controls are adjusted to produce a pat- 
tern of some convenient amplitude. Once the scope is cali- 
brated, unknown voltages can be determined by measuring 
the amplitudes of the patterns they produce on the screen. 


False -- The unknown frequency is normally applied to one 
input and the known frequency is applied to the other input. 


9000 Hz -- There arethree loops touching the X-X line, and 
two loops touching the Y-Y line. The vertical frequency is 


3 
fy = 6000 x 2 = 9000 Hz 


А – 135° ог 225° 
В- 0° ог 360° (in phase) 


An oscilloscope shows the waveform of the signal under test. 
Any distortionin the wave is readily seenon an oscilloscope. 


10. 


QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


LESSON CODE 


Example: A large river in South America is the 
А аш (A) Amazon. (B) Nile. (C) St. Lawrence. (D) Mississippi. 
BL jJ 
D 
The horizontal sweep section of Figure 1 generates 
(A) an external sync signal. (B) a sine wave voltage. (C) the vertical deflection voltage. (D)a 
sawtooth voltage. 





In an oscilloscope, the signal to be observed is usually applied to the 
(A) vertical amplifier section. (B) crt heater element. (C) horizontal sweep section. (D) crt 
cathode. 


Most oscilloscopes use crt's designed for 

(A) electrostatic focus and magnetic deflection. (B) magnetic focus and magnetic deflection. 
(C) magnetic focus and electrostatic deflection. (D) electrostatic focus and electrostatic de- 
flection. 

The voltage developed by the horizontal sweep section is applied to the 

(A) horizontal amplifier section. (B) verticalamplifier section. (C) crtelectron gun. (D) power 
supply section. 


In most oscilloscopes, the brightness of the image on the screen is variedby varying the dc volt- 
age between the 

(A) focus anode and accelerating anode. (B) vertical deflection plates. (C) control grid and 
focus anode. (D) cathode and control grid. 

In Figure 12, the internal sync signal is obtained from the 

(A) vertical amplifier section. (B) crt filament. (C) horizontal amplifier section. (D) high 
voltage power supply. 


Two sine waves of equal frequency and amplitude are applied to the vertical and horizontal input 

terminals of an oscilloscope. If the pattern on the screen is a circle, what is the phase angle 

between the two sine waves? 

(А) 90°, (В)60°, (С)0°, (р) 120°. 

An oscilloscope is calibrated by applying 2 volts peak-to-peak to the vertical input and adjusting 
the controls to produce a deflection of 4 centimeters. What is the peak-to-peak value of a test 
signal applied to the vertical input that causes a trace to appear 10 centimeters high ? 

(А) 2 volts, (B) l volt, (C) 5 volts, (D) 25 volts. 

The controls of an oscilloscope are set so the horizontal sweep generator is operating at 1000 
Hz. A test signalis appliedto the vertical input, and 4 cyclesof this signal appear on the screen. 
What is the frequency of the test signal? 

(A) 1000 Hz. (B)250 Hz. (C) 4000 Hz. (D)4 Hz. 

The deflection amplifier of Figure 4 produces signals at the vertical deflection plates that differ 
in phase by 

(А) 180°. (В) 90°, (С) 60°. (р) 360°. 
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An engineer is shown operating a TV tape recorder. This recorder ollows live TV progroms to be 
taped and rebroadcast at a later date. 


Courtesy Radio Corporation of America 
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COMMUNICATIONS SYSTEMS 


The primary purpose of a communications system is to 
convey information from one point to another. At short 
distances, speech can be conveyed between two people by 
sound waves or direct audible sound. These two persons 
may continue to talk to each other as long as they are close 
enough to clearly hear each other. 


As the distance between the person talking and the listener 
is increased, a point is reached where voice communication 
is impossible. Communications can be resumed by using a 
public address system. This system increases the sound 
level to cover a greater distance. But this, too, has a 
limited range. Communication by telephone is our next 
choice. This method, however, requires the use of wires 
which limits its use. This limitation is overcome by RADIO 
COMMUNICATION, which provides greater flexibility be- 
cause it is wireless, Radio enables us to communicate with 
remote ships, aircraft, satellites, and other mobile stations. 


ж ж ж 


1. What is a communication system? 


2. What is a disadvantage of a direct voice communication sys- 
tem ? 


3. A limitation of telephone communications is that it requires 
the use of 


ж ж ж 


Basically, there are two types of communications systems. 
These are referred to as one-way and two-way systems, In 
a one-way communications system information is conveyed 
from a sending point to a receiving point, but not in the op- 
posite direction, Radio and television broadcasts are ex- 
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amples of one-way communications. We can receive the radio 
or TV programs, but we cannot communicate directly back to 
the station. With a two-way communications system, we 
are able to convey information back and forth between two 
points. Each station has a sending and receiving unit. 


Radio communications systems convey information through 
space by means of radio waves. The information being con- 
veyed bythe radio waves is referred to as INTELLIGENCE. 


Many types of intelligence can be transmitted. Some radio 
waves may contain code or speech. Others may contain music 
or picture intelligence. The device used to transmit this in- 
telligence is called a TRANSMITTER, The device used to 
receive the transmitted intelligence is called a RECEIVER. 


* * * 


4. Name several types of intelligence transmitted by radio 
waves. 


* * * 


BROADCAST SYSTEMS 


For the most part, broadcast systems refer to one-way 
communications systems. Each system consists of a radio 
transmitter, called the station, and one or more radio re- 
ceivers. The purpose of these systems is to broadcast 
programs to the general public . However, the listener is 
not able to broadcast or send messages back to the station. 


To better understand this form of communication, let us 
consider the block diagram of Figure 1. As shown, the radio 
system consists of two main parts. One partis the transmit- 
ter. At thetransmitter, a microphone converts sound toelec- 
tric signals. We refer to these signals as AUDIO SIGNALS. 
In the transmitter the audio signal is combined with a radio 
wave commonly referred to as a CARRIER WAVE. This 
combined signal is radiated into space by an antenna, 
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ж ж ж 


5. A radio broadcast station radiates audio signals directly into 
space. True or False? 


ж ж ж 


The second part of this radio system is the radio receiver. 
Here the combined carrier wave and audio signal is inter- 





A general purpose transmitter conservatively rated at 5 KW average and 10 KW peak power output. 
This unit operates in a frequency range fram 2 to 28 MHz. 


Caurtesy Technical Materiel Corp. 


cepted by the receiving antenna. The signal is fed into the 
radio receiver where the audio signal is removed from the 
combined wave. The audio signal is then amplified and 
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converted to sound by the radio speaker. 


You may have wondered how signals can pass from a trans- 
mitting antenna to a receiving antenna with no connecting 
wires between them. The answer is that the signal leaving 
the transmitting antenna is in the form of varying electric 
and magnetic fields. You will recall that an ordinary trans- 
former transfers energy from its primary to its secondary 
in much the same way -- the magnetic field around the pri- 
mary cuts the secondary to induce a voltage. 


You will also recall that one primary winding of a trans- 
former may supply energy to more than one secondary wind- 
ing. This holds true for radio transmitters and receivers 
as well. Thatis, one transmitting antenna often supplies 
energy to many receiving antennas. 


To prevent radio interference between the different stations, 
definite carrier frequencies are assigned or "allocated" to 
every commercial broadcast transmitting station by the 
Federal Communications Commission (FCC). The FCC is 
an agency of the United States government which regulates 
all wire and radio communications between the states, ter- 
ritories, and possessions. It does not include communica- 
tions facilities operated by the federal government, such as 
military facilities. 


ж ж ж 


6. What purpose does the FCC serve? 


ж ж ж 


THE RADIO SPECTRUM 


The carrier frequencies allocated to the different radio sys- 
tems are covered by a range of frequencies between 10 kilo- 
hertz (kilocycles) and 30,000 megahertz (megacycles). This 
range of frequencies is referred toas the RADIOSPECTRUM. 
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Basically there are seven frequency groups that make up 
the radio spectrum. These are shown in the chart of Fig- 
ure 2. Тһе first group covers a range of frequencies from 
10 to 30 kHz. These are referred to as the Very Low Fre- 
quencies (VLF). They include the upper limit of the audio 
frequency range and the lower limit of the ultrasonic range. 


The next group is the Low Frequency range (LF), from 30 
to 300 kHz. These frequencies are for sea and air naviga- 
tional aids. Medium Frequencies (MF), from 300 to 
3000 kHz, include sea and air radio navigation, amateur 
radio, fixed and mobile communications, and government 
radio,to name a few. Also included in this band of frequen- 
ciesis the standard radio broadcast band (535 to 1605 kHz). 


ж ж ж 


7. Standard broadcast stations in the United States operatein the 
Low Frequency range (30 to 300 kHz). True or False? 


ж ж ж 


The range of frequencies from 3 to 30 MHz are referred to 
as High Frequencies (HF). This range of frequencies is used 
for therapeutic oscillators, commercial and amateur short 
wave communications and broadcasting, and electronic heat- 
ing. The next range is the Very High Frequencies (VHF), 
from 30 to 300 MHz. These frequencies are used for televi- 
sion stations, FM broadcast stations, facsimile systems, 
and for aeronautical and amateur radio systems. 


Ultra High Frequencies (UHF) arenext. They cover arange 
of frequencies from 300 to 3000 MHz. Some radio systems 
which use these frequencies .are government, amateur, 
aeronautical, fixed and mobile radio. Also included is the 
UHF television band. From here we move into Super High 
Frequencies (SHF). These frequencies cover a range from 
3000 to 30,000 MHz. Some users of this range are govern- 
ment, amateur, fixed and mobile broadcast, and radio navi- 
gation, to name a few. 
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Frequencies above 30,000 MHz are used for experimental, 
government, and amateur use. Eventually the radio spec- 
trum will include the range of light energy. Devices such 
as the laser andoptical maser have been used for controlled 
transmission of lightenergy. These devices will be used to 
extend satellite and space communications. They may also 
provide coast-to-coastand continent-to-continent communi- 
cation links. 


STANDARD BROADCAST STATIONS 


Standard broadcast stations are licensed by the FCC for the 
transmission of intelligence primarily intended to be received 
by the general public. These stations operate in the band of 
frequencies from 535kHzto1605 kHz. Within this band of 
frequencies there are 107 carrier frequencies. These car- 
rier frequencies are assigned tothe various radio stations to 
convey intelligence from the transmitters to the radio re- 
ceivers. The carrier frequencies are spaced at least 10 
kilohertz apart to prevent interference between one station 
and another. 


ж ж ж 


8. Тһе саггіег frequencies in the standard broadcast band are 
spread at least (a) 10kHz, (b) 100 kHz apart. 


ж ж ж 


More than one station may be assigned to the same carrier 
frequency. This is done only when the FCC inspectors are 
certain that the two stations will not interfere with each 
other. For example,a station on the east coast may be as- 
signed the same carrier frequency as a station on the west 
coast. 


Also, two stations in the same area can broadcast on the 
same frequency by sharing time. For example, one station 
may go onthe airat sunrise and broadcast until sunset. The 
other station may broadcast at the same frequency from 
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sunset until sunrise the next day. 


Because several broadcast stations may operate at the same 
frequency it becomes necessary to control the distribution 
of their radiated energy. One 
way to control the radiation 
is to use a DIRECTIONAL 
ANTENNA. 


Directional antennas are used 
to direct the radio waves to- 
ward the center of highly 
populatedareas. At the same 
time, they may be used to 
reduce the station energy in 
other locations toprevent in- 
terference with other broad- 
cast stations, 


The amount of radio fre- 
quency power radiated by a 
broadcast station is also reg- 
ulated by the FCC. Standard 
broadcast stations normally 
radiate between 100 watts 
and 50 kilowatts. The exact 
power depends on the type of 
license granted to the station 
by the FCC. 





A front panel view of a complete | kilowatt 
standard AM broadcast transmitter. In standard broadcast sys- 


Courtesy Redlo tems, the energy radiated by 

the transmitting antenna is 

AMPLITUDE MODULATED (AM). By this we mean the 

amplitude of the carrier wave is changed in accordance with 

the amplitude of the audio signal, or MODULATING SIG- 

NAL. For example, Figure 3 illustrates a carrier wave 

modulated by an audio signal. There are three waves to 

consider. They are the carrier wave, the audio wave or 
modulating signal, and the resulting modulated wave. 
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The high frequency carrier wave, shown in Figure 3A, is 
produced by an oscillator in the transmitter, The audio 
wave or signal, shown in Figure 3B, is the low frequency 
energy produced by the microphone, It is assumed to be 
within the audible range (about 16 to 16,000 hertz). This 
energy is used to modulate the carrier wave. When the 
audio wave and carrier wave are combined, the amplitude 
of the r-f carrier is varied in accordance with the audio 
wave as shown in Figure 3C. 


ж * ж 


9, What is meant by the term amplitude modulation? 


ж ж ж 


Basic AM Transmitter 


The block diagram of a basic AM transmitter is shown in 
Figure 4, The first step is to convert the sound energy to 
an audio frequency electric signal. This is accomplished 
by the microphone, The signal developed by the micro- 
phone, however, is very weak, Therefore, the audio signal 
is increased in magnitude by an audio amplifier to a level 
required to operate another amplifier called the MODULA- 
TOR. The modulator is the final audio amplifier and sup- 
plies the necessary audio power for modulation, 


At the lower left of Figure 4, the radio frequency oscillator 
produces a high frequency ac output. The output of the r-f 
oscillator is applied to the MODULATED STAGE. In this 
stage, the signal fromthe output of the modulator stage pro- 
duces amplitude changes in the carrier wave. The modu- 
lated wave is then fed to the antenna, 


The energy radiated by a transmitting antenna consists of 
magnetic and electric fields. These fields are at right 
angles to each other, The relationship of the electric field 
with respect to the earth as the radio waves pass through 
space is referred to as polarization of the electric field. 


Расе 12 Communications Systems 





For example, if the electric field is vertical with respect 
to the earth, the radio wave is said to be VERTICALLY 
POLARIZED, The type of polarization is determined by the 
construction of the transmitting antenna. Vertical polari- 
zation is the most common arrangement used in the standard 
AM broadcast band. 


10. The radio frequency energy radiated by stations in the stand- 
ard AM broadcast band is polarized. 


ж ж ж 
Basic AM Receiver 


One of the most popular types of radio receivers in use to- 
day is the SUPERHETERODYNE RECEIVER. This is shown 
in the block diagram of Figure 5. As the magnetic field 
produced by the transmitter antenna cuts across the receiv- 
ing antenna, a signal voltage appears between the ends of the 
receiving antenna, A modulated carrier waveform signal is 
shown at the antenna in Figure 5. 


The energy of the antenna signalis very low, so the received 
signalvoltages are fed intothe r-famplifier of the receiver. 
This stage increases the amplitude ofthe incoming modulated 
signal for further action by the receiver. 


Many AM broadcast receivers do not use an r-f stage. They 
rely on amplification in the following stages to raise the 
signal to a usable level. However, receivers designed for 
long-range reception usually include one or more r-f am- 
plifiers. 


The input circuits of a receiver have the important job of 
picking out the one signal we want fromthe signals of all the 
other stations. This is the process of tuning. The input 
circuit can be tuned to resonance at a desired carrier fre- 
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quency by varying the inductance or capacitance of an LC 
circuit. Signals at this resonant frequency are then passed 
on to the rest of the receiver. The unwanted frequencies 
are blocked by the resonant circuit and do not appear in the 
output. 


11. What is the most popular type of AM radio receiver in use 
today ? 


12. In a radio receiver, when you tune from one station to another 
what change occurs in the tuning circuits? 


* * ж 


The next stage is the MIXERor FREQUENCY CONVERTER. 
It is used to combine the incoming r-f signal with an r-f 
signal from the LOCAL OSCILLATOR shown directly below 
it in Figure 5. The process of 
combining or mixing two dif- ГЕ 
ferent frequencies to produce Em POETE 
anew frequency is called ''beat- Та ері? 
ing" or "heterodyning". This 
is where the superheterodyne 
receiver gets its name, 






Whenthe incoming r-f signal and 
the local oscillator signal are 


combined in the mixer, a new 
frequency called the INTER- 
MEDIATE FREQUENCY (I-F) 


is produced. The intermediate 


It hasa 


A standard AM broadcast receiver. 
tuning range of 540 to 1600 kHz to cover the 
AM broadcast bond. 

Courtesy General Electric Co. 


frequency is the difference be- 

tween the incoming carrier frequency and the local oscilllator 
frequency. The i-f signal waveform is shown at the output of 
the mixer and i-f amplifier. Notice that the amplitude of 
this waveform varies according to the audio signal developed 
by the microphone at the transmitter. Thus, the i-f signal 
is a modulated signal. 
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13. The purpose of the converter or mixer stage of a вирег- 
heterodyne receiver is to convert the incoming r-f signal to 
the desired (a) audio signal, (b) i-f signal. 


ж ж ж 


In the process of heterodyning we actually have four fre- 
quencies to consider. These are the carrier frequency, the 
local oscillator frequency, and the sum and difference of the 
two. The sum and difference frequencies result from the 
heterodyne action. In most receivers the difference fre- 
quency Signal is used. The others then have no further use 
and are removed by tuned circuits. 


The local oscillator is adjusted so that its frequency always 
differs from the incoming r-f frequency by the same amount. 
Thus, the intermediate frequency is always the same, re- 
gardless of the setting of the tuning control. In most broad- 
cast AM receivers, the i-f is 455 kHz. The oscillator is ad- 
justed so that its frequency is 455 kHz above the incoming r-f 
carrier. This frequency difference is maintained by using 
a multiple -section tuning capacitor which changes the oscil- 
lator frequency at the same time it changes the resonant 
frequency of the input circuits. 


To illustrate this principle, suppose you want to pick up a 
station with a carrier frequency of 1000 kHz. As you tune 
the input circuit to 1000 kHz, the oscillator section of the 
tuning capacitor tunes the oscillator to 1455 kHz (455 kHz 
above the incoming signal). If you tune your receiver to 
pick upa stationat 700 kHz, the oscillator is simultaneously 
tuned to 1155 kHz, which again is 455 kHz above the incom- 
ing carrier. The oscillator is always operating 455 kHz 
above the incoming carrier, so the output of the mixer or 
frequency converter is always 455 kHz. 


You may think that this is a complicated way to designa 
radio. Actually, it would be possible to feed the r-f signal 
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directly from the r-f amplifier to the demodulator stage. 
However, there are advantages to the superheterodyne sys- 
tem which makethe added frequency conversion worthwhile. 
The most important advantage is that the i-f amplifier sec- 
tion can be designed to operate at a single frequency. It is 
easier to design and adjust an amplifier to work at a single 
frequency than to work over a wide range of frequencies. 


The i-f signal is fed to the i-f amplifier. Here the i-f sig- 
nalis increased in amplitude before it is fed into the DE- 
MODULATOR, In the demodulator stage the i-f carrier is 
separated from the audio signal and discarded. As shown in 
Figure 5, the output of the demodulator is an audio signal 
equivalent tothat of the original sound produced bythe micro- 
phone at the transmitter, The audio signal is fed from the 
demodulator to an audio amplifier. Here the audio signal is 
increased in amplitude to operate the speaker. 


ж ж ж 


14, The purpose of the demodulator of a superheterodyne receiver 
is to change the i-f signal to a radio frequency signal. True 
or False? 


FM BROADCAST SYSTEMS 


Noise in AM reception results from electrical disturbances 
due to storms, automotive ignition systems, and many other 
energy sources. These disturbances amplitude modulate the 
carrier. Since an AM receiver is designed to detect ampli- 
tude modulation, the unwanted noise signals are detected and 
reproduced along with the desired signals. To overcome 
this noise problem, a system other than amplitude modu- 
lation can be used. For reasons that we shall explain, 
FREQUENCY MODULATION (FM) is onetype of system that 


reduces the noise problem, 


Frequency modulation is used to broadcast radio programs 
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like that of AM broadcast stations. It is also used for the 
transmission of the sound portion of television programs and 
is widely used in government and civilian communications. 
In the United States, FM broadcast stations are located in 
the frequency spectrum from 88 to 108 megahertz. There 
are a total of 100 channels set aside in this band. 


15. Name one advantage of a frequency modulation system. 


16. What range of frequencies is allocated for FM broadcast 
stations in the United States? 


Infrequency modulation the frequency of the carrier is varied 
by the modulating signal. Thus, the intelligence istransmit- 
ted in the form of frequency variations, compared to the 
amplitude variations in an AM system. 


Figure 6 illustrates the frequency modulation principle. 
Figure 6A shows the unmodulated carrier of an FM trans- 
mitter. The frequency of this carrier is referred to as the 
CENTER FREQUENCY or RESTING FREQUENCY. This 


corresponds to the assigned frequency of the transmitter, 


Figure 6B shows an audio or low frequency modulating sig- 
nal. When this signal modulates the carrier, we obtain the 
resulting waveform shown in Figure 6C. Notice that the fre- 
quency of the modulated wave varies according to the audio 
modulating signal. The amplitude of the carrier does not 
change. 


A modulated FM wave is continually varying in frequency. 
The amountof variation above and below the center frequency 
is called DEVIATION, The maximum deviation allowed for 
commercial FM broadcast is £75 kHz, That is, the strong- 
est signal that can be used to modulate a transmitter is 


Communications Systems Page 17 


limited to the value which will cause a maximum deviation 
of 75 kHz on either side of the center frequency. This is 
called the FREQUENCY SWING. Thus, a total of 150 kHz is 





A front panel view of a 5 kilawatt FM transmitter whichaperates an any selected frequency between 


B8 ta 108 megahertz. 
Caurtesy Collins Radia Ca. 


available over which the frequency of any one station may 
vary. 


A band of 25 kHz at each end of the channelis also provided 
for separation purposes betweenchannels. This 25 kHz band 
is called the GUARD BAND. Thus, a standard FM broad- 
cast channel consists of a centerfrequency witha maximum 
frequency deviation of +75 kHz, plus a 25 kHz guard bandon 
either side, for a total of 200 kHz per channel. 
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17. What is the maximum frequency deviation of the carrier of an 
FM broadcast system? 


ж ж ж 
Basic FM Transmitter 


The basic elements of a simple FM transmitter are shown 
in Figure 7. Тһе microphone converts the sound into an 
audio signal, The audio signal is strengthened by the audio 
amplifiers, This signal is then applied to the oscillator 
stage where it varies the frequency of the oscillator. The 
last block in Figure 7 is the high frequency power amplifier. 
It increases the power of the modulated wave to the level 
required for transmission. The output of the power ampli- 
fier is fed to the antenna. 


Antennas used by FM broadcast transmitters are normally 
HORIZONTALLY POLARIZED. The electric fields of the 
radio waves are horizontal with respect to earth, For maxi- 
mum signalpickupthe receiving antenna elements should also 
be horizontally polarized. This occurs when the elements of 
the receiving antenna are horizontal with respect to earth, 


It should be mentioned here that the method of modulation 
does not determine the polarization of the signal. It is the 
physical construction of the transmitting antenna that deter- 
mines the polarization of the radio wave. 


ж ж ж 


18. The radio frequency energy transmitted by a station in the 
FM broadcast band is polarized. 


19. The polarization of the transmitted r-f signal is determined 
by (a) the method of modulation, (b) the physical construction 
of the transmitting antenna. 
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Basic FM Receiver 


The basic stages of an FM superheterodyne receiver are 
shown in the block diagram of 
Figure 8. The first three 
stages are similar to those of 
an AM _ superheterodyne re- 
ceiver. That is, signal volt- 
ages are fed into the r-f am- 
plifier from the antenna. The 
output signal of this stage is fed 
into the mixer. The mixer, 
along with the local oscillator, 
produces the required inter - This FM receiver operates in the frequency 
mediate frequency. In the case spectrum between 88 ond 108 megahertz. 

of an FM broadcast receiver ааа ы 
the i-f frequency is usually 

10.7MHz. This signal is increased in amplitude by the і-ї 
amplifier. More than one i-f amplifier may be used. 





The circuit of Figure 8 includes a LIMITER. The limiter is 
used to clip off or remove any amplitude variations in the FM 
signal. Since the intelligence is in the form of frequency 
variations, any amplitude variations that may be present must 
be unwanted amplitude modulation due to electrical interfer- 
ence. By removing such variations we remove noise from the 
speaker output and also help provide a more constant level 
of output. As explained earlier, this noise limiting ability 
is an important advantage of FM over AM. 


The limiter output is fed to the DISCRIMINATOR, The dis- 
criminator recovers the audio signal produced by the micro- 
phone at the transmitter. The discriminator is, therefore, 
an FM detector or demodulator. Following the discrimina- 
tor is an audio amplifier which increases the audio signal to 
a level sufficient to operate the speaker. 


ж ж ж 


20. Why is an FM system normally less susceptible to noise than 
an AM system? 


ж ж ж 
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TV BROADCASTING SYSTEMS 


Television broadcasting requires the transmission of both 
sound and picture intelligence by means of radio waves travel- 
ing through space. The FCC has assigned parts of the VHF 
and UHF spectrums to be used for television broadcasting. 


There are a total of 82 television channels. These channel 
assignments are broken down in the following manner. Chan- 
nels 2 through 6 cover a range of frequencies from 54 to 
88 MHz. These are referred to as the '"'low band" VHF sta- 
tions. Channels 7 through 13 cover a range of frequencies 
from 174 to 216 MHz. These are referred to as the "high 
band" VHF stations. Channels 14 through 83 cover a range 
of frequencies from 470 to 890 MHz and are called UHF 
stations. 


ж ж ж 


21. Television broadcasting is limited to the VHF band. True or 
False? 


22. Thehighband VHF TV channels are in the frequency range from 
(a) 54 to 88 MHz, (b) 174 to 216 MHz, (c) 470 to 890 MHz. 


ж ж ж 


Тһе effective radiated powers assigned to the various TV 
broadcast stations are 100 kw for channels 2 through 6, 
316 kw for channels 7 through 13, and 5000 kw for channels 
14 through 83. Channel 1 is not used for television broad- 
casting as it has been reallocated to other services. 


The bandwidth of each channel is 6 MHz. Withinthis band of 
frequencies there is a picture carrier, sound carrier, and 
for color transmissions, a color subcarrier. 


ж ж ж 


23. What is the bandwidth assigned for each TV channel? 


ж ж ж 
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The FCC specifies that the video carrier (picture carrier) 
be located 1.25 MHz higher infrequency than the lower limit 
of the channel. The FCC also specifies that the video car- 
rier be amplitude modulated as in AM transmission. The 
sound carrier, however, is frequency modulated and is 4.5 
MHz higher in frequency than the video carrier. The color 
subcarrier is used for the transmission of the color intelli- 
gence. The color subcarrier is 3.58 MHz from the video 
carrier and is amplitude modulated. 


ж ж ж 


24. The FCC standards state that the video r-f carrier in a TV 
broadcast shall be (a) amplitude modulated, (b) frequency 
modulated. 


25. The sound carrier of a TV broadcast is(a) amplitude mod- 
ulated, (b) frequency modulated. 


26. What is the frequency separation between the picture carrier 
and sound carrier in a TV broadcast signal? 


ж ж ж 


The basic elements that make up atypical television system 
are shown in Figure 9. The television station is different 
from the radio station in that television stations use two 
transmitters. One transmitter is used for transmitting the 
picture intelligence and the other for the sound intelligence. 
However, at the receiver location, both transmitted signals 
are picked up bya single antenna and fed toa single receiver. 


As shown in Figure 9, light reflected by the object or scene 
being televised is picked up by a camera tube. The camera 
tube, in turn, changes the light variations into voltage vari- 
ations. We refer to these voltage changes as the VIDEO 
SIGNAL. 


Because the video signal at the output of the camera tube is 
very weak, it must be amplified before it can be of any use. 
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This is accomplished by the video amplifier. The output 
from the video amplifier is fed into another amplifier called 
the LINE-AND-CONTROL AMPLIFIER, Here the video sig- 
nalis combined with twoother signals necessary in thetrans- 
mission of the television signal, These signals are called 


the SYNCHRONIZING PULSES and BLANKING PULSES. 


Synchronizing and blanking pulses are produced in the SYNC 
GENERATOR, The purpose of these pulses is to synchro- 
nize, or keep in step, the entire television system, In the 
camera circuits they controlthe scanning action ofthe camera 
tube. At the receiver, they control the scanning action of 
the picture tube, thus keepingit in step with the cameratube. 


ж ж ж 


27. What is the purpose of the sync and blanking pulses generated 
ina TV transmitter? 


ж ж ж 


The output of the control amplifier is fed into the modulated 
stage. Here the video signal amplitude modulates an r-f 
carrier, This modulated signal is then fed to the power 
amplifier and then to the antenna for radiation into space, 


The sound transmitter is a frequency modulated system much 
like the FM transmitter described for FM broadcasting. 
Figure 9 shows two separate antennas -- one for the video 
section (AM) and the other for the audio section (FM). А1- 
though this system is in use, many stations use a single 
antenna to radiate both the video and audio signals. A spe- 
cial section called a DIPLEXER then feeds the outputs of the 
two transmitters to the single antenna. 


ж ж ж 
28. The video and audio sections of a TV transmitting station can 


be compared toan AMand FM broadcast station, respectively. 
True or False? 
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Figure 10 illustrates a typical television receiver in block 
diagram form, This is a superheterodyne circuit and has 
an r-f amplifier, mixer, and oscillator similar to those 
found in AM and FM broadcast receivers. The i-famplifier 





This color television receiver is capable of reproducing pictures in either color or black-and-white. 
Courtesy Sylvania Inc. 


usually consists of several stages of amplification. The 
video detector is similar to an AM broadcast detector but it 
has several outputs. These include a picture signal, blank- 
ing pulses, sync signals and often the 4.5 MHz sound carrier 
which is frequency modulated. In some receivers the sound 
carrier is removed at some other point. 


The picture informationand blanking pulses pass through the 
video amplifier to either the control grid or cathode of the 
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picture tube. The sync pulses are fed to sync and sweep 
circuits. The signals fed to these circuits determine the 
movement of the electron beam across the screen of the 
picture tube. The picture tube screen fluoresces or forms 
light images according to the intensity of the electron beam 
striking it. 


The 4.5 MHzi-f output produced by the video detector carries 
the sound or audio signal as frequency modulation. This 
output is fed toa 4.5 MHz i-f amplifier and then to an FM 
detector similar to that used in an FM broadcast receiver. 
The detector output is an audio frequency signal which is 
amplified and fed to a speaker. 


RADIO TELEMETRY SYSTEMS 


We usually think of communications as the transmission of 
voice or music, or in the case of television, as the trans- 
mission of pictures. However, another important type of 
communication is the transmission of information on meas- 
urements from the point of measurement to some other point. 
This type of communication is called TELEMETRY. 


ж ж ж 


29. What is a telemetry system? 


* * * 


A radio telemetry system is one that uses an r-f carrier to 
transmit measurements from a remote location to a more 
convenient location. For example, a weather balloon carry- 
ing a miniature transmitter sends out signals which depend 
on variations of pressure, humidity, ortemperature. These 
variations are relayed to a ground receiver by means of an 
r-f carrier generated in the transmitter. The receiver, in 
turn, converts the information back toaform tobe recorded. 


Radio telemetry is alsoused in recording dataof a missile, 
rocket, or airplane under test. For example, it allows the 
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technician on the ground to see how the structural members 
of the craft are holding upunder flight. It also may tell him 
the temperature of the metalon the outside of the craft. Or 
it may tell him the amount of fuel left, or at what angle the 
craft is with respect to earth. 


ж ж ж 


30. A radio telemetry system isone which uses an r-f carrier to 
transmit information. True or False? 


ж ж ж 


Three frequencies are allocated for radio telemetry use. 
These are 216 to 260 MHz, 1435 to 1535 MHz, and 2200 to 
2300 MHz. The maximum r-f carrier deviation in these 
bands is +125 kHz for a total swing of 250 kHz. For fre- 
quencies between 216 to 260 MHz the maximum power used 
is 100 watts. For frequencies between 1435 to 1535 MHz and 
2200 to 2300 MHz, the maximum power depends on the trans- 
mission distance and any propagation problems that may 
exist. No more power should be used than necessary for 
reliable transmission. 


ж ж ж 


31. Whatportions of the frequency spectrum are allocated to radio 
telemetry systems? 


32. In radiotelemetry, the maximum permissible deviation of the 
r-f carrier is 1250 kHz. True or False? 


In the field of radio telemetry it is often necessary totrans- 
mit more than one channel of information. This can be ac- 
complished by MULTIPLEXING. Multiplexing is the trans- 
mission of more than one type of information using a single 
transmitter. There are two general methods of multiplex- 
ing. One is FREQUENCY DIVISION and the other TIME 
DIVISION. 
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ж * * 
33. What is the purpose of multiplexing in telemetry systems? 


* * * 


In a frequency division multiplexing system , a number of low 
frequency subcarriers are modulated -- each with a different 
type of information, These subcarriers are then combined 
into one electric signal that modulates the main r-f carrier, 


Figure 11 illustrates the method used in frequency division 
multiplexing, Subcarrier oscillators 1 and 2 generate sub- 
carriers at different frequencies. Signal 1 modulates the 
output of subcarrier oscillator 1, and signal 2 modulates the 
output of subcarrier 2. The modulated subcarriers are 
combined in a linear mixer. The mixing process here is 
simply a matter of combining the two modulated subcarriers 
so that the output of the mixer contains both signals. 


The mixer output is fed to the modulated stage, where it 
modulates the carrier generated bythe r-fcarrieroscillator. 
The r-f wave radiated by the antenna is a carrier modulated 
by the two distinct signals applied to inputs 1 and 2. To il- 
lustrate an application, signal 1 might be information on 
temperature, and signal 2 might be information on pressure, 
Both signals could be demodulated and separated by a prop- 
erly designed receiver, and used to operatetemperature and 
pressure indicators at a receiving station. The number of 
signals can beincreased by adding more subcarrier channels. 


In time division multiplexing, the signals to be transmitted 
are impressed on a single carrier at different times.  Fig- 
ure 12 shows a simple diagram of how this can be done, 
The multiplexing element here is a mechanically driven 
switch called a COMMUTATOR. As the arm rotates, it 
alternately makes contact with the shaded contact and the 
unshaded contact. Depending on which contact the arm is 
touching at a given time, either signal l1 or signal 2 is ap- 
plied to the modulator. 
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The r-f oscillator generates a carrier which is modulated 
by signal 1 for half of the time, and by signal 2 for the other 





A 9-channel telemetry transmitter for airborne installation. This unit uses frequency division mul- 
tiplexing for the 9 subcarriers and frequency madulation of the main carrier. 
Courtesy United Electradynamics, Inc. 


half of the time, The switching time depends on the speed 
of the motor that drives the commutator arm. To handle a 
greater number of signals, we simply break the commutator 
up into more sections. 


When a multiplexed signal is demodulated at the receiver, 
the different signals must be separated before they can be 
fed to the various indicators or recording devices. A DE- 
MULTIPLEXER is used for this purpose. In a frequency 
division system the demultiplexer consists of band-pass fil- 
ters tuned to the various subcarrier frequencies. After the 
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modulated subcarriers are separated by the filter action, 
they are demodulated to restore the original signals. 


In atime division system, the demultiplexer is a commuta- 
tor in reverse, or what is called a DECOMMUTATOR. The 
demodulated signal is fed to the rotating arm, and the indi- 
cators or recorders are connected tofixed contacts identical 
to the shaded and unshaded contacts of Figure 12. The com- 
mutator and decommutator must be synchronized so that the 
arm is on the signal 1 contact of the decommutator at exactly 
the same time it is onthe signal 1 contact of the commuta- 
tor. 
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34. One methodof multiplexing uses subcarrier signals at different 
frequencies. This multiplexing method is called (a) frequency 
division multiplexing, (b) time division multiplexing. 


35. Another method of multiplexing modulates the carrier with 
different signals atdifferent times. This multiplexing method 
is called (a) frequency division multiplexing, (b) time division 
multiplexing. 


Amplitude or frequency modulation can be used in radio 
telemetry systems. In a time division system, such as that 
of Figure 12, the carrier may be either amplitude modula- 
ted or frequency modulated by the signals from the commu- 
tator. In a frequency division system such as that of Fig- 
ure 11, we also have a choice of how to modulate the sub- 
carriers, 


A special type of notation is used to indicate the method of 
multiplexing and modulation in a frequency division system. 
The subcarrier modulation is listed first, and the main car- 
rier modulation is listed second, For example, AM-FM 
means the subcarriers are amplitude modulated by the in- 
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put signals, and the subcarriers are then used to frequency 
modulate the r-f carrier of the transmitter, 
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This 350 watt transmitter is built for operation 
in the 2 to 32 MHz range in shipbaard, land 
and mobile installations. 

Courtesy Technical Materiel Corp. 


TWO-WAY 
COMMUNICATION SYSTEMS 


The communications systems 
so far discussed in this les- 
son have all been of the one- 
way type. Two-way systems 
are also very widely used. 
A two-way system provides 
communication back and forth 
between two locations. А 
telephone conversation be- 
tween two people is an exam- 
ple of two-way communica- 
tion. Wireless or radio two- 
way systems are used to in- 
crease the effectiveness of 
many businesses and organ- 
izations. 


For example, two-way radio 
is used to communicate from 
one aircraft to another. It is 
also used to communicate 
from an aircraft to the con- 
trol tower and from the con- 
trol tower to the aircraft. It 
may also be used between a 
mobile unit such as ataxi cab 
and a dispatcher. In addition, 
two-way radio provides com- 
munication between ships at 
sea and between ships and 
shore stations. 


Two-way communication can 


be divided into seven general classes of service. These are 
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Marine, Aeronautical, Public Safety, Industrial, Land Trans- 
portation, Personal, and Disaster communications, 


Marine or Maritime services cover communications between 
ship to ship and ship to shore, as well as navigational aids. 
All stations on board ships of U.S. registry (except for gov- 
ernment stations)are required to be licensed by the FCC and 
to comply with all FCC rules and regulations, 


Aeronautical services cover both traffic control and naviga- 
tional aids, These services offer the necessary communi- 
cations facilities to provide protection of life and property 
in the air. Aircraft stations are those stations installed 
aboard aircraft, Aeronautical stations are those listed as 
ground stations, 


There are several different types of stations which aid Pub- 
lic Safety. These stations are assigned to agencies con- 
cerned with the public welfare. Such stations include police, 
fire, forestry conservation, highway maintenance, state 
guard, and special emergency operations, 


Industrial services provide two-way communications for such 
groups as gas and electrical utilities companies, petroleum 
companies maintaining pipe lines, and groups working in the 
production of forestry products. 


Land Transportation services involve companies that oper- 
ate taxi cabs, railroads, highway trucks and automobile 
emergency services. A trucking company, for example, 
may use two-way radio to communicate with a truck driver 
on the highway to inform him of an unscheduled pickup or 
delivery. The truck driver inturn can usehis radio to notify 
his company of a breakdown or accident, 


Personal service covers the Amateur Radio Service which 
gives interested persons opportunities to engage in radio com- 
munications and experimentation as a hobby. Also covered 
is the Citizens Radio Service. This is a radio communication 
service of fixed, land and mobile stations intended for use by 
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citizens of the United States for private or personal radio 
communications. This also includes radio control equipment 
such as radio controlled gates, garage doors, airplanes and 
boats, to name a few. 


Disaster service provides the necessary communications in 
time of disaster or other incidents which involve disruption 
of regular communications facilities. When thereis no dis- 
aster, or threat of one, these stations may communicate 
only with respect to drills and practice sessions and to con- 
duct equipment tests. In time of emergency or disaster. 
they carryany communications necessary to relief work in- 
cluding personal matters. 
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36. What are the seven general classes of services that use two- 
way communications ? 


ж ж ж 


FREQUENCY ALLOCATIONS 


The services sofar discussed use various frequencies in the 
radio frequency spectrum. Public Safety, Industrial, and 
Land Transportation services are locatedin the band of fre- 
quencies from 25 to 50 MHz and 152 to 174 MHz. Marine 
and Aeronautical services are allocated at different points 
along the spectrum also. Some of the bands allocated to 
their services arefrom 3.15 to3.20 MHz, 0.2 to.285 MHz, 
or from .325 to .415 MHz depending upon their use. 


Citizenradio services are allocated from 26.9 to 27.2 MHz 
and 462.5 to 466.4 MHz. Amateur radio services on the 
other hand, occupy a number of points along the frequency 
Spectrum. Some of the amateur bands are 3500 to 4000 kHz, 
7000 to 7300 kHz , 52 to 54 MHz, and 220 to 225 MHz. Dis- 
aster communications operate from 1750 to 1800 kHz. 


The bandwidth assigned to two-way systems may be as little as 
6 kHz or as muchas 50 kHz. Two-way communications sys- 
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tems can be either amplitude modulated or frequency modu- 
lated. Frequency modulation is the most popular type at 
present. 


37. Two bandsin the frequency spectrum that are widely used for 
land, public, and industrial two-way systems are 25-50 MHz 
and 152 to 174 MHz. True or False? 


38. The bandwidth of a two-way communication transmitter is 
usually between (a) 6 to 50 kHz, (b) 60 to 500 kHz. 


39. In two-way communication (a) amplitude, (b) frequency mod- 
ulation is most popular. 
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TWO-WAY COMMUNICATION EQUIPMENT 


A complete two-way communication system generally must 
have at least two transmitters and two receivers. These 
may operate on the same or different frequencies. If they 
are on the same frequency, the transmissions must alter- 
nate. That is, one transmitter must be off while the other 
is on to avoid interference, Some systems use TRANS- 
CEIVERS, which have a transmitter and receiver built into 
the same unit. Some of the circuits may be shared by the 
transmitter and receiver sections. This is done by switches 
which change from "transmit" to "receive" operation, 


Most communications receivers use a superhetrodyne cir- 
cuit. In general, a communications receiver has more stages 
than the average broadcast receiver. This provides greater 
SENSITIVITY (the ability to receive weaker signals), and 
SELECTIVITY (the ability to distinguish between signals 
separated by only a small frequency difference). They may 
have more than one r-f amplifier stage and several i-f am- 
plifier stages. The circuits are also built to be very stable. 
By this we mean that they will remain tuned to a station re- 
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gardless of supply voltage changes, mechanical vibrations, 
temperature changes, or other factors which could influence 
tuning. 


There are also some special circuits which appear in com- 
munications receivers. One of the signals a communications 





A two-way transceiver designed for use in the Industrial, Public Safety and Land Transportation 
services. 


Courtesy E.F. Johnson Company 


receiver may have to receive is a continuous wave (CW) sig- 
nal used to transmit Morse Code. The CW signalis an r-f 
carrier without any modulation. The r-f carrier is simply 
turned on and off by a telegraph key to produce a series of 
dots and dashes. Since the carrier is unmodulated, the de- 
tector in a broadcast receiver produces no output when a CW 
signal is received. 


The AM receiver of Figure 13 includes a circuit to produce 
an output tone when an unmodulated or CW carrier is re- 
ceived, A special oscillator, called a BEAT FREQUENCY 
OSCILLATOR (BFO) is added to this circuit. This oscilla- 
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tor istuned to a frequency about 1 kHz less than the i-f fre- 
quency. Whenanunmodulated carrieris received it is mixed 
inthe second detector withthe signal fromthe BFO. Because 
the i-f amplifier output is 1 kHz from the BFO output, a 1 kHz 
difference frequency is produced. This frequency is audible 
when applied to a speaker. 


Thus, inthe receiver of Figure 13, a 1 kHz audio note is 
produced whenever a dot or dash arrives. Since the BFO 
would produce a disturbing 1 kHz note for voice or music 
broadcast, a special switch on the front panel enables us to 
turn the BFO on and off as desired. 


The receiver of Figure 13 alsohas anautomatic noise limiter 
as a partof the second detector. This system automatically 
limits the detector output if static causes a sudden burst of 
energy. While such limiters produce some distortion, they 
are used quite often for voice reception. 


40. Why is a BFO required for reception of CW signals? 


41. Noise due to static can be reduced in a communications re- 
ceiver by (a) a BFO, (b) an automatic noise limiter. 


ж ж ж 
FACSIMILE SYSTEMS 


Perhaps one of the least known communications systems, 
yet one of the most useful, is the FACSIMILE SYSTEM. 
Facsimile is a communication system for the transmission 
of fixed images for receptionin permanent form. With fac- 
Simile weare able to transmitand receive fixed images over 
electric wires or by r-f carrier between distant points. 
These fixed images may be pictures, weather maps, or 
typewritten or printed texts, to name just a few. 
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42. A facsimile system is one which permits the transmission of 
fixed images so they can be received and reproduced in per- 
manent form. True or False? 


ж ж ж 


Figure 14 shows a basic facsimile transmitter, The picture, 
or other information to be transmitted, is wrapped around a 
cylinder. The cylinder is then rotated at a constant speed. 
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A facsimile transmitter for sending maps, sketches, written or printed matter from one city to another 
via microwave, telephone, or private lines. 
Courtesy Air Associates Inc. 


As it rotates, it is moved back and forth along the shaft on 
which it is mounted. A strong light source is directed to- 
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ward the revolving drum through a condenser lens and aper- 
ture. This beam is concentrated by the focus lens to illu- 
minate a very small scanning area of the copy. Througha 
suitable pickup lens, the reflected light is then directed to 
the cathode of à photoelectric cell. 


As the drum turns, the scanning spot reflects light in pro- 
portionto the density (darkness or lightness) of the illumin- 
ated area of the copy. These variations of reflected light 
cause the photoelectric cell to generate corresponding elec- 
tric pulses. These pulses are applied to the input of a pre- 
amplifier, which feeds a transmitter. 


At the receiver, a recorder converts the signal variations 
to areproduction of the picture being transmitted. This re- 
production can be made in any one of several ways. 


One method of recording facsimile information is shown in 
Figure 15. А sheet of light-sensitive paper is wrapped 
around adrum. This paper is scanned by a small spot of 
light. The brilliance of this light depends on the received 
Signal. This light exposes the film. The recorder drum 
rotates and moves instep with the transmitter drum. After 
exposure, the light sensitive paperis developed by the usual 
photographic methods. 


Like other radio communications systems, facsimile is also 
governed by a set of standards. These are set forth by the 
FCC. The frequency spectrum used for FM broadcasting 
(88 to 108 MHz) is also used for facsimile. 
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43. What part of the frequency spectrum is used for facsimile? 


44. In afacsimile receiver, the permanent reproductionis formed 
by a photocell. True or False? 


ж ж ж 
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FM broadcast stations may transmit facsimile in one of two 
ways. First, facsimile may be transmitted during periods 
not devoted toregular FM broadcasting. Forexample, when 
the station is not broadcasting regular program material, it 
can transmit facsimile information. The second method is 
totransmit by the multiplex method, using amplitude or fre- 
quency modulated subcarriers. With this method, the fac- 
simile information is broadcast simultaneously with the reg- 
ular FM broadcast. This can be done providing that the 
transmissionof the facsimile does not reduce the audio qual- 
ity of the normal program. 


Ina facsimile system that amplitude modulates a subcarrier, 
the maximum density or blackness of the subject copy cor- 
responds to the maximum subcarrier amplitude and maximum 
radio frequency swing. In afacsimile system that frequency 
modulates a subcarrier, the highest transmitted frequency 
corresponds to the maximum blackness ofthe subject copy. 
These systems, known as negative modulation, are illus- 
trated in Figure 16. 


It should be pointed out that FM broadcast stations are not 
the only ones permitted totransmit facsimile. Forexample, 
facsimile may be found innewspaper offices, police stations, 
weather bureaus, and telegraph offices, to name a few. 
However, these offices usually do not send and receive their 
information by an r-f carrier wave. They use direct wire 
much like the telephone. 


RADAR SYSTEMS 


The word RADAR is derived from the phrase RAdio Detection 
And Ranging. Radar systems enable us to determine the 
direction and distance of an object from a transmitting sta- 
tion. 


In a radar system, high power r-f energy in the frequency 
range from 100 to 30,000 MHz is transmitted from a direc- 
tional antenna in anarrow beam. When the r-fenergy strikes 
an object inthe beam path a small amount of the energy is re- 
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flected back to the same antenna or to a separate receiving 
antenna. Thus, the principle is somewhat the same as an 
echo returning to the source of sound. 


A receiver detects the reflected energy and compares it 





This unusual radar building contains many small antennas. This enables the radar system within the 
building to scan a large area at one time. 


Courtesy Bendix Corporation 


with a sample of the original transmission to determine 
certain facts about the object such as its direction and dis- 
tance. 
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45. The purpose of a radar system is to determine the direction 
and distance of an object. True or False? 


46. What range of frequencies are used for radar systems? 
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To better understand the basic radar system, it is impor- 
tant to study the various stages which make up the system 
as shown in Figure 17. This system is divided into six 
biocks; the pulse timer, the pulse modulator, the transmit- 

{ ter, transmit-receive (T-R) switch, receiver, and crt indi- 
cator. 


The pulse timer produces pulses at a fixed rate. These 
pulses are applied to both the pulse modulator and crt indi- 
cator. This synchronizes both ends of the system. The 
pulse modulator accepts the timing pulses and shapes and 
amplifies the pulses. These pulses are then used to key the 
transmitter oscillator at the desired rate and for the proper 
time duration, 


Thus, the transmitter produces short bursts of r-f carrier 
energy at regularly spaced intervals. This particular sys- 
tem uses the same antenna for transmitting and receiving. 
The energy bursts are applied to the antenna, through the 
T-R switch, for radiation into space. When the radar trans- 
mitter is sending out a pulse of r-f energy, the T-R switch 
connects the transmitter to the antenna. To pick upthe echo, 
the T-R switch connects the receiver to the antenna. The 
antenna is highly directive and concentrates the transmitted 
r-f energy into a narrow beam. 


The same antenna receives the minute energy or echo re- 
flected from any object in the path of the transmitted beam. 
This received signal reaches the receiver through the T-R 
switch, In the receiver, the r-f signal is converted to an 
i-f signal, demodulated, and amplified. The output of the 
receiver is then applied to the cathode ray tube for a visual 
presentation. 


In the simplest radar system, the time betweentransmission 
and reception is shown by two peaks or pips rising up from 
a straight horizontal line. One pip is produced at the instant 
the signal is transmitted. The other pip is produced when 
the echo returns. The distance between the two pips depends 
on the time between transmission and reception, which in 
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turn depends on the distance to the reflecting object. Ifa 
scale calibrated in miles or feet is attached to the crt, the 
distance can be read directly from the screen. Since the 
energy istransmitted inahighly directional beam, the direc- 
tion of the object isdetermined by the direction in which the 
antenna faces at the time of the transmission. 
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47. In a radar system, the distance of an object can be determined 
from the direction in which the antenna faces at the time the 
energy is transmitted. True or False? 
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SUMMARY 


One-way and two-way communications systems convey in- 
formation over longdistances. Standard AM broadcast radio 
is one method used toconvey information by one-way trans- 
mission. The AM broadcast band includes frequencies from 
535 to 1605 kHz. Thistype of communication is used to con- 
vey news and entertainment to the general public. 


FM broadcasting provides another means of one-way com- 
munications. This system operates in the radio frequency 
spectrum from 88 to 108 MHz, and the carrier is frequency 
modulated. This type of modulation eliminates many inter- 
ference problems encountered in AM radio. 


Television broadcasting, also a one-way system, is the 
transmission and reception of sound and picture intelligence 
by means of radio wavestraveling through space. Television 
Operates in a range of frequencies from 54 to 88 MHz, 174 
to 216 MHz, and from 470 to 890 MHz. The picture intelli- 
gence amplitude modulates the picture carrier, whereas the 
sound intelligence frequency modulates the sound carrier. 


Radio telemetry systems enable us to make measurements 
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at remote locations. These measurements are then repro- 
duced at a more convenient location. An r-f carrier wave 
is used to transmit the information from a remote location 
to a more convenient location where it is reproduced. Radio 
telemetry also uses multiplexing which allows us to transmit 
more bits of information using a single transmitter. Two 
types of multiplexing used in telemetry aretime division and 
frequency division. 


Two-way communications differ from broadcast communi- 
cations in that we are able to communicate back and forth 
between two points. Two-way systems use a number of 
frequencies depending on the use of the system. Some uses 
are found in aeronautical, public safety, industrial radio, 
land transportation, personal and disaster services, 


Another useful communication device is the facsimile sys- 
tem. This system allows us to transmit and receive fixed 
images by means of wires or an r-f carrier wave, Fac- 
simile is transmitted through the air using frequencies be- 
tween 88 and 108MHz. This is possible by transmitting fac- 
simile during the time that the regular FM broadcasting is 
signed off the air. Another method is the transmission of 
facsimile along with the regular FM broadcast by multi- 
plexing. 


Radar systems are used to detect and determine the direc- 
tion and distance of objects from a radar transmitter. A 
radar station consisting of a transmitter and receiver may 
be located on land, aboard ship or aboard an airplane. 
Radar systems operate in a range of frequencies from 100 
to 30,000 MHz. 


Basically, the radar transmitter sends out a strong burst, 
or pulse, of r-f carrier energy using a highly directional 
antenna. Any object in the path of this r-f energy will re- 
flect a small amount of the energy back to the radar station, 
This small amount of energy is detected by the same antenna 
or by a separate receiving antenna, and is then fed into a 
receiver, Atthe receiver the returned pulse is compared 
with that of a transmitted pulse to determine the distance of 
the object from the radar station, 
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IMPORTANT DEFINITIONS 


AMPLITUDE MODULATION (AM) - A type of modulation in 
which the amplitude of the carrier varies in accord- 
ance with the modulating signal, 


BLANKING PULSE - A pulse used to cut off the electron 
beam in television camera and picture tubes during the 
time when no picture is being formed. 


DEMODULATOR - A circuit or a stage of a radio receiver 
used to recover the modulating signal from a modu- 
lated carrier. Also called a DETECTOR. 


DETECTOR - See DEMODULATOR. 


DEVIATION - In an FM system, the amount an r-f carrier 
is varied above and below its center frequency. Also 
called FREQUENCY DEVIATION. 


DISCRIMINATOR - The circuit or stage of an FM receiver 
that converts frequency modulated signals into audio 
signals. 


FACSIMILE - |fak SIMili] - A system used to transmit 
and receive fixed images suchas photographs, weather 
maps, and typewritten matter by use of r-f carrier 
waves or electric wires between widely separated 
points. 


FREQUENCY MODULATION (FM) - A type of modulation in 
which the frequency of the carrier varies in accord- 
ance with the modulating signal. 


GUARD BAND - A narrow band of frequencies provided be- 
tween adjacent carriers in certain portions of the 
Spectrum to prevent interference between stations. 


$72 
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IMPORTANT DEFINITIONS (Continued) 


HORIZONTALLY POLARIZED - Transmission of radio 
waves in such a way that the electric field of the wave 
is horizontal (parallel to the earth's surface). 


INTELLIGENCE - [in TEL i jens| - The information con- 
veyed by radio waves in communications systems. 


INTERMEDIATE FREQUENCY (I- F) - The difference fre- 
quency obtained by heterodyning the local oscillator 
signal and incoming r-f signal in a superheterodyne 
receiver. 


LIMITER - An FM receiver stage which removes amplitude 
variations from the FM signal by cutting off all peaks 
exceeding a certain amplitude. 


MODULATED STAGE - The r-f amplifier stage of a trans- 
mitter in which the intelligence signal modulates the 
radio frequency carrier wave. 


MODULATOR - [MAH joo lay tor] - The final audio am- 
plifier of a transmitter, which supplies the necessary 
audio power for modulation. 


MULTIPLEXING - [MUHL ti pleks ing] - The transmission 
of two or more signals using a common carrier wave 
or transmission link. 


RADAR - [RAY dahr] - A contraction of the term RAdio 
Detecting And Ranging. The use of radio to determine 
the direction and range or distance of an object. 


RADIO SPECTRUM - [SPEK truhm] - A range of frequen- 
cies from 10 kilohertz to 30,000 megahertz, used for 
various types of radio transmissions. 
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IMPORTANT DEFINITIONS (Continued) 


SYNCHRONIZING PULSE - [SING kruh nighz ing] - A pulse 
added to the video output signal of a television camera 
for the purpose of synchronizing television receivers 
with the transmitter. 


TELEMETRY - [ti LEMitree] - Taking measurements at 
a remote location and reproducing the measurements 
at a more convenient location to be displayed or re- 
corded. 


TRANSCEIVER - [tran SEE vuhr] - Atwo-way communica- 
tion radio combining both a transmitter and receiver 
in a single housing. 


VERTICALLY POLARIZED - Transmission of radio waves 
in such a way that the electric field of the wave is 
vertical or at right angles to the earth's surface. 


VIDEO SIGNAL - | VIH dee oh] - That portion of a television 
signal which consists of the picture intelligence. 
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10. 
11. 


12. 


13. 
14. 


PRACTICE EXERCISE SOLUTIONS 


A system which permits an exchange of information between 
two points. 


The maximum distance between the person speaking and the 
person listening is relatively short. 


wires 


Speech, music and picture intelligence are three of the most 
common types of intelligence transmitted by radio waves. 
Morse code, control signals and signals related to measured 
data are other examples. 


False -- The audio signals are combined with a radio fre- 
quency carrier, and the combined signal is then radiated. 


The FCC regulates all wire and radio communications in the 
United States, its possessions and territories. This does not 
include communications facilities operated by the federal 
government. 


False -- Thestandard broadcast bandis from 535 to 1605 kHz 
which is in the Medium Frequency range. 


(a) 10 kHz 


Amplitude modulation is a method of impressing low frequency 
Signals on a high frequency carrier so that the amplitude of 
the carrier varies according to the changes in amplitude of 
the low frequency signal. 


vertically 


the superheterodyne receiver 


You change the resonant frequency of those circuits. This, 
in turn, determines which carrier frequency is passed on to 
the rest of the receiver. 


(b) i-f signal. 


False -~- The demodulator changes the i-f signal to an audio 
frequency Signal. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


Noise interference can be greatly reduced with this system. 
88 MHz - 180 MHz 

+75 kHz for a total swing of 150 kHz 

horizontally 

(b) the physical construction of the transmitting antenna. 
Most noise signals cause amplitude modulation of a transmit- 
ted wave, and thus are detected right along with the desired 
signals in an AM system. In FM, the intelligence is in the 
form of frequency variations, and any amplitude variations 


can be removed by a limiter to reduce interference. 


False -- The FCC allocates TV broadcast channels in both 
the VHF and UHF bands. 


(b) 174 to 216 MHz 

6 MHz 

(a) amplitude modulated. 

(b) frequency modulated. 

4.5 MHz 

The sync and blanking pulses make it possible to lock the pic- 
ture formed on the TV receiver screen in step with the pic- 
ture produced in the camera tube. 

True -- The picture or video section compares to an AM 
broadcast station. The sound section compares to an FM 
broadcast station. 

A system of making measurements from a distance. 


True 


216 to 260 MHz, 1435 to 1535 MHz, and 2200 to 2300 MHz. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


False -- The maximum deviationis +125 kHz for a total swing 
of 250 kHz. 


The purpose of multiplexing is to transmit more than one type 
of information with one transmitter. 


(a) frequency division multiplexing. 
(b) time division multiplexing. 


Marine, Aeronautical, Public Safety, Industrial, Land Trans- 
portation, Personal and Disaster communications. 


True 

(a) 6 to 50 kHz. 

(b) frequency 

To make the signal audible. -- CWis anunmodulated carrier, 
and thus produces nosound from the speaker or headphones. 
A BFO produces a signal that beats with thei-f signal to pro- 
duce an audible signal. 

(b) an automatic noise limiter. 

True 


The FM broadcast band -- 88 to 108 MHz. 


False -- The image is formed on a light-sensitive paper by 
the variations of light from a recording lamp. 


True 
approximately 100 to 30, 000 megahertz 
False -- The distance is determined from the interval be- 


tween the time the pulse is transmitted and the time the echo 
returns. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 

Before mailing, be certain vour correct student number, name and address 
appear on the card. 


LESSON CODE 


Example: A foot is equal to 
А ШЕ (A) 12 inches. (B) 36 inches. (C) 6inches. (D) 24 inches. 
B 





The most common i-f frequency used in broadcast AM superheterodyne receivers is 
(A) 455 kHz. (B) 535 kHz. (C) 10 kHz. (D) 1605 kHz. 


The I-F FREQUENCY of an FM BROADCAST RECEIVER is usually 
(A) 200 kHz (B) 108 MHz. (C)88 MHz. (D) 10.7 MHz. 


Noise due to electrical interference is greatly reduced in an FM receiver by 
(A)a limiter. (B) a discriminator., (C)an audio amplifier, (D) an r-f amplifier. 


In television, channels 2 through 6 are classed as 
(A) UHF stations. (B) VHF stations. (C) MF stations. (D)SHF stations. 


The maximum power established for radio TELEMETRY SYSTEMS in the frequency band of 216 
to 260 MHz. is 
(А) 100 м. (B) 100 kw. (C)50 kw. (D) 5000 kw. 


In radio telemetry, more than one channel of information can be transmitted using a common 
carrier frequency by usinga process called 
(A) modulation. (B) heterodyning. (C) multiplexing. (Б) beating. 


Two-way police communications is classified as 
(A) Aeronautical service. (B) Public Safety service. (C) Industrial Radio service. (D) Land 
Transportation service. 


A two-way communications unit which consists of both a radio transmitter and receiver is 
called a 
(A) modulator.  (B)television receiver. (C) local oscillator.  (D)transceiver. 


The light reflected from the revolving drum of a facsimile transmitter is picked up by a 
(A) photoelectric cell. (B) preamplifier. (C)transmitter. (D) cathode ray tube. 


When a radar transmitter is SENDING OUT a pulse of r-f energy, the T-R switch connects the 


transmitter to the 
(A) receiver. (B) cathode ray tube. (C) antenna. (D) pulse timer. 
(6 | 2300А 
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MAGNETIC AMPLIFIERS 


In recent years the magnetic amplifier has become widely 
used as an amplifier and control device. The sudden in- 
crease inits use is largely due tothe improved types of 
magnetic materials and diode rectifiers that are now avail- 
able. These improvements have increased the efficiency 
of the magnetic amplifier to a practical level. 


A magnetic amplifier is made up of combinations of satur- 
able reactors, rectifier diodes, variable and fixed resis- 
tors, and transformers. Like a tube or transistor ampli- 
fier, the magnetic amplifier is a device that uses a small 
signal to controla large signal. Although all amplifiers 
have this function in common, each of them has special 
characteristics which makes it better for a certain job than 
the others. For this reason, each of these amplifiers is 
finding its own field of usefulness in electronics. 


Magnetic amplifiers are rugged and free from drift. They 
operate at high efficiency, require a minimum of mainten- 
ance and are capable of operating at high temperatures. 
Also, they do not require the warm-up time that is charac- 
teristic of tube amplifiers. These characteristics make 
magnetic amplifiers ideal for applications in such systems 
as missile and rocket autopilots, range controls for large 
guns, and safety and control systems for nuclear reactors. 
Magnetic amplifiers are also used to control motor speed, 
to regulate the output of generators, to provide amplifica- 
tion in servomechanism systems, and as flip flops and 
memory devices in computer systems. 


To illustrate the operation of a magnetic amplifier, let's 
examine the simple voltage divider circuit of Figure l. Induc- 
tor L] and resistor R] are in series with an ac source. The 
source voltage divides between L] and R] in proportion to the 
opposition each offers to the source current, Suppose we 
adjust Lj to offer much more opposition to current than R] 
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does. Thena larger amount of the source voltage is devel- 
oped across Lj than across Rj. The opposition of Lı to 
current is known as inductive reactance (X1). By varying 
the reactance of L] we can control the current through and 
the voltage across Rj. 


As simple as this may seem, it is the basic principle on 
which all magnetic amplifiers work. Consider resistor R] 
of Figure 1 to be the load of a magnetic amplifier. Induc- 
tor Lj represents a variable inductor calleda SATURABLE 
REACTOR. The saturable reactor is the heart of a mag- 
netic amplifier, and the first requirement for an under- 
standing of magnetic amplifiers is a knowledge of saturable 
reactor operation. 


* * * 


1. In Figure 1 the voltage across Ly, is directly proportional to 
the opposition Lj offers to current. True or False? 


2. By varying the inductance of Lj in Figure 1, we can vary 
(a) the voltage of the ac source, (b) the resistance of Rj, 
(с) ће voltage across Rj. 


SATURABLE REACTORS 


One common type of saturable reactor is shown in Fig- 
ure 2. This saturable reactor has a circular iron core with 
two windings, L}; and Lz. Lj is known as the LOAD WIND- 
ING since it is usually connected in series with the load. 
L2 is known as the CONTROL WINDING since it is used to 
control the current in the load winding. Notice the simi- 
larity between the circuits of Figures l and 2. Inductor 
Lj in Figure 2 serves the same function as L] in Figure 1. 
Resistor R] represents the load which is connected in series 
with the ac source and the load winding Lj. The current 
through the load is varied by changing the inductive react- 
ance of Lj. 
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The inductive reactance of load winding L] can be varied by 
controlling the current through control winding L5. So by 
controlling the current through L5? of Figure 2, we can con- 
trolthe load current. 


To see how the reactance ofthe load winding can be con- 
trolled, let's take a closer look at the saturable reactor 
itself, Referring to the saturable reactor of Figure 2, sup- 
pose adirect current isapplied to control winding L5. This 
condition is shown schematically in Figure 3A, where the 
load winding and its circuit are omitted for simplicity. Cur- 
rent through L5 causes magnetic lines of force to be set up 
in the core. As the resistance R5? in series with L2 is de- 
creased, the dc current in L2 increases and the number of 
lines of force in the core increases as shown in Figure 3B. 


Figure 4 shows graphically how the number of flux lines in 
the core varies with the current through the control wind- 
ing. The solid curve of Figure 4 is called a B-H curve. 
The vertical scale at the left represents the flux density (B) 
in the core. This is an indication of the number of ma gnetic 
lines of force per square inch in the core. The horizontal 
scale at the bottom represents the magnetizing force (H) 
which produces the flux in the core. This is the product of 
the current through the coil and the number of turns per 
inch, expressed as ampere-turns/inch. Since the windings 
of the coil are fixed, the magnetizing force is proportional 
to the current in the coil. 


From Figure 4 we see that the flux in the core increases 
rather slowly at first as the magnetizing force H is in- 
creased. As the magnetizing force is increased past 3 
ampere-turns/inch, the fluxinthe core increases rapidly. As 
the magnetizing force nears 10 ampere-turns/inch the in- 
crease in fluxinthe core slows down. Point A designates this 
point on the curve. Beyond point A a large change in magnet- 
izing force produces only a small change in flux density. Point 
Ais calledthe SATURATION POINT, This is the point above 
whichanincrease of magnetizing force does not produce much 
ofanincreaseinfluxdensity withinthe core. The regiontothe 


right ofthe saturation pointisthe SATURATION REGION, 
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The saturation point does not mean that the core is so full 
of lines of flux that no more can be added. It means that 
beyond point A it takes a large increase in magnetizing 
force to produce a small increase in flux density. A reac- 
tor used in this way is called a saturable reactor. 


ж ж ж 


3. With a magnetizing force of 5 amp-turns/inch, the core rep- 
resented by Figure 4 is saturated. True or False? 


4. Whena core is saturated, the number of lines of force through 
it (a) can still be increased greatly, (b) can be increased only 
slightly. 


A core can be saturated in a positive direction or in a neg- 
ative direction. To illustrate this, suppose the core in 
Figure 3 is in positive satura- 

tion, The circular arrows 

represent the direction of flux, | 

If we reverse the polarity of LE 
battery B] so current flows in 4 
the opposite direction through 
L2, the direction of flux lines 
also reverses. If the current 
in Lj is increased in this 
direction until the core can 
hold no more lines of force, 
the core is said to be nega- 
tively saturated. Negative 
saturation is shown at the 


0 






. A saturable reactor in various stages 
lower left of Figure 5. It an cf assembly, with the completed unit 
alternating current is applied in its case at the lower right. 

Courtesy EMP Electronics 
to a saturable reactor, the Research Laboratories, inc. 


core flux increases in one 
direction on one alternation 
of the supply voltage. On the opposite alternation, core 
flux increases in the other direction. If the amplitude of 
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the alternating current is large enough, the core alternately 
becomes positively saturated and then negatively saturated, 


The ability of a material to pass magnetic lines of force is 
called PERMEABILITY. The permeability of a material is 
a ratio of the ease with which magnetic lines of force can 
be set up in the material to the ease with which they can be 
set up in air, Suppose coil Lz of Figure ЗА has air as its 
core and not the core shown, Air hasa permeability of 1l, 
Let's assume 100 lines of force are set up in this air core 
coil. If a metallic core with a permeability of 3 is inserted 
in L5, the same coil would develop 300 lines of force. 


Let's see how the permeability of a core can be varied. 
The current through L2 is small in Figure 3A. Thus, the 
magnetizing force applied to the core is smalland the num- 
ber of lines of force in the core is also small. At this time 
an increase in magnetizing force can easily increase the 
number of flux lines in the core. The permeability of the 
core is high since the core can be magnetized easily. 


The greater the number of lines of force in a core, the 
harder it is to magnetize it further. To illustrate thislet's 
consider the magnetizing force applied to Lo an Figure ЭВ 
to be large enough to saturate the core. At this time a 
large increase in magnetizing force is required to change 
the number of lines of force in the core a small amount, 
Since it is hard to magnetize the core under this condition, 
the permeability of the core is low. By varying the amount 
of magnetizing force applied to a winding on a core, we can 
vary the permeability of the core from a high value to a low 
value, 


The dashed curve in Figure 4 represents the permeability 
of the core material, THE INDUCTANCE AND THE IN- 
DUCTIVE REACTANCE OF A COIL VARY DIRECTLY 
WITH THE PERMEABILITY OF THE CORE, Therefore, 
the dashed permeability curve also shows how inductance 
and inductive reactance vary in the reactor with changes in 
the magnetizing force. 
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The opposite of permeability is RELUCTANCE. This is 
the ability of a material to oppose magnetic lines of force. 
It is the reciprocal of permeability. Thus, a core whose 
permeability is 3 has a reluctance of 1/3 or .333. 


ж ж ж 


5. Theability of a material topass lines offorce iscalled (a) re- 
luctance, (b) permeability. 


6. If the permeability of a core increases, the inductance of the 
coil on the core (a) increases, (b) decreases. 


ж ж ж 


Now let us consider a saturable reactor with two windings, 
This is shown in Figure 6. Control winding Lọ has a dc 
source. Load winding Lj is connected in series with the 
load represented by R] and an ac source, With the dc 
control current set at point B of Figure 4, any small in- 
crease of dc through the control winding causes the core 
flux to approach the saturation point. This reduces the 
permeability of the core. With lower permeability the in- 
ductance and inductive reactance of L] decrease, A de- 
crease of inductive reactance lowers the impedance of the 
load circuit, causing an increase in load current, THUS, 
INCREASING CONTROL CURRENT DECREASES THE IM- 
PEDANCE OF THE LOAD CIRCUIT. If the control current 
is decreased, the permeability of the core increases, 
causing an increase in inductance and inductive reactance, 
and resulting in a decrease in load current., 


Load winding L] has comparatively few turns of heavy wire 
because of the large load current it must carry. Control 
winding L2 has many turns of fine wire, Because of this a 
small current in the control winding can control a large 
current in the load winding. This is why a circuit such as 
Figure 6 provides gain or amplification, A direct current 
of a few milliamperes in the control winding can control an 
alternating current of many amperes in the load winding. 
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7. In Figure 6, L4 is the load winding and Log is the control wind- 
ing. True or False? 


8. In Figure 6, L1 has many more turns than Ls. True or False? 


SATURABLE REACTOR CHARACTERISTICS 


The saturable reactor of Figure 6 has operating character- 
istics similar to those of a thyratron grid controlled recti- 
fier. The dc load current in Figure 6 is determined by the 
length of time the core of the reactor is saturated during a 
cycle of the ac source. As mentioned earlier, when the 
core is saturated the reactance of Lj is very low, and when 
the core of L, is not saturated the reactance of L] is high. 


To illustrate how this action 

controls the dc load current, 
-— œ let's assume the reactor of 
"7" Figure 6 has the ideal B-H 
! curve of Figure 7, This '"per- 
fect" response curve would be 
impossible to achieve in prac- 
tice, but we can use it for pur- 
poses of illustration, 





^ 
INSULATION 


\ 
воин 


| Assume the dc control cur- 
A magnetic amplifier built on a two- . ў 
legged core. The cutaway section shows rent in Figure 6 is zero. 
how the windings are assembled on the +4: 
Spe Under these conditions, the 
Courtesy Vickers, Inc. ac source produces a magne- 
tizing force as shown by the 
sine curve onthe Haxisin Figure 7. Neither the positive alter- 
nation nor the negativealternation of theac source develops 
enough magnetizing force (H) to drivethe core of the reactor 
into saturation. Thus, the reactance of L] remains high dur- 
ing the entire cycle of the ac supply. As a result, load current 
is very lowas shown bythe load current waveform of Figure 8. 
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Now suppose Rọ in Figure 6 is adjusted to provide а dc cur- 
rent in L> which provides a dc magnetizing force as shown 
in Figure 9. The magnetizing force developed by the ac 
source varies around this dc levelas shown in Figure 9. 
The total flux in the core is equal to the sum of the flux 
developed by the ac source and the flux developed by the 
control winding. Notice in Figure 9 that the positive alter- 
nation of the ac source develops enough magnetizing force 
to saturate the core. The point at which the core is driven 
into saturation is called the FIRING POINT. 


During the time that the core is saturated, the reactance of 
L| is very low, thus permitting a high load current. The 
reactance of Lj remains low for the length of time that the 
core is saturated. The load current under these conditions 
isas shown in Figure 10. Notice that the load current is 
dc. In addition to controlling load current, the reactor 
rectifies the ac source voltage. 


The width of the load current pulses is determined by the 
point at which the core saturates or fires during the input 
cycle. In turn, the average dc load current is proportional 
to the width of the load current pulses. If the dc control 
winding current is increased further, the core will saturate 
even earlier inthe cycle. This develops a higher average 
dc inthe load. In summary, a low dc control winding cur- 
rent causes the core to fire later in the input cycle, thus 
developing narrow load current pulses and a low average 
dc inthe load. Increasing the dc control winding current 
causes the core to fire earlier during the input cycle, thus 
developing wide load current pulses and a high average dc 
in the load. 


ж ж ж 


9. While the core is driven into saturation as shown in the B-H 
curve of Figure 9, the reactance of the load winding is 
(a) very large, (b) very small. 
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BASIC SATURABLE REACTOR CIRCUITS 


The basic circuit of Figure 6 has certain disadvantages, 
For one thing, efficiency is reduced by a transformer 
action between the control and load windings, The varying 
flux produced by the load winding Lj] induces a large vary- 
ing voltage in control winding L2. Since the control winding 
has a low impedance it permits a large current which dis- 
sipates a large amount of power. The large induced ac in 
the control winding sets up 
a varying core flux. This, in 
turn, causes unwanted varia- 
tions in the inductive reac- 
tance of the load winding, thus 
changing the output of the cir- 
cuit, 


One way to prevent ac in the 
control winding is to place an 
iron-core choke in series with 
the control winding. This 
choke offers low resistance to 
This 400 cycle magnetic amplifier direct current, but presents 
ratses the level of an error signal so 
it will drive a control unit. Notice high impedance to alternating 
іле compact design and the plug-in — Current, With less current 
Courtesy Airpax Electronics, Inc. there is less power dissipated 
by the control winding. This 
method is used mostly inlow frequency control circuits with 
a large turns ratio between control and load windings. 





Another way to reduce these undesired effects is shown in 
Figure 11. Here, two saturable reactors are used, with 
the load windings connected series-aiding and the control 
windings connected series-opposing. The dc circuit oper- 
ates correctly because the degree of saturation does not 
depend upon the direction of the control windings. How- 
ever, because the control windings are series-opposing, 
any voltage induced in one control winding by ac voltage in 
the load winding is cancelled by an equal and opposite volt- 
age induced in the other control winding. Thus, the un- 
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wanted induced alternating currents do not appear in the 
control circuit in Figure ll. The same results can be ob- 
tained by connecting the control windings series-aiding and 
the load windings series-opposing. 


ж ж ж 


10. Windings Lg and Lg in Figure 11 are series-aiding. True or 
False? 


Intwo-core arrangements, the problem of insulation between 
adjacent cores becomes important when the turns ratio of 
load windings and control windings is high. Much insulation 
is needed because of the large voltages encountered. Thus, 
two-core reactors are normally used in magnetic amplifier 
circuits where the turns ratio is low. 


A verycommon saturable reactor uses a three-legged core. 
The load windings are wound on the outer legs and the con- 
trol winding is wound onthe inner leg. A reactor of this 
type is shown in the diagrams of Figure 12. 


To understand how the core functions, assume a dc voltage 
(Epc) of the polarity indicated in Figure 12A is applied to 
control winding Lj. For this example, assume there is no 
ac voltage applied to load windings L2 and L3. Notice that 
the magnetic flux passes downward through the two outer 
legs, and upward through the center leg of the core. The 
flux through one outer leg is equal in density to the flux 
through the other outer leg. If we change the polarity of 
the dc, the direction of flux is reversed, but nothing else 
changes. By increasing the amount of direct current, each 
leg of the core can be saturated. 


Suppose now that no dc is applied to the control winding, 
but that an ac voltage (EAC) is applied to the load windings. 
Consider the alternation of this ac voltage in which the 
polarity is as indicated in Figure 12B. The direction of 
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magnetic flux is downward through the left leg, and upward 
through the right leg of the core. These lines of force are 
equal in density but opposite in direction. The magnetic 
circuit for the flux produced by L2 is through the left leg 
and the center leg and the circuit for the flux of L3 is 
through the right leg and the center leg. Thus, the center 
leg carries the lines of force produced by both load coils. 


In the center leg of the core, the flux direction produced by 
L> is upward. The flux direction produced by L3 through 
the center leg is downward. These fluxes are equal and 
Opposite and thus cancel each other. Thatis, the net flux 
produced in the center core by the ac in the load coils is 
zero. The flux lines of the two outer coils may be consid- 
ered as joining in a common path through the outer core 
legs. 


Now let's consider the action of the saturable reactor when 
ac is applied to the load windings and dc is applied to the 
control winding. As shown in Figure 12C, the flux through 
the CENTER LEG is produced bythedc controlcurrent, The 
flux through the OUTER LEGS 
is the resultant of that pro- 
duced by both the control and 
load windings. Consider the 
half cycle of ac when the polar - 
ity is as shownin Figure 12C 
andthe ac isat its peakvalue, 
The flux is large in the left 
leg of the core because the 
fluxes developed by Lj and 
L2 add. The flux is small in 
The unit at the right is the magnetic the right leg becausethe fluxes 
amplifier at the left with its pro- 
tective case removed. Note the satur- developed by Lı and L3 are 
ee mounted at the rear of opposing and tend to cancel 
Courtesy Sangamo Electric Company each other. Since the flux in 
the left leg is very large, this 
part of the core is saturated and the reactance of L3 is very 
small. The flux in the right leg is small. This part of the 
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core is far from saturation andtherefore the reactance of L3 
is large. The totalload winding reactance is the sum of the Lo 
and L3 reactances since Lz and L3 are connected in series. 


On the next half cycle,the polarity of Eac reverses but the 
totalinductive reactance remains constant. As the reac- 
tance of L3 decreases, the reactance of L? increases. In 
order to change the inductive reactance of the coils, the dc 
in the control winding must be changed. As core saturation 
is approached, the rate of change in magnetic flux decreases 
and the total inductive reactance of the load coils decreases. 


ж ж ж 


11. The load winding current in Figure 12C causes a large flux in 
the center leg of the reactor. True or False? 
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SATURABLE REACTOR SYMBOLS 


Many different saturable reactor symbols are in use today. 
Figure 13 shows several of the more common ones. Fig- 
ures 13A and 13B represent the circuit of Figure 11. 
Standard transformer symbols are used to represent the 
saturable reactors. 


Figures 13C and 13D represent the circuit of Figure 12. 
Again standard transformer symbols are used except for 
the indication ofthe core. The line through the core rep- 
resents a magnetizing curve such as that of Figure 7. This 
line is used to show that the core material of a saturable 
reactor is not the same as that of a common transformer. 
In schematic diagrams it is also common to abbreviate the 
term saturable reactor as SX. If more than one reactor is 
used, they are abbreviated SX], SX», SX3, and so on. 


DC MAGNETIC AMPLIFIERS 


Reactance exists only inac (or pulsating dc) circuits. There- 
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fore, the load circuit has an ac voltage source to provide 
the changes in reactance required inthe load circuit of a 
saturable reactor. The previous circuits show methods of 
controlling alternating current with direct current. Sup- 
pose, however, a controlled direct current is desired. 
This action is accomplished by the addition of a rectifier in 
the ac loop to change ac to dc. The circuit of Figure 14 is 
an example of how a half wave rectifier is used to rectify 
the load current. 


The rectifier in Figure 14 is a semiconductor diode, desig- 
nated Dj. Common types of semiconductor diodes used in 
magnetic amplifier circuits are germanium diodes and sili- 
con diodes. In the symbol for a semiconductor diode, the 
bar represents the cathode and the triangle represents the 
anode. Normal conduction is from cathode to anode, or in 
terms of the symbol, from bar to triangle. The diode pre- 
sents a relatively low resistance inthe "forward" direction, 
and presents a much higher resistance to current inthe "те- 
verse''direction, from anode to cathode. The load current 
therefore is half wave dc. Both the forward and reverse 
resistances have an important bearing on the operating 
characteristics of a magnetic amplifier. 


In Figure 14, B, provides control current for the ampli- 
fier. Ry varies the direct current through control winding 
Lj ofthe reactor. If the resistance of Rj, is decreased, the 
current through L, increases and the reactances of load 
windings Lz and L3 decrease. During ac supply alterna- 
tions of the indicated polarity there is load current through 
L2 and L3, rectifier Dj, and R2. On opposite alternations 
of the ac supply voltage, the load current is blocked by the 
rectifier. Thus, the load current is half wave dc, with an 
amplitude that depends on the supply voltage and the react- 
ances of L5? and L3. 


Suppose resistance R] is increased. This reduces the dc 
control current through Lj]. With a lower value of control 
current, the reactances of L2 and L3 increase. The pulses 
of load current are reduced in amplitude by this increase in 
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the reactances of L2 and 122% 


А decrease in the resistance of R] permits a larger dc 
control current through Lj, and the reactances of L2 and 
L3 decrease. This causes an increase in the amplitude of 
the pulsating dc load current. 


Note that the control current, the reactances of L3 and L3, 
and the load current are related. The reactances are in- 
versely proportional to the control current, and the load 
current is directly proportional to the control current. 





This rugged magnetic amplifier unit is designed for industrial control service. 
Courtesy Control Division of 
Magnetics, Inc, 


In half wave rectification there is load current during only 
half of the supply cycle. This results in a large amount of 
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ripple, and calls for elaborate filter systems. To reduce 
the ripple a fullwave rectifier can be used. The type of full 
wave rectifier most commonly used in magnetic amplifiers 
is the bridge rectifier. This arrangement is shown in Fig- 
оге 15. Ly, is the control winding, and L2 and L3 are the 
load windings. 


When the polarity of the ac supplyis as shown, the load cur- 
rent path is shown by the solid arrows. This current is 
through Dj, through load resistance R2, through D2 to 12, 
through L2 and L3 to the positive terminal of the ac source. 
On the other alternationthe load current path isthrough L3, 
L2, D3, R5, D4 and back to the supply. This current path 
is shown by the broken arrows. On both alternations of the 
ac supply, current passes in the same direction through the 
load. Thus, there is a voltage of the indicated polarity 
across the load during each alternation of the ac source. 
As in the half wave rectifier of Figure 14, the amplitude of 
the rectified load current in Figure 15 depends uponthe set- 
ting of R] in the control circuit. 


* * * 
12. The outputs of the magnetic amplifiers shown in Figures 14 
and 15 are (a) alternating current, (b) direct current. 


13. The rectifier circuit of Figure 15 produces a full wave dc 
output. True or False? 
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MULTISTAGE MAGNETIC AMPLIFIERS 
An amplifier with a dc output can be used to control another 
amplifier. The secondamplifier, by use of a bridge rectifier 
in its ac output circuit, can be used to control a thirdampli- 
fier. The third amplifier can controla fourth, and so on. 


Amplifiers connected in this wayare said to beCASCADED. 


Figure 16 showsthree magnetic amplifier stages incascade. 
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In the SX] stage the dc current in Lj controls the ac through 
L2 and L3, which is converted to dc by the bridge circuit 
made up of diodes Dj through D4. The controlled dc output 
of the bridge circuit is applied to L4, the control winding of 
SX2. This controls the second stage, and the amplified and 
rectified output of this stage is applied to L7, the control 
winding of SX3. The amplified and rectified output of the 
third stage is then applied to а load, (Rj) or it may be used 
to controla fourth stage. 


AC voltages are applied to the load windings of all three 
stages and these ac voltages are converted to dc in all three 
stages. The current gain of each stage may be anywhere 
from 10 to 100. Thus, the output of these three stages is 
anywhere from 1000 to 1,000,000 times the input. Current 
gain is the ratio of output to input current. A further ex- 
planation of this gain is given in Appendix A at the back of 
this lesson. 


There is a limit to the number of stages andthe overall 
sensitivity in circuits of this type. This limit depends on 
how much current there is inthe output circuit or ac loop 
when there is zero current in the control circuit or control 
loop. There is some current in the ac loop at all times be- 
cause the reactance of the load coils can never be infinite. 
This current is called QUIESCENT LOAD CURRENT. Sup- 
pose the total reactance of Lz and 13 in Figure 16 is 
2,512,000 ohms, and that the opposition of the Dj D2D3D4 
bridge and L4 brings the total opposition up to 2,513,200 
ohms. By Ohm's Law, the current in the ac loop is 110 
volts divided by 2,513,200 ohms, or .043 ma. 


Suppose all three reactors of Figure 16 are identical, hav- 
ing a gain of 10, and that a control current of 4 ma will sat- 
urate any reactor. Withthree stages of amplification and 
with no input current applied, the output current of 5Х3 165 
.043 X 10 X 10, or 4.3 ma. If you added a fourth stage, the 
output from SX3 is large enough to saturate SX4. This 
occurs with no input signal applied to SX]. The whole amp- 
lifier is now useless because the input cannot control the 
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output. Even without the fourth stage, the 4.3 ma output of 
5X3 is nota true indication of the input current, which is 
zero. 


* * * 


14. In Figure 16, the output of the first stages is the current 
through winding L4. True or False? 


15. In Figure 16, L4 is the (a) control winding of SX2, (b) load 
winding of SX). 
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COMPENSATED MAGNETIC AMPLIFIERS 


To overcome the undesirable effects of quiescent load cur- 
rent, compensated magnetic 
amplifiers are used. A com- 
pensated magnetic amplifier 





А; ^ is an amplifier in which the 

| EN с” quiescent load current is zero 
ы: i || N] ь when its control current is 
| zero. An example of a com- 


pensated magnetic amplifier 


This magnetic amplifier retay consists is shown in Figure 17. The ac 
of a high-gain magnetic amplifier . 

loaded by a rugged relay. This ar- loop consists of the secondary 
rangement results in a very high sen- of Т] in series with L2, L3 


sitivity. : : M 
Courtesy Ad Yu and L4. A bridge circuit is 


Maeron LED ac: connected betweenthe junction 

of L3 and L4, and the center 

tapofthe T] secondary. L4isused to balance the amplifier in 
such a way that the output current is zero when no control 
current is applied. A reactorused for this purpose is called 


a COUNTERPOISE REACTOR, 


Counterpoise reactor L4 is so designed that its reactance 
is equal to the total reactance of L2 and L3 when no current 
is applied to control winding L]. The total voltage from the 
secondary of T] is impressed across L5, L3 and L4. Half 
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of the voltage is across L2 and L3. The otherhalf is across 
L4. Thus, voltage Ej is equalto voltage E2. Assumingthetap 
is atthe exact electricalcenter of Tj, E, is equal to E5, and 
E2 is equalto E4. Therefore, no voltage appears across 
points Aand B, andthereis no conduction inthe bridge circuit. 


With current inthe control loop, the inductive reactance of L2 
and L3 decreases, so that this reactance is less thanthat of 
Ід. As a result, Ej decreasesand E2 increases. The bridge 
circuit is now unbalanced and begins to conduct. When the top 
of Tj is positive , conduction takes place from B through D4, 
Rj and D2 to A. When thetop of Tj is negative , electronflow 
is from Athrough D3, Rj and Dj to B. Thus, the counterpoise 
reactor L4 eliminates ac load current when the control cur- 
rent is zero, but allows ac load current when the control 
current is applied. 
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16. Winding L4 in Figure 17 is (a) a saturable reactor winding, 
(b) à counterpoise reactor. 


17. The purpose of L4 in Figure 17 is to reducethe output current 
to zero when no control current is applied to the circuit. 
True or False? 
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HYSTERESIS 


Suppose you place a demagnetized material within a coil. 
If you increase the magnetizing forcefrom zero ina positive 
direction, the flux density in the materialincreasesas shown 
by the curve from0 toa in Figure 18. But when you decrease 
the magnetizing force to zero, the flux density in the core 
material does not returnto zero. Instead, the flux density 
follows curve ab of Figure 18 stopping at point b. Thus, the 
B-H curve for the decreasing value of magnetizing force is 
not the same as the original rising curve. 
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The flux that remains in the material after the magnetizing 
force is returned to zero is called RESIDUAL FLUX. Point 
b represents the residual flux in Figure 18. The amount of 
residual fluxdepends onthe RETENTIVITY of the material. 
Retentivity is the ability of a material to retain magnetism 
after the external magnetizing force is removed. To re- 
move this residual magnetism you must apply а magnetizing 
force in the opposite direction, This opposite magnetizing 
force results in curve bc of Figure 18, 


If you increase the magnetizing force further in the negative 
direction, the flux density follows curve cd. If you return 
the magnetizing force to zero and then increase itin a posi- 
tive direction, the flux density follows the curve from d to 
e, from e to f, and then from f toa, to complete the loop. 
At this point the material is said to have been taken through 
a complete cycle. Note that the original B-H curve from 0 
to ais not retraced. This can only be done if the magnetiz- 
ing force is applied tothe materialin its demagnetized state, 


The curve of Figure 18 is called the HYSTERESIS LOOP of 
the material, Each time a cycle is completed, an amount 
of energy which is proportional tothe area of the hysteresis 
loop is lost. The term hysteresis means to lag. It refers 
to the fact that the flux density B lags behind the applied 
magnetizing force H, as shown by the curve. That is, the 
change in the magnetic state of the material lags behind the 
change in magnetizing force, A hysteresis curve formed 
by a magnetizing force that changes slowly is calleda static 
hysteresis loop. A hysteresis curve formed by a rapidly 
changing magnetizing force is called a dynamic hysteresis 
loop. 


The shape of the hysteresis loop depends on the core mate- 
rial (the higher the permeability, the narrower the loop), the 
thickness of the sheets that make up the core (the thicker 
the sheets, the wider the loop), the temperature of the core 
(the higher the temperature, the narrower the loop), the 
frequency of the applied magnetizing force (the higher the 
frequency, the wider the loop), and the amplitude of the 
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applied magnetizing force (the greater the amplitude, the 
wider the loop). 


REDUCTION OF HYSTERESIS LOSSES 


Hysteresis losses can be reduced by careful selection of 
core materials. To illustrate this, look at Figure 19A. 





This high power servo amplifier uses a transistor-magnetic pre-amp. The unit has a 
silicon controlled rectifier power stage. 

Courtesy The Siegier Corporation 

Magnetic Amplifiers Division 


This is the hysteresis curve for a hard steel core. Notice 
that the area within the curve is larger. than that for the 
soft steel core of Figure 19B. The soft steel core has 
smaller hysteresis losses than the hard steel core. Indus- 
try has done much to decrease hysteresis losses by devel- 
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oping new core materials. 


Hysteresis losses are reducedin another way which we have 
already studied. In Figure 14 a diode is used in the load 
circuit to produce a pulsating direct current. In effect, 
this reduces hysteresis losses. Let's examine this more 
closely by lookingat the hysteresisloop shown in Figure 20. 
If a large ac magnetizing force is applied to a core, the 
flux density in the core varies as shown in Figure 20. Тһе 
flux density follows the curve a,b,c,d,e,f,g, andbackto a 
again. This was explained for Figure 18. 


If a rectifier is inserted in the load circuit, as shown in 
Figure 14, the current in the load is no longer ac. Load 
current is pulsating dc. The magnetizing force applied to 
the core is thena pulsating dc. This pulsating magnetizing 
force is shown in Figure 20. The flux density no longer 
follows the path shown before. Flux density now varies 
from point a to point b, from point b along the broken line 
to point g, and from point g back to pointa. This cycle 
repeats for each pulse. 


The area enclosed by a, b and g is much smaller than that 
enclosed by a,b,c,d,e,f and g. Since hysteresis losses are 
directly proportional to the area within a hysteresis loop, 
the pulsating dc current in the load reduces the hysteresis 
losses of the reactor in Figure 14. 
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18. A saturable reactor core should have (a) high permeability, 
(b) low permeability to minimize losses due to hysteresis. 
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SUMMARY 
The use of magnetic amplifiers has become widespread, 


because of certain advantages they have over tube and tran- 
sistor amplifiers. The magnetic amplifier is an extremely 
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rugged device which is able to withstand excessive shock 
and vibration. Because ofthis, it is used in applications 
where reliability must be maintained andwhere the require- 
ments for continuous service are severe. 


The heart of a magnetic amplifier is the saturable reactor. 
The saturable reactor is simply a variable inductance. The 
inductance of the reactor is varied by changing the flux 
density in the reactor core. The characteristics of a satur- 
able reactor are represented by the B-H curve for the re- 
actor. 


With magnetic amplifiers, it is possible to obtain either ac 
or dc outputs. If dc is desired, rectifiers are used in the 
ac circuit. Rectifiers are devices used in magnetic ampli- 
fiers to convert ac to pulsating dc. When this is done, the 
dc output can be used to control a second amplifier. If the 
second amplifier uses rectifiers, its output can be used to 
controla third stage, and so on. Amplifiers connected in 
this way are said to be cascaded. The number ofamplifiers 
that can be cascaded is limited due to the ac quiescent cur- 
rent when the control current is zero. For this reason, 
compensated magneticamplifiers with counterpoise reactors 
are used to keepthe quiescent current at zero when the con- 
trol current is zero. 


Hysteresis is the lag of flux change ina material as com- 
pared to the change in magnetizing force. Hysteresis also 
is thought of as a power loss. Circuit losses due to hyster- 
esis can be made smaller by using low loss materials for 
the cores of saturable reactors. Hysteresis losses can 
also be reduced by rectifying the load current. 
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IMPORTANT DEFINITIONS 


COMPENSATED MAGNETIC AMPLIFIER - A magnetic 
amplifier in which the quiescent load current is zero 
when its control current is zero. 


COUNTERPOISE REACTOR - { KOWN ter poyz ri AK ter|- 
In a compensated magnetic amplifier, the inductor 
that balances the amplifier in such a way that its 
quiescent output current is zero. 


HYSTERESIS - [hiss ter EE sis] - The lag of flux change 
ina materialas compared to the change in magnet- 
izing force. 


MAGNETIC AMPLIFIER - A saturable reactor, in which a 
small change of current through the control winding 
causes a relatively large change in current through 
the load winding. The output is thus anamplified form 
of the input. 


REACTOR - A device used to provide inductive reactance 
in a circuit. 


SATURABLE REACTOR - [SAT cher u b'1 ri AK ter] - A 
reactor made of an iron-core inductance in which the 
reactance is variable over wide limits by changes of 
permeability due to changes of flux density. 


SATURATION POINT - Applied to à magnetic core, that 
point on its magnetization curve above which a further 
increase of the magnetomotive force applied to the 
core will not produce much of an increase of flux 
density within the core. 
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APPENDIX A 


GAIN OF MAGNETIC AMPLIFIERS 
WITHOUT FEEDBACK 


The gain of a magnetic amplifier without feedback is the 
ratio of the output current of the amplifier to its input cur- 
rent: 


where: 


AI = current gain 
I; = load current in amperes 
Ipc = control current in amperes 


In magnetic amplifiers, however, the ampere-turns of the 


ac and dc windings are equal when the amplifier is operated 
on the linear portion of the magnetization curve: 


МрСПӘС- МАСТАС 


where: 
Npc = number of control winding turns 
Ipc = currentin control winding 
Nac = number of turns on the load winding 
IAG = current in the load winding 


Rearranging the equation: 


Tac _ NDC 
Ipc NAC 


Since Ij, is the same as IAC, the ratio ofthe output to the 
input current (current gain) is: 
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The output power of an amplifier is equal to the load current 
squared times the load resistance, andthe input power is 
equal to the controlcurrent squared times the resistance of 
the control circuit. The power gainis the ratio of output 
power to input power: 


Ae П, Мрс 


2 2 
Қолына лг 


Ар - ----------- 
P 
Ipc^Rc Ipc2 Rc 


where: 


Ap = power gain in the amplifier 
Кі - load resistance in ohms 
Rc - resistance of control circuit in ohms 


It was previously determined that the ratio of the output to 
input currents is equal to the ratio of the number of turns of 
the dc winding to the number of turns of the ac winding. 
Also, the ratio of the output to input currents is the current 
gain of the amplifier. Therefore, the power gain may be 
written as: 


2 R 
L 
I Rc 


.Npc^, Rp Мәс?Еі. 
P' Nac2" Rc МАС2ЕС 


Power gains from 10 to 100 are possible in magnetic ampli- 
fier circuits without feedback, depending onthe designof the 
amplifier. 


EXAMPLE: 


Suppose a non-feedback amplifier has a control winding of 
500 turns,and two series-opposingload windings of 50 turns 
each. The resistive load is 100 ohms and the applied con- 
trol current is 500 milliamperes from a 12.5 volt source. 
Substituting the data into the current gain equation: 
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рс 


^I Nac 


2 500 500; 
12x50 100 


Substituting into the power gain equation: 


R 
Ар = (Арё х —L 


Кс 
Ерс 12.5 
R = —— = ————  - 
С Ipc 5 ші 


225 Х 100 


Ap = 25 - 100 


STUDENT NOTES 


10. 


11. 


12. 


13. 
14. 
15. 


PRACTICE EXERCISE SOLUTIONS 


True 

(c) the voltage across R, -- By changing the inductance of Lj 
the current through Lı is varied. Since Ly and Ry are in 
series, the same current passes through Lj and Rj. Witha 
varying current through Rj, the voltage across Ry, changes. 


False -- The core does not approach the saturated region 
until point A is reached. 


(b) can be increased only slightly. 
(b) permeability 


(а)іпсгеавез -- The permeability of a core is directly pro- 
portional to the inductance of the coil. 


True 

False -- The control winding of a saturablereactor has many 
more turns of wire than the load winding. This fact makes 
gain possible in a saturable reactor. 

(b) very small. 

False -- Windings L2 and L4 are series-opposing. This is 
done to effectively cancel unwanted currents induced in them 
by load windings L, and L3. 

False -- The flux in the center leg of the reactor of Figure 
12C is caused by the control winding current. The ac fluxes 
in the center leg cancel. 


(b) direct current -- Theoutputs of theac supplies in the load 
circuits are rectified by the diodes. 


True -- Diodes D4, Do, Dg and Dg form a bridge rectifier. 
True 


(à) control winding of SX? -- Windings L5 and L3 are the load 
windings of SX1. 
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16. 
17. 


18. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


(b) a counterpoise reactor. 


True -- L4 is used to balance the amplifier and reduce the 
quiescent current to zero. 


(a) high permeability -~ In a core with a high permeability 
the losses due to hysteresis are low. 
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FIGURE 20 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate vour answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the саға, 
and fill in the answer boxes to correspond with those previousiv filled in 
on this sheet. 


Before mailing, be certain vour correct student number, name and address 
appear on the card. 


Example: The person who invented the electric light bulb was 
AC] (A) Ty Cobb. (B) Joe Louis. (C) Thomas Edison. (D) Knute Rockne. 
| 





The ease with which magnetic lines of force pass through a material is known as 
LJ (A) permeability. (B) conductance. (C) reluctance. (D) resistance. 


I 


The control winding of a saturable reactor 
(A) has fewer turns than the load winding. (B) always has the same number of turns as the load 
winding. (C)is made of heavy wire. (D) has many more turns than the load winding. 


ИШ 


The inductive reactance of a coil 
(A) varies directly with the permeability of the core. (B) varies the permeability of the core. 
(C) varies inversely with the permeability of the core. (D) is independent of the permeability 
[ ] of the core. 
An increase in dc through the control winding of a saturable reactor INCREASES the current in 
the load winding by 
(A) INCREASING the permeability of the core. (B) DECREASING the permeability of the core. 
(C) DECREASING the reluctance of the core. (D) INCREASING the reactance of the ac winding. 
In the circuit of Figure 6, if the control current is increased so that the core saturates, 
(A) the impedance of the load circuit decreases. (B) the impedance of the load circuit increases. 
(C) the permeability of the core increases. (D) current through the load decreases. 


Losses due to hysteresis in a saturable reactor can be reduced by 
(A) using a core with a larger hysteresis loop. (B) increasing the ac source voltage. (C) using 
a diode in the load circuit. (D) keeping the value of control current small. 


In Figure 12C, the flux in the center leg of the core is 
(A) produced by EAC. (B) produced by Epc. (С) produced by EAC and Epc. (D) a constantly 
reversing flux. 


With a large control current in L1 of Figure 14, the load current is 
(A) a large alternating current. (B) very small. (C) full wave dc. (D) half wave dc. 


In Figure 17, winding L4 
(A) is called a counterpoise reactor. (B) increases the output current of the circuit. (C) is the 
secondary of a step-up transformer. (D)is used to keep load current constant. 


In the hysteresis loop of Figure 18, RESIDUAL FLUX is represented by the value of flux at 
(A) point c. (B) point a. (C) point b. (D) point d. 
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This infrared receiver was built to study the possibility of detecting objects by infrared 
techniques. The receiver output is disployed on the screen of the oscilloscope in the 
center of the picture. 


Courtesy Avion Division, ACF Industries 
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MEN ARE FOUR 


He who knows not and knows not he knows not, 
is a fool—shun him; 


He who knows not and knows he knows not, 
is simple—teach him; 


He who knows and knows not he knows, 
is asleep—wake him; 


He who knows and knows he knows, 
is wise—follow him. 


—Ancient Proverb 
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Cathode ray tubes, abbreviated crt’s, are used in many types of elec- 
tronic equipment. As an example, crt’s are used in television cameras, 
receivers, and monitors; in oscilloscopes; in digital and analog readout 
equipment; and in radar systems. In a cathode ray tube an electron 
beam is directed from a cathode to a screen. Upon striking the screen 
the electron beam produces a spot of light. 


To obtain visual indications, SWEEP CIRCUITS, sometimes called 
DEFLECTION GENERATORS, are needed to move the electron 
beam on the ert screen. In the electrostatic crt the movement of the 
beam depends on the voltages applied to the deflection plates. In the 
electromagnetic crt the movement of the beam depends on the mag- 
netic fields developed in the deflection coils around the neck of the 
tube. In turn, these magnetic fields depend on the coil currents. With 
the proper deflection plate voltages or coil currents, the electron beam 
can be moved anywhere on the face of the crt. 


A periodic movement of the electron beam on the face of a crt is called 
SCANNING. The scanning motions may be from one side to the 
other, from top to bottom, from center to outer edge, circular, or 
some combination of these motions. 


BASIC DISPLAYS 


Most oscilloscopes use electrostatic crt’s. The waveform to be ob- 
served is applied to the vertical deflection plates and a linearly increas- 
ing voltage is applied to the horizontal deflection plates. Linearly 
increasing means that the voltage increases by the same amount dur- 
ing equal periods of time. A linearly increasing or sawtooth voltage 
is needed so that the electron beam moves at a steady rate across the 
crt screen. 


Figure 1 shows a sine wave applied to the vertical deflection plates, 
and a sawtooth, below the screen, applied to the horizontal deflection 
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plates of a crt. These signals are adjusted so that both waveforms 
begin at exactly the same time. 


At point 1 on the waveforms, the ungrounded horizontal plate (hori- 
zontal terminal) is negative with respect to the grounded plate. Thus, 
the negative electron beam starts from the left side of the screen. 
Since the potential of the ungrounded vertical plate (VERTICAL ter- 
minal) is zero at this time, the beam is not deflected vertically. 


As the negative voltage at the HORIZONTAL terminal decreases toward 
zero, the electron beam moves to the right. At the same time the 
increasing positive voltage at the VERTICAL terminal causes the beam 
to move upward until time 2 is reached. At time 2 the voltage at the 
VERTICAL terminal begins to decrease and the electron beam moves 
downward, but the sawtooth continues to carry it across the screen 
at a steady rate. At point 3 both voltages are zero and the electron 
beam crosses the center of the screen. As the voltage at the HORIZON- 
TAL terminal goes positive, the electron beam is attracted toward the 
ungrounded horizontal plate. The sine wave continues to move the 
beam downward until time 4 is reached. 


After time 4 the sine wave moves the beam upward until the sawtooth 
reaches its maximum positive voltage at point 5. At point 5 the saw- 
tooth quickly drops to its original negative value and the electron 
beam snaps back to the left side of the screen. Starting from its 
original negative value the sawtooth repeats, as does the sine wave, 
over and over again to produce the image on the crt. 


The portion of the image that appears as the sawtooth goes from its 
maximum negative value to its maximum positive value is called the 
TRACE. The portion of the image that occurs as the sawtooth drops 
from its maximum positive value to its maximum negative value is 
called the RETRACE or FLYBACK. 


Since the beam moves at a steady rate across the screen with respect 
to time when a sawtooth voltage is applied to the horizontal deflection 
plates, a crt display can be used to determine the exact time interval 
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between two voltage changes. For this reason the horizontal scanning 
motion of an electron beam is often called a TIME BASE, and the 
sweep circuits which produce sawtooth voltages are sometimes called 
TIME BASE GENERATORS. 


ж ж ы 


1. In an oscilloscope a sawtooth sweep voltage is usually applied to the 
vertical plates of the crt. True or False? 


ж ж ж 


Іп а radar system the transmitter sends out a pulse of high-frequency 
energy. When this energy strikes an object, it is reflected and picked 
up by the radar receiver. The receiver feeds this reflected signal or 
“echo” to crt display units. The display units are either DEFLEC: 
TION MODULATED or INTENSITY MODULATED. These two 
terms describe how the echo pulse affects the trace on the face of the 
crt. With deflection modulation, the pulse changes the position of 
the trace. With intensity modulation the pulse changes the intensity, 
or brightness, of the trace. 


Figure 2 shows two typical deflection-modulated radar displays. The 
transmitted pulse shows up as a pulse at the beginning of the sweep. 
The echo is detected and amplified, and then applied to the deflection 
system of the crt where it produces a pulse or pip on a single hori- 
zontal or circular sweep. The distance between the transmitted pulse 
and the echo pulse tells the distance from the radar set to the object. 


The sweep on the face of the crt appears as a jagged line due to noise 
pulses arriving before and after the echo pulse. The type of display 
shown in Figure 2A is called A-scan, and the type of display shown 
in Figure 2B is called J-scan. The circuits which produce the CIR- 
CULAR SWEEP are described later in this lesson. 


Figure 3 shows a typical intensity-modulated radar display. This 
type of display is called B-scan, or type B presentation. This type of 
radar display not only tells the distance to the reflecting object, but 
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also tells the direction of the reflecting object. For this type of pres- 
entation, a highly directional antenna is rotated while pulses are 
transmitted and received in the usual manner. However, the antenna 
turns very slowly, compared with the rate at which the pulses are 
transmitted, so that a number of pulses are reflected from each object. 


Two complete sweep circuits are needed in the type B presentation. 
One produces a horizontal sweep which is synchronized with the rota- 
tion of the antenna so that the electrun beam strikes the face of the 
crt at a position that corresponds to the direction of the antenna. The 
other sweep circuit produces a 
vertical sweep much like the hori- 
zontal sweep in the type A-scan. 
That is, each vertical sweep begins 
at the same time a pulse is trans- 
mitted from the radar antenna. 


Normally the crt in an intensity- 
modulated display unit is biased 
at cutoff. After detection and am- 
plification, the input signal, or 

echo pulse, is applied to either the Те hove photo shows the indicator of o "pi 
control grid or the cathode of the ground mops of on area through clouds or fog. 
crt to increase the intensity of the Ба 
trace on the normally dark tube. Thus, the echo signals appear as 
bright patches on a normally dark background. 





The horizontal placement of a bright spot indicates the direction of 
the reflecting object, and the vertical placement of the spot indicates 
the distance from the antenna to the reflecting object. 


On the screen of the crt the meaning of the zero-degree marking 
varies with usage. On a movable base, such as a ship or aircraft, the 
0? means “dead ahead”, but at fixed locations, such as at airports, it 
may represent north or any other direction suitable for the particular 
application. 
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Intensity modulation is also used to reproduce televised images. A 
horizontal sawtooth deflection voltage or current causes the electron 
beam to move back and forth across the crt screen. At the same time 
a vertical sawtooth voltage causes it to move downward. As shown 
in Figure 4, as the beam traces out a rectangular area on the screen, 
the screen gets brighter and darker according to the picture it is 
reproducing. 


In both the B-scan radar display and in the reproduction of a tele- 
vised image, there may be a small space between the individual sweeps 
of the electron beam. However, the small spaces are usually much 
too small to be noticeable at normal viewing distance. 


ба ж me 


2. An intensity modulated or type B presentation radar system requires two 


deflection or sweep circuits. True or False? 


3. Television systems incorporate intensity modulation and two deflection 


or sweep circuits. True or False? 


зв Еа ба 


PRODUCTION OF SAWTOOTH VOLTAGE 


A sawtooth voltage is often formed by charging a capacitor slowly 
through a large resistance and then discharging it quickly through a 
small resistance. Thus, the voltage across the capacitor builds up at 
a slow rate due to the large resistance in the charge circuit and then 
falls at a fast rate due to the small resistance in the discharge circuit. 


Figure 5A shows a simple RC circuit which produces a sawtooth volt- 
age. Here, a direct voltage is applied to resistor R and capacitor C 
in series. Switch SW, connected across the capacitor, is alternately 
opened and closed, as shown in Figures 5A and 5B, respectively. 


With SW open as in Figure 5A, the only current path is from the 
negative terminal of the voltage source to the lower plate of capacitor 
C, and from the upper plate through resistor R to the positive ter- 





Sweep Circuits Page 9 


minal of the voltage source. This current charges C to the polarity 
shown. This charging action produces an increasing voltage across 
C. The voltage across C is the output voltage Eo. With SW open, 
Eg increases as shown between points 1 and 2 in Figure 5C. 


When SW is closed, it shorts the terminals of the capacitor, as shown 
in Figure 5B. Under these conditions, electrons flow from the nega- 
tive plate of C through SW to the positive plate, as shown by the 
arrows. This quickly discharges the capacitor, and Ey, drops as shown 
between points 2 and 3 in Figure 5C. Since the resistance of SW is 
much smaller than that of R, the capacitor discharges in a much 
shorter time than it took to charge. There is also current from the 
negative terminal of the voltage source through SW and R to the 
positive terminal of the voltage source. 


At point 3 of Figure 5C, SW is opened and C begins to charge again. 
At point 4, SW is closed to discharge the capacitor, and so on. Thus, 
by opening and closing SW at the right intervals a train of sawtooth 
voltage waveforms is produced across C and output terminals Ep. 


Most sweep circuits use this charging and discharging process. The 
main difference is that practical sweep circuits use electron tubes or 
transistors to perform the switching action. The capacitor charges 
through a resistance, but discharges through the tube or transistor. 
Because its purpose is to discharge the sawtooth forming capacitor, 
the tube or transistor is called a discharge tube or discharge transis- 
tor. Sometimes, to provide a controlled variable resistance, a tube 
or transistor also provides the capacitor’s charging resistance. 


Figure 6 shows a circuit that uses an electron tube to discharge a 
sawtooth-forming capacitor. Here, tube V, is normally biased below 
cutoff by the —E.,. supply. This corresponds to an open switch and 
allows capacitor C, to charge to the polarity shown. Electrons flow 
from ground to the lower plate of the capacitor and from the upper 
plate of the capacitor through resistor Rz to +E». However, when а 


Раре 10 Sweep Circuits 


positive pulse is applied to the grid V, tube conducts (correspond- 
ing to a closed switch) long enough to discharge C; and thus form a 
sawtooth waveform. 


The discharge path of C, is from its lower plate to ground and from 
ground up through V, to the upper plate of C,. Electrons also flow 
from ground, up through V, and R; to E». At the end of the positive 
pulse the tube is cut off and the capacitor charges again. The fre- 
quency of the positive pulses determines the frequency of the saw- 
tooth. 


4. Referring to the circuit of Figure 6, a sawtooth voltage is produced by 
slowly charging C, through R: and rapidly discharging it through (a) R;, 
(b) Vi, (c) the load present at the Eo output terminals. 


PRODUCTION OF SAWTOOTH CURRENT 


If a magnetic deflection coil circuit consisted of resistance only, or 
if its resistance was large compared to its inductance, a sawtooth 
current could be produced in it by applying a sawtooth voltage. This 
is illustrated in Figure 7A, where sawtooth voltage E,, applied to 
resistance В, results in current Ip having a sawtooth waveform. How- 
ever, all magnetic deflection circuits include some inductance. 


If a magnetic deflection coil circuit consisted of inductance only, with 
no resistance, a sawtooth current I, could be produced in the coil by 
applying a rectangular voltage. This is because inductance opposes 
a change in current and it takes some time for the current to build 
up in the inductor. This action is illustrated in Figure 7B. 


Since the plate current of a pentode varies according to the voltage 
applied to the control grid, and is almost independent of the voltage 
developed across the plate load impedance, the current waveform in 
the plate load impedance is forced to have the same shape as the 
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voltage waveform applied to the control grid. Thus, if a deflection 
coil is placed in series with the plate of a pentode, and if a sawtooth 
voltage waveform is applied to the pentode’s control grid, the current 
waveform in the deflection coil is a sawtooth. 


In a transistor magnetic deflection 
circuit, the coil inductance L and 
the transistor's collector resist- 
ance are sometimes effectively in 
series. Since the collector resist- 
ance is much greater than the in- 
ductive reactance of the coil, it is 
mainly the collector resistance that 
determines the current in the cir- 
cuit. Thus, in many transistor Te, emiten кін of e video, telemetry 
magnetic deflection circuits a saw- ‘Television systems use at leas! two sweep circuits. 
Courtesy Lockheed Electronics and Avionics Div. 
tooth voltage produces a sawtooth 
of current. In other transistor magnetic deflection circuits the tran- 
sistor’s resistance is in parallel with the deflection coils. Thus, the 
transistor’s resistance does not affect the coil current and a rectangu- 
lar voltage produces a sawtooth of current. 





In a triode electron tube magnetic deflection circuit, the coil induct- 
ance L and resistance R, are effectively in series with plate resistance 
R, of the tube. Therefore, since the circuit contains both resistance 
and inductance, and since the inductive reactance is large compared 
to the resistance, neither a sawtooth nor a square wave of applied 
voltage produces sawtooth current. To provide sawtooth current in 
a circuit of this type, the impressed voltage must have a TRAPE- 
ZOIDAL WAVEFORM. That is, it must have both square and saw- 
tooth components as shown by voltage E, of Figure 7С. 


One method of producing a trapezoidal voltage is illustrated in Figure 
8A. Here, V, represents the discharge tube of the deflection voltage 
generator, and Rz is the high resistance through which sawtooth- 
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forming capacitor C, charges. Another resistor, R}, is connected in 
series with capacitor C, so that it carries both the charge and dis- 
charge currents of C;. Since the resistance is relatively small, it has 
little effect on the charge and discharge rates of the capacitor. 


When V, is cut off and C, is charging, electrons flow from ground 
through R, to the negative plate of C,, and from the positive plate 
through R: to E». When V, conducts, electrons leave the negative 
plate of C,, flow through R; to ground, and through V, to the positive 
plate of C,. In Figure 8B the sawtooth voltage developed across C, 
is indicated by E.,. 


An alternating voltage with the waveform of Eg, in Figure 8B is 
developed across R by the charge and discharge currents of C,. Re- 
ferring to Figure 8A, when C, charges the direction of electron flow 
is such that the upper end of R, is positive with respect to ground. 
When C, discharges the electron flow reverses to make the upper end 
of R4 negative with respect to ground. 


At the beginning of the cycle, the charge current is maximum and 
Е,, has a maximum positive value as shown in Figure 8B. As C, 
charges, the current decreases slightly and Eg, falls toward zero. 
At the beginning of the discharge interval, the discharge current has 
a high value and a high negative voltage drop is produced across R;. 
However, as the discharge current dies down, the negative value of 
Eg, is reduced. The instant V, stops conducting, C, again begins to 
charge and the polarity of Eg, immediately becomes maximum posi- 
tive, completing the cycle. 


As indicated in Figure 8A, output voltage Eo is developed across C, 
and R, in series. Therefore, at every instant, Eọ is the sum of Ес 
and Er,. In Figure 8B the addition of Ec and Egr, waveforms provides 
the trapezoidal waveform Epo. 


When used to provide the trapezoidal voltage, a resistor such as Rs of 
Figure 8A is called a PEAKING RESISTOR. Most sweep circuits 
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that would otherwise produce sawtooth waveforms can be made to 
produce trapezoidal waveforms by simply adding a peaking resistor. 


ж ж ж 


5. When the deflection coil circuit contains only inductance, a (a) saw- 
tooth, (b) trapezoidal, (c) square wave deflection voltage is needed 
to produce a sawtooth. 


6. When the deflection coil circuit contains both inductance and resistance, 
a (a) sawtooth, (b) trapezoidal, (c}) square wave deflection voltage 
is needed to produce a sawtooth current. 


* ж ж 


THYRATRON SWEEP CIRCUITS 


Gas triodes or thyratrons have certain characteristics that make 
switching take place automatically. A thyratron sweep circuit is free 
running, and thus continues to generate one sawtooth after another, 
while many vacuum tube sweep circuits must be driven by a series 
of pulses. 


Figure 9A shows a basic thyratron sweep circuit. V, is in parallel 
with sawtooth-forming capacitor C,. When power is first applied to 
the circuit there is no charge on C; and V, acts like an open circuit 
due to the negative cutoff voltage on its control grid. The capacitor 
charges along the charge curve shown in Figure 9B. As the charge 
on C, increases, the voltage across C, and V, becomes too high for 
the control grid to keep the tube cut off, and a small plate current is 
developed. This plate current ionizes the gas in the tube at point 1 
in Figure 9B, and the resulting high plate current quickly dis- 
charges Cı. 


Below a certain plate voltage the tube does not remain ionized. When 
the capacitor discharges to this voltage, at point 2, the gas in the tube 
deionizes and the grid regains control of plate current. At this point 
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the tube becomes an open circuit again and allows the capacitor to 
recharge. 


Figure 9B shows the charge and discharge curves of C, for two dif- 
ferent values of grid bias, a large grid bias and a small grid bias. 
If the grid is made less negative, it takes less plate voltage to ionize 
the tube. When ionization occurs earlier on the capacitor’s charge 
curve, the amplitude of the sawtooth decreases, but it repeats more 
often. That is, its frequency increases. 


Another result of a smaller grid bias is that the sawtooth is more 
linear since the smaller linear portion of the charge curve is used. A 
nonlinear sawtooth sweep voltage distorts the image on acrt. Thus, 
the more linear the sweep voltage is, the less the image is distorted. 
Although a smaller grid bias causes the tube to ionize at a lower 
plate voltage, it does not affect the deionizing voltage. This depends 
on the gas pressure within the tube. 


If the grid is made more negative, a higher plate voltage causes ioniza- 
tion. When ionization occurs later on the capacitor's charge curve, 
the amplitude of the sawtooth increases, but it repeats less often, that 
is, its frequency decreases. Also, with a larger grid bias the sawtooth 
is less linear since a larger portion of the charge curve is used. Like 
a smaller grid bias, a larger grid bias does not affect the deionizing 
voltage. 


ж ж ж 


7. A gas tube sweep generator must be triggered by an input pulse to pro- 
duce each cycle. True or False? 


ж aE as 


MULTIVIBRATOR SWEEP CIRCUITS 


Figure 10 shows the circuit of a typical vacuum tube multivibrator 
sweep circuit. This circuit is made up of a sawtooth sweep circuit 
followed by a push-pull deflection amplifier. 
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Push-pull defiection provides a greater gain for a given supply volt- 
age. Only half of the required voltage is applied to each deflection 
plate, and as one plate "pushes", the other “pulls” to provide the 
sweep. Since half of the required voltage is applied to each deflection 
plate, each amplifier tube need only supply a voltage half as great 
as would be needed for single-ended (one tube) deflection. 


Another advantage of push-pull deflection is that it allows the deflec- 
tion plate voltages to be more nearly the same as the accelerating 
anode voltage which is at ground potential. This prevents defocusing 
of the image on the crt. If the average deflection plate voltages are 
different than the accelerating anode voltage, a weak electrostatic 
field is set up between the deflection plates and the accelerating anode. 
This electrostatic field defocuses the image on the crt. 


In the circuit of Figure 10, V, and V, function as a cathode-coupled 
multivibrator. The sawtooth generator, Və, serves as the discharge 
tube for sawtooth-forming capacitor C}. C3 charges through R, and 
potentiometer R, when V» is cut off, and discharges through Бо апа 
Və when the tube conducts. The oscillator frequency is adjusted by 
means of variable resistor R4. 


A sync pulse input is provided in this circuit so that the multivibrators 
can be synchronized with some other oscillator. Negative sync pulses 
cause V, to cut off which, in turn, causes Vs to conduct and thus dis- 
charge the sawtooth forming capacitor at the same frequency as the 
sync pulses. Synchronization is very important in many systems, such 
as TV or radar. In TV the camera tube sweep circuits must be in 
syne with the picture tube sweep circuits. In many radar displays 
the sweep must begin at exactly the same time that a pulse of micro- 
wave energy is transmitted. 


It is common practice to vary the sawtooth generator output ampli- 
tude by changing the resistance through which the sawtooth-forming 
capacitor charges. However, an undesirable effect of this arrange- 
ment is that a slight change in oscillator frequency occurs also. To 
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avoid this interaction, in the circuit of Figure 10 the total series 
resistance, Rg + R, remains constant at all times. 


Potentiometer Rę carries the sawtooth charging current of capacitor 
Сз, and the sawtooth voltage which appears at the wiper arm of К, 
is coupled through C; to the grid of V}. With this arrangement, poten- 
tiometer Rg may be adjusted to apply the desired amplitude of saw- 
tooth voltage to V4 without affecting the oscillator frequency. There- 
fore, the control is known as the amplitude control. R, is the fre- 
quency control. 


V, and V, function as a phase inverting amplifier, with the V, output 
coupled through C; to one of the deflection plates. In series with 
TOES, Ris and R,; form a voltage divider, with the junction between 
them connected to the V4 plate load resistor Ri;. Since neither section 
of the voltage divider is bypassed, any variation in the V; plate cur- 
rent results in a change іп the voltages developed across R,,, Ris, and 
R,;. Thus, a part of the V, output voltage appears across Ris and is 
coupled through C, to the grid of V,, the output of which is coupled 
through C; to the other deflection plate. 


You may recall that positive feedback in an amplifier increases the 
distortion (change in the input waveshape) in an amplifier. If a 
sweep circuit amplifier distorts a nonlinear sawtooth input voltage 
in such a way that the sawtooth becomes more linear, then some posi- 
tive feedback may be desired to increase this distortion. In the circuit 
of Figure 10, positive feedback is obtained by coupling through C; 
and R,» from the V, plate to the V» plate of the oscillator. In addi- 
tion, some negative feedback is introduced by supplying the C, charg- 
ing current and the V» plate current through R; from the tap between 
Ry, and Rs. 


Figure 11 shows another typical multivibrator sweep circuit. Again 
a cathode-coupled multivibrator, V, and Vz, is used for the sawtooth 
generator. The oscillator frequency is controlled by variable resistor 
R4. Sawtooth-forming capacitor C4 charges through the series resis- 
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tors R, and R;, and discharges through R» and У.. Тһе sawtooth volt- 
age amplitude is determined by the setting of R;. 


The sawtooth voltage is coupled through C, to the grid of amplifier 
tube V;. The V; sawtooth plate current is carried by the center section 
of autotransformer T,, thereby inducing a sawtooth voltage across 
the entire winding. The center section acts as the primary and the 
entire winding as the secondary. Thus, a voltage stepup is obtained 
with the polarity at one end of the winding 180° out of phase with 
that at the other end. 


A push-pull action is obtained by coupling the voltage across the entire 
winding through capacitors C; and C, to the deflection plates. The 





The above equipment uses special oscilloscopes to check pulse waveforms. 


Courtesy Radiation, Inc. 
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linearity of the output is improved by applying positive feedback 
through Rio and C4 from the lower end of transformer T, to the 
V, grid. 


* * ж 


8. Referring to the circuit of Figure 10, the V.V, stages function as a (a) mul- 


tivibrator, (b) push-pull amplifier. 


9. Referring to the circuit of Figure 10, the CR,» circuit is used to supply 


positive feedback. True or False? 


ж ж ж 


BLOCKING OSCILLATOR SWEEP CIRCUITS 


Figure 12 shows a blocking oscillator sweep circuit. Here, the syne 
pulses are coupled through C, and applied across R, to the oscillator 
and discharge tube. The sawtooth voltage is formed across Cy, which 
charges through R, and R; and discharges through V, and the plate 
winding of transformer T,. The oscillator frequency is controlled 
by variable resistor R4. Variable resistor R; controls the amplitude 
of the sawtooth voltage output, which is coupled through C; to the 
grid of amplifier Vo. 


Tubes V, and V; form a phase inverting amplifier of the same type 
explained for Figure 10. In Figure 12 the V. output is coupled 
through C; to one deflection plate and through C, to the voltage divider 
К; апа К,. From the junction of R, and Rs a fraction of this voltage 
is applied to the grid of V3. The V; output is coupled through C, to 
the opposite deflection plate. To improve the waveform, positive 
feedback is coupled from the V; plate to the oscillator by means of 
R,, and Ryo. 


The blocking oscillator sweep circuit in Figure 13 contains a single 
tube that performs the functions of blocking oscillator, discharge tube, 
and output tube. In connection with transformer T, tube V, operates 
as a blocking oscillator with the sync pulse input coupled through 
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capacitor C, to the grid circuit. The negative grid bias is developed 
across C,. This capacitor is charged by V, grid current and discharges 
through R, and R; when V, is cut off. By varying the grid bias, vari- 
able resistor R4 controls the oscillator frequency over a narrow range. 


When V, is cut off, C; charges with electrons flowing from ground to 
the C; negative plate. Other electrons leave the positive plate and 
flow through the upper winding of T and through part of R; to +E». 
As in any RC circuit, C; charges rapidly at first, but the charging cur- 
rent gradually dies down. In the upper winding of T., this changing 
current produces a flux which induces a voltage in the lower winding. 
Ce is across the lower winding and charges to the polarity indicated. 


When V, conducts, both C; and C, discharge through the tube and 
plate winding of T,. During discharge, electrons flow from the nega- 
tive plate of C, to the cathode of V, through the tube and the plate 
winding of T, to the positive plate of Cs. From the negative plate of 
Cs, electrons flow to the positive plate of Ce. 


As shown, the upper plate of C; is positive with respect to ground, and 
this sawtooth voltage is coupled through C; to one deflection plate. 
The upper plate of C, is negative with respect to ground, and this 
sawtooth voltage is coupled through C; to the other horizontal plate. 
Thus, push-pull output is obtained by means of the circuit arrange- 
ment of Figure 13, in which part of the sawtooth output is formed 
in the oscillator plate circuit and the other part in the cathode circuit. 
Resistors R, and R, and capacitors Cə and C, connected across the 
Tı winding prevent high frequency oscillations. 


Figure 14 shows a PNP transistor blocking oscillator. This circuit is 
very much like its vacuum tube counterpart. Transformer T, pro- 
vides feedback from the collector output circuit to the base input 
circuit. Sync pulses are fed to the base. The sawtooth deflection volt- 
age is developed across C, from collector to ground. 


Similar to vacuum tube operation, the capacitor charges when the 
transistor is cut off and discharges when the transistor conducts. 
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However, because of the differences between tubes and transistors, 
there are some differences between vacuum tube and transistor block- 
ing oscillator sweep circuits. These are described as the transistor 
circuit is explained. 


The transistor is biased beyond cutoff by the negative voltage across 
Rs. The value of this voltage can be varied by R;, and thus R; serves 
as a frequency control. When Q; is cut off, C, charges through R; until 
the voltage across R» becomes more negative than the emitter voltage. 
When this happens, Q, conducts. The resulting collector current in- 
duces a voltage in the base winding of T, which increases the forward 
bias and, in turn, collector current. This induces an even greater volt- 
age in the base winding of T, which, in turn, further increases col- 
lector current. 


As a result, transistor Q, acts like a very low resistance and C, quickly 
discharges. The discharge path of C, is from its upper plate through 
the collector winding of T,, Qı, and Rs to ground, and from ground 
up to its lower plate. When C, discharges, the voltage across R and 
R, is almost zero, and Q; is driven into cutoff by the difference between 
the emitter voltage, at the ungrounded side of Rs and the voltage in- 
duced at the base by the collapsing field of T,. This action continues 
to generate one sawtooth after the other. 


The sawtooth output waveform of Figure 14 is negative. If a posi- 
tive-going signal is needed, an NPN transistor and a positive supply 
voltage would be used. Reversing polarity in this way is a special 
feature of transistor circuits that is not possible with tube circuits. 


* * * 

10. The circuit of Figure 13 produces an output only when sync pulses are 
applied to its input. True or False? 

11. Referring to the circuit of Figure 14, capacitor C, charges when {a} Q; 
is conducting, (b) Q, is cut off. 


ж x * 
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A technicicn checks out o new power supply circuit, One of his most useful 
test instruments is the oscilloscope. 


Courtesy Dressen-Barnes Corp. 


GATED AND TRIGGERED SWEEP CIRCUITS 


The thyratron, multivibrator, and blocking oscillator sweep circuits 
described so far are all free running. They begin to generate an 
output soon after their supply voltages are applied. However, some 
sweep circuits are not free running. That is, they generate an output 
only when a trigger or gate signal is applied to their input. 


Sometimes the terms gated sweep circuit and triggered sweep circuit 
are used interchangeably. However, there is some difference between 
them. In a true gated sweep circuit the sweep voltage is started, main- 
tained for a certain period, and then ended. In a true triggered Sweep 
circuit, on the other hand, the input pulse merely starts or ends the 
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sweep voltage. This pulse is called a trigger and is usually a peaked 
waveform. The sweep circuit itself ends or starts the sweep voltage; 
not the trigger. 


Figure 15 shows a typical gated sweep circuit as used in a radar sys- 
tem for an A-type scan. The transmitted pulse triggers three univi- 
brators (not shown), each of which generates a negative square wave 
of a different width. By setting switch S,,, one of these negative 
square waves is applied as a gate pulse to the grid of V, to cut the 
tube off. THE TIME DURATION OF THE SWEEP is determined 
by the duration of the gate pulse. 


When the tube is cut off, one of the capacitors (C, through C.) 
charges to form the sawtooth sweep voltage. The proper capacitor 
network is selected by switch Sis, which is ganged to switch Sia. 
The univibrators are adjusted for the times required to give the 
radar set ranges of 5, 25, and 50 miles. As the radar set is switched 
to a greater range by Sia, larger value sawtooth-forming capacitors 
are switched into the circuit by S,4 to maintain the same amplitude 
of output voltage and thus the same length of trace on the crt. 


As explained for Figure 9B, when the charging time of a sawtooth- 
forming capacitor is changed, the amplitude of the sawtooth also 
changes. The variable resistors are also used to vary the amplitude 
of the sweep voltage since the exact capacitance values needed may 
not be available. The variable resistors can also be used to adjust for 
any small changes in the capacitor values over a period of time. 


Monostable state multivibrators, also called one-shot multivibrators, 
etc., are used to generate triggered sweeps. These multivibrators nor- 
mally remain in a stable state until they are triggered into an unstable 
state and go through one cycle of operation. 


Figure 16 shows a typical triggered sweep circuit incorporating a 
monostable multivibrator. In this circuit the bias voltage developed 
across the common cathode resistor R. is applied only to the grid of 
V,. The grid of V2 is returned through R; to its own cathode, and not 
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to ground. When the supply voltages are applied to this circuit, V. 
conducts heavily and V, is cut off because of the large cathode bias. 
The multivibrator remains in this state until the positive input trigger 
is applied. 


The positive trigger drives V, into conduction and causes its plate 
voltage to decrease. This decrease in voltage is coupled through CR, 
to the grid of V., which is driven negative. The resultant decrease in 
Və plate current decreases the current through R». With less current 
through R» there is a decrease in voltage across this resistor, which 
decreases the amount of cathode bias applied to V,. Thus, V, plate 
current increases. 


The initial increase in V, plate current due to the positive trigger 
pulse results in a smaller bias, which further increases V, plate cur- 
rent. The increase of V, plate current results in a decrease in V, plate 
voltage, which drives the grid of Vz more and more negative and thus 
decreases the V, plate current. This regenerative action causes V, to 
become saturated and V. to become cut off. 


As the plate voltage of V, decreases, C, discharges through R, and 
V,. When the grid voltage of V. is no longer negative enough to hold 
the tube cut off, V, conducts. This conduction increases the cathode 
bias applied to V,. Again a regenerative action occurs causing V, to 
be cut off and V: to become saturated. This is the state the circuit 
was in before the trigger was applied. The circuit remains in this 
state until the next trigger is applied, at which time the entire cycle 
begins again. For the circuit to operate, an input trigger is required. 
Without the trigger, the circuit remains in its stable state. 


Sawtooth-forming capacitor C, is connected between the plate of V. 
and ground. As long as Vs conducts, the capacitor is shunted by the 
tube's low plate resistance. When a trigger is applied to the multivi- 
brator, V. is cut off. This allows the capacitor to charge through R;, 
thereby generating the sawtooth sweep voltage. When V» conducts 
again, the capacitor discharges rapidly through the tube. In this 
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way, the trigger applied to the multivibrator begins the sweep. C; 
continues to charge as long as V; is cut off. The time constant of 
the C.R; coupling circuit largely determines the amount of time that 
V, remains cut off. The sweep ends when V, conducts. 


In some equipment, several sweep lengths or times are needed. A 
switching arrangement permits different values of resistors to be 
substituted for R4 of Figure 16. If this resistance is increased, У, 
remains cut off for a longer time interval and a longer sweep dura- 
tion is generated. If R, is reduced, the sweep duration is also reduced. 
The switching arrangement that changes the value of R4 must also 
change the value of the sawtooth-forming capacitor C4. This is neces- 
sary to maintain the same amplitude of sweep when the time duration 
is changed. 


In some radar applications the sawtooth-forming capacitor is omitted 
from the multivibrator stage. Without this capacitor the output is 
a rectangular wave. This rectangular wave output is used to gate a 
discharge tube. The discharge tube produces a gated sweep like that 
described for Figure 15. 


Figure 17 shows another typical triggered sweep circuit. This circuit 
is made up of a blocking oscillator and a discharge tube. The grids of 
both the blocking oscillator tube V, and the discharge tube V, connect 
through R, and R, to negative bias supply —E,,. The negative bias 
is large enough to hold the tubes cut off and as a result, no current 
flows in either of the tubes. 


When a positive trigger is applied to the grids, the negative bias is 
overcome and there is plate current in both tubes. The circuit now 
produces a single cycle of oscillation to discharge sawtooth forming 
capacitor C». During the negative alternation of the oscillating cycle 
the tubes are again cut off. When the tubes are cut off, C charges 
through R, toward the value of the plate-supply voltage +E,,. When 
the trigger is applied again, Və conducts and C, again discharges 
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through the tube. Thus the trigger causes the retrace (discharge of 
C2) and the sweep (charge of C.) begins when the tube cuts off. 


* * ж 


12. Referring to the circuit of Figure 15, V, is operated as (a) an amplifier, 
(b) a blocking oscillator, (c) a discharge tube. 


13. Referring to the circuit of Figure 16, V; and Vs are operated as a 
(a) monostable multivibrator, (b) a blocking oscillator, (c) a push- 


pull deflection amplifier. 


ж ж us 


LINEARIZATION 


The sawtooth output of most sweep circuits has some nonlinearity. 
That is, the voltage does not increase by the same amount for equal 
periods of time. With a non-linear sweep voltage an oscilloscope can- 
not present accurate graphs of voltage or current versus time. That 
is, the waveforms that appear on the crt screen are distorted. In some 
radar displays, a linear sweep is needed to measure the distance to the 
reflecting object. If the sweep is nonlinear the distance to the reflect- 
ing object cannot be measured accurately. 


‘You can probably imagine what would happen to a televised picture 
if the sweep voltage were nonlinear. The picture squeezes together as 
the sweep speed reduces due to less increase in sawtooth voltage for 
a given time period. Or, if the sawtooth voltage increase is greater 
for a given time period of each cycle, that portion of the picture 
stretches out. 


Sóme nonlinearity is characteristic of a capacitor’s charge curve. 
Going back to Figure 9B for a moment, at the very beginning of the 
charge curve the voltage increases very fast. But as the capacitor 
charges, the voltage increases less and less for equal periods of time. 
In fact, during the first RC time constant, a capacitor charges to about 
68% of the applied voltage. 
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During the second time constant it charges to about 86% of the ap- 
plied voltage, which is an increase of only 86 — 63, or 23%. That is, 
during the first RC time constant the voltage increase across the ca- 
pacitor is 683% of the applied voltage, but during the second RC time 
constant the voltage increase across the capacitor is only 23% of the 
applied voltage. This action continues until during the fifth time con- 
stant the increase is only about 1% of the applied voltage. 


If only a small portion of a capacitor’s charge curve is used for the 
sweep, the amount of nonlinearity is greatly reduced. However, when 
even more accurate linearity is needed, special circuits must be used 
to improve the linearity. The use of these circuits is known as 
LINEARIZATION. 


Linearization of the sweep is usually not used in general-purpose 
oscilloscopes. However, laboratory type oscilloscopes, radar, and tele- 
vision sets generally use some type of linearization to improve the 
display. Sometimes more than one type of linearization is used in 
the same sweep circuit. 


One way to improve the linearity of a sawtooth is to replace the capac- 
itor’s charging resistance with a CONSTANT-CURRENT PEN- 
TODE. With the proper screen grid voltage, the plate current of a 
pentode remains constant, within certain limits, regardless of its plate 
voltage. If the current which charges the capacitor is made constant, 
the charge builds up at a linear rate. The resultant capacitor voltage 
increase is therefore linear. 


Figure 18 shows a thyratron sawtooth generator which uses a con- 
stant-current pentode, Vy. R,; is the plate load for Vs and С, holds the 
screen grid at a constant voltage. Potentiometer R, connected across 
battery B, allows the control grid bias of V2 to be varied. When plate 
voltage is applied to this circuit, the sawtooth-forming capacitor C. 
charges through pentode Vs;. The voltage across the capacitor in- 
creases as the charge builds up. Since the plate current of V, remains 
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uniform, the voltage across the capacitor increases at a linear rate. 
The capacitor discharges when the ionization voltage of the thyra- 
tron is reached. 


The frequency of the sawtooth output can be varied either by switch- 
ing in different value capacitors across the thyratron, or changing the 
bias on the control grid of V». A change in bias changes the tube’s 





The sweep circuits of this oscilloscope can be adjusted for two modes of operation. In 
one mode the sweep generator is free running, and in the other mode it must be triggered. 


Courtesy Hewlett-Packard Co. 


plate resistance which, in turn, determines the amount of capacitor 
charging current. This has the same effect as switching in different 
charging resistors in series with Co. 
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Most sweep circuits use a slow charge (trace) and a rapid discharge 
(retrace) of a capacitor to produce a slowly increasing and rapidly 
decreasing waveform. The circuit of Figure 19, however, uses the 
reverse method. The capacitor charges rapidly and discharges slowly 
at a linear rate through the constant-current pentode. The output 
voltage increases rapidly and decreases slowly. The rapid increase 
produces the sweep retrace and the slow discharge produces the sweep 
trace. 


This type of waveform can be inverted by an ordinary amplifier or 
applied to the deflection plate opposite that which a positive-going 
sawtooth would be applied to. However, most high quality equipment 
uses push-pull deflection and the sawtooth is fed to a phase inverting 
amplifier. 


In Figure 19 the circuit is driven by a series of rectangular gate pulses 
applied to the grid of V,. The tube passes plate current in a series 
of short pulses; one pulse for each positive swing of the input gate. 
V, is cut off for a much longer period of time than it conducts. The 
sawtooth-forming capacitor is in the cathode circuit of V, and is 
shunted by constant-current pentode V.. 


During the brief intervals when V, conducts, C, charges througi. the 
triode. There is little or no current through V. because of its high 
internal resistance compared to the low reactance of C,. However, 
with a positive voltage on its grid, the plate resistance of V, is low 
and the time constant of the charging circuit is very short. Therefore, 
the capacitor charges rapidly. This produces a rapid increase of 
capacitor voltage. 


At the end of the pulse which causes V, to conduct, the triode is cut 
off. Capacitor C, now begins to discharge through the constant-cur- 
rent pentode. Because of the high plate resistance of the pentode, the 
time constant of the discharge circuit is long. Therefore, the capacitor 
discharges slowly. Because the plate current of the pentode is uni- 
form, the discharge of the capacitor is linear. The sweep time is con- 
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trolled by potentiometer Re. This changes the plate resistance of V; 
and thus the capacitor's discharge time constant. 


Another way to improve the linearity of the sawtooth sweep is to 
insert an additional RC circuit at the output of an ordinary sweep 
circuit. If the capacitor in this additional circuit is made to discharge 
for a part of the time that the main sawtooth-forming capacitor is 
charging, the output voltage waveform is changed. 


The usual sweep voltage waveform is convex, or bulges upward away 
from a linear reference line. (This can be seen in the capacitor charge 
curve of Figure 9B). The discharge of the additional capacitor pro- 
duces a concave voltage waveform or one that sags downward away 
from the reference line. These two waveforms are added together to 
produce the sweep. If they have the right amplitudes and curvature, 
the convex and concave distortions cancel and the resulting sawtooth 
sweep is linear. 


Figure 20A shows an ordinary gated sweep circuit and Figure 20B 
shows this same circuit with the addition of another RC network. 
In the circuit of Figure 20A, C, charges through R. while V, is cut 
off. This produces a nonlinear voltage rise across C,. When a posi- 
tive pulse causes V, to conduct, C; quickly discharges through the tube. 


In the circuit of Figure 20B, capacitors Cia and Cig take the place of 
capacitor C,. Another circuit made up of R4C. is added in parallel 
with Cia. Capacitors Cia and C, usually have about the same values. 
Resistor R, is fairly large, about .5 megohm. The sawtooth output 
voltage is the sum of the voltages across Cig and C». 


To examine circuit action, assume all the capacitors are fully charged 
by the power supply. When V|4 starts to conduct, all the capacitors 
begin to discharge through the tube. Capacitors C,, and C,, discharge 
rapidly since the low plate resistance of the tube is directly in parallel 
with this series combination. However, C. discharges slowly because 
its discharge current must pass through the large resistance of R;. 
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As a result, when V, is again cut off, both Cia and Cg are almost com- 
pletely discharged, but C» has lost only a small part of its charge. 


With У, cut off, Cia and C:s begin to recharge. At first, the voltage 
across C» is much larger than the voltage across C,4 and therefore C, 
continues to discharge through R, and into Cia. Thus, at the begin- 
ning of the sweep C,, and C,, are being charged by the power supply, 
Ci, is also being charged by Cz, and Cz is discharging. During the 
first portion of the sweep, the voltage across C,, rises and the voltage 
across C. falls. Near the end of the sweep, when the voltage across 
Cıa equals the voltage across Cs, then C» begins to charge. 


The sawtooth output is taken across Cis and Cs. The voltage across 
Cis is the usual nonlinear sweep, but the voltage across C» is very dif- 
ferent. At the beginning of the sweep the voltage across C. decreases 
since the capacitor is discharging. Near the end of the sweep, when 
the voltage across C,, begins to flatten out, the voltage across C» in- 
creases. If the right time constants are used for these circuits, the 
sum of the voltages across Cis and Cz is a very linear sawtooth. 


Many modifications of this circuit are used for sweep linearization. 
Figure 21A shows one of these modifications. To examine circuit 
operation, assume that both C, and C, are fully charged. When V, 
conducts, both capacitors begin to discharge. Capacitor C, discharges 
rapidly through the tube, but C, discharges slowly through R; and 
the tube. Thus, when the tube is cut off, C; is almost completely dis- 
charged, but C, has lost only a small part of its charge. 


With the tube cut off, C» begins the charge through resistors Re and 
Кз. Because C, still is charged to a much higher voltage than that 
across C», C, continues to discharge into C». When the voltage across 
C; equals that across C, then C, begins to charge and no longer 
discharges into Cs. 


The sweep voltage is taken only across C. This capacitor is charged 
not only by the power supply but also by the discharge of C,. The 
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power supply charge makes up the convex component of a sawtooth, 
and the charge obtained from C, makes up the concave component 
of a sawtooth. Thus, since the total voltage across Cs is the result 
of these two charges, it is a linear sawtooth. 


Sometimes resistors R, and R, are replaced by a potentiometer as 
shown in Figure 21B. This potentiometer provides a way to change 
the time constants of both RC circuits to obtain the most linear output 
waveform. This potentiometer is called the LINEARITY CONTROL. 


Still another way to improve the linearity of a sawtooth sweep voltage 
is to use a feedback network. Many feedback circuits are used, but 
one of the most popular is the BOOTSTRAP sweep circuit. The sweep 
voltage in this circuit appears to raise itself by its own “bootstraps’’. 


Figure 22 shows a simplified schematic diagram of a bootstrap sweep 
circuit. Tube V, is a gated discharge tube for sawtooth-forming ca- 
pacitor C,. This capacitor charges from the power supply through 
resistors R, and Ry. The sawtooth voltage across C, is coupled directly 
to the grid of cathode follower V». The linear sawtooth output is 
taken from the cathode follower, across R3. The gain of the cathode 
follower is very close to 1. Therefore, the output sawtooth has almost 
the same amplitude as the sawtooth applied to the V2 grid. 


The sawtooth output voltage is coupled back to the junction of R; and 
К, by capacitor Cs. As capacitor C, charges, the voltage at the end 
of R, connected to C, increases. The feedback sawtooth voltage, which 
is applied to the other end of R,, rises by almost the same amount. 
If the voltages applied to both ends of R, increase by the same amount, 
the voltage across the resistor remains constant. With a constant 
voltage across R,, the current through it also remains constant. Since 
this is the charging current of C,, the charge on C, builds up at a 
linear rate and produces a linear sawtooth voltage. 


By taking the output across cathode resistor R;, instead of across Ci, 
the cathode follower acts as a buffer and impedance-matching stage 
to the following circuit. 
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In some sweep circuits it is not necessary to use an actual capacitor 
to form the sawtooth. Instead, the input capacitance of a tube can 
be used. The input capacitance of a tube can be increased by con- 
necting a feedback capacitor between the plate and grid of the tube. 
You may recall that this increase in input capacitance is called the 
Miller effect, after John M. Miller who first discovered and studied 
this effect. 


Miller also discovered that most triodes already have a large feedback 
capacitance in the form of a grid-to-plate capacitance. In tetrodes 
and pentodes, however, this con- 
trol grid-to-plate capacitance is 
decreased by the addition of the 
screen grid. Therefore, if a tet- 
rode or pentode is used in a cir- 
cuit and it is desired that the tube 
have a large input capacitance, a 
feedback capacitor must be con- 
nected between its control grid 
and plate. 





Figure 23 shows the schematic 
This standard radar display uses intensity mad- А А В 
ulatian of the crt's electran beam ta praducea diagram of a sweep circuit that 
map- atthe i e N Carp, uses the input capacitance of a 
pentode as the sawtooth-forming 
capacitor. In the figure this capacitance is shown by dashed lines 
and labeled C,. You may recall that a series RC network such as 
R,C, is called an integrator. Since C, is the input capacitance of an 
electron tube, the RC network in this circuit is called a MILLER 
INTEGRATOR. 


The output of a sweep circuit using a Miller integrator, such as the 
circuit of Figure 23, is very linear. When a negative gate pulse is 
applied to the suppressor grid of V,, the tube is cut off and its plate 
voltage is equal to E,,. There is a slightly positive voltage on the con- 
trol grid of V,. The control grid of V, does not reach a very high 
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voltage because R, is large compared to the grid-to-cathode resistance 
and therefore there is a large voltage across it. Since the tube is cut 
off there is no Miller effect and the capacitance C, is very small; that 
is, it depends only on the tube's grid-to-cathode capacitance and not 
on the tube's gain. 


The negative-going sawtooth output voltage begins at the end of the 
negative gate pulse. With the negative voltage no longer present on 
the suppressor grid, plate current increases and the plate voltage of 
V; begins to decrease. This decrease in plate voltage is coupled to the 
control grid by Cz, the feedback capacitor. 


Now, since the tube is in an amplifying condition (it produces a volt- 
age gain) C; increases due to the Miller effect. C, begins to slowly 
charge up toward the +E), voltage. As C, charges, the plate voltage 
of V, continues to decrease until the next gate pulse appears at the 
suppressor grid of V;. When the gate pulse appears, the plate voltage 
again rises to +E». However, it does not do this immediately since 
it takes a short time for C; to charge through R;. 


* Ф * 
14. in a television system or type B presentation radar system, it is very 


important that a linear sweep is used. True or False? 


15. The circuit of Figure 22 is often referred to as a (a) bootstrap circuit, 
(b) blocking oscillator. 


16. The sawtooth forming capacitance in the Figure 23 circuit is (a) the 
grid-cathode capacitance of Vj, (b) Co. 


ж ж ж 


CIRCULAR SWEEP AND RADIAL DEFLECTION 


A sweep which traces a circle on the screen of a crt is used in some 
displays. Such a sweep can display more accurate information than 
a simple linear trace. This is because the simple linear trace cannot 
be longer than the screen diameter, but the circular trace can be 
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almost as long as the screen circumference. Since the sweep ends at 
the same point on the screen where it begins, no retrace is used in the 
circular trace. 


The most common way to produce a circular trace on the screen is 
by using two pure sine waves of the same frequency. Figure 24 shows 
that these two waves must be equal in amplitude but 90° out of phase. 
The waveform at the upper left is applied to the vertical deflection 
plates of an electrostatic crt or the vertical deflection coils of an elec- 
tromagnetic crt. The waveform at the lower right is applied to the 
horizontal deflection plates of an electrostatic crt or the horizontal 
deflection coils of an electromagnetic crt. 


At the beginning of the sweep (point 1) there is no horizontal deflec- 
tion since the lower right waveform is at zero amplitude. However, 
at point 1 the vertical deflection waveform is at its maximum positive 
value. Therefore, the electron beam moves upward to the top of the 
screen. The beam is located at point 1 on the screen. 


During the first quarter-cycle of operation, the horizontal deflection 
waveform moves the spot toward the right of the screen. At the same 
time the vertical waveform moves the spot downward. Therefore, the 
electron beam passes through points 2 and 3 to point 4, and forms the 
first quarter of the circular sweep. 


During the second quarter-cycle, the horizontal deflection waveform 
passes from its maximum positive value to zero, while the vertical 
deflection waveform passes from zero to its maximum negative value. 
During this time the electron beam is deflected downward by the 
vertical deflection waveform and to the left by the horizontal deflec- 
tion waveform. The electron beam passes through points 5 and 6 to 
point 7, and forms the second quarter of the circular sweep. 


During the third and fourth quarter-cycles of operation, the vertical 
deflection waveform causes the electron beam to move from the bot- 
tom to the top of the screen, and the horizontal deflection waveform 
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causes the electron beam to move to the left and then to the right. 
Thus, the electron beam passes through points 8, 9, 10, 11, and 12 
back to point 1, its starting point. 


Crystal oscillators are often used to generate the sine waves so that 
a very precise frequency is maintained. A phase-splitting circuit is 
used to produce the required 90° phase difference between the vertical 
and horizontal waveforms. The most common phase-splitting circuit 
is a simple series RC network. Figure 25A shows such a circuit and 
Figure 25B shows the waveforms in this circuit. 


Since the circuit contains a capacitor, the circuit current leads the 
input voltage. Er is in phase with the circuit current, but Ee lags the 
circuit current by 90°. Thus, Er leads Ee by 90°. These are the two 
output voltages used to produce the circular sweep. For the amplitude 
of these two voltages to be the same, the reactance of C must be equal 
to the resistance of R. Therefore, the resistance of R is variable so 
that the circuit resistance can be made equal to the capacitive react- 
ance over a range of frequencies. The variable resistance is also used 
to make up for any changes in circuit capacitance or resistance. 


RADIAL DEFLECTION is usually used with circular sweep. There 
are two ways to produce radial deflection. One way uses special types 
of crt's. The other way uses ordinary crt's with special amplifier 
circuits. 


Two special types of crt’s are used to produce radial deflection on a 
circular sweep. One of these has a thin rod electrode which passes 
through the center of the crt screen. The rod is mounted at right 
angles to the screen. This is shown in Figure 26A. This type of tube 
is widely used for some of the radar displays described earlier in 
the lesson. 


A circular sweep is generated by applying sine waves which are 90° 
out of phase to the usual deflection system of the tube. The electron 
beam moves between the center electrode and the conductive coating 
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(second anode) on the inside of the tube’s envelope. When an input 
signal is applied to the center electrode, a radial electrostatic field 
is produced. This produces the required radial deflection. As shown 
in Figure 26A, if a single negative pulse is applied, the beam moves 
away from the center electrode. If a single positive pulse is applied, 
the beam moves in toward the center electrode. 


The other type of special crt has a greater radial deflection sensitivity. 
Figure 26B shows that this tube has two electrodes shaped something 
like cones. Actually, they are shaped like the portion of a cone left 
when its peak is cut off. The outer cone is connected to the accelerat- 
ing anode, which is at ground potential, and the input signal is applied 
to the inner cone. The electron beam traces a circular pattern by the 
usual method, and the beam moves in the space between the cones. 
When the input signal is applied to the inner cone, a radial] electro- 
static field is set up between the cones. If the input signal is positive 
the beam moves toward the inner cone. In this way the electron beam 
is deflected radially on the screen of the crt. 


Figure 27 shows the special push-pull amplifier circuits used to pro- 
duce circular sweep and radial deflection in an ordinary electrostatic 
crt. A sine wave is applied to the series RC circuit, R; and C,;. The 
voltage across capacitor C, is 90? out of phase with the voltage across 
R,. One of these two out-of-phase voltages is applied to V, and V, 
by transformer T,, and the other is applied to V4 and V, by trans- 
former T.. The impedances of transformers T, and T, are very high 
compared to those of C, and R, so that the transformer inductance 
does not affect the phase relation of the two voltages. 


The transformer secondaries provide voltages which are equal in 
amplitude but opposite in polarity for the push-pull amplifiers. Com- 
mon cathode resistor R» provides bias for V, and V, and common 
cathode resistor R, provides bias for V, and V4. The push-pull output 
of V, and V. is applied through RC coupling circuits to the vertical 
deflection plates of a crt. The push-pull output of V4 and V, is coupled 
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in the same way to the horizontal deflection plates. Thus, balanced 
horizontal and vertical deflection is provided and a circular sweep 
results. 


The screen voltages of the four amplifier tubes are the same as the 
voltage at the plate of V;. This stage serves as an amplifier for the 
input signal which produces the radial deflection. So long as no input 
signal is applied to the grid of V;, the voltage at its plate remains 
steady. Therefore, the screen voltages of tubes V,, V.,, V3, and V, 
are constant. This results in a constant amplifier gain and a circle 
is traced on the screen. 


.If a negative pulse is applied to V;, its plate current decreases and 
a smaller voltage appears across R,,. Therefore, the voltages at the 
plate of V; and the screens of the push-pull amplifiers increase. This 
increase in the screen voltages raises the gains of the push-pull am- 
plifiers, and the result is that the size of the circular trace increases 
for the duration of the negative input pulse. 


A positive input pulse has the opposite effect. The screen voltages and 
thus the gains of the push-pull amplifiers decrease. The size of the 
circular trace decreases so that an inward radial deflection takes place. 
If an alternating voltage is applied to V;, the gains of the push-pull 
amplifiers are increased and decreased alternately. The result is an al- 
ternating outward and inward radial deflection of the circular sweep. 


ж ж ж 


17. Longer traces may be obtained with circular sweep than with a linear 
sweep. True or False? 


ж ж ж 


SAWTOOTH CURRENT GENERATORS 


As mentioned before, because of the resistance and inductance in elec- 
tromagnetic deflection circuits, trapezoidal voltages are often needed 
to produce sawtooth currents. It has also been mentioned that most 
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circuits that produce a sawtooth voltage waveform can be made to 
produce a trapezoidal voltage waveform by simply placing a peaking 
resistor in series with the sawtooth-forming capacitor. However, to 
produce the high current necessary for electromagnetic deflection the 
Sweep generator is usually followed by a power amplifier. 


Figure 28 shows a typical sweep circuit used to generate a trape- 
zoidal voltage waveform and thus a sawtooth of current in the deflec- 





Television comeros incorporote sweep circuits which sweep on electron beom 
ocross the imoge focused on the comero tube. 


Courtesy IT & T Corp., Industriol Prod. Div. 


tion coils. The trapezoidal voltage output of sweep generator V, is 
coupled to power amplifier V» which supplies the required current 
to the deflection yoke. A series of trigger pulses is used to trigger 
the sweep generator. Figure 29 shows these trigger pulses, as well 
as other waveforms in the circuit of Figure 28. 


With V, held below cutoff by the —E.. supply, Cs charges through R. 
and R, toward the value of Es». Since only a small part of the capaci- 
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tor’s charge curve is used, the voltage increase across C» is fairly 
linear. This linear voltage increase is shown between times T, and 
T» of Figure 29. Since the charge current is almost constant during 
the linear increase of capacitor voltage, the voltage across R, is almost 
constant between times T; and T,. Also, R; limits the charge current 
to a low value. Therefore an almost constant low voltage is produced 
at the upper end of Re, which is positive with respect to ground. 


At time T5, a trigger pulse causes V, to conduct. The low resistance 
of the triode shunts the series circuit of C, and R.. The capacitor dis- 
charges quickly through R, and V,;. The voltage across C. decreases 
rapidly from time T; to time T}. During this discharge, a voltage 
appears across R which is opposite in polarity to that produced when 
Cə is charging. The negative voltage produced during the discharge 
of C» has greater amplitude than the positive voltage produced during 
the charge of C; This is because the discharge current is much 
greater than the charge current. 


The output voltage is the sum of the voltages across C2 and Re. Since 
the voltage across C» has a sawtooth waveform and the voltage across 
Rə is almost rectangular, the output is a trapezoidal voltage as shown 
in Figure 29. This trapezoidal voltage is applied to the V. grid of 
Figure 28 through the C;R, coupling network. Negative bias is also 
applied to the grid of V2 to keep it from going positive. 


The trapezoidal voltage is amplified by power amplifier V2, and applied 
to the deflection coils of the electromagnetic crt. In Figure 28 the 
deflection coil circuit is made up of R;, L;, and L.. When the trape- 
zoidal voltage is applied to this circuit, a sawtooth current occurs in 
deflection coils L, and L. This produces the required linear sweep. 


Figure 30 shows another example of an electromagnetic deflection cir- 
cuit. V;, T,, Co, R3, and Ry are the basic components of a blocking 
oscillator. The V, grid is connected directly to the grid of Vz, which 
serves as the discharge tube for sawtooth-forming capacitor C4. Peak- 
ing resistor R; and variable resistor Rs are in series with C4. Thus, 
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during the C, charging period electrons flow from ground through 
part of Rs, and through R; to one plate of C}. Leaving the other plate, 
electrons flow through part of the amplitude control potentiometer 
Е, їо +Е. 


During the discharge period, electrons flow from C, through R; and 
Rs to ground and back through V; to the other plate of C4. This results 
in a trapezoidal voltage across C} and R; in series, and this voltage 
is coupled through C, to the grids of V4 and V,. 


As shown, V4 and V, are operated in parallel, with their respective 
elements tied together. Two tubes operated in parallel provide larger 
currents than a single tube. R, forms the grid resistor for both grids, 
and Rs is the common resistor for both cathode circuits. In like man- 
ner, the plate currents of both tubes pass through the primary of 
transformer T. 


The T^ secondary is coupled to the coils of the deflection yoke. Resis- 
tors Rio and R; each connected in parallel with one of the deflection 
coils, reduce the voltages induced across the coils during the rapid 
changes of current. Capacitor C, absorbs the energy from the T, sec- 
ondary at the same time, thus reducing any tendency to oscillate. 


To decrease distortion of the amplifier plate current waveform, the 
charge and discharge currents of C4 are passed through a portion of 
variable resistor Ra. The upper plate of C} becomes more and more 
positive as this capacitor charges, and this positive increase is applied 
to the grids of V4 and V,. The positive swings on the grids cause the 
plate currents of these tubes to increase and cause an increase of 
voltage across resistor Rs. Although C; is employed to maintain a 
constant bias, its filtering action is not completely effective when the 
voltage changes occur at a low rate. 


As C; charges, its charge current is decreasing. At the same time the 
plate currents of V, and V, are increasing. As all of these currents 
occur through Rg, the decreasing capacitor charge current counteracts 
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the effects of the increasing plate currents, thus tending to maintain 
a constant bias. 


During the discharge of C, electrons leave this capacitor and flow 
through R4; into C;. From the lower plate of C; electrons flow to 
ground, then through V; to the upper plate of C}. This would seem 
to discharge C; as well as C3, and to some extent it does. However, 
the capacitance of C; is much greater than that of C3, and a discharge 
current of sufficient amplitude to discharge C; results in only a very 
slight change in the potential across C;. 


The slider on R, permits varying the bias voltage so that the tubes 
operate at the points on their characteristic curves which result in 
the most linear output waveform. Thus, Rg serves as a linearity 
control. 


In vacuum tube electromagnetic sweep circuits, an output power 
amplifier is needed to develop the necessary current swing in the de- 
flection coils. This power amplifier requires a certain amount of driv- 
ing voltage from the sweep generator. In transistor electromagnetic 
sweep circuits, a similar two-stage arrangement requires that a power 
transistor be used in the oscillator stage because of the power needed 
to drive the output amplifier. 


Figure 31 shows a two-stage transistor electromagnetic deflection 
system. Blocking oscillator Q,, using a power transistor, develops a 
negative-going sawtooth across C3; which is applied to the base of 
output amplifier Q. As the sawtooth at the base of Q: becomes more 
negative the collector current through deflection coils L, and Le 
increases. 


Notice that the blocking oscillator transformer T, contains three 
windings as compared to only two for the electron tube circuit of 
Figure 30. An extra winding is added to the transformer in Figure 
31 to provide a sync input. This arrangement is needed in the tran- 
sistor circuit to obtain an impedance match between the sync circuits 
and the oscillator. 
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In this circuit, a sawtooth voltage is used instead of trapezoidal volt- 
age. As mentioned before, this is necessary because of the high col- 
lector resistance of Q., aS compared to the low plate resistance of a 
triode tube. In triode vacuum tube deflection circuits both the plate 
load inductance and the plate resistance must be considered. That is, 
to obtain a sawtooth deflection current, a sawtooth voltage must be 
applied across the resistance and a rectangular voltage must be ap- 
plied across the inductance. However, since the inductance is so small 
compared to the resistance in a transistor circuit, the inductance 
may be neglected and a sawtooth of voltage produces a sawtooth of 
current. 


C, and R, of Figure 31 form a linearization network. The sawtooth 
of current flowing through emitter resistor R, tends to be concave. 
Since the voltage across R, is fed back to the base of Q, by Ry, Rs, 
and C, it adds to the sawtooth 
waveform across C} which tends 
to be convex, and produces a lin- 
ear rising voltage. This lineariza- 
tion network is especially needed 
in this sweep circuit because of 
the nonlinear characteristics 
of Q.. 





The linearity can be adjusted with 
R, the linearity control, but this 
Radar indicatars such as this incarparate radial control also affects the amplitude 
po ӨТЕМІЗ; | , of the output. Therefore, read- 
Caurtesy Radia Carparatian af America 

justment of the output amplitude 
control R, is necessary with each linearity adjustment. Frequency 
control R, controls the free running frequency of the oscillator by 

changing the base bias of Q). 


Figure 32 shows an electromagnetic deflection circuit used for much 
higher sweep frequencies than the circuits of Figures 28 and 30. In 
Figure 32, V,, T;, C,, R,, R; and R, make up a blocking oscillator 
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which controls the conduction and cutoff periods of discharge tube 
Va. The frequency is is controlled by variable resistor R,, and the 
trapezoidal voltage is formed across capacitor Ce and variable peaking 
resistor Rẹ. A trapezoidal voltage is needed because of the resistance 
in series with the deflection coils. Between the Vs plate and the C&4R, 
combination, coupling capacitor C; has a capacitance many times 
that of C, and has very little effect on the charge and discharge of Cg. 
In this way, a trapezoidal voltage is developed across the CRs com- 
bination, even though it is not connected directly to the V. plate. 


The magnitude of the negative "spike" of the trapezoidal wave de- 
pends on the setting of R,. This determines the linearity of the output 
waveform. As shown, transformer T. couples the output from ampli- 
fier tube V, to the coils of the deflection yoke. 


d ж ж 


18. The collector resistance of a transistor is generally much higher than 


the plate resistance of a triode vacuum tube. True or False? 


Ж * ж 


DAMPING TUBE 


To provide a very rapid return or flyback of the electron beam from 
the end of one sweep to the start of the next, it is necessary that the 
current decrease very rapidly in the deflection coil and in the coupling 
transformer primary and secondary. The rapid change of current 
during the return sweep period induces high voltage pulses in these 
coils. The high voltage pulses tend to throw this tuned circuit into 
momentary oscillation at its resonant frequency. 


V, of Figure 32 is called a DAMPING TUBE. It is used to prevent 
or damp undesired oscillations by drawing a heavy current during 
the portions of the oscillation which make the damping tube plate 
positive with respect to its cathode, so that the energy of these oscilla- 
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tions is absorbed by the V, circuit. Thus, the induced voltage wave- 
form is damped very rapidly so far as oscillations are concerned, and 
the coil current has the desired linear sawtooth shape. 


Deflection coil circuit oscillations occur at the beginning of the scan- 
ning interval, immediately after the end of the flyback period. As 
explained, these oscillations are due to the high voltages induced by 
the rapid change in magnetic flux at the instant the circuit current 
reverses direction. 


At this instant, the upper end of the T, secondary winding becomes 
highly positive and causes heavy conduction of damping tube V,. The 
V, conduction is not harmful to the scanning motion of the cathode 
ray tube beam because this conduction current is used for deflection 
at the beginning of the trace period. The heavier the conduction of 
the damping tube, the greater its effect and the shorter the duration 
of the oscillation. 


Even after oscillations have ceased, the damper continues to draw a 
small current for the remainder of the trace. The damping tube may 
be considered as a low resistance during conduction and an infinite 
resistance during cutoff. Although it is permissible for the damping 
diode to conduct during the trace, in order that a rapid decay of cur- 
rent may occur during retrace, the damping tube must be cut off 
during retrace to provide a high resistance. This requirement is satis- 
fied when tube V, is so connected that the induced secondary voltage 
in T; makes the V, plate negative during the retrace time. 


Diode V, has the primary function of damping the deflection coil cir- 
cuit to prevent oscillation. However, in the circuit arrangement of 
Figure 32, the energy thus acquired by the V, circuit is stored and 
used, instead of being dissipated in the form of heat. This arrange- 
ment is known as a POWER FEEDBACK or VOLTAGE BOOSTER 
circuit, and the magnetic energy in the fields of the T. secondary and 
the deflection coils is stored in capacitor Ci». 
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As explained, the sudden reversal of current at the end of the retrace 
or flyback period induces a high voltage surge in the secondary of 
transformer T.. This surge is applied to the plate of tube V, in series 
with the +E», supply voltage connected to the tap on the secondary 
winding. This increased voltage causes a current surge through V, 
to charge capacitor C, to the indicated polarity. The electron path 
is from the positive plate of Cı» through V, from cathode to plate, 
through the secondary winding to the tap, through the plate supply 
from +E», to ground and back to the negative plate of C». 


Tracing the circuit from the plate of V,, there is a path through the 
T» primary and coil L, to the positive plate of C,2, and a second path 
from the V3 screen grid through R, to R,, to the same plate о? С,.. 
Since the V, cathode connects through Rs to ground and the negative 
plate of C;» connects to ground, this capacitor serves as a dc voltage 
source for V4. Therefore, by rectifying the voltage produced across 
the T. secondary, tube V, and capacitor Cı» make use of energy that 
otherwise would be lost. 


То obtain a satisfactory sawtooth current waveform, the circuit of 
Figure 32 contains two linearity controls, coil L, and potentiometer 
Қ». Varying the adjustable iron core of L, results in changing the 
inductive reactance in the V, plate circuit, while feedback energy is 
coupled from the slider on R,» through R; and C; to the V4 grid, and 
through C, to the plate circuit of V.. Capacitor C,, is a de blocking 
capacitor which keeps dc current out of the deflection coils. 


* * ж 


19. A damping tube is used in sweep circuits to (a) prevent undesirable 
oscillations, (b) increase the power output, (c) produce a sawtooth 
sweep voltage. 
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FLYBACK HIGH VOLTAGE POWER SUPPLIES 


The main purpose of an electromagnetic sweep circuit is to provide 
the time base in a crt. However, many high-frequency sweep circuits 
are also used in high voltage power supplies at the same time, espe- 
cially in television systems. The high voltage output of these power 
supplies is applied to the second anode of the crt. Since the high volt- 
age is obtained from the high voltage pulse present at the plate of the 
output tube during flyback, this type of supply is called a FLYBACK 
POWER SUPPLY. 


Figure 33 shows a basic flyback circuit. For simplicity, the damper 
tube is not included in this figure. Here, V, is the output amplifier of 
the sweep circuit and T, is the output transformer, of which second- 
ary winding L, connects to the deflection coils. During the portion 
of the sweep period that V, is conductive, its steadily rising plate 
current produces an expanding magnetic field about primary winding 
L.. This field induces a voltage across Ly, which produces a linear 
rise of current in L, and deflection coils L; and Le. 


During the flyback interval, V, is cut off by the negative voltage on 
its control grid. Therefore the magnetic field around primary wind- 
ing L» collapses, and due to the autotransformer action a voltage is 
induced in L,. Since L, is wound with more turns than L, the induced 
voltage is very high. 


The field around the deflection coils also collapses, inducing a voltage 
which is applied to Lys. Transformer T, now serves a second purpose, 
which is to step up the voltage obtained from the deflection coils. For 
this action L; is the primary, while the secondary consists of the total 
winding, L, and L». Since the secondary contains several times as 
many turns as the primary, the peak voltage induced in the secondary 
by transformer action is equal to several times the peak voltage pro- 
duced across the deflection coils. 


The high voltage induced in L, by the Le autotransformer action and 
the voltage induced in the L, and L; windings by the action of L, are 
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added, and this voltage is applied to the rectifier tube anode. This 
voltage may be as high as 20,000 volts. 


Assume that voltage pulse E,, produced across L, and L, makes the 
upper end of L, positive with respect to the lower end of Le. Since L4 
connects to the low voltage supply positive terminal, the output of 
the +E» supply and positive pulse E, are applied series aiding to the 
plate of rectifier tube V». 


With the plate of V; positive due to these applied voltages, electrons 
flow from the filament of V.» to its plate, through L, and L, to +E 
of the low voltage supply, from 
the negative terminal of the low 
voltage supply to the lower plate 
of C,, and from the upper plate of 
C, to the filament of V2. 


When the flyback pulse causes 
V. to conduct, electron flow 
charges C, to the polarity indi- 
cated, and to a voltage almost 





In electromogneticolly deflected cothode roy 


equal to the sum of +Em and the 
pulse peak across L, and L.. That 
is, neglecting the relatively small 


tubes, the sowtooth currents in the deflection 

coils produce mognetic fields which move the 

electron beom to the proper ploces on the foce 
of the crt, 


voltage between the cathode and Courtesy Thordorson-Meissner 


plate of V», the total voltage Ec, is equal to E, + E». As indicated, 
the voltage across C, is applied to the anode of the crt. Once C, is 
charged, the voltage across it remains nearly constant, since the 
only discharge path is the high resistance circuit of the crt anode. 


At all times, the V, filament is positive with respect to ground by 
the amount of the voltage across C,. In the period between one retrace 
interval and the next, the V, plate is at approximately the same volt- 
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age as the plate of V;, since they connect through L,. At this time 
the V, filament is more positive than the plate, and the tube is non- 
conductive. 


The only time V. conducts to replenish the charge on C, is on the 
peak of the positive pulse produced across L, and L. during retrace. 
Therefore, these brief intervals are the only times V. requires filament 
power. Thus, only the rapid change of flux in T, during flyback pro- 
duces sufficient current in L} for proper operation of the V. filament. 


* ж Ф 
20. When does V; in Figure 33 conduct? 


ж ж Ф 


Figure 34 is a more complete schematic diagram of a flyback power 
supply. Here, the pentode tube V, is the deflection circuit output am- 
plifier, V. is the high voltage rectifier, V4 the damping tube, and V, 
the crt. The output transformer contains the tapped primary L, and 
secondaries L, and L}. L supplies sawtooth current through L, and 
C, to the deflection coils, while damping tube V4 prevents oscillation 
in this circuit. Tube V4 and the filter composed of C,, L;, and C; form 
the boost voltage circuit. 


Briefly reviewing the boost circuit action, when the upper end of 
winding L, is positive, the voltage across L. is applied series-aiding 
with the low-voltage supply output +E», causing conduction of V, 
so that C. is charged to the sum of these applied voltages. The voltage 
across C, is applied through L; to charge C,. The voltage across C, 
supplies the plate circuit of amplifier tube V;. 


The flyback voltage supply includes the winding Ly, rectifier tube Vo, 
and the filter consisting of Cs, Rs, and Cs. The output filter capacitor, 
indicated as C,, is formed by the capacitance between the inner and 
outer conductive coatings of crt V. As shown, R, connects to the 
internal coating which is joined to the anode inside of the tube. Thus, 
this coating serves as the positive plate, the glass envelope as the 
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dielectric, and the grounded external coating as the negative plate of 
the output filter capacitor. If the tube does not have both an inner 
and outer conductive coating, an actual capacitor is connected in place 
of Ce. 


As explained for Figure 33, during the flyback interval the rapid 
change of current in the deflection coils develops a voltage which is 
applied to winding L. of the transformer of Figure 34. As a result, 
a positive voltage pulse of high amplitude is produced across winding 
L,. Capacitor C, is connected be- 
tween the lower end of L, and 
ground so that, whenever the up- 
per end of L, is positive, the volt- 
age E,, and the voltage across C, 
are applied series-aiding to the 
circuit of rectifier tube V». The 
resulting conduction of V2 causes | 
input filter capacitor C; to charge 

to the polarity indicated. 


At this time, electron flow is from 
the filament to the plate of V», 





down through L, to the C, posi- 
tive plate, and from the negative 
plate of this capacitor to ground. 


The controls on the right side of this oscillo- 

scope control the scope's sweep circuits. The 

sweep circuits deflect the spot on the crt screen 
to produce the troce. 


Courtesy Tektronix, Inc. 
From ground the electrons flow to А 


the C; negative plate and from its positive plate to the filament of V,. 
This charges C; to the sum of the peak voltage across L, and Cj. 
Capacitor C, charges through R; to the same voltage as Cs, and thus 
the high voltage output is applied directly to the V, anode. The 
charging of C; slightly discharges C,, but since C, is much larger than 
Cs, the voltage across C, decreases very little. 


As explained for the similar arrangement of Figure 33 the filament 
voltage for V; is induced in L4 by the magnetic field of the deflection 
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transformer. Series resistor R, serves to limit the current and pre- 
vent excessive filament heating. Capacitor C; is a dc blocking capaci- 
tor which is included so that only the alternating deflection current is 
carried by the coils. Connected across V3, resistor R. conducts in 
parallel with the damping tube. This resistor provides additional 
damping action, and prevents excessive differences in potential be- 
tween the plate and cathode of V3. C, suppresses oscillations in the 
deflection coils which would otherwise cause ripples in the scanning 
pattern. 


* * * 
21. What components form the boost voltage circuit in Figure 34? 


22. C, in Figure 34 is formed by the coating on the glass envelope of V,. 
True or False? 


Figure 35 shows a transistor electromagnetic sweep circuit and fly- 
back power supply. Rectangular voltage pulses from a pulse genera- 
tor are applied to driver transistor Q;. During the trace period, for- 
ward bias (negative at the base) is applied between the base and 
emitter of the driver, and the transistor operates in a saturated con- 
dition. During retrace, the positive pulse at the driver input cuts off 
Qı. When Q; is cut off, the collapsing magnetic field around T, induces 
a voltage pulse across the primary winding of T,. After being stepped 
down in voltage, this pulse is used to cut off output transistor Qo. 


When Q^; is cut off, the magnetic field around T, collapses and the Т, 
primary circuit oscillates for one-half cycle. This produces a flyback 
pulse across the primary of T, and causes the sawtooth current in 
deflection coils Lo and L4 to increase to some maximum value. Then, 
when Q: comes out of cutoff, the deflection coil current slowly de- 
creases until the next positive driving pulse is fed to Q,. Notice that 
in this transistor circuit a rectangular voltage waveform and not a 
sawtooth waveform produces a sawtooth current in the deflection 
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coils. This is because the transistor’s collector resistance is effectively 
in parallel with the deflection coils, instead of in series with them. 


No damping diode is needed in this circuit since the transistor Q» can 
conduct a small current in the reverse direction. This provides enough 
damping to prevent the circuit from oscillating. However, the large 
flyback pulse that appears across the primary of T, when the magnetic 
field around the transformer collapses cannot be greater than the col- 
lector breakdown voltage of Q». To reduce the amplitude of this 
pulse, the L,C, network is tuned to the pulse’s third harmonic so that 
the voltage across L,C» opposes the flyback pulse at its peak. 


High voltage is obtained from transformer T;. The flyback pulse that 
appears across the primary winding of T is stepped up by T; and 
then rectified by V,. V; is usually a high-vacuum tube since most 
semiconductor diodes have too low a voltage breakdown rating to 
handle the high voltages present here. However, several semiconduc- 
tor diodes connected in series could be used in place of V.. 


Diode D, is connected so that it conducts during retrace, but does not 
conduct during the trace. Its purpose is to prevent damped oscilla- 
tions in T4 from causing ripples in the deflection coil scanning current 
during the trace. The transistors used in both the driver and output 
stage have their collectors grounded to the chassis for best heat 
conduction. 
* * * 
23. What type of voltage waveform is used in the circuit of Figure 35 to 
produce the sawtooth current in the deflection coils? 


* * * 


SUMMARY 


Cathode ray tubes are used in a great deal of electronic equipment. 
As examples, oscilloscopes, radar systems, and TV systems all incor- 
porate crt's. There are many different ways to display information 
on the face of a crt. However, almost all forms of displays require 
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sweep circuits. The sweep circuits may move the crt electron beam 
from one side to the other, from top to bottom, from center to outer 
edge, in a circle, or some combination of these motions. 


Circular sweep requires two sine waves that are 90° out of phase. 
One sine wave deflects the electron beam horizontally and the other 
sine wave deflects the beam vertically to produce a circular sweep. 
Most types of sweep require some form of sawtooth waveform. The 
electrostatic crt requires a sawtooth voltage waveform and the elec- 
tromagnetic crt requires a sawtooth current waveform. 


To produce a sawtooth current in a deflection circuit where the resist- 
ance is much greater than the inductive reactance, a sawtooth voltage 
waveform may be used if the resistance is in series with the deflection 
coils. If the large resistance is in parallel with the deflection coils a 
rectangular voltage pulse may be used to produce a sawtooth current. 
However, if the resistance is not much greater than the inductive 
reactance a trapezoidal voltage waveform must be used. 


Sawtooth voltage waveforms may be developed by slowly charging a 
capacitor through a large resistance and then quickly discharging it 
through a small resistance. Sawtooth voltage waveforms may also 
be developed by slowly discharging a capacitor through a large resist- 
ance and then quickly charging it through a small resistance. Since 
the resistance of an electron tube or transistor can be easily controlled, 
tubes and transistors are often used as either the charging or dis- 
charging resistance. 


To develop a trapezoidal waveform, a small resistor may be placed in 
series with the sawtooth-forming capacitor. The sum of the sawtooth 
voltage across the capacitor and the spike across the resistor is a 
trapezoid. 


е9 
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IMPORTANT DEFINITIONS 


CIRCULAR SWEEP—When the electron beam periodically traces a 
circle on the face of a crt. 


DAMPING TUBE—A tube that draws heavy current from the deflec- 
tion coil circuit at the beginning of the scanning jnterval, and 
thus prevents oscillations that would otherwise occur due to the 
rapid fall of deflection coil current during the flyback interval. 


DEFLECTION GENERATORS—See SWEEP CIRCUITS. 


DEFLECTION MODULATION—A way of causing an electron beam 
to display information on a crt. The information changes the 
position of (deflects) the electron beam. 


FLY BACK—See RETRACE. 


INTENSITY MODULATION—A way of causing an electron beam 
to display information on a crt. The information changes the 
strength (intensity) of the electron beam causing it to show up 
brighter or dimmer on the screen. 


LINEARIZATION—[lin i er igh ZAY sh’n]—The use of special cir- 
cuits in a sweep generator to improve the linearity of the saw- 
tooth output. 


RADIAL DEFLECTION—wWhen the crt electron beam starts at the 
center of the screen and moves toward the outer edge. 


RETRACE—The action that occurs when the electron beam “snaps” 
back to the beginning of a trace, or the portion of a sawtooth 
waveform that causes this action. Also called FLYBACK. 


SAWTOOTH—The waveform of a voltage or current that slowly rises 
from a minimum value to a maximum value and then quickly 
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IMPORTANT DEFINITIONS—(Cont’d) 


drops back to its minimum value, or that slowly falls from a 
maximum value to a minimum value and then quickly increases 
to its maximum value. A series of these waveforms looks like 
the teeth of a wood saw. 


SCANNING—A periodic movement of the electron beam in a crt. 


SWEEP CIRCUITS Circuits that produce the voltage (in electro- 
static deflection) or current (in electromagnetic deflection) 
which, in turn, cause movement of the electron beam in a crt. 
Also called DEFLECTION GENERATORS. 


TRACE-—The pattern that the electron beam produces on the face of 
a crt, or the slowly rising or falling portion of a sawtooth wave- 
form that occurs at the same time a pattern is being traced on 
the ert. 


TRAPEZOIDAL WAVEFORM—l[trap i ZOY d’1]—A waveform in 
which a rectangular waveform is added to a sawtooth waveform 
so that the sawtooth effectively is riding on the top of the rec- 
tangular pulse. 
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PRACTICE EXERCISE SOLUTIONS 


False—The sawtooth sweep voltage is usually applied to the 
horizontal deflection plates of the crt. 


True 

True 

(b) Vi 

(c) square wave 

(b) trapezoidal 

False—Gas tube sweep generators are free-running. 
(b) push-pull amplifier. 

True 


False—Blocking oscillators are free-running and produce con- 
tinuous sawtooth pulses. 


(b) Ө, is cut off. 

(c) a discharge tube. 

(a) monostable multivibrator. 

True 

(a) bootstrap circuit. 

(a) the grid-cathode capacitance of Vj. 


True 
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PRACTICE EXERCISE SOLUTIONS—(Cont’d) 


True 

(a) prevent undesirable oscillations. 

During the flyback interval, when V, is cut off. 
C,, Ls and Cz. 

True 


A rectangular voltage waveform is used. 
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in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 

When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 
Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 

Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: A part of a human leg is the 

B E (A) wrist. (B) knee. (C) elbow. (D) shoulder. 
C 

DE] 


If the echo received by a radar receiver causes the crt trace to become brighter, the crt 
(A) is intensity modulated. (B) is deflection modulated. (C) uses A-type scan. (D) uses J-type scan. 


The VOLTAGE WAVEFORM required to produce a SAWTOOTH CURRENT IN A PURE INDUCTANCE is a 
(A) sine wave. (B) sawtooth. (C) trapezoid. (D) rectangular pulse. 


Capacitor C, of Figure 9A DISCHARGES 
(A) when a negative trigger pulse is applied to the grid of V,. (B) when V, fires. (C) through R: and the E», supply. 
(D) when Vi is cut off. 


The sawtooth-forming capacitor in the circuit of Figure 10 is 
(А) С.. (B) C. (C) Cs. (D) Cs. 


Sawtooth-forming capacitor C; in the circuit of Figure 16 continues to CHARGE as long as 
(A) V; is cut off. (B) V, is cut off. (C) V; conducts. (D) the trigger pulse lasts. 


In the sweep circuit of Figure 15, the TIME DURATION of the sweep is determined by 


(A) the value of + En. (B) the duration of the gate pulse. (C) the amplitude of the gate pulse. (D) the time constant 
of the sawtooth-forming capacitor and its series resistance. 


A constant-current pentode V. is used in the sweep circuit of Figure 18 to 
(A) decrease the firing voltage of У,. (В) increase the amplitude of the sawtooth. (C) maintain a constant current 
through V, when C, is charging. (D) improve the linearity of the sawtooth. 


When C,, in the circuit of Figure 20B first begins to charge after V, is cut off, 
(A) Cii is still discharging. (B) the voltage across Ci4 is equal to the voltage across C.. (C) C. also charges. (D) C; 
is still discharging. 


In the circuit of Figure 27 the voltage waveform applied to the series combination of С, апа В, іѕ а 
(A) sine wave. (B) rectangular pulse. (C) sawtooth. (D) trapezoid. 


In the circuit of Figure 33 the crt anode voltage is produced by charging C, 
(A) to the plate voltage of V.. (B) with deflection coil current. (C) during the intervals when V. is nonconductive. 
(D) when the flyback pulse causes V; to conduct. 
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The above photoshows a custom stereo hi-fi installation. The televisionreceiver as well as the AM/ 
FM and stereo FM receiver employs a number of oscillotor circuits. 
Courtesy Allied Rodio Corp. 
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The greater a man's knowledge of what 
has been done, the greater is his power 
of knowing what to do. 

-- Selected 


VACUUM TUBE OSCILLATORS 


Electric power is provided by the many commercial power 
companies. This power in most cases is ac power at a 
frequency of 60 cps. The power companies employ electro- 
mechanical generators, usually called alternators, to de- 
velop the ac power. In some areas 25 cycle or 50 cycle ac 
power is used. 


Electronic equipment that operates from the power line 
usually converts the ac power into dc power. The dc power 
is then applied to the various circuits in the equipment. Іп 
many cases, ac signals of some specific frequency are re- 
quired ina piece of equipment.  Electromechanical gener - 
ators, due to their size and frequency limitations, are 
usually not used. Instead, electronic signal generating 


circuits called OSCILLATORS are used. 


Electronic oscillator circuits can generate signals with fre- 
quencies ranging from a few cycles per day to more than 
30,000,000,000 cycles per second. In addition to a wide 
range of frequencies, electronic oscillators can develop 
signals with almost any desired waveshape. 


The jobs performed by oscillators in electronic equipment 
vary. Ina digital computer, oscillators develop the timing 
signals which permit the computer to perform thousands of 
operations per second. Ina TV receiver, oscillators gen- 
erate the signals which are usedto assemble the pictures on 
the TV screen. In industry, oscillators generate the ac 
power usedto solder metal parts, electronically seal plastic, 
heat treat metal, glue plywood, and the like. 


FEEDBACK OSCILLATORS 


Most electronic oscillators are basically amplifiers with 
part of the output signal fed back to the input in a particular 
manner. If this feedback signal has the proper phase and 
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amplitude, the amplifier oscillates. When oscillating, the 
circuit develops an output signal without any external input 
signal being applied to the amplifier. Of course, the am- 
plifier must be connected to a power supply. Oscillator 
circuits which operate on this principle are called FEED- 


BACK OSCILLATORS. 


Figures 1 and 2 illustrate the basic operation of a feedback 
oscillator. An input signal Ery is shown applied to an am- 
plifier in Figure 1. The amplifier increases the amplitude 
of Ery and at the same time reverses its polarity as shown 
by the output signal Eg waveshape. This polarity reversal 
or 180° phase shift is commonin many types of amplifiers. 
A feedback circuitis connected to the output of the amplifier. 
It reverses the phase of Eo and at the same time reduces 
its amplitude to produce a feedback signal Eg. Ey has the 
same amplitude and phase as En. 


In Figure 2 the feedback signal Ef is connected to the input 
of the amplifier. Since Ef has the same polarity and phase 
as Ery the amplifier continues to develop an output signal 
even when Erw is removed. The amplifier circuit is now 
oscillating. The circuit continues to develop an output sig- 
nal, or oscillate, as long as power is applied to the circuit 
from the power supply. Note again that the feedback circuit 
provides the input signal for the amplifier and that no ex- 
ternal input signal is applied to the amplifier. 


To sustain oscillations, certain conditions must be met in 
the circuit of Figure 2. First of all the feedback signal E, 
must have the proper amplitude. Secondly, the feedback 
signal Eg must have the proper phase or polarity. If both of 
these conditions are not met, oscillations will not occur. 


You might wonder just how oscillations start in a feedback 
oscillator. When power is first applied to the circuit the 
sudden increasein amplifier currentserves asa very small 
signal, which is amplified by the circuit. A portion of this 
amplified signalis fed back to the input through the feedback 
circuit. This signal is repeatedly amplified and fed back 
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until the circuit develops a full output signal. 


The circuit can also be ''started" by the minute signals de- 
veloped by electrical noise, random variations in electron 
emission, and other circuit conditions. In this case the 
noise signal is amplified and fed back to the input circuit. 
Again the signal is repeatedly amplified and fed back to the 
amplifier input. By this method the circuit develops a full 
output signal. The frequency as well as the waveshape of 
the signal is controlled by component values inthe amplifier 
and feedback circuits. 


ж ж ж 


1. Basically, what is n function of an oscillator? To yere raje 
Aah aer pau. Correr 
2. What two conditions inst be met by the feedback signal to sus- 
tain oscillations in a feedback oscillator? 7,,,, 


ме? €» EE ^ uel 
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There are many different types of oscillators. The main 
difference between them is the method used to obtain the 
feedback signals. In general, there are three basic feedback 
methods. Oscillators can be classed, according tothe feed- 
back method used, as LC oscillators, RC oscillators, and 
crystal oscillators. 


LC OSCILLATORS 


LC oscillators employ feedback networks consisting of LC 
circuits. The frequency of the signals generated by the cir- 
cuit is usually governed by the resonant frequency of the LC 
circuit. In most cases LC oscillators develop sinusoidal 
output signals. 


The simple circuit shown in Figure 3 illustrates the basic 
operationof an LC oscillator. V] operates as a conventional 
amplifier. The primary of Tj serves as the V] plate load. 
The secondary of T] provides the input or feedback signal 
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for Vj. Bias supply Ec, provides grid bias for Vj. C] 
together with the primary of Tj forms a parallel resonant 
or 'tank' circuit. 


Circuit operation begins when power is first applied. The 
sudden increase of V] plate current shock excites the tank 
circuit consisting of Cj and the Tj primary. When a tank 
or parallel LC circuit is excited, it generates a sinusoidal 


19449077 
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The signal generator shown above can be used to align AM and FM receivers. Generators of this 
type are bosically variable frequency oscillators. 


Courtesy Boonton Radio Co., 
Div. of Hewlett Packard Co. 


alternating currentatits resonant frequency. The alternating 
current is developed ina tank circuit by the interchange of 
energy between the inductor and capacitor. The charged 
capacitor discharges through the inductor, and the inductor 
then returns the energy to the capacitor. The amount of 


energy lost during each interchange depends on the circuit 
resistance. 


The alternating current in the T] primary induces an ac 
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voltage into the secondary of T]. Vj, amplifies this signal. 
The resulting alternating V] plate currentaids the action in 
the tank circuit. This feedback action continues until the 
V] alternating plate current and the tank circuit current 
become maximum. The circuit continues to oscillate as 
long as power is applied from the power supply. 


Figure 4 shows the voltage and current waveforms for the 
circuit of Figure 3. The plate current (Ip) waveform is 
shown in Figure 4A. Note that the plate voltage waveform 
(Ep) in Figure 4B is 180° out of phase with plate current. 
Remember, plate voltage and plate current are always 180° 
out of phase in a vacuum tube. Figure 4C shows the feed- 
back voltage waveform (E(). Note that the feedback voltage 
is 180? out of phase with the plate or output voltage of V]. 
This is the same relationship as shown in Figure 2. 


The inversion or phase shift between the plate voltage and 
feedback signal is provided by Tj in Figure 3. The trans- 
former secondary is connected so that as V] plate current 
increases, the grid of Vj becomes more positive, and vice 
versa. If the T] secondary leads are reversed, the phase 
of the feedback signal is changed and the circuit will not 
oscillate. The amplitude of the feedback signal is controlled 
by the turns ratio of T). 


The frequency of the signal generated by the circuit of Fig- 
ure 3 is controlled by the resonant frequency of the tank 
circuit. The approximate frequency of oscillation in an LC 
oscillator can be found by using the formula 


1 
дт \/ LC 


where f is the frequency in cycles per second at which the 
tank circuit oscillates, 
L isthe inductance of the tank circuit coil inhenries, 
C is the capacitance of the tank circuit capacitor in 
farads, and 
T is à constant number, approximately 3.1416. 


{ = 
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3. In the circuit of Figure 3 what component provides the feedback 
signal? 7, 


4. Suppose you constructan oscillator similar to the circuit of Fig- 
ure 3. If the connections tothe secondary of T; are reversed 
will the circuit oscillate? Why? Wo, The (ее фас + 5/9ra 
жәэ? бе 4409 ,.7 о) аза wi 746 өм»), ` 

5. What is the approximate frequency of oscillationin Figure 3 if 
C, is 100 pf and the T, primary inductance is . 04h? 

GO Ace 


ж ж ж 


GRID LEAK BIAS 


The oscillator shown in Figure 3 is operated Class A. Al- 
though Class A operation produces the least distortion, it 
has the poorest efficiency. To improve efficiency the circuit 
of Figure 3 could be operated Class B or C. For Class B 
operation the bias is increased to the cutoff point and for 
Class C operation the bias is increased to beyond cutoff. 


The fixed bias arrangement shown in Figure 3 is not nor- 
mally used for Class Bor C oscillator operation. One rea- 
son is that if Egg is increased to provide Class B or C op- 
eration, V] is normally cut off. When power is applied 
there can be no sudden increase of plate current to start 
the circuit operation. The oscillator circuit thus would not 
be "self starting". An external input signal would have to 
be momentarily applied to start the circuit oscillating. 


Most vacuum tube LC oscillators employ a special type of 
bias called GRID LEAK BIAS. This type of bias permits 
the circuit to be self starting even when Class C operation 
is used. Figure 5 shows the circuit of Figure 3 using grid 
leak bias. C2 and Rj form the grid leak bias network. 


With the grid leak bias arrangement shown in Figure 5, 
there is no bias on Vj when power is first applied. Asa 
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result, the sudden increase of Vj plate current starts the 
oscillating action. The grid of Vj is driven positive by each 
positive alternation of the feedback voltage supplied by the T, 
secondary. Grid current flows whenever the grid in a vac- 
uum tube is driven positive. Some of this grid current is 
carried by C5 and the secondary of Tj, and charges C? to 
the polarity shown in Figure 6A. Notice that C2 is negative 
at the grid end. As the feedback signal goes through its 


r, 


| 


^ е 
= SS — 
= | 





In a dielectric heater, an oscillator, usually on LC oscillator, is used to generate a high frequency 
signal which in turn is used to heot vorious materials. The above photo shows the oscillotor section 


of a 50 KW dielectric heoter. 
Courtesy Industron Corp. 


negative alternation, C5 discharges through Rj as shown in 
Figure 6B. The Cz discharge current makes the grid end 
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of R] negative and the cathode end positive. The voltage 
developed across R] is the grid bias for V]. 


The RjC2 time constant is made long so the voltage across 
Rj; does not get a chance to decrease to any great extent 
before the next positive alternation of the feedback voltage 
comes along and recharges it. By properly choosing the 
values of Rj and C5, either Class B or C operation can be 
obtained. In most cases Class C operation is employed due 
to its high efficiency. 


The grid leak bias arrangement of Figure 5 is referred to 
as SHUNT TYPE GRID LEAK BIAS. This name comes from 
the fact that the grid leak resistor R] is in shunt or parallel 
with the tube grid-cathode circuit. The grid leak bias net- 
work can also be arrangedas shown in Figure 7. Note here 
that the gridleak bias resistor and capacitor are in parallel. 
However, the grid leak bias resistor Rj is in series with 
the Vj grid cathode circuit. This arrangement is referred 
to as SERIES TYPE GRID LEAK BIAS. With similar com- 
ponent values, series grid leak bias develops a higher bias 
voltage than shunt grid leak bias. 


ж ж ж 


6. For the most efficient operation an oscillator should be operated 
(a) Class A, (b) Class B, (c) Class AB, (d) Class С. 


7. When does the grid leak bias eae an Figure 5 charge? 
urne Sie fos Le M v^ aw a She cycle . 
8. The grid leak bias network shown in Figure 9 is referred to as 
series grid leak bias. True or False? 
me TT 


* * * 


The oscillator circuit shownin Figure 7 is sometimes called 
a TICKLER COIL OSCILLATORor ARMSTRONG OSCILLA- 
TOR. The T] secondary and C, form the tank circuit. V] 
conducts in pulses, at a frequency determined by the tank 
circuit. The plate current pulses are coupled by T] to the 
grid tank circuit to maintain oscillations. 
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The tickler coilor Armstrong oscillator of Figure 7has sev- 
eraldisadvantages. The most important disadvantage is that 
it has an upper frequency limit around 50 mc (50,000,000 cps) 
due to the capacitive effects of the feedback transformer. 


HARTLEY OSCILLATORS 


Feedback can also be obtained by using a tapped coil in the 
tank circuit. An oscillator circuit that uses this arrange- 


ment is referred to as a HARTLEY OSCILLATOR. 


Figure 8 shows one type of Hartley oscillator employing the 
tapped tank circuit coil. Vj, operates as a conventional 
amplifier. Grid leak bias is provided by К] апа С. L] 
and C, form the LC tank circuit. The frequency of oscilla- 
tion is approximately equal to the resonant frequency of Lj 
апа Су. Notice in Figure 8 that the plate supply Epp corn- 
nects to the tap on Lj. C3 is a bypass capacitor that places 
the tap on Lj at signal ground. 


Due to the grid leak bias arrangement there is no bias on V| 
when power is first applied. Thus the circuit IS SELF 
STARTING. The sudden increase of Vj plate current when 
power is applied shock excites the ІГ.1С) tank circuit. This 
causes a pulse of alternating current in the tank Circuit. 
The bottom of Lj connects through C3 to the Vj grid. The 
tap on L, is connected through C3 to ground, and to the 
cathode of Vj. Thus, the ac voltage across the B part of 
tank coil L} is applied to the grid-cathode circuit of Vj. V] 
amplifies this feedback voltage. The resultant Vi plate 
current aids the action in the L4C, tank circuit. This feed- 
back action continues until the tank circuit alternating cur- 
rent reaches its maximum value. At the same time the Vj 
grid leak bias increases until Vj is operating CLASS C. 


With Vj operating Class C its plate current consists of very 
short pulses which restore any energy lost in the tank cir- 
cuit. Due to the tank circuit action, however, the L1C1 
current as well as the voltage across Lj and Cj has a si- 
nusoidal waveshape. 
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9. An oscillator circuit widely used in broadcast AM radio re- 
ceivers employs atapped tank circuit coil. What is the name 
of this oscillator circuit? Ha Hey 


10. In Figure 8, where is the feedback voltage developed? 
iW The @ peri eS li 
11. Suppose the oscillator of Figure 8 is used to generate ac sig- 
nals for test purposes. To provide a numberof different test 
signals the oscillator frequency must be varied. Which com- 
ponents in Figure 8 can be adjusted to vary the frequency? 


Li YC, 
ж ж Ж 


There are a number of methods of obtaining an output signal 
from an oscillator. Capacitor C4 connected to the plate of 
Vj, in Figure 8 is one method. Another method is to use a 
coil inductively coupled to the tank coil. 


Care must be taken when an output signal is taken from an 
oscillator. If too much energy is removed the circuit may 
become unstable. Asa result the frequency of oscillation 
can change and the circuit may even stop oscillating. To 
eliminate this loading problem, a small signalis taken from 
an oscillator and then amplified before it is applied to the 
load. Amplifiers used for this purpose areusually referred 


to as BUFFERS. 


In the Hartley oscillator of Figure 8, dc plate current flows 
through the top section of Lj. An arrangement such as this 
where dc plate current flows through part or all of the tank 
circuit is referred to as a SERIES FED OSCILLATOR. 


Figure 9 shows another type of Hartley oscillator. Lj is 
the tapped tank coil. Lj and Cj form the tank circuit which 
controls the frequency of oscillation. C] is made variable 
in this circuit so the oscillation frequency can be changed. 
If desired, Lj could be made variable and Cj could be a 
fixed capacitance. C3 and R] form a series grid leak bias 
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network. The output signal appears across Lo, which is 
inductively coupled to Г]. 


In this circuit the tap on Lj is connected directly to ground 
and the Vj cathode. The plate of Vj is connected to the top 
of Lj through C2. C2 has a very low reactance at the oper- 
ating frequency, so from an ac standpoint the top of L] is 
connected to the V) plate. Actually the circuits of Figures 
8 апа 9 аге identical from an 
ac or signal standpoint. In 
Figure 9, however, the plate 
of Vj is connected to the plate 
supply Epp through the radio 
frequency choke (RFC). This 
coil has a high reactance at 
the operating frequency. This 
prevents shorting the plate of 
V} to ground through the power 
supply at signal frequencies. 





The miniature triade shown above is designed The circuit of Figure 9 oper- 


for use as an oscillator in TV tuners. ates exactly like the circuit of 
Courtesy General Electric Co. ; h M" 
Receiving Tube Dept. Figure 8. When power 15 


first applied the sudden in- 
crease of Vj plate currentis coupledthrough Сә tothe L1Cj 
tank. This shock excites the tank circuit. The ac voltage 
across the B section of Lj] is the feedback signal which is 
fed to the grid-cathode circuit of Vj. V] amplifies the feed- 
back signal to aid the tank circuit action. At the same time 
the grid leak bias builds up and Vj operates Class C. 


The dc plate currentin Figure 9 flows throughthe r-f choke 
and not the tank circuit. As a result, the Hartley oscillator 
of Figure 9 is referred to as a SHUNT FED OSCILLATOR. 
An advantage of the shunt fed oscillator is that adjustments 
may be made on the tank circuit without coming in contact 
with the plate supply. This is not so in the series fed ar- 
rangement of Figure 8, where the tank circuit is "hot", and 
at the high supply voltages used in some high power oscil- 
lators, can be dangerous to touch. 
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12. Does Ly in Figure 9 carry the V} dc plate current? Д/о 


13. Would you use a series fed or would you use a shunt fed Hart- 
ley oscillator if you did not want the tank circuit to carry the 
dc plate current? Fo ў Е 


ж ж ж 
COLPITTS OSCILLATORS 


An oscillator circuit similar to the Hartley oscillator is 
shown in Figure 10. This circuit does not employ a tapped 
tank coil. However, two tank capacitors are used to give 
the effect of a tapped tank capacitor. This tapped tank ca- 
pacitor is the distinguishing feature of the COLPITTS OS- 
CILLATOR. 


C1, C2 and L; form the tank circuit in Figure 10. Shunt 
grid leak bias is provided by R,; апа Сз. The r-f choke 
supplies dc tothe plate of V]. The tank circuitis connected 
to the V plate through C4, and thus, no dc plate current is 
carried by the tank circuit components. As a result the 
Colpitts oscillator of Figure 10 is a shunt fed oscillator. 


The operation of the Colpitts oscillator of Figure10 is sim- 
ilar to the operationof a Hartley oscillator. When power is 
first applied to the circuit, the sudden increase of V plate 
current shock excites the L], C] and C> tank circuit. Тһе 
ac voltage that appears across C5 is applied to the V4 grid- 
cathode circuit. Vj amplifies this feedback signal. The 
resultant V] plate current pulses sustain the oscillations in 
the tank circuit. As the oscillations build up to their max- 
imum amplitude, the grid leak bias on Vj increases until 
V1 operates Class C. 


In the Colpitts oscillator the ratio of C, to C5 determines 
the amplitude ofthe feedback signal. On the other hand, the 
position of the tap determines the feedback signal amplitude 
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in the Hartley oscillator. The output signal can be obtained 
from the circuit with a capacitor connected to the plate of 
Vj or by using a coil inductively coupled to L]. 


ж ж ж 


14. What is the distinguishing feature of a Colpitts oscillator ? 
he ж - tahk оо 
15. The feedback’signal is developed atross (a) C,, (b) C2, (c) C4 
in the circuit of Figure 10. ----- 


16. Thecircuit of Figure 10 isa (a) shunt, (b) series fed oscillator. 
n тты 
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As the operating frequency in a vacuum tube circuit in- 
creases, the reactance of the tube interelectrode capacitance 
becomes important. This capacitance plus other effects in 
the tube limit the maximum operating frequency. The inter- 
electrode capacitance can be put to use in a high frequency 
oscillator similar to the Colpitts oscillator. Figure ll 
shows such anoscillator called an ULTRAUDION OSCILLA- 
TOR. The plate-cathode capacitance Cpk and grid-cathode 
Capacitance Cp; of the tube form the tapped tank capacitance. 
Cj is included in Figure 11 to permit the tank circuit to be 
tuned to the desired frequency. C3 and Rj form the shunt 
grid leak bias network. C2 couples the plate of Vj to the 
tank circuit. 


Aside from the fact that the tapped tank circuit capacitance 
is the tube interelectrode capacitance, the ultraudion oscil- 
lator operates exactly likethe Colpitts oscillator. As men- 
tioned earlier it is used inhigh frequency applications where 
the tube capacitance is high enough to provide the desired 
feedback. This type of oscillator is often used in the tuner 
circuits of TV receivers. 


ж ж ж 


17. Which oscillator circuit is sometimes used in TV receiver 
tuners and other high frequency circuits? +} « 4 tro da » 


see. 
esc lazy, 
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18. In the circuit of Figure 11, the feedback signal is developed 
across (a) Су, (Ы) Сз, (c) Сек, (а) Cok: 


Ж * ж 


TUNED PLATE TUNED GRID OSCILLATORS 


Another basic type of oscillator is the TUNED PLATE 
TUNED GRID (TPTG) OSCILLATOR shown in Figure 12. 
This circuitis basically an amplifier circuit with tuned cir- 
cuits in both the plate and grid circuits. The two tuned cir- 
cuits are not inductively coupled together. However, feed- 
back is provided by the Vj grid-plate Capacitance, Сор» 
which couples the plate circuit to the grid circuit. Series 
grid leak bias is provided by Ку апа С». 


The operation of this circuit is in many ways similar to the 
operation of a Colpitts or Hartley oscillator. When power 
is applied the sudden increase of Vj plate current shock 
excites the C3L2 tank circuit in the plate circuit of Vije 
The grid-plate capacitance Сор of the tube couples energy 
from the plate tank circuit back to the CıLı grid tank cir- 
cuit. The ac voltage in the grid tank circuit is amplified by 
V] and aids the action in the C4L plate tank circuit. This 
action continues until the oscillating current in the plate 
tank circuit reaches its maximum value. At the same time 
the grid leak bias on Vj increases until Vj operates Class C. 


Like the ultraudion oscillator, the TPTG oscillator is used 
at higher frequencies where the grid-plate Capacitance is 
large enough to sustain oscillations. The frequency of os- 
cillation is slightly less than the resonant frequency of the 
plate and grid tank circuits. Therefore the tank circuits 
appear slightly inductive at the operating frequency. 


ж ж ж 


19. What component provides feedback in the oscillator circuit of 


Figure 12? Cop. 
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a cs 


20. What type of grid leak bias is used in the circuit of Figure 12? 


Sent 
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CRYSTAL OSCILLATORS 


In many applications, high frequency stability and accuracy 
of oscillation frequency are required. For example, the 
frequencies of broadcast radioand TV stations must be very 
exact and stable. The LC oscillators shown earlier are not 
stable-enough for applications such as these. Temperature 
changes, component and tube aging, mechanical vibration, 
etc. can change the frequency of an LC oscillator more than 
is permitted. A CRYSTAL OSCILLATOR can be used for 
better stability and more precise control of frequency than 
is possible with LC oscillators. 


A crystal oscillator is a special circuit which employs the 
electromechanical oscillation properties of certain crystals 
such as quartz, tourmaline, and Rochelle salts to controlthe 
oscillator frequency. Of the three crystal types, quartz is 
the most widely used in oscillator circuits. 


The crystal used in a crystal oscillator is a thin slab cut 
from a natural or man made crystal. If the crystal slab is 
placed under mechanical strain, electric charges appear on 
its opposite faces. Also, when electric charges are applied 
to its opposite faces, the crystal slab tends to bend or warp. 
This is referred to as the PIEZOELECTRIC EFFECT. 


In a crystal oscillator, voltage is applied across the crystal 
element. If the frequency of this voltage is close to the 
mechanical resonant frequency of the crystal, large amplitude 
oscillations can occur. As a result of these mechanical 
movements, the crystal develops an ac voltage with a fre- 
quency equal to the mechanical resonant frequency of the 
crystal. The crystal slabis usually held in acase or holder 
as shown in Figure 13. The crystalelement is held between 
two metal plates. The plates provide anelectric connection 
to the crystal through the pins. A spring presses the metal 
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plates against the crystal. 


Figure 14 shows the basic circuit of a crystal controlled 
oscillator. The symbol labeled Y, is used to represent the 
crystal. Actually, the circuit is very similar to the tuned 
plate tuned grid oscillator. 
The crystalin the grid circuit 
acts as a grid tank circuit. 
Cj and Lj form the plate tank 
circuit. The grid-plate ca- 
pacitance Cgp provides feed- 
back from the plate circuit to 
the grid circuit. The output 
signal is taken from the plate 
of Vj through C2. Ry is the 
grid load resistor. 


When power is first applied to 
the circuit of Figure 14, the 
sudden increase in Vj plate 
current shock excites the Сү 
plate tank circuit. The values 
of Lj and Cj are chosen so 





i - Crystal plates for use in crystol controlled 
their resonant frequency is oscillators are cut from crystals such as the 


slightly highe r than the me- one shown above. 


| Courtesy North American Philips Co., Inc. 
chanical resonant frequency of 


the crystal. The ac voltage in the L C, tank circuit is fed 
back to the crystal through Сор. This voltage causes the 
crystal to oscillate or vibrate. The crystal vibrations de- 
velopan alternating voltage which appears across the crystal. 
This feedback signal is amplified by V], and the amplified 
signal reinforces the oscillations in the L)C, tank. This 
process continues until the oscillations reach their maxi- 
mum amplitude. The frequency of oscillation is changed by 
changing the crystal. 


It may appear as though no bias is provided in the crystal 
oscillator of Figure 14. However, the capacitance provided 
by the crystalholder assembly together with R) formsa grid 
leak bias network which develops a bias voltage across R]. 


[2 
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21. Describe in your own words the piezoelectric effect. Whey 


ex 
} or 22 
қаба 7 о)» x % s 


PL E. 


23; "How y) you change the frequency of oscillation in Figure 14? 


e UA Wei mg ^4 Pn х 


To provide a very high natural resonant frequency, a crystal 
must be very thin. This inverse relationship between fre- 
quency and crystal thickness limits the maximum natural 
resonant frequency, as a very thin crystal is very fragile. 
Higher operating frequencies are obtained by having the 
crystal vibrate at a harmonic of its natural resonant fre- 
quency. For example, a crystal with a fundamental fre- 
quency of 6 mc could be operated at its second harmonic 
(12 mc) or its third harmonic (18 mc). Crystals designed 
to operate at harmonics of their natural resonant frequen- 


cies are referred to as OVERTONE CRYSTALS. 


The amplitude at which a crystal vibrates depends on the 
voltage fed back to it. Ifthe feedback voltage is too large 
the vibrations may be large enough to crack the crystal. 
Tetrode and pentode tubes have small interelectrode ca- 
pacitances, and thus may be used to provide safe, low 
amounts of feedback voltage. 


The plate tank circuitin a crystaloscillator isusually tuned 
to a frequency slightly higher than the crystal frequency. 
This makes the plate tank circuit appear inductive at the 
crystal frequency and makes the oscillator stable. If this 
is not done oscillations will stop when a loadis connected to 
the circuit. 


ж ж ж 


24. What is an overtone crystal? 7 OCrys “a i 3 


ги ? . s 4 cr 4 
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23. How is bias developed in Fig re 14? - (€ eee 2. 
7^ e um , ot 2 Ж, ys Р a ^ ^73 Ж 
Е J Js / : 4 
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25. Would the feedback voltage in Figure 14 be reduced if a Босае 
were substituted for V1? Why? pes Ре E 


= (го Е al 
Рас) осел цу be reduces f 
26. To what frequency would, yon зола; Lj and Cy of Figure 14? 
A 1 tps oter Shan Thai of Jka 
ж ж Я ж Crys "a / 


Temperature has an effect on the frequency of a crystal 
oscillator. The exact effect depends largely on how the slab 
was cut from the raw or mother crystal. There are many 
different types of "crystal cuts". The crystal cut refers to 
the angle of the slab with respect to the crystal axis. 


The fractional change in frequency per unit change of tem- 
perature is called the TEMPERATURE COEFFICIENT. An 
X-cut crystal has a negative coefficient. Thus, as temper- 
ature increases, the frequency of the crystal decreases, 
and vice versa. A Y-cut crystal has a positive temperature 
coefficient. As temperature increases, the frequency of the 
crystal increases, and vice versa. Another cut known as 
the GT cut has a zero temperature coefficient overa certain 
temperature range. The frequency of this crystal will not 
change as the temperature changes. 


To eliminate frequency changes due totemperature changes, 
the crystal is often placed in a special heating unit called a 
"crystal oven". The crystal oven maintains the crystal at a 
constant temperature. 


* | * * 


27. Whichcrystal cut would you use for an oscillator in a broadcast 
transmitter where the frequency must remain constant despite 
temperature changes? ,-- col. 


ж ж ж 
ELECTRON COUPLED OSCILLATORS 


When a load is connected toan oscillator circuit it removes 
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energy from the circuit. Also, the inductance and capaci- 
tance of the load can change the oscillator frequency. The 
effects are more pronounced with an LC oscillator than with 
a crystal oscillator. However, loading still has some effect 
on crystal oscillator frequency. To reduce the undesirable 
loading effects, the oscillator can be operated as an ELEC- 


TRON COUPLED OSCILLATOR (ECO). 


Figure 15 shows an electron coupled Hartley oscillator. In 
an electron coupled oscillator the only coupling between the 
load and the oscillator is through the electron stream of the 
tube. L] is the familiar tapped tank coil. C] and L] de- 
termine the frequency of oscillation. C5 and Rj form the 
grid leak bias network. 


Notice that the screen grid of V] is connected to the plate 
supply +Epp through the r-f choke and R2. R2 serves as a 
screendropping resistor and Cg is a screen bypass capacitor 
which places the bottom end ofthe r-fchoke at signal ground. 
The r-f choke has a high reactance at the operating іге- 
quency. As a result, the screen voltage of Vj can vary with 
changes in signal, and thus the screen of Vj serves as a 
plate. To identify its function as an oscillator plate, and 
still distinguish it from the regular plate of the tube, the 
screen is often referred to as the "oscillator anode" ina 
circuit of this type. 


Actually, the screen grid, control grid and cathode of Vj 
act like a triode. C3 is the feedback capacitor which sup- 
plies a feedback signal from the screen or anode circuit of 
Vj) back to the grid circuit. Neglecting the plate circuit for 
the moment, the components connected to the screen, con- 
trol grid and cathode form a shunt fed Hartley oscillator 
like the circuit of Figure 9. 


Since the screen is a fine wire, it captures only a part of 
the electrons emitted from the cathode. The rest of the 
electrons pass through the screen to the plate of Vj. The 
V screen current is in the form of pulses at the frequency 
of the L,C, tank circuit. The V] plate current pulses sup- 
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ply energy to the C4L. tank circuit which in turn supplies 
power to the load. 


The advantage of the electron coupled oscillator is that it is 
connected to the load only through the tube electron stream. 
This prevents the load from having a direct effect on the 





The above photo shows a 10 KW sterea FM tronsmitter. The oscillotor circuits which develop the 
carrier signal are locoted in the right hand cabinet. 


Caurtesy Radia Carparatian of America 
Braadcast and Cammunicatians Praducts Divisian 


operation ofthe oscillator circuit. Another advantage of the 
electron coupled oscillator is that changes in plate voltage 
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will not affectthe oscillator frequency. Therefore, the fre- 
quency will remain relatively constant despite power supply 
variations. 


28. What basic oscillator circuit is used to form the electron 
coupled oscillator of Figure 15? WA M. 


29. The plate of V, in Figure 15 is the oscillator circuit anode. 
True or False? 


30. How is the load coupled tothe oscillator circuit in Figure 15? 


s = 
^: 
a is 
m w^ 
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Figure 16 shows the circuit of another electron coupled 
Hartley oscillator. The Hartley oscillator in this circuit is 
a series fed oscillator which is slightly different from the 
one shown in Figure 8. The operation of this circuit is, 
however, the same as that of Figure 8. Notice that the 
cathode of Vj is connected to the tap on Lj. Asa result, 
plate current flows through the bottom half of L]. The feed- 
back signal is developed across the top half of Lj. 


The screen of V] serves as the oscillator anode and is 
placed at signal ground by bypass capacitor Cg. Because 
the cathode is not grounded, energy is not fed back from 
the screen circuit to the grid circuit. The pulses of V] 
cathode current provide the feedback which excites the L)C] 
tank circuit. 


Figure 17 shows a crystal controlled electron coupled oscil- 
lator circuit. The screengrid of V, serves asthe oscillator 
anode. The frequency of oscillation is controlled by Yj. 
The interelectrode capacitances of tetrodes and pentodes 
are quite low. As a result, Cj is employed to provide 
enough feedback voltage to make the crystal vibrate. This 
circuit is called the modified Pierce oscillator. 
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31. The electron coupled oscillator in Figure 16 is (a) series fed, 
(b) shunt fed, 


32. What component provides feedback in the circuit of Figure 17? 
е, 


ж ж ж 
FREQUENCY STABILITY 


In many applications the frequency of an oscillator must be 
kept constant. Examples of this are the oscillators used to 
develop the carriers for radio and TV stations. No oscilla- 
tor, even a crystal oscillator, is perfectly stable. Changes 
in oscillator frequency are caused by changes in circuit 
component values, changes in tube characteristics, and 
changes in the mechanical arrangement of components. 


Changes inoscillator frequency due to mechanical movement 
of components can be reduced by mounting all components 
firmly. If vibrationis present, such as would be ina missile, 
the whole oscillator assemblyis shock mounted. Tempera- 
ture control also prevents movement of components due to 
expansion and contraction. 


By providing regulated supply voltages, changes in tube 
characteristics can be reduced. The effects of changes in 
interelectrode capacitance can be reduced by employing 
large capacitors in the tank circuit. With this arrangement, 
the interelectrode capacitance of the tube is only a small 
part of the total tank circuit capacitance. 


Changes of component values are usually caused by tem- 
perature changes.  Regulating the oscillator circuit tem- 
perature reduces these changes considerably. Changes in 
component values can also be reduced by using temperature 
compensating capacitors. These capacitors change their 
capacitance with temperature to offset the other changes in 
component values. 
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The frequency stability of an LC oscillator also depends on 
the loaded Q of the tank circuit. This is particularly true 
of oscillators which must deliver power to a load. The 
loaded Q of the tank circuit is written as Q[, and isthe figure 
of merit of the tank circuitunder operating conditions. The 
higher the QL, the greater the oscillator stability. Qy, is 
found by dividing the impedance connected across the tank 
circuit by the reactance of either the tank circuit inductor 
or the capacitor at the operating resonant frequency. 


От, = 





X 


where Q,is the loaded Q of the tank circuit, 
21,15 the load impedance connected in parallel with 
the tank circuit, and 
X is the reactance of either thetank circuit inductor 
or capacitor at the operating resonant frequency. 


To obtain a large Qj, the load impedance should be much 
larger thanthe reactance of the inductor or capacitor. Since 
Xz, is equal to 2nfL, the inductive reactance will be small 
if a coil with a low inductance is used. Since Xç = әс. 
the capacitive reactance will be small if a large capacitor 
is used. Thus, a tank circuit with a small L and a large C 
has a high Q;,. Asa result, the frequency stability of an 
oscillator is high when its tank circuit has a low L/C ratio. 


ж ж ж 


33. Нап oscillator circuit has large tank circuit capacitors, would 
you have tobe careful about changing tubes so as not to change 
the oscillator frequency? //ж 


34. For good frequency stability an oscillator tank circuit should 
have (a) a 1 C ratio, (b) a high L/C ratio, (c) a low value 
of tank circuit capacitance. 
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RC OSCILLATORS 


RC oscillators employ resistors and capacitors in their 
feedback networks. As in LC oscillators, the feedback net- 
work in an RC oscillator must provide a feedback signal of 
the proper phase and amplitude to sustain oscillations. In 
most cases RC oscillators are used to develop signals in the 
low frequency range, below about 100 kc. LC oscillators on 
the other hand are used to develop higher frequency signals. 


PHASE SHIFT OSCILLATORS 


One of the simplest RC oscillators is the PHASE SHIFT 
OSCILLATOR shown in Figure 18. V] operates as a con- 
ventional amplifier. Ед апа Сд provide cathode bias. Кс 
is a screen dropping resistor and Cs is a screen bypass 
capacitor. Rg is the plate load 
resistor and Cg couples the 
output signal from the Vj 
plate. Feedback from the 
plate of Vj back to its grid is 
provided by CjRj, С?2К2 апа 
C3R3. 


Fora moment refer back to the 
block diagrams of Figures 1 
and 2. Note thatthe amplifier This variable frequency ascillatar, VFO, is 
. o . used ta generate the carrier signals for an 
provides I 180 phase shift amateur radio transmitter. High frequency 
between its input and output stability is obtained by careful canstructian 
signals . The feedback network techniques, high quality camponents, and the 
Е use af temperature campensating camponents. 
shifts the phase of the feed- Caurtesy Natianal Radia Campany, Inc. 
back signal so it is in phase 


with the input signal, thus causing the amplifier to oscillate. 





In the circuit of Figure 18, the voltage at the plate of Vj is 
180° outof phase withthe signal atits grid. You may recall 
that the voltage across a resistorin a series RC network is 
out of phase with the supply voltage. In Figure 18, Rj and 
Cj are in series with the plate of Vj. The values of R] and 
C, are chosen so the voltage across R; is 60? out of phase 
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with the Vj plate voltage at the oscillator frequency. This 
voltage is applied to the series combination of C2 and R2. 
The values of R2 and C2 are chosen so the voltage across 
R> is 60° out of phase with the voltage across R] at the 
oscillator frequency. The values of C3 and R3 are also 
chosen to provide a 60° phase shift. 


Since each series RC circuit is designed to ptovide a 60° 
phase shift at the oscillator frequency, the voltage applied 
to the grid of Vj is the plate voltage of Vj shifted 60? * 60° + 
60°, or 180°. The Vj plate voltage is 180? out of phase 
with its grid voltage. With the 180° phase shift provided by 
the RC feedback network, the feedback signal applied to the 
Vi grid is 180° + 180° = 360° or in phase with the grid 
voltage. Thus, oscillations occur. 


The phase shift oscillator shown in Figure 18 produces a 
Sinusoidal output signal. The frequency of oscillation is 
determined by the values in the C1Rj, C2R?2 and C3R3 net- 
works. Since each RC network provides the same phase 
shift, all the capacitors have the same value and all the re- 
sistors have the same value. 


The LC oscillators described earlier used grid leak bias to 
provide Class C operation. A normal Class C amplifier 
produces the most distortion even though it has the highest 
efficiency. Due to the characteristics of the tank circuit an 
LC oscillator develops a sinusoidal output waveshape with 
low distortion even though the tube operates Class C. 


Class A operation is used in the phase shift oscillator of 
Figure 18 to obtain a sinusoidal output waveshape with low 
distortion. This is because there is no LC tank circuit to 
correct distortion in the phase shift oscillator. 


The frequency of the phase shift oscillator of Figure 18 can 
be changed by changing the values ofall the resistors or 
capacitors inthe feedback circuit. The phase shift oscillator 
is often used for fixed frequency applications. 
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35. Aphase shift oscillator is normally used in very high frequency 
applications. True or False? 


36. How many degrees of phase shiftare provided by C4 and R, in 
the circuit of Figure 18? Lo? 


37. What is the function of R4 and C4 in Figure 18? Зо р а 


Е. 
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WEIN BRIDGE OSCILLATORS 


* ж 


Another widely used RC oscillator is the WEIN BRIDGE 
OSCILLATOR. This oscillator makes use of a special RC 
circuit called the Wein bridge. Figure 19 shows the circuit 
of a Wein bridge oscillator. V] and V5 operate as conven- 
tional amplifiers. Both Vj and V2 provide a 180° phase 
shift between their grid (input) and plate (output) signals. 
As a result, the signal at the output terminal, the plate of 
V2, is in phase with the signal at the grid of V4. According 
to the principles illustrated in Figures l and 2, if the signal 
at the plate of V2 were coupled to the grid of Vj, the circuit 
would oscillate. 


In Figure 19, the signal at the plate of V2 is coupled back 
to the grid of Vi through the RC network consisting of R4C 
and R?2C5. RjC; and R5C, together with R4 and R4 form the 
Wein bridge. The voltage appearing across R5 and C»? is in 
phase with the signal coupled to the network from the plate 
of V2 at only one frequency. This is the frequency at which 
the circuit oscillates. 


Like the phase shift oscillator, the Wein bridge oscillator 
develops a sinusoidal output wave. The frequency of oscil- 
lation is controlled by the values of R4C and К.С. Рог 
proper circuit operation the values are chosen so the pro- 
duct of R] and Cj equals the product of К> and C5; that is, 
КС = КС. For this reason, both resistors or both 
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Capacitors must be changed at the same time whenever the 
oscillation frequency is to be changed. Ganged resistors 
and capacitors are commonly used in this circuit to change 
the frequency. 


The Wein bridge circuit is widely used as a variable fre- 
quency test oscillator. One example is its use as an ''audio 
generator" to supply test signals for testing hi-fi stereo 
music systems. 


ж ж ж 


38. Which components form the Wein Pod in the circuit of Fig- 
ure 19? 5,6 y n C, s, 


39. Suppose you are iud to builda itis frequency audio oscil- 
lator for hi-fi testing. If you use the Wein bridge circuit of 
Figure 19, how could you vary its frequency? ГД H, 

А8 pods о Garoeq va р F 
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BLOCKING OSCILLATORS 


Figure 20 shows the circuit of an RC oscillator called a 
BLOCKING OSCILLATOR. Although this circuit resembles 
the LC oscillator shown in Figure 3, it does not employ a 
tank circuit nor does it develop a sinusoidal output signal. 
Feedback from the plate of V] to its grid is provided by T] 
as in an LC oscillator. Cj and Rj form an RC network 
which controls the frequency of oscillation. 


Let us examine the circuit operation when power is first 
applied to the circuit. With no bias on V],its plate current 
rapidly increases to maximum as power is applied. The 
increasing Vj plate current in the primary of T; induces a 
feedback voltage in the Tj secondary. The secondary leads 
are connected so the grid of V] is driven positive at this 
time. Сі іѕ charged by Vj grid current to the polarity 
shown. 
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When V; plate current reaches its maximum saturated value, 
a voltage is no longer induced into the T] secondary be- 
cause the primary current is not changing. With no voltage 
at the secondary of T], С 
begins to discharge through R] 
and the T] secondary. Cy 
discharge current develops a 
voltage across Ry, with the 
polarity shown. This voltage 
drives Vj into cutoff. V] 
remains cut off until the volt- 
ageacross R]is less thanthat 
required to cut the tube off. 
Then Vj conducts again and 
a new cycle of oscillation 
begins. 





Since Vj conducts for only 

short inte rvals , its plate cur- The low frequency oscillator shown above has 
rent consists of pulses às a frequency range of 5 cps to 500 ke. 
shown in Figure 21B. The Vj Courtesy Hewlett-Packard Co. 
grid voltage has the waveform 

shown in Figure 21A. The blocking oscillatoris sometimes 
called a "pulse generator" because it develops an output 
signalconsisting of a series of pulses. As shown, the output 
signal is usually taken from the plate of V]. 


The frequency of oscillationin the blocking oscillator of Fig- 
ure 20 is controlled by the values of R, and Cj. Increasing 
the value of either R] or C] decreases the frequency, and 
vice versa. The grid voltage waveform shown in Figure 
21A is characteristic of the blocking oscillator. This wave- 
form is sometimes referred to as a "cash-register'" wave- 
form. 


40. The blocking oscillator of Figure 20 develops a sinusoidal out- 
put signal waveshape. True or False? 
—— 
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41. How could you increase the operating frequency of the blocking 
i f Fi 20? | = 
oscillator of Figure 20 B y Шы ng е 7 T 
af е DN Z x x 


MULTIVIBRATORS 


Another type of RC oscillator that develops a non-sinusoidal 
output signalis the MULTIVIBRATOR. Figure 22 shows the 
circuitofa PLATE COUPLEDMULTIVIBRATOR. Basically 
the circuit is a two stage resistance-capacitance coupled 
amplifier. Cj] couples the output signal from the plate of V1 
to the grid of V2. C2 provides a feedback signal from the 
plate of V2to the grid of V1. Both Vj and V2? providea 180° 
phase shift between their input (grid) and output (plate) sig- 
nals. Thus, the feedback signal applied to the grid of V] is 
in phase with the V] grid voltage. This is necessary for 
sustained oscillations. 


With the circuitarrangement shownin Figure 22, V] and V2 
conduct alternately. Actually they operate like a seesaw. 
The frequency of oscillationis determined by the charge and 
discharge times of Cj and C2. 


To examine the circuit while it is operating, suppose Уі 165 
just starting to conduct and V2 is just going into cutoff. As 
V] begins to conduct, its plate voltage decreases. As a 
result, Cj discharges through R4 and V]. The C] discharge 
current develops a voltage across R4, driving the grid of 
V2 negative. In turn, V2 goes into cutoff. With Уә си off, 
C2 charges through Кз апа К. Тһе C> charge current 
through R3 develops a voltage across R3, driving the grid 
of V] positive. The circuit remains in this state, V] con- 
ducting and V5 cut off, until Cj has discharged to the point 
where V» comes out of cutoff. 


When V2 begins to conduct, its plate voltage decreases and 
C5 discharges through R5 and V5. The Сә discharge cur- 
rent develops a voltage across R3 which now drives V} into 
cutoff. With Vj cut off, its plate voltage increases and C1 
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charges through Rj; and R4. The Cj charge current in Кд 
drives the grid of V2 positive. The circuit remains in this 
state, Vj cut off and V5 conducting, until C5 has discharged 
to the point where Vj comes out of cutoff. "Vj then begins 
to conduct and the cycle repeats. 


Both Vj and V5 conduct for equal lengths of time if circuit 
values are chosen so Cj = Co, R] = R5, R4 - R4, and Vj - 
V2. Under these conditions the signals at the plates of V] 
and V5 have the waveforms shown in Figure 23A. This type 
of waveform is referred to as a square wave. A multivi- 
brator that produces a square wave output is referred to as 
a BALANCED MULTIVIBRATOR. The square wave output 


signal can be taken from either plate as shown. 


If the charge and discharge times of Cj are not equal to the 
charge and discharge times of C2, Vj and V5 in Figure 22 
conduct for different lengths of time. Under these condi- 
tions the signals appearing at the plates of Vj and V5 have 
waveforms such as those in Figures 23B and 23C. Notice 
that the signal of Figure 23B has narrow pulses separated 
by wide spaces, whereas the signal of Figure 23C has wide 
pulses separated by narrow spaces. Thus, the signals at 
the two plates are the opposite of each other as far as pulse 
width and spacing are concerned. Youcanuse either of these 
signals as the output by simply connecting to output l or 
output 2, as desired.  Multivibrators that produce pulse 
outputs like those in Figures 23B are called UNBALANCED 
MULTIVIBRATORS. 


Figure 24 shows another multivibrator circuit called the 
CATHODE COUPLED MULTIVIBRATOR. This circuit op- 
eratesina manner similar to the plate coupled multivibrator. 
V1 is coupled to V2 by C,. However, V» is coupled back to 
V, through the common cathode resistor, Rg. This is why 
the circuit is called a cathode coupled multivibrator. 


To examine circuit operation, suppose V] is going toward 
saturation and V5 is going toward cutoff. "With Vj going 
toward saturation, C] discharges through R5. Theresultant 
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voltage developed across R5 drives V, into cutoff. 


With V2 cut off, the only current through Rs is the V] plate 
current. This current is small and thus only a small bias 
voltage is developed across R5. This bias voltage is not 
large enough to have any noticeable effect on Vj. Тһе cir- 
cuit remains in this state, V] conducting and V2 cut off, 
until C] has discharged to a point where V2 begins to con- 
duct. 


As V2 begins to conduct, its plate current together with the 
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Multivibrators and blocking oscillators are often used in digital computers, such as the one shown 
above, to develop the various timing signals which keep the units synchronized. 
Courtesy International Business Machines Corporation 


Vi plate current develops a large bias voltage across Rs. 
This voltage drives V] into cutoff. In turn, Cj charges 
through Rj and R5. The C] charge current develops a volt- 
age across R, which overcomes the bias voltage of R5 and 
drives V> into saturation. With C, charged, a voltage is no 
longer developed across R5, and V5 comes outof saturation. 
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The reduced V» plate current causes a reduction in the bias 
voltage across Rg. In turn, V] comes out of cutoff and C] 
begins to discharge through Кә. Тһе С] discharge current 
develops a voltage across R2 which drives V2 into cutoff to 
start a new cycle. 


The cathode coupled multivibrator usually operates as an 
unbalanced multivibrator. V2 conducts for a shorter time 
than Vj. This occurs because the charge time of Cj is 
usually shorter than its discharge time. 


* * ж 


42. What must the relationship be between component values in the 
circuit of Figure 22 to obtain a Pow wave output signal? 


7Аол/ most be |, PUS, 
43. What type of mul ivibrator shown in } Figure 22? 
Able curios 


44. The synchronizing generator in a digital computer usually de- 
velops a rectangular output signal. Would a multivibrator be 
suitable for this application? Why? Мес, Becav 5 e ә. 


л wav e S kape к Ре о bt bed 


with же» СИЕ values, ж 


SUMMARY 


An oscillator is an electronic circuit that converts dc into 
an ac signal. There are many types of oscillator circuits. 
Basically, the oscillator is an amplifier with a feedback 
circuit. This feedback circuit couples the output signal back 
to the amplifier input. The amplitude and phase of the feed- 
back signal is chosen so the circuit continuously develops 
an output signal without any other input signal. The frequency 
of the ac signal generated by the oscillator is usually con- 
trolled by the component values in the feedback loop or cir- 
cuit. 


In an LC oscillator the feedback circuit usually takes the 
form of a parallel resonant circuit. The frequency of os- 
cillation is approximately equal to the resonant frequency 
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of the LC circuit. 


There are many types of LC oscillators. The Hartley os- 
cillator develops the feedback signal by using a tapped coil 
in the LC circuit. A Colpitts oscillator on the other hand 
employs a tapped tank circuit capacitor to obtain the feed- 
back signal. An oscillator is said to be series fed if dc 
plate current flows through part or all of the tank circuit. 
In a shunt fed oscillator no dc plate current flows through 
the tank circuit. 


. The tuned plate tuned grid oscillator employs a parallel LC 
circuit in both the grid and plate circuits of an amplifier. 
Feedback to make the circuit oscillate is provided by the 
grid-plate capacitance of the tube. The interelectrode ca- 
pacitance is used to advantage in the ultraudion oscillator. 
This circuit operates like a Colpitts oscillator except that 
the tube interelectrode capacitance serves as the tapped 
tank circuit capacitor. 


For high accuracy of frequency and for stability, a crystal 
oscillator can be used. In an oscillator of this type the 
electromechanical resonant property of certain crystals is 
used to establish the oscillation frequency. 


Electron coupled oscillators employ multi-element tubes. 
The screenusually servesas the oscillator anode. Coupling 
between the oscillatorand the output plate circuit is through 
the electron stream in the tube. This system has the ad- 
vantage of reduced loading on the oscillator circuit and thus 
improved stability. 


LC oscillators are usually used to develop higher frequency 
signals than are usually developed by RC oscillators. An 
RC oscillator employs a feedback loop consisting of resistors 
and capacitors. The phase shift oscillator employs an RC 
network which shifts the phase of the output signal and applies 
it back to the grid of the tube. A special RC circuit, called 
the Wein bridge, is used in the Wein bridge oscillator to 
develop the feedback signal. Both the phase shift oscillator 
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and the Wein bridge oscillator develop sinusoidal output 
signals. 


The blocking oscillator and multivibrator develop non- 
sinusoidal output signals. A blocking oscillator looks like 
a tickler coil oscillator except that its frequency is con- 
trolled by an RC circuit. The multivibrator is basically a 
two-stage amplifier, with the output of the second stage 
coupled back to the input of the first, and vice versa. Its 
frequency is controlled by the values in the RC coupling 
circuits. 
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IMPORTANT DEFINITIONS 


ARMSTRONG OSCILLATOR - A form of feedback oscillator 
with the tuned tank in the tube grid circuit and the 
feedback coupling coil in the plate circuit. Also 
called a TICKLER COIL OSCILLATOR. 


BLOCKING OSCILLATOR - A non-sinusoidal RC oscillator 
employing a transformer for feedback and an RC 
circuit to determine its operating frequency. 


BUFFER -A circuit, usually an amplifier, used to reduce 
undesirable interaction between electronic circuits. 


COLPITTS OSCILLATOR - [KOHL pits AHS i lay ter] - Ап 
LC feedback oscillator in which feedback is provided 
by a tapped tank circuit capacitance. 


CRYSTAL OSCILLATOR - Anoscillator whichusesacrystal 


to control its operating frequency. 


ELECTRON COUPLED OSCILLATOR (ECO) - Anoscillator 
circuit in which the load is coupled to the oscillator 
circuit through the electron stream of the tube. 


FEEDBACK OSCILLATOR - An amplifier in which part of 
the output signal is fed back to the input with the 
proper phase and amplitude to sustain oscillation 
without any other input signal. 


GRID LEAK BIAS - A bias developed by charging a capacitor 
with pulses of grid current and allowing it to dis- 
charge through ahigh value resistor, thereby devel- 
oping the bias. 


HARTLEY OSCILLATOR - [HAHRT lee AHS i lay ter] - An 
LC feedback oscillator in which feedback is provided 
by a tapped tank coil. 
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IMPORTANT DEFINITIONS (Continued) 


MULTIVIBRATOR - [MUHL tih VIGH brayt'r] - A non- 
sinusoidal oscillator circuit employing two stages 
that are interconnected (plate to grid) in such a way 
that when one conducts it drives the other to cutoff, 
and vice versa. Thus, the stages keep turning "on" 
and "off" at a frequency determined by the RC time 
constants of the coupling networks. 


OSCILLATOR - [AHS i lay ter] - An electronic device for 
converting dc energy into ac energy. 


PHASE SHIFT OSCILLATOR - An oscillator circuit which 
uses an RC phase shift circuit to provide the proper 
phase of feedback signal. This circuit is widely 
used as a low frequency (audio) oscillator. 


PIEZOELECTRIC EFFECT -[ pighee zohi LEK trik] - The 
property of some crystals to generate a potential 
when a mechanical force is applied or to produce a 
mechanical force when a potential is applied. 


SERIES FED OSCILLATOR - An oscillator in which the 
dc plate current is carried by part of the tank cir- 
cuit. 


SHUNT FED OSCILLATOR - An oscillator in which the dc 
plate current is not carried by any part of the tank 
circuit. 


TEMPERATURE COEFFICIENT - A numerical value that 
indicates the relation between a temperature change 
and the resulting change inanother property such as 
the frequency of an oscillator circuit. 


TICKLER COIL OSCILLATOR - See ARMSTRONG OSCIL- 
LATOR. 
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IMPORTANT DEFINITIONS (Continued) 


TUNED PLATE TUNED GRID (TPTG) OSCILLATOR - An 
oscillator with tuned circuits in the grid and plate 
circuits. Feedback is provided by the tube inter- 
electrode capacitance. 


ULTRAUDION OSCILLATOR - [uhl trah AW di ahn AHS 1 
lay ter] - A form of Colpitts oscillator in which the 
tube interelectrode capacitance forms the tapped 
tank circuit capacitance. 


WEIN BRIDGE OSCILLATOR - An RC oscillator using a 
special RC circuit called the Wein bridge to obtain 
the proper phase feedback signal. Like the phase 
shift oscillator, this circuit is widely used in low 
frequency applications. 
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PRACTICE EXERCISE SOLUTIONS 


The function of an oscillator is to generate an ac signal of 
some specific frequency and waveshape. 


The feedback signal must have the proper phase and amplitude. 
Tı provides the feedback signal. 


No. Reversing the T; primary connections reverses the phase 
of the feedback signal. 


79,500 cps or 79.5 kc -- The frequency of oscillation is found 
using the resonant frequency formula as shown below. 


159 


1 | 
2т M 100 pf x . 04h V 100 x 10-12 x 4 x 1072 


.. 159 


Mi x 107 DO x 4 x 1972 


. 159 .159 


V4 x 10-12 2 x 1076 


f 


f = 


= .0795 x 10Ê = 79,500 cps or 79.5 kc 


(d) Class C. 


The grid leak capacitor C9 charges when the grid of V; is 
driven positive. 


False -- This is shunt type grid leak bias. 

Hartley oscillator 

Across the bottom of the tank coil, section B of Ly. 

L; and C, determine the frequency of oscillation. The fre- 


quency of oscillation can be varied by varying the value of 
either Cj or Lj. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


No -- The dc plate current is carried by the r-f choke. 

You would use a shunt fed Hartley oscillator. 

the tapped or split tank capacitor 

(b) C2 

(a) shunt 

ultraudion oscillator 

себ ек: 

Тһе grid-plate capacitance Cgp provides the feedback. 
series grid leak bias 

The piezoelectric effect refers to the fact that an electric 
charge appears across certain crystals when a mechanical 
force is applied. Also, when a voltage is applied across the 
crystal a mechanical deformation of the crystal occurs. 


change the crystal Y1 


Bias is provided by R4 and the crystal holder capacitance. 
These components form a grid leak bias network. 


A crystal that is designed to operate at a harmonic of its 
fundamental frequency. 


Yes. A pentode has a low interelectrode capacitance which 
reduces the feedback voltage. 


For proper operation you would adjust Lj and C1 to a fre- 
quency slightly higher than the crystal frequency. 


a GT cut 
shunt fed Hartley oscillator 


False -- The screen gridof V, serves as the oscillator anode. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


The load is coupled to the oscillator circuit through the elec- 
tron stream of the tube. 


(a) series fed. 

Cy 

No -- The large tank capacitance means that the tube inter- 
electrode capacitance is only a small part of the total tank 
capacitance. Therefore, changing thetube and thus the inter- 
electrode capacitance will have little effect on frequency. 


(a) a low L/C ratio. 


False -- Phase shift oscillators are normally used in low 
frequency applications. 


60° 

R4 and C4 provide cathode bias. 

R,C, and RoCo together with R3 and R4. 

The frequency can be varied by varying Rj and Rog or Cy and 
C9. In many cases a two-section ganged capacitor is used for 
Сі and C5. 


False -- The blocking oscillator develops a non-sinusoidal 
output signal consisting of a series of pulses. 


You can increase the frequency by decreasing the value of 
either R4 or C. 


Ні - Но, R3 - R4, C4 - C5, and V4 - Vo 
plate coupled multivibrator 


Yes -- A multivibrator develops a rectangular output signal. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 
Example: A railroad car is designed to travel 

LESSON CODE А аш (A) on rails. (B) on a highway. (C)in the air. (D)under water. 
B 





If the connections to the secondary of T4 in Figure 3 are reversed, 
(A) the frequency of oscillation is increased. (B) the frequency of oscillation is decreased. 
(C) the bias on V] increases. (D) oscillations stop. 


With the GRID LEAK BIAS arrangement shown in Figure 8, 

(A) V] operates CLASS A and the circuit is NOT SELF STARTING. (В) V] operates CLASS C 
and the circuit IS SELF STARTING. (C) Vi cannot operate Class C. (D) the circuit operates 
as a SHUNT FED ARMSTRONG oscillator. 

The distinguishing feature of a Hartley oscillator is 

(A) a tapped tank coil. (B) a tapped tank capacitor. (C) grid leak bias. (D) cathode bias. 


The FREQUENCY of oscillation in Figure 9 is controlled by 
(A) C5.- (B)the r-f choke. (C)O63aund кт. (D) L] and C]. 


The distinguishing feature of a Colpitts oscillator is 


(A) a tapped tank circuit capacitance. (B) Class C operation. (C)a tapped tank coil. (D) grid 
leak bias. 


FEEDBACK in the TPTG oscillator of Figure 12 is provided by 
(A) Cj and Lj. (B) C2 and Rj. (С) Сз and L2. (D)the V] grid-plate capacitance (Cgp). 


In the electron coupled oscillator of Figure 15, 

(A) C& and R5 provide cathode bias. (B) L2 and C4 control thefrequency of oscillation. (C) the 
V| Screen grid serves as the oscillator CATHODE.  (D)the load is coupled to the oscillator 
circuit through the electron stream of V]. 

The frequency of oscillation in Figure 17 is controlled by 

CA) Ry. СВ) ут -(C)hLbjand C2. (D)R» and C4. 


The oscillator circuit shown in Figure 18 
(A) develops a non-sinusoidal output signal. (B)is called a Wein bridge oscillator. (C) is 
called a phase shift oscillator. (D) is called a multivibrator. 


The multivibrator circuit of Figure 22 
(A) is an LC oscillator. (B) develops a sinusoidal output Signal. (C)is a cathode coupled 
multivibrator. (D) develops a non-sinusoidal output signal. 
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Most of the circuits in electronic equipment require dc voltoges. However, electric power for home 
and industry is ac supplied by power stations such as this. The power supply inthe electronic equip- 
ment must convert the ac voltage to a suitable dc voltage for the equipment. 

Courtesy Allis-Chalmers Mfg. Co. 
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The heights by great men reached and kept 
Were not attained by sudden flight, 
But they, while their companions slept, 
Were toiling upwards in the night. 

-- Longfellow 


BASIC POWER SUPPLIES 


Most transistor and vacuum tube circuits requiredc opera- 
ting voltages. The common power lines of home and in- 
dustry, however, provide ac voltages. Typical of these 
are the lighting circuits which connect tothe household wall 
outlets. To obtain dc operating voltages from these ac 
lighting circuits, a POWER SUPPLY is used. 


The power supply usually contains a RECTIFIER and a 
FILTER section. As shownin Figure 1, the rectifier con- 
verts the ac line voltage into a series of pulses. This type 
of dc voltage is referred to as PULSATING DC. To obtain 
a smooth dc output, the pulsating dc voltage is applied toa 
filter. The dc voltage from the filter is then applied to the 
various circuits in the equipment. 


HALF WAVE POWER SUPPLIES 


Figure 2 showsthe circuit ofa simple rectifier circuit called 
a HALF WAVE RECTIFIER. D], a semiconductor diode, 
is the rectifier. For simplicity, no filter is shown in Fig- 
ure Z2. The pulsating dc voltage is developed across RI, 
which represents the load. 


Rectifier Action 


Basically a diode is a switch. When its anode is positive 
with respect to its cathode the diode conducts and acts like 
a closed switch. Whenits anode is negative with respect 
toits cathode, the diode is nonconductive and acts like an 
open switch. 


Let's first consider the operation of the circuit of Figure 2 
during the positive alternation of the ac source. During this 
time point A is positive with respect to point B. Under 
these conditions the anode of Dj is connected directly to the 
positive terminal of the ac source, and the cathode of Dj is 
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connected to the negative terminal of the ac source through 
КІ, As a result Dj conducts and electrons flow through 
R[, in the direction shown by the arrows. 


Now let's examine circuit operation during the negative 
alternation of the ac source. During this time point A is 
negative with respect to point B. Under these conditions 
the anode of Dj is connected to the negative terminal of the 
ac source, and the cathode of Dj is connected through RI, 
to the positive terminal of the ac source. As a result Dj 
does not conduct, 


Figure 3A shows the waveform of the ac source voltage. 
The positive alternations are shaded to show the conduction 
of Dj. Since Dj conducts on the positive alternations of the 
ac source, the dc voltage appearing across RI, consists of 
positive pulses as shown in Figure 3B. With Dj conducting 
on only the positive alternations of the ac source, the diode 
is conducting for one half of a complete cycle of the ac 
source. This is whythe circuitis referred to as ahalf wave 
rectifier. If Dj were reversed it would conduct on the nega- 
tive alternations of the ac source. The dc voltage developed 
across R[, would then consist of negative pulses. 


ж ж ж 


1. Why is a power supply needed? /{ Sọ% ЖҮЗІ ffe cere “а | 
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2. Could you réplace D, in Figure 2 with a vacuum diode? 
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Complete Supply 


Figure 4 shows a complete power supply employing a vacu- 
um tube half wave rectifier. The ac voltage applied to the 
V] rectifier plate is obtained from secondary 2 of trans- 
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former T]. The primary of T] is connected to the 120 volt 
lighting circuit (ac line). The filament of V] is connected 
to secondary 1] of Tj. If a semiconductor diode was used, 
the T] filament winding would not be required. The filter 
in the power supply of Figure 4is shown as a block. Filter 
circuits are explained later in this lesson. 


The operation of Vj in Figure4 is the same as that of D] in 
Figure 2. Vy, conducts when its plate is positive with re- 
spect to its cathode. That is, when the top end of secondary 
2is positive with respect to the bottom end. On the other 
alternation of the secondary voltage, V] is nonconductive. 
During the conduction of V], electrons flow through the load 
in the direction shown by the arrows. The filter smooths 
out the pulsating dc developed by V1. 


If the ac line voltage (approximately 120 volts) is applied 
directly to the rectifier as in Figure 2, the maximum dc 





The precision frequency standard shown above employs an emergency power supply. Under normal 
conditions the unit operates from a power supply connected to the ac line. If a power failure occurs, 
the unit automatically switches over to internal botteries. 

Courtesy Borg Electronics 


output voltage that can be obtained is about equal tothe peak 
value of the ac line voltage (1. 414 X 120, or about 170 volts). 
With a transformer, dc voltages higher or lower thanthe ac 
line voltage can easily be obtained. By employing a step-up 
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transformer, the power supply can provide a dc output volt- 
age higher than the ac line voltage. High dc voltages are 
required for many vacuum tube circuits as well as some 
semiconductor circuits. Low dc voltages, as are often re- 
quired in semiconductor circuits, are obtained by using a 
step-down transformer. The transformer used in a power 


supply is usually called a POWER TRANSFORMER. 
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4. What is the purpose pt a power supply filter? 7; азар E 
She /20 (5а 7, y 74 , 
5. Would secondary 1 on T, be necessary if V4 in Figure 4 was 
replaced by a semiconductor diode ?. 
Me 
* * * 


In electronic equipment one terminal of the power supply is 
usually connected to the common point in the circuit. The 
other terminal is connected to the points that require the 
dc operating voltage. Often the common pointis the chassis. 
The ground symbol in Figure 4 indicates that the negative 
terminal of the power supplyis connected to the common or 
ground point. Thus, the other power supply terminal would 
be connected to the points requiring a positive dc voltage. 


Some circuits require operating voltages whichare negative 
with respect to the common point in the circuit. A negative 
voltage may be obtained in Figure 4 by grounding the posi- 
tive terminal of the supply. Another method is to leave the 
ground point where it is and reverse the plate and cathode 
connections to V]. 
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6. What is the effect on the operation of the circuit of Figure 4 if 
the ground point is moved tothe positive terminal of the supply? 


p negative oo Tv VO, “дос Is po SUB. 
* * T 
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FULL WAVE POWER SUPPLIES 


A disadvantage of the half wave power supply is that it sup- 
plies only one pulse of voltage and current tothe load during 
each cycle of the ac supply. The voltage and current pulse 
occurs during one alternation of the ac supply. During the 
other alternationof the ac supply the rectifieris nonconduc - 
tive and no voltage or current is applied to the load. The 
FULL WAVE RECTIFIER overcomes this disadvantage. 


Figure 5 shows the circuitof a full wave rectifier, The cir- 
cuit uses two diodes and is arranged so that one diode con- 
ducts during one alternation of the ac supply and the other 
diode conducts during the other alternation. Note that a 
center tapped power transformer is employed in this cir- 
cuit. 


To examine circuit operation suppose the top of the Tj sec- 
ondary is negative with respect to the bottom end. Under 
these conditions the top of the secondary is negative with 
respect to the center tap while the bottom is positive with 
respect tothe center tap. The center tapof the Tj secondary 
connects through Ry], to the anodes of both diodes. Asa 
result the cathode of D] is negative with respect to its anode 
and thus Dj conducts. At the same time the cathode of D2 is 
positive with respect to its anode and D2 does not conduct. 
With D] conducting, electrons flow through load resistor R[, 
in the direction shown by the solid line Ip, arrows. 


Now let's consider the other alternation, when the top of the 
Tj; secondary is positive with respect to the bottom end. 
Under these conditions the top of the secondary is positive 
with respect to the center tap while the bottom end is nega- 
tive with respect to the center tap. As a result the cathode 
of D2 is negative with respect to its anode and thus D>? con- 
ducts. At the same time the cathode of Dj is positive with 
respect to its anode and Dj does not conduct. With D2 con- 
ducting, electrons flow through the load resistor in the 
direction shown by the dashed line Ip? arrows. Notice that 
the current through RI, is inthe same direction regardless 
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of which diode conducts. 


In summary, one diode conducts on one alternation and the 
other diode conducts on the other alternation of the ac input 





A fult wave vacuum tube power supply is used in the stereophonic FM tuner shown above. The power 
transformer is the large black object at the rear of the chassis. 
Courtesy H.H. Scott, Inc. 


voltage in a full wave rectifier. Thus, there are two volt- 
age and current pulses applied to the load during each cycle 
of the ac line voltage in a full wave rectifier. 


Figures 6A and 6B illustrate the operation of the full wave 
circuit. Figure 6A shows the waveform of the ac input volt- 
age. Figure 6B shows the waveform of the pulsating dc 
appearing across RI, Notice that thereis one voltage pulse 
for eachalternation of the ac voltage. This makes it easier 
to obtain a smooth dc output voltage. 
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7. In general, does a full wave supply have a greater output cur- 
rent — than a half wave supply? Б res, Because 
? 5 2 e б» - f /е ө 
8. With the fop Я е^ TI сү їп $ed 5 MEE 9265 
spect to the bottom, (a) Dj, (b) D2 conducts. 
—— p, 
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In Figure 5 the positive terminal of the power supply is con- 
nected tothe common point in the circuitas indicated by the 
ground symbol. Asa result, the dc output voltage of the 
supply is negative with respect to ground. This is why the 
voltage pulses in Figure 6B are negative. To obtain a posi- 
tive output voltage with respect to ground, we can simply 
reverse the connections to D] and D2. Most vacuum tube 
circuits require a positive supply voltage. In transistor 
circuits, positive or negative supply voltages are required, 
depending on whether NPN or PNP transistors are used. 


By using a power transformer in the full wave rectifier of 
Figure 5, either a high or a low dc output voltage can be 
obtained. A step-up transformer is used to obtaina high dc 
output voltage. A low dc output voltage is obtained by using 
a step-down transformer. 


One more thing to take note of in connection with the full 
wave supply is that each diode receives its voltage from only 
half of the secondary winding. Thus, the pulsating dc output 
is about equal to half the peak voltage of the full secondary. 


ж ж Ж 


9. Vacuum tube circuits usually require operating voltages which 
are (a) negative, (b) positive with respect to ground. 
эг рове 


10. Suppose you are buildinga power supplyfor a transistor cir- 
cuit that requires an operating voltage of 25 volts. Wouldyou 
use a step-up or a step-downtransformer inthe power supply? 
* 


ж 


Figure 7 shows the circuit of a vacuum tube full wave power 
supply employing a duo-diode tube as a rectifier. The pri- 
mary of the power transformer Ty is tapped so the circuit 
can be operated from eithera 120 volt or a 240 voltac line. 


Two filament windings are included on T]. One filament 
winding, SEC 1, is used to supply the other tube filaments 


A 
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in the equipment. The other filament winding, SEC 2, is 
used to supply the filament of rectifier tube V]. A separate 
filament winding is needed because V, is a directly heated 
tube. As a result the dc output voltage of the power supply 
appears on the rectifier filament winding. If the rectifier 
filament winding was used for other tubes, the power supply 
voltage would appear on the filaments of these tubes. This 
could cause arcing between the cathodes and filaments in the 
tubes. Ifthe power supply employed an indirectly heated 
rectifier tube (separate heater and cathode) the same fila- 
ment winding could be used for all the tubes in the equip- 
ment. 


The overall operation in the power supply of Figure 7 is 
similar to that of Figure 5. However, the negative side of 
the power supply of Figure 7 is connected to the common or 
ground pointin the circuit, so the pulsations across the load 
are positive with respect to ground. As mentioned earlier, 
itis common practice to ground the negative side of the sup- 
ply in vacuum tube circuits, since vacuum tubes usually re- 
quire positive operating potentials. 


хх ж Ж 


11. Ifyou were asked toconstructa small, compact power supply, 
would you use semiconductor diodes or would you use vacuum 


diodes? Sem! Co ^ doc7or осе $ 
12. Whatis the name given to the rectifier tube usedin Figure 7? 
w 
Cuo- D'occe 


* * * 
FILTER SYSTEMS 


The filter system in a power supply smooths the pulsating 
dc developed by the rectifier. There are many different 
types of filter systems. The most common ones use com- 
binations of inductors, resistors and capacitors. 
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Filter Capacitor 


One of the simplest power supply filters is a capacitor con- 
nected across the load as shown in Figure 8. Ry], represents 
the load and C, is the filter capacitor. The basic operation 
of the power supply does not change with the addition of C]. 
When the secondary voltage makes the anode of Dj positive 
with respect toits cathode, Dj conducts. When D] conducts, 
electrons flow through Ry. Cj, charges as shown by the 
solid line arrows. 


On the other alternation of the secondary voltage, when D] 
is cut off, C] dischargesthrough R[,as shown by the dashed 
line arrows. Note that the C] discharge current through RI, 
is in the same direction as the current produced bythe con- 
duction of Dj. Therefore, C] supplies current to the load 
during the time that the diode is cut off. This is the way a 
smoother dc output voltage is obtained. 


x ж ж 


13. In the circuit of Figure 8, when does C, charge and when does 


it discharge? с, ay while Pi econdects + Cy disedorgcs 
-е 2 “4 Cy | 
14. How does СІ іп Figure 8 provide filtering? £, c/ Arg Eng Jhen 
44,1, thigh Fhe toad 70 provide voltae ad] 
7 | ж Ж n 7 


Figure 9 illustrates the operation of the circuit of Figure 8 
in greater detail. The dashed line pulses represent the 
pulsating dc developed by the rectifier. Let's examine the 
operation from the instant the power supply is turned on. 
The first positive alternationof the T] secondary voltage is 
shown between points l and 3. As the Tj secondary voltage 
increases to maximum at point Z, the voltage across C] and 
RI, increases as indicated by the solid line in Figure 9. 
Therefore, at point 2, the voltage across Cj] and R[, equals 
the peak of the secondary voltage. 


From points 2 to 3, the secondary voltage decreases to zero. 
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When the secondary voltage becomes less than the voltage 
across Cj and Rj, D, stops conducting. This occurs be- 
cause the voltage across Cj makes the cathode of Dj more 
positive than its anode when 
the secondary voltage becomes 
less than EC]. With Dj cut 
off, Cı discharges through RL. 
The voltage across RJ, and Cy 
decreases as shown by the 
sloping solid line between 
points 2 and 5. 


The next positive alternation of 
the T] secondary voltage be- 
gins at point 4. However, D] 
does not start conducting until 
point 5, when the secondary 
voltage is higher than the volt- 





The electrolytic copacitor shown obove is 
octuolly three capocitors with o common 
age across Gi: рі continues negative connection in one contoiner. Two 


to conduct to the peak of the of the copacitor sections have o 500 volt roting 


ond are intended for use os power supply fil- 


positive alternation at point 6. tercopacitors. The other sectionhas a 50 volt 

This conduction of D] re- rating ond con be used as o cothade byposs 
capacitor. 

charges C] to the peak of the Courtesy Sprogue Praducts Co. 

secondary voltage. As the 


secondary voltage again decreases, D] is cut off and C] 
discharges through the load, RL. 


As shown by the shaded portions in Figure 9, Dj in Fig- 
ure 8 only conducts for a short period of time during each 
cycle. The conduction of D] is long enough to recharge C]. 
Asaresult THE FILTER CAPACITOR SUPPLIES CURRENT 
TO THE LOAD MOST OF THE TIME. 


Even with a filter capacitor, the dc output voltage of the 
power supply still has some variations. The variations 
appear as an ac signal and are applied to each stage con- 
nected to the power supply. If the variations are large 
enough they can cause improper circuit operation. The 
small variations in the dc output are referred toas RIPPLE 
as shown in Figure 9. Due tothe presence of the ripple 
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voltage, the power supply output voltage EDC is not quite 
equal to the peak of the secondary voltage. The dc output 
voltage is the average value of the ripple voltage as shown 
in Figure 9. 


The amplitude of the ripple voltage depends on the value of 
the filter capacitor and the amount of load current drawn 
from the supply. If the load current is increased, the filter 
capacitor discharges more between the conduction periods 
of the diode as shown in Figure 10. This increases the 
amplitude of the ripple voltage and reduces the dc output 
voltage. (Remember, the dc output voltage is the average, 
not the peak of the ripple voltage.) Increasing the value of 
the filter capacitor increases the amount of current that 
can be supplied to the load. Inturn, the ripple voltage is 
reduced and the dc output voltage Epc is increased. Thus, 
as the current requirements of the supply are increased 
the value of the filter capacitor must be increased. 


Depending on the output voltage and load requirements, the 
filter capacitor may have a value anywhere from afew micro- 
farads to several thousand microfarads. High value filter 
capacitors are usually used in low voltage supplies designed 
for semiconductor circuits. Due to the large values re- 
quired, electrolytic capacitors are usually used as power 
supply filter capacitors. 


R] in Figure 8 is a current limiting resistor. Its purpose 
is to limit the current through Dj when the circuit is first 
turned on. If Rj were not used, the initial surge of current 
which charges C] could damage Dj. Usually R] is lessthan 
100 ohms. A current limiting resistor is usually used in 
semiconductor power supplies although it is not required in 
vacuum tube supplies. 


* * * 


15. How can the ripple voltage amplitude be reduced in a power 
supply? Ev FC. CAS 444. Ua lue a Ju о 


УА 25206 ге”. 
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16. Suppose you measure the output voltage of a power supply and 
find that it is much lower than normal. Assuming the recti- 
fier and power transformer are good, what could be the 


trouble? 7.2 44 Cot Ce» Sep ^J 700 JO Wem isn Vo ‘ve. 


ok Fhe 1 Ire о > ^M Traws 5. Tao к= 2 CO Ybr es 


C 


Let's examine the conditions in Figure 8 during the nega- 
tive alternation, when D] is cut off. During this time the 
top of the T] secondary is negative with respect to the 
bottom. Asa result the secondary voltage is series aiding 
with the C voltage, and the total of these voltages appears 
across D]. The peak value of this reverse voltage occurs 
during the peak of the negative alternation of the secondary 
voltage and is called the PEAK INVERSE VOLTAGE (PIV). 
D] must be able to withstand this voltage without breaking 
down. 


Since C] charges to the peak of the secondary voltage when 
Dj conducts, the peak inverse voltage is twice the peak 
value of the secondary voltage. As an example, suppose the 
T] secondary voltage is 100 volts. Its peak value is 1. 414 X 
100, or approximately 141 volts. The peak inverse voltage 
is 2X 141, or 282 volts. D] in Figure 8 must therefore have 
aPIV rating of at least 282 volts. For a full wave recti- 
fier using a center tapped power transformer, the PIV is 
the peak value of the entire secondary voltage. 


* * * 


17. When selecting a rectifier diode you must make sure it can 
handle the expected load current. What other rating is im- 
portant? 775 pea." | 


” -a I 


SHV EK SS 0 "рес rA? “2 
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In most applications it is desirable to have the ripple volt- 
age as low as possible. The ripple voltage is coupled tothe 
various circuits in a piece of equipment through the power 
supply. Ripple voltage appears as an unwanted signal which 
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can cause distortion as well as improper circuit Operation. 
As an example, let's consider a hi-fi music system. Any 
ripple voltage produced by the power supply is applied to 
the various amplifier stages. 
These amplifiers amplify the 
ripple voltage and apply it to 
the speaker system. If the 
ripple voltage amplitude is 
high enough it will appear in 
the output as an unwanted 
sound, usually alow frequency 





The obove picture shows o stud mount silicon hum. 
diode. The diode is mounted, usuolly on o 


heot sink, by the threoded stud. : 
Courtesy Hughes Products, The ripple voltage has a fre- 


Semiconductor Division quency which depends on the 
frequency of the ac source. 
The half wave rectifier develops one pulse of current for 
each cycle of the ac source, Asa result, the ripple fre- 
quency ina half wave rectifier is the same as the ac source 
frequency. Thus, for the common 60 hertz (cycles per sec- 
ond) ac line, the ripple frequency of a half wave power sup- 
ply is 60 hertz (Hz). Afullwave supply develops two current 
pulses for each cycle of the ac source. Therefore, the rip- 
ple frequency of a full wave supply is twice that of the ac 
source. A full wave supply operating from a 60 Hz source 
has a ripple frequency of 120 Hz. 


ж ж ж 


18. Suppose an amplifier you are servicing produces a loud hum 
in the loudspeaker, even when no input signalis applied. What 


is one probable fault? 2 a E; eo, азер 


19. The ripple frequency in a half wave supply operating from a 
60 Hz power line is (a) 30 Hz, (b) 60 Hz, (c) 90 Hz. In a full 
wave supply it is (a) 30 Hz, (b) 60 Hz Hz, (c) 120 Hz. 


-y 24 o =. à KG 
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Figure 1l shows the operation of a capacitor filter in a full 
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wave supply. Since two current pulses are developed for 
each cycle of the ac source, a full wave power supply is 
easier to filter. Thus, lower ripple voltages from a full 
wave supply can be obtained with the same filter capacitors 
used in half wave supplies. It is also easier for a full wave 
rectifier to supply higher load currents. 


Filter Inductor 


An inductor has the property of opposing any change in the 
current flowing through it. This property may be used to 
advantage in apower supply filter system. Figure 12 shows 
.a full wave power supply employing a filter inductor L] and 
a filter capacitor C1. Since V] is an indirectly heated duo- 
diode, the same filament winding can be used for the other 
tubes in the equipment. 


Notice that Lj is connected in series with the load repre- 
sented by RL. Load current variations due to the pulsating 
dc developed by V] are opposed by L]. L] opposes the cur- 
rent changes by developing a counter electromotive force 
(cemf) whenever its magnetic field changes due to a change 
in its current. C] provides the normal filter capacitor 
action as described earlier. 


Becausethefilter inductoris in series with thefilter capac- 
itor, the capacitor charges toa voltage slightlyless thanthe 
peak of the supply voltage. Cj and Lj provide a very smooth 
(low ripple) dc output voltage. The CjLj combination in 
Figure 12 is sometimes referred toasan L-TYPE FILTER. 


The L-type power supply filter in Figure 12 can also be ex- 
amined from the standpoint of a low-pass filter. Lj has a 
high reactance at the ripple frequency of the power supply, 
while C] has a low reactance. Therefore, the ripple volt- 
age is developed across the inductor while the smooth dc 
voltage appears across C] and the load. Filter inductors 
usually have a value of a few henries or greater. Oftena 
filter inductor is called a CHOKE. 
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In applications where the load current is small, a resistor 
can be used in place of a choke in an L-type filter. Chokes 
are bulkier and more expensive than resistors, so a resis- 
tor offers the advantage of economy and smaller size and 
weight. Even though a resistor is used, the circuit still 
functions as a low-pass filter. The ripple voltage appears 
across the filter resistor, and the smooth dc output voltage 
appears across the filter capacitor and load. 


ж ж ж 


20. Why doesa filter inductor smooth the output voltage of a power 
supply? 77  /^ctcees o. Саон Тер Flee romofie (dies, 


21. If you were building a low cost power supply and wanted to 
use anL-type filter, what could you use in place of the filter 


inductor? 7 сд. Жа 


22. What is a filter inductor usually called? D CA ; f a 


ж ж ж 


Pi-Type Filter 


Another filter circuit that is widely used is the PI-TYPE 
FILTER shown in Figure 13. This circuit is similar to the 
L-type filter except that aninput filter capacitor C] is added. 
With this addition, the diagram resembles the Greek letter 
рі (т), hence the name pi-type filter. 


In Figure 13, C2 is called the output filter capacitor. L] 
provides filtering by opposing a change in load current. C] 
and C2 provide filtering by supplying current to the load 
when the rectifier is cut off. The pi-type filter provides a 
smoother dc output voltage than an L-type filter does. For 
this reason it is widely used. In applications where the 
load current is low, the filter choke can be replaced by a 
filler resistor. This saves the cost, size and weight ofa 
filter choke. 
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23. In Figure 13, C, isthe (a) input, (b) output filter capacitor 
and C2 is the (a) input, (b) output filter capacitor. 





24. What is the name given to the filter circuit of Figure 13? 
1 ~ /УеУшо,/ Ж 
25. To obtain the smoothest dc output voltage froma power supply 
would you use an L-type or a pi-type filter ? E cA 
P hype F d Mas 


A ae ж 
Decoupling Networks 


Besides the filter network in the power supply, a piece of 
equipment may contain other filter networks. Figure 14 
shows such an arrangementin a transistorized device. D], 
D2 and T] form a full wave rectifier. R] and Rọ? are cur- 
rent limiting resistors. C] and C2 together with R3 form a 
pi-type filter network. 


The output voltage of this power supply is 50 volts, as shown 
at point A. The Q] stage is connected directly to the power 
supply output, point A. If all the stages in the equipment 
required the same operating voltage, they could be connec- 
ted to point A. However, this is not always the case. In 
this example the Q2 stage requires 20 volts. The 20 volts 
for the Q2 stage is obtained by dropping 30 volts across R4. 
C3 places point B at signal ground, and thus servesas a by- 
pass capacitor. If it was not for C3, R4 would become part 
of the collector load for Q2. The variations of Q2 collector 
current would cause variations of voltage across R4, and the 
voltage at point B would vary accordingly. Since point B is 
a dc supply point, this would be undesirable. 


In addition to its bypass function, C3 provides additional 
filtering. C3 and R4 form an L-type filter network which 
is often called a DECOUPLING NETWORK. 


R5 and C4 form another L-type filter or decoupling network. 
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Rs is chosen to provide the required 10 volts for the Q3 
stage. Cy, places point C at ac or signal ground. 


ж ж ж 
26. What are the functions of R4 and C4 in Figure 14? бу diae? the 


$0v.7e ZOv. FO; places Ре” 6 27 Signa fe Q rowed, 


27. PNP transistors are shown in Figure 14. If NPN transistors 


were used, what changes would be necessary? 7, 72, yo А 
have 70 де peversed afarg Ww Ah С,, с>, с» Ұс, 
ж ж ж 
REGULATION 


As shown earlier, the filter capacitors discharge to a 
greater extent between the rectifier conduction periods when 
the load current is increased. This reduces the dc output 
of the power supply and increases the ripple voltage am- 
plitude. The internal resistance of a power supply also 
tends to reduce the output voltage of the supply when load 
current is increased, and vice versa. The internal resist- 
ance of the power supply consists of the resistance of the 
rectifier diodes, the resistance of the power transformer 
windings, the resistance of the filter inductor or resistor, 
and the like. 


Figure 15 shows the equivalent circuit of a power supply. 
Bj, represents the dc output voltage developed by the power 
supply. Ry represents the internal resistance of the supply. 
Note that the internal resistance R, and the load, repre- 
sented Ьу Кү, аге in series. Thus, the power supply out- 
put voltage Bj divides between к, апа Кү. 


Assume that R; in Figure 15 is decreased. This causes an 
increase in the load current and thus an increase in the 
voltage developed across the internal resistance of the power 
supply. Inturn, the dc voltage developed across the load 
Ry, decreases. Now suppose R, is increased, causing a 
decrease in load current. With the load current reduced 
the voltage developed across the internal resistance of the 
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power supply decreases, Inturn, the output voltage devel- 
oped across the load RJ, increases. Thus, as load current 
increases, the power supply output voltage decreases, and 
vice versa. 


It is desirable to keep the power supply voltage as constant 
as possible. Power supply voltage variations can cause im- 
proper circuit operation. Small output voltage variations 





The electronically regulated pawer supply shown above is designed to maintain a constant output 
voltage under varying load conditions. It can supply up to 400 VDC at 150 ma. 


Courtesy Pacotronics, Inc. 


are obtained by using components with a low internal re- 
sistance. Asa rule, silicon and germanium diodes have a 
lower forward resistance than selenium diodes. This is 
sometimes a source of trouble whena germanium or silicon 
diode is used to replace a selenium unit. The increased 
output voltage of the power supply can cause a breakdown 
inthe equipment. Often a series resistance must be added 
so the resistance of the originalselenium unitis duplicated. 
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Most vacuum diodes have higher forward resistance than 
selenium, germanium or silicon diodes. 


The term REGULATION is used to describe the ability of a 
power supply to provide a constant output voltage under vary- 
ing load conditions. Let EN represent the power supply out- 
put voltage under no-load conditions. Similarly let EF rep- 
resent the power supply output voltage under full load. The 
power supply percentage of regulation is then expressed as 
shown below: 


Ey - E 
% Regulation = E100 (1) 


EF 


For example, suppose a power supply has a no-load output 
voltage of 300 volts and a full-load output voltage of 250 
volts. The percentage of regulation is 


% Regulation = Ne x 100 
50 
Regulation = —— X100 
^» Reg 250 


.2X100 = 20% 


As another example, suppose the no-load output voltage of 
a power supply is 50 volts and the full-load output voltage 
is 48 volts. The percentage of regulation is 


50 - 48 


% Regulation = ZB х 100 
% Regulation = E X 100 


.0417 Х 100 = 4, 17% 


The less the output voltage changes under load, the lower 
the percentage of regulation, A low percentage of regula- 
tion indicates a good power supply, and a high percentage of 
regulation indicates a poor power supply. 
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28. Suppose you are building a power supply and want to obtain 
the lowest percentage of regulation. If you have a choice of 
two power transformers, one with a secondary resistance of 
200 ohms and the other with a secondary resistance of 150 
ohms, which one would you use? | 775 4 


29. What is the percentage of regulationof a power supply with a 
no-load output of 100 volts and full-load output of 80 volts? 

Ere го. 

eo 7 С -F 


-- 


= FEB 
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The regulation of a power supply can be improved by em- 
ploying a BLEEDER RESISTOR. The bleeder resistor is 
connected across the output terminals of the power supply. 
Its function is to draw some current from the power supply 
under no-load conditions. This reduces the no-load output 
voltage of the power supply. In turn, there is a smaller 
difference between the no-load and full-load output voltages, 
and thus a smaller percentage of regulation. 


The value of the bleeder resistor is chosen soit draws about 
10% or less of the full-load current capability of the power 
supply. Besides improving regulation, the bleeder resistor 
helps to discharge the power supply filter capacitors. The 
filter capacitors can holda charge for a long period of time 
and deliver a shock even after the equipment is turned off if 
they are not discharged. If the power supply you are work- 
ing on does not employ a bleeder, it is a good idea to dis- 
charge the capacitors by shorting their terminals. 


As a general rule, always discharge the filter capacitors in 
any power supply, even if the supply has a bleeder resistor. 
It's possible the bleeder resistor may be open. In equip- 
ment using high value capacitors, it is a good idea to dis- 
charge them through a resistor, say 10K ohms. This pre- 
vents damage to the capacitor by limiting the discharge 
current. 
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30. How does a bleeder resistor improve power supply regulas 
Hong É PEET P 2 loaf cong) 
/Уо a э ference, 2 
31. га а | power Ору, dS not employ a bleeder Теп. what 
Should you do to remove the shock hazard before working on 
the equipment? Со 


«Tt -D ж 
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BRIDGE RECTIFIERS 


Figure 16 shows another type of full wave rectifier circuit 
called the BRIDGE RECTIFIER. Notice that the circuit 
does not employ a power trans- 
former with a center tapped 
secondary. Instead the cir- 
cuit uses four diodes to obtain 
full wave rectification. 


To examine circuit operation, 
suppose the top of the second- 
ary, point A, is positive with 
respect to the bottom, point 
B. With point A positive the 
cathode of D, and the anode of 
D4 are positive. At the same 
time, with point B negative 
| ; the cathode of D3 and the anode 
The bove Picture shows the adana of of Dg are negative. As a re- 
rectifier using silicon diodes can replace the sult D4 and D3 are conductive 
тыр е and filament transformer while D] and D2 are noncon- 
Courtesy Internotional Rectifier Corp. ductive. With D3 and D4 con- 
ductive, electrons flow from 
point B through D3 up through Ry, and then through D4 to 
point A. 





On the other alternation of the ac source, point A is nega- 
tive with respect to point B. Thus, the cathode of Dj and 
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the anode of D4 are negative. At the same time the cathode 
of D3 and the anode of D2 are positive. Asa result Dj and 
D2 are conductive while D3 and D4 are nonconductive. With 
D1 and D2 conductive, electrons flow from point A through 
Dj, up through RL and then through D2 to point B. Note 
that the current through RL is in the same direction when 
either set of diodes conducts. Since D] and D2 conduct on 
one alternation and D3 and D4 conduct on the other, two 
current pulses are produced for each cycle of the ac supply 
to provide full wave rectification. 


Since a bridge rectifier does not require a tapped trans- 
former, it rectifies the full secondary voltage on each alter- 
nation. Thus, the pulsating dc output is about equal to the 
peak voltage across the entire secondary. Compared toa 
conventional full wave rectifier, a bridge rectifier provides 
pulsating dc of about twice the amplitude using a secondary 
with the same number of turns. 


Any of the filter circuits shown earlier canbe used with the 
bridge rectifier of Figure 16. Although semiconductor 
diodes are shown in Figure 16, vacuum diodes can be used. 
However, in most cases semiconductor diodes are used 
because they are smallerand do not requirea filament sup- 


ply. 


32. A bridge rectifier is a half wave rectifier. True or False? 
——— 


33. In the circuit of Figure 16, which diodes conduct when the top 
of the secondary is positive with respect to the bottom? 
O34 2, 
ж ж ж 


AC/DC POWER SUPPLIES 


Many of the small table model vacuum tube radio receivers 
are called ac/dc radios. This name was given to the re- 
ceivers since their power supplies can be operated from 
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either an ac or dc power line. Although dc power lines are 
not in common use today, the name ac/dc is still used to 
describe a particular typeof power supply. An ac/dc power 
supply does not employ a power transformer. Instead the 
rectifier circuit is connected directly to the ac line. 


Figure 17 shows a typical ac/dc power supply. Dj isa 
semiconductor diode which rectifies the ac line voltage. 
C] and C5 together with R2 
form a pi-type filter. Since 
this supply operates directly 
Írom the ac line, its maximum 
output voltage is limited to 
the peak value of the ac line 
voltage. In actual practice 
the output voltage is usually 
around 150 volts. The recti- 
flier D] is protected by cur- 
rent limiting resistor R]. 





Since a power transformer is 
not used in the ac/dc supply, 
the tube filaments must be 


The amplifier above employs an ac/dc supply. 
The large tubular object is a two section filter Operated from the ac line. 


capacitor. The finned object atthe bottom is This is usually done by con- 
a seleniumrectifier. The large resistor serves y y 


as a filter resistor. necting the tube filaments in 

Courtesy Photocircuits Corp. — series, Such an arrangement 

is referred to as a SERIES 

STRING heater circuit. In this circuit the vacuum tube 

heaters together with R3 form a series circuit. The value 

of R3 is chosen with respect to the filament resistances so 
the proper voltages appear across the tube filaments. 


As mentioned earlier the power supply of Figure 17 was 
Originally designed to operate from both ac and dc power 
lines. To operate this supply from a dc line, input lead A 
is connected to the positive side of the line and input lead B 
is connected to the negative side of the line. When operated 
on dc, Dj conducts continuously. Actually Dj acts like a 
closed switch and merely connects the various circuits in 


Basic Power Supplies Page 27 
the equipment to the power line. 


The ac/dc supply of Figure 17 offers the advantage of sim- 
plicity and low cost. This is largely due to the fact that no 
power transformer is used. Ac/dc supplies are normally 
used in low priced radio receivers and phonographs. 


ж ж ж 


34. Why is the circuit of Figure 17 called an ac/dc supply? 
Leeavee 17 Cav е USed W! Á eer Fl Con It. le CUI en 
35. What is the name given to the filament circuit in Figure 17? 
55 еліе-5 Fro? 
36. Suppose one of the tube filáments burns out (opens) in Fig- 
ure 17. Would the other tube filaments still operate? 


No | 
ж ж ж 


Notice in Figure 17 that one side of the ас line is connected 
to the common point in the circuit, which is usually the 
chassis. Figures 18 and 19 show the effects of this arrange- 
ment. Figure 18 shows one side of the ac line connected to 
the chassis of a radio receiver through the ON/OFF switch. 
This side of the ac line is also grounded to a water pipe. 
(One side of the ac line is grounded to the cold water pipe 
in just about every building. This is known as the ground 
side.) Thus, if you were to touch a water pipe, sink, radi- 
ator, etc. and the radio chassis you would not receive a 
shock. Both the chassis and water pipe are at the same 
potential. 


Now suppose the line cord is reversed (plug reversed) as 
shown in Figure 19. The ungrounded side of the ac line is 
now connected to the receiver chassis through 5). With S1 
closed there is adifference in potential of 120 volts between 
the chassis and the water pipe. If you were to touch the 
chassis and water pipe you would receive a shock, possibly 
quite severe. 


The shock hazard is eliminated ina number of ways. For 
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one thing the cabinet may be made of plastic, wood, etc. 
The mounting screws and knobs are also insulated so a 
person cannot come in contact with the chassis. In some 
cases a polarized plug is also used so the plug can only be 
inserted one way inthe ac receptacle. This assures that 
the chassis is always connected to the grounded side of the 
ac line. Remember this when you service this type of equip- 
ment. Make sure allinsulating components are in goodorder. 


* ж ж 


37. What is the effectin a piece of equipmentusing an ac/dc sup- 
ply if the line cord is plugged in so the chassis is connected 
to the ungrounded side of the ac line? ye I1 tn? 


will он Pf Phere 1S ыа екй 3 Qoa ^ 
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VOLTAGE MULTIPLIERS 


One of the disadvantages of the ac/dc supply is thatits maxi- 
mum output voltage is limited to about the peak value of the 
ac line voltage. This is because no power transformer is 
employed to step up the voltage. However, voltages higher 
than the peak of the ac line voltage can be obtained by using 


a VOLTAGE MULTIPLIER circuit. 


Figure 20 showsa voltage multiplier circuit calleda VOLT- 
AGE DOUBLER. As the name implies, this circuit provides 
adc output voltage equal to twice the peak of the ac line 
voltage. Basically, the circuit consists of two half wave 
rectifier circuits whose output voltagesare added together. 


To examine circuit operation, suppose point A is positive 
with respect to point B. Under these conditions the anode 
of D] is positive with respect to its cathode. At the same 
time the cathode of D2 is positive with respect toits anode, 
As a result D] conducts and D2 is cut off. With Dj conduc- 
tive, C] chargesthrough D] tothe peak of the ac line voltage. . 


On the other alternation of the ac line voltage, when point A 
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is negative with respect to point B, the opposite conditions 
exist. The anode of Dj is negative with respect to its cath- 
ode, while the cathode of Do is negative with respect to its 
anode. As a result D} is cut off and D conducts. "With D» 
conductive, C2 charges through D» to the peak ofthe ac line 
voltage. 


D, and D2 conduct alternately and charge both C, and C> 
to the peak value of the ac line voltage. Notice the polarities 
of the voltages across C, and C5. These two voltages are 
series aiding. The dc output voltage is therefore the sum 
of the voltages across C, and C5, or two times the peak of 
the ac line voltage. The sum of the voltages across Cj and 
C2 appears across C3, which provides a filtering action. 
If additional filtering is required, any of the filter circuits 
shown earlier can be connected to the circuit. 


ж ж ж 


38. What is the advantage of the voltage doubler , shown in Fig- 
ure 20? 4 А Оо т 
ILA ine, ші 
39. In the circuit of Figure 20, the dc output voltage is the sum 
of the voltages across C and C2. True or False? 


ж ж ж 


The voltage doubler shownin Figure 20 has one disadvantage. 
One side of the ac line is not the common output as in the 
ac/dc supply shown earlier. This can cause the generation 
of stray 60 hertz signals in the equipment and thus cause 
improper operation. Figure Zl shows another voltage dou- 
bler circuit which overcomes this problem. This circuit, 
like the one of Figure 20, consists of two separate rectifier 
circuits. / 


To examine circuit operation, suppose point A is negative 
with respect to point B. Under these conditions the cathode 
of Dj; is negative with respect to its anode. At the same 
time the anode of D2 is negative with respect to its cathode. 
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Thus, Dj conducts and D> is cut off. With Dj conductive, 
Cj, charges to the peak of the ac line voltage through D]. 


On the other alternation of the ac line voltage, point A is 
positive with respect to point B. Under these conditions 
the cathode of Dj is positive 
with respect to its anode. At 
the same time the anode of 
D2 is positive with respect to 
its cathode. Thus, D} is cut 
off and D2 conducts. Since 
Cj isinseries with D; and the 
ac line voltage, the total volt- 
age applied to D> is the ac 
line voltage plus the voltage 
across C]. The voltage across 
Cj is series aiding with the 
line voltage on this alterna- 
е” "D tion. Therefore C> charges 
to the peak of the line voltage 
plus the voltage across Cj. 
This unit can be used to supply dc power for Since Cj is charged {о {һе peak 
transistors and other low voltage, smoll current of the line voltage, C2 18 
devices. A built-in meter gives a continuous charged to twice the peak of 


indication of voltage and current. : 
Courtesy Electro Products Laborataries, Inc. the line voltage. 


тз bile al 





Notice in Figure 21 that one side of the ac line forms part 
of the dc output circuit. This side can be grounded as shown. 
The voltage doubler of Figure 21 is widely usedin television 
receivers, especially the compact portables. 


ж ж Ж 


40. What is the advantage of the voltage doubler show уш іп Жі- 
ure 21 over the one shown in Бініге 20? Gre s 


^ € pi > 2, Hs HA n Жм. 


4l. “с; іп Figure 21 charges to (аў RR о. (b) « one half of the 
peak, (c) twice the peak of the ac line voltage. 


ж ж ж 
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VOLTAGE DIVIDERS 


Frequently it is desirable to obtain more than one dc output 
voltage from the same power supply. A number of output 
voltages can be easily obtained by connecting a number of 
resistors across the power supply output terminals. An 
arrangement of this type is called a VOLTAGE DIVIDER. 
In addition the voltage divider also serves as a bleeder re- 
sistor. 


Figure 22 shows a power supply with a three-resistor volt- 
age divider which provides three different output voltages. 
Output A is the power supply output terminal which supplies 
+300 volts. Output B supplies 250 volts and output C sup- 
plies 100 volts. These voltages are obtained by choosing 
the proper values for R], R2 and R3. 


To choose the values of Rj, К. апа Кз, the current re- 
quired by the load connected to each terminal must be known. 
Typical values are shown in Figure 22. Tocalculate the 
various resistors, start with the bottom resistor, R3. Since 
this resistor does not carry any load current its value is 
determined by assuming a small value of divider or bleeder 
current. This is the bleeder current drawn from the supply 
with all of the loads disconnected. In our examplea bleeder 
current Ip of 2 ma is assumed. Since 100 volts appears at 
output C with respect to ground, the voltage across R3 must 
be 100 volts. With 2 ma flowing through R3 its value canbe 
found by using Ohm! s Law: 


|. 1 X 10* x 10? 
2 


ER4 100v 1x10 


2.5X10? s 50,000 or 50K ohms 


Next the value of R2 is found. Since 100 volts must appear 
at output C and 250 volts appears at output B, R5? must drop 
150volts. Thecurrentrequiredat output Cis 8 ma. There- 
fore Rọ must carry I3 = 8 ma plus the bleeder current Ip = 
2 па. With the voltage across R> known, and the current 
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known, Ohm's Law can be used to determine the value of 
R2: 


| Ig *i3 2ma*8ma  1.0X10-2 


1.5 X 104 x 102 
1 


eee BRL - 150v | | 1.5 X10* 
; 1.5x10"7 


1.5 X 104 = 15,000 or 15K ohms 


Finally the value of R] can be determined. Since 250 volts 
must appear at output B and 300 volts appears at output A, 
R, must drop 50 volts. The current required at output B is 
40 ma. Therefore, R] must carry this current I? - 40 ma 
plus the 8 ma at output C plus the 2 ma bleeder current. 
Using Ohm's Law, the value of R, is: 


I?*I3 tlg 40 ша+8 та+2та 5х107© 


1 2 
- 210-5 СТО = 0000r IK ohm 


ж ж ж 


42. Determine the value of the voltage divider resistors in Fig- 
ure 22 if I3 - 3 ma, I, = 20 ma and Ip = 2 ma. 


ж ж ж 


DC-TO-DC CONVERTERS 


In some portable equipment it is impractical touse batteries 
to supply the high voltages required. To obtain these higher 
voltages, a DC- TO-DC CONVERTER is used. A dc-to-dc 
converteris shownin Figure 23 in simplified form. Thelow 
voltage battery supplyis connected toa dc-to-ac converter. 
This converter can be an electronic device such as a tran- 
sistorized oscillator or an electromechanical device suchas 
a vibrator. The ac output from the dc-to-ac converter is 
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applied toa step-up transformer. The desired dc output 
voltage is then obtained by recitfying and filtering the ac 
voltage. 


Figure 24 shows the circuit of a transistorized dc-to-dc 
converter. Bj is the low voltage battery supply. Qj and 
Q2 together with T] form an oscillator circuit which con- 
verts the dc battery voltage to 
ac. The ac voltage appearing 
at the secondary of T] is rec- 
tified by the Dı D3 full wave 
rectifier. Lj, Cj and C2 form 
a pi-type filter. 5j, is the 
power switch. 


The Q1Q2 oscillator circuit 
works something like a multi- 
vibrator circuit. That is, Q] 
and Q2 conduct alternately. 
To examine circuit operation, 
suppose the circuitis oscilla- 
ting and Qj isjust beginning to 
conduct while Q2 is going into 
cutoff. The increasing Q1 The dc power supply shown above is used to 
collector currentin winding в operate 6 and 12 volt automotive equipment 
in the service shop. 

induces a voltage in winding A Courtesy ATR Electronics, Inc. 
which drives the base of Qj 

more negative. Since Q] isa PNP transistor, thisincreases 
the forward bias on Q,, driving it toward saturation. At 
the same time, theincreasing Qj collector currentin winding 
B induces a voltage in winding D which drives the Q2 base 
positive. Thus, Qg is driven into cutoff. 





Once Q] is saturated, its collector current reaches a steady 
value. Winding B no longer induces a voltage into windings 
A or D. As a result, the bias on the Qj base reduces, 
causing Qj to come out of saturation. Тһе decreasing QJ] 
collector current now induces a voltage of the opposite 
polarity into windings A and D. Thus, the base of Qj is 
driven positive, cutting off Qj. At the same time the Q2 
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base is driven negative, thus driving Q2 toward saturation. 
The increasing Q, collector current in winding C induces a 
voltage into windings A and D which aids the action. Once 
Q2 reaches saturation, winding C no longer induces a volt- 
age into windings A and D. The cycle then repeats, with Qj 
going toward saturation and Q» going toward cutoff. 


The alternate conduction of Ој апа О and the resultant 
changing collector currents in windings B and C induce an 
alternating voltage into the secondary. This ac voltage is 
rectified by Dj and D2 and then filtered by Cj, C2 and Lj. 
R3 and R4 are current limiting resistors for D] and D2. 


Ку апа Кә іп {ће oscillator circuit form a voltage divider 
which supplies forward bias for the base-emitter circuit of 
Qj and Q2. The forward bias provided by this network 
starts the conduction of the transistors when power is ap- 
plied. 


ж ж ж 


43. How does the circuit of Figure 24convert the dc battery volt- - , 
_ age into an ac voltage? о, ҰО. е a my hvr bra n dior 
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SUMMARY 


The power supply in a piece of equipment supplies the neces- 
sary operating voltages for the tubes or transistors used in 
the equipment. Basically a power supply consists of two 
sections, a rectifier and a filter. The rectifier converts 
the ac line voltage into a pulsating dc voltage. The filter 
smooths out the pulsating dc voltage. 


Тһе two basic rectifier circuits are the half wave rectifier 
and the full wave rectifier. Thehalf wave rectifier develops 
one current pulse for each cycle of the ac line voltage. Оп 
the other hand the full wave rectifier develops two current 
pulses for each cycle of the ac line voltage. 
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There are many types of filter circuits that canbe used with 
a rectifier to provide a smooth dc output voltage. The sim- 
plest filter is merely a capacitor connected across the out- 
put of the rectifier. Better filtering canbe obtained by using 
an L-type or a pi-type filter circuit. Additional filter cir- 
cuits are also often used in a piece of equipment. These 
filters, often called decoupling networks, are used toisolate 
the various stages and to drop the power supply voltage to 
different values for the various stages. 


. Regulation of a power supply is its ability to provide a con- 
stant output voltage under varying load conditions. Good 
regulation is obtained by having a low internal resistance in 
the power supply. 


The bridge rectifier is another type of full wave rectifier. 
This circuit requires four diodes but does not require a cen- 
ter tapped power transformer. The conventional full wave 
rectifier requires only two diodes but it does requirea cen- 
ter tapped power transformer. 


A. simple and low cost power supply can be made by operating 
a half wave rectifier directly from the ac line. Since this 
type of power supply does not use a power transformer, it 
does not provide any isolation from the ac line. A power 
supply of this typeis usually referred to as an ac/dc supply 
since it can be operated from either ac or dc power lines. 


The simple ac/dc supply has a maximum output voltage ap- 
proximately equal to the peak of the ac line voltage. Where 
higher voltages are required, a voltage doubler is used. A 
voltage doubler can provide adc output voltage approximately 
equal to twice the peak of the ac line voltage. 


In portable applications where high dc voltages are required, 
а dc-to-dc converteris used. This converter first converts 
the low dc battery voltage into an ac voltage. This ac volt- 
age is then applied toa step-up transformer. Finally the 
ac voltage is rectified and filtered to provide the desired dc 
output voltage. 
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IMPORTANT DEFINITIONS 


BLEEDER RESISTOR - A resistor which is used to draw a 


fixed current from a power supply. 
CHOKE - The filter inductor in a power supply. 


FILTER - The section of a power supply that smooths out 
the pulsating dc produced by the rectifier, and thus 
provides a smooth dc output. 


FULL WAVE RECTIFIER - A circuit which converts both 
alternations of an alternating current into a pulsating 
direct current. 


HALF WAVE RECTIFIER - A circuit which converts alter - 
nating current into pulsating direct current by con- 
ducting current during only one alternation of each 
cycle of the alternating current. 


PEAK INVERSE VOLTAGE (PIV) - The maximum voltage 
applied across the rectifier ina power supply when 
it is not conducting. 


VOLTAGE DOUBLER - A transformerless power supply 
that develops a dc output voltage approximately twice 
the peak value of the ac line voltage. 
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ESSENTIAL SYMBOLS AND EQUATIONS 


Ep - full-load output voltage 


EN - no-load output voltage 
EN - EF 


% Regulation = —————— Х 100 (1) 
Ек 


STUDENT NOTES 


10. 


11. 


12. 


13. 


14. 


15. 


PRACTICE EXERCISE SOLUTIONS 


A power supply is needed to convert the ac line voltage into 
the de voltage required by many circuits. 


Yes -- Both vacuum and semiconductor diodes perform the 
same function. 


The voltage across R[, would change to negative pulses. 

The filter smooths the pulsating dc developed by the rectifier. 
No -- Semiconductor diodes do not have filaments. 

There is actually no change in the operation of the supply it- 
self. This merely changes the polarity of the power supply 


output voltage with respect to the ground point. 


Yes -- A full wave supply produces twice as many current 
pulses during a cycle of the ac line voltage as a half wave 
supply. 


(a) Di 
(b) positive 


You would probably use a step-down transformer to reduce 
the line voltage to a suitable value. 


You would probably use semiconductor diodes as they are 
small and rugged. Since semiconductor diodes do not have 
filaments, a rectifier filament winding is not required on the 
power transformer. 


duo- diode 


C1 charges when D, conducts and discharges through Ry, when 
D1 is cut off. 


C1 provides filtering by discharging through the load during 
the time that D1 is cut off. 


The ripple voltage can be reduced by increasing the value of 
the filter capacitor. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


16. A defective filter capacitor could be the cause of trouble here. 
With no filter action the dc output would be pulsating dc. The 
average value of this voltage is much less than the dc output 
voltage when it is filtered. Low line voltage or an excessive 
load on the power supply could also be responsible for re- 
duced output voltage. 


17. The peakinverse voltage (PIV) rating is also important. The 
diode may break down if its PIV rating is not higher than the 
peak inverse voltage across the diode. 





FIGURE 14 


18. A defective filter capacitor is a likely cause. 


POWER SUPPLY 19. (b) 60 Hz (c) 120 Hz 





Г 
| i od - 20. It tends to oppose any change in the current passing through 
| 1 | AC LINE 51| it. 
| = | a 
i Т 21. a resistor 
I ! 
= " 22. filter choke or simply a choke. 
FIGURE 15 23. (a) input, (b) output 
FIG 16 24. pi-type filter 
Ri b, R2 25. You would probably use a pi-type filter. 

f b 26. R4 first of all acts as a dropping resistor to provide the 
>2 = E E proper voltage for Q2. C3 places point B at signal ground. 
So са т с. 0 Together R4 and C3 form an L-type filter network which 

i 9 provides additional filtering for the power supply voltage. 


+ 27. Since NPN transistors require a positive collector voltage, 
D1 and D2 in the power supply must be reversed. With the 
power supply voltage reversed, the filter capacitors, if they 
are electrolytics, must also be reversed. 


о 






TUBE 
FILAMENTS 


28. You would probably use the transformer with the secondary 
resistance of 150ohms to obtaina low internal resistance and 


5246 FIGURE 17 thus good regulation. 


29. 


30. 


31. 


32. 


33. 


34. 


35. 


36. 


37. 


38. 


39. 


40. 


41. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


2595 -- The percentage of regulation is found as shown below: 


EN - Er 
F 


% Regulation x 100 = x 100 


100 - 80 
. 80 


% Regulation . 25 х 100 = 25% 


The bleeder resistor places a loadon the power supply so its 
output voltage is reduced slightly under no-load conditions. 
This reduces the difference between the no-load and full-load 
output voltages, thereby improving regulation. 


Discharge the filter capacitors, preferably through a resistor. 
False -- The bridge rectifier is a full wave rectifier. 

D3 and D4 

It can be operated from either an ac or de power line. 
series string 

No -- Since they are all connected in series, one open fila- 
ment would prevent current from flowing in the other fila- 


ments. 


The chassis of the equipment would be "HOT" with respect to 
any grounded object such as a water pipe. 


The voltage doubler can supply а ас output voltage twice the 
peak of the line voltage. 


True 
Іп the circuit of Figure 21 one side of the ac line forms part 
of the dc output circuit, and there is less chance of unwanted 


signals appearing in the output. 


(c) twice the peak 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


42. R1 = 2K ohms, R2 = 30K ohms and R3 = 50K ohms -- Ohm's 
Law (R - Е/І) is used to determine the values of R1, Rg and 


R3: 
pn, . ER3_ loov _ 1x10? 
37 IB  2ma 2xio3 
2 and 
x1 
uU XO on = .5x 109 
= §0,000 or 50K ohms 
Ro = ER? 150У _1.5х10° 
I3 + Ip 3ma+ 2ma 5 x 1073 
2 x 102 
" Bae =.3%105 = 30,000 or 30K ohms 
ER 
R, 1 50 v 


7 12% Із +16. 20 та + 3 та + 2 та 


___5х101 5х101х 102 
2.5 х 10-2 2.5 
= 2х 103 = 2000 ог 2K ohms 
43. Тһе Q1Q, circuit forms an oscillator circuit. The alternate 
conduction of Q1 and Q» produces changing currents in the T1 


primary. This induces an ac voltage into the secondary 
winding. 


10. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 


in grading. 
Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: A motorist may proceed across an intersection when the traffic light is 


LESSON CODE AC] (A) blue. (B) red. (C) black. (D) green. 
B C] 
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The rectifier in a power supply (A) converts the ac line voltage to pulsating dc. (В) сопуегїз 
the dc line voltage to ac. (C) smooths the pulsating dc developed by the circuit. (D) is always 
a semiconductor diode. 


A full wave rectifier operating from a 60 hertz (cycle) line (A) supplies only one voltage pulse 
per cycle of the ac line voltage. (B) has a ripple frequency of 60 hertz. (C) has a ripple fre- 
quency of 30 hertz. (D) supplies two voltage pulses per cycle of the ac line voltage. 


In the power supply of Figure 8, (A) D] conducts for the entire positive alternation. (B) C] dis- 
charges when D] conducts. (C) Cj discharges through Dj and the T] secondary. (D) C] sup- 
plies current to the load when D] is cut off. 


Increasing the value of the filter capacitor in a power supply (A) has no effectonthe ripple voilt- 
age amplitude. (B) reduces the ripple voltage amplitude. (C) decreases the currentcapacity of 
the supply. (D) provides poorer filtering. 


The filter system shown in Figure 13 (A) is a simple capacitor filter. (B)is an L-type filter. 
(C) does not provide as good filtering as does the simple system in Figure 8. (D) is a pi-type 
filter. 


To obtain good power supply regulation, (A) diodes with a high forward resistance should be 
used. (B) the power transformer shouid have high resistance windings. (С) а filter inductor 
with a high internal resistance shouid be used. (D) the power supply shouid have a low internal 
resistance. 

The circuit of Figure 16 (A) is a half wave rectifier. (B) employs a pi-type filter. (C) em- 
ploys an L-type filter. (D) is a bridge rectifier. 


The power supply shown in Figure 17 (A) employs an L-type filter. (B) has a maximumdc out- 
put voltage about twice the peak value of the ac line voltage. (C) provides isolation from the ac 
line. (D)is an ac/dc supply with a series string filament circuit. 


With the power supply connected as shown in Figure 19, (A) the chassis is "hot" with respect 
to ground. (B)the chassis and ground are at the same potential. (C) no shock hazard exists. 
(D) the chassis is isolated from the ac line. 


In the circuit of Figure 21, (A) D, conducts when point A is POSITIVE with respect to point B. 
(B) Cj charges to half the peak of the ac line voltage. (C) D5 conducts when point A is NEGA- 
TIVE with respect to point B. (D) C2 charges to twice the peak of the ac line voltage. 
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Ап air line radio-electronic technician using an electronic meter to make accurate voltage meas- 
urements an an amplifier used in an automatic pilat system. 


Courtesy United Air Lines 
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There is nothing, I hold, in the way of work, 
That a human may not achieve 

If he does not falter, or shrink or shirk, 
And more than all, if he will believe 


And whatever the height you yearn to climb 

Tho! it never was trod by the foot of man, 

And no matter how steep -- I say you can, 

If you will be patient -- and use your time. 
--Selected 
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ELECTRONIC METERS 


Meters are instrumentsthat measurethe effects of electric- 
ity. Depending on its circuit arrangement, a meter may 
measure voltage, current or resistance, There are many 
types of meters available, including those which use tran- 
sistors or vacuum tubes to extend the limits of the basic 
indicator or meter movement and make it more sensitive. 
We will use the term ELECTRONIC METER to describe a 
direct reading meter that uses transistors or vacuum tubes., 
A meter which is only an electromechanical device will be 


called an ELECTRIC METER. 


ж ж ж 


1. Meters can be dividedinto two general groups. What are these 
groups? 


METERS AND METER CHARACTERISTICS 


Two sections of an electronic meter are basically the same 
as the corresponding sections of an electric meter, One of 
these is the meter movement, A D' ARSONVAL METER 
MOVEMENT is commonly used in both electric and elec- 
tronic meters. The pointer deflection depends onthe amount 
of current flowing through the meter movement, 


The other section that is similar in both types of meter is 
the input circuit. Meter input circuits are groups of resis- 
tors placed in series or parallel with the meter movement 
in an electric meter, or at the input to a meter amplifier in 
an electronic meter, These resistors are usually referred 
to as SHUNTS when used in ammeters, MULTIPLIERS in 
voltmeters, or simply RANGE RESISTORS in other instru- 
ments. They are used to increase the range of measure- 
ments that can be made with the meter, 
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2. What sections do electric and electronic meters usually have 
in common ? 


ж ж ж 


A switch that selects the resistor or combination of resis- 
torsto give the desired range of readings is calleda RANGE 
SWITCH, If the meter is a multiple function unit, such as 
a combination ammeter, voltmeter and ohmmeter, it may 
also include aFUNCTION SWITCH to select the proper cir- 
cuitry for the type of measurement desired, 


Figure 1 shows the two meter types in block diagram form. 
The electric meter is shown in Figure lA. This meter is 
divided into two blocks; the input circuits and the meter 
movement, Figure 1B shows the block diagram of an elec- 
tronic meter, This meter is divided into four blocks; the 
input circuits, a transistor or vacuum tube amplifier, a 
power supply, and a meter movement, Thus, the distin- 
guishing feature of an electronic meter, compared to an 
electric meter, is the electronic amplifier and the power 
supply necessary to operate this amplifier, 


LOADING AND IMPEDANCE 


Both electric and electronic meters use current from the 
circuit under test, There often is a considerable difference, 
however, in the amounts of current required, The electric 
meter uses some of the test circuit current to operate the 
meter movement directly. The electronic meter uses 
smaller amounts of test circuit current to develop a signal 
for the meter amplifier, The current which operates the 
meter movement of the electronic meter is supplied by the 
power supply and amplifier. 


ж ж ж 


3. The electronic meter requires (a) more, (b) less current from 
the test circuit than does the electric meter. 
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4. When the electronic meter is used to measure the voltage 
drop across a resistor, the current for the meter movement 
is supplied by (a) the test circuit, (b) the power supply and 
amplifier section. 


ж ж ж 


The action of a meter using current from atest circuit is 
referred to as LOADING. Loading can cause an incorrect 
meter reading by disturbing the voltages or currents nor- 
mally present in the circuit being tested. 


When you connect a meter into atest circuit, a new circuit 
is formed, This new circuit consists of the internal resist- 
ance of the meter in parallel with a part of the test circuit. 
The operating conditions of the circuit under test can change 
enough to make your measurements incorrect, The loading 
of a test circuit depends on the internal resistance of the 
meter being used. Therefore, different meters may have 
different loading effects, The internal meter resistance, 
often referred to as a meter INPUT RESISTANCE, is the 
total resistance a meter offers to the flow of test circuit 
current, 


5. A meter loads a testcircuit whenthe meter uses current from 
the test circuit. True or False? 


6. The loading of a test circuit by a meter depends on the (a) inter- 
nal resistance, (b) ability to measure resistance of the meter. 


* * * 


The internal resistance of the electric meter of Figure lA 
depends onthe combined resistance of the input circuits and 
the meter movement, For example, in an electric voltmeter 
the multiplier resistors and meter movement are in series 
between the meter input jacks. With each change of the 
range switch setting, the input resistance of the meter 
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changes. In comparison, the electronic meter of Figure 1B 
has a set of voltage divider resistors between the input 
jacks. The high input resistance of the amplifier is con- 
nected across a different number of these resistors as the 
range switch is varied. The meter movement is part of the 
amplifier. Because of this circuit arrangement, the input 
resistance of the electronic meter remains high, and almost 
constant, as the setting of the range switch is changed. 


The highinput opposition or INPUT IMPEDANCE ofan elec- 
tronic meter is supplied by the inputand amplifier sections. 
The term 'impedance" is used because itrefers to the total 
opposition a circuit offers to the flow of current. Impedance 
is a combination of resistance and reactance. This react- 
ance includes the capacitive effect of the wiring in the input 
circuits and the input capacitance of the vacuum tube or 
transistor. 


* * ж 


7. The input impedance of an electronic meter is the total oppo- 
sitionthe meter offers totest circuit current. True or False? 


ж ж ж 


Figure 2 shows the effect of input impedance and the loading 
of test circuits. The test circuit has a total series resist- 
ance of 40,000 ohms (Rj - 20,000 ohms and R2 - 20,000 ohms) 
connected across a 100 volt battery. Neglecting the meter 
circuit for a moment, the current through the 40,000 ohm 
circuit resistance with 100 volts applied is 100/40,000, or 
.0025 ampere. With two equal value resistors across the 
100 volt source, the voltage across each resistor is half the 
source voltage, or 50 volts. 


Now, suppose you connectan electric meter with an internal 
resistance Ry of 20,000 ohms across resistor R> as shown 
in Figure 2A. With the meter circuit and R3 in parallel,the 
effective resistance from point Ato point B is 10,000 ohms, 
The total circuit resistance is 30,000 ohms instead of the 
original 40,000 ohms. By using Ohm's Law you can show 
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that the total circuit current increases from .0025 amp to 
. 0033 amp. 


The sametest circuitis used in Figure 2B, but an electronic 
meter with a 10 megohm input 
impedanceis connected across 
R2. The effective resistance 
of the parallel combination, R2 
and the electronic meter, is 
about 19,960 ohms. The total 
resistance is about 39,960 
ohms, and Ohm's Law shows 
the current to be approximately 
‚002503 агар. 


Let's compare the effects of 
the two meter circuits in Fig- 
ure 2. The electric meter of 
Figure 2A decreases the cir- 
cuit resistance from 40,000 
ohms to 30,000 ohms and in- 
creases the circuit current 
from , 0025 amp to .0033 amp. 
This partable test instrument measures valtage, This is a resistance change of 
current and resistance. It can be used os an 10,000 ohms and a current 
electric or electronic meter, depending an change of .0008 amp (.8 ma). 
the pasitian af the switch located near the ; : 
bottom af the front panel. The electronic meter of Fig- 
Caurtesy Triplett Electrical Instrument Ca. ure 2B decreases the circuit 
resistance from 40,000 ohms 
to 39,960 ohms and increasesthe circuit current from .0025 
amp to .002503 amp. This is a resistance change of only 40 
ohms, and a current change of only . 000003 amp (.003 ma). 





The electric meter causes an error of well over 3095, which 
cannot be tolerated in most cases. On the other hand, the 
electronic meter causes an error of lessthan 195, which can 
be disregarded in most cases, 


In summary then, we can say that the electronic meter re- 
duces the loading effect caused by a meter being connected 
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to a circuit because it leaves the circuit operating conditions 
almost unchanged. This is an advantage, particularly in 
low power, high impedance circuits where electric meters 
can cause considerable disturbance and error, 


BALANCED BRIDGE 


The use of an amplifier provides more than one advantage 
for the electronic meter. As we have already seen, it helps 
provide a high input impedance which results in very little 
loading of the circuit under test, Another advantage is that 
the amplifier increasesthe effective sensitivity of the meter 
movement while isolatingthe meter movement from the test 
circuit, 


The sensitivity of the meter movement is increased because 
a very small test signalis amplified to cause greater de- 
flection of the meter pointer. Thus, it can measure volt- 
ages that are too small to produce a reading on the average 
electric meter, 


Besides amplification and high input impedance, the ampli- 
fier offers protection to the meter movement by isolating it 
from the test circuit, The internal characteristics of the 
amplifier limit the amount of plate or collector current 
which operates the meter movement. This eliminates the 
chance of damaging the meter movement due to large cur- 
rent or voltages in the circuit under test, 


A common circuit used in electronic meter amplifiers is the 
BRIDGE CIRCUIT. Figure 3A shows a simple bridge ar- 
rangement havingtwo circuit branches, Rj * R2 and R3 * R4. 
The same voltage is applied to each branch, between ground 
and B+. Current Ij flows through one branch and current 1; 
through the other. A meter movement is connected between 
the upper ends of R2 and R4. These points are labeled X 
and Y. The bridge circuit is now divided into four arms, 
Ку, Къ, Кз апа Кд. 


The meter pointer will deflect an amount proportional to the 
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current flowing through the meter movement, This current 
depends on the difference of potential between points X and 
Y. The potential at X is due to current I) flowing through 
the RjR2 branch, and the potential at Y is due to I2? flowing 
through the R3R4 branch, Any change ofresistance in either 
branch will change the current in that branch and thereby 
change the potential at point X or Y. I£ Rj - R3and R2 - R4, 
the potential at point X equals that at point Y. No current 
flows in the meter and the bridge is said to be BALANCED, 


ж ж ж 


8. Explain what is meant by balance in a bridge circuit. 
ж ж ж 


Let's replace Rj with à smaller value of resistance, The 
total resistance of the left branch decreases and current Ij 
increases, More voltage appears across R2 and less across 
R], making point X more positive than point Y. Current 
flows through the meter movement from point Y to point X 
and causes the meter pointer to deflect. Now, the bridge 


circuit is said to be UNBALANCED. 


In an electronic amplifier bridge, a vacuumtube or transis- 
tor replaces one or more of the resistors of Figure 3A. 
Figure 3B shows a vacuum tube bridge. The tube bias is 
set at a point where the dc plate resistance of the tube is 
equal to the resistance of R3. The resistance ої Кә is equal 
to that of R4. Under these conditions, the vacuum tube 
bridge is balanced in the same manner as the resistance 
bridge of Figure 3A. The meter movement is again placed 
between the two branches at points X and Y. The meter 
pointer willrestat its zero point whenthe bridge is balanced. 


The bridge circuit of Figure 3B measures a voltage applied 
to the grid of tube Vj. When a signal voltage is applied to 
the grid, the internal resistance of the tube changes and the 
tube conducts more or less plate current. If the tube con- 
ducts more, its internal resistance decreases and the total 
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resistance in that branch decreases, This causes more 
current to flow in the branch. The value of R2 is fixed, and 
any increase in current through this fixed resistance makes 
the voltage across R2 higher than it is when no signalis ap- 
plied to the tube, 


The voltages across R3 and R4 remain the same since there 
is no change in current through the R3R4 branch. Thus, 
point Y is at a fixed potential, If the voltage across R? in- 
creases, point X becomes positive with respect to point Y. 
Therefore, a difference of potential exists across the meter 
movement, between points X and Y , and current flows through 
the meter, 


An increase in positive voltage at the grid of Vj causes 
more tube conduction, a greater voltage across R2, anda 
higher potential at point X, 
This increases the difference 
of potential between X and Y 
and causes a greater deflec- 
tion of the meter pointer. 
Thus, the pointer deflection 
is proportional to the voltage 
at the grid of V]. 


The circuit of Figure 3B has 
been used in actual meters, 
but there are some disadvan- 
tages with the single tube 
bridge circuit. For example, 
conduction usually changes as 
the tube warms up, and also 
changes as the tube ages To This electronic voltmeter measures dc voltages 
and low frequency ac voltagesup to 1500 volts 
make up for these changes of without the use of external multipliers. Its 
resistance in one of the upper ohmmeter range is from .2 ohm to 1000 meg- 
hms. 
arms, another vacuum tube У 
section having the same char- 
acteristics is placed in the other upper bridge arm. For 
best results, the tube sections should be in the same enve- 
lope so heating and aging will be the same in each. 





Courtesy General Radio Company 
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9. In Figure 3B, Vy, acts as a variable (a) capacitor, (b)inductor, 
(c) resistor, 


ж ж ж 


Figure 3C showsthe dual vacuum tube bridge circuit. Triode 
Viis called the ACTIVE TUBE , and V5is referred to as the 
REFERENCE TUBE. Meter indications are due to the dif- 
ferences in conduction of Vj and V5. The difference occurs 
when a signal (the voltage to be measured) is applied to the 
grid of Vj. 


The conduction and plate resistance of tube V5 remain con- 
stant during measurements, and V2 functions just as the 
fixed resistor R3 of Figure 3B did. However, temperature 
and aging affect V? much the same as Vj. Аз а result, 
changes in the average characteristics of Vj are accom- 
panied by similar changes in V, characteristics, and bal- 
ance іп this circuit is affected much less by these factors 
than it is in the circuit of Figure 3B. 


This circuit very often contains a variable resistor in one 
or more arms to allow exact balance (zero meter reading) 
before measurements are made. This resistor is called the 
ZERO ADJUST control. It is usually mounted on the front 
panel of the meter. 


ж ж ж 


10. What are the reasons for using reference tube V» in the cir- 
cuit of Figure 3C? 


11. What isthe purpose of a zeroadjust controlin most electronic 
meters? 


The operating voltages for an electronic meter amplifier 
are usually supplied by a power supply built into the same 
case as the amplifier and meter movement, This power 
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supply must provide filament voltage and current as well as 
the bridge circuit voltage and current. The power supply 
often converts voltages from an external power source to 
the necessary operating voltages. In other cases the power 
supply consists of self-contained batteries. 


ж ж ж 


12. If there is no voltage in the bridge section of an electronic 
meter, what section might be the source of the trouble? 


ж ж ж 
GENERAL PURPOSE VACUUM TUBE VOLTMETER 


A VACUUM TUBE VOLTME TER, abbreviated VTVM, is ап 
electronic meter that uses vacuum tubes in the amplifier 
section, Figure 4 shows the front panel of a typical general 
purpose instrument of this type. Most general purpose 
VTVM's can measure ac and dc voltages and a wide range 
of resistances, Generally, they do not include a circuit 
for measuring current, 


Most general purpose VTVM!' s are quite similar and can be 
divided and analyzed in sections as represented by the block 
diagram in Figure 1B. The complete schematic of the 
meter of Figure 4 is shown in Figure 5, 


Meter Amplifier and Meter Movement 


Atypicalgeneralpurpose VTVM makes use of a BALANCED 
AMPLIFIER, In Figure 5, the balanced amplifier section 
includes vacuum tubes Vj A and Vip, which form a bridge 
circuit similar to that of Figure 3. For example, calibra- 
tion controls are added in series with the meter movement. 
These calibration controls, R19, R29 and R2], are switched 
in series with the meter movement. They determine the 
amount of meter movement current for the various function 
switch settings. Different calibration control resistors are 
switched into the circuits by the function switch. 
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13. The VTVM amplifier section and meter movement shown in 
Figure 5 form (a)an RC coupled amplifier, (b)abalanced bridge 
circuit, 


ж ж ж 


Simplified diagrams of the VTVM amplifier of Figure 5 are 
shown in Figure 6. In Figure 6A, the upper arms of the 
bridge circuit are formed by the two triode sections of Vj. 
Ууд Serves as the active tube, and Vjp as the reference 
tube. Zero adjust control R55 acts as both lower arms of 
the bridge circuit. The part of R25 between the left end and 
the slider is the lower arm of the Vj 4 branch, and the part 
between the slider and the right end is the lower arm of the 
V1B branch, 


The grid of Vip is connected directly to ground. The grid 
of Vj 4 connects to R45 and the input circuits, which also 
eventually lead to ground. Resistors R25 and R26 connect 
the grid circuits back to the cathodes of V] A and Vip. The 
grid bias is basically the same for both tubes, The meter 
movement and calibration controls are between points X 
and Y. 


Since VjA and Vjp are in the same glass envelope, their 
characteristics are very similar. In a practical tube, how- 
ever, there may be small differences between the two sec- 
tions which prevent the meter from reading exactly zero 
when there is no input applied. Before making measure- 
ments withthe VTVM, R22is adjusted until the meter pointer 
rests at zero. 


To see how the zero adjust control works, let's examine 
Figure 6B. The dc plate resistances of VjA апі Ув аге 
represented as resistors Ry;4 and Ryjp. Zero adjust 
control R55 is represented as two resistors, R22A and 
Ro»p. The subscript A refers to the left branch of the 
bridge, and subscript B refers to the right branch, Resist- 
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апсе Км represents the internal resistance of the meter, 
and Rc is the resistance of the calibration control in series 
with the meter movement, 


Assume a 150 volt source is 
applied between Bt+ and B-, 
and 50 volts of this appears 
across R23. Each branch then 
has 100 volts across it. As- 
sume triode VA offers a re- 
sistance Rv a, of 7750 ohms, 
and V]B offers a resistance 
Куір of 7250 ohms, when no 
voltage is being measured. If 
the meter isto read zero under 
these conditions, R22 must be 
adjusted so that the ratio of 
Rv 1a to R22A is the same as 
the ratio of RVjp to R22B. 
That is, the slider must be 
moved to the right so there is 





A precision VTVM featuring accurate ac volt- 
a little more resistance in agereadings from audio to ultra-high frequen- 


: : : cies (uhf). It measuresdc voltages anda wide 
series with V]A than there is range af resistances. High input impedance 


in series with V]R. insures very little loading of almost any ас ог 
dc circuit. 
Courtesy Marconi Instruments Ltd. 


After the VTVM is balanced, 
it is ready for measurements. When the test leads are 
touched to points of different potentials, an input signal is 
applied to the grid of Vj A of Figure 6A. When an input 
drives the grid of V] positive, the internal resistance of 
V1A decreases and its plate current increases, The volt- 
age across Ryj A decreases and thatacross R22, increases, 
This change makes point X more positive than point Y, and 
electrons flow through the meter from Y to X, causing the 
meter pointer to deflect. 


The action is strengthened in this circuit by tube VIB. Be- 
cause R23 is in the cathode circuits of both tubes, the plate 
current of V] A affects the grid bias of V1 p. When this cur- 
rent increases, itcauses anincrease in V]BR grid bias, which 
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raises the resistance Ryjp. This decreases the voltage at 
point Y, causing more meter current to flow. 


ж ж ж 


14. If the balanced amplifier is in a balanced condition and a 
positive voltage is applied to the input of V4A of Figure 6A, 
what happens to the voltage between points X and Y? 


ж ж ж 


If the input signal drives the grid of V]A negative, the in- 
ternal resistance of V] A increases and its plate current de- 
creases. Referring to Figure 6B, the voltage across RVA 
increases and that across R22A decreases, Point Y is now 
more positive than point X, and meter current flows from 
X to Y, Because less current is drawn by the left branch, 
there is less current through R25, and the voltage across 
R23 decreases. Since R23 is in both cathode circuits, the 
grid-to-cathode bias of V]p is reduced.  Triode V|p then 
conducts harder, causing the voltage across R22p to in- 
crease and helping to make point Y even more positive than 
point X. 


ж ж ж 


15. When an input signal drives the grid of V;,q in Figure бА 
negative, in which direction does current flow through RM? 


ж ж ж 


The voltage between points X and Y can be of either polarity. 
This depends on whether the voltage applied to the grid of 
V1A is positive or negative. Therefore, current can flow 
through the meter movement in either direction -- from X 
to Y or from Y to X. Most meters, however, are arranged 
to provide deflection in one direction only. Therefore, some 
provision must be made to reverse the meter movement 
connections when the current reverses. This is done by 
means of the switch contacts shown in Figure 6A, They are 
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a part of the function switch, whose setting determines 
whether the meter will make positive or negative dc voltage 
measurements. 


Figure 6A also shows resistor Rj2 and capacitor C3 between 
the input circuits and the grid of tube Vj A. These two com- 
ponents act to filter or remove any variations in dc voltage 
being measured by the instrument. It is common to find 
both ac and dc voltages present where we wish to measure 
only the dc. Both of these voltages appear at the input cir- 
cuits of the meter. Any voltage at the input circuit causes 
capacitor C3 to charge or discharge through Rj5. If Rjo 
has a high value of resistance, C3 cannot charge or dis- 
charge immediately. As a result, the voltage across C3 
cannot change rapidly, and variations (such as ac voltages) 
are filtered from the signal appearing at the V] A grid. 


Power Supply 


A power supply is necessary to furnish the required ampli- 
fier voltages and currents in a VTVM., In some cases, 
another supply is added so the meter can make resistance 
measurements, The complete VTVM schematic of Figure 5 
shows two power supplies. The supply used for the vacuum 
tube circuits operates from an ac power line. The supply 
used for resistance measurements is made up of two flash- 
light cells which provide 3 volts dc. 


Figure 7 shows a simplified diagram of the VTVM power 
supply. It includes a simple half wave rectifier. The high 
voltage secondary of transformer Ty, is connected in series 
with rectifier Vz2pR and capacitor C4. Tube V2p conducts 
when the T, secondary voltage makes the plate of V2p pos- 
itive with respect to its cathode. Capacitor Cy, then charges 
with the polarity indicated in Figure 7. The charging path of 
C4 is from the lower end of the Tj, high voltage secondary 
to the lower plate of C4, from its upper plate through Vop, 
to the upper end of the T] high voltage secondary. The 
energy stored in C4 furnishes current to operate the tubes 
and meter of the bridge amplifier. 
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The heater voltage for all of the vacuum tubes appears be- 
tween the X terminal of the T] low-voltage secondary wind- 
ing and ground, 


ж ж ж 


16. When the VTVM is turned on, the entire B4 to B- voltage of 
Figure 7 appears across the terminals of (a) capacitor C4, 
(b) resistor R24, (c) resistor R26. 


* * * 
Input Circuits 


A function switch is a part of the circuitry included in most 
VTVM's. It switches the necessary components into the 
meter circuit to allow different types of measurement, For 
example, Figure 4 shows the panel view of the function 
switch, which enablesthe meterto measure positive dc volt- 
age, negative dc voltage, ac voltage and resistance, This 
switch is included in the schematic of Figure 5, 


ж ж ж 


17. What meter switch would you use when you change from ac 
voltage measurements to dc voltage measurements ? 


* * * 


Function switch S; of Figure 5 is made up of two wafers or 
decks mounted on the same shaft, Each deck is divided into 
two sections; Sj A and Sj p on one deck and Sj c апа 51р оп 
the other, Sections Sjc and S,py connect to the bridge cir- 
cuit so the current flowsthrough the meter movement in the 
proper direction, Switch sections Sj A and 5j p connect the 
input terminals to the proper input circuits and then to the 
meter amplifier. 


Each section of each function switch deck has a contact 
(terminal 12 of Sj A and Sj p and terminal 6 of Sj p and SiC) 
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which rides continuously on the rotating contactor. Each 
rotating contactor has an extended point or tab which con- 
nects to one of the stationary contact points around the 
Switch wafer as the shaft is rotated through its four posi- 
tions, These connect the different input circuits to the am- 
plifier and meter movement. 


The range switch, S2, is alsoa multi-position, multi-deck 
switch. It connects different resistances into the input cir- 





A VTVM which measures ас or dc voltages and resistance. An ac-de-ahms single unit prabe, lawer 


right, eliminates the need for multiple leads, thus simplifying the meter aperation. 
Courtesy Hickak Electrical Instrument Ca. 


cuits of the amplifier, Different range switch sections are 
located at the bottom of Figure 5. These sections are re- 
ferred to as 32A, S2p and Sec. Terminal points which con- 
tinuously ride on the rotating contactor of each deck are 
labeled ''common", All other connections depend on the set- 
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ting of the range switch. 


Let's trace out the meter circuit at one particular setting of 
the range and function switches, The function switch in Fig- 
ure 5 is set at +DC and the range switch is set at 150V. The 
rotating tab of function switch section S]A is at terminal 7, 
the tab of S] p is at terminal 2, the tab of S] C is at terminal 
2, and the tab of Sjp is at terminal 8. The rotating tab on 
each section of the range switch is at terminal 4. 


The dc voltage to be measured is applied between input 
jacks Jj and J4 so that J3 is more positive than Jj. With 
the function switch in the +DC position there is a path from 
J3 through R] and S] (terminal 7 through the tab and ring 
to terminal 12) to terminal l1 of S2p, which connects through 
Re, R4, Кв, Ко, Куо апа Куу to ground. Since the range 
switch is set at 150V, there is a path from terminal 4 of 
S2p through the tab and ring to the "common" contact to 
terminal 2 of Sjpg. With function switch S] in the +DC posi- 
tion, the path continues through the tab and ring to terminal 
6 of S] B, and through R12 to the grid of the active tube V , a. 


The + side of the meter movement connects through terminal 
12 to the ring on S1D, and through thetab to terminal 8, and 
from this point through DC CAL control Rj 9 to the cathode of 
ViA- The - end of the meter movement connects through 
terminal 6 to the ring on S] C and through the tab and lug 2 
to the cathode of V|p. 


A simplified dc input circuit is shown in Figure 8. Here,a 
voltage reading is being taken in a typical vacuum tube cir- 
cuit, A black (common) lead connects between the test cir- 
cuit ground and input jack Jj. А гей lead makes contact 
with the plate of the vacuum tube and connects to input jack 
J3. Thus, the meter will measure the plate-to-ground volt- 
age of this circuit, 


The plate -to-ground voltage applied between J3 and J] divides 
between R] and range resistors Re through R]]. With the 
range switch set at 150V, the contact of S2R is set at the 
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upper end of Rg (point 4). Part of the voltage applied to J] 
and J3 appears between ground and point 4. This voltage is 
applied to the grid of bridge-amplifier tube V]A through 
resistor Куг. Here, we see how the dc voltage divides 
across the range resistors and is applied to the bridge cir- 
cuit. 


A negative dc reading is taken when the lead connected to J3 
is at a more negative point than the lead of Jj. In this case, 
the function switch is set at -DC. The input circuits are 
the same as in the *DC position. The rotating tab of S1A 
connects to terminal 8 instead of 7, and the tab of 5j p con- 
nects to terminal 3 instead of 2, but since these sets of ter- 
minals are connected together there is no change in circuit 
connections. However, function switch decks S; c and Sip 
reverse the meter movement connections. That is, the 
positive terminal of the meter movement is connected to 
the cathode of Vj p while the negative side is connected to 
the cathode of Vj A through R19 when the function switch is 
set at -DC. 


Because the meter movement responds only to dc, only dc 
voltages should be applied to the grid of ViA. This is true 
regardless of the type of measurement being made. There- 
fore, to measure an ac voltage the input circuits must in- 
clude some means of changing the ac voltage to dc voltage. 
This is done with a half wave rectifier V24. When an ac 
voltage is applied to the meter input jacks the rectifier cir- 
cuit produces a dc voltage whose amplitude depends on the ` 
peak value of the applied ac. 


ж ж ж 


18. In most general purpose VTVM' s, why is it necessary to have 
a rectifier in the input circuits to change an incoming ac test 
signal into a de signal? 


ж ж ж 


Figure 9 shows the simplified ac input circuit. Assume the 
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voltage of an ac generator is being measured, This signal 
is appliedacross inputs Jj and Jo. Assume the range switch 
is set at 5V and the function switch at AC. Capacitor C] is 
large enough to have low reactance at most frequencies. 
Thus, the ac voltage applied between J] and J} also appears 
across R2, R34 and R4 in series. On high voltage ranges 
these resistors act as a voltage divider to reduce the ac 
voltage applied to the rectifier circuit, 


When an ac test signal makes 
J2 negative with respect to 
Jj, Мәд conducts, Electrons 
flow from J2 to Cj, through 
S2A» C2, V2A and Коо, апа 
through the ground connection 
to Jj. The circuit is com- 
pleted through the circuit un- 
der test -- in this case, the 
generator, When V2a con- 
ducts, its internal resistance 
is very low. C» charges to 
approximately the peak value 
of the ac voltage appearing at 
the contact of switch S24A. 
The polarity of this charge is 
shown in Figure 9. As you 
will see, capacitor C5 has a 
This VIVM meosures dc voltage, currentond very high resistance discharge 
resistance with laboratory accuracy for pro- path. Hence, it remains al- 
ductian line applicotians. 
Courtesy Hewlett-Packard Campany most completely charged and 
V2a.conducts only small cur- 
rents after the first few negative alternations of the ac in- 
put signal, 






PAFIL 04 


When J> is positive, for practical purposes you can consider 
V2A as being out of the circuit. The positive alternations 
produced at S2A by the signal being measured add to the 
charge of C>. Thus, a pulsating dc voltage appears at the 
junction of R5 and C5. This pulsating dc is applied through 
Re, terminals 9 and 12 of S] A, and terminal 1 of S2p, to the 
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voltage divider made up of resistors Rg through Куу. These 
resistors divide the pulsating dc voltage to provide proper 
grid voltage for V) a. 


Resistor R)2 and capacitor C3 act to filter the pulsations 
appearing on the dc voltage. C3 cannot charge and discharge 
rapidly due to the series resistor Rj2. As a result, the 
voltage at C4 remains nearly pure dc at about the peak level 
of the pulsatingdc voltage between the S2c commonterminal 
and ground, When the meter is set to the 5V ac range, the 
voltage across C3 is the peak value across the entire volt- 
age divider, resistors Rg, R2, Rg, Ro, Кур апа К11. This 
voltage makes the upper plate of C3 positive. This is the 
Signal applied to the grid of the meter amplifier, which then 
causes the meter pointer to deflect, 


A diode such as V2, tends to allow a very small plate cur- 
rent to flow even when no positive plate voltage is applied. 
When applied to the meter amplifier, this can cause a small 
meter deflection even though no input voltage is being mea- 
sured, To avoid this false indication, a small negative volt- 
age is applied to the plate of Vo, fromthe slider on Ros. 
Ros is called the BALANCE CONTROL, 


The balance voltage is obtained from the power supply as 
shown in Figure 7, The voltage of C4is appliedacross R24, 
R25 and R26. When Vo2p conducts, C4 charges and a part 
of the C4 voltage exists across each resistor. The junction 
between R24 and R25 is grounded. Since the lower plate of 
C4 1s negative, the voltage of the slider of R55 is negative 
with respect to ground, The plate of V2, is connected to 
the slider of R25, so it is also at a small negative volt- 
аре. | 


Balance control R25 is set so that V2, plate current is 
reduced to zero when nodc voltage is being measured. This 
adjustment is critical because too much negative voltage at 
the V54 plate could keep the tube from conducting when an 
ac Signal is measured, This could produce a false read- 
ing. 
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ж ж ж 


19. The ac balance control is adjusted for what condition? 
ж ж ж 


To measure resistance, the function switch of the meter is 
set at OHMS. From Figure 5 you can see that function 
switch section SjA makes no connections at this setting. 
Thus, range switch sections Spa and 95 p are removed from 
the input circuit at this setting of the function switch. The 
rotating tabs and ring of Sip 
make connections between ter- 
minals 5, 11 and 6 оғ бір. 
This connects Jọ to the ''com- 
mon" terminalof range switch 
section Soc. Depending on the 
range switch setting, any one 
of six resistors, Rj3to R1g, 
is selected as a multiplier by 
section Soc. 


Inthe bridge amplifier circuit, 
Sic connects terminals 5 and 
6, and S)p connects terminals 
11 and 12, when the function 
switchis inthe OHMS position. 
This provides a path from the 
cathode of V)p through termi- 
nals 5 and 6 of S} c tothe - ter- 
minal of the meter movement, 
and from the + terminal of the 
A general purpose electronic voltmeter for meter movement through ter- 
precision measurement of ac voltages. ] 
Courtesy Ballantine Laboratories, Inc. minals 11 and 12 of 51р, 
through OHMS ADJUST con- 
trol R51 to the cathode of Үүд. 





Figure 10 is a simplified diagram of the input circuit when 
the function switch is set to measure ohms. Ry in this 
diagram is some unknown resistor you wish to measure. 
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The range switchis at RXI1K. Figure 10 shows that Rj5 and 
Rx form a series circuit with the battery. The voltage 
across Rx isthe same asthe voltage between S] p and ground. 


Different values of Ry will cause different values of current 
to flow in the Rj5, Ry circuit. The voltage across Ry 
depends on the current through it. Therefore, the voltage 
across Rx, and thus the voltage between Sjp and ground, 
depends on the resistance of Rx. 


Notice that the Vi A control grid is connected to Sj p through 
R12. As no current flows from the grid of V], the voltage 
at the grid is the same as that at Sjp. Thus, any voltage 
developed between S] B and ground is also impressed on the 
grid of amplifier tube VjA. This grid voltage results ina 
deflection ofthe meter pointer. The meter scale is calibrated 
directly in terms of the resistance appearing between J2 and 
л. 


Resistors Күз, R44, Rjg?’ Ri7 and Rig may be switched into 
the circuit inplace of Rj5 by the range switch. This is done 
so that a wide variety of measured resistors can be read in 
a convenient area of the meter face. If the resistor selected 
by S2c is somewhere near the value of the measured resis- 
tor Ry, the reading will be nearthe center area of the meter 
face and can be more easily read. Range switch S2 is labeled 
according to the estimated range of resistance to be mea- 
sured. 


Operating the Meter 


All of the VTVM sections shown in Figure 1B are usually 
contained in a portable case. This case allows easy hand- 
ling and protects the components from being damaged. A 
typical meter case and control panelis shown in Figure 4, 
This meter has an on-off control, ohms adjust and zero ad- 
just controls, and function and range switches. 


The on-off switch of this meter is mounted with the ohms 
adjust control. The on-off switch turns the meter power on 
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or off. The ohms adjust control changes the resistance in 
series with the meter movement when resistance is being 
measured, It is adjusted to set the meter pointer at infinity 
(9%) on the OHMS scale when the test leads are open and the 
function switch is set to the OHMS position. The zero adjust 
control balances the bridge circuit so the meter pointer 
rests at zero on the left side of the scale for any function 
and range switch settings. 


By properly setting the function switch, the meter can be 
used to measure dc voltage, ac voltage, or resistance. The 
range switch determines the amount of input signal applied 
to the meter amplifier. To protect the components of a 
meter, always set the range switch at its highest range be- 
fore measuring voltage. Then you can lower the range 
switch setting for readable pointer deflection, if necessary, 
ав the measurements are being made. 


ж ж ж 


20. Explain how you would set thecontrols of the VTVM shown in 
Figure4 to makethe best measurement of a 100 volt ac signal. 


ж ж ж 


The front control panel of Figure 4 includes three input 
jacks for different types of test signals, The COMMON in- 
put jack is usually connected to a ground point of a test cir- 
cuit, The AC-OHMS input jack is used when making resist- 
ance or ac voltage measurements, The DC-RF input jack is 
used for dc voltages, and may also be used as the input for 
a special probe which rectifies r-f signals. 


The meter movement is located on the upper half of the con- 
trol panel. This meter has three scales. The top scale is 
an ohmmeter scale labeled with the word OHMS. This scale 
begins with 0 on the left and ends with © onthe right. Ап 
infinite reading means the measured resistance is so high 
that the meter pointer cannot deflect enough to give a read- 
ing on that range. Since this scale is non-linear, look at 
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the divisions on both sides of the pointer when taking read- 
ings to determine the correct value of meter deflection, 


There are two voltage scales beneath the OHMS scale. The 
upper VOLTS scale starts at 0 on the left and ends with 5.0 
at the right. The lower VOLTS scale starts with 0 and ends 
at 15. These voltage scales are used to measure positive 
or negative dc voltages and ac voltages. 


The settings of the function and range switchestell you which 
scale to read. If the function switch is set to «DC, -DC or 
AC, you use one of the VOLTS scales. If the range switch 
is set at 5V, 50V or 500V, you use the 0-5.0 scale. If the 
range switch is at 15V, 150V or 1500V, you use the 0-15 
scale, In each case, you multiply the scale indications by 
the proper multiplier for the range you are using (X1 on the 
5V or 15V range, X10 on the 50V or 150V range, or X100 on 
the 500V or 1500V range). With the function switch set to 
OHMS, you read the OHMS scale and multiply the scale 
indication by the multiplier setting of the range switch (xl, 
X10, etc,). 


21. Assume you connect the VTVM of Figure 4 across a resistor 
in an industrial control circuit. With the function switch set 
at + DC and the range switch at 150V, if the pointer deflects 
to the dashed lines position, you are measuring (a) 10.5 volts, 
(b) 105 volts. (c) 1050 volts. 


ж ж ж 


In Figure 5, the balanced amplifier has three variable re- 
sistors; R19, R20 and R21. The ohms adjust control, R2], 
is mounted on the front panel, As explained, it is used to 
adjust the pointer to infinity before a resistance test is made. 
Rigo and R29 are used to calibrate the meter for ac and dc 
voltage measurements, andare referredtoas CALIBRATION 
CONTROLS. These two controls, along with ac balance 
control R25, are usually mounted on the rear of the meter 
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because they seldom need adjustment. 


After the instrument ages, tubes or other component values 
may change slightly. Recalibration may become necessary. 
You recalibratethe meter by applying a known voltage to the 
proper input and adjusting the corresponding calibration 
control. These controls are adjusted until the meter pointer 
indicates the known applied voltage. 


* * * 


22. After the meter ages, the VTVM calibration controls are 
used to recalibrate the meter so its deflection is correct. 
True or False? 


* ж ж 
GENERAL PURPOSE TRANSISTORIZED METER 


The most modern general purpose electronic meter is the 
TRANSISTORIZED METER, abbreviated TRVM. The TRVM 
uses transistors rather than vacuum tubes in its amplifier 
section, There are several advantages in using transistors 
instead of vacuum tubes, For example, the TRVM requires 
lower operating voltages for the meter amplifier. Also, no 
filament supply is necessary. Because of these reduced 
power requirements, it is more practical to operate a tran- 
sistorized meter from self contained batteries, This makes 
it more portable and adaptable to field work than most gen- 
eral purpose VTVM!'s, 


ж ж ж 


23. The TRVM can be more portable than most VTVM's because 
of its total independence from an external ac power source. 
True or False? 


The general purpose TRVM of Figure 11 can be used to 
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measure ac or dc voltages and resistance as do most VTVM' s. 
In addition, this TRVM can measure a wide range of direct 
current. This is an advantage, particularly when working 
on transistor circuits, Most general purpose vacuum tube 
voltmeters do not measure current directly. 


ж ж ж 


24. Comparing a general purpose VTVM with the TRVM under 
discussion, the TRVM has the advantage because it is able to 
measure direct : 


ж ж ж 


Meter Amplifier and Meter Movement 


Figure 12 shows the full schematic of a general purpose 
TRVM developed by DeVRY Technical Institute. The TRVM 
can be analyzed by dividing it into the same sections as the 
other electronic meters. These are shown in Figure 1B as 
input circuits, amplifier, power supply, and meter move- 
ment. The TRVM of Figure 12 includes a four transistor, 


two stage DIFFERENTIAL AMPLIFIER. 


Figure 13A is a partial schematic to help explain the differ- 
ential amplifier operation. In this circuit, resistors Кз апа 
Кд are part of a voltage divider between the input circuits 
and the transistors, Capacitor C4 offers a low impedance 
path between one of the input jacks and the metal case when 
the meter is used for ac measurements. This provides a 
shielding effect and prevents erratic readings caused by any 
stray signals, Resistor Re, a current limiting resistor, 
prevents overloading of Q) and Q3 and also reduces the ef- 
fects of the transistors on the input circuit. Capacitor C3 
filters any pulsating dc signal from the input circuits to the 
amplifier. 


Feedback resistors Rgé and R15 stabilize the operation of Qı 
and Q3, and increase the impedance between the bases of 
the transistors. Resistors Rg and Rjo provide additional 
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stabilization and further increase the base-to-base imped- 
ance. Zero adjust control P2 is adjusted to obtain exact 
balance in the amplifier cir- 
cuits, It is set so the meter 
pointer rests exactly over zero 
on the meter scale when no 
Signal is applied. Resistors 
R4 and Rj;4 are the collector 
load resistors for Qj and Q3. 
Rg and R,, are emitter load 
resistors for Q, and Q4. The 
output to the meter movement 
is developed across these two 
resistors, 


Assume a dc voltage is being 
measured that makes point A 
more positive than point B of 
Figure 113A. This voltage from 
The operating principles of this electronic ui inpar еше уе вее 
meter are similar to thoseof the VITVM. How- tween R3 and R4. Notice that 
ever, the meter's bandwidth is extended by resistors Кд and Rs are in 
Ste transistors in the series between the bases of 
Courtesy Keithley Instruments, Inc. О, and Оз. Any voltage devel- 
oped across either of these 
resistors willaffect the base bias of both transistors. Also, 
such a voltage will increase the bias of one transistor and 
decrease that of the other. The base bias or current is 
only a few microamperes, and the change in this current 
due to the voltage across R4is not great. ]t is, however, 
amplified by Q] and Q} so their collector currents vary by 
a much greater amount. 





When point A is more positive than point B, the base cur- 
rent of Q] increases slightly and that of Q3 decreases slightly. 
The collector current of Q] then increases while that of Q3 
decreases. These changes in Qj and Qs collector currents 
cause corresponding changes in the voltages across R4 and 
Rji53. These voltages serve as the signals for transistors 
Q2 and Q4. In turn, changes in Q2 and Q4 conduction pro- 


Electronic Meters Page 31 





vide the output of the differential amplifier. 


ж ж ж 


25. Тһе base-to-emitter bias of each transistor determines the 
amount of current flowing through each transistor in the dif- 
ferential amplifier circuit of Figure 12. True or False? 


* ж ж 


We have seen that when point A is made more positive than 
point B, the collector current of Qj increases, This causes 
an increase in voltage across R4 and a decrease in the volt- 
age at the Q] collector. The bias on Q> now changes, be- 
cause the base of Q2? is connected to the collector of Qj. А 
decrease in Qj collector voltage causes a decrease in base 
bias of Q5. As the forward bias of Q> decreases, the con- 
duction of Q2 also decreases, Since Q> conducts less, its 
emitter current decreases. As this reduced emitter cur- 
rent flows through Rg, the voltage across Rg is reduced. 
The voltage at point X of Figure 13A is thereby made less 
positive, 


When the voltage from the input circuits (between A and B) 
increases the forward bias of Q1 , it also decreases the for- 
ward bias of Q3. With less forward bias, the conduction of 
Q3 decreases, resulting in an increase in the voltage at the 
collector of Q4. Since the base of Q4 is connected to ће Оз 
collector, any increase in Qs collector voltage causes an 
increase in the forward bias of Q4. Therefore, the conduc- 
tion of Q4 increases and the voltage across Rj increases, 
making point Y more positive. As the meter movement is 
connected between points X and Y, the difference in voltage 
between these two points will cause currentin the movement 
and result in the desired pointer deflection. 


Figure 13B shows just a part of the second push-pull ampli- 
fier stage with the meter movement connected at points X 
and Y, This circuit is redrawn to show the similarity to the 
vacuum tube bridge circuit of Figure 3C. Any difference in 
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О> апа Олд emitter currents produces a difference in poten- 
tial between points X and Y. This, in turn, causes meter 
current. With a decrease in Q2 emitter current and an in- 
crease in Q4 emitter current, point Y is more positive than 
point X. Meter current then flows from point X to point Y 
and the meter pointer deflects. 


The action of the differential amplifier we have just followed 
occurs whenever a positive dc voltage, ac voltage, or resist- 
ance is measured by the meter. A negative dc input signal 
(point A more negative than B) causesthe reverse effect and 
meter current flows from Y to X. 


* ж ж 


26. Figure 3C shows a bridgecircuit where only one arm changes 
value to produce unbalance. Is this also true of Figure 13B? 


ж ж ж 


Figure 13A shows variable resistances connected in series 
with the meter movement. These resistances and the polar- 
ity of the meter movement are selected by the function 
switch, The variable resistances are adjusted to obtain 
proper calibration of the meter for each function, They do 
this by reducing current through the meter movement until 
deflection of the pointer corresponds to the value of the 
measured voltage, current or resistance, The dashed lines 
of Figure 13A show the connections at different function 
switch settings. 


The differential amplifier of the transistorized meter iso- 
lates the meter movement from the input signal. This pro- 
tects the meter movement from being damaged by excessive 
current, For example, in Figure 13A when an improper 
input signal makes point Aa great deal more positive than 
point B, the forward bias at Qj is maximum, This is limited 
to a safe value by Rg. With maximum forward bias, Q] 
collector current is also maximum, The bias at the base of 
Q2 is reduced to a point where it cuts off all Q2 collector 
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current. At the same time, Q3 is at minimum forward 
bias, which cuts off its col- 
lector current and increases 
its collector voltage. Due to 
its maximum forward bias, 
Q4 current is maximum and 
cannot be further affected by 
any increase in input to the 
meter, 


The circuit values are chosen 
so the current through the 
meter movement is limited to 
a safe value when Q2 and Оз 
are both cut off. Current This campoct, completely portable tron- 
through the movement can sistarized meter is designed far accurate 
. measurements af ac and dc valtoges, dc cur- 
never exceed this safe value, rent and resistance. 
The protective action also oc- DeVRY Tech Phata 
curs if the polarity of the in- 
put signal is reversed; then Qj and Q4 collector current 


would be cut off, 





Power Supply 


The current used to deflect the meter pointer is supplied to 
the amplifiers by the power supply. The TRVM power sup- 
ply consists of four flashlight cells; one C cell and three D 
cells, The D cells are used to supply the operating voltage 
and current for the transistor circuits, The single C cell 
is used as a constant voltage source when the TRVM is used 
to measure resistance, 


The D cells are connected in series, and their total voltage 
is about 4.6 volts when the cells are new. This voltage is 
higher than necessary, as the transistor amplifier circuit 
is designed to operate from about a 4 volt power source, 
However, cells decrease in voltage as they are used, This 
meter can continue to use the supply battery (D cells) until 
the voltage drops to 4 volts or slightly less without affecting 
the meter accuracy. 
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A special circuit is used to accommodate changing battery 
voltage, This circuit includes BATTERY ADJUST control 
P3 in Figure 12, The setting of P3 controls the power sup- 
ply voltage becausethe current drawn bythe four transistors 
must pass through part of this control, P3 is adjusted so the 
voltage at the collectors of Q2 and Q4 is about 4 volts posi- 
tive with respect to the negative battery terminal, This volt- 
age is measured by the meter movement when the function 
switch is at the BATT position, A special green mark at 
mid-scale indicates the proper voltage. As the cells age, 
the setting of P4 can be reduced to compensate for the grad- 
ual drop in battery voltage. 


ж ж ж 


27. The voltage suppliedto the TRVM transistorsis controlled by 
the setting of Pg. What is the advantage of this? 


ж ж ж 


The single C cellis connected intothe meter circuit whenever 
the meter is used to measure resistance. This battery sup- 
plies the current necessary to develop a signal forthe meter 
amplifier when the function switchis set at the OHMS position, 


After making any measurements, you should turn the meter 
off. In this way, you extend the life of the cells. Since 
there are no tube filaments or other circuit elements that 
require any warm-up, the TRVM is able to operate as soon 
as it is turned on, 


28. Why is it possible to operate the TRVM as soon as it is turned 
оп? 


ж ж ж 


Input Circuits 


Figure 11 shows that the TRVM has both FUNCTION and 
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RANGE switches, The settings of these two switches deter- 
mine the type of measurement made and the amount of input 
signal required to obtain full scale meter deflection. 


29. The function and range switches of the transistorized meter 
of Figure 11 have (a)an opposite, (b)the same electrical 
purpose as the function and range switches of the general 
purpose VTVM. 


ж ж ж 


Figure 14A shows the construction of the range and function 
switches. They are multi-position, multi-deck switches. 
Figure 14B shows the contact arrangements on the switch 
decks, as viewed from the rear of the switch. The range 
switch deck is on the left, and the function switch deck is 
on the right, Each terminal is labeled as to its operation. 


The range switch is a two section, five position switch. Ав 
shown in Figure 14B, it has two terminals, 6 and 12, which 
ride continuously on the rotating contacts. These points are 
labeled COMMON in Figure 14B. The function switch is a 
two section, six position switch. Its common points are 
terminals 5A and 11A. Each rotating contactor has an ex- 
tended point or tab which connects to stationary contact 
points around the switch deck as the shaft is rotated. These 
tabs connect the different circuits tothe amplifier and meter 
movement, 


For simplicity, the rotating contacts of the function and 
range switches are represented by the short lines with 
arrows at their ends in Figure 12. The stationary contacts 
are the small numbered circles, The labeling of each con- 
trolis as follows: the first letter refers to control opera- 
tion, F for FUNCTION or R for RANGE switch; the second 
letter refers to the deck; while the number refers to the 
terminal. 
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A simplified drawing of the dc input circuit of the TRVM is 
shown in Figure 15. The range and function switches are in 
the same position as shown in Figure 12. This partial cir- 
cuit is basically the same for both *DC and -DC function 
Switch settings. To understand the switching actions of the 
function and range switches in the input circuits, let's trace 
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A fully transistorized electronic galvanometer. The transistors are used to provide good stability, 
accuracy, ruggedness, and dependability. 


Courtesy Cohu Electronics, Inc. 
Kin Tel Division 


out the input circuits for different function and range switch 
settings, 


Figure 15 shows the function switch set at +DC and the 
range switch set at X1. The -DC function switch setting is 
shown by the dashed lines at FB3 and ҒС of Figure 13A 
and FAg and FBg of Figure 15. In Figure 15, the meter is 
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being used to measure the cathode-to-ground voltage ofa 
vacuum tube amplifier. The voltage under test is applied 
to Jj and J2 so that Jj is more positive than J2. With this 
range switch setting, the dc input is applied directly to 
resistors R3 and R4 between the input jacks and the tran- 
sistors, 


Now let us consider other settings of the range switch. 
When the range switch is set at X10, Rj is connected into 
the input circuit in series with R4 and R4 across input jacks 
Ју ќо J2. The dc test voltage divides between R], R3 and 
R4. The voltage across R4 is the signal applied to the tran- 
sistors. 


Resistors Rj9 and Rj are connected across the meter input 
when the range switch is set at X100. The series combina- 
tion of R3 and R4 is in parallel with Rj9, so the voltage 
across Rjg is the dc signal for resistors R3 and R4. Again, 
the voltage across R4 is applied to the transistors. 


When the range switch is set at X1000, Ry and Rjg are con- 
nected into the dc input circuit. This circuit operates in the 
same manner as the X100 setting, except that R18 instead of 
R19 is in parallel with the series conduction of R3 and R4. 
Each range switch resistor has a 1% tolerance, so the volt- 
age readings are very accurate for any range switch setting. 


ж ж ж 


30. Why is the signal applied to the transistor circuits made 
smaller when the TRVM is switchedfrom the X1 range to the 
X10 range? 


ж ж ж 


Adc signal must be applied to the transistor base circuit 
regardless of the type of measurement being made. There- 
fore, to measure anac test voltage the input circuits must 
have some means of changing the ac voltage to dc. To do 
this, a rectifier is connected in the input circuits. When an 
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ac voltage is applied to the input jacks the rectifier circuit 
produces a dc voltage which is effectively equal to the peak 
value of ac. 


ж ж ж 


31. The TRVM, like the VTVM, effectively measures a dc volt- 
age proportional to the peak value of an ac test voltage that is 
applied at the proper meter input jacks. True or False? 


ж ж ж 


Figure 16 shows a simplified diagram of the ac input circuit 
for the TRVM of Figure 12. Assume an ac voltage is being 
measured. With the function switch set at AC and the range 
switch set at X10, the ac voltage being measured is applied 
to input jacks Jj and J5. Capacitor Cı has low reactance at 
most frequencies, so the ac test voltage appears across 
Куд, Ris, К, апа Кү. These resistors actasa voltage 
divider, reducing the ac voltage applied to the rectifier cir- 
cuit. 


Diode Dj conducts when the input signal makes J 2 positive 
with respect to Jj. Current flows from J} through C] and 
R14 to the range switch. It then flows through the range 
switch (RA3 and RAg), C2, Dj, the function switch (FC49 
and FCjjA), and thento J5. The circuit is completed through 
the leads to the source being measured. When Dj conducts, 
its resistance is low. This allows C2 to charge to the ap- 
proximate peak value ofthe ac voltage appearing between 
contacts RAg and FCj)g. The polarity of this charge is shown 
in Figure 16. Capacitor Cz has a high-resistance discharge 
path when D} is not conducting, so it remains almost com- 
pletely charged. Because of this, Dı conducts very slightly 
after the first few negative alternations of the ac input signal. 


For all practical purposes, you can consider Dı out of the 
circuit when J) is more positive than Ja. The positive sig- 
nalat Jj adds to the charge of C2. Thus, a positive dc volt- 
age appears at the junction of C» and Dj. This dc voltage is 
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applied through the function switch (FA);9, FA,,,a, ЕВујд 
and FB 0) to resistors Rz, R4 and R4. The voltage across 
R4 causes current to flow in the transistor base circuits. 
Capacitor C3 acts to filter the pulsations in the dc voltage. 


* * * 


32. When the TRVM is used to measure a test voltage, capacitor 
C4 in Figure 12 acts as a (a) coupling capacitor, (b) filter 
capacitor to remove the ripple in the rectified signal. 


ж ж ж 


To measure resistance, the TRVM function switch is set at 
OHMS. With this meter set to measure resistance, a l.5 
volt C cellis connected intothe meter inputcircuit. Depend- 
ing on the range switch setting, the C cellis connected to 
one of the resistors, R59 to R54, on deck B of the range 
switch. These resistors are connected into the input cir- 
cuits for different ranges of resistance measurements. 


Figure 17 shows a simplified diagram of the ohms input cir- 
cuit for the TRVM of Figure 12. Assume you are measur- 
ing an unknown resistance and the range switch is set at 
X10. When the unknown resistance Ry is connected between 
input jacks Jj and J5, a complete circuit is formed and cur- 
rent flows from the negative terminal of the 1.5 volt C cell 
through Ry and R55 to the positive terminal of the cell. 
Part of the C cell voltage is across Ry, and the rest is 
across R25. The voltage across R25 causes current to flow 
through resistors R4 and R34 and through Pj, the ohms ad- 
just control. In turn, the voltage across R4 causes current 
to flow through Rg and the transistor amplifier. 


The amount of pointer deflection depends on the current 
flowing in the unknown resistance Ry and the range resistor. 
If the unknown resistance is small compared to the ohms 
range resistor, the largest portion of the voltage is across 
the range resistor. This results in more signal to the am- 
plifier and more current through the meter movement. This 
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causes a large deflection of the meter pointer. If the un- 
known resistance is large, there is only a small portion of 
the voltage across the ohms range resistor, and the meter 
pointer does not deflect as far. 


ж ж ж 


33. What is the operating principle behind the resistance meas- 
uring circuit of the TRVM? 


ж ж ж 


The general purpose TRVM of Figure 12 measures direct 
current in the microampere range without special equipment. 
For example, the TRVM can be used to measure the base, 
emitter or collector current of a transistor amplifier in a 
radio receiver, The TRVM does this by measuring the 
small voltage drop across low-resistance, high-precision 
resistors placed in SERIES with a test circuit. Current 
from the test circuit passing through one of these precision 
resistors causes a smallvoltage to appear across it. These 
special resistors are in the meter and are selected by the 
range switch, 


* ж ж 


34. How does the TRVM measure direct current ? 


ж ж ж 


To measure current, the function switch is set at pa. In 
this function switch setting, one of the resistors of deck B 
on the range switch (R54 to R57) is connected into the input 
circuits, The selection of one of these resistors depends on 
the setting of the range switch. For proper meter pointer 
deflection, input jack J2 must be connectedto a less positive 
point than input jack Jj. There is a complete current path 
from J5 through one of the current range resistors to Jj and 
the circuit being tested. Resistor R27 is in the input circuit 
for the range switch setting of X1, while R26 is connected 
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for the X10 setting, R25 is connected for the X100 setting, 
and R24 is connected for the X1000 setting. 


Figure 18 shows a simplified TRVM dc current input circuit 
with the function switch set at 

pa and the range switch set at | 
x10. Assume the test leads Ше” 
are insertedin series with the 
collector circuit of a transis- 
tor for a collector current 
measurement, The dc current 
range resistors are in series 
with the circuit under test. 
Test circuit current flows from 
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J2 through R26: the range = 

switch (RBg and RB)2), and 

the function switch (ЕВ)? Я This transistorized voltmeter operates from a 
self-contained battery pack. It is ideal for 

ЕВ) 1А апа ҒА) 2) to Jy , апа ac voltage measurements in laboratory and 

back to the test circuit. production work. 


Courtesy Hewlett-Packard Co. 


The voltage across R26 is the 

signal applied to the transistor base circuits, This signal 
is positive at the junction of function switch terminal FB12 
and resistor R4, and is applied through R4 and Rs to the 
transistor base circuits. The resultingtransistor base cur- 
rent is amplified and causes the meter pointer to deflect. 


ж ж ж 


35. If you want to measure the collector current of a transistor, 
you should use (a) the vacuum tube voltmeter of Figure 4, 
(b) the transistorized multimeter of Figure 11. 


Operating the Meter 


The complete TRVM circuit of Figure 12 is contained ina 
compact case for easy handling and portability. The exter- 
nal appearance of any commercial meter depends on the 
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manufacturer's desires, The controls may be located in 
different positions and they may differ in size and shape. 


Figure ll shows the control panel for the TRVM described 
in this lesson. The meter movement is mounted on the 
left side of the control panel. The function switch, range 
switch, zero adjust control, and ohms adjust control are 
mounted concentrically to the right of the meter movement. 
lhis means that two controls are mounted one over the 
other. The shaft of one control is hollow and the other con- 
trol shaft extends through it so either shaft may be turned 
without turning the other. This is illustrated in Figure 14, 
Concentrically mounted controls reduce panelsize and group 
the controls conveniently. 


The ohms adjust control is mounted concentrically with the 
range switch and extends through the range switch shaft. 
The ohms adjust control varies the pointer position at the 
right side of the meter scale when resistances are measured, 
It is adjusted to make the pointer rest over the zero mark 
at the right end of the OHMS scale when the test prods are 
touched together (zero resistance). The range switch deter- 
mines the amount of signal applied tothe amplifier and meter 
movement. It also serves as the on-off switch. When the 
range switch is in its maximum counterclockwise position, 
the transistor circuits are turned off, At any other setting, 
the meter is turned on and the input voltage divider is con- 
nected to the meter circuits, 


The zero adjust control is mounted concentrically with the 
function switch. This control extends through the function 
Switch shaft. The zero adjust control varies the pointer 
position on the left side of the meter scale. Before any 
measurements are made, the zero adjust knob is adjusted 
so the pointer rests over zero. The function switch changes 
the internal meter circuits to allow the meter to measure 
the tdc or -dc voltage, ac voltage resistance, or dc cur- 
rent, To measure dc current, the function switch is set at 
its maximum clockwise position. In the fully counterclock- 
wise setting, the meter can check its own power supply. 
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The input jacks are located belowthe concentrically mounted 
controls. Only one set of input jacks is used in this meter, 
making it unnecessary to change the test leads to different 
jack positions with every different type of measurement, 


This general purpose TRVM uses different colored meter 
scales. The color of the labeling at each function switch 
setting is the same color as the associated meter scale. 
This feature reduces chances of your reading the wrong 
scale for a particular measurement, 


The TRVM shown in Figure 11 has four scales, The green 
OHMS scale at the top begins with O0 on the right and ends 
with 9 on the left, This scale is not linear. The major 
divisions are spaced closer together on the left side ofthe 
scale than on the right. The DC VOLTS scale is used to 
measure the +dc and -dc voltages. It is a black, linear 
scale. The scale divisions are equally spaced and start at 
the left with O and end at the right with 1.0. The DC pA 
scale, used to measure dc currents, starts at the left with 
O and ends at the right with 50. A red scale, under the dc 
current scale, is used to measure ac voltages. This scale 
is non-linear, The ac voltage scale extends from 0 at the 
left to 5 at the right and is labeled AC VOLTS. 


A green rectangle on the meter face, labeled BATT ADJ, 
aids in setting the battery supply voltage. When the function 
switch is set at BATT and the range switch is in any X posi- 
tion, the meter pointer should deflect tothe rectangle of the 
battery adjust scale. Adjustment is made by varying the 
battery adjustment control at the rear of the instrument, 
When you make this adjustment, the pointer should be posi- 
tioned at the center of the rectangle. 


The TRVM also has controls which are used to calibrate the 
instrument, The calibration controls are located inside the 
rear of the case and are adjusted through holes in the case, 
Calibration is completed by applying a known signal to the 
meter inputs and adjustingthe associated calibration control 
untilthe meter pointer rests overthe scale value equal tothe 
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known input. Figure 19 shows the location ofthese controls. 


When the function switch is set for a particular setting, an 
associated calibration control is placed in series with the 
meter movement, These controls are variable resistors 
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Two madels af the same meter are pictured above. The portable model is on the left and the rack 
mounted madel is pictured on the right. Typical uses include measuring the outputs af strain gages, 


thermocouples, bolometers, phototubes and ionization chambers. 
Courtesy Keithley Instruments, Inc. 


whichadjust the meter pointer setting by changingthe resist- 
ance offered to the current flowing through the meter move- 
ment. The electrical connections of the calibration control 
are shown in Figures 12 and 13A, An alignment tool or a 
narrow-bladed screw driver can be used to adjust the cali- 


bration controls. 
* * * 


36. How do the calibration controls change the deflection of a 
meter pointer ? 
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When compensating for changes in battery voltage, it is not 
necessary to apply an external signal to the meter input. 
By turning the function switch to BATT, the dc voltage at the 
battery adjust control, P3, is applied to the transistors. 
Figure 20 shows that this voltage also causes current to 
flow through R2g, a 78700hm resistor, and the meter move- 
ment. Since the meter movement requires 1 ma for full 
scale deflection, .5 ma through the movement causes half 
scale deflection, Multiplying 7870 ohms by .5 ma, we 
find that 3.935 volts (approximately 4 volts) produces half 
scale deflection. Deflection to the green area of the meter 
face (BATT ADJ) corresponds to this voltage, Therefore, 
the calibration control should be adjusted until the meter 
pointer rests at mid scale in the green area, 


SPECIALIZED ELECTRONIC METERS 


Most general purpose meters measure ac and dc voltages, 
resistance, and in some cases dc current. These meters 
handle most of the common measurements. However, there 
are times when a specialized meter may be required for 
measurements beyond the range of a general purpose VTVM 
or TRVM. 


ж ж ж 


37. Why is it sometimes necessary to use a specialized electronic 
meter instead of the general purpose VTVM or TRVM? 


ж ж ж 


Specialized electronic meters are similar in their basic 
operation to the general purpose electronic meters and can 
be divided into the same sections shown in Figure IB, These 
meters use amplifiers, rectifiers, and other circuits to 
develop a meter deflection proportional to the measured in- 
put signal, 


THE AUDIO VOLTMETER 


The AUDIO VOLTMETER , also called an AC VTVM, gen- 
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erally uses audio amplifier stages in place of the dc ampli- 
fier stages usually found in the general purpose VTVM, 
The reason for this is to get a relatively large amount of 
gain from just a few amplifier stages, It is not uncommon 
to find audio voltmeters which have afull scale deflection of 
several hundredths of a volt on the lowest range. Another 
advantage of the meter is itsflat responseto signal frequen- 
cies as high as 600 kHz. 


Figure 21 showsthe front panel of a typical audio voltmeter, 
The schematic diagram of the meter circuit is shown in Fig- 
ure 22, The amplifier section consists of a two stage ac 
amplifier, VjA and Vjp. In operation, the measured ac 
voltage is passed from the input circuits to the grid of Ууд. 
The amplified ac signal is coupled from the plate оғ У1д 
through capacitor C2 to the grid of Vip. Tube Vj p amplifies 
the test signal even more. The fully amplified signal is 
coupled by C3 and Rj5 tothe rectifier and meter movement. 
Resistor Rj5 is a current limiting resistor which protects 
the meter movement. 


38. The amplifier section of Figure 22 consists of a (a) dc balanced 
amplifier, (b) de differential amplifier, (c) two stage audio 
amplifier, 


Diodes Dj, D2, D3 and D4 of Figure 22 form a bridge recti- 
fier, Whenthe upper endof the bridge is positive, electrons 
flow from the negative end of the bridge through D4, the 
meter movement (negative to positive), through D, to the 
upper end of the bridge. When the test signal reverses po- 
larity, electrons flow through D5,the meter movement, and 
D3 to the bottom end of the bridge. In this way the amplified 
ac test voltage is rectified so that current passes through 
the meter movement from negative to positive on either 
alternation of ac test voltage. 
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Part of the amplified ac signal is fed back to resistor Rj] 
in the cathode circuit of VjA by a direct connection to the 
bottom of the rectifier bridge. 
This is called à NEGATIVE 
FEEDBACK LOOP. The feed- 
back loop stabilizes the ampli- 
fier and improves the frequency 
response, The feedback loop 
causes a reduction in overall 
gain of the amplifier, but the 
advantages of stability and fre- 
quency response overshadow 
the slight loss in gain. 
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Resistor Rj] is constructed of өтө. 
high quality material so that i 
its resistance value remains - жө нды o. 
relatively constant. This re- De m. e! 
sistor is adjustable, and the 

accuracy and sensitivity of the oa 

audio meter depends onits set- 

: B Pare ion 1 This audia valtmeter has a frequency response 
ting. ecause of its hign qual- from 2 ta 200,000 Hz. This meter has linear 
ity, this resistor can be ad- voltage scales which minimize errar in scale 
justedand set, once and forall reading and allow direct readings in db for 
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: convenient measurements. 
at the factory or in your shop. Courtesy Bruel and Kjaer Instruments, Inc. 
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Shown in the lower portion of Figure 22, the audio voltmeter 
power supply consists of a full wave rectifier (Ds and Dg) 
and filter (capacitors C44 and C4p and resistors Куб апа 
Rj7). To stabilize the power supply output, gas diode У2 15 
added to the output of the filter network. 


The gas diode is used as a voltage regulator. When the gas 
inside the tube ionizes, the voltage drop across the diode 
remains constant even when the current through it changes. 
In this way,the voltage at the output of the power supply re- 
mains the same even when different values of current are 
needed by the other meter circuits. 


Because the audio voltmeter is only required to measure ac 
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voltages, it does not requirethe elaborate switching circuits 
found in the input of a general purpose VTVM or TRVM, 
The input circuit in Figure 22 includes input jacks Jj and 
J2, coupling capacitor Cj, range resistors Ry through R9, 
and range switch Sj. 


The ac test signal is applied to input jacks J] and Jz. Input 
capacitor Cj blocks any dc voltage and passes the ac test 
signal. Cj has a low reactance for a wide range of frequen- 
cies, From C], the test signal is applied to the range re- 
sistors. A portion of the test signal is passed from the 
range resistors to the grid of V;a. The portion of the test 
Signalapplied tothe gridof V) 4 depends on the setting of the 
range switch, 


The audio voltmeter is usedin the same manner as the gen- 
eral purpose VTVM or TRVM. To measure the voltage 
across a component, the range switch is set to a suitable 
range, and the meter test leads are placed across the com- 
ponent, The ac voltage is then read from the meter scale 
in the usual manner, 


Because of its voltage range, often from .001 volt to about 
300 volts, this type of meter can be used to determine the 
voltage gain of an amplifier stage. This can be done by 
measuring and comparing the input and output voltages of 
that stage. Meters of this type can also be used to deter- 
mine the amount of ac voltage appearing in the output of a dc 
power supply. Its sensitivity allows this meter to be used 
in audio design work, maintenance, installation, or where- 
ever low ac voltages are to be measured. 


ж ж ж 


39. In most cases, what type of electronic meter would you use 
to measure the gain of a voltage amplifier in a stereo phono- 
graph system ? 


7% 
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ACCESSORY EQUIPMENT 


Almost allelectronic meters can be adapted to use different 
accessories. The most common are cable assemblies, 
probes, and shunts. Cable assemblies come in many dif- 
ferent lengths and have many types and combinations of ter- 
minal devices (for example, banana plugs or alligator clips). 
For working in high frequency circuits, the cableassemblies 
are shielded, Probes are devices which can be added to the 
meter inputs to extend the normal operating range. 


Figure 23A shows the simplest 
meter probe, the resistance 
probe. Resistance probes can 
be used to extend the voltage 
range of a voltmeter. To ex- 
tend the range of an electronic 
meter that has an input imped- 
ance of 10 megohms by a fac- 
tor of 100, a resistance of 990 
megohms is used in a test 
probe. This resistance is con- 


47 үсітмітте 
nected in series with the input Mere ine 
circuit. 


Resistances as high as 12,000 а 
megohms may be used in test 
probes designed for high volt- 
age use. High voltage probes 

8 8 бер This ¢-f voltmeter makes accurate low leve! 
are usually longer than other radio frequency voltage measurements. Below 
resistance probes. They are the meter is a 50 ohm adapter and a high іт- 

_ pedance probe which includes a full wave 

constructed to prevent arc АННА ҒЫН 
over or flash-over and possible Courtesy Boonton Electronics Corp. 
shock to the user, A typical 
high voltage probe is shown in Figure 23B. Notice the spec- 
ial construction used to insure safety to the user. 





Diode probes are usedto rectify high frequency signals before 
they are fed through the cable to the meter input. This pre- 
vents signal losses that would occur if the high frequencies 
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were passed through a long cable, Figure 24 shows a typical 
diode probe. Here, a solid state diode is used inthe test probe. 
The ac test signalis applied tothe probe after the ground clip 
has been connected tothe test circuit. When the signal at the 
collector or anode is positive, effectively no signalis applied 
tothe meter, Whenthe collectoris negative, a signalequal to 
the voltage from ground tothe diode collector is applied tothe 
meter. By using rectifier probes, adc voltmeter can measure 
ac voltages. Do not exceed the voltage rating of the probe, 


It is possible to extend the current range of the TRVM of 
Figure 12 by means of external shunt resistors. By means 
of these shunts, currents up to 5 amperes may safely be 
measured by the meter. This greatly extendsthe usefulness 
of the TRVM. The shunt is placed in parallel with the input 
circuit. A current shunt is illustrated in Figure 25. In 
use, the shunt is inserted into the meter jacks and the test 
leads are connected to the shunt. This automatically places 
the shunt resistance across the input circuit. 


ж ж ж 


40. What type of probe would you use with a VTVM having a 10 
megohm input impedance to measure the voltage (about 15KV 
dc) of the high voltage rectifier section in a color TV receiver? 


ж ж ж 


SUMMARY 


Both electric and electronic meters are used to measure 
voltage, current and resistance. An electric meter used to 
measure these quantities loads the test circuit to a certain 
extent. This loading effect caused by the meter changes the 
test circuit operation and can result in incorrect measure- 
ments, The electronic meter was developed to overcome 
the disadvantages of loading the circuit under test, 


An electronic meter has an amplifier and power supply in 
addition to the meter movement and input circuits, which 
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are similar for both types of meters, 


The heart of the electric meter is the meter movement, 
which uses test circuit current to causethe pointer to deflect. 
In an electronic meter, the current for the meter movement 
is supplied by the amplifier and power supply sections, The 
amplifier in an electronic meter increases the meter input 
impedance, increases meter sensitivity, offers overload 
protection, and makes it possible to measure a wider range 
of frequencies than can be measured by an electric meter, 


The VTVM and TRVM are multi-purpose meters which 
measure more than one quantity. A specialized meter, 
such as an audio voltmeter, is designed to measure one 
particular quantity. 


Many types of accessory equipment are available for use 
with meters. An important accessory is the meter probe, 
It contains an element used to isolate the meter from the 
test circuit, rectify an ac signal, or block a dc signal. 
Another very important meter accessory is the current 
shunt. These shunts extend the current ranges of meters 
such as the TRVM, The shunt places a current dividing 
resistance in parallel with the input circuit. 
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IMPORTANT DEFINITIONS 


AC VTVM - See AUDIO VOLTMETER. 


AUDIO VOLTMETER - An electronic meter used to meas- 
ure low values of ac voltage in the audio frequency 
range. Also called an AC VTVM. 


BALANCED AMPLIFIER - An amplifier in which the output 
is taken from two tubes or transistors. In a VTVM, 
it is an amplifier arranged into a bridge circuit so 
an equal voltage exists across each branch. 


BRIDGE CIRCUIT - A measuring circuit consisting of four 
arms, with a variable resistance or impedance in 
one or more of the arms. Any change in the vari- 
able element causes the bridge tobe unbalanced, and 
a resultant difference of potential can be used to 
operate a meter movement, 


D' ARSONVAL METER MOVEMENT - [DAHR son vahl| - 
A type of direct current meter movement in which 
a light weight wire coil, supported on jewel bear- 
ings between the poles of a permanent magnet,is 
rotated by the effects of an electric current in the 
coil. 


DIFFERENTIAL AMPLIFIER - | dif er EN sh'l| - In a 
transistorized meter, a circuit whose output signal 
is proportional to the difference in emitter current 
flowing through two transistor amplifiers whose 
no-signal emitter currents cause the meter to read 
zero. 


ELECTRIC METER - A meter that consists simply of a 
meter movement and the input circuits necessary to 
measure various electrical quantities. 
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IMPORTANT DEFINITIONS (Continued) 


ELECTRONIC METER - A meter that includes vacuum tube 
or transistor circuits, with the necessary power 
supplies, in addition to the meter movement and in- 
put circuits of an electric meter, 


FUNCTION SWITCH - In a multiple function meter, the 
switch that selects the proper circuitry for the type 
of measurement desired. 


INPUT IMPEDANCE - In an electronic meter, the total op- 
position offered to the flow of test circuit current, 
The combined resistance and reactance of the input 
circuit and amplifier input. 


INPUT RESISTANCE - In an electric meter, the total re- 
sistance offered to the flow of test circuit current, 


LOADING - The action of a meter using current from the 
circuit it is measuring, 


MULTIPLIER - A resistor connected in series with the 
meter movement to increase the range of a volt- 
meter. 


RANGE RESISTOR - A general term used to describe a re- 
sistor used to increase the range of a meter. 


RANGE SWITCH - In amultiple range meter, the switchthat 
selects the resistor or combination of resistors to 
give the desired range of readings. 


SHUNT - A resistance connected in parallel with the meter 
movement or test circuit to effectively reduce the 
total resistance and increase the current measuring 
range. 
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IMPORTANT DEFINITIONS (Continued) 


TRANSISTORIZED METER - An electronic meter which 
uses atransistor amplifier to provide the current for 
the meter movement, 


VACUUM TUBE VOLTMETER - An electronic meter which 
uses a vacuum tube amplifier to provide the current 
for the meter movement, 
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ш ИШ ИШ ШШ Gunn. agn. aa. amu dr agn 


in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain vour correct student number, name and address 
appear on the card. 


Example: A fish is 
АГ | (А) а bird. (B)a mineral. (C) a vegetable. (D) an animal. 
B 


The primary advantage of an electronic voltmeter over an electric voltmeter is its ability 

(A) to increase loading effects. (B) to decrease loading effects, (C) to change, as much as 
possible, a circuit's operating conditions. (D) to produce ABSOLUTELY NO change in a cir- 
cuit's operating conditions, 

The high input impedance of an electronic meter is supplied by 

(A) the function switch, (B) the input and amplifier sections. (C) the meter movement, 
(D) the power supply. 


Most general purpose VTVM' s measure 
(A) dc voltage and ac current. (B) dc and ac voltages and resistance. (С) ас voltage and dc 
current. (D)ac current and resistance. 


А typical general purpose VTVM makes use of 


(A)a power amplifier. (B) an ac audio amplifier. (С)а transistor circuit. (D) à balanced 
amplifier. 


The TRVM of Figure 12 has an advantage over most general purpose VTVM' s because it can 
measure 


(А) ас voltage. (B)ac voltage. (C)dc current. (D) resistance. 


The TRVM of Figure 12 uses 


(A) a power amplifier. (B)a transistor differential amplifier. (С) а vacuum tube bridge cir- 
cuit. (D) an audio amplifier. 


The meter movement of the TRVM in Figure 12 measures the 


(A) sum of the emitter currents of Q2 and Q3. (B) collector currents of Q] and Q4. (C) dif- 
ference in the emitter currents of Q2 and Q4. (D) base currents of Q] апа Од. 


A specialized electronic meter that measures low ac voltage from 20 to 20,000 cps is called 
(A) a multimeter. (B) an audio voltmeter. (C) an electric meter. (D) a radio frequency volt- 
meter. 


The audio voltmeter of Figure 22 is stabilized by 


(A) using a balanced amplifier network. (В) а negative feedback loop. (С) varying the range 
switch. (D) measuring only dc voltages. 


The type of accessory equipment which is normally used to extend the VOLTAGE range of an 
electronic meter is a 
(A) diode probe. (B) special resistor probe. (C) cable assembly. (D) meter shunt. 
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PRACTICE EXERCISE SOLUTIONS 


electric meters and electronic meters 


Both use a meter movement and input circuits to extend the 
range of measurements the meter can make. 


(b) less -- The electronic meter uses only small current from 
a test circuit to develop a signal for the meter amplifier. 


(b) the power supply and amplifier section. 
True 

(a) internal resistance 

True 


When the same amount of voltage is applied to two branches of 
a bridge circuit whose branches have equalresistance, the cur- 
rent flowing through these branches will be equal. This is re- 
ferred to as balance in a bridge circuit. 


(c) resistor. -- The internal resistance of the tube decreases or 
increases as the signal drives the grid of V4 positive or nega- 
tive. 


Reference tube Və in Figure 3C is used to make up for any 
change in V4 tube conduction during warm-up or as the tube ages. 


The zero adjustcontrol is avariable resistor whichis adjusted 
to make up for any small differences in the resistances of the 
branches so a zero meter reading can be obtained. 


The power supply section of the electronic meter, since it fur- 
nishes the voltage and current for the operation of the bridge 
circuit. 


(b) a balanced bridge circuit. -- The arrangement of the ampli- 
fier and meter movement of Figure 5 is similar to the bridge 
circuit shown in Figure 3C. 


The voltage at point X becomes more positive than the voltage 
at point Y. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


from X to Y -- The voltage at point X of Figure 6A decreases, 
and the voltage at point Y becomes more positivethan the volt- 
age at point X causing current to flow from point X through Rc 
and RM to point Y. 


(a) capacitor C4. -- The voltage across capacitor C4 divides 
between resistors R24, R95, and R98; therefore the total B4 
to B- voltage cannot appear across any one of these three 
resistors. 


The function switch. 


Most general purpose VTVM's use dc amplifiers to supply the 
dc for the meter movement. Therefore, the input circuits 
must have a rectifier to change the incoming ac test signal into 
a dc signal. 


The ac balance control is adjusted so the plate of V54A is set at 
a slightly more negative potential than the Vga cathode. This 
prevents the smallamount of plate current that might otherwise 
flow in the tube even when no ac test signal is being measured. 


The FUNCTION switch should be set at AC and the RANGE 
switch should be set at 150Vin order to measure a 100V ac test 
voltage. 


(b) 105 volts, -- Since the function switch is at +DC, you use 
one of the voltage scales. With the range switch set to 150V, 
you read the 0-15 scale, and multiply all values by 10. The 
dashed line pointer is on the 10.5 mark, so the voltage is 10.5 
X 10, or 105 volts. 


True -- A known voltage is applied to the meter input circuits 
and the corresponding calibration control is adjusted until the 
meter pointer indicates the known voltage. 


True -- Because of its low power requirements, the TRVM 
has self contained batteries which make it more portable than 
most VTVM's. 


current -- Both the VTVM and TRVM can measure ac or dc 
voltage and resistance. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


True -- The base-to-emitter bias on any transistor determines 
the amount of current flowing through the transistor. 


No -- Both arms are active. As one arm decreases in value, 
the other arm increases in value. 


The setting of P3 allows greater usable cell life and reduces 
the number of times the cells must be changed while keeping 
the collector voltage of each transistor at about 4 volts. 


There are no tube filaments or other circuit elements that re- 
quire any warm-up. 


(b) the same -- The function switch determines what type of 
measurement can be made by the meter while the range switch 
determines the magnitude of the measurement. 


The signal to the transistor circuits is reduced because R is 
now connected into a series circuit with R3 and R4. With an 
additional resistor in this circuit, the voltage across R4 is 
decreased and a smaller signal is passed to the transistors. 


True 
(b) filter capacitor 


The TRVM resistance measuring circuit operates on the basic 
principle that a voltage divides betweentwo series resistors in 
proportion to their resistance values. In this case the voltage 
divides between a known and an unknown resistance, and the 
voltage across the known resistance is the signal applied to the 
transistor amplifier. 


The TRVM measures direct current by measuring the voltage 
droppedacross low-resistance, high-precision resistors placed 
in series with the circuit being measured. This voltage is pro- 
portional to the current through the resistors. 


(b) the transistorized multimeter of Figure 11. -- The VTVM 
of Figure 4 can only measure + or - dc voltage, ac voltage, 
and resistance. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


The calibration controls are adjusted to change the resistance 
offered to the flow of current in the meter movement circuit. 


Specialized meters are used to aid the operator in making 
measurements beyond the range of a general purpose VTVM or 
TRVM. 


(c) two stage audio amplifier. 


In most cases, an audio voltmeter would be the best electronic 
meter to use in measuring audio amplifier gain. 


A high voltage resistance probe should be used. This probe 
would extend the range of the meter and would protect you be- 
cause it would not break down or arc over. 
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VOLTAGE, CURRENT 
AND RESISTANCE 
Lesson 1012A 


DeVRY Technical Institute 





CHICAGO TORONTO 


MAKE YOUR OWN BREAKS 


Breaks are nothing more than captured oppor- 
tunities. If opportunity comes our way, we have 
the choice of taking full advantage of it. If it 
goes the other way, we still have the choice of 
creating a new opportunity. 


A perfect example was the immortal Paderew- 
ski, who aspired to become a great pianist. 
He practiced at the piano until his fingers bled. 
He became a mighty genius, the man he aspired 
to be, not because of the ‘‘breaks’’ but because 
he had a purpose and applied himself to that 
end with every ounce of energy he had. 


Men become great as a result of effort—not 
through gifts of heritage. 


——Texas Outlook 
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Analog computers are thoroughly tested to be certain that all circuits are operating properly. Volt- 
age and current measurements give accurate indications of circuit operation. 
Courtesy Electronic Associates, Inc. 
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Three things are good inlittle measure 
and evil in large; yeast, salt and hesi- 
tation, 

--Talmud 


VOLTAGE, CURRENT 
AND RESISTANCE 


The key to working with electricity and electronics is the 
ability to identify the basic electric properties, and to de- 
termine how these properties are related to each other, 
In the very early days of electricity, experimenters found 
they could predict how the current would be affected if the 
voltage or resistance was changed, This was an important 
milestone because present day electricity and electronics 
rely greatly on these same relationships. 


Another important factor inthe progress of electronics has 
been the use of standard units, Inthe early days of elec- 
trical experimentation, before basic units were used, 
standard measurements were impossible. There was no 
way for an experimenter todescribe exactly what happened 
when he tried some change in the circuit. Today, we can 
measure the voltage, current and resistance in standard 
units, and we can study these values to learn just what is 
going on in the circuit, Every new circuit involves predic- 
tions based on these same quantities and their effects. 


STANDARD UNITS 


The standard units are named in honor of the men who have 
contributed so much to the progress of electronics. The 
unit of current, or rate of electron flow, is the AMPERE. 

This unit is named in honor of the French physicist, Andre 
Ampere, who discovered certain relationships between 
electricity and magnetism, The unit of electric pressure, 
or voltage, isthe VOLT. This unit is named after Alles- 
andro Volta, an Italian physicist, who is credited with 
developing the voltaic cell, or battery. The unit of resist- 
ance, Or opposition to electron flow, is the OHM , named 
for Dr. Ohm, the German scientist who discovered the 
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relationships between voltage, current and resistance. 


ж ж ж 
Current, or rate of electron flow, is measured in (a) volts, 
(b) amperes, (c) ohms, (d) circular mils. 


Voltage, or electric pressure, is measured in (a) volts, 
(b) amperes, (c) ohms, (d) circular mils. 


Resistance, or opposition to current, is measured in (a) volts, 
(b) amperes, (c) ohms, (d) circular mils. 


* * * 


The properties represented by these three units are re- 
lated. Therefore, a convenient way to identify the standard 
units for voltage, current and resistance is to compare 
them to each other. 


4. 


VOLT - the electric pressure required to produce one 
ampere of currentin a circuit having one ohm of resist- 
ance. 


AMPERE - the current that exists when a pressure of 
one volt is applied to a circuit having a resistance of 
one ohm, 


OHM - the resistance required to limit the current to 
one ampere when a pressure of one volt is applied. 


ж ж ж 


An electric pressure of one ;^» /^ causes a current of one 


Am pepe ina complete circuit which has a resistance of one 


QJ ^w 
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To help us in the measurement of electric quantities, 
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several instruments are employed. One of these is the 
VOLTMETER, which measures the electric pressure (emf) 
or potential difference between any two points in a circuit. 
The use of the voltmeter is quite simple, requiring only 
two connections between the voltmeter and the circuit, 


Suppose, for example, that you wish to investigate acircuit 
consisting of a battery as the 
voltage source and aresistor 
as the load, Figure lA shows 
опе мау іп which the two com- 
ponents can be connected, 
Rather than connect the resis- 
tor directly across the battery 
terminals, the two resistor 
leads are connected to sepa- 
rate tie points, Lengths of 
hook-up wire are then connec - 
ted from the battery terminals 
to the tie points. In practically 
all electronic equipment, the 
Meters such as this de valtmeter are used by resistors and other compo- 
technicians in all fields af electranicsta make nents are physically attached 
ао END Doysram, nc., tO Some sort of tie points, 
Westan Instruments Div. Wire is then connected be- 
tween the various tie points 
to complete the circuit, Where permanent connections are 
desired, the tie points are soldered, 





For convenience, the circuit of Figure lA is represented 
by the schematic diagram of Figure 1B. Here, we have 
also indicated the direction of current (by the arrows) and 
the polarity of the voltage across the resistor (by the plus 
and minus signs). 


A resistor has no polarity of its own. However, when we 
connect a resistor into a circuit, the current through it 
produces a voltage across the resistor, The direction of 
the current through the resistor determines the polarity of 
the voltage across the resistor. The end of the resistor 
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which the electron current enters is negative; the end which 
the current leaves is positive. 


To measure the voltage across the resistor, a voltmeter 
is connected across the resistor as shown in Figure 2A. 
Notice that the positive terminal of the voltmeter is con- 
nected to the positive end of the resistor, and the negative 
terminal of the voltmeter is connected to the negative end 
of the resistor. 


ж ж * 


5. The polarity of the voltage across aresistor isdetermined by 
the direction of the qj; у through the resistor. 


ж ж Ж 


Figure ZAis represented by the schematic diagram of Fig- 
ure 2B. Here, current is from the negative battery ter- 
minalto the lower end ofthe resistor, up through the re- 
sistor and over to the positive battery terminal. The cur- 
rent through the resistor causes a voltage across it which 
has the polarity indicated. The voltmeter is connected 
directly across the resistor, with the polarity indicated. 


Notice that the circuit of Figure 2B is identical to the cir- 
cuit of Figure 1B. The addition of the voltmeter in Fig- 
ure 2B does not affect the basic operation of the circuit, 
and the voltmeter can be removed without changing the 
basic circuit action, 


Notice, also, inFigures 2Aand 2Bthat the only separations 
between the voltmeter leads and the battery terminals are 
two lengths of wire. Electrically, then, the voltmeter is 
connected across the batteryas wellas acrossthe resistor, 
and indicates that the same voltage is across both compo- 
nents, This is the case when a single voltage source is 
connected into a circuit with a single load -- the voltage 
across the load is the source voltage. 
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6. In a complete circuit, such as Figure 2B, what instrument 
would you use to measure the electromotiveforce (emf) of 


the source? Vs /7 Жалы 
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Another very useful instrument is the AMMETER, which 
measures the electric current in a circuit, The ammeter 
is also very simple to use, as only two connections are 
required between it and the circuit, However, the method 
of connecting the ammeter is different than the method of 
connecting the voltmeter, 


To measure the current in the circuit of Figure 1, an am- 
meter is connected so the 
circuit appears as inFigures 
3A and 3B. Here, the path 
for current is from the neg- 
ative batteryterminalthrough 
the resistor, to the negative 
ammeter terminal, through 
the ammeter and back to the 
positive battery terminal. In 
Figure 3A,notice particularly 
the manner in which the am- 
meter is connected. The am- 
The scale of an ammeter used to measure cur- | 
rents from 0 to 100 amperes. meter is apart ofthe complete 
Courtesy General Electric Co. circuit and current must flow 
through it. If the ammeter is 
removed from the circuit, the circuit is incomplete and 
there is no path for current, 





When any device or component, such as an ammeter, is 
connected so the circuit current must pass through it, it 
is said to be connected in SERIES with the other parts of 
the circuit, А voltmeter, on the other hand, is connected 
across or in PARALLEL with another component. 


== 
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7. Inthe circuit of Figure 3B, the meter being used to measure 
current isan rz, sf riu 
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VOLTAGE AND CURRENT 


We have mentioned that a definite relationship exists be- 





Dr. Georg Simon Ohm (1787-1854) discovered the fundamental relationship between voltage, 
current and resistance. Ohm's Law, a simple statement of a great electrical truth, ranks in impor- 
tance with the greatest physical laws of history. 

Courtesy Ohmite Manufacturing Co. 


tween voltage, current and resistance in an electric cir- 
cuit, This relationship was discovered by Dr. Ohm, who 
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learned that the current in a circuit can be varied by 
changing either the amount of voltage applied to the circuit 
or the amount of circuit resistance. He also found that the 
current changes in exactly the same proportion as the 
change in voltage or resistance. However, a change in 
voltage has exactly the opposite effect on the current asa 
change in resistance. If the source voltage is increased, 
the current increases; but if the resistance is increased, 
the current decreases. 


If we stop to think about this relationship, we find that it is 
avery logical one. The voltage is the electric pressure 
that causes the flow of electrons or current, and if we sup- 
ply more pressure, we expect the current to increase. 
Using the same reasoning, resistance is the opposition to 
the electron flow, and if there is a greater amount of op- 
position, we expect the current to decrease. 


ж ж ж 


8. Ina complete circuit, such as Figure 3B, what happens to the 
current when the voltage is increased? a Correr! 75 
fncreased . 

ж ж ж 


By understanding this relationship, we can predict what is 
going to happen іп а circuit when a certain combination of 
values is used. To simplify matters, let's study just two 
of the three quantities at a time. 


Figure 4A is the pictorial diagram of a simple circuit in 
which a battery is the source voltage and a resistor is the 
load. We will assume the resistance of the resistor is l 
ohm. Included in the circuit are an ammeter for measur- 
ing current anda voltmeter for measuring voltage. The 
schematic diagram of this circuit is shown in Figure 4B. 
Accordingto the definitions of the standard units, a battery 
voltage of 1 volt produces a current of l ampere in this 
circuit. If the voltage is increased to 2 volts, the current 
increases to 2 amperes, so long as the resistance is held 
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constant, With the same 1 ohm of resistance, the current 
increases to 20 amperes if the voltage is increased to 20 
volts. In fact, increasing or decreasing the voltage by any 
amount causes the current to vary by that same amount, 
as long as the resistance is kept at the same value, This 
relationship between voltage and current is referred to as 
a DIRECT PROPORTION, since any change in voltage 


causes the current to change in exactly the same manner, 


Since the current exactly follows the voltage, the relation- 
ship between voltage and current can be stated as follows: 
IN AN ELECTRIC CIRCUIT, WHEN THE RESISTANCE IS 
HELD CONSTANT, THE CURRENT IS DIRECTLY PRO- 
PORTIONAL TO THE VOLTAGE. 


* ж ж 


9. In Figure 4B, if the resistance is 1 ohm and the battery sup- 
plies 4 volts, how much current is in the circuit? Am yos 


10. The phrase "directly proportional to" means an increase of 


one quantity causes (a) an increase of another quantity, (b)a 


decrease of another quantity , (c) no change of another quantity. 
ж ж ж 


RESISTANCE AND CURRENT 


In the previous example, we held the resistance constant 
and varied the voltage to produce a change in current, 
However, as explained earlier, the current varies also 
with a change in resistance. To study the relationship be- 
tween resistance and current, let's again use the circuit 
of Figure 4B, but this time assume that the voltage is held 
constant. 


If the battery voltage in Figure 4B is 1 volt and the resist- 
ance is l ohm, the current is l ampere. If the resistance 
is now increased to 2 ohms, there is twice as much oppo- 
sition to the electronflow. Doubling the opposition reduces 
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the current to one half its original value. Therefore, with 
l volt applied to the circuit, and the resistance increased 
to 2 ohms, the current is only ampere. 


On the other hand, a decrease in resistance means that the 
opposition to electron flow has decreased, and the current 
increases accordingly. Thus, if the voltage is still 1 volt, 
and the resistance is decreased to half an ohm, the current 
increases to 2 amperes. This type of relationship is re- 
ferred to as an INVERSE PROPORTION, and we can use 
the results of this example to form the general statement: 
IN AN ELECTRIC CIRCUIT, WHEN THE VOLTAGE IS 
HELD CONSTANT, THE CURRENT IS INVERSELY PRO- 
PORTIONAL TO THE RESISTANCE. 
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11. In a complete circuit, what happens to the current when the 
resistance is increased? 7j.  .,,, cay dec rocuteS, 


ж ж ж 


Practical examples of this inverse relationship between 
current and resistance are the ordinary light bulbs used in 
the home, When you switch on a lamp that contains a 100 
watt light bulb, you are completing a circuit as shown in 
Figure 5A. When you switch on a lamp that contains a 200 
watt light bulb, you are completing a circuit as shown in 
Figure 5B. In both circuits, the line voltage is the source 
of electric pressure and is about 120 volts. Both circuits 
have a switch and both circuits have wiring to form a 
complete path for the current. This leaves the light bulbs 
as the only difference in the two circuits, 


We can see that a 200 watt light bulb gives off more light 
and therefore must use more electric energythan a100 watt 
light bulb. This observation leads to the conclusion that a 
200 watt light bulb allows more current in its circuit than 
does a 100 watt light bulb, Since the voltage is the same in 
both circuits, the resistance of the light bulbs must be the 
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difference in the circuits. They are, in fact, designed so a 
100 watt bulb has about 150 ohms of resistance during normal 
operation and a 200 watt bulb has about 75 ohms of resistance. 


ж * ж 


12. In the circuit of Figure 5A, if a 300 watt light bulb were sub- 
stituted for the 100 watt light bulb, would the circuit current 
increase or decrease? Jrcyeas5€. 


13. In the circuit of Figure 5B, if the 200 watt bulb is replaced 


with one that has a resistance of 60 ohms, what happens to 
the current? 70 “eo 


/есеғсале 





Modern television receivers include many circuits which require different amounts of voltage and 


current. The voltages vary froma fraction of a volt to several thousand volts; currents vary from 
less than a milliampere to several amperes. 


Courtesy Admiral Corporation 
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OHM'S LAW 


The relationship between voltage and current can be com- 
bined with the relationship between resistance and current 
to form OHM'S LAW. This law may be stated as follows: 
IN AN ELECTRIC CIRCUIT, THE CURRENT IS DIRECTLY 
PROPORTIONAL TO THE SOURCE VOLTAGE AND IN- 
VERSELY PROPORTIONAL TO THE CIRCUIT RESISTANCE, 


Technicians in all types of electrical and electronics work 
make use of this relationship. 


In working with electricity, we want to know exactly how 
much the current changes if the voltage or resistance is 
changed by a certain amount. Ohm's Law is a valuable tool 
in this respect, since it allows us to determine in advance 
the circuit current when certain amounts of voltage and re- 
sistance are used, This expression is basic to almost every 
calculation made in electricity and electronics. In practice, 
the Ohm's Law relationshipis expressed bya simple formula 
or "equation" that is written like this: 


Current = Voltage + Resistance 


This equation showsthat you canfind current by simply divid- 
ing voltage by resistance. Suppose the source voltage in Fig- 
ure 6 is 20 volts and the resistance is 2 ohms. If you divide 
the voltage by the resistance, you can quickly and easily find 
the current: 


Current = Voltage + Resistance 
Current 207 
Current - 10 Amperes 


Let's try another example. Suppose the voltage is 100 volts 
and the resistance is 25 ohms. To find the current, just 
divide the voltage by the resistance: 


Current = Voltage + Resistance 
Current = 100 + 25 
Current = 4 Amperes 
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14. In the circuit of Figure 6, if you replaced the 20 volt battery 
with a 40 volt battery, the current would change from 10 am- 
peres to (a) 5 amperes, (b) 20 amperes, (c) 40 amperes. 


15. In the same circuit (Figure 6), if you replaced the 20 volt 
battery with a 10 volt battery, the current would change from 


10 amperes to(a) 5 amperes, (b) 8 amperes, (c) 20 amperes. 
Be Be siye T 


ж ж ж 


Thus, the current can be found for any combination of volt- 
age and resistance, For convenience, the standard letter 
symbols E, I and R usually are inserted in place of the 
terms "voltage", "current" and "resistance". Then the 
equation becomes: 


I- E-R 


In working with equations, it is customary to indicate divi- 
sion by placing the values one above the other and using a 
"bar'' between them to show that the value above the bar is 
divided by the value below the bar. The usual way of ex- 
pressing Ohm's Law is then as follows: 


(1) 


l 
zo | e 


In applying Ohm's Law, the voltage, in volts, is inserted 
in place of the E, The resistance, in ohms, is inserted in 
place of the R. The current, expressed in amperes, then 
appears in place of the I, 


* * * 


16. Ohm's Law simply stat ponas in a complete circuit, the cur- 
rent is equal to the vo ) 'aee divided by the fesis anc. 
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17. What is the current in a circuit when the voltage is 300 volts 
and the resistance is 100 ohms? 


2 


ж ж Ж 


There may be times when you know the current, and you 
want to find the voltage or resistance. If so, you can re- 
arrange the Ohm's Law equation to find the desired quan- 
tity. WHEN YOU KNOW ANY TWO of the three quantities, 
you can determine the remaining one. If you know the cur- 
rent and resistance, and you want to find the voltage, just 
multiply the current by the resistance: 


Voltage = Current X Resistance 
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The meters in this power supply are connected permanently to internal circuits and constantly indi- 
cate the amount of voltage and current being delivered to an external load. è 
Courtesy Atlantic Research Corp. 


Using the standard symbols for convenience, the equation 
becomes: 


E = IR (2) 


=== — ———— — 
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Notice that the multiplication sign (X) is omitted between I 
and R. When symbols are written next to each other, with- 
out a sign ofany kind between them, the values represented 
by these symbols are to be multiplied by each other. 


To illustrate this form of the Ohm's Law equation, the cir- 
cuit of Figure 7 indicates that a particular load has 120 
ohms of resistance with a current of 2 amperesthrough it. 
The voltage then is found by multiplying the current by the 
resistance: 


= IR 
2xX120 
240 volts 


E 
E 
E 


Whether the source voltage is ac or dc, the current is mul- 
tiplied by the resistance to determine the voltage. If the 
source voltage is ac, the current is ac; if the source volt- 
age is dc, the current is dc. 
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18. How many volts is the source voltage whenthe circuit current 
is 4 amperes and the circuit resistance is 20 ohms? #71) 


19. In Figure 7, assume that the load is an electric heater which 
has 12 ohms of resistance andrequires 10 amperes of current 
to operate properly. How much voltage must the source pro- 
vide for normal operation? , лгу 


ж ж ж 
There are many instances where it is desirable to deter- 
mine the resistance of a circuit when the voltage and cur- 
rent are known, The Ohm's Law equation which enables 
you to do this is 


Resistance = Voltage + Current 


Again using standard symbols, the equation becomes: 
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R = (3) 


For example, in Figure 8, a source voltage of 20 volts is 
indicated while the meter shows 2 amperes of current in 
the circuit. The resistance is then found by dividing the 
voltage by the current: 


E 
В == 
І 
20 
D 
R = 10 ohms 
ж ж ж 


20. What is the circuit resistance when the source voltage is 120 
volts and the circuit current is 4 amperes? ari, 


21. The space suit of an astronaut is heated by a voltage source 
forcing current through a heating element in the space suit. 
If the source voltage is 24 volts and the current through the 
heating element is 6 amperes, what is the resistance of the 
heating element ? 


22. Which of the following are forms of Ohm's Law? (a) E = IR, 


WR==,()12 = aff 


ж ж ж 


MILLIAMPERES AND MICROAMPERES 


A color television set may be designed so it draws 3 amps 
(amperes) of current when connected across a 120 volt ac 
source. Inside this color television set, however, there 
are a number of circuits which use the electric energy. 
One group of circuits produces sound from the speaker; a 
second group of circuits produces a picture on the picture 
tube; another group of circuits determines the size of the 
picture in the vertical direction; another group determines 
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how large the picture is in the horizontal direction; and 
still other circuits must per- 
form various jobs in order 
that the television set func- 
tions properly. 


With a little thought, we real- 
ize that each of these indi- 
vidual circuits uses less elec- 
tric energy than the entire 
television set uses, As a re- 
sult, we find many electronic 
circuits that requireless than 
l amp of current for normal 
operation. To keep from spec- 
ifying current values in frac- 
tions ofan BADE Tes itis com- A very interesting and useful test instrument 
mon practiceto use units that is the oscilloscope. Voltages and currents 


are smaller than an ampere are converted into visual patterns which can 
be studied. 





Courtesy Tektronix, Inc. 


One of these units is the MIL- 

LIAMPERE (ma), which is one-thousandth of an ampere. 
Keepin mind thata milliampere is ONE THOUSAND TIMES 
SMALLER than an ampere, and that 1000 milliamperes 
equal l ampere. 


ж ж ж 
23. How many milliamperes (ma) are in one ampere? /» >.) 


ж ж ж 


To gain a better understanding of how the milliampere is 
used, let's examine some circuits. 


In the circuit of Figure 9A, the source voltage is 1 volt and | 
the load resistance is 1] ohm. Using Ohm's Law to deter- 
mine the current we get 


" 
әгі 
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I- Ż ampere 
I= l ampere 
In the circuit of Figure 9B, the source voltage is still 1 


volt, but the load resistance is 1K (1000) ohms. Again 
using Ohm's Law to determine the current, we get 


E 
== 

5 „001 
1 = 51 .ampere --- 1000/1.000 

1000 
I-.001 ampere 


To convert amperes to milliamperes (ma), it is necessary 
to move the decimal point three places to the right as fol- 
lows: 


I= ,001 ampere 


| .001, ma 
І= 1 та 


In the middle step above, the curved arrow shows the deci- 
mal point being moved three places to the right. Also, 
milliampere (ma) is substituted for ampere, 


In some types of aircraft, electric energy is supplied to the 
various pieces of radio equipment bya voltage source which 
is 24 volts dc. Since some of the circuits in this equipment 
require relatively small amounts of current, they can be 
represented by the circuit of Figure 9C in which the source 
voltage is 24 volts and the load resistance is 2K (2000)ohms. 
Using Ohm's Law to determine the current, and converting 
amperes to milliamperes, we get 


E 
oe 
R 012 
2 


I =—24_ ampere --- 2000/24.000 


~ 2000 
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I = ,012 ampere 
I- .0124, ma 
I - 12 ma 


The vacuum tubes found in many types of electronic equip- 
ment contain elements that are used solelyto produce heat. 
When functioning normally, the heating element in many 
types of tubes has a resistance of 40 ohms and requires a 
source voltage of 6 volts as shown in Figure 9D. To deter- 
mine the amount of current in the circuit, use Ohm's Law 
and convert amperes to milliamperes as follows: 


I3 
M 
| bs 


„15 


= 2, атпреге --- 40/6. 00 


.15 ampere 
= 150, ma 
= 150ma 


кҥҥнҥн oH 
n 


In the fourth step above notice that it was necessary to add 
a zero after the .15 in order to move the decimal point 
three places to the right. 


ж ж ж 
24. Convert the following to milliamperes (ma): .25 ampere, 
037 ampere, 1.6 ampere, .005 АКЕ: 25022. 
> 520 an РБ 


25. In a circuit where the source voltage is 600 volts and the 
total resistance is 15, 090, (15K) ohms, what is the circuit 


current in ma? 
| "ne uL lA 
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When working with electric circuits, it often happens that 
you know the resistance and current and wish to determine 
the voltage. To find the voltage, use the E= IR form of 
Ohm's Law. Make sure all quantities are in basic units. 
That is, E is in volts, Iis in amperes andR is in ohms. As 
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explained, the current in many circuits is less than 1 am- 
pere and is specified in mil- 
liamperes for convenience, 
For example, the final ampli- 
fier circuit which provides 
energy for the speaker in a 
transistor radio, may have a 
total resistance of 500 ohms 
with 18 ma of current in the 
circuit, To find out how many 
volts are necessary for proper 
Operation, use Ohm's Law 
and substitute in the equation 
as follows: 





The three-gun color picture tube for color E 
* è . * % E a IR 
television receivers requires a variety of volt- 
ages and currents. The high voltage needed E = 18 ma X 500 


is abaut 22,000 volts de while the beam cur- 


rent for each gun is less than 1 milliampere. Si Ohm! 
Courtesy Sylvania Electric Products, Inc. ince m's Law requires 


the current tobe in amperes, 
you must convert milliamperes to amperes. To do this, 
move the decimal point three places to the left as follows: 


18 ma X 500 
4918.amp х 500 
= ,018 amp X 500 
.018 Х 500 

9 volts 


Notice inthe second step above, a zero was added to the 
left of the number 18 in order that the decimal point could 
be moved three places to the left, 


Ae GF 


Regardless of what type of circuit or equipment is involved, 
milliamperes are converted toamperes by moving the deci- 
mal point three places to the left, 


ж ж ж 


26. Convert the following to amperes (amps): 150 ma, 45 ma, 
370 ma, 6500 ma, 8 ma, 80 ma, 800 ma, 8000 ma 


и” 
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27. In the circuit of Figure 10, if the resistance is 200 ohms and 
the current is 45 ma, how many volts isthe battery supplying? 


ж ж ж 
Another unit of current commonly used in electronics isthe 
MICROAMPERE (pa) which is one-millionth of an ampere. 
A microampere is sucha small amount of current that it 
takes one million of them to make an ampere. To convert 
from amperes to microamperes, you move the decimal 
point six places to the right. For example, let us deter- 


mine the current in the circuit of Figure 11. Using Ohm's 
Law, we get 


I=- Ё 
R 


10 .000005 
I 2,000,000 ampere 2,000,000/10,000000 


.000005 атпреге 


I 
1 


Converting amperes to microamperes, we get 


.000005 ampere 
40000054 microamperes 


I = 5 microamperes 


* ж ж 


> 209 DIF 
28. Convert the following to microamperes (ua): .072 ampere, 2 
.0025 атреге, ees amber: . 0007 ampere 
2502С-мслд- еее уд DO АСА лом КВ 
29. In the circuit of Figure 1L if the 10 volt battery is replaced 
with a 160 volt battery, what is the circuit current in ua? 


7 CJ n 
if) 
0 ОА y / ^U 47,4. mes 


с20 ооо) м од. 
E * * 


Sometimes it is necessary to convert microamperes to 
amperes, and this is done by moving the decimal point six 
places to the left as follows: 
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8 pa = ? amp 
000008 amp 
.000008 агар 


00 © 
тг 
bp 
Hood 


In the middle step above, zeros were placed to the left of 
the number 8 so the decimal could be moved six places to 
the left. 


* ж ж 


30. Convert the following to amperes: 2 ua, 25 ua, 147 ua 


‚оосод 2 tenant (0o 0925 a uad 090147 amped 
* 


* * 


For your convenience, the chart of Figure 12 summarizes 
the conversion of amps to ma, amps to ра, та to amps, 
and wa to amps. 


SUMMARY 


In an electric circuit, there is a definite relationship be- 
tween voltage, current and resistance. This relationship 
is known as Ohm's Law. 


According to Ohm's Law, the currentin a circuitis directly 
proportional to the voltage applied to the circuit, and in- 
versely proportional tothe circuit resistance. Thus, the 
current increases when the voltage is increased, and the 
current decreases when the resistance is increased. 


Whenever two of the three quantities E, Iand Rare known, 
one of the three Ohm's Law equations is used to calculate 
the unknownquantity. These equations are I = E/R, E - IR, 
and R = ЕЛІ, 


The basic unit for measurement of current is the ampere. 
When the circuit current is stated in ma or pa, the value 
is converted to amperes when using it in Ohm's Law, 
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IMPORTANT DEFINITIONS 


AMMETER - An instrument used to measure the electric 
current in a circuit, 


AMPERE -[AM pier] - The basic un” of current in an 
electric circuit, 


DIRECT PROPORTION - A relationship by which a change 
in one quantity produces exactly the same change in 
another quantity, If doubling one quantity causes 
the other quantity to be doubled, the two quantities 
are said to be directly proportional. 


INVERSE PROPORTION - A relationship by which a change 
in one quantity produces exactly the opposite change 
in another quantity. If doubling one quantity causes 
the other quantity to decrease to one half its origi- 
nal value, the two quantities are said tobe inversely 
proportional. 


МІСКОАМРЕКЕ (џа)- [ MIGH kroh AM pier) - Aunit of cur- 
rent equal to one-millionth of an ampere, (lpa= 
.000001 ampere) 


MILLIAMPERE (ma) - [MIL i AM pier] - A unit of current 
equal to one-thousandth of an ampere. (1 ma - .001 
ampere) 


OHM - [ oam] - The basic unit of resistance in an electric 
circuit, 


OHM'S LAW - A law which describes the relationship be- 
tween voltage, current and resistance in an electric 
circuit, Inan electric circuit, the currentis directly 
proportional to the voltage, and inversely propor- 
tional to the resistance, 
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IMPORTANT DEFINITIONS (Continued) 


VOLT - [vohlt] - The basic unit of electric pressure, or 
voltage, in an electric circuit, 


VOLTMETER - An instrument used to measure the elec- 


tric pressure, or the potential difference between 
any two points in a circuit, 
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ESSENTIAL SYMBOLS AND EQUATIONS 


Е - voltage 


I - current 


R - resistance 


(volts) 
(amperes) 


(ohms) 


STUDENT NOTES 


STUDENT NOTES 


STUDENT NOTES 


10. 


11. 


12. 


13. 


14. 
15. 
16. 
17. 


18. 


PRACTICE EXERCISE SOLUTIONS 


(b) amperes, 

(a) volts. 

(c) ohms, 

volt, ampere, ohm 
current 

a voltmeter 


ammeter 


. the current increases -- Current is directly proportional to 


voltage. 


. 4 amperes -- With 1 ohm of resistance in a circuit, the 


numerical value of current isthe same asthe numerical value 
of voltage. 


(a) an increase of another quantity. 


the current decreases -- Current is inversely proportional 
to resistance. 


increase -- The higher wattage bulb has less resistance and 
thus carries a greater current. 


the current increases -- The replacement bulb has only 60 
ohms of resistance, which is less than the resistance (75 
ohms) of the 200 watt bulb. 

(b) 20 amperes. -- Doubling the voltage doubles the current. 
(a) 5 amperes. -- Halving the voltage halves the current. 
voltage, resistance 


3 amperes -- I= E/R; therefore, Iequals 300 divided by 100. 


80 volts -- E - IR; therefore, E equals 4 times 20. 


AMMETER 






BATTERY 
A 





FIGURE 3 


FIGURE | 


BATTERY 








FIGURE 2 


FIGURE 4 
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FIGURE 5 





tLe R 1-2 AMPERES 
= 20v Bi R=120 OHMS 
FIGURE 6 FIGURE 7 


I= 2 AMPERES 





FIGURE 8 
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19. 
20. 
21. 
22. 
23. 
24. 


25. 


26. 


27. 


28. 


29. 


30. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


120 volts -- E = IR; therefore, E equals 10 times 12. 

30 ohms -- R= E/I; therefore, R equals 120 divided by 4. 
4 ohms -- R - E/I; therefore, R equals 24 divided by 6. 
All three are forms of Ohm's Law. 

There are 1000 milliamperes in 1 ampere. 


250 ma, 37 ma, 1600 ma, 5 ma 


_Е _ 600 
олан Об 
to milliamperes by moving the decimal point three places to 
the right gives .04 amp = 40 ma. 





= .04ampere. Converting amperes 


.15 атр, . 045 атр, . 37 атр, 6. 5 атрѕ,. 008 атр, . 08 атр, 
.8 атр, 8 атрѕ 


9 volts -- E = IR = .045 х 200 = 9 
72,000 иа, 2500 pa, 43 pa, 700 ua 


3 22 160 Е 3 
80 pa -- I= R ~ 2,000,000 ~ . 00008 ampere = 80 ya 


.000002 ampere, .000025 ampere, .000147 ampere 








FIGURE 9 


R 
2 MEGOHMS 





FIGURE 10 FIGURE 11 












TO CONVERT MOVE 
DECIMAL EXAMPLE 
x 3 PLACES TO RIGHT .43 AMP = 2.7 = 430 МА 
эл 6 PLACES TO RIGHT 000055 AMP = ш d 55 DA 
к 3 PLACES TO LEFT 68 MA = 268. = (068 АМР 
6 PLACES TO LEFT 235 UA = 000235. = .000235 AMP 
Ww 


FIGURE 12 
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10. 


QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 








ось COP Taw» TOP шош» сос» TOP сос» DOP COM> 


= 
= 
= 
= 
= 
m 
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in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: A thermometer measures 
А Шин (А) temperature. (B) speed. (C) time. (D) distance, 
B 


5 
D 
Voltage and current are 


(A) measured in the same units. (B) directly proportional, (C) inversely proportional. (D) al- 
ways larger than the resistance. 


Resistance and current are 
(A) measured in the same units, (B) inversely proportional, (C) directly proportional. (D) al- 
ways smaller than the voltage. 


If the voltage applied to a circuit is doubled, and the resistance remains the same, the current 
(A) remains the same. (B) is doubled. (C) is halved. (D) decreases in proportion, 


In an electric circuit, when the voltage and resistance are known, which form of the Ohm's Law 
equation is used to directly find the current? 

(А) Е = І& (B)R E CIR- R (D) I= ~ 

In an electric circuit, if the current is 20 amperes and the source voltage is 400 volts, the cir- 
cuit resistance is 


(A) 8000 ohms. (B) 420 ohms. (C) 20 ohms. (D) 380 ohms, 


In an electric circuit, if the current is 25 milliamperes (.025 ampere) and the resistance is 
2000 ohms, the source voltage is 
(A) 200 volts. (B) 125 volts. (C) 1250 volts. (D) 5 volts. 


In an electric circuit, if the voltage is 100 volts and the resistance is 25K ohms (25, 000 ohms), 
the current is 


(A) 25 ma. (B)25 amps. (C) 40 amps. (D) 4 ma. 


A MILLIAMPERE is 


(A) one thousand times larger than an ampere. (B) one thousand times smaller than an ampere, 
(C) one million times smaller than an ampere. (D) one million times larger than a micro- 


ampere, 
When using any form of Ohm's Law, how many values must be KNOWN? 


(A) three, (В) попе, (С) опе, (D) two. 


Ohm's Law is used 
(A) only when the source voltage is dc. (B) when the source voltage is dc or ac. (C) only when 
the source voltage is ac. (D) only when the source voltage is greater than 10 volts. 
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CHICAGO TORONTO 


YOUR TIME IS PRECIOUS 


If time be of all things most precious, wasting 
time must be the greatest prodigality, since lost 
time is never found again; and what we call 
time enough always proves little enough. Let 
us then be up and doing, and doing to a good 
purpose; so by diligence shall we do more with 
less perplexity. 
—Franklin 
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Тһе voltages and currents in an analog computer are adjusted to simulote specific conditions such 
as the flight of an airplane. In the lower, right hand section of the computer are a number of rack- 
mounted amplifiers which must be connected properly to the computer voltage source. 
Courtesy Donner Scientific Co. 2 
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I don't think much of a man 

who is not wiser today than 

he was yesterday. 
--Abraham Lincoln 


ELECTRIC CIRCUITS 


In order to do useful work, electricity must flow in some 
type of circuit, The complete circuit may be as simple as 
that of a flashlight, or it may be as elaborate as that of a 
modern electronic computer. However, certain basic 
properties are common to all circuits, no matter how sim- 
ple or elaborate the circuits may be. In this lesson we will 
consider the basic rules that govern all electric circuits, 
and which formthe basis for the entire field of electronics, 


SUBSCRIPTS 


The ability to read schematic diagrams is important in all 
branches of electronics, Very simple circuits of course 
have very simple schematic diagrams and there is not much 
of a problem in tracing out current paths or identifying 
parts. For example, Figure l is the schematic diagram of 
a circuit containing a battery as the voltage source anda 
resistor as the load. Here, no identification problem 
exists, Any reference to a voltage or a resistance must 
necessarily mean the only battery or the only resistor in 
the circuit. 


In most electronic devices, however, more than one resis- 
tor is supplied with voltage and current at the same time. 
A common circuit is shown in Figure 2A, where two resis- 
tors are the load for the source, Immediately, a problem 
arises of identifying one resistor from the other, Of 
course, we could identify one resistor by saying "the re- 
sistor which has one end connected to the positive terminal 
of the battery", and the other resistor could be identified 
by saying "the resistor which has one end connected to the 
negative terminal of the battery". Even this lengthy descrip- 
tion might be acceptable if there were only two or three 
resistors in a circuit, However, a modern transistor 
radio receiver may contain over 60 parts while a color 
television receiver requires more than 300 parts. Because 
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of the large number of components in electronic equipment, 
a system of positive identification must be used to distin- 
guish one component from another. 


Figure 2B illustrates the system of component identifica- 
tion used in the electronics industry. Instead of labeling 
the resistors with a plain R and the battery with a plain E, 
a number is placed to the right of, and slightly below, each 
letter symbol. Thus, the two resistors in Figure 2B are 
labeled R4, and R5, while the battery is labeled Ej. Since 
the identifying numbers are placed slightly below the letter 
designations, the numbers are called SUBSCRIPTS and the 
system is called SUBSCRIPT NOTATION. 


Figure 2C is another example of the use of subscripts. 
Notice in Figures 2B and 2C that the resistance values of 
the resistors have no bearing on the subscript numbers. 
In Figure 2B, R, has less resistance than R5, while in 
Figure 2C, Rj has more resistance than R5. 


1. When subscripts are used to identify resistors, the resistor 
with the least resistance is always labeled R,. True or 
False? 

——— 


ж ж ж 


Subscripts are used to identify alltypes of components used 
in electric circuits. In the schematic diagram of Figure 3, 
we show a circuit with three resistors and two batteries. 
By using subscript notation, we can distinguish between the 
resistors, and also between the batteries. Now, to describe 
the effects of E> onthe circuit, we simply say, "Electric 
current is from the negative terminal of E>, through R3, 
through R>, and back to the positive terminal of E5." Just 
try to think of a way to say this without using subscripts to 
identify the components, 
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2. Subscripts are used to help identify (a) only the resistors in 
a circuit, (b) only the batteries inacircuit, (c) all components 


ina circuit. 


REFERENCE POINTS 


Often, the phrases POSITIVE VOLTAGE and NEGATIVE 
VOLTAGE are used rather loosely. Abattery, for example, 
produces neither a positive voltage nor a negative voltage. 
It does produce a voltage between its two terminals so that 
the plus terminal is positive with reference to the minus 





This unit is the radio receiver used in a complete satellite command control system. Notice that 
many of the components are ordinary resistors. These resistors are part of ordinary series and раға е! 


circuits. 


Courtesy AVCO Corp. 
Electronics and Ordnance Div. 


terminal, and the minus terminal is negative with refer- 
ence to the plus terminal. 
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The voltage produced by a battery is (a) a positive voltage, 
(b) a negative voltage, (c) a voltage between the positive and 
negative terminals. | 


Ae Oe ls pet 
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Notice that the voltage is specified as being positive, or 
negative, with reference to another point. The concept of 
voltage being between two points also applies to complete 
circuits, Referring to Figure 4, we see a 6 ohm resistor, 
Rj, connected across a 6 volt battery, Ej. Also, a 12 ohm 
resistor, R2, is connected across a 12 volt battery, E2. 
Since Ej; and Rj are connected as a complete circuit, Ej 
forces current through R] and the resultant voltage across 
Rj is 6 volts positive at point A with reference to point B. 


A similar situation exists in the circuit containing E? and 
R2, and the resultant voltage across R2 is 12 volts positive 
at point C with reference to point D. 


Since the circuit containing Ej and Rj is completely inde- 
pendent of the circuit containing E2 and R2, a point in one 
circuit cannot be compared with a pointin the other circuit, 
That is, we cannot saythat the voltage at point A is positive 
with reference to point D. 


ж ж ж 


4. Concerning Figure 4, which of the following statements are 
correct? (a) Point A is positive with reference to point B. 
(b) Point A is positive with reference to point D. (c) Point 
D is positive with referenceto pointC. (d) Point Cis positive 
with reference to point D, 


ж ж ж 


In order to compare point A with either point C or D, it is 
necessary for the two circuits to have something in com- 
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mon, This is illustrated in Figure 5, where points B and 
D are connected together. Now, the voltage at point A is 
6 volts positive with reference to points B and D. Also, 
the voltage at point C is 12 volts positive with reference to 
points B and D. 


In most equipment there are several circuits which have a 
common connection, This common connection is indicated 
in some schematic diagrams by a wide, dark line, as in 
Figure 5, It is common practice to use the metal chassis 
as a common connecting line. The schematic diagram 
usually indicates this condition by adding a GROUND sym- 
bol to the common connecting line, as in Figure 5, 


The word ground does not necessarily mean "earth ground", 
Any point used as a common reference point in a circuit 
may be called ground. 


* * * 


5. In Figure 5, points B and D are common reference points. 
True or False? 





6. The schematic diagram of a television receiver has many 
points terminated with the ground symbol of Figure 5. This 
means that all these points probably are(a)connected directly 
together with hook-up wire, (b) connected to the metal chassis, 
(c)electrically independent of each other. IIIS a 


* * * 


The schematic diagram of Figure 6 illustrates a method of 
connecting resistors that is found in almost all electric or 
electronic equipment. Here, the circuit is arranged so the 
source voltage is divided between three resistors. Each 
resistor has 20 ohms of resistance, so the source voltage 
divides equally between them. Since the source voltage is 
12 volts, there is 4 volts across each resistor. 


Notice that the ground symbol in Figure 6 is different than 
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the one used in Figure 5. We show this symbol because it, 
as well as the symbol of Figure 5, is used to indicate a 
common reference point. 


Let's take another look at Figure 6. With point A connected 
directly to the positive battery terminal, and point D con- 
nected directly to the negative battery terminal, the voltage 
between points A and D is 12 volts. Also, point A is 12 
volts positive with reference to point D. 


Suppose we use point D, or ground, as the common refer- 
ence point. Then point A is 12 volts positive, point B is 8 
volts positive, and point C is 4 volts positive. Keep in mind 
thata voltage exists BETWEEN TWO POINTS. When some- 
one says a particular point in a circuit is positive (or neg- 
ative), he usually means the point is positive (or negative) 
with respect to a reference point in the circuit. 


ж ж ж 


7. In Figure 6, what is the voltage between points A and B? 
Between points Band C? Between points A and C? 

Yy, J Fa > > y. 

ж Е ж 


The schematic diagram of Figure 7 is almost identical to 
that of Figure 6. The only difference is that the ground 
point in Figure 7 is at point C, whereas the ground point in 
Figure 6 is at point D. Nothing else is changed, There is 
still 4 volts across each of the three resistors. 


In Figure 6, we said that point C was 4 volts positive when 
using ground as the reference point, In Figure 7, point C 
is ground and there is zero voltage between point C and 
ground, Since the ground point has been changed, the volt- 
ages at all other points in the circuit change with reference 
to ground. Point A is now 8 volts positive, point B is 4 
volts positive, and point D is 4 volts negative. Again, all 
of these voltages are with reference to ground, or point C. 
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8. Referring to Figure 7 and using ground as a reference, what 
is the voltage at point D? 4 
= 


ж ж ж 


Referring to Figure 8, we see a circuit which is identical 
to Figures 6 and 7 except that the ground point has been 
changed to point A, Point A is still 12 volts positive with 
reference to point D, but it is no longer 12 volts positive 
with reference to ground, In Figure 8, point D is 12 volts 
negative, point C is 8 volts negative, and point B is 4 volts 
negative, all with reference to ground, 


This idea of putting the reference point at different places 
is very common in the design and manufacture of transis- 
torized equipment. Depending on the types of transistors 
used and the designer's preference,the common reference 
point (ground) may be the most negative point in the circuit 
(as in Figure 6) or the most positive point in the circuit (as 
in Figure 8), In some cases it may even be at some in- 
between point (as in Figure 7}. 


* ж ж 


9. Ground is always the most negative point in any circuit. True 
or False? 


ж ж ж 
SERIES CIRCUITS 


Simple circuits such as shown in Figure 9A are easy to 
analyze, With switch S] open, there is no complete path 
for current, Thus, there is no voltage across R] and no 
current through Rj. To prove this, we could connect an 
ammeter and a voltmeter into the circuit as shown in Fig- 
ure 9B. With 5j, open, there is no complete path, and both 
meters read zero, 
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When switch Sj is closed, as shown in Figure 9C, the cir- 
cuit is completed and current flows in the circuit. Starting 





BAT TERY 
AMMETER 


An exomple of o series circuit, using ommeters to show thot the current is the some in oll parts of 
the circuit. 


from the negative terminal of voltage source Es, current 
(11) flows through switch 5), resistor R], and ammeter A]. 
It continues on to the positive terminal of source Eg. With 
a 50 volt source and 10 ohms of resistance in the circuit, 
the circuit current is 5 amperes (50 + 10), as indicated by 
ammeter Aj. Also, with 5 amperes of current through 
resistor Rj,the voltage across Rj is 50 volts, as indicated 
by voltmeter V]. 


ж ж ж 


10. In Figure 9B, which of the following statements are true and 
which are false? (a) The circuit current I) is zero. (b) The 
voltage Ej across the load resistance, R], is zero. (c) The 
source voltage Eg is 50 volts, 

AT, D 3 
ae ж ж 


In Figure 9C, if we change R, from10 ohms to 50 ohms the 
circuit current changes.to 1 ampere (50 volts + 50 ohms). 
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However, with only one resistor in the circuit, the voltage 
across R] would still be equal to the source voltage, or 50 
volts. Whenever a single resistor is the only component 
connectedin a circuit with a voltage source, the full source 
voltage is developed across the resistor, If the resistance 
of the resistor is changed, the current through it changes 
but the voltage across it remains equal to the source volt- 
age, 


ж ж ж 


11. Assume that you have the circuit of Figure 9C set up and you 
change the load resistance, R4, from 10 ohms to 5 ohms. 
What changes occur in the values of Ij and Ey? T, 51.5 


4 yb 
ж ж * 


/ 


In most electronic equipment, one voltage source supplies 
electric energy to a number of loads. Опе way that these 
loads are connected is shown in Figure 10A. We call this 
a SERIES CIRCUIT because the components are connected 
one after another and there is only a single current path 
through all of the parts. As in Figure 9A, when 51 is open 
there is no complete path for current and there is no volt- 
age across resistors R] and R2. 


When switch Sj is closed the circuit is completed and the 
conditions of Figure 10B exist. The circuit of Figure 10B 
is the same as Figure 10A except that we have added an am- 
meter (Aj) to measure the current, and two voltmeters 
(Vi and V5) to measure the voltages across Rj and R5. 


Ammeter A) of Figure 10B indicates 5 amperes of circuit 
current, while the voltmeters (Vi and V5) indicate 25 volts 
across each of the resistors Rj and R5. These readings 
enable us to make some conclusions abouta series circuit, 
First, the voltages across the individual resistors when 
added together equalthe source voltage. Second, the volt- 
age across each resistor is equal to the current through it 
multiplied by the resistance of that resistor. Thus, the 
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voltage across R] is 


Е = ЦК] 

Е = 5 Х 5 - 25 volts, 
and the voltage across R2 is 

E> = Кә 

E> = 5 X 5 = 25 volts. 


Third, the voltage across eachresistor in series is directly 
proportional to the resistance of that resistor. That is, 
the resistor with the largest resistance value will have the 
greatest share of the source voltage. Since К] апа Кә ате 
equal in Figure 10, the voltages across them are equal. 


Finally, we can arrive at a conclusion concerning the total 
resistance ina series circuit, Ohm's Law states that R = Е/І. 
Therefore, the total resistance, RT, is 


Es _ 50 
R pomi ——— M I o — = 0 s 
T n 5 10 ohms 


With R, and R5 equalto 5 ohms each, we see that the total 


30 ~ 


—— № 
Ізі АМР 


-----------ф» 
I= | AMP 


90 -^- 





So for as circuit current is concerned, three 30 ohm resistors in series offer the some oppasition os o 
single 90 ohm resistor. 


circuit resistance, RT, is equaltothe sum of the individual 
resistances, 


If we chose to do so, we could connect ammeter A) between 
Rj and R5, or on either side of S], or at any place in the 
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circuit and it would indicate 5 amperes of current. This 
leads to the conclusion that, in a series circuit the current 
is the same at all points in the circuit, 


Figure 11 is another example of a series circuit containing 
two resistors, Since a switch and the various meters are 
not essential to the operation of the circuit, they have been 
omitted. Notice, also, that the current is labeled Lp. With 
only one current in the complete circuit, it must be the 
total current from the source and it is common practice to 
label the total current Іт. 


To analyze the circuit the first thing to do is inspect the 
circuit and see which things are known and which are un- 
known. Here, we know the supply voltage and we know the 
resistance of each resistor, We don't know the current, 
or the voltage across each resistor, or the total resistance, 
To calculate the voltage across a resistor, you must know 
the resistance of the resistor and the current through it. 
Since we don't know the circuit current, IT, we cannot 
calculate the voltage across the resistors, 


We do know, however, that the total resistance, RT, is 
equal to the sum of R] 4 R2: 


Кт = Ry + R2 
RT = 20 + 25 
RT - 45 ohms 
Now, knowing RT, we can calculate the circuit current, Іт: 
Es 
Іт = т. 
1, = 2 
T ' 45 
Іт = 2 атрѕ 


Knowing the circuit current, Іт, and the resistance of each 
resistor, we can calculatethe voltage across each resistor. 
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The voltage across R] is 


Е] = ІТК] 

E) - 2Х20 

E) = 40 volts. 
The voltage across R% is 

E2 = ITR2 

E> = 2х 25 


E> = 50 volts. 


ж ж ж 


12. In the circuit of Figure 11, change R, from 20 ohms to 65 
ohms. What is the total resistance Ry? What is the current 
IT? What are the voltages E4 and E95? 


20-2, 2. = 25 и fy Гә Шш 
ж ж т | 


Figure 12 is another example of a series circuit in which 
we know the source voltage Eg and the resistance of the 


load resistors Rj and R5. To calculate RT, we take the 
sum of R] and R3: 


Кт = Ку + В 
Кт = 2000 + 1000 
RT - 3000 ohms 


To calculate IT, we divide the source voltage by the total 
resistance: 


IT = Е5 EU seo] ampere or 10 milliamperes 


RT 3000 
The voltage across Rj is 
E] = ITR] 


- .01 х 2000 
= 20 volts. 


Ы Б 
= = 
Ir 
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The voltage across R?2 is 


E2 - .01 x 1000 
Ж Ж Ж 


13. In the circuit of Figure 12, change R, to 500 ohms. Calculate 
RT, Ip, Ey and Eo. By 


го hy 
ж ж * 


When a series circuit contains more than two resistors,as 
in Figure 13A, the same general methods are used to ana- 
lyze the circuit, The total resistance, RT, is found by 
adding the resistances of the series resistors as follows: 


RT = Ку + Кә + R3 
Кт = 10 + 20 + 30 
Кт = 60 ohms 


The total current, Ip, is found by dividing the source volt- 
age by the total resistance: 


I ы 50555. 
T Rp 60 E 


The voltage across each resistor is directly proportional 
to its resistance. Their voltages are calculated as fol- 
lows: 


Ej = ІТК - 1 X10 - 10 volts 
E» - IT R2 1X20 = 20 volts 
E3 = IT R3 1 Х 30 - 30 volts 


Notice, also, that the sumof the individual voltages is equal 
to the source voltage. That is, 


Es = E] + E2 + E3 = 10 + 20 + 30 = 60 volts. 
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14. In Figure 13A, change R, to 70 ohms. What is total resist- 
ance, RT? Whatis thecurrent Lp? What arethe voltages E, 
Кә апа Ез? os 
RT aoe 3 
Гу: 500 мт ж ж 
E,: 36v 224 И-Ы. 
The direction of current in Figure 13A, as indicated, is 
from the negative terminal of the source through Кз, К, 
and R], and back to the positive terminal of the source, 
The plus and minus signs close tothe resistors indicate the 
polarity of the voltage across each resistor as it is con- 
nected in this circuit, In this particular figure the top end 
of each resistor is positive with reference to its bottom 
end, because the battery polarity is such that the current 
passes upward through the resistors, 


Figure 13B is the same as Figure 13A except that no values 
have been assigned to the various components, We do this 
so we can make some general rules that will apply to all 
series circuits. These general rules are: 


1. THE CURRENT IS THE SAME AT ALL POINTS IN A 
SERIES CIRCUIT. 


2. THE SUM OF THE VOLTAGES ACROSS THE INDIVID- 
UAL COMPONENTS IN A SERIES CIRCUIT IS EQUAL 
TO THE SOURCE VOLTAGE. 


3. THE TOTAL RESISTANCE IN A SERIES CIRCUIT IS 
EQUAL TO THE SUM OF THE INDIVIDUAL RESIST- 
ANCES. 


Rule number 2 can be written as this equation: 


Es = Еу + Е, + Е; seen T Cle. (1) 


Rule number 3 can be written as this equation: 


RT = Ri? R? ORG Vu efc. (2) 
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The series circuit rules and the methods of analyzing series 
circuits are the same regardless of whether the voltage 
source is acordc, Figure 14 is a series circuit like Fig- 
ure 13A except that the voltage source is 120 volts ac 
rather than 60 volts dc. The total resistance, RT, is found 
by adding together the individual resistances: 


Кт = Кү + Кә + R3 
Кт = 10 + 20 + 30 
Ry = 60 ohms 


The circuit current is determined by dividing the source 
voltage by the total resistance: 


Ip = 25 аеш 2 ampere 

T Ry 607 zi 
The voltage across each resistor is found by multiplying 
the circuit current by the value of that resistor: 


Ey = ITR} = 2X10 = 20 volts 
E = ІтК> = 2X20 = 40 volts 
E3 = IpR3 = 2 X 30 = 60 volts 


Adding together the individual voltage drops, we find that 
they total 120 volts, This is also the source voltage, 


Тһе direction of current flow and the voltage polarities are 
not shown for this ac circuit because they are constantly 
reversing, 


ж ж ж 


15. The rules for series circuits apply (a) only when the source 
voltage is ac, (b) only when the source voltage is dc, (c) when. 


* * * 


The simple rules for series circuits are used in various 
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ways and at almost every level of electric or electronic 
work, Assume that you must develop 20 volts across a 2K 
ohm resistor, using only a50 volt source, Figure 15 shows 
a solution to this problem. Since the voltage source is 50 
volts, it becomes necessary to connect another resistor 
(which we shall call R2) in series with the ZK ohm resistor 
Кі and have 30 volts across R2. Thus, the voltage Ez must 
be 30 volts. 





This speciol equipment is designed to continuously measure and control high and ultra-high temper- 
atures. Many series and parallel resistance networks help to make this equipment function properly. 
Courtesy Instrument Development Laboratories, Inc. 


In order to have 20 volts across the 2K ohm resistor R], 
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the current through it must be 


Е] 20 
І ee = 20 . 
Т кү 2000 Қатар 


Since the current through Rj and R5 must be the same, the 
current through R2 is also .01 amp. Knowing the current 
through R> and the voltage across R2, the resistance of Rə 
is determined by Ohm's Law as follows: 


E 

Roe 20-5 3000 ohmic 
Ir ‚01 

ж * * 


16. In Figure 15, the current through R4 is equalto (a) the source 
voltage (Es) divided by the resistance of R], (b) the voltage 


across Rj (E]) divided by the resistance of R1, (c) the volt- 
age across R2 (E2) divided by the resistance of R]. 


ж ж ж 


The same type of analysis is applied to a series circuit 
where more than two resistors are involved, In Figure 16, 
for example, it is necessary to determine the resistance 
of R2 and the voltage of the source. To make use of Ohm's 
Law, two of the three quantities (I, E and R) must be known. 


Rj is the only component about which two of these factors 
are known, Knowing that the resistance of Rj is 10K ohms 
and the voltage across it (E,) is 20 volts, the current can 
be found: 


E 
Іт = ll = EE = . 002 amp 
Ку 10,000 


We also know that the current is the same in all parts ofa 
series circuit, Therefore, the current through R5 and R3 
is also ,002 ampere, Knowing the current through R> and 
the voltage across R», the resistance of R2 can be found: 
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The voltage across R3 1s determined by 
Ез = IpR3 = .002 x 5000 = 10 volts. 


Finally, the source voltage, Es, is determined by taking 
the sum of the individual voltages: 


Es = E] + E2 + Ез = 20 + 60+ 10 = 90 volts 


17. Ina series circuit, such as Figure 16, the current through R, 
is one-half the current through Rg. True or False? 


18. Ina seriescircuit, such as Figure 16, the sum of the voltages 
across the individual resistors is equal tothe source voltage. 
True or False? 


ж ж ж 


An important thingto notice about Figure l6is the relation- 
ship between the voltages across the resistors and the re- 
sistances of the resistors. The 5K ohm resistor R3 has 
only 10 volts across it. Ry is 10K ohms, or twice the re- 
sistance of R3, and it has twice as much voltage across it 
as R3 has. R, is 30K ohms, or six times the resistance of 
R3, and it has six times as much voltage across it as R3 
has. 


ж ж ж 


19. In a series circuit, such as Figure 16, the voltage across 
each resistor is inversely proportional to the resistance of 
each resistor. True or False? 


~- 


ж ж ж 
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PARALLEL CIRCUITS 


Many practicalelectric circuits are arranged sothat several 
devices requiring the same amount and type of voltage may 
be operated from one voltage source. Also, the arrangement 
permits one or more of the devices to be turned on and off 
without affecting the operation of the others, A typical ex- 
ample of this arrangement isthe average home in which the 
electric circuits are wired so that lights, fans, radio and 
television receivers, and other devices operate from the 
same voltage source, yet may beturned on and off separately. 


To provide for such operation, a PARALLEL CIRCUIT must 
be employed. As a general definition, a parallel circuit is 
an arrangement of two or more components such that each 
provides a separate current path from one point to another, 


The simplest arrangement of a parallel circuit is illustrated 
by the schematic diagram of Figure 17. For the moment 
disregard resistor R5. The 50 volt battery and the 10 ohm 
resistor R], are connected as in the basic circuit of Figure 
9A. The current through resistor Кү, which we shall call 
I,, is found the same wayas itwas inFigure 9A as follows: 


I, = 57 = 7h = 5 amperes 


With only one resistor inthe circuit (still disregarding R5), 
there is only one path for current. The total current, IT, 
is the same as Ij. 


Whenthe second 100ohm resistor, R5? is connected in paral- 
lel with R4 ;àS shown in Figure 17, it provides an additional 
path for current. Since R> is connected across the source 
voltage, just as R, is, the source voltage forces a current 
which we shall call I, through R5. The value of I2? is found 
as follows: 


50 
— = 5 amperes 


1 


= 
— 


2 | 9 
гә 10% 


I, = 


- 
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With two paths for current, the total current being supplied 
by the source is the sum of the two currents. That is, 


Іт = I) + I2 = 545 = 10 amperes. 
* * * 


20. In the parallel circuit of Figure 17, the voltage across R9 is 
(a) one-half the voltage across Rj, (b)the same as the volt- 
age across R, and is equal to Es. 


ж ж ж 


In Figure 17, adding R2 in parallel with R} causes the total 
current to increase from 5 amperes to 10 amperes, Since 
the total resistance of an electric circuit is equal to the 
source voltage divided by the total current, the addition of 
R2 causes the total resistance to decrease. The total re- 
sistance with both resistors in parallel is only 5 ohms 
compared to the 10 ohms of either resistor alone, 


Each current path of a parallel circuit is called a branch of 
the circuit. Since THE SOURCE VOLTAGE IS APPLIED 
ACROSS EACH BRANCH OF A PARALLEL CIRCUIT, 
branch current Ij flows through branch resistance R], and 
branch current Iz flows through branch resistance R2 in 
Figure 17. 


Each time a branch is added to a parallel circuit, the total 
current increases and the total resistance decreases, In 
Figure 18, we have added branch resistance R 3 in parallel 
with branch resistances R] and Кә. The entire source 
voltage is across R3, so branch current 13 18 


I = R3° 5 ^ 10 amperes. 


We have already found that branch currents Ij and I2 are 5 
amperes each. The total current supplied by the source is 
equal to the sum of the branch currents. Thus, 
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Ip = 1, t+ Iz + 13 = 5+5+ 10 = 20 amperes, 


The total resistance in the circuit, RT, is 


Ес 50 
RT d = 20 ^ 2.5 ohms 
ж ж ж 


21. In the parallel circuit of Figure 18, the total resistance is 
(a) the sum of the branch resistances, (b) independent of the | 
branch resistances, (c) less than any of the branch resist- 
ances, 


— mae 


22. In the parallel circuitof Figure 18, the totalcurrent is (a) the 
ee the branch currents, (b) divided equally among the 
ranches, (c) less than any of the branch currents, 


ж ж ж 


At this point, let's analyze our findings concerning Figures 
17 апа 18, and make some general rules about parallel cir- 
cuits as follows: 


1. THE VOLTAGE ACROSS EACH BRANCH OF A PARAL- 
LEL CIRCUIT IS THE SAME AS THE SOURCE VOLT- 
AGE. 


2. THE TOTAL CURRENT IN A PARALLEL CIRCUIT IS 
EQUAL TO THE SUM OF THE BRANCH CURRENTS. 


3. THE TOTALRESISTANCE IN A PARALLELCIRCUIT IS 
LESS THAN THE RESISTANCE OF ANY BRANCH. 


Rule number 2 can be written as the equation: 
Ir = Ij; t I5 * I3 .... t etc, (3) 


Figure 19A is a typical arrangement of various loads which 
are connected in parallelacross a voltage source, We know 
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that the voltage is the same across each of the branch re- 
sistances, To find the current in each branch, we divide 


the source voltage by the resistance of each branch as fol- 
lows: 


Ds Es = 120 _ l ampere 

17-8) 120 E 

p-ES.120., 

КЕ go 7 2 amperes 
E 

I3 = э» 3 amperes 
R3 40 

ж * ж 


23. In the parallel circuit of Figure 19, the current through each 
branch (a) is the same as that through the other branches, 


(b) is inversely proportional to the branch resistance, (c) is 
diréctly proportional to the branch resistance. 
ж ж ж 
We find the total circuit current in Figure 19A by 


Іг = 1 +1, +13 = 14+ 24+ 3 = 6 amperes, 


The total resistance is 
Кт == — = — С 20 ohms, 


Let's see what you could expect to measure in this circuit, 
Figure 19B is the same circuit as Figure 19A with meters 
connected. Appropriate voltmeters (Уу, V5 and V3) are 
connected across the branch resistances, and each of them 
will show a reading of 120 volts. 


Ammeter Aj is connected so the total current, IT, must 
flow through it. From our previous calculations we know 
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that Aj] will show a reading of 6 amperes, At junction point 
W, the current divides, with Ij flowing through A2 and Ку, 





A closed circuit TV monitor isa highly specialized viewing device for commercial, industrial, 
military and educational applications. Each tube, with its assaciated components, in this unit is 
connected in parallel with a de voltage source. 

Courtesy General Electric Company 


and the remainder of the current continuing on through A3. 
Sincelj is l ampere,the remaining 5 amperes flowsthrough 
Аз. At junction point X, the current again divides, with 2 
amperes flowing through A4 and R2, and 3 amperes flowing 
through A5 and R35. 


The 3 amperes of branch current I4 approaches junction 
point Y and combines with the 2 amperes of branch current 
I2. The sum of I? and I4 leaves junction point Y and ap- 
proaches junction point Z. The sum of I? and I} combines 
with the 1 ampere of branch current ij at junction point Z. 
Thus, the sum of Ij, I2 and I3 leaves junction point Z and 
continues to the voltage source, 
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There is a very definite reason for going into detail con- 
cerning the currentarriving at a junction point and the cur- 
rent leaving a junction point. In all cases, the current ar- 
riving at a junction point is exactly equal to the current 
leaving that junction point, It doesn't matter how many 
paths lead to the junction or how many paths lead away 
from the junction; THE CURRENT ARRIVING AT A JUNC- 
TION AND THE CURRENT LEAVING A JUNCTION ARE 
ALWAYS EQUAL TO EACH OTHER. 


For example, in Figure 19B, the current arriving at junc- 
tion point X is 5 amperes, The current leaving is I? (2 am- 
peres) and I5 (3 amperes), the sum of which is also 5 am- 
peres, The current arriving at junction point Z is 5 amperes 
from junction point Y and l ampere from R]. The current 
leaving junction point Z is the total current of 6 amperes. 


* ж ж 


24. Іп Figurel9B, how much current is arriving at junction W? 
How much is leaving junction W? 
G arhh, Oa, be 
25. In Figure 19B, how rauch current is arriving at junction Y? 
How much is leaving junction Y? 


S Azi tid ЖАР. 
Ja = ж ж 


Another important point to notice in parallel circuits is the 
relationship ofthe branchcurrents tothe branch resistances, 
The current through each branch is inversely proportional 
to the resistance of the branch, In Figure 19B, the branch 
with the most resistance (Rj) has the least current; the 
branch with the least resistance (R3) has the most current, 


ж ж ж 


26. In the parallel circuit of Figure 19, if R9 is changed to a 120 
ohm resistor, what happens to the current through R5? What 
happens to the total current? 

QUAD ertad che дее АЛД. 
* * 
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Practically all electrical devices have circuits where the 
various loads are in parallel, Often it is not convenient to 
measure the resistance of a device or the current through 
it, Yet, it may be necessary to know these details, Figure 
20 represents sucha situation, Here, the things we know 
are: the source voltage is 120 volts, the total current is 6 
amperes, the current through R) is .5 ampere, and R? is 
30 ohms. Using Ohm's Law and the basic rules for parallel 
circuits, we can calculate the remaining quantities, 


-----» 
ІТ“ 3 АМР5 


--» 
Іт“ 3 AMPS 


“= 30VOLTS 





So far as the total circuit current I7 is concerned, three 30 ohm resistors in parallel offer the same 
opposition as one 10 ohm resistor. 


Knowing the source voltage and the resistance of R5, the 
current through R, is 


Since the sum of I; (.5 ampere), I, (4 amperes), and I3 must 
be equal to IT (6 amperes), we can calculate the value of I3. 
Ihe sum of I; and Ij is 4, 5amperes., Subtractingthis amount 
fromthe total current of 6 amperes leaves 1, 5 amperes for Ix. 


Now that we know allof the currents and the source volt- 
age, we can determine R} and R3 by dividing the source 
voltage by each branch current: 


E 

К, = 20 = ЕСЕ Е 240 ohms 
ү 229 
Ес 120 

БЕЗЕ 1,5 = 80 ohms 


Electric Circuits Page 29 


The total resistance of the circuit is found by dividing the 
source voltage by the total current: 


Notice that the total resistance Rp is less thanthe smallest 
branch resistance, which is always the case in parallel 
circuits, 


* * ж 


27. In Figure 20, is the total resistance less thanor greater than 
the resistance of Ro? шс 


* * * 


It is often helpful to quickly determine the total resistance 
of parallel resistors, This is particularly true of two re- 
sistances in parallel, because such an arrangementis com- 
mon in electricalor electronic equipment. Figure 21 shows 
such a circuit. The total resistance of this circuit, or any 
circuit having two parallel resistors, can be quickly found 
by using the following equation: 


_ RiR2 (4) 
Т-- 
Rj + R5 
In this equation notice that the two values of resistance are 
first multiplied together and placed above the division bar. 
Next,the same values of resistance are added together and 
placed below the division bar. Because ofthis arrange- 
ment, the equation is usually called the "product over the 
sum'' equation, 


To see how this equation works, let's assume some values 
for ES, Rj and R2. Assume Eg to be 10 volts, R4 to be 10 
ohms and R, to be 10 ohms. Using the "product over the 
sum'' equation: 


Page 30 Electric Circuits 


КК 
T RR 
1 +t 52 


10x10 100 
Rr = 104 10 - 20 = 5 ohms 


We can check this answer with the method used earlier. 
Using our previous methods, we find the current through 
each resistor: 


Es 

I) = Е; = To = 1 ampere 
Es 10 

I, = RB. = To 7 l ampere 


The total current Lp] is equal to the sum of I, and Ij: 
lp = 1, +1, = 1+1 = 2 amperes 
The total resistance RT is 


Es 10 


Кт —X — = 


IT > = 5 ohms, 


Thus, we see that the same value of total resistance for the 
circuit of Figure 21 can be determined by either method. 


ж ж ж 


28. In Figure 21, assume that R4 is 4 ohms and R» is 12 ohms. 
What is the value of Ry? ' 


tz 
29. In Figure 21, assume that both resistors are 20,000 ohms. 
What is the value of Ry? Jok 
Z. 
* ж ж 


In the circuit of Figure 21, or in any electric circuit, the 
amount of source voltage does not affect the circuit resist- 
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ance, Remember, the resistance of a resistor is deter- 
mined by how it is made and not by the voltage or current 
in a circuit, Therefore, you can always assume a voltage 


and use it to calculate the re- 
sistance by the longer Ohm's 
Law method. If you prefer, the 
"product over the sum'' equa- 
tion can be used when you are 
concerned only with the total 
resistance in a parallel circuit 
containing two resistors, 


When morethan two resistors 
are connected in parallel, as 
in Figure 22,the 'productover 
the sum'' equation is nolonger 
directly used. Referring back 
to Figure 18,the total resist- 
ance is determined by finding 
the current in each branch, 
addingthe branch currents to- 
gether to find the total current, 





A signal generator of thistype is used to align 
and troubleshoot color television receivers. 
To make use of itssignals, the generator output 
terminals are connected in parallel with the 
antenna input terminals of the receiver. 
Courtesy Precision Apparatus Co., Inc. 


and finally by dividingthe source voltage by thetotal current. 


Keep in mind that the source voltage determines the cur- 
rent through a resistor but does not determine the resist- 
ance of a resistor. If the source voltage is changed, the 
current in a circuit changes proportionally but the resist- 
ance remains constant. Therefore, in Figure 22, to find 
the total resistance we can assume any value of source 


voltage. For example, let's 


assume that Eg is 80 volts. 


In this case, the assumed currents are: 


1 2 25 _ 80 
| Rj, 80 
Es 80 
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lhe total circuit current is 
Ir = 4 +2 +13 =1+1+2 = 4 amperes., 


The total resistance is 


E 
= 25 = 80 = 20 ohms, 
Іт 4 


If we had assumed that the source voltage was 240 volts, 
we would have found the currents and the total resistance 
as follows: 


E 

lI = жы ee 3 amperes 
R4 80 
E 

I, = о Сло 3 amperes 
R2 80 
E 

I, = Rs - = = 6 amperes 


Ip = 1 + 1,+ 13 = 3+ 346 = 12 amperes 


ES _ 240 
Rp =—=— = — = 20 oh 
T іт 12 onms 


For either value of assumed source voltage, the total re- 
sistance turns out to be 20 ohms, 


For convenience, it is best to assume a source voltage 
whichis a multiple of the branch resistances. If we assume 
a source voltage of 45 volts for Figure 22, the total resist- 
ance is still 20 ohms, but the arithmetic contains decimals 
and is more difficult to handle, 


ж ж ж 


30. In Figure 22, let R4 be 30 ohms, Нә be 45 ohms, and R3 be 
90 ohms. What is the value of Ry ? 


7 
ЖАЗ 


l 
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31. In Figure 22, let the three resistors be 66 ohms each. What 
is the value of Ry? 


22 а 


ж 


There is another method for determining the total resist- 
ance of a parallel circuit regardless of the number of re- 
sistors in the circuit. This method is called the "recipro- 
cal'" method of solving parallel circuits and is thoroughly 
explained inthe appendix at the end of this lesson, Whether 
you use the "reciprocal" method of the appendixor the volt- 
age and current method explained in the regular portion of 
the text is a matter of personal preference. Both methods 
are good and both methods give identical results. 


SUMMARY 


Subscripts are small numbers (or letters) used with letter 
symbols to identify the various components and quantities 
in electric circuits. 


Voltage, or potential, is always measured between two 
points. When a voltage at a certain point is specified as 
being positive or negative, it is with reference to a pre- 
viously stated common reference point in the circuit, 


The following general rules apply to series resistance cir- 
cuits: 


l. The currentis the same at all points in a series circuit, 


2. The sumof the voltages across the individual components 
in a series circuit is equal to the source voltage. 


3. The total resistance ina series circuit is equal to the 
sum of the individual resistances. 


The following general rules apply to parallel resistance 
circuits: 
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1. The voltage across each branch of a parallel circuit is 
the same as the source voltage. 


2. The totalcurrent in a parallel circuit is equal tothe sum 
of the branch currents, 


3. The total resistance in a parallel circuit is less than the 
resistance of any branch. 


4, In a parallel circuit, the current through each branch is 
inversely proportional to the resistance of the branch. 
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IMPORTANT DEFINITIONS 


GROUND - Any point in an electric circuit which is used as 
a common reference point. 


NEGATIVE VOLTAGE - A voltage which is negative with 


reference to a common reference point. 


PARALLEL CIRCUIT - A circuit in which two or more 


components provide two or more separate current 
paths from one point to another, 


POSITIVE VOLTAGE - A voltage which is positive with 


reference to a common reference point, 


SERIES CIRCUIT - One in which the components are con- 
nected one after another so there is only one current 
path, 


SUBSCRIPT - A small identifying number or letter written 
slightly to the right of and below the quantity being 
identified, 


SUBSCRIPT NOTATION - An identification system using 


subscripts, 
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ESSENTIAL SYMBOLS AND EQUATIONS 


Н; l>, etc, -- current through Ry; R,; etc. 


ГТ -- total current 
Rj,R5, etc. -- individual resistors of a circuit 
Кт -- total resistance 


Ej, E», etc. -- voltage across Кү, R5; etc. 


Es -- source voltage 


Es = E + E + Ез . 998 + etc, 
Кт > Rj * R2 * R3 * о ө а + etc, 


ЦЕ es.. + CIC, 








кк 
Rr - y52 
Ri * R5 
Кт > 1 
ЗС es» t etc. 


Кі Кә Б: 


(amperes) 
(amperes) 
(ohms) 
(ohms) 
(volts) 


(volts) 


(1) 
(2) 
(3) 


(4) 


(5) 
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APPENDIX 


CALCULATING TOTAL RESISTANCE OF 
PARALLEL CIRCUITS 


A rule for finding resistance in parallel circuits, regard- 
less of the number of resistors in the circuit is: THE 
TOTAL RESISTANCE OF ANY PARALLEL CIRCUIT 15 
EQUAL TO THE RECIPROCAL OF THE SUM OF THE 
RECIPROCALS OF THE SEPARATE BRANCH RESIST- 
ANCES, This rule is stated in the form of an equation as: 


1 


1 1 1 
+— + — wee t е 
Ку К; Кз ы 


Ry = = (5) 





To illustrate the application of this "reciprocal" equation, 
the resistances of Figure 22 may be substituted in the 
equation to calculate the total resistance as follows: 


Stig 
80 80 40 


First, the fractions are changed to a commondenominator: 


Кт = 1 
80 


2 


`+ 80 


+ 


ol- - 


Next, the fractions are added together and reduced: 





ы т 
tae oil 
80 20 


Finally, the number 1 above the maindivision bar is divided 
by the fraction below the main division bar. To divide by a 
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APPENDIX (Continued) 


fraction, invert the fraction and multiply as follows: 


1 20 
------ - 1 Х —= 20 ohms 
DT 1 1 
20 


For a second example, the resistances of Figure 23 may 
be substituted into the "reciprocal" equation as follows: 


_ 1 
TOU 1.1.1 
R|,'R;,'R3'R, 
l 
Кт = 
ШЕПТЕ етеп 
20 5 10 20 


Again, the fractions are rewritten using a common denom- 
inator: 


l 


1 4 
20° 20 ` 


Ry = 





S 
S| 


Next, the fractions are added together and reduced: 


Кт = 


SI 0) ~ 
I 


Finally, invert the fraction below the main division bar and 
multiply: 


= 1x3 = о Е 
2 2 


-j 
te 


11. 


12. 


PRACTICE EXERCISE SOLUTIONS ETE R 


False -- The subscript numbers usually do not refer to the 
resistance values. The resistance values differ according to 
the requirements of the circuit. 


FIGURE | 


(c) all components in a circuit. 
(c) à voltage between the positive and negative terminals. 
(a) and (d) are correct. 


True 


(b) connected to the metal chassis. А оп 


4 volts; 4 volts; 8 volts ЕЕ on 


Point D is 4 volts negative with reference to ground. 


False -- Other points in a circuit may be negative with ref- A 
erence to ground (more negative than the ground point). 


All are true. -- With switch S1 open, the circuit is incom- 
plete sothere is no current through R1 andno voltage across 
Ку. The battery voltage, however, remains 50 volts whether 
$1 is open or closed. 





I, increases from 5 amperes to 10 amperes; E; remains 50 
volts. 2 


Rr = 90 оһпв; Іт - lamp; E, - 65 volts; E9 - 25 volts. 
These values are found as follows: 


Rp -R R93 = 65+ 25 = 90 ohms 


Ip = um 30 1 ат 

Т> йт? 90? 2 5 
FIGURE 2 

Еу = ІТК] = 1х 65 = 65 volts 

E» z ITR2 21x25 - 25 volts 
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FIGURE 3 





FIGURE 4 


FIGURE 5 





FIGURE 6 
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FIGURE 7 





FIGURE 8 








FIGURE 9 


PRACTICE EXERCISE SOLUTIONS (Continued) 


13. Rp = 1500 ohms; Іт = 20 та; Ei = 10 volts; E» - 20 volts. 
These values are found as follows: 


Вт = Rj « Rj - 500 « 1000 - 1500 ohms 


= -.02 ampere or 20 ma 





FIGURE 11 Ey = ІТК = 02 x 500 = 10 volts 
Eg =IpRo = .02х 1000 = 20 volts 
14. RT - 120 ohms; Ip =.5 amp; Еү= 35 volts; Es = 10 volts; 


Ез = 15 volts. 
These values are found as follows: 


Кт R4 + Кә + R3 = 70 + 20 + 30 = 120 ohms 





2 I = 2S = 60 _ 5 amp 
FIGURE 10 T Rp 120 
Е) -ІтКі 2.5 X 70 = 35 volts 
E» - ІтЕо =.5 xX 20 = 10 volts 
Ез = ITR3 =,5 х 30 = 15 volts 


FIGURE 12 


15. (c) when the source voltage is either ac or dc. 


16. (b) the voltage across R) (E))divided bythe resistance of R]. 
--The current through any resistor is always equal to the 
voltage across it divided by its resistance. 


17. False -- Ina series circuit, the current is the same in all 
parts of the circuit. 


18. True -- Ina series circuit, the source voltage divides be- 
tween the individual components in proportion to their re- 
sistance values. 





FIGURE 13 19. False -- Ina series circuit, the voltage across each resis- 
tle tor is directly proportional tothe resistance of each resistor. 


20. 


21. 
22. 
23. 


24. 


29. 


26. 


21. 


28. 


29. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


(b) the same as the voltage across R] and is equal to Es. -- 


In a parallel circuit, the voltage is the same across all com- 
ponents. 


(c) less than any of the branch resistances. 
(a) the sum of the branch currents. 
(b) is inversely proportional to the branch resistance. 


6 amperes arriving and leaving. The current arriving at a 
junction and the current leaving the same junction are equal. 


2 amperes arriving and leaving. The current arriving at a 
junction and the current leaving a junction are equal. 


FIGURE 14 
Both the current through Rg and the total current decrease. 
--Increasing the resistance of a branch decreases the cur- 
rent through that branch. When the current through Rə de- 
creases, the total current also decreases. 


The total resistance is less than the resistance of R9. -- In 
a parallel circuit, Ry is less than the resistance of any 
branch. 


3 ohms 
_ RIR2 4x12 48 
“i тере тт шта рант тайы 
FIGURE 15 
10, 000 ohms 


_ _R1R2 _ 20, 000 x 20, 000 _ 400, 000, 000 _ 10. 000 ohms 
T- Ri+R, 20,000+ 20,000 40,000 ^ 
Notice that, when two resistors of equal resistance are con- 
nected in parallel, the total resistance is equal to one-half 
the resistance of either resistor. 
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FIGURE 16 





FIGURE 17 


FIGURE 18 
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11+12 +13 
“---------- 


Ес 


Ri 


І20У I20n 


D 


4 





I5 *I 
e 3 


FIGURE 19 


FIGURE 20 








30. 


FIGURE 21 





31. 


FIGURE 22 





FIGURE 23 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


15 ohms -- ASsume a source voltage of 90 volts. Solve for 
the branch currents, the total current and the total resist- 
ance as follows: 


I Es 90 з 
158177307 amperes 
E 
їз =-ңу = фу + 2 amperes 
Е 
I3 2 Z9. - 29-1 ampere 
3 90 


Іг = 1 +1, +13 = 3 + 2+ 1 = 6 атрегеѕ 


Ес 90 
Ет “Тт. =g = 15 ohms 


Remember, any source voltage can be assumed. The circuit 
currents will change but the resistance will be the same. 


22 ohms -- Assume a source voltage of 66 volts. Solve for 


the branch currents, the total current and the total resistance 
as follows: 


Es 66 
= Ry = 66 = 1 ampere 
E 


I, = He * 86 = 1 ampere 
Es 66 _ 
I3 * g5 ^ $6 - 1 ampere 


Ip = Цо +19 +13 = 1+1+1 = 3 amperes 


Ес 66 
Rrap = 3 = 22 ohms 


Whenever all of the resistors ina parallel circuit are the 
same resistance, the total resistance of the circuit is equal 
to the resistance of one resistor divided by the number of 
resistors. 


пош» сош» UOOU» сос» оош» соз» осо» сос» Jaw» DODD 


QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 
Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing. be certain vour correct student number, name and address 
appear on the card. 


Example: A young cat is called a 





LESSON CODE | А (A) pup. (B) kitten. (C) cub. (D) chick. 
ОБА | Com 
D( | 


When a voltage is indicated at some point in a circuit, the actual meaning is 

(A) always the voltage between that point and the positive terminal of the source. (B) the volt- 
age WITHOUT reference to any other point. (C) the voltage between that point and a reference 
point. (D) the voltage between that point and ANY other point. 

In electronics, subscripts are used 

(A) to identify the components in a circuit., (B) to indicate subordinate parts which are not im- 
portant to the operation of a circuit. (C) to indicate the resistance of each resistor. (D) only 
in parallel circuits. 

In a series circuit, the current is 

(A) greater in the high resistance components., (B)the sum of the branch currents. (C) the 
same in all parts of the circuit. (D) greater in the low resistance components. 


In a parallel circuit, the current 

(A) is greatest in the highest resistance branch. (B) in each branch is added together to deter- 
mine the total current. (C) is the same in all parts of the circuit. (D) is inversely proportional 
to the source voltage. 

In a SERIES circuit, the source VOLTAGE 

(A) is ALWAYS divided equally among all components. (B)is applied DIRECTLY across each 
component. (C) forces a DIFFERENT amount of current through each component. (D) is equal 
to the sum of the voltages across the components, 

Ina PARALLEL circuit, the source VOLTAGE 

(A) is equal to the SUM of the voltages across the components. (B) always forces the SAME 
amount of current through each branch. (C)is inversely proportional to the resistance of each 
branch. (D)appears across each branch. 

In a series circuit, the total resistance 

(A) is less than the resistance of any individual resistor. (B) is inversely proportional to the 
amount of source voltage. (C)is equal to the sum of the individual resistances. (D) increases 
when the circuit current increases, 

In a parallel circuit, the total resistance 

(A) is less than the resistance of any branch. (B) is equal to the sum of the branch resist- 
ances. (С) іѕ greater than the resistance of any branch resistor. (D) increases when the cir- 
cuit current increases. 

In Figure 12, if the source voltage is increased from 30 volts to 60 volts, 

(А) the total resistance reduces to one third its original value. (B) the voltages across R] and 
R2 double. (C) the current through R] doubles and the current through R2 is cut in half. 
(D) there is no change in the circuit current. 

In Figure 19A, if R3 is INCREASED from 40 ohms to 120 ohms, 

(A) the voltage across R3 decreases. (B) the current through R2 decreases.  (C)the current 
through R3 remains constant. (D) the current through R3 and the total current decrease. 
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YOU CAN'T STAND STILL 


Men can be divided into two classes—those 
who move forward, and those who are going 
БасКууага--по опе сап stand still. 


Success is the reward of intelligent and persist- 
ent effort—setting your sights on a goal, and 
then doing everything in your power to reach 
it. Success does not just happen, it must be 


sought and worked for. 
| 


When you finish a job, don’t lose time in going 
on to the next one. It’s the daily progress that 
counts—the constant pull on the oars that 
carries you forward. 
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The Dresden Nuclear Power Station near Joliet, Ill. is capoble of providing 180,000 kilowatts of 
electric power. А 190 foot diameter steel sphere houses the nucleor reactor and steam generators. 
Courtesy Commonwealth Edison Company 





ELECTRIC POWER 


CONTENTS 


Power Measurement and Power Dissipation......Page 
Power Ratings of Electric Loads................Page 
Power Ratings of Electric Sources ............. Page 
Internal Resistance of the Source.............Page 
Resistance of Connecting Wires ............. . Page 


жжж 


Learning is wealth to the poor, 
an honor to the rich, an aid to 
the young, and a support and 
comfort to the aged. 

Lavater 


19 
22 
26 
28 


ELECTRIC POWER 


Electric power is one of the most important quantities that 
we deal with in the study of electricity and electronics. In 
this lesson we will illustrate several practical ways of de- 
termining power. You will find many uses for the simple 
methods shown. 


tt 


POWER MEASUREMENT AND POWER DISSIPATION 


ELECTRIC POWER isthe amount of electric energy produced 
or used in a given length of time. This period of time is 
usually one second. Therefore, ELECTRIC POWER IS THE 
RATE OF USING OR PRODUCING ELECTRIC ENERGY. 


Electric power is a relationship between currentand voltage. 
Be careful that you do not make the common mistake of 
thinking that power just means voltage. Voltage by itself is 
not power. Electric power is the product of BOTH current 
and voltage. To find the power used ina part or in a com- 
plete circuit we simply multiplythe current through that part 
or through the circuit by the voltage across it. 


Putting the method of determining power into a word formula 
we have: 


ELECTRIC POWER = VOLTS X AMPERES 


The symbol for electric power is P, that for voltage is E 
and the symbol for current is I. Using letter-symbo! short- 
hand we can rewrite the power formula as: 


P= EX] (1) 


ж ж ж 


1. The electric power of a source is determined strictly by the 
voitage of the source. True or False? 


__ 
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2. Where electric power is concerned, both time and electric 
energy must be considered. True or False? 


3. The ampere, the unit of current measurement, includes time 
in its definition. True or False? 


The ampere is the unit of measure of electric current, and 
the volt is the unit of measure of electric pressure. A unit 
of measure is also needed for electric power. In honor of 
James Watt, a Scottish inventor, the unit of measure of 
electric power is called the WATT. By definition, a watt is 
the basic unit of measure of electric power ina circuit and 
is equal to one ampere of current at a pressure of one volt. 


* ж ж 
4. What is the unit of measure of electric power? 74 & 2/27 
ж ж * 


Now let's see just how easy it is to find the power being used 
in the simple circuit of Figure 1A. In this circuit we have 
battery Eg forcing current through load resistor R]. Since 
power is found by multiplying the current and the voltage, 
we must determine the circuit current before we can find 
the power. 


From the schematic of Figure 1A we see that the battery 
supplies a voltage of 100 volts. Current through resistor Ку 
is found by dividing the voltage across load R} by its re- 
sistance. This is a form of Ohm's Law. Therefore the 
current is found by dividing the voltage (100 volts) by the 
load resistance (50 ohms). The answer is 2 amperes. 


Once we have the current and the voltage we can easily find 
the power. Power is equal to voltage times current, In Fig- 
ure 1A the power is equal to2 amperes times 100 volts. The 
result of this multiplication gives us the answer 200 watts. 


=% 
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9. Knowing the voltage across a resistor and its resistance 
value, how is the current through it found? EL. Е 


6. Electric power is equal to (a) voltage-times current, or EI. 
(b) current times resistance, or IR. (c) voltage divided by 
resistance, or E/R. 


ж ж ж 


You may have wondered why some batteries can provide 
heavy duty service, as in starting your car, while other 
batteries with the same voltage rating are good for only light 
duty service, as in operating a pocket radio. The answer 
lies in the power ratings of the batteries. Let's apply what 
we have learned about power so far to see why you can't use 
the battery from your transistor radio to start your car. 


Consider a 6 volt wet cell automobile battery with a maxi- 
mum current of 500 amperes. Its power output is 6 X 500 = 
3000 watts. A 6 volt dry cell battery used in a transistor 
radio may have a maximum current of 20 ma. Its power 
output is only 6 X .02 = .12 watt. Thus, even though the two 
batteries supply the same voltage, the vast difference in cur- 
rent capacity makes the automobile battery by far the more 
"powerful" of the two. 


Suppose you have a circuit with more than one device that 
uses power. You use the same method to find the power 
dissipated by these devices as you do when there is only one 
device. Just multiply the voltage by the current, Finding 
the power in a series or parallel circuit gives you a good 
chance to apply some of the things you have already learned 
about electric circuits. 


For example, in Figure 1B there are two 25 ohm resistors 
connected in series rather than the one 50 ohm resistor of 
Figure 1A. To find the power dissipated in Figure 1B you 
must find the total resistance before you can find the circuit 
current, 


е 
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You find the total circuit resistance in Figure 1B by adding 
resistances R] and R2: 25 ohms + 25 ohms = 50 ohms. Cir- 





The tape recarder is a very popular electric load. The amount af power required far praper opera- 
tian varies from about 25 wattsta about 250 watts af power, depending upon the porticular recarder. 
Courtesy Narth American Phillips Ca. 


cuit current is found, as before, by dividing the circuit volt- 
age by the total circuit resistance. Thus, circuit current is 
100/50 = 2 amperes. In Figure 1B the total power is equal 
to the circuit voltage, 100 volts, multiplied by the circuit 
current, 2 amperes: 100 X2= 200 watts. This amount of 
power is being produced by the battery and dissipated in 
resistors R); and Rp. 


Notice that the battery voltage Es is the same in both Figure 
1A and Figure 1B. The circuit current is also the same in 
both circuits, This means the total power will be the same 
for both circuits, But there is one important difference be- 
tween the two circuits. In Figure 1A the entire 200 watts is 
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being dissipated by R]. In Figure 1B the 200 watts of power 
is divided between R] and R2. 


You can use the same general method to find the power dis- 
sipated by either resistor. Remember, POWER IS FOUND 
BY MULTIPLYING VOLTAGE BY CURRENT. However here 
you have to be a little careful. The voltage to use is the 
voltage across the resistor whose power you are determin- 
ing. Also, the current used is the current through that 
particular resistor. 


With these points in mind, let's find the power dissipated by 
each resistor in Figure 1B. We have already determined 
that the circuit current in Figure 1B is 2 amperes. Since 
this is a series circuit the same current, 2 amperes, must 
flow through each resistor. From this you can find the volt- 
age across R]. According to Ohm's Law the voltage across 
a resistor can be determined by multiplying the current 
through it by its resistance value. In this case then, the 
voltage across R] is equal to the current, 2 amperes, times 
its resistance, 25 ohms. The result is 50 volts. 


Now that you know both the voltage across R] and the current 
through it, you can determine the power it dissipates. Sim- 
ply multiply the voltage across R], 50 volts, by the current 
through it, 2 amperes: 50 Хх 2 = 100 watts. 


You find the power dissipated in Rzin the same way. Know- 
ing the current through R2, multiply it by the resistance 
value of Rọ to find the voltage across R2. Then multiply the 
voltage across R5 by the current through R5 to find the 
power it dissipates. The resistance of R2 is the same as 
that of Ку, and the current is the same in each. Therefore, 
each resistor dissipates the same amount of power, 100 
watts. 


The total power dissipated ina series circuit is equal to the 
sum of the powers dissipated in the individual components. 
Therefore all you have to do to find the total power dissi- 
pated in Figure 1B is to add the power of Rj to that of R5. 
Since we said that each resistor dissipates 100 watts, the 
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total power is 200 watts. Using the symbol Py to represent 
the total power, P) to represent the power of Rj and P5 to 
represent the power of R2, we can write this formula using 
symbols: 


Рт = Рут Рә +... еіс. (2) 


The formula above is good for any series circuit, For in- 
stance, if there were three resistors you would add together 
the values of Pj, Pj and P3. 


ж ж ж 


7. In Figure 1A, if you useda 200 volt battery in place of a 100 
volt battery, how much electric power would be dissipated in 
R1? ооо ода eon wals 


ж ж ж 


When working with electronic components, it often happens 
that the resistance of a load is hard to measure. A vacuum 
tube, for example, has a heating element whose resistance 
increases considerably as its temperature increases. Be- 
cause of this, the cold resistance of the element cannot be 
used to determine the current that flows in the circuit when 
the tube is operating normally. 


A method used to determine the power ina circuit like this 
is shown in Figure 2. Inthis circuit a block labeled LOAD 
represents a tube heating element. The source voltage is 
12.6 volts. Since we can't calculate the circuit current in 
this circuit, we will measure it. Ammeter A is connected 
in series with the load sothat the load current passes through 
the meter. 


Assume the ammeter indicates a current of .6 ampere. We 
now know the voltage acrossthe load and the current through 
it. To find the power dissipated by the load we need only 
multiply these values together: 12.6 volts X .6 ampere = 
7.56 watts. 
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We can also determine the resistance of the heating element 
during normal operation. For this we will use a form of 
Ohm's Law. The resistance of the heating element is equal 





This is the rear view af a 23 inch televisian receiver. While it may look camplicated, the receiver 
is actually made up af mony simple series and parallel circuits. 
Caurtesy Westinghause Electric Carp. 


to the voltage across it divided by the current through it. 
The load resistance is equalto 12.6 volts divided by .6 am- 
peres, which is 21 ohms. 


You may wonder why such odd values were chosen to repre- 
sent the electric quantities in this example. These are the 
actual heating element ratings for a type 12DQ6 vacuum tube 
which is used in some television receivers. 


ж ж ж 


8. Іп Figure 2, assume the load is a transistorized high fidelity 
amplifier and the ammeter reads 3 amperes. How muchpower 


is being used by the load? oe 
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9. If the load of Figure 2 is the transmitter in a spacecraft, and 
the ammeter still reads 3 amperes, how much power is being 


used by the transmitter? 222,2 Ta 


ж ж ж 


As we have already explained, the watt is the basic unit of 
measurement of electric power. It often happens that the 
power dissipated in a load is less than 1 watt. There are 
two smaller units of power which canbe used in these cases. 
One is the MILLIWATT (mw). It is one-thousandth of a watt. 
The other unit, the MICROWATT (pw), is one-millionth of a 
watt. The following list is a handy comparison of these 
units, 


1 watt = 1000 milliwatts 

l watt 1,000,000 microwatts 
] milliwatt - .001 watt 

] microwatt - .000001 watt 


To get some practice using these units we will consider the 
circuit of Figure 3A. The first step toward finding the total 
power is to find the total resistance, The total resistance is 
equal to the sum of the series resistors R] and R2. There- 
fore, the total resistance equals 1K ohms + 2K ohms, or 
3K ohms. This can also be written as 3000 ohms. 


The total current Ip is found by dividing the source voltage 
Es by the total resistance Ry. In our example the total cur- 
rent is equal to 30/3000, which is .01 ampere or 10 milli- 
amperes, 


Knowing the circuit current we can easily determine the volt- 
ages across Rj and R2. Simply multiply the circuit current 
by the resistance values. E], the voltage across Rj, is 
equal to .01 X 1000 - 10 volts. E2, the voltage across R2, 
is equal to .01 X 2000 - 20 volts. This points out the fact 
that with equal currents through several resistors, the re- 
sistor with the greatestresistance value will have the great- 
est voltage across it. 
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The next step is to find the power dissipated in each resistor 
of Figure 3A. The power used by R is equal to the voltage 
across it, E), multiplied by the circuit current, Ip. As E] 
= 10 volts and Ip = .01 ampere, the power used by R) equals 
10 X .01 equals .1 watt. For convenience you might want to 
write this as 100 milliwatts instead of .1 watt. 


Power dissipated in R2 is found the same way. It is equal to 
E, X Ip. Since E, equals 20 volts and IT equals .01 amp, 
the power dissipated equals 20 X .01, or .2 watt. If you 
prefer, you can write this as 200 milliwatts. 


Total power Pr of Figure 3A is equal to the sum of the indi- 
vidual powers P, and Pp: Pry = 100 milliwatts + 200 milli- 
watts = 300 milliwatts or .3 watt. 


Notice that to change from watts to milliwatts, you move the 
decimal point three places to the right. This is the same as 
multiplying by 1000. To change from milliwatts to watts, 
move the decimal point three places to the left. This is the 
same as dividing by 1000. It is a good idea to get used to 
this conversion method, because you will find bothunits used 
in technical literature and in the specifications marked on 
actual equipment. 


Another method of determining the total power of Figure 3A 
is to multiply the total voltage, Es, by the total current, IT, 
as shown earlier: Рт- Е5ХІт. Therefore, total power 
equals 30X.01=.3watt. Bothmethods givethe same answer, 


ж ж ж 


10. One milliwatt is (a) one-millionth of a watt. (b) one million 
watts. (c) one-thousandth of a watt. (d) one thousand watts. 


Te - —— Ham, ona fla 97 €— € 
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Let's see what happens to the circuit power if the values of 
R] and Кә аге increased. Figure 3B is an example. The 
total resistance again isthe sumof the individual resistances, 
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Ку апа К›. Since Rj = 1 megohm and R2 = 2 megohms, RT = 
3 megohms or 3,000,000 ohms. 


Total currentIT is equal tothe source voltages Eg divided by 
the total resistance Кт. Total current equals 30/3,000,000 
- ,00001 ampere or 10 microamperes. The voltage across 
Rj; is equal to the current through it times its resistance. 
Therefore Ej = .00001 X 1,000,000 - 10 volts. Тһе voltage 
across R2 is found in the same way: E2 -.00001 X 2,000,000 
- 20 volts. 


We now have the information we need todetermine the power 
in Figure 3B. The power in R} is equal to the voltage across 
it timesthe current through it: Pj =10 X .00001 = .0001 watt 
or 100 microwatts. The power in R2 is equal to the voltage 
across it times the current through it: Рә = 20 х .00001 = 
‚0002 watt or 200 microwatts. 


Using the above information, there are two ways of finding 
the total power in Figure 3B. One way isto add the individual 
power values. 100 microwatts plus 200 microwatts equals 
300 microwatts. The other way is to multiply the source 
voltage Eg by the total current Ip: 30 X .00001 = .0003 watt 
or 300 microwatts. 


To change watts to microwatts, move the decimal point six 
places to the right. This is the same as multiplying by 
1,000,000. To change microwatts to watts, move the deci- 
mal point six places to the left, which is the same as divid- 
ing by 1,000,000. 


ж ж ж 


11. Іп Figure 3A, change the source voltage from 30 volts to 60 
volts. Calculate the Poy ЖӘН appa ea in each resistor and 


: o2. дәу 2 02 ~ 22, 
the lo power. ИТУ 7, OL © Bas 
z iad 
‚7 © * * * 


In series circuits, such as shown in Figures 1B, 3A and 3B, 
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the total circuit power is equal to the sum of the powers dis- 
sipated in all of the individual components. To see how the 
total power is determined ina 
parallel circuit, let's examine 
Figure 4, 


The current through each re- 
sistor can be found by dividing 
the source voltage by the re- 
sistance value of the resistor. 
The current through R) is equal 
to the source voltage, 60 volts, 
divided bythe resistance of Rj, 
30,000 ohms, I, = 60/30,000 = 
‚002 ampere. The current 
through R2 is 60/30,000 = .002 
ampere, The current through 
R3is 60/10,000 = .006ampere. 
To find the total circuit current, 
just add upthe individual branch 
currents, Total current, Ir, is 
This hand mixer is an electric load which uses equal to .002 + .002 + .006 = 
less than 100 watts of power during normal О лаге 
operation. . реге. 

Courtesy Sunbeam Corp. 





The power in each branch can 
be found by multiplying the source voltage by the current 
through the branch. Again we are using Equation 1 which 
states that P = EI. In the branch containing R], the power is 
60 X .002 = .12 watt or 120 milliwatts. The power in the 
branch containing R2 also is 60 X .002 = .12 watt or 120 mil- 
liwatts. The power in the R3 branch is 60 X .006 = .36 watt 
or 360 milliwatts. 


We can find the total power dissipated in Figure 4 by either 
of the two methods we used before. To refresh your memory 
we will use them both again, One method is to multiply the 
source voltage by the total circuit current. In Figure 4 the 
source voltage is 60 volts and we determined the total cur- 
rent to be .01 ampere. Therefore the total power is 60 X .01 
= ,6 watt or 600 milliwatts. 
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The other methodis simplyto add the powers inthe individual 
branches, Total power isthen.12 watt + .12 watt + .36 watt = 
.6 watt or 600 milliwatts, Either method should give you the 
Same answer. This means that you can use one method to 
check the answer you obtained using the other method. 


Looking back at what we have learned so far, we can make 
the following general rule: THE TOTAL POWER IN BOTH 
SERIES AND PARALLEL ELECTRIC CIRCUITS IS EQUAL 
TO THE SUM OF THE POWER DISSIPATED IN ALL COM- 
PONENTS. 


Although the basic equation for determining power is P= EI, 
thereare alsoother equations which may be used to save time 
and work. The second and thirdare developed fromthe basic 
equation, One equation which can beusedis written as follows: 


P = I¢R (3) 


This equation may be used when current and resistance are 
known but voltage would have to be calculated. The IŻ in this 
equation means that the current, I, must be multiplied by it- 
self (squared). To show this condition, the number 2 is 
placed at the upper right of the letter I. Thus the equation is 
read as: ''Power equals Current squared times Resistance" 
or "P equals I squared R." 


This power equation is very useful because it states the re- 
lationship between power, current and resistance. In the cir- 
cuit of Figure 5A the only known quantities are thetotal cur- 
rent and the resistance of R2. Without knowing anything else, 
we can determine the power dissipated in R2. According to 
Equation 3, to find the power dissipated in R2, all we do is 
Square the current value and multiply this result by the re- 
sistance value of Rg: 2¢ x 25 = 4X 25 = 100 watts. 


ж ж ж 


12. How many watts are dissipated ina 15 ohm resistor which 
has 3 amps of current flowing through it? 
A: 


5 125 wall * Ы 
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A third equation may also be used for determining the power 
in a circuit or component. It includes the voltage across 
the component or source and 
the resistance of the compo- 
nent or circuit. This equation 
is: 


P= 


E^ 
TR (4) 


To find power using this equa- 
tion, the voltage is first mul- 
tiplied by itself (squared). The 
result is then divided by the 
resistance. This equation is 
read as "P equals E squared 
over ҚК" and is useful because 
it shows the relationship be- 
tween power, voltage and re- 
sistance. You can use it to 
simplify problems where volt- 
age and resistance are known. 
but current would have to be 
calculated. 





: : vr . . Dielectric heating units are used in many 
Equation 4 simplifies finding processes requiring heat, such as sealing plas- 


the power of Кі in Figure 5B. tic containers. The heoter is a load which 
Here we know only the resist- must be provided with several thousand watts 

of power from the source of electric energy. 
ance of R, and the voltage Courtesy Cosmos Electronic Machine Corp. 
across it. The power dissi- 


pated across the resistoris 20 X 20/10 = 400/10 = 40 watts. 
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13. How many watts аге dissipated in an 18 ohm resistor which 


is connected across a 6 volt source? GO. S 
(E JG 


ж ж ж 


Any of the power equations may be rearranged by following 
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the rules of mathematics. The rearranged form of an 
equation may make it easier to solve a problem. For ex- 
ample, Equation 1, P - EI, can be rearranged to solve for 
either voltage or current, The rearranged forms of Equa- 
tion l are 


P 
I 

P 
КЕСЕ 


The second of these equations, I= P/E, is particularly 
useful. Many electric devices are designed to operate with 
a certain source voltage and to use a certain amount of 
power. Light bulbs, for example, usually have the voltage 
and wattage ratings printed on them. When used, these 
bulbs are connected across the ac line as indicated in Fig- 
ure 6A. The contacts of switches SW, and SW2 must be 
able to carry the current through them without becoming 
burned and without arcing. 


The contacts of these switches are rated as to the current 
they can carry and the voltage they can interrupt. In this 
circuit the source voltage is 120 volts. Bulb R} is rated at 
120 watts and bulb R2 is rated at 240 watts. 


Using the equation I = P/E we can determine the current 
each switch must carry. The current through SW) is the 
wattage of R, divided by the source voltage: 1, = 120/120 = 
l ampere. The current through SW»? is 240/120 = 2 am- 
peres. Thus, switch SW; must be able to carry l ampere 
and switch SW» must be able to carry 2 amperes. 


The currents in the circuit of Figure 6A can be measured by 
the arrangement of Figure 6B. Here the bulbs are indicated 
by resistors Rj and R2. The switches are eliminated and 
ammeters are connected to measure the total current; the 
current through Rj and the current through R5. 
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14. In the parallel circuit of Figure 6B, what is the relationship 
between I, I, and I5? 
pon TIE 


pn 
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In many circuits, fuses are employed as safety devices. 
Basically, a fuse is a low resistance element that is de- 
Signed to carry a certain amount of current. If that amount 
of current is exceeded, the element burns out and opens the 
circuit, In this way, the fuse protects the wiring and the 
source of voltage from being overloaded. As a rule, a 





This dc power supply converts the ac line voltage (117 volts ac) to a dc voltage which can be od- 


justed from O to 32 volts. It is capable of supplying 15 amps of current for a total power capability 
of about 480 watts. 


Courtesy Electro Products Laboratories, Inc. 


fuse is chosen so the normal load current through it is 
slightly less than the current rating of the fuse, 
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15. In the circuit of Figure 7, which of the following fuses should 
you use? (a) 10 amp fuse (b) 15 amp fuse (c) 20 amp fuse. 


(d) 22 Smp fuse 2,97 nee 2.5 
2 LL 7 2 /2 VEO A 
+ J fs C) * 7? y * / а ж b 

= A 6516 


Qu 
0 
/ ^ 5 POWER RATINGS OF ELECTRIC LOADS 


All electric loads are rated as to the amount of power they 
normally use or dissipate, This rating is not always speci- 
fied simply in terms of wattage, Ratings may give voltage, 
or voltage and current, or voltage and wattage. 


The power rating of a device such as a home room air con- 
ditioner, for example, is usually specified in terms of volt- 
age and current and the unit must be operated under the 
proper conditions, Let's assume that an air conditioner has 
a motor which is designed to draw 3 amps of current when 
connected across 120 volts and operating normally. The 
power used by this motor is then 360 watts (120 volts Х 
3 amps). 


If the only available voltage source is 240 volts, you cannot 
connect this motor directly across it, The current would 
increase and the amount of power used by the motor would 
be much more than normal, As a result, the motor would 
burn out in a very short time, 


Consider this same motor, if it were connected across a 
source voltage much lower than 120 volts. It might not be 
able to develop enough turning force to move its mechanical 
load. If a motor does not rotate it can draw excessive cur- 
rent and exceed its power rating. Thus, we see that it can 
be important to operate an electric motor at its rated volt- 
age if we expect it to deliver the mechanical power intended 
without damage to the motor. 
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16. A particular electric motor is ratedat 120 volts and 5 amps. 


hy is it not rated at simply,600 wattg? aa. a4 79^" V. 
tg Da 22 2 : PAS / tag : V» n didn S e Кор: 
A f | 4 i Qu 4 FN 3 


PLE dyn, Pi 


Other electric loads, such as light bulbs, have both a volt- 
age and wattage rating. Light bulbs for home use are all 
rated at 120 volts but they may have wattage ratings of 60 
watts, 100 watts, 150 watts, etc. These ratings mean that 
the bulb will dissipate its rated wattage when connected to a 
source of 120 volts. If the voltage source is less than 120 
volts, the bulb dissipates less than its rated wattage and 
gives off less light. If the voltage source is more than 120 
volts, the bulb dissipates more than its rated wattage and 
will probably burn out, 


Other common electric loads 

% are the vacuum tubes that are 

\ ! , \ used in radios, TV sets, and 

М \ А A UN % other types of electronic equip- 

\ | 5: 57% ment. Inside a vacuum tube 

\ N there is a special heating ele- 

N a xv . ment which heats the tube to 

ca ge its proper operating tempera- 

Ет ture. Each tube requires a 

\ Меч specific amount of voltage and 

1 current, which may be differ- 

қ ent from tube to tube. In Fig- 

ure 8, the heating elements of 

three tubes (designated Rj, К, 

The largest af these ceramic resistors is capa- and R3) are connected in series 

ble af dissipating 25 watts af electric power, with resistor Ry. Elements 

п smallest resistar is limited to about Ку апі R2 both require 35 volts 

Courtesy Carborundum Co. and .15 amp, while element 

R3 requires 12 volts and .15 

amp. By connecting the three elements as a series circuit, 

the total voltage required is the sum of the individual volt- 
ages, or 82 volts. 


~ 
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If you connected the series arrangement of these three ele- 
ments (without Rx) directly across the 120 volt source in 
your home, the power rating of each element would be ex- 
ceeded and the elements would probably burn out. To pre- 
vent this undesirable condition, resistor Ry is connected in 
series with the heating elements as shown in Figure 8, Since 
the voltage required for the three heating elements is 82 
volts, the voltage across Ry must be 120 —- 82, or 38 volts. 


The current through Ry is the same as through the other 
components (.15 amp). The required resistance of Rx is 
found by Ohm's Law as follows: 


R = — = — = 253 ohms 
X I . 15 


In practice, you would connect a 250 ohm resistor for Ry so 
the tube heating elements would dissipate the proper amount 
of power. 


Resistor Ry cannot be just any 250 ohm resistor. Since it 
has 38 volts across it and .15 amp through it, the power 
dissipated by Ry is 


P= EI = 38X.15 = 5.7 watts. 


Therefore, Ry must be capable of dissipating at least 5.7 
watts without overheating. In most cases, it is a goodpolicy 
to use a resistor which has a slightly higher wattage rating 
than the amount of wattage the resistor is actually dissipat- 
ing. Inthis case, a 7 watt resistor will provide a margin 
of safety. 


Keep in mind that any wattage rating greater than 5.7 watts 
is satisfactory for Ry in this case. However, the greater 
the wattage ratingof a resistor,the larger and more expen- 
sive it becomes, Thus, you would probably choose a resis- 
tor which provides a small margin of safety. 
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17. In the circuit of Figure 8, if Eg were 100 volts instead of 120 
volts, what value of resistance would you use for Rx? Ноу о 
much power would you expect Ry to dissipate? "тед 

p MES — a. wat Ж ^ [£^ [ze 

18. Referring to Еа 17, А the available resistors have 
wattage ratings of lw, 2w, 5 w and 10 w, which wattage 
rating would you use ? 


Sells 
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As pointed out, the power ratings of electric loads are very 
important, Where devices such as lamps, toasters, TV 
sets, and radios are concerned, the power used or dissi- 
pated by eachunit should be very close to the wattage rating 
of the unit, Otherwise, the unit will not operate properly 
and in some cases may be damaged. Where resistors are 
concerned, the wattage rating specifies the maximum amount 
of power that may be safely dissipated by the resistors. A 
10 watt resistor should not be used in a circuit where the 
resistor will have to dissipate 11 watts of power. However, 
a 10 watt resistor may be used ina circuit where the resis- 
tor dissipates any amount of power less than 10 watts. 


POWER RATINGS OF ELECTRIC SOURCES 


Many people have had the unpleasant experience of trying to 
start a car, only to find that the starter will not turn the 
engine over fast enough to start it, In most cases, there is 
nothing wrong with the engine or the starter -- replacing or 
recharging the car battery clears up the trouble. 


Depending on various factors (engine size, temperature, 
etc.), the starter in a car requires from 750 to 3000 watts 
of electric energy to operate properly. This energy must 
be supplied by the battery. The battery in your car is de- 
signed to provide the necessary electric energy to operate 
the starter in your car when the batteryis in good condition. 
If the battery is defective, it is no longer capable of supply- 
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ing enough electric energy and your car won't start, 





Each af these nickel-cadmium cells is a source af electric power which produces 1.25 valts under 
na-laed conditians. The power capabilities af the cells, hawever, range from about ! watt ta about 
1000 watts. 


Courtesy Sanotone Carporatian 


Also, the battery must be sufficiently charged before it can 
supply power. The car generator charges the battery ata 
much lower rate than the rate of discharge during starting. 
Tke generator may, for example, provide 150 watts of power 
to charge the battery, However, the charging continues for 
a long period of time compared to the few seconds during 
starting when the battery supplies a great amount of power. 
Thus, a battery of this type USES a small amount of power 
for a long time but may DELIVER a very large amount of 
power for a shorter interval. 


Earlier in this text, a comparison was made between a re- 
chargeable 6 volt wet cell battery for an auto and a 6 volt dry 
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cell battery for a transistor radio. Many transistor radios 
require only .05 amp of current from a 6 volt battery for a 
total power consumption of .3 watt (P= 6X .05). Thus, a 
constant, low-level power source is needed. Some small, 
6 volt batteries are capable of supplying .1 amp of current, 
or .6 watt of power. Such a battery could provide the power 
needed by the radio and still have a reserve. Usually a bat- 
tery canprovide a smallamount of power for alonger period 
of time than when a large amount is provided. The small 
dry cell used for radios, however, could never supply 
enough power to start an auto, even for an extremely short 
time. 


ж ж ж 


19. All 12 volt batteries are capable of supplying the same amount 
of electric power. True or False? 


———— 
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There are many sources of electric power other than bat- 
teries. The most common of these sources, which supply 
electric power to homes, factories, and businesses, are 
the electric power generating stations, Let's consider a 
generating station capable of producing 180,000 kilowatts. 
(The prefix "kilo" means 1000, so 180,000 kilowatts is the 
same as 180,000,000 watts.) The voltage produced by this 
particular power station is 14,400 volts, and the station is 
capable of supplying 12,500 amperes. Multiplying the volt- 
age by the current gives the power capability of 180,000 
kilowatts. 


Keep in mind that all sources of electric power are limited 
as to the amount of electric power they can produce, Even 
the 180,000 kilowatt power station has a limit which must 
not be exceeded. Figure 9is a simplified schematic diagram 
where Eg represents the power station and resistor Ry 
represents the load. In this case, the load might be all of 
the homes and industries in a small town, and this load might 
change considerably, With SW, closed, and assuming Rx 
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is 10 ohms, the current through Ry is 


Since the power station is capable of supplying 12,500 am- 
peres, it can supply 1440 amperes very easily. The total 
power supplied is 


P= EI = 14,400 X 1440 = 20,736,000 = 20,736 kilowatts 


which is considerably less than the 180,000 kilowatts the 
station is capable of supplying. 


On the other hand, if the homes and industries suddenly 
started using more electricity, this would effectively reduce 
the resistance of Ry. Let's assume that Ry reduces to l 
ohm. Now the current is 


ES 14,400 
ER um 14,400 amps 


and the power is 
P = EI = 14,400 X 14,400 = 207,360 kilowatts. 


In this case, the total current and total power demanded by 
the load are greater than the station is capable of supplying. 
As a result, the equipment in the power station is over- 
worked and will probably be damaged if precautions are not 
taken. To prevent damage to the equipment, power stations 
have special switching arrangements which automatically 
remove excessive loads. 


The power rating of any source, then, tells you the MAXI- 
MUM amount of power the source can supply to a load. For 
example, a source that is rated at 1000 watts should not be 
used to supply more than 1000 watts of power or it may be 
damaged. 
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Internal Resistance of the Source 


There are several reasons why a source of electric energy 
is limited as to its power capabilities, One of these reasons 
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The control room of the Dresden Nuclear Power Station. A vast amount of electric equipment is 
necessary to help supervise the praduction of 14,400 volts with a current capability of 12,500 am- 
peres. The pawer is eventually distributed at a voltage of 138,000 volts. 

Courtesy Commonwealth Edison Company 


isthatall sources ofelectric power have internal resistance, 
This is indicated in Figure 10A by dividing the battery into 
two parts and inserting the internal resistance, R[, between 
the two parts. Resistance R[ is not a resistor which is con- 
nected into the circuit, it is a part of the battery. 


Often, the internal resistance of a source is not shown on 
a schematic diagram, When it is shown, however, it is 
usually drawn in series with the source as in Figure 10B. 
As all current delivered by the source flows through this 
resistance, Figure lOBis basicallythe same as Figure 10A, 
It is easier to draw and use, however. 
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20. In Figures 10A and 10B, what 10568 R; represent? Fia 
l ka in d fesi si AMS @ сэ Же се Я 
Referring to Figure 10B, let's assign some valuestothe var- 
1045 components, Assume Es is 100 volts, Rj is 99 ohms, 
and Ry is l ohm, The total resistance in the circuit is the 
sum of Кі and Rj, or 100 ohms, The total current, IT, is 


Es 100 


Il ED 00 = es 


The voltage across Ry is 
ER, = IpRu = 1X99 = 99 volts. 
The voltage across Rj is 
Ері = IpRy = 1X1 = l volt, 


The 1 volt across R] cannot be measured with a voltmeter 
since it occurs inside the battery. The net effect is that 
the voltage actually available at the battery terminals is 99 
volts instead of 100 volts. It is this reduced Es that appears 
across load resistance Ry. 


A loss of 1 volt out of 100 volts is not too serious and can be 
tolerated, Suppose, however, that Rj is changed from 99 
ohms to 9 ohms, The total resistance is now 10 ohms and 
the total current becomes 10 amps. With 10 amps of cur- 
rent in the circuit, the voltage across the internal resist- 
ance Rj is 10 volts, which leaves only 90 volts at the battery 
terminals, Under these conditions, the power used by the 
load resistance Ry is 900 watts (90 volts X 10 amps) while 
the power dissipated by the internal resistance Rj] is 100 
watts (10 volts X 10 amps). 


Since the power dissipated by the internal resistance of the 
source is wasted, it is desirable that the internal resistance 
be as small as possible. The ideal situation would be an 
internal resistance of zero. Unfortunately, this is not pos- 
sible, and allpower sources have some internal resistance. 
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21. Inthe circuit of Figure 10B, minimum loss is obtained when 
(a) Ry is as small as possible. (b) Rī is equalto Ry. (c) Ry 
is as small as possible, - 
e 
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Resistance of Connecting Wires 


Another cause of power losses isthe resistance of the wires 
that connect the source to the load. This resistance is dis- 
tributed evenly along the entire length of the wires as sug- 
gested by the schematic diagram of Figure 11A. Here the 
circuit current flows through the distributed resistance, Rp, 
as well as through the load resistance, R;. The voltage 
across the distributed resistance is wasted, since this volt- 
age does not appear across the load resistance. 


ж ж ж 


22. In the circuit of Figure 11A, the resistors labeled Rp (a) are 
voltage dropping resistors to prevent overloading Кү. 
(b) represent the resistance of the wires that connect the 
source to the load. (c) are ufiitmiportant and have no effect 
p Un c e 
on any circuits, 





* * * 


Rather than show the distributed resistance as many resis- 
tors on a schematic diagram,it is common practiceto show 
the entire resistance of the connecting wires as one resis- 
tor. Thus, in Figure 11B the single resistor Rp represents 
the resistance of the wires that connect the source to the 
load. 


The effects of distributed resistance are best illustrated by 
examples. In your home, an electric toaster may require 
1800 watts of electricity at 120 volts for proper operation. 
We can determine the current drawn by the toaster as follows: 


Electric Power 


Now we have all of the necessary information about the 


toaster. It operates on 120 
volts ,has 8 ohms of resistance, 
draws 15 amperes of current, 
and dissipates 1800 watts of 
power. We still need infor- 
mation concerning the line cord 
used to connect the toaster to 
the source ofelectricity. Let's 
assume the line cord is 8 feet 
long and is made with No. 18 
stranded wire. The resistance 
of No. 18 wire is about .006 
ohm per foot. Since an 8 foot 
line cord has 16 feet of wire, 
the total resistance of the line 





Resembling a motor, this device is an electric 
generator capable of producing 115 valts dc 
at approximately 4.4 amps. Thus, the pawer 
capability is about 500 watts. 

Courtesy General Electric Co. 


cord is about .1 ohm. With 15 amps of current through the 


line cord, the voltage lost is 


E = IR = 15 X.1 


= 1.5 volts. 


The power dissipated in the line cord is 


P= EI=1.5X15 


= 22.5 watts. 


In this case, the 22.5 watts of power dissipated in the line is 
wasted as itdoes nothing except heat the line cord, Although 
22.5 watts of power distributed over an 8 foot line cord is 
undesirable, no real damage would occur and the toaster 


would operate normally. 


Suppose, however, that most of the strands in the cord have 
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become broken through use and the resistance of the cord 
increases to l ohm. The circuit would now be as shown in 
Figure 12A. The total resistance is 


Кт = Кр+ Кү = 1 +8 = 9 ohms, 


The circuit current now becomes 


The voltages across Rp and Ry are as follows: 


ERD = IRp 13.5 X] 13.3 volts 


106 volts 


ER; = IRI 13.3 X8 


The power dissipated by Rp is 

РА = ERD! = 13.3X 13.3 = 177 watts (approx.). 
The power dissipated by Кү іѕ | 

PR; = Ек11 - 106 Х 13.3 - 1410 watts (approx.). 


The power used in the toaster is now only 1410 watts instead 
of the normal 1800 watts, so the toaster may not function 
properly. In addition, the power wasted in the line cord 
resistance is 177 watts, which is far greater than the aver- 
age line cord can withstand, so the cord may burn up. 


ж ж ж 


23. In Figure 12B, how much power is used in Кі? How much 


ў i 2 —- 1 
power is lost in Rp? SA wis , IZ2G PS 


* * ж 


We can see that it is very important that the resistance of 
connecting wires between the source and the load, and the 
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internal resistance of the source, be keptas low as possible. 
Both of these resistances limit the amount of power that can 
be supplied by a source or used by a load. 


SUMMARY 


The power rating of a source of electric energy — battery, 
power station, etc. — tells you the maximum amount of 
power the source can supply. The power rating of a resis- 
tor tells the maximum amount of power the resistor can 
safely dissipate., The power rating of some loads tells you 
that the load should dissipate a specific amount of power. 
If the load dissipates more power, it will probably be dam- 
aged, If it dissipates less power, it will not function prop- 
erly. 


The total power being used in any electric circuit may be 
determined in various ways. The source voltage can be 
multiplied by the total current (P = EI); the square of the 
source voltage can be divided by the circuit resistance 
(P = E4/R); the circuit current can be squared and multiplied 
by the circuit resistance (P = I¢R); or the power dissipated 
by each component may be calculated and added together to 
obtainthe total power dissipated (Pr = P] + Рә + P3...etc.) 
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IMPORTANT DEFINITIONS 


ELECTRIC POWER - The rate of producing or using elec- 
tric energy. 


INTERNAL RESISTANCE - The resistance that is part of an 


electric device because of its physical construction, 
KILOWATT (kw) - [ KIL uh waht] - One thousand watts. 


MICROWATT (uw)- [ MIGH kroh waht] - One-millionth of a 
watt. 


MILLIWATT (mw) - [MIL i waht] - One-thousandth of a watt, 
WATT (w)- [waht] - The unitof measure ofelectric power. 


One watt is equal to one ampere of current at a pres- 
sure of one volt, 


Electric Power 
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ESSENTIAL SYMBOLS AND EQUATIONS 


voltage 
current 
power 


resistance 


Т 
[rj 
ҥч 


Ih 


(volts) 
(amperes) 
(watts) 


(ohms) 


(1) 
(2) 
(3) 


(4) 


STUDENT NOTES 


10. 
11. 


PRACTICE EXERCISE SOLUTIONS 


False -- The power of a source is related to BOTH its volt- 
age and current. 


True -- By definition, electric power is the rate of using or 
producing electric energy. 


True -- An ampere isdefined as one coulombof charge pass- 
ing a given point in one second. 


the watt 


. The currentis found by dividing the voltage across the resistor 
by its resistance value. This is aform of Ohm's Law and can 
be written: I- E/R. 


(a) voltage times current, or EI. 


800 watts -- With Eg equalto 200 volts, the current is 200 - 50 
or 4 amps. The power is 200 X 4, or 800 watts. 


. 37.8 watts -- P = EI = 12.6 x 3 = 37.8 watts. 


37.8 watts -- It doesn't matter what kind of a load is using 
the power. 


(c) one-thousandth of a watt, 


Power of R4 2.4 watt, power of R2 2 .8 watt, total power - 
1.2 watts. -- The problem is solved as follows: 


1000 + 2000 = 3000 ohms 
60/3000 = . 02 ampere 

. 02 x 1000 = 20 volts 

. 02 x 2000 = 40 volts 


Total resistance 
Total current 
Voltage across R 1 
Voltage across Ко 


bud uw bt gy MN 


Power of Ry = 20 x .02 .4 май 
Power of R = 40 х.,02 .8 май 
Total power = 60 x .02 1. 2 watts 


RI 
25. n. 
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12. 


13. 


14. 


15. 


16. 


17. 


18. 


19. 


20. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


135 watts -- P = I2R = 32x15 = 9x15 = 135 watts 


E2 62 36 
2 watts -- P - g- - 1g = тр - 2 Watts 


Ip = E + Ig -- In a parallel circuit, the total current is 
equal to the sum of the branch currents. 


(c) 20 amp fuse -- When the wattage and voltage are known, 
current is determined by I= P/E. Thus, the toaster current 
is 12.5 amps, the refrigerator current is 2.5 amps, the TV 
set current is 1.5 amps, and the total current is the sum of 
these currents, which is 16.5 amps. Since the fuse must 
carry the total current, the 20 amp fuse is the smallest of 
the choices which is rated at more than 16.5 amperes. 


Because operation at the proper voltage is important. In ad- 
dition, motors are not usually comparedaccording to wattage 
used, but more often by the mechanical horsepower they can 
produce. 


120 ohms, 2.7 watts -- The voltage across Ry would be 
100 - 82, or 18 volts. The resistance of Rx would have to be 


E 
LIRX 18. 120 ohms 


усте 


The power dissipated by Rx would be 


PRy = Еву1т = 18.15 = 2.7 watts 


9 W -- The resistor must have a wattage rating equal to, or 
greater than the amount of power it dissipates. The 10 watt 
resistor could be used as well as the 5 watt resistor. How- 
ever, a 5 watt resistor provides a sufficient safety factor for 
most applications, and at a lower cost. 


False -- The voltage produced by a battery does not alone 
determine its power capabilities. The power it can supply is 
determined by both its voltage and its current capabilities. 


The internal resistance of the source. 


21. 


22. 


23. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


(с) Ry is as small as possible. 


(b) represent the resistance of the wires that connect the 
source to the load. 


PR; = 512 watts, PRp = 128 watts -- The problem is solved 
as follows: 


Кт = Кр + Кү = 8 + 32 = 40 ohms 


In = 25. 160, 
TOS NIS др UNE 


Енг - ІТЕр - 4 Х8 = 32 volts 


ER; = IpRy = 4% 32 = 128 volts 


PRp = ERp!T = 324 = 128 watts 


Рвү = ER,!7 = 1284 = 512 watts 


1018 








FIGURE 12 





A 
Е 
v зл 
В 
FIGURE 13 


€ 





























































































































































































































































































































































































































































































































| 
=< Aem 5 = м чаре ш = 1” е. 
— Ab c еч. "2 — Е 4... ы О = 17. О = 
сч е6 66560655525 у> 
— 4. сое + т „+ === 1 Е = 
-2 NE 3433 331 3. — 
| | 1! | 
Е -— — Е -— т = ж == Fs — o 
m === 5 = — n .. 
1! 
ә, ы = -———— == - -е- 1:- --- | 
-- 3 сх--:. аре == a == = 
| | 
= -e e у> -- 
— mE d m = -p > S Fe 
< = "ТҰЛ 9-1 = 
3 
2 I MEE 













































































































































































































































































































































a ) n I 
TH = " | ! Em | 
ШШ ||! 
| Н 
Е 1 ШІ о ІТ il S 
ЇШЩ Ille 
E M 
И 
ШІ Ili EEUU 
І 
" 


Y 
| І 
I Ч i Е 
ы" ү 2ӘЭӘ65_— 
zu 1! ги. Е Е Е 
77777 | MEM EE rr 
| EN 








































































































10. 


Бош» UOU» COU» сош» CORP DOr шош» сош» со» cou» 


QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
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in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card. 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing. be certain your correct student number. name and address 
appear on the card. 


Example: A famous river in Africa is the 
AL ] (A) Mississippi. (B) Ganges. (C) Nile. (D) Rhine. 
B 


In an electric circuit where the source voltage is 200 volts and the total circuit current is 2 
amperes, how much power is being used? 
(A) 400 watts, (B) 100 watts, (C) 600 watts, (D) 202 watts. 


Of the following sources, which can provide the most power ? 

(A) a 60 volt source capable of supplying 10 amperes, (B)a 12 volt source capable of supply- 
ing 10 amperes, (C)a 100 volt source capable of supplying 10 amperes, (D) a 30 volt source 
capable of supplying 10 amperes. 

The unit of measure of electric power is the 

(A) watt. (B) ampere. (C)volt. (D) ohm. 


When a resistor has a 10 watt rating, this means it 

(A) always dissipates exactly 10 watts of power. (B) always provides 10 watts of power. 
(C) can safely dissipate 10 watts, or less, of power. (D) should be used in a circuit where it 
will dissipate more than 10 watts of power. 

An energy source with a 10 watt power rating can safely be used to supply 

(A) a 100 watt load. (В) а 1000 watt load. (C) a5 watt load. (D)a 20 watt load. 


In the circuit of Figure 13A, the power dissipated in Rj is 
(A) 20 watts. (B) 500 watts. (C) 25 watts. (D) 100 watts. 


In the circuit of Figure 13B, the power dissipated in R4 is 
(A) 100 watts. (B)4 watts. (C) 5 watts. (D) 80 watts. 


In any circuit consisting of three resistors, the total power being dissipated is 

(A)less than the power being dissipated by any one resistor. (B) determined by multiplying 
the source voltage by the current through one of the resistors. (C) divided equally among the 
resistors. (D) equalto the sum of the powers dissipated in all three resistors. 

Electric power is the 

(A) rate of using or producing electric energy. (B) total number of electrons forced through a 
circuit. (C) number of electrons passing a given point in one second. (D) same as electric 
pressure. 

How much current is drawn by a computer which dissipates 4800 watts of power when the 
source voltage is 120 volts? = 
(A) 20 amps, (B) 200 amps, (C) 400 amps, (D) 40 amps. 
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They do me wrong who say | come no more 
When once | knock and fail to find you in; 
For every day | stand outside your door, 
And bid you wake, and rise to fight and win. 


Wail not for precious chances passed away, 
Weep not for golden ages on the wane; 
Each night | burn the records of the day; 
At sunrise every soul is born again. 
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A technician often calls on his problem solving knowledge when servicing and testing electronic 
equipment. 
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Courtesy Motorola, Inc. 
Military Electronics Div. 
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Thank God every morning when you get up that 
you have something to do that day which must 
be done, whether you like it or not. Being re- 
quired to work, and forced to do your best, 
will breed in you temperance and self-control, 
diligence and strength of will, cheerfulness 
and content, and a hundred virtues which the 
idle never know. 

- Charles Kingsley 


PROBLEMS IN ELECTRICITY 


Some people are frightened by problems and numbers. In 
most cases they have never learned the basic methods and 
short cuts which make problem solving easy. Yourtechnical 
knowledge really becomes practical when you can approach 
a problem with confidence in your ability to solve it. 


The "know how" of solving problems comes from under- 
standing the simple methods of problem solving and from 
PRACTICE in using these methods. The more problems 
you solve, the easier the next one will be. Ina short time 
you will gain the know how it takes to quickly attack and 
solve problems. This knowledge is a powerful tool that aids 
understanding and relates theory to practice. 


SCIENTIFIC NOTATION 


Engineers and scientists must solve many problems when 
designing equipment or when performing basic research on 
some new concept. Many of the short cuts they use in solving 
these problems are very simple and can be applied to basic 
electric and electronic problems. One of the simplest and 
most useful short cuts is SCIENTIFIC NOTATION. Scientific 
notation is a streamlined method of writing numbers with 
many zeros, or numbers with many decimal places. 


To illustrate what we mean by scientific notation, consider 
a simple problem involving Ohm's Law. Suppose you are 
servicing a circuit that contains a 1000 ohm resistor which 
carries a current of 2 amperes. To find the voltage across 
this resistor you woulduse one form of Ohm! s Law, E = ІК. 
This formulastates that voltage equals currenttimes resist- 
ance. Using this formula, you find the voltage across the 
resistor as shown below: 


E 


IR = 2 amperes X 1000 ohms 
2000 volts 
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In scientific notation, the answer to the above problem, 2000, 
can be written as 200 x 101. The placed above and to the 
right of the 10 is called the EXPONENT. The exponent 
indicates how many places the decimal point is moved. 
(When a decimal point is not shown it is assumed to be at 
the right of the rightmost digit.) In going from 2000 to 
200 X 10° move the decimal point one place to the left as 
shown below. You candisregard the zero to the right of the 
decimal point. 


2000 = 200.%. х 10! = 200x 10! 


The number 2000 can also be written as 20 X 102. In this 
case the decimal point is moved two places to the left and 
thus the exponent of 10 is 2. 


_ 2 _ 2 
2000 = 20,5%. x 10° = 20x 10 


Following the same procedure , the number 2000 can be written 
as 2X 10?. Inthis case the decimal point is moved three 
places to the left. 


Е 3 3 
2000 - 2.ҚХҚ6%, х103=2х10 


The number 2000 can therefore be expressed as 200 X 101 е 
20 X 104, or 2 X 109. If you use the last notation there are 
no zeros to keep track of. This is the big advantage of 
scientific notation. Scientific notationis also referred to as 
"powers of ten''. 


The method of converting a number into scientific notation 
can be summarized by stating: WHEN YOU MOVE THE 
DECIMAL POINT TO THE LEFT YOU INCREASE THE 
EXPONENT OF 10. 


ж ж ж 


The following resistors are located in a digital computer you are 
servicing. Convert their values into scientific notation. 
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1. 5000 ohms S10 
2. 10,0000hms (v, 
3. 500,0000hms 5,,,» 


ж ж ж 


Now let's start out with a number expressed in scientific 
notation and convert it into a regular number. To do this 
move the decimal point to the right. The exponent of 10 
must be decreased by 1 for each place the decimal point is 
moved. 


To illustrate this procedure convert 2 X 10? into a regular 
number. If you move the decimal point one place to the 





Many business and scientific problemsare solved with the aid of digital computers like the one shown 
above. 


Courtesy International Business Machine Corporation 


right, you must decrease the exponent by l. Adda zero as 
shown below: 


2x 102 = 2.0. X 10 = 20 X 102 
9 


Following the same procedure, move the decimal point 
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another place to the right, reduce the exponent by l, and add 
another zero: 


20x 10“ = 20.0. x 10! = 200 x 10! 
V 


To complete the conversion, move the decimal point one 
more place to the right. When the 10 has an exponent of 
zero you can disregard it. Thus, the number is now in 
conventional form: 


1 


200 x 10° = 200.0. x 109 = 2000 
a 


ж ж ж 


The following quantities are answers for three electronic problems. 
Convert them into conventional numbers. 


4. 4x10% ohms олер 0 
5. 3x 10, volts 340€ Vv 
6. 9x10 amperes ^ 

JO e. 


ж * ж 

Suppose you move the decimal point inthe number 2000 X 10° 
another place to the right. Todo this you must decrease 
the exponent by 1. Since the original exponent is zero, 
indicate that it has been decreasedby l by writing an exponent 
of -l as shown below: 


2000 x 100 = 2000.9, x 107! = 20,000 x 107! 


If you move the decimal point another place to the right, you 
must again decrease the exponent by 1. Thus, the exponent 
changes from -1l to -2: 


20,000 х 10-1 = 20000.0, х 1072 - 200,000 x 107? 
Therefore, when the decimal point is moved to the right past 


the point where the exponent of 10 becomes zero, the expo- 
nent becomes negative. 
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As far asthe number 2000 is concerned, moving the decimal 
point to the right adds more zeros and makes it harder to 
handle. However, this procedure can be used to simplify 
numbers with many decimal places. 


For example, suppose the value of current in a problem is 
.0005 amperes. To simplify this number write .0005 as 
.0005 X 109. Since 109 equals 1, youcan multiply any number 
by 10° without changing the value of the number. Now move 
the decimal point one place tothe right and decrease the 
exponent by 1. Since the originalexponentis zero, decreas - 
ing it by 1 makes the exponent -1 as shown below: 


.0005 x 10 - .0,005 x 10-1 » .005 x 107! 
Move the decimal point another place to the right. To do 


this, decrease the exponent by 1, making it -2: 


1 


.005 X 107^ - ,0,05 x 10-2 = .05 X 1072 


Now if you move the decimal point two more places to the 
right the number is completely simplified: 


.05x 1072 - .05. X 107 = 5 x 1074 
мт 


Іп summary, WHEN YOU MOVE THE DECIMAL POINT TO 
THE RIGHT YOU DECREASE THE EXPONENT OF 10. 


ж ж ж 


Convert the following values of current into scientific notation. 


7.  .0003 ampere 0 и 

8. .02 ampere ы a 
9. .009 ampere Улы ex 
уми та 

ж ж 


To convert a number expressed in scientific notation into a 
conventional number, just reduce the exponentof 10 to zero. 


- Ф 
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Let's convert 5 X 10-4 into a conventional number. Since 
the exponent of 10 is negative, move the decimal point to 
the left to make the exponent 109. To change 1074 to 10°, 
you must move the decimal point four places to the left: 


5x 10-4 


x1072-2.,.0,5x1072-2 .0.05 x 1071 
— Ф 


. 5. 
q 
0 
0, 005 х 10° = ,0005 


ж ж ж 


Convert the following quantities into conventional numbers. 


10. 7x 107! volts «X. 17V. 
11. 3х 107“ атрегев OO 72. 
12. 6x10’ watts рдо, иг. 


ж ж ж 


CONVERTING TYPICAL NUMBERS 


The numbers that appear in electrical and electronic prob- 
lems are not always simple numbers such as 2000. Quite 
often you will runinto numbers such as 2500, 37,500, .0025, 
.000193, and the like. However, you can streamline these 
numbers by converting them into scientific notation. Use 
the same simple methods you used earlier. 


For example, convert 2500 into scientific notation. To do 
this move the decimal point two places to the left to get rid 
of the zeros: 


2500 = 25.00. х 102 - 25 х 102 
w^ 


You can leave the number as 25 X 104 or you can move the 
decimal point one more place to the left: 


25x10^-22,.5. X10? 2 2.5x 10? 
Ф 


Now you have converted the number 2500 to 2.5X 10°. This 
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makes iteasy to work with and will enable you to solve prob- 
lems quickly. This is the basic form of scientific notation. 
It would be just as correct, however, to leave the number 
as 25 X 10° orevenas 250 X 10°. If you express the number 
as 25 X 104 you do not have to worry about a decimal point. 


Converting numbers suchas .0055is justas easy. To convert 
this number into scientific notation move the decimal point 
three places to the right: 


3 3 


40055 = 005.5 X 10 =5,5X 10 

The number .0055 has thus been simplified to 5.5 X 1073. 
To completely eliminate the decimal point, move it another 
place tothe right. Now .0055 equals 55 X 1074 and you have 
no decimal point to worry about. 


* * * 


Convert the following quantities into scientific notation. 


13. 250 volts 25v v. 
15. .0033ampere 5 $,,534, 


16. .00079 атреге , Jy д 


* * * 


USING SCIENTIFIC NOTATION 


Various arithmetic operations can be performed with num- 
bers expressed in scientific notation. Тһе use of scientific 
notation greatly simplifies multiplication, division, etc. 
since you do not have to keep track of zeros or a number of 
decimal places. Thus, electrical and electronic problems 
solving is greatly simplified. 


Problems Involving Multiplication 


Many problems require that quantities be multiplied. For 
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example, when you use the formula E = IR you multiply the 
current by the resistance. Suppose a certain circuit ina 
transmitter you are servicing has a resistance of 300 ohms 
and carries a current of 20 amperes. To determine the 
circuit voltage you multiply the resistance by the current 
as shown below: 


E = 20 amperes X 300 ohms = 6000 volts 


To solve this problem using regular numbers you must keep 


«ха на жәнс 





This counter-timer is actually an electronic adder. 
Courtesy Computer Measurements Co. 


track ofa numberof zeros. Youavoidthis by using scientific 
notation. To work this problem using scientific notation, 
first convertthe values of current and resistance into scien- 
tific notation: 

20 amperes = 2 X 10! amperes 


S00 otis = 3 10> ohms 


Now you have two numbers less than 10 tomultiply together 
(2 and 3). After you multiply the two numbers together, just 
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add the exponents of 10 inboth numbers to obtain the exponent 
of 10 for the answer: 


E=2x10! amperes X 3 X 10% ohms = 6X 157 volts 


To checkthe answer, convert it backto a regular number by 
moving the decimal point to the right: 


6 X 10? volts - 6.000. x 109 = 6000 volts 
37 


As another example, suppose a 10,000 ohm resistor ina 
transistor computer circuit carries a current of .005 am- 
pere. Ohm's Law, E - IR, can be used to determine the 
voltage developed across this resistor. 


If you multiply the values of current and resistance as they 
are given, you have to keep track of a number of zeros and 
decimal places. To simplify the problem, first convert the 
values of current and resistance into scientific notation: 


10,000 ohms - 1 X 10* ohms 


.005 ampere = 5 X 10-3 amperes 


To solve the problem you first multiply 1 by 5. Thento obtain 
the exponent of 10 for your answer, add the exponents of 10 
in each number. Since both exponents do not have the same 
Sign, you add them by subtracting the smaller from the 
larger. The sign of the result is the sign of the larger. In 
this case you subtract 3 from 4 to obtain 1 as the exponent 
of 10 in the answer: 


E -IR25x107 amperes X 1 X 107 ohms = 5x10! volts 
or 50 volts 


In summary, to multiply numbers expressed in scientific 
notation, MULTIPLY THE NUMBERS TOGETHER AND ADD 
THE EXPONENTS. (If the exponents do not have the same 
sign, subtract the smaller from the larger and use the sign 
of the larger.) 
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ж ж ж 
2.5 X/0 ә. = Т7 2 
За 2.0 X/0 ФА. 50,209 «4, 


17. Oneof the transmitting tabéS i; aradar system carries a cur- 
rent of 25amperes. If thistube hasa resistance of 2000 ohms, 
how much voltage is developed across the tube? (Use scien- 
tific notationand Ohm's Law, E = I, to solve this problem. ) 


18. A circuit ina satellite has a resistance of 22,000 ohms. If 
this circuit carries a current of . 004 ampere, what is the 
circuit voltage? (Use scientific notation and Ohm's Law, 
Е - ІН, to solve this problem. ) 


2 2 109 ат куго Уөл 88V, 
_ 7 Х/9 ж * ж 
5,2 Jo ' v. 


Problems Involving Division 


Scientific notation can also be used in problems where num- 
bers must be divided. Typical problems are those when 
current (I - E/R) and resistance (R - E/I) must be deter- 
mined. 


To illustrate the process of dividing numbers expressed.in 
scientific notation, let's find the current through a 5000 
ohm resistor which has 30 volts across it. To solve this 
problem, use the form of Ohm's Law I - E/R. Using con- 
ventional numbers you can solve the problem as shown 
below: 


І-Е +R = 30 volts +5000 ohms = .006 ampere 


This problem requires that you keep track of zeros and 
decimal places. To simplify the problem, convert the value 
of resistance into scientific notation: 


5000 ohms = 5 X 10° ohms 
To divide the numbers, first write them as a fraction with 


the number you are dividing (dividend) on the top and the 
number you are dividing by (divisor) on the bottom: 
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І Е 30 volts 
ZT = “ Ó$À > 
R 5X 10 ohms 


Divide the top number by the bottom number as you normally 
would. In this case divide 30 by 5 to obtain 6. Next, move 
the 10 and its exponent from the bottom number up to the 
top and change its sign. (If it is positive make it negative, 
and vice versa.) In this example the exponent is positive 
(103), so you make it negative when you move it up on top 


(1073): 
30 x 1073 
5 & 103) 


[с охо amperes 


To checkthis answer with the one previously obtained ( .006), 
convert 6 X 107? toa conventional number. (Move the deci- 
mal point three places to the left since the exponent is -3.): 


6 x 1073 amperes = .006. X 109 ampere = .006 ampere 


Note thatthis answer compares to the one previously obtained 
and yet you did not have to keep track of zeros or decimal 
places. 


You could have converted 30 into 3x10! in working this 
problem. However, if you did you would have to divide 3 by 
5. This would produce a decimal answer. The problem 
becomes much simpler if you arrange the numbers so you 
are dividing a larger number by a smaller number. 


As another example, suppose a circuit is connected to a 400 
volt supply. If the circuit draws a current of .008 ampere, 
what is its resistance? To solve this problem the simple 
way, we use scientific notation and the equation R = E/I. 
The first step is to get ridof the decimal places and zeros. 
In converting the numbers to scientific form, keep in mind 
that you will be dividing the 400 by the .008, and that the 
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calculation will be simpler if you divide a larger number by 
a Smaller number. Therefore, instead of converting 400 [e 
4 x 102 , as you might ordinarily do, convert it to 40 X 10! 


400 volts - 40 x 10! volts 
.008 ampere - 8 X 107? amperes 


Then write the numbers as a fraction as in R - E/I and 
divide. Remember, bring the bottom 10 and its exponent 
up above the line and change the sign of the exponent. Then 
add the exponents: 


1 
40 X 10 lt 
R = E/I = volts 


8 x 1072 amperes 


40x 10! x 10 





In this case the exponent of the bottom number is negative 
so you change it to positive when you move itabove the line. 
Then, add the two exponents and convert the answer toa 
regular number by moving the decimal point four places to 
the right: 


R-5x10* ohms or 50,000 ohms 


In summary, to divide numbers expressed in scientific 
notation WRITE THE NUMBERS AS A FRACTION AND DI- 
VIDE THEM AS YOU NORMALLYWOULD. THEN CHANGE 
THESIGN OF THE EXPONENT ON THE BOTTOM AND ADD 
IT TO THE EXPONENT ON THE TOP. 


After you change the sign of the exponent below the line and 
move it above the line, you may find that the new sign of 
this exponentis opposite that of the exponent you want to add 
it to. In this case you just subtract the smaller from the 
larger and use the sign of the larger. For example suppose 
you havea 10" above the line and a 107 below the line. When 
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you move the 10? above the line you change it to a [0°°, SO 
you must now add 10^ to 1072. The result is 1071, 


; ж ook ж 
(ХО a ол OF he 


БІО? 47 
19. What is the current through a 5000 ohm resistor that has 200 


volts developedacross it? (Use scientific notation and Ohm's 
Law, I = E/R, to solve this problem. ) 


20. If an electric heating unit draws .1 ampere from a 75 volt 
battery, what is its resistance? (Use scientific notation and 
Ohm's Law, R = E/I.) 

E i 
ie ene _ 2 ж >со-2- 


Addition and Subtraction 


Numbers expressed in scientific notation can also be added 
and subtracted. However, the numbers you add or subtract 
must all have the same expo- 
nent of 10. If they do not, 
change the numbers sothey do. 
Then add or subtract as you 
normally would. 


To illustrate the process of 
addition, suppose the solving 
of an electrical problem re- 
quires the addition of 500, 
18,000 and 2500. First con- 
vert eachnumber to scientific 
notation: 





2 
Engineers usually express values in scientific 500 = 5х 10 2 
notation when they perform calculations with " 
a slide rule as shown above. 18,000 2 1.8 X 10 
Courtesy Electronic Research Associates, Inc. 2500 = 2.5 X 10 


Since all three numbers do not have the same exponent, two 
of them must be changed. It does not make any difference 
which ones you change. Let's change 5X 10 and 1.8 X 104 
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each toa numbertimes 10°. In the case of 5 X 10“ the expo- 
nent must be increased and thus the decimal point must be 
moved to the left: 


5х 102 = .5.X10°= .5X 10° 
ee 


In the case of 1.8 X 10* the exponent must be decreased and 
thus the decimal point must be moved to the right: 


1.8 x 10* - ЕСЕ 


Now that the numbers all have the same exponent you can 
add them. Just line up the decimal points and add. The 
exponent of 10 inthe answer isthe same as itis in the num- 
bers that are added: 
5x10? 

18. x10? 
t 2.5 x 10? 


21.0 X 10? or 21,000 


As another example, add 1.5 X 1071, 3,3 x 10l, and 9.1 X 
10^. Here againthe exponents of each number must be made 
the same. Let's change 1.5 X 107! and 9.1 x 107 each to a 
number times 10!. In the case of 1.5 x 10-1 the exponent 
must be made positive and thus the decimal point is moved 
to the left. For 9.1 X 10% the exponent must be decreased 
and thus the decimal point is moved to the right: 


1.5107! = .01.5x10! = .015x 10! 


P 


9.1Х102-9.1.Х101-91х101 


Now you can add the numbers as follows. 


.015 x 10! 
3.3 x10! 
+91. x 10! 


94.315 X 10! or 943.15 
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ж ж ж 


21. Is it necessary that all of the exponents of 10 be the same 
when numbers expressed in scientific notation are added? 


res 
22. Using scientific notation, add the following numbers: 4500, 
50, 000 and 900. Y5 >/о Y,» xio” 
5X10 Y 20,2 жоЗ 
Do > 2 
* mee * | | * 
FE px ® 


The process for subtractionis just as simple as the one for 
addition. If necessary, change one of the numbers so they 
both have the same exponent. Thensubtract as you normally 
would. The exponent in the answer is the same as for the 
quantities being subtracted. As an example, subtract 1500 
from 30,000. First change both numbers into scientific 
notation: 


1500 2 1.5 x 10? 


30,000 - 3х 104 


Since both numbers do not have the same exponent, one of 
them must be changed. Either one can be changed. Let's 
change 3 X 10° to some number times 10°. To do this the 
exponent of 10 must be decreased and thus the decimal point 
must be moved to the right: 


3x 104 = 3.0. x 103 = 30x 10° 
“ғ 
Now you can subtract the numbers: 


30 x10? 
—- 1.5 x 10? 


28.5 x 10? 


As another example, subtract 5 X 107! from 2.1 x 10!, 
Here again the exponent of one of the numbers must be 
changed. Let's change 5 X 10-1 tosome number times 10!. 
To do this the decimal point must be moved to the left and 


pad wie 
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the exponent made positive: 
5x 107! = .05. X10" = .05x 10° 
me Wo 2 Ф 
Now you can subtract the numbers: 


2.1 x10! 
~ .05x 10! 


2.05x 10! 
ж ж ж 


23. Сап 3 х 101 be directly subtracted from 9 x 102 without making 
any changes in the exponents of 10? No 


24. Subtract 9 x 102 from 1.8 x 10°. 13% (O7 
evo ^ 
rylo * 

* ж ж 


In summary, THE EXPONENTS OF 10 MUST BE THE SAME 
WHEN NUMBERS EXPRESSED IN SCIENTIFIC NOTATION 
ARE ADDED OR SUBTRACTED. The numbers are then 


added or subtracted in a normal fashion. 


REARRANGING OHM'S LAW 


There are three forms of Ohm's Law: 
E - IR I- E/R Д = ЕІ 


Actually, these three forms are all ways of stating the same 
law. The two forms I = E/R and R = E/I are obtained from 
E = IR by rearranging this formula. 


The Ohm's Law formula E = IR is an equation. As the name 
implies, an equation is an expression of equality. That is, 
in the equation E = IR, the voltage E is equal to the product 
of current I and resistance R. You can perform any arith- 
metic operation on an equation as long as you do the SAME 
thing to both sides. For example, consider the equation 
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shown below: 
4 = 4 


This equation states that 4 equals 4. Let's multiply both 
sides of the equation by 2: 


2Х4-4х2 


8-8 


Although this changes the values of both sides of the equa- 


Й Нав | АЛҚ 27 ы. a 





Many simple calculations go into the design of an FM tuner such as the one shown above. 
Courtesy H.H. Scott, Inc. 


tion, note that the left side still equals the right side. Take 
the original equation and divide both sides by 2: 


4/2 = 4/2 
AN 


Here again the values of both sides have been changed, but 
the left side still equals the right side. 


Now let's take the Ohm's Law expression E = IR and divide 
both sides of the equation by R: 
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Е = ІК 
E І 
R ë K 
E 
Z 
R 


On the right side of the equation, R divided by R equals 1, 
so the R's can be dropped. As a result we obtain the form 
of Ohm's Law I = E/R. 


By dividing both sides of the Ohm's Law equation E = IR by 
I we can obtain another form of Ohm's Law: 


E = IR 

E Ж 
YI 

E R 

I 


On the right side of the equation I divided by I equals 1 and 
thus the I's can be dropped. Thus, another form of Ohm's 
Law, R = E/I, can be obtained. 


The three forms of Ohm's Law are thus E - IR, I - E/R 
and R - E/I. To find voltage when you know the current 
and resistance, you use E = IR. If you know the voltage 
and resistance, and you want to find the current, you use 
I=E/R. You use the form R = E/I if you know the voltage 
and current, and want to find the resistance. 


ж ж ж 


25. What are the three forms of Ohm's Law? 
Ё ді 
EIR R F 


т басы 
TA S 


A 


/ 
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26. How are the other two forms of Ohm's Law obtained from 
E = IR? TR- Е. E. 


= I 
Ra Лл Fe oa 
x ж ж 


COMBINING OHM'S LAW AND THE POWER FORMULA 


The electric power formula P = Elenables you tofind power 
when voltage and current are known. This formula can be 
combined with Ohm' s Law to enable you to determine power 
when current and resistance or voltage and resistance are 
known. 


One form of Ohm's Law states that E = IR. Since E = IR 
we can substitute IR for E in the electric power formula as 
shown below: 


P = EI 


P 


(IR) I 


I multiplied by itself, I X I, equals ie. Therefore,the power 
formula becomes: 


P = IÈR 


You use this form of the power formula to find the electric 
power when you know the current and resistance. 


Another form of Ohm's Law states that I = E/R. Therefore, 
we can substitute E/R for I in the power formula as shown 
below: 


P = EI 
P = E(E/R) 


E multiplied by itself, EXE, equals EŻ, Therefore, the 
power formula becomes: 


Р = Б/В 
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In summary, the three forms of the electric power formula 
are P = El, P= I^R and P - E^/R. When voltage and cur- 
rent are known you can use the form P - EI. To find power 
when current and resistance are known you use the form 
P=I°R. The form P=E /R is used when voltage and re- 
sistance are known. 


27. What are the three forms of the electric power formula? 
B=Ik- /-% 0-27 
28. If current and resistance are given, what formula would you 
use to determine power ? 


P=1°R 
ж ж ж 


SOLVING PROBLEMS 


Electric andelectronic problem solving becomes very simple 
once you know the basic methods of problem solving. Prob- 
lem solving consists of a few simple steps. The first step 
is to determine the quantity that must be found (the "un- 
known"). Next you should determine what quantities are 
known. Once you have determined the unknown and known 
quantities you must findan expressionthat relates the known 
and unknown quantities. For example, suppose you know 
the voltage and current and must find the resistance. You 
would use the formula R = E/I since it relates the unknown 
quantity R to the known quantities E and I. 


The next step is to replace the symbols for the known quan- 
tities with their number values. Finally you solve the 
formula for the unknown quantity. Once the problem is 
solved, check the results. Make sure they seem reason- 
able. If the problem involves some circuit or experiment, 
check the results against circuit operation or against the 
results of the experiment. We all make errors and a few 
moments spent checking the results will often show up any 
errors. 
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Basic Units 


The values you use ina formula mustbe in the BASIC UNITS 
of the formula. For example, inthe Ohm's Law formula 
the basic units are volts for E, amperes for I and ohms for 
R. Likewise, in the power formula the basic unit for power 
is the watt. Therefore, you cannot use K ohms, megohms, 
Ha, ma, etc. directly in aformula. They must be converted 
into basic units. 


Scientific notation can be used to simplify the conversion 
into basic units. Since l1 milliampere (1 ma) is equal to 





If you know the electric power consumed by a TV receiver, and the line voltage, you can find the 
current drawn by the set by using the power formula | = P/E. 
Courtesy Westinghouse Electric Corp. 


.001 ampere, l ma can be written as 1 X 10-3 ampere. 
Thus, when a value of current appears in ma, just multiply 
this value by 10-3 to convert it to amperes. For example, 
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suppose the value of current is given as 35 ma. To convert 
it to amperes, just drop the ma and multiply 35 by 107? to 
obtain 35 x 10-3 amperes. If you prefer, this can also be 
written as 3.5 x 10-2 amperes. 


Values of current expressed as microamperes can be con- 
verted into amperes ina similar manner. Since l micro- 
ampere (1 pa) is equal to .000001 ampere, 1 һа can be 
written as 1X 10°° ampere. Thus, when a value of current 
appears in ga, just multiply this value by 1076 to convert it 
to amperes. As an example, suppose the value of current 
in a problem is 15 wa. To convert this value into amperes, 
multiply it by 1076 to obtain 15 x 10-6ог1.5 х 10-5 атпрегев. 


Like current, resistance is not always given in basic units. 
The letter K, which represents 1000, is often used. Since 
1K ohms equals 1000 ohms, 1K ohms can be written as 
1X 10? ohms. Thus » when a value of resistance is given in 
K ohms, multiply it by 10? before you use it in a formula 
that calls for resistance in ohms. For example, suppose 
the value of resistance in a circuit is 5K ohms. To convert 
this value, multiply by 103 to obtain 5 X 10° ohms. 


Resistance values are also given inmegohms. Since 1 meg- 
ohm equals 1,000,000 ohms, 1 megohm can be written as 
1X10" ohms. Therefore, when a value of resistance is 
given in megohms, multiply this value by 10© to convert 
this value into ohms. To illustrate this process, suppose 
the value of resistance is 4.7 megohms. To convert this 
value into ohms, multiply by 10° to obtain 4.7 X 106 ohms. 


ж ж ж 


Convert the following values into basic units using scientific nota- 
tion. 


E i T 
29. 35 ma Drm UE лел 
30. 1.9 pa Lele Gms 
31. 68K ohms ет 


32. 2.2 megohms 7 7 .-- „лм 


L 


ж ж ж 
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Ohm's Law Problems 


Many electric and electronic problems involve the use of 
one of the forms of Ohm's Law. To illustrate the method 
of using Ohm's Law, let's solvea typical problem. Suppose 
a certaincircuitin a satellite transmitter offers a resistance 
of 4K ohms to the supply battery. If this transmitter oper- 
ates froma 28 volt battery, how muchcurrent does it draw? 


The unknown quantity in this problem is current, and the 
known quantities are voltage and resistance. To solve this 
problem you would use the Ohm's Law formula I=E/R. 
Before using the values inthe formula, determine if they 
are in their basic units. Since resistance is given in K 
ohms, it must be converted to ohms by multiplying by 10~. 
That is, 4K ohms equals 4 X 103 ohms. 


The problem cannow be solved by replacing the letter sym- 
bols inthe formula with the values ofvoltage and resistance: 


28 volts 


4x 10? ohms 


E 
=== = 
R 


28 X 1072 
B %/ 
4 Gu 


7 X107? or .007 ampere 


Note that the 28 was not converted into scientific notation. 
It is much easier to divide 28 by 4 than 2.8 X 10! by 4. 


As another example, suppose you wish to determine the 
voltage developed across a 22K ohm resistor that is carry- 
ing a current of 5 ma. Since resistance and current are 
known and voltage is unknown, the Ohm's Law formula 
E = IR is used. Before using the values of resistance and 
current in the formula, they must be converted to basic 


/ 


/ 


Problems in Electricity Page 27 





units as shown below: 
22K ohms s 22 X 10? ohms or 2.2 X 10* ohms 
5 ma = 5 X 1073 amperes 


These values of resistance and current can now be used in 
the formula: 


E=IR=5X jos? amperes X 2.2 X 104 оһпав 


11.0 X 10! or 110 volts 


33. To find current when you know voltage and resistance, what 
Ohm's Law formula would you use? > А 


34. What is the effective resistance of the circuits ina portable 
2] transistor radio i they draw 2. 9 ma from a 9 volt battery? 


/ 35. Ifa 470K ohm resistor ina TV receiver carries a current of 


50 ua, how much voltage appears across the resistor ? 


чч É 3 Ф Ф) > 2 fr x Y Am 
„=“ = 7 5 / Ó т 2 5) m 

bun. 2 A 6-25-22. | 

2.5“ * „== ж d 


ei g A6 y 


К 


y 


ab Electric Power Problems 


In problems involving electric power, one of з forms of 
the power formula is often used; P - EI, P=I-R andP = 
E^/R. To show how the power formula is used, let's solve 
an example problem. Suppose you wish to find the power 
developed by a tube in a radar transmitter if it draws 2.5 
amperes froma 5000 volt supply. Since voltage and current 
are known, you use the formula P = EI to solve this problem. 
Although the current and voltage are in basic units, the 
voltage can be simplified by using scientific notation: 


5000 volts = 5 X 10° volts 
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The problem is solved by inserting the values in place of 
the letter symbols, just as in using Ohm's Law: 


P - EI 


5 x 10? volts X 2.5 amperes 


12:554 10? -5:-12:1500 watts 


As another example, suppose you wish to find the power 
dissipated by a 5K ohm resis- 
tor which is carrying a cur- 
rent of 10 ma. Since resist- 
ance and current are known, 
you use the formula P = IR 
to solve this problem. The 
values of current and resist- 
ance must be converted into 
basic units: 


З 


BEEE EE 


10 ma = 10X 1072 or 1X 1072 
ampere 


5K ohms = 5 X 10? ohms 
The problem is now solved by 


inserting the values as shown 
below: 





The solutions of many Ohm's Law problems go Р- I^R EXC X 107“ ampere y* 
into the design and testing ofan analog com- 
puter like the one shown above. 

Courtesy Electronic Associates, Inc. xX 5xX 103 ohms 


Note that the current must be squared. To square a number 
in scientific notation, just square the number and double the 
exponent of 10: 


-1X107*5x 5x10? 


т 
| 


5x 107! от .5 watt 
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36. To find power when you know the voltage and resistance, what 
electric power formula is used? 


37. A 10K ohmresistor in acircuit carries5 ma. If this resistor 
has a 10 watt rating, is it dissipating more or less power than 
its rated пша. | M Ane | 


] "m 
= д. 


42 -f Å Z2 o. 
f = # 4. 


In some electric power problems you may know the power 
and resistance, and you may want to calculate the current. 
For example, suppose the power dissipated by a 2000 ohm 
resistoris 5 watts. To find the current throughthe resistor 
he f la P = IR to the f 

you rearrange the formula to the form: 

p 

1° = 


^^ | P 
I = — 
R 
Inserting the power and resistance values, you get: 


= \/—— -ү: 0025 
2000 


- ¥25 x 1074 


To find the square root of a number expressed in scientific 
notation, you simply take the square root of the number and 
divide the exponent of 10 by 2. The square root of 25 is 5, 
and -4 divided by 2 is -2. Thus, the current through the 
resistor in this example is 5X 107“ ampere or .05 ampere 
(50 ma). 


1 


The exponent of 10 should be an even number. A number 
such as 2.5 X 107? can be put into this form by moving the 
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decimal point one place tothe right. (2.5 X 1073 = 25 x 1074) 


ж ж = 
6 
38. What is the square root of 16 x 10°? UX P 


* * ж 


SUMMARY 


Scientific notation can be used to simplify numbers with 
many zeros or decimal places. Like anything new, this 
method of handling numbers requires practice. Once you 
learn to use it, however, you can easily handle very large 
or very small numbers. It is truly a short cut worth mas- 
tering. 


Arithmetic operations can be performed with numbers ex- 
pressed in scientific notation. When adding or subtracting, 
make sure the exponents of the numbers are the same, and 
then add or subtract the numbers. To multiply numbers, 
multiply as you normally would, and then add the exponents. 
For division, divide as you normally would, and then change 
the sign of the exponent in the divisor andadd the exponents. 


Ohm's Law and the electric power formulas are often used 
to solve electric and electronic problems. Depending on 
which quantities are known and unknown, one of the three 
forms of Ohm's Law can be used: E - IR, I - E/R or 
R - E/I. Likewise, depending on the known and unknown 
quantities, one of the three power formulas can be used: 
Р = ЕІ, P - IR or P= E2/R. 


The quantities substituted into the Ohm's Law or electric 
power formulas must be in basic units: volts for E, am- 
peres for I, ohms for R, and watts for P. 


10. 
11. 
12. 
13. 
14. 
15. 
16. 
17. 


18. 


PRACTICE EXERCISE SOLUTIONS 
5000 ohms - 5 x 10? ohms 


10,000 ohms = 1 X 104 ohms -- As 1 times any quantity is the 
quantity itself, 1 x 104 could also be written as simply 104. 


. 500,000 ohms = 5 x 10? ohms 


. 4x 104 ohms = 40, 000 ohms 


3 x 102 volts - 300 volts 


. 9x 101 amperes = 90 amperes 


. 0003 ampere = 3 x 1074 amperes 
. 02 ampere = 2 X 1072 атрегев 
.009 атреге = 9 х 1073 amperes 
7 x 107! volts - . 7 volt 

3 x 1072 amperes = .003 ampere 


6 x 10? 


watts = .00006 watt 

250 volts = 2.5 x 10° volts 

470, 000 ohms = 4. 7X 10° ohms 

. 0033 ampere = 3. 3 х 107° amperes 
. 00079 ampere = 7.9 x 1074 amperes 


5x 104 or 50,000 volts -- Converting current and resistance 


into scientific notation yields: _25 amperes = 2.5 x 101 am- 
peres, and 2000 ohms = 2 x 10" ohms. The voltage across 
the tube is then equal to: 

E = IR = 2.5 x 10! amperes x 2 x 10? ohms - 5 x 104 


or 50, 000 volts 


8.8 x 10! or 88 volts -- Converting current and resistance into 


19, 


20. 


21. 


22. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


scientific notation yields: .004 ampere = 4 x 1073 amperes, 
and 22,000 ohms - 2.2 х 10* ohms. The circuit voltage is 
then equal to: 


E = IR = 4 x 1073 amperes x 2. 2 x 104 ohms 
=8.8 x 10! or 88 volts 
4 х 1072 or .04 ampere -- Converting voltage and resistance 


into scientific notation yields: 200 volts = 20 x 10! volts and 
9000 ohms = 5 X 10” ohms. The current is then equal to: 


1. E__ 20x10! — 20x 10! x 107 


“ 4 
R 5x10 5 С 103 
=4x 1072 or .04 ampere 


7.5 х 102 or 750 ohms -- Converting voltage and current into 
scientific notation yields: 75 volts = 7.5 X 10* volts and.1l 
ampere = 1 х 10** ampere. The resistance is then: 


а Е . 15x10 7.5х101х10) 


I 1x 107! 1 баў” 
= 7.5 x 102 or 750 ohms 
Yes 
55.4 x 10? or 99,400 -- Changing each number into scientific 
notation withthe same exponent of 10 yields: 4500 - 4.5 x 103, 
50, 000 - 50 x 103, and 900 2.9 x 103, "The numbers are then 
added: 
4.5 x 10? 
50 x 103 


.9 x 103 
55.4 x 10° or 55,400 


23. 


24. 


25. 


26. 


21. 
28. 
29. 
30. 
31. 
32. 
33. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


No -- Both numbers must havethe same exponent of 10 before 
they can be subtracted. 


.9 x 103 ог 900 -- Changing 9 x 102 to some number times 10° 
yields: 9x 102 = .9x 103. The numbers can then be sub- 
tracted: 
1.8 x 10? 
- .9 x 10? 
.9 x 10? or 900 

E = IR, I= E/R, and R = E/I 
The other forms are obtained by rearranging E = IR. The form 


I = E/R is obtained by dividing both sides of E = IR by R, and 
R = E/I is obtained by dividing both sides of E = IR by I: 


E = IR 
E MK ESQ 
R y I J 
R I 
P = EI, P = IÊR, and P = E?/R 
р = ІВ 
35 x 10? or 3.5 x 107? amperes 
1.9 x 1079 amperes 


3 or 6.8 x 104 ohms 


68 x 10 
2.2 x 106 ohms 


I = E/R 


34. 


35. 


36. 


37. 


38. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


3600 or 3.6Kohms -- Tosolve the problem, you would use the 
Ohm' s Law formula. Since currentis givenin ma it must first 
be converted toamperes: 2.5ma = 2.5 Х 10-3 amperes. The 
problem is then solved as shown below: 


E 9 volts 


В ----- - 


І 2.5 x 1073 amperes 


9 x 103 3 
= = 3.6 х 10" or 3600 ohms 
5 (өз 


23.5 volts -- Tosolve this problem, you would usethe Ohm's 
Law formula E = IR. Current and resistance must be con- 
verted to basic units; 470K ohms = 470 x 103 ohms -4. 7 x 109 
ohms, and 50 pa = 50 X 10-6 amperes = 5 x 107? amperes. 
The problem is then solved as shown below: 


E=IR=5X 1079 amperes X 4.7 X 10° ohms 
= 23.5 x 100 or 23.5 volts 
P- E^/R 
less (. 25 watt) -- To solve this problem you use the formula 
P =13R. Since the values of current and resistance are not 
in basic units, they must be converted: 5 ma = 5 x 1073 
amperes, and 10K ohms = 10 10° or 1x 104 ohms. The 
power dissipated is then found as shown below: 
р = ІВ = (5 x 1079 amperes)” x 1 x 104 ohms 
- 25 x 1079 x 1 x 104 
= 25 х 107? or .25 watt 


Since the resistor is a 10 watt resistor, itis dissipating less 
than its rated power. 


4 X 103 -- The square root of 16 is 4, and the square root of 
106 іѕ 103, 


оош» DOP COUP сооЭ5> осо» сос» сос» со» со» coU» 


QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


LESSON CODE 


Example: An apple is a 

А С (A) meat, (B) vegetable, (C)fruit, (D) soup. 

С O 

DC 
In the number 5.5 X 102, the 2 above and to the right of the 10 is called the 
(A) sum. (B) divisor. (C) difference. (D) exponent. 





47,000 ohms expressed in scientific notation is 
(A) 4.7 X 1074 ohms. (B)4.7X 104 ohms. (C) 470 X 103 ohms. (D)470*X 1022 ohms. 


In scientific notation .0022 ampere equals 3 
(А) 2.2 Хх 10-3 атпрегев. (B)2.2X 103 amperes. (С)22Х 1077 amperes. (D) .22 х 1071 


атпреге. 


The number 3.7 X 104 equals 
(А) 370; (B) 370,000. (Cj 37, (BD) 57,000. 


What voltage is developed across a 5 X 103 ohm resistor that is carrying 4 X 1072 amperes? 
(A) 20,000, 000 volts, (B) 4x 107! volts, (C) 2X 10^ volts, (D) 8X 1072 volts. 


If a circuit has a resistance of 5000 ohms and is connected to a 75 volt battery, how much cur- 


rent flows? 22285 


(А) 15 х 101 amperes, (В) 9 х io ampéres, [C] 155-X 1072 атрегеѕ, (р) 25 х 1071 amperes. 


If voltage and current are known and resistance must be found, the formula to use is 
(A) R * E/I. (B)I -YP/R. (C)P-I^R. (D) E - P/I. 


If current and resistance are known and power must be found, the formula to use is 
(AJE - P/I. (B)R- E/I. (C) P- IR. (D)E- IR. 


Converting 9. 7 ma into basic units with scientific notation produces 


(A) 9.7 X 106 amperes. (B)9.3X 1072 amperes. (C)9.7 X 1073 amperes. (D)7.9X 1076 
amperes. 

3, 3 ani sm 
How much power does a 5K ohm resistor dissipate if it carries 9 ma? CLL ‚оле 
(А) .405 watt, (B) .593 watt, (C) 593 watts, (D) 4,050 watts. “BS ops uU. x 


uosyxto? " 


1021A 
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SYNC CIRCUITS AND 
DC RESTORERS 


To efficiently troubleshoot the 
many different models of televi- 
sion receivers, you must know the 
requirements of the various sec- 
tions of the television receiver. Ап 
understanding of the operation of 
basic electronic circuits is also 
very important. With this com- 
bined knowledge, you can employ 
systematic troubleshooting tech- 
niques to determine whether or 
not a given section performs all of 
the functions assigned to it. 


You have already studied the 
functions of the group of circuits 
known as the sync section. Also 
explained were the filter circuits 
and vacuum tube and transistor 
circuits which combine to produce 
synchronization at the television 
receiver. The basic circuits are 
combined in a number of ways by 
the various manufacturers to ac- 
complish the desired results. Thus, 
in analyzing a circuit arrange- 
ment which you have not encoun- 
tered previously, you apply your 
knowledge of circuit theory to de- 
termine which functions are per- 
formed by each stage or group of 
components in the section. 


In this lesson you study a num- 
ber of sync circuit combinations 
used in commercial television re- 
ceivers. The knowledge gained in 
the study of these circuits will en- 
able you to analyze the sync sec- 


tions in other makes and models 
of television receivers. 


The sync circuits separate the 
sync signals from the remainder 
of the video wave. Also, they am- 
plify and invert the sync pulses 
when required, and filter the com- 
posite sync signal so that only 
pulses of the proper frequency 
are applied to each deflection cir- 
cuit. The sync circuits also include 
some means of preventing noise 
energy from passing through the 
sync section to cause a loss of 
sync in the horizontal or vertical 
deflection oscillators. 


Operating as limiters, both the 
sync separator and the sync am- 
plifier remove some noise energy 
by clipping off portions of the 
signal applied to their input. Be- 
sides this, resistor and capacitor 
networks are used to block noise 
in some circuits, while others em- 
ploy one or more electron tube or 
transistor stages which function 
as noise limiters. In fact, most 
sync circuit designs are very much 
alike except for the methods used 
to eliminate noise pulses. 


COMPLETE SYNC CIRCUITS 


Figure 1 shows a sync section 
typical of those in many receiv- 
ers. In this circuit, V, is the video 
amplifier stage, Və is a grid leak 
sync separator, and V3 is a sync 
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phase inverter. The plate circuit 
of V, contains peaking coils L, 
and Le and load resistor R,. Ca- 
pacitor C, couples the video am- 
plifier output to the cathode of the 
picture tube. From the junction 
between Le and R,, the negative 
picture phase video signal is 
coupled through C; and parallel 
components C, and R, to the grid 
of sync separator tube V2. The 
plate of this triode is operated at 
a low dc potential and the cathode 
is grounded. The peaks of the 
positive going sync pulses of the 
input signal produce grid current 
which charges C» and C; to the 
polarities indicated. 


Between sync pulses, Cə dis- 
charges slightly through Rə to 
produce a grid leak bias voltage, 
Er,. This voltage is in series with 
the voltage Ec, between the grid 
and cathode of V». These two 
voltages are series aiding, and 
thus bias the tube negative be- 
yond cutoff so that plate current 
is produced only by the positive 
sync pulses. These sync pulses 
cause pulses of plate current 
which produce the negative volt- 
age pulses indicated at the plate 
of Vo. 


In this receiver, positive sync 
pulses are required to properly 
control the deflection oscillators. 
Therefore, the V; stage is em- 
ployed to invert the phase of the 
pulses as shown. In addition, the 
У; stage also amplifies the sync 
pulses. 
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Тһе У, sync phase inverter 
stage is operated with grid leak 
bias and a low plate potential. 
Thus, it also serves as a second 
syne clipper. From the junction 
between R; and Rs, the positive 
sync pulses are applied to the 
differentiating circuit C4R,, and 
the two section integrating cir- 
cuit RCs and R,,4C;. The outputs 
of the differentiating and inte- 
grating networks are applied to 
the appropriate deflection circuits. 





Modern circuitry and construction practices per- 
mit the design of small, lightweight television 
receivers with excellent electrical characteristics. 


Courtesy Trav-Ler Radio Corporation 


Together with C and Rə, re- 
sistor R and capacitor C, form 
what is known as a dual time 
constant network in the grid cir- 
cuit of the sync separator. The 
purpose of this arrangement is 
to prevent large amplitude noise 
pulses or “spikes” from changing 
the bias on the separator. In- 
creased bias for even the short 
period of a noise pulse can cause 
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a partial or total loss of vertical 
synchronism. 


Like the sync pulses, the noise 
spikes have positive polarity in 
the video amplifier output, but 
may have even greater amplitude. 
When such a noise spike or pulse 
occurs, it produces a large grid 
current in V, which charges both 
C, and C; as shown. 


However, capacitor C4 has a 
value of only 220 uuf compared 
with the .01 uf of C2. Because the 
capacitance of C3 is so much less 
than that of Cs, the charging cur- 
rent quickly increases Ec, to a 
high value but causes only a very 
slight increase of Ec,. The volt- 
age Ec, is approximately equal to 
the noise pulse voltage. The noise 
voltage and Ec, are series oppos- 
ing, and thus tend to cancel each 
other. As a result, the bias (Ez,) 
is determined only by the charge 
on Ca, which has not changed ap- 
preciably. After the noise pulse 
is ended, capacitor C4 discharges 
through R;. 


It was mentioned that the sync 
phase inverter V, operates with 
grid leak bias. Grid leak bias ex- 
ists even though the output of Ve 
consists of negative going sync 
pulses. In the V; plate circuit, R, 
and R, form a voltage divider be- 
tween B+ (125 v) and ground. 
The junction of these resistors 
supplies +100 volts to the plate 
of V. Thus, during the intervals 


between pulses, the ungrounded 
end of R; is 100 volts positive. 
When sync pulses swing the V2 
plate in the negative direction, 
coupling capacitor C, discharges 
slightly through R, to provide 
negative pulses at the grid of V3. 
The resulting reductions of V; 
plate current produce the positive 
plate voltage pulses as indicated. 


In the plate circuit of the sync 
separator V, as each negative 
sync pulse is completed, the plate 
voltage returns to its operating 
value of +100 volts. However, as 
the waveform drawn at this point 
in the figure shows, a slight oscil- 
lation occurs during the first part 
of which the plate voltage rises 
to slightly over 100 volts. This 
overshoot, as it is called, applies 
a momentary positive voltage to 
the grid of V3, producing cath- 
ode to grid electron flow which 
charges C, to a little over 101 
volts, and with the polarity in- 
dicated. During the remainder of 
the cycle, the series opposing 
voltages, Ec, and Es., apply a net 
bias of 100—101, or —1 volt to 
the grid of V3. 


Figure 2 shows another com- 
mon sync circuit. In this circuit, 
V. is the grid leak sync separator 
and triode V4 serves as the sync 
clipper and sync phase inverter. 
From the junction between L, 
and R, in the video amplifier 
plate circuit, the negative picture 
phase video signal is coupled 
through Rı, Ca, and the parallel 
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circuit R and C; to the grid of 
the syne separator. Resistor R, 
serves as an isolating resistor to 
prevent the input capacitance of 
the syne separator tube from 
shunting the plate circuit of the 
video amplifier. 


Together with coupling capaci- 
tor C, and grid resistor R,, the 
parallel circuit RC; forms a dual 
time constant network to prevent 
changes in grid bias due to noise 
pulses. Grid current charges C;, 
and electrons leak off C through 
R34 and R,. The resulting voltage 
across R, biases the tube beyond 
cutoff so that only sync pulses 
cause conduction. R; has a resist- 
ance which permits C; to dis- 
charge relatively quickly after 
being charged by a noise pulse. 


In the circuit of Figure 2, the 
video signal input to the grid of 
V, may vary between 25 and 135 
volts peak to peak, but the sync 
separator limits the output pulses 
to 25 volts peak to peak. Thus, 
the sync pulses in the output have 
amplitude as great as that of the 
entire input video signal when the 
input is only 25 volts p-p. How- 
ever, since the plate current is 
varied from cutoff to saturation, 
even with this low input level, an 
increase of input signal ampli- 
tude cannot increase the output 
level. That is, the amplification 
obtained decreases as the input 
signal increases, to provide the 
constant output amplitude indi- 
cated. 
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As shown in the figure, the 
plate of V, is direct-coupled to 
the grid of the sync clipper V3. 
Both the V, plate and V, grid 
operate at 21 volts positive with 
respect to ground. The voltage 
across cathode resistor Rio places 
the V4 cathode at +21.5 volts 
with respect to ground. There- 
fore, the sync clipper tube oper- 
ates with its grid at 0.5 volt neg- 
ative with respect to its cathode, 
and with its plate 145 volts posi- 
tive with respect to ground. The 
25 volt p-p amplitude of the input 
pulses is sufficient to drive V; 
into cutoff during the negative 
peaks. This clips the peaks to 
provide output pulses with more 
constant flat tops. 


From the plate of V}, 70 volt 
p-p positive pulses are applied to 
the three-section integrating cir- 
cuit, R4C,, R;C;, К,С,, the output 
of which is coupled to the vertical 
deflection circuit. This receiver 
employs a horizontal frequency 
control circuit which requires 
both positive and negative sync 
pulses. To provide these outputs, 
the sync clipper is operated as 
a phase splitter. Thus, resistor 
Rio Is the cathode circuit section 
of the plate load, while Ry and 
БК,, form a voltage divider in the 
plate circuit section. Positive sync 
pulses, 25 volts p-p, are coupled 
through C; to the horizontal fre- 
quency control circuit, while the 
V3 cathode supplies 25 volt p-p 
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negative pulses to this circuit 
through capacitor Cg. 


Figure 3 shows the circuit of 
a television sync section which 
incorporates a pentagrid sync sep- 
arator. V, is the video amplifier, 
V» the pentagrid sync separator, 
and V; the sync phase inverter. 
A positive video signal from the 
LR, junction is applied to the 
third grid of V5 through the dual 
time constant network consisting 
of C,R; and C;R, A negative 
video signal obtained from the 
LC; junction (point X) is ap- 
plied through C; to the first grid 
of V. Figure 3 includes the video 
circuits in order to show the 
method of obtaining these out-of- 
phase video signals. The signal 
obtained from the V, plate circuit 
is clipped by the limiting action 
of the Vs third grid to produce a 
sync signal output free of picture 
and blanking information. The 
signal obtained from the D, video 
detector is used to cut off У, 
when a noise pulse which exceeds 
the amplitude of the sync pulses 
is present. 


In the detector circuit, the semi- 
conductor diode D, is connected 
so that the i-f voltage alterna- 
tions which make the upper end 
of the T, secondary negative pro- 
duce diode current. On these al- 
ternations, electrons flow from 
the upper end of T, through Dj, 
Li, Le and R,; to ground, and back 
to the lower end of T,. As a re- 
sult, the ungrounded end of load 
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resistor К, is made negative. 
Thus, at point X, the video signal 
has positive picture phase (nega- 
tive going sync pulses). This sig- 
nal is coupled through C; to the 
control grid of video amplifier V, 
and also through C; to grid 1 of 
syne separator Ve. 


Inverted by the video amplifier, 
the video signal has negative 
picture phase (positive going sync 
pulses) at the plate of V, and at 
point Y. From the junction be- 
tween L, and R; (point Y), the 
positive sync pulse video signal 
is applied through C4 and the 
parallel combination C; and Rg 
to grid 3 of the sync separator 
tube. This grid and the cathode 
act as a diode which rectifies the 
applied signal, charging C, to the 
polarity indicated. Between pulses 
this charge partially leaks off 
through R, and R; to the cathode, 
producing a voltage across R; 
which biases the grid negative. 
This bias cuts off the tube, but 
because the charge is allowed to 
partially leak off, the next syne 
pulse can overcome the bias and 
cause the tube to conduct. 


The pulses of plate current 
cause the V; plate voltage to fall, 
thus producing negative sync 
pulses, stripped free of blanking 
and picture information, at point 
Z. Applied to the grid of the 
phase splitter tube V3, these neg- 
ative pulses are reproduced as 
positive going pulses at the V; 
plate, and negative going pulses 
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at the cathode. From these points, 
they are applied through inte- 
grating and differentiating cir- 
cuits to the respective deflection 
circuits as indicated. 


A small positive voltage is ap- 
plied to the first grid of V», caus- 
ing this grid to lose complete con- 
trol of plate current. This voltage 
is obtained from the voltage di- 
vider circuit consisting of Rs, Ris, 
and Rig. Normally, the video sig- 
nal applied from point X is too 
small to drive the V. first grid 
negative with respect to the cath- 
ode. But when the signal contains 
a noise pulse which exceeds the 
amplitude of the sync pulses, this 
noise pulse drives the grid nega- 
tive to cut off the tube. With the 
tube thus cut off, neither noise 
nor sync pulses appear in its out- 
put for the duration of the noise 
pulse. During the period in which 
V» is cut off, the deflection oscil- 
lators are held in sync by their 
own stability. 


The positive voltage required 
on the first grid of V, depends 
upon the amplitude of the re- 
ceived signal. When the signal is 
strong, the grid must be operated 
sufficiently positive so that the 
negative going sync pulse cannot 
drive the tube into cutoff. If the 
syne pulse tips cut off the tube, 
the amplitude of the pulses pro- 
duced in the output is reduced to 
cause partial loss of synchronism. 
However, the more positive the 
grid is operated, the less control 
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it has, with the result that the 
noise cancelling action occurs 
only for relatively large ampli- 
tude noise pulses. Cancelling ac- 
tion on low as well as high am- 
plitude noise pulses can be ob- 
tained when the received signal 
is weaker by operating the grid 
less positive, thus giving it more 
control. 





Vertical rolling of the image is caused when 

noise pulses trigger the vertical deflection 

oscillator. This loss of synchronism may be 

due also to a sync circuit defect which pre- 

vents proper application of the sync signal to 
the vertical oscillator. 


The sync circuit of Figure 3 
provides a means of selecting dif- 
ferent positive voltages for the 
first grid of V». When potenti- 
ometer Rig is set in the position 
of maximum resistance, the mini- 
mum amount of positive voltage 
is applied to grid 1 of V;. In this 
position, weak noise pulses can 
cut off V2. In strong signal areas, 
potentiometer Ris is set in the 
position of minimum resistance. 
Thus, the maximum amount of 
positive voltage is applied to grid 


Page 10 


1 0? У, апа relatively large am- 
plitude noise pulses are required 
to cut off Vs. Resistor Rig is used 
to limit the maximum amount of 
positive voltage that can be ap- 
plied to grid 1 of Vs». 


Because of their good switch- 
ing characteristics, transistors 
make excellent sync separators. 
Figure 4 shows the circuit of a 
transistor syne section. A video 
signal with negative sync pulses 
is obtained from the R,R. junc- 
tion in the V, collector circuit. 
This signal is coupled through the 
dual time constant network con- 
sisting of C,R; and R,C. to the 
base of the V. sync separator 
stage. No fixed base bias is used 
on the V. stage. Thus, with no in- 
put signal, the syne separator 
transistor is cut off because of the 
lack of forward bias on the base- 
emitter junction. 

When a negative sync pulse 
arrives, the transistor is driven 
to saturation and current flows 
from the base to the emitter, 
charging C, as shown. The charg- 
ing time constant of C, is fairly 
Short because of the low input 
resistance of V, when saturated. 
Therefore, C, charges completely 
during the time the horizontal 
sync pulse is present. The magni- 
tude of the voltage across C, de- 
pends upon the amount of base 
current and the duration of the 
sync pulse. 


At the end of the sync pulse, 
the transistor is cut off as the 
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signal level rises from the sync 
tips to the blanking level, and 
then to the video level. The blank- 
ing and video information are 
always more positive than the 
cutoff voltage of the transistor. 


While the transistor is cut off, 
it presents a high resistance be- 
tween its base and emitter. There- 
fore, C, discharges through the 
parallel combination of C; and R,. 
As C, discharges, the base volt- 
age becomes less negative. When 
the next sync pulse arrives, the 
voltage across C4 has decreased 
to the point where the transistor 
is easily driven into saturation by 
the negative sync pulse. By the 
proper choice of C; and R,, it is 
possible to automatically control 
the base bias voltage over a wide 
range of input signals and still 
permit sync pulses to drive the 
transistor into saturation. 


If the input signal suddenly 
decreases, the V. bias still varies 
around the voltage established 
across capacitor C3. If the level 
has changed so much that the 
next sync pulse does not drive the 
transistor into saturation, less 
current flows into C} during the 
charging cycle. Therefore, capac- 
itor C4 charges to a smaller posi- 
tive value, and the base voltage is 
closer to zero when the next sync 
pulse arrives. Thus, in the event 
the input signal drastically re- 
duces in amplitude, only a very 
few horizontal syne pulses are 
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lost before the circuit regains its 
control] action. 


This action is very similar to 
that of a grid leak vacuum tube 
sync separator stage. In both in- 
stances, the bias will vary and 
produce a constant amplitude out- 
put signal with a wide range of 
input signals. 


The circuit of Figure 4 pro- 
vides excellent protection with 
very strong signals. The strong 
signals will drive the V, stage 
well into saturation and result in 
more base current. The increased 
base current increases the posi- 
tive voltage across C} and thus, 
reduces the gain of the V.» stage. 


The sync pulse output of the 
V. stage is applied through cou- 
pling capacitor C, to the base of 
the V} sync phase inverter. Re- 
sistors Rg and R, form the V, 
base bias voltage divider circuit. 
The negative sync pulse signal 
developed across the V; collector 
load resistor, Ry, is applied 
through an integrating network 
to the vertical deflection circuits. 
The positive sync pulse signal 
developed across the R, emitter 
load resistor is applied through 
{һе СК, differentiating network 
to the horizontal deflection cir- 
cuits. 


If positive going sync pulses 
were required to control the ver- 
tical deflection circuit, the verti- 
cal integrating network would be 
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connected to the V} emitter cir- 
cuit. Also, if negative sync pulses 
were required to control the hori- 
zontal deflection circuit, the hori- 
zontal differentiating circuit 
would be connected to the V; col- 
lector circuit. 


Figure 5 shows the circuit of 
a transistor noise switch which is 
used to reduce the effects of noise 
pulses in transistor television re- 
ceivers. A positive video signal 
with negative sync pulses is ob- 
tained from the R4R, junction in 
the video amplifier collector cir- 
cuit. This signal is applied, 
through a dual time constant net- 
work, to the base of the V: syne 
separator stage. When the У, 
noise switch is conducting, there 
is only a small de potential be- 
tween the V; collector and emit- 
ter. Thus, the V2 emitter is effec- 
tively at ground potential. Tran- 
sistor V4 is biased so that it is 
normally in conduction. The У, 
stage is biased so that it is nor- 
mally cutoff and functions in the 
same manner as the sync sepa- 
rator stage of Figure 4. The neg- 
ative sync pulses cause V, con- 
duction and the sync pulse output 
appears across collector load re- 
sistor Ry. The sync pulse output 
is applied through differentiating 
and integrating networks to the 
respective deflection circuits. 


Another video signal is applied 
to the anode of diode D». This 
signal is obtained from the out- 
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put of the D, video detector cir- 
cuit and is 180° out of phase with 
the signal applied to the base of 
the syne separator. The cathode of 
D, is biased so that it is normally 
more positive than the anode. 
The Ds, anode and cathode bias 
voltages are obtained from the 
two voltage divider circuits con- 
sisting of RisRis and RigRiz. 





A sync circuit defect which causes loss or par- 

tial loss of the sync pulses needed by the 

horizontal control circuit results in loss of 

horizontal synchronism with this effect оп 
the image. 


When a noise pulse occurs 
which has a higher potential than 
the D, cathode bias, D. conducts 
and the noise pulse is applied to 
the base of V; through Cı. Thus, 
the positive noise pulse opposes 
the V; base bias and causes V, to 
go into cutoff. When V3 is in cut- 
off the Və emitter circuit is open 
since V. and V; are effectively 
connected in series. Thus, no sync 
pulses are obtained from the У, 
output. During the period in 
which a noise pulse occurs, the 


receiver is held in sync by the 
stability of its deflection oscil- 
lators. 


The syne circuits described in 
this lesson are common to those 
found in actual television receiv- 
ers. There are many variations 
of these sync circuits, but a good 
understanding of basic sync cir- 
cuit operation will enable you to 
analyze and service any sync cir- 
cuit you may encounter. 


DC RESTORATION 


On the receiver screen, the 
brightness of the scanning line 
pattern, or raster, is determined 
by the bias on the picture tube 
control grid. The more negative 
the grid with respect to the cath- 
ode, the fewer the electrons which 
reach the screen, and the lower 
the brightness level. If the grid 
bias is decreased, more electrons 
reach the screen and a higher 
level of brightness is obtained. 
Called a brightness or brilliance 
control, a potentiometer is in- 
cluded in the picture tube cathode 
or control grid circuit. This con- 
trol provides a means of adjust- 
ing the grid bias, and thus deter- 
mines the operating point of the 
tube. The video signal voltage is 
applied to the grid circuit and 
causes the instantaneous grid 
voltage to vary about the oper- 
ating point. 


Although these signal varia- 
tions produce picture elements 
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which are respectively darker 
and brighter than the average 
level of screen brightness, they 
do not give any information re- 
garding the average brightness 
of the scene scanned at the studio. 
Therefore, when this potenti- 
ometer is the only brightness 
control in the receiver, the viewer 
can adjust it for some desired 
level of average brightness, but 
he does not know whether a gen- 
erally dark or bright scene is be- 
ing viewed by the television 
camera. To overcome this dis- 
advantage, many receivers incor- 
porate an automatic brightness 
control. 


To provide a basis for the 
proper adjustment of the bright- 
ness controls of the receivers tuned 
to any particular station, the 
transmitted signal contains a 
brightness reference level. This 
reference could be the zero signal 
level which produces maximum 
white on the screen, or a level 
corresponding to some definite 
shade of gray, between maximum 
white and black. 


Since the various degrees of 
screen brilliance vary with differ- 
ent picture tubes and receiver 
circuits, the only practical refer- 
ence is the signal level which 
causes zero brightness or a 
“black” screen. Known as the 
black level, this is the reference 
used in present television systems. 
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NATURE OF A 
TELEVISION SIGNAL 


For any particular picture 
tube, the cutoff grid voltage is 
always the same. Therefore, the 
grid bias must be controlled in 
such a way that the blanking 
pulses are able to reduce the 
scanning spot intensity to zero, 
regardless of the average bright- 
ness of the picture being received. 


To provide this condition, the 
blanking pulses have greater am- 
plitude than the black level, and 
the viewer may use them as a 
reference. To cause the picture 
details to have their correct 
brightness levels with respect to 
black, it is simply necessary that 
the blanking pulses reduce the 
screen brightness to zero. 


As explained, the black level is 
transmitted at a fixed signal am- 
plitude, while the modulation cor- 
responding to the details of the 
scene causes the signal level to 
vary from instant to instant in 
accordance with the relative in- 
tensities of the picture elements 
scanned by the camera. For 
proper reproduction of a tele- 
vision scene, not only the picture 
details, but also the background 
must have the proper brightness 
with respect to black. The back- 
ground brightness level may be 
thought of as zero axis with the 
instantaneous intensities of the 
picture details varying above and 
below. 
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This zero axis, or background 
brightness level, may remain con- 
stant for a comparatively long 
period of time, or it may change 
slowly, or more rapidly. However, 
even the relatively rapid changes 
are quite slow compared to the 
video frequencies corresponding 
to the details of the scene. Wheth- 
er constant or changing, the back- 
ground brightness seldom de- 
creases to zero or black level. 





The background brightness of the picture tube 
screen is determined by the bias applied 
between its grid and cathode, 


Courtesy Radio Corporation of America 


Hence, there is a de difference 
of potential between the zero axis 
and the black level of the picture 
signal. If the background of the 
reproduced image is to have the 
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proper level with respect to black, 
the transmitted signal must re- 
tain this de component. Further- 
more, the receiver should operate 
in such a way that the dc com- 
ponent controls the grid bias of 
the picture tube. For this reason, 
many television receivers contain 
an automatic brightness control 
circuit which, together with the 
brightness control potentiometer, 
determines the actual negative 
bias on the picture tube grid. The 
automatic brightness control 
(abc) circuit must be responsive 
to changes in the dc component 
so that any variations of back- 
ground illumination are repro- 
duced. 


DC Insertion 
at the Transmitter 


In the process of forming the 
complete video signal at the trans- 
mitter, the picture signal ac axis 
may be adjusted to its proper 
value with respect to the blank- 
ing level by the addition of a 
direct voltage. The magnitude of 
this dc voltage is determined by 
the average brightness of the 
scene. This direct voltage usually 
is inserted in the grid circuit of 
one of the tubes in the transmit- 
ter mixing circuit. Its amplitude 
is adjusted by an engineer seated 
in the control booth where he can 
observe the scene being televised. 


For example, when a generally 
dark scene is being scanned in 
the studio, a low direct voltage is 
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inserted so that the signal ac 
axis is not far below the level of 
the blanking pulses, as indicated 
by Ey. in Figure 6E. When a 
bright scene is being scanned, a 
higher direct voltage is inserted 
and the ac axis falls well below 
the blanking level, as indicated 
ру E,, in Figure 6F. 


Modulated by the video signals 
of Figures 6E and 6F, the tele- 
vision r-f carrier can be repre- 
sented by the curves of Figures 
6A and 6B, respectively. Regard- 
less of the nature of the trans- 
mitted scene, the carrier increases 
to 75% of its peak amplitude for 
the blanking pulses and to 100% 
for the sync pulses. However, the 
average amplitude, above or be- 
low the zero axis, is greater in 
the case of the dark picture of 
Figure 6E than it is for the 
bright scene of Figure 6F. 


In the mixer stage of the re- 
ceiver, modulated carriers like 
those of Figures 6A and 6B are 
heterodyned with the output of a 
local oscillator and the modula- 
tion is transferred to a lower or 
intermediate frequency. The mod- 
ulated i-f is increased in magni- 
tude as it passes through the i-f 
amplifier. Except for its lower 
frequency and greater amplitude, 
the output of the i-f amplifier is 
a replica of the incoming signal 
with an envelope like those of 
Figures 6A or 6B. 


With the signal of Figure 6A 
applied, the video detector diode 
has an output as shown in Figure 
6C. With an input signal like 
Figure 6B, the detector output is 
like Figure 6D. However, in prac- 
tice, the detector load resistor is 
shunted by the capacitances of 
the detector diode and circuit 
which filters the intermediate 
frequency. Thus, the actual usa- 
ble output has a form which more 
closely resembles those shown in 
Figures 6E and 6F. Hence, the 
detector demodulates the i-f car- 
rier, and its output waveform is 
a replica of the original video 
signals produced at the trans- 
mitter. 


The video amplifier increases 
the magnitude of the detector 
output voltage without causing 
any change of frequencies. There- 
fore, the curves of Figures 6E 
and 6F can represent the video 
signal voltage impressed across 
the control grid circuit of the 
picture tube. 


Figure 7A shows a resistance- 
capacitance coupling circuit. Here 
e,.; represents the video frequency 
signal obtained from the video 
amplifier stage, and e, is the por- 
tion of e,; which appears across 
crt grid resistor R,. C, is the 
coupling capacitor between the 
video amplifier and the grid of 
the picture tube. The cathode of 
the crt connects to the slider on 
potentiometer R, which is part 
of a voltage divider between the 
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positive connection of the plate 
or collector voltage supply and 
ground. 


The grid bias is controlled by 
the position of the sliding con- 
tact of R, and the portion in 
series with the cathode is by- 
passed by capacitor C». By regu- 
lating the bias supply voltage 
Ecc, potentiometer Re serves as 
the manually operated brilliance 
or brightness control. 


COMMON SYNC CIRCUIT TUBES 













SEPARATOR AMPLIFIER 
OR AND/OR 
CLIPPER PHASE INVERTER 
V2 6AN8 
V2 6AU8 
1 6AW8 
^ 6BU8 
V 6CG7 


/, 6СМ7 











¥%, 6AU8 

















/, 6СС7 Vo 6SN7 
1 6СМ7/ /, 608 
/ 6СС7/ Yo 12AU7 


/, 65М7 

1 608 

Vy 12AU7 

In television, the polarity of 

the signal voltage is important 
because the blanking pulses must 
drive the picture tube grid nega- 
tive to produce a "black" screen. 


These pulses are indicated as 
positive in the curves of Figures 
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6E and 6F. With this polarity, 
they can be applied to the cath- 
ode of the picture tube, or they 
can be inverted and impressed on 
the grid with negative polarity 
as indicated in the curves о! 
Figure 7B. 


In the normal action of an am- 
plifier stage, the input grid volt- 
age is 180? out of phase with the 
output plate voltage. Therefore, 
with a detector output as shown 
in Figure 6, an odd number of 
video amplifier stages provide the 
inverted output voltage of Figure 
TB. 


With a signal voltage like that 
of Figure 6E inverted and ap- 
plied across the e,., terminals of 
Figure 7A, the coupling capacitor 
C, blocks the de component and 
only the variations or ac compo- 
nent appears across grid resistor 
R,. This ac component e, is in- 
dicated by the dark picture curve 
of Figure 7B, and the average 
level is indicated by the reference 
line or axis located so that the 
curve forms equal areas above and 
below it. To emphasize the action 
in the curves of Figure 7B, the 
sync and blanking pulses have 
been enlarged and the actual pic- 
ture signals reduced. 


With a signal like that of Fig- 
ure 6F inverted and applied 
across the e,, terminals of Fig- 
ure 7À, the resulting voltage e, 
is indicated by the bright picture 
curve of Figure 7B. Although 
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both curves of Figure 7B are 
drawn on the same average level 
or base line, the pulses of the 
dark picture are less negative 
than those of the bright picture, 
while the other parts of the bright 
picture are more positive than 
those of the dark picture. Thus, 
the dc blocking action of the 
coupling capacitor has changed 
the fixed reference for the signal 
from the blanking level to the 
average signal level. 


To illustrate the transfer of 
these changes of grid voltage to 
corresponding variations of 
screen brightness, the I,E, char- 
acteristic curve of the picture 
tube of Figure 7 is shown in 
Figure 8. The e, voltages of Fig- 
ure 7B are added to the dc bias 
E,. and, for this explanation, as- 
sume that control R» has been set 
so that the negative blanking 
pulses of the bright picture drive 
the grid negative to cutoff. 


To illustrate this action, the 
direct voltage applied to the grid 
is indicated by the broken ver- 
tical line that extends to about 
the middle of the I,E, curve in 
Figure 8. The ac grid voltage is 
shown by superimposing the e, 
curves of Figure 7B on this line. 
Projecting these values upward 
to the characteristic curve, the 
resulting instantaneous changes 
of screen brightness are plotted 
to the right. 


The brightness curves of Fig- 
ure 8 indicate the reproduction 
of the bright picture would be 
satisfactory, as the image details 
are between gray and white 
while the blanking pulses drive 
the grid negative to cutoff and 
cause a black screen. However, 
for the dark picture, the image 
details are too bright and the 
blanking pulses are not sufficient- 
ly negative to cause a black screen. 
By increasing the negative bias 
until the dark picture pulses drive 
the grid to cutoff, correct repro- 
duction could be obtained, but then 
the bright pictures would be too 
dark. 


DC RESTORER CIRCUITS 


To reproduce pictures with 
proper average brightness and 
blanking pulses sufficiently nega- 
tive to reach the black level, it 
would be necessary to adjust the 
bias voltage in the circuit of Fig- 
ure 7A for each change of scene. 
While this is possible, it is not 
practical as almost constant ad- 
justment would be necessary. 
Therefore, circuits have been de- 
veloped to make the required 
changes automatically. In effect 
the automatic change of bias re- 
stores the dc component of the 
original signal, so the circuit is 
known as a de restorer. The com- 
mon types of dc restorers are 
described in the remainder of 
this lesson. 
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Diode DC Restorer 


Figure 9A shows the circuit of 
a diode ас restorer. For simplic- 
ity, all frequency compensating 
and decoupling units are omitted 
and only the basic coupling units 
between the video amplifier stage 
and picture tube are indicated. 
Diode D, is connected in parallel 
with picture tube grid resistor R. 


blocks the dc plate or collector 
voltage of Vi, but as the incom- 
ing signals cause variations of 
plate or collector voltage, the re- 
sulting charge and discharge 
currents of C, are carried by the 
R,D, combination. 


When the receiver power is 
turned on, the plate or collector 
voltage of V, is impressed across 





This modern console incorporates a 23" UHF/VHF television receiver, and AM-FM tuner, 
and a stereophonic phonograph. For convenience, all of the controls are located at 
the top of the cabinet. 


The parallel combination of R, 
and D, is in series with coupling 
capacitor C, between the plate or 
collector of V, and ground, and 
also in series with the dc bias 
voltage E,, in the V. grid-cathode 
circuit. Coupling capacitor Сі 


Courtesy General Electric Co. 


capacitor C,, which charges 
through grid resistor R;. Elec- 
trons flow from ground through 
resistor R, to one capacitor plate, 
which becomes negative, thereby 
forcing electrons from the other 
plate through resistor R, to the 
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positive terminal of the power 
supply and through the power 
supply to ground. This flow of 
electrons through R, causes a 
voltage which is positive toward 
the grid of V2 as indicated. 


With capacitor C, charged and 
no change of V, control grid. or 
base voltage, there is no electron 
flow through, or voltage across, 
R,. Therefore, the negative plate 
of C,, the grid end of R;, the 
cathode of diode D,, and the con- 
trol grid of picture tube V, are 
at ground potential. However, the 
cathode of tube V. is maintained 
positive with respect to ground by 
the voltage across the lower por- 
tion of potentiometer R». With the 
cathode as the reference point, the 
control grid of V, is negative by 
the amount of the E.. voltage. 


With signal voltages like those 
of Figures 6E and 6F impressed 
on the control grid or base of V, 
in Figure 9A, the voltage across 
R, varies according to the curves 
of Figure 7B. These changes are 
impressed on coupling capacitor 
C,. However, the v-f amplifier 
plate or collector is never nega- 
tive with respect to ground. There- 
fore, the curves of Figure 7B 
represent the variations of posi- 
tive voltage. By considering the 
horizontal line as normal or no- 
signal plate or collector voltage, 
the positive portions of the curve 
represent increases while the neg- 
ative portions represent decreases 
of plate voltage. 


Connected between the plate 
or collector of V, and ground, ca- 
pacitor C, charges as the plate or 
collector voltage increases and 
discharges as the voltage de- 
creases. During the capacitor 
charge, the electron flow follows 
the path explained previously, and 
the resulting voltage across R, 
has the indicated polarity. While 
the capacitor discharges, the elec- 
tron flow is from the negative 
plate through R; to ground and 
through V, to the capacitor posi- 
tive plate. During intervals of ca- 
pacitor discharge, the polarity of 
the voltage across R, is reversed 
so that its grounded end is posi- 
tive. Thus, variations in the posi- 
tive voltage on the plate or col- 
lector of V, cause an alternating 
voltage across resistor R,. 


Connected with its anode to 
ground, diode D, is in parallel with 
resistor R,. Therefore, any volt- 
age across the resistor is im- 
pressed across D, also. While ca- 
pacitor C, is charging, the po- 
larity of the voltage across R, 
drives the cathode of D, positive 
with respect to the anode. There- 
fore, the diode is nonconductive. 
However, with capacitor C, dis- 
charging, the polarity across R, 
reverses, the cathode of D, is neg- 
ative with respect to the anode, 
and the diode becomes conductive. 
Because of this action, C; charges 
through the comparatively high 
resistance of R, and discharges 
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through the low resistance of Ri 
and D, in parallel. 


C, and R, are so chosen that 
the RC time constant of the 
charging circuit is equal to the 
interval of about 10 horizontal 
lines. Therefore, for each indi- 
vidual line of the image, the 
charging current is fairly con- 
stant. Carried by resistor R,, the 
charging current causes a voltage 
which is impressed on the grid- 
cathode circuit of the picture tube. 


In the circuit of Figure 9A, 
there are two sources of voltage. 
First, voltage E.. across the low- 
er portion of potentiometer Ro. 
E.. maintains the grid negative 
with respect to the cathode. 


Second, the voltage across re- 
sistor R, is proportional to the 
charging current of capacitor C. 
This voltage has a polarity that 
tends to drive the V grid posi- 
tive with respect to the cathode. 
Thus, the Ep, voltage opposes E.., 
and the net grid bias is equal to 
the difference. 


When capacitor C, discharges, 
diode D, becomes conductive and 
the resulting low resistance of 
the parallel combination reduces 
the voltage across R, to a negligi- 
ble value. Under these conditions 
E.. is the only effective voltage in 
the grid-cathode circuit of V2. 


Potentiometer R, is adjusted so 
that, with no signal input, the 
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picture tube grid is biased to 
beam cutoff, or zero screen bright- 
ness. Also, with the receiver in 
operating condition and with no 
signal input, coupling capacitor 
C, is charged to the plate or col- 
lector voltage of V, and there is 
no voltage across R;. 


To illustrate the action with 
signal voltages like those of Fig- 
ure 7B, the plan of Figure 8 has 
been used for Figure 9B. Again, 
the signa! voltages on the picture 
tube grid are shown at the lower 
left, and the bias voltage E.. is 
adjusted to slightly beyond cut- 
off. As the first positive blanking 
pulse causes a sudden drop in the 
plate or collector voltage of Vi, 
capacitor C, discharges rapidly to 
the lower value. Diode D; con- 
ducts and the discharge has no 
appreciable effect on the grid volt- 
age of V.. 


At the end of the blanking 
pulse, the plate or collector volt- 
age of V, rises suddenly to its 
former value and capacitor C; 
starts to charge immediately. Di- 
ode D, is nonconductive, and the 
charging current is carried by re- 
sistor R,. The resulting voltage 
across R, drives the grid of V2 
more positive or less negative. 
The voltage across R, is propor- 
tional to the difference between 
the average plate or collector volt- 
age of V, and the lower value 
caused by the blanking pulse. The 
magnitude of this difference is 
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shown by the Ex, arrow in the 
bright picture curve of Figure 9B. 


Since E.. is greater than Er, 
the net bias is equal to E,, — E,,. 
In this case it is indicated by the 
position of the vertical dashed 
line that intersects the I,-E, curve 
near its middle. Intersecting the 
curve at the same point, a hori- 
zontal dashed line indicates the 
relatively high average beam cur- 
rent and, therefore, high average 
screen brightness, due to the 
bright picture signal. 


For a dark picture, the general 
acticn is exactly the same, but the 
difference between the average 
signal level and the negative 
blanking pulses is much less than 
for the bright picture. Therefore, 
the blanking pulses cause a smaller 
. reduction of V, plate or collector 
voltage and capacitor C, dis- 
charges less. After the expiration 
of the blanking pulse the plate 
or collector voltage rises to its 
average value and the capacitor 
starts to charge. However, as this 
voltage increase is comparatively 
small, the charging current is 
correspondingly low. The result- 
ing voltage across R, is indicated 
by the Ep, arrows at the lower 
left of Figure 9B. Since E,, is 
small, the net bias, E,. — Es,, is 
large so that the operating point 
is near the low end of the I,-E, 
curve. Ás a result, the average 
brightness of the scene is reduced 
to its proper value. 
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For o bright scene such os this, the picture 
tube grid operotes only slightly negative with 
respect to the cothode voltage. 


Courtesy Sentinel Radio Corp. 


This arrangement automatical- 
ly varies the picture tube screen 
brightness to correspond to the 
difference between the dark level 
and average level of the trans- 
mitted signal. Thus, in effect, it 
restores the de component indi- 
cated as E in Figure 6Е апа 6Е. 


In the upper right section of 
Figure 8, the screen brightness 
varies above and below the aver- 
age level of the signals and the 
blanking pulses of the dark pic- 
ture do not reach the black level. 
In the upper right section of Fig- 
ure 9B, all blanking pulses ex- 
tend to the black level, which is 
the reference, and the average 
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brightness level is at the proper 
distance above the reference. 


To simplify the explanations of 
Figure 9, it was assumed that 
each blanking pulse caused diode 
D, to become conductive. In actual 
operation a state of balance is 
reached after which only the ex- 
tremely negative sync pulses over- 
come the voltage across Ep, and 
cause conduction of D,. The diode 
current during these pulses is in- 
dicated by curve I, of Figure 9B. 
Due to these short current pulses, 
the voltage across R, varies with 
scenes of different average bright- 
ness to provide the action as ex- 
plained. 


Grid Leak DC Restorer 


A second type of dc restorer 
circuit, used in vacuum tube re- 
ceivers, is shown in Figure 10A. 
The output of video amplifier V, 
is direct coupled to the grid of 
picture tube V». Cı and R, provide 
grid leak bias for V, while R, 
serves as the V, plate load resis- 
tor and as the grid resistor for 
Va. Potentiometer R» is the manu- 
al brightness control. 


Reviewing briefly, the grid leak 
bias is produced as a result of 
cathode to grid electron flow in 
V,. The positive peaks of input 
signal e;, drive the amplifier grid 
positive with respect to the 
grounded cathode. Captured by 
the grid, electrons travel to Сі 
which thus becomes charged to 


Syne Circuits and DC Restorers 


the value of ein and to the polarity 
indicated. During the interval be- 
tween positive signal peaks, Ci, 
discharges slightly through Ri. 
The electrons leave the negative 
plate of C, and flow down through 
R, to ground so that the voltage 
Eg, has the polarity indicated. 


The capacitance of C, and the 
resistance of R, are relatively 
large. Therefore, C, does not dis- 
charge to any great extent be- 
tween positive signal peaks, but 
is recharged fully by each peak. 
Because of this, the discharge cur- 
rent of C, maintains the grid bias, 
Er, at a value only slightly less 
than the peak applied signal volt- 
age. Thus, only the positive sync 
pulses are able to overcome this 
bias and cause cathode to grid 
conduction of Vj. 


The bias Eg, is directly propor- 
tional to the peak amplitude of the 
applied signal. Therefore, it is 
greater for a bright-picture signal 
having high amplitude blanking 
pulses than for a dark-picture sig- 
nal having low amplitude blank- 
ing pulses. In other words, tube 
V, operates with a variable grid 
bias which is determined by the 
amplitude of the blanking pulses 
of the video signal. 


The I,-E, characteristic of V, is 
represented by the curve of Fig- 
ure 10B. The waveforms in the 
lower left show that a bright- 
picture signal develops a large 
bias Ex,, causing the tube to op- 
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erate at a low point on the curve. 
In contrast, a dark-picture signal 
develops a small bias, causing the 
tube to operate at a high point on 
the curve. 


In the upper right of the figure, 
the horizontal dashed lines repre- 
sent the average plate current for 
the respective picture conditions. 
As shown, the difference in these 
values results in the tops of the 
blanking pulses being at the same 
level. That is, the dc component 
has been restored by the action 
of the V, grid leak bias circuit. 


To retain the reinserted dc com- 
ponent, it is necessary to employ 
direct coupling between the out- 
put of the video amplifier and the 
picture tube. Therefore, no dc 
blocking capacitor is used between 
the plate of V, and the grid of V, 
in Figure 10A. 


As explained for Figure 9, the 
de component of the video signal 
is employed to automatically vary 
the bias of the picture tube so that 
the average brightness level of the 
screen corresponds to that of the 
transmitted scene. In the circuit 
of Figure 10A, the picture tube 
grid-cathode dc circuit includes Кі 
and the portion of potentiometer 
Rə between B+ and the slider. 
Since it is connected through R, 
to B+, the picture tube grid 
would be positive with respect to 
the cathode by an amount equal 
to E.. if there were no voltage 
across R,. However, V, plate cur- 
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rent develops a voltage, Ep,, hav- 
ing the polarity indicated, so that 
the V. grid-cathode circuit con- 
tains the two series-opposing di- 
rect voltages, Er, and E.e De- 
termined by the setting of bright- 
ness control Rə E.. has a fixed 
value, while the average of Ep, 
varies directly with that of the V, 
plate current, as indicated at the 
extreme right of Figure 10B. 


Figure 10C shows the I,-E, 
characteristic curve of the picture 
tube of Figure 10A. With the 
cathode potential as a reference, 
voltage E.. is shown as a positive 
value. However, the series oppos- 
ing negative voltage Ep, is great- 
er than E, so the net grid bias 
E, is negative. For a bright pic- 
ture signal, the average value of 
Ex, is low, and the difference be- 
tween it and E,, is small, causing 
the tube to operate at a relatively 
high point on the curve. For a 
dark picture signal, the greater 
average video amplifier plate cur- 
rent produces a higher voltage 
across R,. The large difference 
between Es, and E.. provides a 
high net negative bias E, so tube 
Va operates nearer cutoff as in- 
dicated. 


Figure 10C shows that the 
screen brightness level is high in 
the case of the bright picture sig- 
nal and low when the dark picture 
signal is being received, while all 
blanking pulses reduce the bright- 
ness to the black level. These, of 
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course, are the desired picture 
tube operating conditions and cor- 
respond to those shown in Fig- 
ure 9B. 





Average scenes, such as this, have backgrounds 

which are about midway between white and 

black. If the brightness and contrast contrals 

аге set for proper receptian af this type af 

scene, generally the lack of dc reinsertion is 
not noticeable. 


Courtesy Emerson Radio and Phonograph Corp. 


In the circuit of Figure 10A, a 
loss of input signal will result in 
V, operating at zero bias, and 
thus permit a heavy plate current. 
A high Ep, is produced to bias 
the V. grid to cutoff. In like man- 
ner, in the circuit of Figure 9A, 
failure of the signal results in loss 
of the positive direct voltage Ex, 
allowing the negative bias to cut 
off the picture tube beam. Thus, 
both of these circuits automatical- 
ly reduce the spot intensity to the 
black level. Therefore, the fluor- 
escent coating of the picture tube 
screen is not damaged by exces- 
sive electron bombardment when, 
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for any reason, there is no signal 
input to the video amplifier. 


The grid leak type dc restorer 
is used in the video amplifier cir- 
cuit of Figure 11. Operated with 
its cathode at ground potential, 
video amplifier V, has its bias de- 
veloped across grid resistor R,. 
A de blocking capacitor is not 
employed in the output coupling 
circuit, the V; plate being con- 
nected directly through coil L, to 
the grid of picture tube V». The 
cathode of V. obtains a positive 
voltage from the slider on potenti- 
ometer R;, while the grid is con- 
nected through L; and R; to the 
+200 volt terminal of the power 
supply. Thus, the grid voltage is 
equal to 200 volts minus the volt- 
age, Er., produced by the V, plate 
current. 


The slider on R; is set so that 
the Və cathode is more positive 
than the grid, thus providing the 
proper grid-cathode operating 
voltages for the picture tube. The 
action of this circuit is like that 
explained for the simplified cir- 
cuit of Figure 10A. Briefly, in 
Figure 11, the V, grid leak bias 
is proportional to the amplitude 
of the blanking pulses of the ap- 
plied video signal. Thus, the high 
amplitude pulses of a bright pic- 
ture signal result in low plate cur- 
rent and voltage, Er., permitting 
V. to operate with small negative 
bias and high average beam cur- 
rent, while the low amplitude 
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pulses of a dark-picture signal re- 
sult in a high Er, so that V: op- 
erates with reduced average beam 
current. 


Direct Coupling 

As mentioned earlier, the dc 
component of the video signal is 
lost as the signal passes through 
the de blocking capacitors of the 
video stages. This loss of the ас 
component is prevented, and the 
need for a de restorer eliminated, 
by employing dc coupling between 
the video detector, video amplifier, 
and picture tube. 


The circuit of Figure 12 shows 
how direct coupling is used in a 
vacuum tube video amplifier cir- 
cuit. Detector diode D, is coupled 
directly through L, and L, to the 
grid of the V, video amplifier 
stage. The video amplifier plate 
circuit is then coupled directly to 
the Va picture tube cathode 
through 4.5 me sound trap Ls. 
Thus, with direct coupling from 
the output of the detector to the 
grid of the picture tube, the video 
signal de component is maintained 
at all times. 


Potentiometer R; functions as 
the manual brightness control. 
This control is connected as a volt- 
age divider between B+ and 
ground, and supplies the grid- 
cathode bias to the picture tube. 
C4 is a v-f bypass capacitor and 
is used to place the picture tube 
control grid at signal ground 
potential. 
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Figure 13 shows the circuit of a 
direct coupled transistor video 
section. Detector diode D, is 
coupled directly through L, and 
L, to the base of the V, video am- 
plifier stage. Resistors R. and R3; 
form the V, base bias voltage 
divider circuit and R, is the D, 
diode load resistance. The base 
bias obtained at the R.R; junction 
is applied to the V, base through 
R,. This configuration prevents 
the base bias voltage from bias- 
ing the detector diode which 
would cause clipping of the video 
signal. Capacitor C, places the 
lower end of the T, secondary at 
signal ground potential. 


The V, collector circuit is direct 
coupled to the picture tube grid 
through sound trap coil L}. Thus, 
direct coupling is used from the 
detector output to the picture tube 
grid and the dc component is re- 
tained. The grid-cathode bias volt- 
age of the picture tube is deter- 
mined by the setting of the R; 
brightness control. Capacitor C; 
places the picture tube cathode at 
signal ground potential. 


SCENE VARIATIONS 


As explained, if there is no dc 
restorer in a receiver which em- 
ploys a coupling capacitor be- 
tween the video amplifier and 
picture tube, either a bright scene 
is reproduced too dark, or a dark 
Scene is reproduced too bright, 
depending upon the setting of the 
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brightness control. However, since 
only a few scenes are very bright 
or very dark, an optimum setting 
of the brightness control can be 
found such that the absence of 
de restoration is scarcely notice- 
able for most of the scenes. 


In the case of a bright scene, 
the overall darker image produced 
on the screen of a receiver with- 
out a dc restorer or direct cou- 
pling is not very noticeable, since 
the viewer has no way of knowing 
how bright the scene is at the 
studio. But in the case of a dark 
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Although the background is dark in this image, 
the vertical white central portion supplies en- 
ergy during each scanning line to maintain 
the large bias needed by the picture tube grid 
for proper operation, even though the receiver 
may not contain a dc restorer. 

Courtesy Bendix Radio Division of 

Bendix Aviation Corp. 
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Scene, dc restoration may be re- 
quired for proper reproduction. 


For example, suppose bright- 
ness control R- in Figure 9A 15 
set to provide operation as indi- 
cated for the bright picture signal 
in Figure 9B, in a receiver which 
does not have a dc restorer. As 
coupling capacitor С, connects 
through R, to ground, this capac- 
itor is charged to a voltage equal 
to the average of the plate or col- 
lector voltage of V, with respect 
to ground. The V, plate or collec- 
tor voltage variations cause C; to 
alternately charge and discharge 
through R;, thus producing a sig- 
па]! voltage across this resistor 
which is applied to the grid of 
V. This signal voltage varies the 
V, grid positive and negative with 
respect to the bias E... 


Due to the bright picture sig- 
nal, the average plate or collector 
voltage of V, is relatively high. 
Therefore, the average voltage 
across C, is high also. Suppose 
now, the picture signal changes to 
the form produced by a dark scene 
at the studio. For the dark pic- 
ture signal, the average V, plate 
or collector potential falls to a 
lower positive value. To reduce 
to this lower average voltage, the 
coupling capacitor discharges, 
with electrons flowing from the 
negative plate of C,, down through 
R, to ground, through V, to the 
opposite capacitor plate. This dis- 
charge current produces a direct 
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voltage component Egr, which 
aids the bias E... In this case, the 
polarity of Er, is opposite that in- 
dicated in the figure. 


With the negative voltage Er, 
added to E,,, the total bias on Vs 
is relatively high, and the picture 
tube grid operates near cutoff as 
indicated for the dark picture sig- 
nal. However, as C, continues to 
discharge, its discharge current 
gradually decreases and the nega- 
tive voltage Er, decreases. If the 
scene contains one or more ver- 
tical “white columns”, or lines, 
this information is represented by 
large amplitude positive swings of 
the signal during a portion of 
each scanning line. These highly 
positive excursions of the signal 
recharge C, to some extent to re- 
plenish the energy lost due to its 
discharge during the dark parts 
of the scene. With its charge re- 
placed by the white columns in the 
scene, C, can provide a reasonably 
large discharge current during 
the remainder of each scanning 
line, and thus maintain the nega- 
tive voltage Ep,. So long as Ep, 
is provided in this manner, the 
total bias on the picture tube grid 
is large, and the grid operating 
point is near the lower end of the 
l-E. curve, as it should be for 
proper reproduction of a mostly 
dark scene. Because of the action 
just described, a mostly dark 
scene containing white columns 
results in reasonably good repro- 
duction in a receiver using capac- 


itive coupling, even though a dc 
restorer is not employed. Due to 
this fact, and because the lack of dc 
restoration is not noticeable for 
most other types of scenes, many 
manufacturers do not include a 
de restorer in their television re- 
ceivers. 


To continue with the above ex- 
ample, suppose the dark scene 
does not contain white columns, 
but instead, has only one or two 
relatively small white objects. 
That is, the white objects have 
short vertical dimensions so that 
they cover only a few scanning 
lines. Ап example is a lighted 
candle in à darkened room. In 
the reproduced image, the room 
Should be nearly black, except for 
the area near the candle. 


In this case, after the picture 
signal changes from the bright to 
the dark form, Figure 9B, the 
coupling capacitor begins to dis- 
charge as before, to produce the 
negative voltage Eg,. At the be- 
ginning of the discharge action, 
the discharge current and there- 
fore Eg, are large. This value of 
Er, added to E.. produces a high 
total bias to operate the picture 
tube near cutoff, as shown for the 
dark picture signal in Figure 9B. 
For the portions of the scene in 
which there are no bright objects, 
there are no positive swings of 
the signal to recharge capacitor 
C;. Therefore, C, continues to dis- 
charge with an ever decreasing 
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discharge current. The negative 
voltage Ep, decreases at a rate 
determined by the time constant 
RC. 


Ав Ек, decreases, the total neg- 
ative bias on the grid of V2 þe- 
comes less, so that the operating 
point gradually shifts toward pos- 
itive, or to the right in Figure 9B. 
Finally, when C, has discharged 
to the lower average voltage of 
the V, plate or collector there is 
no more discharge current, and 
the direct voltage component Ep, 
becomes zero. With Ex, equal to 
zero, the only bias on the picture 
tube grid is E,,. The dark picture 
signal then varies about the op- 
erating point determined by Ew, 
as shown in Figure 9B. Thus, in- 
stead of being black, or nearly 
black, the “dark” portion of the 
reproduced scene is only dark 
gray, or even light gray, depend- 
ing upon the setting of the bright- 
ness control. 


The small white objects permit 
C, to recharge to some extent, so 
that proper operation is obtained 
during the scanning lines contain- 
ing the objects, and a few lines 
thereafter. But, as the discharge 
current of C, dies down, the 
screen again becomes gray. Thus, 
with a dark scene, improper shad- 
ing of the background is produced 
in the picture of a receiver which 
employs capacitive coupling with- 
out a de restorer. 


Usually, it is necessary to make 
correcting adjustments in signal 
level and shading at the transmit- 
ting station when the program 
switches from a studio scene to 
film pickup, or vice versa. If these 
adjustments aren’t made at the 
station, the motion picture scenes 
may appear too dark at the re- 
ceiver, or the studio scenes too 
bright, due to the faithful repro- 
duction by a receiver containing 
а ас restorer. As a result, to pro- 
vide accurate reproduction, the 
viewer must make compensating 
adjustments of contrast and 
brightness each time such a pro- 
gram switch occurs. 


SUMMARY 


Synchronizing pulses are trans- 
mitted along with the video in- 
formation from the television 
transmitter. The sync section of 
the television receiver removes 
these sync pulses from the video 
carrier and processes them so that 
they can be used to control the 
frequencies of the horizontal and 
vertical sweep generators. Thus, 
the deflection circuits are held in 
step with the deflection circuits 
of the television camera. 


A dc component is also trans- 
mitted along with the video in- 
formation and the sync pulses. 
This dc component is used by 
some television receivers to auto- 
matically vary the picture tube 
bias so that the average bright- 
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ness level of the screen corre- 
sponds to that of the transmitted 
scene, Many receivers incorporate 
dc blocking capacitors between 
the video detector and the video 
amplifier stages and between the 
video amplifier stages and the 
picture tube grid-cathode circuit. 
Thus, the dc component is lost 
between stages and the average 
brightness level of the screen 


must be set manually with the 
brightness control by the operator. 


To overcome this inconvenience, 
Some television receivers incor- 
porate a dc restorer or automatic 
brightness control. The dc restor- 
er automatically adjusts the aver- 
age brightness level of the screen 
so that it corresponds to the dc 
component transmitted along with 
the video information. 


ссе 
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PRACTICE EXERCISES 


In Exercises 1-5, fill in the blank spaces to complete the state- 
ments. 


1. In the circuit of Figure 1, resistors Ry and Ry and capacitors C, 
and C OED) ale ea ee ee IM A E. 5 


ФезжжттатааФаалааазаазтжазтж.жтажжататаааааааалаатаафбФ 


3. In the circuit of Figure 3, resistors Rg and R; and capacitors C; 
and ЗЕТОТ сене ы ы ааа 


азаттжжтаФжеФттааазатазататтаттататаааааатааф 


5. In the circuit of Figure 5, V3 is cut off only when а ....................... 
MMC E EE NT occurs. 


Enter the word TRUE or the word FALSE in the space preceding 
each of the following statements. 


Се Receivers which incorporate dc coupling in all 
stages between the video detector and picture tube do not require 
a dc restorer for accurate reproduction of the transmitted scene. 


ТОО О ые А dc restorer is an absolute necessity in a televi- 
sion receiver. 


Be A sync separator is an absolute necessity in a tel- 
evision receiver. 


ОС eae Both positive and negative going output signals 
can be obtained from a sync phase inverter. 


EOC Cy се te: For proper picture tube operation, a positive video 
signal must be applied to the picture tube control grid. 
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IMPORTANT DEFINITIONS 


AUTOMATIC BRIGHTNESS CONTROL— (abc) —Circuits in a tele- 
vision receiver which cause the average brightness level of the 
television screen to be proportional to the de component of the 
transmitted television signal. 


DC COMPONENT -—In television, the video signal level which cor- 
responds to the background brightness of the televised scene. 


DC RESTORER—In a television receiver, a circuit which provides 
automatic regulation of the crt bias in such a way that the de 
component of the video signal is reinserted. 


SYNC AMPLIFIER—An amplifier stage which is used to increase the 
amplitude of the sync pulses. 


SYNC PHASE INVERTER—A vacuum tube or transistor circuit 
which produces one normal and one inverted replica of the input 
waveform in its output. 


SYNC SEPARATOR—A vacuum tube or transistor stage which re- 
moves the sync pulses from the composite video signal. 


TRANSISTOR NOISE SWITCHC-—A sync separator circuit which in- 
corporates two transistors and is used to minimize the effects 
of noise pulses. 
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PRACTICE EXERCISE SOLUTIONS 


In the circuit of Figure 1, resistors R апа К,, апа capacitors С, 
and C, form an integrating network. 


In the circuit of Figure 2, the V4 stage is operated as a sync 
phase inverter. 


In the circuit of Figure 3, resistors Rg and R; and capacitors Cs 
апа С; form a dual time constant network. 


In the circuit of Figure 3, C, and Ry, form a differentiating net- 
work. 


In the circuit of Figure 5, V3 is cut off only when a noise pulse 
occurs. 


TRUE. 

FALSE. Many television receivers do not incorporate a de restorer. 
In these receivers, an average background brightness level is set 
with the brightness control potentiometer. 

TRUE. 

TRUE. 


TRUE. 


10. 


бош» Әсе» Со» com> gaw Cou» шсш» Cou» сос)» Cow» 


UU ПШ ШШ ШШ ПШ ШЇ 


а» > С 


SYNC CIRCUITS AND DC RESTORERS 
QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 
Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: An instrument used by astronomers to view the stars ia a 


LESSON CODE A 
|e ва A. microscope, B. telescope, C. horoscope, D. periscope. 
+ С 
Т2С-10Н D = 





2 
= 
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In the circuit of Figure 1, the dual time constant network consisting of CR and CR, 


(A) prevents the stripped sync pulses from affecting the output capacitance of V,. (B) increases the frequency of the 
horizontal sync pulses. (C) separates the horizontal and vertical sync pulses. (D) prevents noise pulses from changing 


the bias on the syne separator. 


In the circuit of Figure 2, resistor R, 


(A) allows only negative going sync pulses to be applied to the grid of V.. (B) prevents shunting the V; plate circuit 
with the input capacitance of V.. (C) limits the plate current of V, between pulses. (D) prevents the sync pulses from 


being applied to the cathode of the picture tube. 


In the circuit of Figure 4, resistors Re and R; form 


(A) a base bias voltage divider circuit for the V; stage. (B) a dual time constant network. (C) a differentiating net- 


work. (D) an integrating network. 


In the circuit of Figure 3, tube V, goes into cutoff only 


(A) during noise-free periods. (B) if its cathode voltage swings negative. (C) during the sync pulse intervals. (D) 


when high amplitude noise pulses are present. 


In the circuit of Figure 3, the plate of V; applies the video signal with positive going pulses through Cs and C}. 


To cancel noise in this signal, negative going pulses are applied 


(A) to the grid of V. from the plate of V.. (B) to the plate of V, from the video detector. (C) to C; from the anode of 


D;. (D) to the grid of V, from potentiometer Б, 


In the circuit of Figure 5, the V; stage conducts only 


(A) during high amplitude noise pulses. (B) when no high amplitude noise pulses are present. (C) during the vertical 


sync pulses. (D) during the horizontal sync pulses. 


In the circuit of Figure 5, the V2 syne separator stage and the Vs noise switch 


(A) both function as sync separators. (B) are effectively connected in parallel. (C) are effectively connected in series. 


(D) conduct at different times. 


In an RC coupling circuit like that of Figure 7A, the coupling capacitor 


(A) blocks the ac component of the signal. (B) passes only the dc component of the signal. (C) blocks the dc compon- 


ent of the signal. (D) passes both the ac and dc components of the signal. 


In the diode dc restorer circuit of Figure 9A, the circuit action produces a positive direct voltage across R, which 
(A) cuts off the picture tube. (B) aids the negative bias E... (C) opposes the negative bias E... (D) provides a small 


net bias on V; for a dark picture signal. 


In the video circuits of Figure 13, loss of the dc component is prevented by 


(A) coupling capacitor C.. (B) direct coupling between stages. (C) grounding the negative output of the power supply. 
y 


(D) employing a video signal which contains ac components only. 
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When someone doing a piece of work says, "Let it 
go, that's good enough", itis generally a pretty 
good sign that it is not good enough. If it were, no 
one would need convincing. 

--Dr. Frank Crane 
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The invention of the triode vacuum tube in 1907 touched off 
a rapid growth of the communications field. It soon became 
evident that a controlling agency was needed if maximum 
benefits were to be obtained from the increased knowledge 
in this area. Thus, in 1934 the Federal legislature passed 
a Communications Act which created the Federal Communi- 
cations Commission (FCC). The purpose of the FCC is to 
help provide maximum service to the public, industry, 
business and government with minimum interference. 


The FCC controls radio communications by issuance of 
station and operators' licenses. Even though there are 
very few broadcast stations compared to the hundreds of 
thousands of other types of stations, the broadcast stations 
affect millions of people. Therefore, special rules and 
regulations are set up for broadcast stations. This lesson 
is devoted to what is commonly known as AM broadcasting. 
Other lessons deal with FM and TV broadcasting. 


STANDARD BROADCAST STATIONS 


A STANDARD BROADCAST STATION is licensed for the 
transmission of radiotelephone emissions primarily intended 
to be received by the general public. It uses AM (ampli- 
tude modulation) and operates on a specified channel in the 
STANDARD BROADCAST BAND, which is 535-1605 kHz or 
kc. (The units Hertz (Hz) and cycle per second (cps) are 
used interchangeably. ) 


ж ж ж 
1. The "standard broadcast band" covers what band of fre- 
quencies? 
ж ж ж 


Classes of Channels 


Each channel in the Standard Broadcast Band is classified 
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as either a clear channel, a regional channel, or a local 
channel. A CLEAR CHANNEL is one which is used by a 
station or stations to serve a wide, interference-free area. 
Stations on clear channels may use up to 50 kw of operating 
power. 


A REGIONAL CHANNEL is one on which several stations 


may operate with powers of 5 kw or less. It is designed to 
render service primarily to a principalcenter of population 
and the rural areas in the immediate vicinity. 


A LOCAL CHANNEL is one on which a number of stations 
operate with powers of 1 kw or less. It is designed to ren- 
der service to a city or town and the rural area nearby. 


ж ж ж 
2. What is a clear channel? 
3. What is a regional channel? 
4. What is a local channel? 


ж ж ж 


Classes of Stations 


Each station in the Standard Broadcast Band is also classi- 
fied. A Class I-A station operates on a clear channel with 
50 kw of power. A Class I-B station operates on a clear 
channel with 10 kw to 50 kw of power. 


The FCC also uses the term DOMINANT STATION to de- 
scribe a Class I station operating on a clear channel with an 
operating power of 10 kw to 50 kw. Therefore, all Class I-A 
and Class I-B stations are dominant stations. 


ж ж ж 


5. What is a dominant station? 
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The term SECONDARY STATION is used by the FCC to de- 


scribe any station excepta Class I station operating ona 


When an AM broadcast station must use a 
directional antenna system, it is important 
that the currents fed to the antenna elements 
are properly phased. The antenna phasar 
shown here is designed to provide the proper 
phase relationship between the currents. 
Courtesy Collins Radia Ca. 





clear channel. Thus, all sta- 
tions except dominant stations 
are considered secondary sta- 
tions. 


A Class II-A station operates 
unlimited time on a clear 
channel with .25 kw to 50 kw 
of daytime power and 10 kw to 
50 kw of nighttime power. A 
Class II-B station operates 
unlimited time on a clear chan- 
nel with .25 kw to 50 kw of 
power. A Class II-D station 
operates daytime or limited 
time on a clear channel with 
. 25 kw to 50 kw of power. 


Alldominant stations (Class I) 
are protected from interfer- 
ence by other stations. For 
example, if a secondary sta- 
tion is found to be interfering 
with a dominant station, the 
secondary station must take 
the necessary precautions to 
stop the interference. Some- 
times a directional antenna 
system must be used. Other 
times, the secondary station 


is restricted as to its hours of operation. 


Several other classes of stations also exist. A Class III-A 
station operates on a regional channel with 1 kw to 5 kw of 
operating power. A Class IV station operates on a local 
channel with .1 kw to 1 kw of operating power. 


Figure 1 is a chart which shows the various classes of sta- 
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tions, the class of channel each is allowed to use, and the 
permissible operating power. Notice that the nighttime 
operating power is different than the daytime operating 
power for some stations. 


* * * 
6. What is a secondary station? 


7. Referring to the chart of Figure 1, what is the nighttime op- 
erating power of a Class III-B station? 


* * ж 


Frequency and Bandwidth 


Each standard broadcast station is assigneda specific chan- 
nel, and its carrier frequency must be in the center of this 
channel. The chart of Figure 2 gives the carrier frequency 
assignment, the class of channel (clear, regional or local), 
and the channel number. The channel number l carrier 
frequency is 540 kHz while the entire channel extends from 
535 kHz to 545 kHz (not shown on chart). The channel num- 
ber 2 carrier frequency is 550 kHz while the entire channel 
extends from 545 kHz to 555 kHz. This arrangement con- 
tinues with each carrier being separated from the preced- 
ing carrier by 10 kHz, and each channel being 10 kHz wide 
(5 kHz on each side of the carrier frequency). Finally, 
channel number 107 occupies the 10 kHz from 1595 kHz to 
1605 kHz with the carrier frequency being 1600 kHz. 


ж ж ж 


8. What is the bandwidth of each channel іп the standard broad- 
cast band? 


ж x ж 
Since each channel is 10 kHz wide, it is a common miscon- 


ception that the transmitted signal of each station must be 
limited in bandwidth to 10 kHz. This is not true. Where 
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bandwidth of the emitted signal is concerned the FCC rules 
state "any emission removed from the carrier by 15 kHz 
must be 25 dB below the level of the unmodulated carrier." 
Thus, the occupied bandwidth is 30 kHz or less. 


Interference between stations is generally prevented by not 
assigning adjacent channels to a particular area. Three of 
the stations in the Chicago area, for example, are assigned 
carrier frequencies of 670 kHz, 720 kHz, and 780 kHz, re- 
spectively. No other stations are assigned between 670 kHz 
and 720 kHz, or between 720 kHz and 780 kHz. We see, 
then, that there will be no interference problem. 


As a final precaution, the FCC specifies that any station 
illegally interfering with another station must take the nec- 
essary steps to prevent the interference. This is usually 
accomplished by making the antenna system directional, 
limiting the hours of operation, or reducing the bandwidth 
of the interfering signal. 


* * * 


9. Thetransmission bandwidth of a standardbroadcast station is 
limited to 10 kHz. True or False? 


ж ж ж 
Operator Requirements 


All standard broadcast stations must have a properly li- 
censed operator on duty at all times. The operator is in 
charge of the transmitting apparatus. The type of license 
required depends upon several factors. If the station is 
operating with more than 10 kw of power, or is using a 
directional antenna system, the operator must have a first- 
class radiotelephone operator's license. 


* ж ж 


10. Under what conditions must an operator with a first-class 
radiotelephone license be on duty at all times? 


ж ж ж 
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If a station is using a non-directional antenna and operating 
with power of 10 kw or less, operators with second-class 
radiotelephone and certain other lower-grade licenses may 
make routine transmitter adjustments. However, no main- 
tenance or repair work may be done by holders of lower- 
grade operator's licenses. Also, the station must have at 
least one operator holding a first-class radiotelephone oper- 
ator's license employed at the station. Itis his primary 
duty to maintain and repair the transmitting equipment. At 
all standard broadcast stations, a complete inspection of all 
transmitting equipment in use must be made by the holder 
of a valid radiotelephone first-class operator's license at 
least once each day, 5 days each week, with an interval of 
no less than 12 hours between successive inspections. 


ж ж ж 


11. At non-directional stations with a power of 10 kw or less, 
routine transmitter adjustments may be made by the holder of 
a second-class radiotelephone operator's license. True or 
False? 


ж ж ж 


Maximum Rated Carrier Power 


Each standard broadcast station is authorized to use a cer- 
tain amount of carrier power as specified in the station 
license issued by the FCC. The holders of the station li- 
cense then select atransmitter that will provide the author- 
ized carrier power. In many cases, the license holders 
are permitted touse a transmitter which is capable of radi- 
ating more power than the station license authorizes. 


Figure 3 is a chart showing the maximum carrier power 
capability of the transmitter that may be installed. For 
example, suppose a Class IV station has a maximum author - 
ized power of 100 watts. The license holders may installa 
transmitter with a maximum rated carrier power of 250 
watts. However, the actual radiated carrier power must be 
limited to 100 watts as specified in the station license. 
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For another example, suppose a Class IV stationhas an au- 
thorized power of 250 watts. The license holders may in- 
stall a transmitter with a maximum rated carrier power of 
1000 watts. Again, the actual radiated carrier power must 
be limited to 250 watts. Only one advantage is gained by in- 
stalling a higher powered transmitter than necessary. That 
is, the transmitter is not being driven to the limits of its 
capability and less trouble will probably be encountered. 


ж ж ж 


12. A Class II station has an authorized power of 5000 watts. 
What isthe maximum ratedcarrier power permitted to be in- 
stalled? 


13. A Class I station withan authorized power of 25, 000 watts in- 
stalls a 50,000 watt transmitter. Is this permissible? Is it 
permissible to radiate the full 50, 000 watts? 


ж ж ж 


When rating transmitters, the FCC uses even power steps 
of 100 watts, 250 watts, 500 watts, l kw, 5kw, 10kw, 
25 kw and 50kw. The maximum rated carrier power is 
determined by the sum of the power ratings of all tubes (or 
other output devices) used in the final r-f stage of the trans - 
mitter. 


14. How is the maximum rated carrier power determined? 


STATION MEASUREMENTS 


As we mentioned previously, the primary purpose of the 
FCC is to help provide a maximum amount of radio commu- 
nications with a minimum of interference. To help effect 
their goal, all standard broadcast stations are required to 
make certain measurements. The most important of these 
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measurements are the operating power, the percentage of 
modulation, and the frequency of the carrier. 


Operating Power 


Whenever possible, the operating power (unmodulated r-f 
carrier power) of a station is determined by the DIRECT 
METHOD. In an emergency where the licensed antenna 
system has been damaged by uncontrollable causes, or if 
the antenna system is being changed, the operating power 
may be determined on a temporary basis by the INDIRECT 
METHOD. 


* * ж 


15. Whattwo methods are used to measure the operating power of 
a station? 


ж ж ж 
The direct method of determining Operating power is to 


multiply the square of the antenna current by the antenna 
resistance. In the form of an equation, 


Operating Power - Antenna Current? X Antenna Resistance 


Further, the current must be measured at the operating 
frequency and at the same point the resistance was meas- 
ured. 


* * ж 


16. Describe the direct method of determining operating power. 


ж ж ж 


A radio-frequency bridge, or other suitable method, may 
be used to measure antenna resistance. Measurements are 
taken at 5, 10, 15 and 20 kHz on each side of the operating 
frequency. A curve is then drawn of antenna resistance as 
a function of frequency to determine the actual antenna re- 
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sistance at the operating frequency. 


The indirect method of determining operating power uses 
the following relationship: 


Operating Power = Ep X Ip X F 


where Ep and Ip are the plate voltage and plate current of 
the last r-f stage, and F is the proper multiplying factor as 
specified in the rules and regulations. The proper factors 
are given in the chart of Figure 4. 


As an example, suppose the indirect method is being used 
to determine the operating power of a transmitter which 
has a maximum rated carrier power of 10 kw and employs 
plate modulation. The plate voltage of the last r-f stage is 
6000 volts and the plate current is lampere. The operating 
power is: 


Operating Power - 6000X 1X .80 - 4800 watts 
* ж ж 


17. In the preceding example, suppose the plate current had been 
2 amperes, what would the operating power be? 


ж ж ж 


Regardless of how the operating power is determined, each 
station must maintain the operating power within 5% above 
and 10% below the licensed power. In an emergency, the 
station is permitted to operate with reduced power for 10 
days. In sucha case, the FCC and the Engineer in Charge 
of the radio district must be notified immediately after the 
emergency develops and also upon resumption of licensed 
power. 


Besides maintaining the operating power within the speci- 
fied limits, stations employing directional antenna systems 
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must Maintain the currents in the elements within 5% of the 


value specified in the license. 
In the event a reduction in 
power is necessary, the cur- 
rent in each element must be 
reduced proportionally so the 
ratio remains within 5%of the 
original ratio. This insures 
that the proper directivity is 
maintained regardless of the 
amount of power being radi- 
ated. 


Since the measurement of op- 
erating power is soimportant, 
the FCC requires all stations 
to be equipped with indicating 
instruments (meters) for 
measuring thedc plate circuit 
current and voltage of the last 
r-f stage; the r-f basecurrent 
of each antenna element; and, 
for directional antenna sys- 
tems, the r-f current at the 
point of common input to the 
directional antenna. 


The indicating instruments 
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Some stations are permitted to install a trans- 
mitter that has greater power capabilities than 
the operating power authorized to the station, 
This transmitter may be used by stations whose 
operating power is 250W, 500W or 1000 W, 
Courtesy Collins Radio Co. 


used todetermine the operating power must meet the follow- 


ing specifications: 


(1) The length of the scale must be at least 2.3 inches. 
(2) The accuracy must be within 2% of the full scale 


reading. 


(3) The meter must not read off scale during modulation. 
(4) A thermocouple type ammeter must be used tomeas- 


ure antenna current. 


Басһ ої the instruments must meet various other specifica - 
tions depending upon the type of meter and its use. 
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ж ж ж 


18. What is the allowable tolerance concerning operating power? 


19. The currents in the elements of a directional antenna system 
must be kept within a certain percentage of the licensed cur- 
rents. What is this percentage? 


20. A station that is using the direct method of determining op- 
erating power need not measure the dc plate voltage and cur- 
rent of the last r-f stage. True or False? 


ж ж ж 


Modulation 


All standard broadcast stations are required to maintainthe 
percentage of modulation as high as possible without over- 
modulating. Generally, the percentage of modulation should 


^ 





The unit shown here is a dynamic compression amplifier that allows low amplitude passages to be 
amplified more than high amplitude passages. In this way, the percentage of modulation is kept 
high. 

Courtesy Collins Radio Co. 


not be less than 85% on peaks of frequent recurrence. In no 
case, however, should the percentage of modulation exceed 
100% on negative peaks of frequent recurrence. 


Overmodulation on negative peaks actually causes cutoff of 
the carrier, distorts the signal, and produces harmonics 
thatinterfere with other stations. Since overmodulation can 
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be so harmful, it seems as though a simple way to prevent 
this condition is to reduce the percentage of modulationto a 
low level. 


Unfortunately, an equally undesirable condition occurs with 
a low percentage of modulation. It must be remembered 
that the intelligence being transmitted is contained in the 
sidebands, with the carrier being a reference signal. Re- 
ducing the percentage of modulation reduces the power in 
the sidebands, which reduces the service area of the trans- 
mitted signal. In fact, a 1000 watt carrier modulated 100% 
has 500 watts of power in the sidebands. A 10,000 watt 
carrier modulated 30% has only 450 watts of power in the 
sidebands. Thus, we see that reducing the percentage of 
modulation defeats the purpose of having a higher powered 
transmitter. 


* ж ж 


21. What is the maximum allowable percentage of modulation on 
negative peaks of frequent recurrence? 


ж ж ж 


As with operating power, the FCC requires all standard 
broadcast stations to continuously monitor the percentage 
of modulation with a modulation monitor of the type approved 
by the Commission. Should the modulation monitor become 
defective, the station may operate without it for 60 days 
provided that the Engineer in Charge of the radio district 
is notified immediately and thatthe modulation is monitored 
with a cathode ray oscilloscope or other suitable device. 


ж ж ж 


22. The use ofa modulation monitor is optional at standard broad- 
cast stations. True or False? 


ж ж ж 


To be approved by the FCC, the modulation monitor must 
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meet certain specifications. The most important of these 
specifications are: 


1. А ас meter for setting the average rectified carrier 
at a specific value and to indicate changes in carrier 
intensity during modulation. 

2. A peak indicating light, or similar device, that can be 
set at any predetermined value from 50 to 120 percent 
modulation to indicate on positive peaks and/or from 
50 to 100 percent negative peak modulation. 

3. A semi-peak indicator witha meter that can be switched 
to read either positive or negative modulation. The 
meter scale must be at least 2.3 inches in length, 
must be calibrated from 0 to 110 percent modulation, 
and must be calibrated in decibels below 100% with 
100% modulation being 0dB. The meter accuracy 
must be + 2%(or better)for 100% modulation апа + 4% 
of fullscale reading at any other percentage of modu- 
lation. 

4. The frequency response of the monitor must be + 0.5 
dB from 30 to 10,000 Hz. 


* ж ж 


23. An approved modulation monitor must contain a dc meter, a 
peak indicating light (or other device), and a semi-peak in- 
dicating meter. True or False? 


ж ж ж 


Carrier Frequency 


Along with operating power and percentage of modulation, 
the frequency of the carrier is equally important in main- 
taining good communications. Therefore, the operating 
frequency of each standard broadcast station must be main- 
tained within at least 20 Hz below to 20 Hz above the as- 
signed frequency. 


To measure the carrier frequency, each station must have 
in continuous operation an approved frequency monitor. 
Should the frequency monitor become defective, the station 
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may operate without it for 60 days, provided that the Engi- 
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FCC appraved, this frequency monitor is pre-set to operate ot any frequency in the Standard Braad- 
cost Band. |t has an accuracy of +0.5 parts per million. 


Courtesy Gates Radia Co. 


neer in Charge of the radio district is notified immediately 
and that the station operating frequency be measured by an 
external source at least once every 7 days. 


ж ж ж 


24. Whatisthe operating frequency tolerance ofa standard broad- 
cast station? 


ж ж ж 


An approved frequency monitor must meet certain specifi- 
cations, the most important of which are: 


1. An accuracy within at least 5 parts per million under 
ordinary conditions. 

2. The range of the indicating device must be at least 
+ 20 Hz of the assigned frequency. 

3. Itmust be calibrated to be accurately read within 1 Hz. 

4. It must be equipped with an automatic temperature 
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control chamber to maintain the crystal temperature 
within + .05°C for an X or Y cut crystal, or + .5°C 
for a low temperature coefficient crystal. 

5. Means must be provided to adjust the monitor to agree 
with an external standard. 

6. It must be capable of continuous operation without af- 
fecting the emitted carrier. 


ж ж ж 
25. What frequency range is required of the frequency monitor? 


ж ж ж 


TRANSMITTER REQUIREMENTS 


Transmitters used by standard broadcast stations must be 
accepted for licensing by the FCC. To gain FCC approval 
the transmitter must meet certain design, construction and 
safety of life requirements. Some of these requirements 
are: 


1. The maximum rated carrier power is in accordance 
with the chart of Figure 3. 

2. Operate at the authorized power with 85 to 95% modu- 
lation. 

3. Totalaudio frequency distortion from microphone ter- 
minals to antenna output does not exceed 596 harmonics 
from 0 to 8495 modulation and not over 7.595 harmonics 
from 85 to 95% modulation. The distortion is meas- 
ured with modulating frequencies of 50, 100, 400, 
1000, 5000 and 7500 Hz and must include the tenth 
harmonic or 16,000 Hz, whichever is lower. 

4. The audio frequency response from the microphone 
terminals to the antenna output is + 2dB from 100 to 
5000 Hz withthe response at 1000 Hz as the reference. 

5. The carrier shift (current) at any percentage of mod- 
ulation does not exceed 5%. Carrier shift refers to 
any change in the carrier power during modulation. 

6. The carrier hum and extraneous noise level (exclusive 
of studio and microphone noises)is at least 45 dB be- 
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26. 


27. 


28. 
29. 
30. 


10. 


11; 


14. 


13, 


14. 


low 100% modulation for the frequency band of 30 to 
20,000 Hz. 

The transmitter must be equipped with suitable indi- 
cating instruments that are necessary for proper ad- 
justment and operation. 


. Тһе power output must be sufficiently variable to 


compensate for variation in line voltage or other fac- 
tors which may affect the power output. 


. Thetransmitter must be equipped with automatic fre- 


quency controlequipment which maintains the operat- 
ing frequency within the € 20 Hz limit. 

Means must be provided for connection and continuous 
operation of approved modulation and frequency moni- 
tors. 

The emitted signal must occupy the proper bandwidth. 
Any signal removed from the carrier by 15 kHz must 
be at least 25 dB below the unmodulated carrier level. 
This indicates that the occupied bandwidth is 30 kHz 
or less. 

When more than 350 volts is applied to atuned circuit, 
the tuning adjustment must be made from the front of 
the cabinet with all access doors closed. 

The power supply condenser banks must be automati- 
cally discharged after the high voltage circuit is 
opened. 

Various other precautions must be taken to help pre- 
vent injury or shock to operating personnel. 


ж Ж ж 


When modulating the carrier 90%, what isthe allowable audio 


harmonic distortion? 


What is the required audio frequency response from the micro- 


phone terminals to the antenna output? 


What is carrier shift? 
What is the maximum allowable percentage of carrier shift? 


Carrier hum andextraneous noise must be how many dB below 


100% modulation? 
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31. Whatis the maximum allowable bandwidth of the emitted signal? 


ж ж ж 


EQUIPMENT PERFORMANCE MEASUREMENTS 


All broadcast stations must use a transmitter which has 
been manufactured to meet the preceding requirements. 
To be sure that the transmitter continues to operate prop- 
erly, the FCC requires that certain measurements be made 
periodically. These measurements are known as EQUIP- 
MENT PERFORMANCE MEASUREMENTS, or PROOF-OF- 
PERFORMANCE MEASUREMENTS. 


The proof-of-performance measurements must be made at 
least at yearly intervals. Also, a complete set of measure- 
ments must be made during the four-month period preced- 
ing the date of filing application for renewal of the station 
license. 


ж ж ж 


32. Whenmustthe proof-of-performance measurements be made ? 


ж ж ж 


The proof-of-performance measurements concern audio 
frequency response, harmonic distortion, carrier shift, 
hum and noise, and spurious radiations. Briefly, they are: 


1. Data and curves showing audio frequency response 
from 30 to 7500 Hz for 25%, 50%, 85% and 100% (if 
obtainable) modulation. The family of curves is plotted 
with 1000 Hz as the reference frequency. 

2. Data and curves for 25%, 50%, 85% and 100% modula- 
tion for fundamental frequencies of 50, 100, 400, 1000, 
5000, and 7500 Hz, showing audio frequency harmonic 
content up to tenth harmonic or 16,000 Hz, whichever 
is lower. 

3. Data showing percentage of carrier shift for 25, 50, 
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85 and 100% modulation with a 400 Hz tone. 

4. Carrier hum and extraneous noise measured as the 
level below 100% modulation throughout the audio 
spectrum. 

5. Measurements or evidence showing that spurious ra- 
diations are suppressed or are not present to adegree 
capable of causing objectionable interference to other 
radio services. 


ж ж ж 


33. What data is required by the proof-of-performance measure- 
ments? 


LOG REQUIREMENTS 


The licensee (owner) of each standard broadcast station is 
responsible for keeping a program log, an operating log and 
a maintenance log. Each log is actually kept by any compe- 
tent person, who must sign the log when starting duty and 
again when going off duty. The logs must be kept orderly, 
legible, and in a suitable form with sufficient detail. Ab- 
breviations may be used if their meaning is explained else- 
where inthe log. Time entries must be in local standard 
or daylight saving time and indicated accordingly. 


Corrections may be made only by the person originating the 
entry, who shall initial the correction and date it. Original 
data may be recorded in rough form and later transcribed 
into the log. In such case all portions of the original data 
must be retained as part of the complete log. 


ж ж ж 
34. What types of logs must be kept by a station? 


35. Who may make corrections in a log? 


ж ж ж 
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Program Log 


The PROGRAM LOG is a chronological record of program 
activities of the station. It must contain information con- 
cerning programs such as: beginning and ending times; 
name of each program and sponsor; brief description of 
program — musical, comedy, speech, etc; live, recorded 
or network program; and name and political affiliation of 
any political candidate presented. Also, the program log 
must contain the time of each station -identification announce- 
ment, public service announcements, and pertinent infor- 
mation concerning commercial announcements. 
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36. Information concerning the beginning and ending times of all 
programs are recorded in the (a) operating log, (b) program 
log, (c) maintenance log. 


ж ж ж 
Operating Log 


The OPERATING LOGis a chronological record of technical 
events pertinent to the operation of the station. Some of the 
entries in the operating log are: 


1. Тһе time the station begins to apply power to the an- 
tenna and the time it stops. 

2. Interruption of the carrier; its cause and duration. 

3. Every half hour or less: plate voltage and plate cur- 
rent of last radio stage, antenna current, and fre- 
quency monitor reading. 

4. Every day: entries of current in all legs of direc- 
tional antenna system and phase relationships. 

5. Any other entries required by the instrument of au- 
thorization (station license). 
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37. Interruptions of the carrier are recorded in the (a) operating 
log, (b) program log, (c) maintenance log. 


ж ж ж 
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Maintenance Log 


The MAINTENANCE LOG is a chronological record of rou- 
tine maintenance and repair work done on necessary equip- 
ment which is not an actual part of the transmitter. Some 
of the entries in the maintenance log are: 


1. Weekly readings of the tower base current ammeter 
and the associated remote antenna ammeter. An in- 
dication must be made concerning the calibration of 
the remote antenna ammeter against the tower base 
ammeter. 

2. Time and result of weekly test of auxiliary transmit- 
ter. 

3. Results of frequency checks made independently of the 
frequency monitor. 

4, Notations concerning any repairs made on the modu- 
lation monitor, frequency monitor, final stage plate 
voltmeter and plate ammeter, base currentammeter, 
and common point ammeter. Time of removal from 
and restoration to service must be recorded. 

5. Record of tower light inspections where required. 

6. Entries concerning any experimental operations. 

7. Summary of the daily transmitter equipment inspec- 
tion. 
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38. Tests concerning the auxiliary transmitter are recorded in 
the maintenance log. True or False? 


ж ж ж 
Retention and Availability of Logs 


Ordinarily, the logs of standard broadcast stations must be 
retained for two years. Logs containing information perti- 
nent to adisaster or other incident being investigated by the 
FCC must be retained until the FCC gives permission, in 
writing, to destroy them. All logs must be made available 
upon request by an authorized representative of the FCC. 
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39. Under ordinary conditions, how long must station logs be 
retained? 
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ANTENNA REQUIREMENTS 


Since air travel has become so common, any structure that 
has considerable height may present a hazard to aircraft. 
Therefore, to minimize the 
hazard presented by the erec- 
tion of an antenna, certain 
rules and regulations must be 
followed concerning height, 
aeronautical study, painting, 
and lighting. Details concern- 
ing these aspects of an antenna 
are contained in Part 17, Vol- 
ume l of the FCC Rules and 
Regulations. A very brief 
outline follows. 


Aeronautical Study 


Proposed antenna structures 
over 500 feet in height above 
the ground will require special 
aeronautical study irrespec- 
tive of their location to deter - 
mine whether or not the struc- 
ture represents a hazard to 
air navigation. 





The twin antenna towers pictured here illus- 
trate the need for pointing alternate sections 
light and dark. 


Proposed antenna structures 
Courtesy Radio Station WKZO from 170 feet to 500 feet in 

height above the ground will 

not require specialaeronautical study exceptin the immedi- 
ate vicinity of airports and approach areas, in areas of es- 
tablished coastal corridors, and in certain civil airways 
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and air traffic control areas. 


Proposed antenna structures 170 feet and under in height 
above the ground will not require special aeronautical study 
except in the immediate vicinity of airports and approach 
areas. 


Painting 


Antenna structures must be painted when they require spe- 
cial aeronautical study or whenthey exceed 170 feetin height 
above the ground. When painting is required, the antenna 
structure must be painted with alternate bands of orange and 
white. Additional specifications are contained in the FCC 
Rules and Regulations. 
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40. Antenna structures less than 170 feet in height need never be 
painted. True or False? 
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Lighting 


The FCC Rules and Regulations concerning lighting of an- 
tenna structures is very rigidly enforced. Some of these 
rules are: 


l. In most vicinities, antenna structures up to and in- 
cluding 150 feet in height above the ground need no 
lighting. 

2. In the vicinity of airports and approach areas, an- 
tenna structures up to and including 150 feet in height 
above the ground must be lighted by at least two 100 
watt lamps enclosed in aviation red obstruction light 
globes. 

3. Antenna structures over 150 feet up to and including 
300 feet in height above the ground must be lighted at 
the top by a flashing red beacon consisting of two 500 
watt or 620 watt lamps. The approximate midpoint of 


Page 26 AM Broadcasting 
Se ee een 


the structure height must be lighted by at least two 
100 watt lamps enclosed in aviation red obstruction 
light globes. 

4. Antenna structures over 300 feet in height must be 
lighted at the top with a flashing red beacon. At vari- 
ous other points, red obstruction lights and/or flash- 
ing red beacons may be required. Details for required 
lighting of antenna structures over 300 feet may be 
found in the FCC Rules and Regulations, Vol. 1, 
Part 17: 

5. All lights must burn continuously from sunset to sun- 
rise unless otherwise specified. 

6. The beacon flashing mechanism must cause not more 
than 40 flashes per minute nor less than 12 flashes per 
minute with the off time being one-half the on time. 

7. A light sensitive device may be used to turn off the 
lights during the day and turn them on at night. 
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41. In most vicinities, antenna structures must be lighted when 
they exceed a certain height. What is this height? 
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AURAL BROADCAST STL AND IR STATIONS 


An aural broadcast STL (Studio-to-Transmitter-Link) sta- 
tion is a special UHF station that is used by a standard 
broadcast station for the transmission of aural program 
material from the studio to the transmitter. 


An aural broadcast IR (Intercity Relay) station is a special 
UHF station that is used totransmit aural program material 
between broadcasting stations. The transmitter of either 
an STL or IR station may be multiplexed to provide for the 
transmission of operational communications in addition to 
the aural program material. Neither station may be oper- 
ated, however, solely for the transmission of operational 
communications such as cues, orders, etc. 
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42. What is the purpose of an STL station? 


Aural broadcast STL and IR stations are assigned a band of 
frequencies between 942-952 MHz. The band contains 19 
channels, with each channel being 500 kHz wide. The center 
frequency of the first channel is 942.5 MHz, with the center 
frequency of each successive channel being 500 kHz higher 
than the preceding one. This 500 kHz spacing continues so 
the center frequency of the 19th channel is 951.5 MHz. 
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43. On what frequency band do STL (Studio-to-Transmitter Link) 
and IR (Intercity Relay) stations operate? 
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Other important features of these stations are: 


1. Frequency modulation must be employed. 

2. A directional antenna must be employed. 

3. The authorized operating power is only enoughto ren- 
der satisfactory service. 

4. Theholder of any class of commercial radio operator 
license may operate the station. 


BROADCAST STATION FACILITIES 


Figure 5 is a block diagram of the facilities found in a typi- 
cal standard broadcast station. The five blocks on the left 
— microphones, turntables, tape machines, network, and 
remote pickup receiver — are sources of audio. Although 
not all stations have all of these sources, most stations do. 


The studio control console — the next block — is the heart 
of the control room. One or more of the input signals, as 
desired, are selected and amplified to the proper level. 
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The console allows instantaneous switching from one source 
to another or a gradual fade from one source to another. 


= ——. 
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The studio ond studio control equipment shown here are part of a large AM broadcast station. The 
control console in the foreground permits complete control of the microphone. 
Courtesy CBS Rodio Network 


Also, any of the input signals can be monitored while an- 
other signal is being amplified and fed to the transmitter. 
This allows the operator to switch from one signal to an- 
other with proper timing. 
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44. What is the basic purpose of the studio control console? 
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From the console, the desired signal is fed to telephone 
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lines which carry it to the transmitter. The transmitter 
may be located a number of miles from the studio. This is 
especially true of high powered stations authorized to oper- 
ate in large communities. In Chicago, for example, station 
WBBM has its studios located in the heart of the city while 
the antenna and the transmitter are located in a western 
suburb about 20 miles away. 


The signal fromthe console may also be fed to anSTLtrans- 
mitter at the studio location which radiates the signal by a 
directional antenna to an STL receiver at the main trans- 
mitter location. The audio signals from the STL receiver 
and the telephone lines are fed to the control section of the 
transmitter. 


In the transmitter control section, the desired signal is 
selected, amplified, and fed to the limiter which limits the 
peak amplitude of the signal. From the limiter, the audio 
Signal is finally fed to the transmitter. In the transmitter, 
the r-f carrier signal is generated and amplified to the 
proper level. Also, the audio signalis built up to the proper 
level and used to modulate the carrier. The modulated r-f 
output of the transmitter is then fed to the antenna and ra- 
diated. Also, samples of the signal are fed to the frequency 
monitor and the modulation monitor as required by the FCC 
Rules and Regulations. 


SUMMARY 


The entire frequency spectrum is considered to be the prop- 
erty of all the people and should be used in the best inter- 
ests of all the people. Since the signals from standard 
broadcast stations are probably heard by more people than 
are the signals from any other type of station, it is impor- 
tant that interference-free communications be maintained. 
All of the requirements imposed upon standard broadcast 
stations are aimed at producing this situation. It is the duty 
of the Federal Communications Commission (FCC) to en- 
force these requirements. 
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IMPORTANT DEFINITIONS 


CLEAR CHANNEL - A channelused by a station or stations 
to serve a wide, interference-free area. 


DIRECT METHOD - A method of determining operating 
power. It is the square of the antenna current multi- 
plied by the antenna resistance. 


DOMINANT STATION - A Class I station operating on a 


clear channel. 


EQUIPMENT PERFORMANCE MEASUREMENTS - A group 
of transmitter equipment measurements concerning 
audio frequency response, harmonic distortion, car- 
rier shift, hum and noise, and spurious radiations. 
Also called PROOF -OF -PERFORMANCE MEASURE- 
MENTS. 


INDIRECT METHOD - A method of determining operating 
power. It uses the product of the plate voltage and 
plate current of the final r-f stage, and a specified 
multiplying factor to allow for the efficiency of the 
stage. 


LOCAL CHANNEL - A channel used by a station of 1 kw or 
less. It renders service to a city or town and the 
rural area nearby. 


MAINTENANCE LOG - A chronological record of mainte - 
nance and repair work done on necessary equipment 
which is not an actual part of the transmitter. 


OPERATING LOG - A chronological record of technical 
events pertinent to the operation of the station. 


PROGRAM LOG - A chronological record of program activ- 
ities of the station. 
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IMPORTANT DEFINITIONS (Continued) 


PROOF-OF- PERFORMANCE MEASUREMENTS - An alter- 
nate term for EQUIPMENT PERFORMANCE MEAS- 
UREMENTS. 


REGIONAL CHANNEL - A channel used by stations with 


operating power of 5 kw or less. It renders service 
primarily to a principal center of population and the 
rural areas in the immediate vicinity. 


SECONDARY STATION - Any station excepta dominant sta- 


tion. 


STANDARD BROADCAST BAND - The band of frequencies 
extending from 535 kHz to 1605 kHz. 


STANDARD BROADCAST STATION - A station licensed for 


the transmission of radiotelephone emissions primar- 
ily intended to be received by the general public. 


STUDENT NOTES 


10. 


11. 
12. 
13. 


14. 


15. 
16. 


PRACTICE EXERCISE SOLUTIONS 


535 to 1605 kHz 


One used by a Station or stations to render service over a 
wide area. 


One on which several stations may operate with powers of 
5 kw or less. 


One on which a number of stations may operate with powers 
of 1 kw or less. 


A Class Istation operating on a clear channel with an author- 
ized power of 10 kw to 50 kw. 


A secondary station is any station except a dominant station. 
. 5 kw to 1 kw 
10 kHz 


False -- The transmission bandwidth is 30 kHz, providing 
there is no interference with other stations. 


When a Station is operating with more than 10 kw of power or 
uses a directional antenna, a first-class radiotelephone oper- 
ator must be on duty at all times. 


True 
10, 000 watts 


Yes, it is permissible to install a 50,000 watt transmitter. 
No, it is not permissible to radiate the full 50, 000 watts since 
the authorized power is only 25,000 watts. 


By the sum of the power ratings of all tubes (or other output 
devices) used in the final r-f stage. 


the direct and indirect methods 


The direct method consists of multiplying the square of the 
antenna current by the antenna resistance. The current must 
be measured at the operating frequency and at the same point 
the resistance was measured. 
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FIGURE 1 
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FREQ (kHz) 
540 
550 
560 
570 
580 
590 
600 
610 
620 
630 
640 
650 
660 
670 
680 
690 
700 
710 
720 
730 
740 
750 
760 
770 
780 
790 
800 
810 
820 
830 
840 
850 
860 
870 
880 
890 
900 
910 
920 
930 
940 
950 
960 
970 
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CHANNEL | FREQ (kHz) 
1 1080 
2 1090 
3 1100 
4 1110 
5 1120 
6 1130 
7 1140 
8 1150 
9 1160 
10 1170 
11 1180 
12 1190 
13 1200 
14 1210 
15 1220 
16 1230 
17 1240 
18 1250 
19 1260 
20 1270 
21 1280 
22 1290 
23 1300 
24 1310 
25 1320 
26 1330 
27 1340 
28 1350 
29 1360 
30 1370 
31 1380 
32 1390 
33 1400 
34 1410 
35 1420 
36 1430 
37 1440 
38 1450 
39 1460 
40 1470 
41 1480 
42 1490 
43 1500 
44 1510 
45 1520 
46 1530 
47 1540 
48 1550 
49 1560 
50 1570 
51 1580 
52 1590 

53 1600 
54 
FIGURE 2 
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28. A change in carrier power when the carrier is modulated. 
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32. At yearly intervals. One such set must be made during the 
four-month period preceding the date of filing application for 
renewal of station license. 
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33. Overall audio frequency response, audio frequency harmonic 
distortion, percentage of carrier shift, percentage of hum and 
extraneous noise, and spurious radiations. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: Shoes are usually worn on the 
LESSON CODE А (A) hands. (B) feet. (C) ears. (D) lips. 
B NN 
С 
4700А/ < 
In the Standard Broadcast Band, the transmitted signal of each station is limited in bandwidth to 
(A) 30 kHz. (B)20 kHz. (C)40kHz. (D)10kHz. 





To perform all technical duties at a standard broadcast station, the operator must hold a 
(A) radiotelephone second-class license. (B) radiotelegraph second-class license. (C) radio- 
telephone first-class license. (D) radiotelegraph first-class license. 


The frequency tolerance for the carrier of a standard broadcast transmitter is 
(Aj 20 kHz, (5B) 2 kHz. {C} 200 H2. (D)20 Hz. 


For a standard broadcast transmitter, the percentage of modulation 

(A) should always be 100%. (B) should be kept between 30% and 85%. (C) should not exceed 
100% on negative peaks of frequent recurrence. (D) should not exceed 100% on positive peaks 
of frequent recurrence. 

Under normal conditions, the operating power of a standard broadcast station must be Kept 
within 

(A) + 20% of the licensed power. (B) plus 5% and minus 10% of the licensed power. (C) plus 
10% and minus 5% of the licensed power. (D) 85% and 100% of the licensed power. 

At a standard broadcast station, the antenna current must be logged 

(A) every week. (B) every day. (C) every hour. (D) every half hour. 


An antenna structure 250 feet in height above the ground 

(A) need not be lighted. (B) must be lighted at the top with red obstruction lights. (C) must be 
lighted at the top with a flashing red beacon but needs no additional lighting. (D) must be lighted 
at the top with a flashing red beacon and at the approximate midpoint by red obstruction lights. 
Aural broadcast STL and IR stations 

(A) use amplitude modulation. (B) are assigned a channel 30 kHz wide. (C) must use 1 kw of 
operating power. (D) must use a directional antenna. 


Proof-of-performance measurements 

(A) must be made at leastat yearly intervals. (B) concernonly the percentage of modulation and 
the frequency of the carrier. (C)are a check onthe accuracy of the frequency monitor. (D)must 
be made in a thirty day period preceding the date of filing for renewal of the station license. 
At a standard broadcast station, the modulation and frequency monitors 

(A) are operated one day each week. (B) are optional equipment. (C) must be checked against 
FCC standards each day. (D) are in operation continuously with the transmitter. 
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A complete FM broadcast transmitter, The left unit houses a direct FM exciter and 250 watt driver. 
The right unit houses a 5 kw single-stage transmitter. 


Courtesy Collins Rodio Co. 
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FM BROADCASTING 


The primary purpose of anytype of aural broadcasting is to 
transmit intelligence or information. To do this the carrier 
must be changed in some way by the audio signal. The first 
method used was to vary the amplitude of the r-f carrier 
signal by the audio signal. Quite naturally, it was called 
amplitude modulation (AM). 


The basic AM system that was first usedin the early 1900's 
is still used today and is quite good. It does have some dis- 
advantages, however. One of these is its susceptibility to 
noise signals. Most types of noise—both man-made and 
natural—amplitude modulate an r-f carrier. Since the de- 
sired information also amplitude modulates the r-f carrier, 
it is very difficult for a receiver to distinguish between the 
desired and undesired modulation. There are some special 
anti-noise circuits which can be incorporated into an AM 
receiver, but they only reduce the noise—not eliminate it. 


By using relatively low radio frequencies, high power, and 
a limited bandwidth, AM stations provide limited fidelity 
signals for good reception at long distances. 


As the population of the United States became more concen- 
trated in the urban areas, there arose a need for short- 
range, high fidelity, low-noise broadcasting. This need was 
recognized by E. H. Armstrong and he began to experiment 
with frequency modulation. In 1937, his experimental FM 
station proved highly successful and FM broadcast stations 
were licensed by the FCC shortly thereafter. 


An FM BROADCAST STATION is licensed for the trans- 
mission of radiotelephone emissions primarily intended to 
be received by the general public. It uses frequency modu- 
lation and operates on a channel in the FM broadcast band. 
The FM BROADCAST BAND is a band of frequencies Z0 MHz 
wide which extends from 88 to 108 MHz. An FM BROAD- 
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CAST CHANNEL is a band of frequencies 200 kHz wide. 
The center frequency of the first channel is 88.1 MHz and 
the center frequency of each successive channel is 200 kHz 
higher than the preceding one. The center frequency of the 
last channel is 107.9 MHz. Refer to the chart of Figure 1 
for a complete listing of all 100 channels. 


* ж ж 


1. What frequency band is used by FM broadcast stations 2? 


CLASSES OF CHANNELS 


The first 20 channels (201-220) are non-commercial edu- 
cational FM channels. Technicalities concerning the use of 
these channels are discussed later in the text. 


The two classes of channels for commercial FM broadcast- 
ing are Class A and Class B-C. There are 20 Class A 
channels, while the remaining 60 channels are Class B-C. 
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2. Whatare thetwoclasses of channels for commercial FM broad- 
casting? 


CLASSES OF STATIONS 


There are three classes of stations in the FM broadcast 
band -- Class A, Class B and Class C. Class A stations 
operate on a Class A channel and are designed to render 
service to a relatively small community, city, or town, and 
the surrounding rural area. The minimum ERP (Effective 
Radiated Power) of a Class A station is 100 watts (-10 dBk) 
while the maximum ERP is 3 kw (4.8 dBk). The term 
"dBk'" means 'decibels above or below 1 kw". Therefore, 


3 kw is 4.8 dB above 1 kw. EFFECTIVE RADIATED POWER 


Расе 6 FM Broadcasting 


is the antenna power multiplied by either the antenna power 
gain or the square of the antenna field gain. 
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3. What is the basic purpose of a Class A FM broadcast station? 


The coverage of a Class A station cannot exceed the cover- 
age obtained from a 3 kw ERP and an antenna height of 300 
feet above average terrain. When the antenna height ex- 
ceeds 300 feet, the ERP must be reduced accordingly. 
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4. What is the maximum ERP of a Class A FM broadcast station? 


5. When a Class A station has an ERP of 3 kw, what is the maxi- 
mum allowable antenna height above average terrain? 
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Class B stations operate on Class B-C channels and are 
designed to render service to a sizeable community, city, 
or town. The minimum ERP ofa Class B stationis 5 kw 
(7 dBk) while the maximum ERP is 50 kw (17 dBk). The 
coverage of a Class B station cannot exceed the coverage 
obtained with an ERP of 50 kw and an antenna height above 
average terrain of 500 feet. When the antenna height ex- 
ceeds 500 feet, the ERP must be reduced accordingly. 


ж ж ж 
6. What is the basic purpose of a Class B FM broadcast station? 


7. Whatisthe maximum ERP of aClass B FM broadcast station? 


ж ж ж 


Class C stations operate on Class B-C channels and are 
designed to render service to a large community, city or 
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town, and alarge surrounding area. The minimumERP ofa 
Class C station is 25 kw (14 dBk) while the maximum ERP 
is 100 kw (20 dBk). The coverage of a Class C station can- 
not exceed that obtained with an ERP of 100 kw and antenna 
height of 2000 ft above average terrain. When the antenna 
height exceeds 2000 feet, the ERP must be reduced accord- 
ingly. 
ж ж ж 


8. Whena Class C station hasan ERP of 100 kw, whatis the max- 
imum allowable antenna height above average terrain? 


ж ж ж 
FREQUENCY ASSIGNMENTS 
Getting back to the chart of Figure 1, we see that the first 


channel is channel 201. The center frequency of this chan- 
nel is 88.1 MHz. This is the assigned carrier frequency 





Since all FM broadcast stations have a specified frequency assignment, a trequency monitor is re- 
quired, This unit provides continuous frequency monitoring regardless of modulation percentage and 
is adjustable to cover any channel in the 88-108 MHz bond. 

Courtesy McMartin Industries, Inc. 


of the channel. The second channel is channel 202 and the 
assigned carrier frequency is 88.3 MHz. Since each chan- 
nel has a bandwidth of 200 kHz, channel 20] extends from 
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88.0 MHz to 88.2 MHz, and channel 202 extends from 88.2 
MHz to 88.4 MHz. The remaining channels occupy succes- 
sive bandwidths of 200 kHz with the carrier frequency being 
the center of the channel. The 100th channel (channel 300) 
occupies 200 kHz from 107.8 MHz to 108 MHz, with the 
carrier frequency being 107.9 MHz as indicated. 


* * * 


9. Whatis the bandwidth of each channel inthe FM broadcast band? 


ж ж ж 


Channels 201 іо 220аге used by non-commercial educational 
FM broadcast stations. Starting with channel 221, the re- 
maining 80channels are assignedto commercial FM broad- 
cast stations. The Class A channels are fairly evenly dis- 
tributed throughout the entire band and are limited to 20 in 
number. Since Class A stations have a maximum ERP of 
only 3 kw, the area of coverage is rather small. Because 
of this, Class A stations on the same channel need be sepa- 
rated by only 65 miles. 


ж ж ж 


10. Referring to Figure 1, which channels are used by educational 
FM stations ? 


ж ж ж 


With 20 channels for educational stations and 20 channels 
for Class A stations, there are 60 channels remaining for 
use by Class B and Class C stations. Due to the power 
authorization, Class B stations on the same channel must 
be separated by 150 miles or more; Class C stations on the 
same channel must be separated by 180 miles or more. 


ж ж ж 


11. What isthe minimum separation between twoClass Bstations 
on the same channel? 


ж ж ж 
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OPERATOR REQUIREMENTS 


When the transmitter power output (not the ERP) of an FM 
broadcast station is over 25 kw, a radio operator holding a 
valid radiotelephone first-class operator license must be on 
duty during all hours of operation. 


When the transmitter power output is 25 kw or less, the 
radio operator on duty may hold a lesser license. Under 
these conditions the adjustments of the transmitter made by 
the operator are limited to: 


(1) Those necessary to turn the transmitter on and off. 

(2) Adjustments of external controls as may be necessary 
to compensate for voltage fluctuation in the power 
supply. 

(3) Adjustments of external controls to maintain modu- 
lation of the transmitter withinthe prescribed limits. 


Also, the licensee of the station must employ at least one 
operator who holds a first-class radiotelephone license. 
The holder ofthe first-class license must perform trans- 
mitter maintenance and be immediately availableto correct 
conditions of improper operation beyond the scope of author - 
ity of the lesser grade operator on duty. 


* * * 


12. An FM broadcast station with an ERP of 25 kw or less need 
not employ any operators holdinga first-class radiotelephone 
license. True or False? 


ж ж ж 


ОРЕКАТІМС РОУЕН 


The OPERATING POWER of an FM broadcast station is the 
actual output power of the transmitter and is determined by 
either the direct or indirect method. Using the direct meth- 
od, the operating power is measured at the output terminals 
of the transmitter while operating into a dummy load of 
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substantially zero reactance and a resistance equal to the 
transmission line characteristic impedance. The trans- 
mitter must be unmodulated during this measurement. 
Also, the direct plate voltage and current of the last r-f 
stage, and the transmission line current, must be meas- 
ured and compared with similar readings taken when the 
dummy load is replaced by the antenna. Both sets of read- 
ings must be in substantial 
agreement. 


Using the indirect method, the 
operating power isthe product 
of the plate voltage and the 
plate current of the last radio 
stage, andanefficiency factor, 
F, as follows: 


Operating Power -Ep*XIyjXF 


where the efficiency factor, F, 
has been established by the 
manufacturer and accepted by 
the Commission (FCC). 


The operating power must be 
maintained as close as pos- 
sible to the authorized power 
and must not be less than 90% 
nor more than 105%of the au- 
thorized power except during 
an emergency. In this event, 

; the FCC and the Engineer in 
This power output stoge (above) end drive Charge of the radio district 


5 kw to 7.5 kw. The pawer output stage is must be notified immediately. 

pre-tuned by the manufacturer to a specific 

frequency in the FM broadcast bond. Р 
Courtesy Gates Radio Company When determined by the direct 


method, the transmitter oper- 
ating power must be monitored by atransmissionline meter 
which reads proportional to voltage, current, or power at 
the transmitter output terminals. 
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ж ж ж 


13. What is an acceptable method for measuring the operating 
power of an FM broadcast station? 


14. What is the allowable tolerance for operating power? 


ж ж ж 


EFFECTIVE RADIATED POWER (ERP) 


Although transmitters are ratedastotheir operating power, 
FM broadcast stations are licensed for effective radiated 
power (ERP). The ERP means the product of the antenna 
power (transmitter output power less transmission line 


loss) times the antenna power gain or the square of the an- 
tenna field gain. 


For example, an FM transmitter has a power output of 
20 kw, the transmission line is 85%efficient and the antenna 
power gainis 2.3. The ERP is 


ERP = 20 kw X .85 X 2.3 
ERP = 39.1 kw 


ж ж ж 
15. What is effective radiated power (ERP)? 


16. The output of the transmitter of an FM station is 1 kw, the 
transmission line efficiency is 80%, and the antenna power 
gain is 3.5. What is the ERP? 


ж ж ж 


Since it is standard practice to employ a horizontally polar - 
ized antenna system, the ERP authorized refers tothe hori- 
zontally polarized radiation. However, if desired, a verti- 
cally polarized supplemental antenna system may be used. 
The additional ERP required for the vertically polarized 
system may not exceed the ERP authorized for the horizon- 
tally polarized system. 
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To illustrate, assume thata stationusing only a horizontally 
polarized antenna system is licensed for ERP of 2.5 kw. 
This station may add a vertically polarized antenna system 
and feed it with sufficient power to obtain an additional ERP 
of 2.5 kw. 


ж ж ж 


17. An FM broadcast station may use only a vertically polarized 
antenna system. True or False? 


MODULATION 


When a carrier is being amplitude modulated it is a very 
simple matter to determine the percentage of modulation. 
For example, when the amplitude of the carrier varies from 
twice its unmodulated amplitude to zero, the percentage of 
modulation is 100%. 


Where FM is concerned, there is no such simple method 
for determining the percentage of modulation. Therefore, 
the FCC has stated that a carrier deviation (frequency 
swing) of +75 kHz is 100% modulation for an FM broadcast 
station. A reduction in carrier deviation produces a linear 
reduction in percentage of modulation. That is, a carrier 
deviation of 37.5 kHz is 50% modulation. 


ж ж ж 
18. What is 100% modulation for an FM broadcast station? 

ж ж ж 
Normally, the percentage of modulation should be held be- 
tween 85% and 100% on peaks of frequent recurrence. In no 
case shouldit exceed 100%on peaks of frequent recurrence. 


In some cases, where necessary to avoid objectionable loud- 
ness, the modulation may be reduced to whatever level is 
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necessary, even if this is considerably less than 85% on 
peaks of frequent recurrence. 


ж ж ж 


19. On peaks of frequent recurrence, what are the normal limits 
of modulation percentage? 


ж ж ж 


The transmitter employed by an FM broadcast station must 
have means for the connection and continuous operation of 





This modulation monitor meets all FCC standards for FM stereo multiplex programming. It includes 
a meter plus a peak limit indicator light. 
Courtesy Collins Radio Co. 


an approved modulation monitor that meets the following 
specifications: 


(1) A moduiation peak indicating device (usually a light) 
that can be set at any predetermined value from 50% 
to 120% modulation and for either positive or negative 
swings (that is, above or below the transmitter cen- 
ter frequency). 

(2) A semi-peak indicating meter thatcan be switched to 
read either positive or negative swings. 
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(3) The percentage of modulation reading must be accu- 
rate within %5%, 

(4) The frequency response should be within +1/2 dB 
from 50 to 15,000 Hz. 

(5) There should be noappreciable power absorbed from 
the transmitter. 

(6) There should be no degrading effect on the operation 
of the transmitter. 


* ж ж 


20. What accuracy is required of the modulation monitor used in 
an FM broadcast station? 


BANDWIDTH 


For an FM broadcast station, the FCC rules and regulations 
State that any emission (radiated signal) removed from the 





To obtain the proper bandwidth, a high quality stereo speech input cansole is needed. This unit has 
a frequency respanse af £1 dB from 30 to 15,000 Hz. 
Courtesy Callins Radio Ca. 


carrier by 120 kHz must be at least 25 dB below the level 
of the unmodulated carrier. In effect, this means that the 
occupied bandwidth of the emitted signalis 240 kHz or less. 


The audio frequency response of FM transmitting equipment 
should be relatively flat from 50 to 15,000 Hz. When a 
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15,000 Hz audio signal has sufficient amplitude to cause 
100% modulation, a carrier deviation of +75 kHz occurs. 
Under these conditions the modulation index is 5 and the 
number of significant sideband pairs produced is 8. Thus, 
the emitted signal requires 120 kHz on eachside of the car- 
rier for a total bandwidth of 240 kHz. 


Previously we stated that the bandwidth of each FM broad- 
cast channel was 200 kHz. Since the emitted signal may 
occupy a bandwidth of 240 kHz, an overlap may occur into 
each of the two adjacent channels. To prevent this overlap 
from causing undesirable interference, the FCC does not 
allocate adjacent channels to the same area. 


ж ж ж 


21. What isthe maximum bandwidth of the signalemitted by an FM 
broadcast station? 


ж ж ж 


FREQUENCY TOLERANCE 


For FM broadcast stations, the center frequency of the 
transmitter must be maintained within +2000 Hz of the as- 
signed frequency. Further, the transmitter must be pro- 
vided with means to automatically maintain the assigned 
center frequency withinthe allowable tolerance. The trans- 
mitter must also be provided with a connection for the con- 
tinuous operation of an approved frequency monitor that 
meets the following specifications: 


(1) It must have an accuracy of at least +1000 Hz under 
normal conditions of temperature, humidity, etc. 
(2) The indicating device must have a frequency range of 
at least 2000 Hz below to 2000 Hz above the assigned 
center frequency. 

(3) The scale of the indicating device must be calibrated 
to be read accurately within at least 100 Hz. 

(4) Means must be provided for adjustment of the moni- 
tor indication to agree with an external standard. 
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(5) It must be capable of continuous operation with no ill 
effects on the operation of the transmitter. 


ж ж ж 


22. What is the frequency tolerance for the carrier of an FM 
broadcast station? 


23. What is the frequency range of the indicating device of the 
frequency monitor used by an FM broadcast station? 


ж ж ж 
EQUIPMENT PERFORMANCE MEASUREMENTS 


Since it is very important that transmitting equipment be 
kept in proper operating condition, the licensee of each FM 
broadcast station is required to make certain equipment 
performance measurements at least at yearly intervals. 
One set of measurements must be made during the four 
month period preceding the date of filing application for re- 
newal of station license. The required measurements are: 


(1) Audio frequency response from 50 to 15,000 Hz for 
approximately 25%, 50% and 100% modulation. Audio 
frequencies of 50, 100, 400, 1000, 5000, 10,000 and 
15,000 Hz must be used. 

(2) Audio frequency harmonic distortion for 25%, 50% 
and 100% modulation using frequencies of 50, 100, 
400, 1000 and 5000 Hz. Also, audio frequency har- 
monic distortion for 100% modulation using frequen- 
cies of 10,000 and 15,000 Hz. The allowable dis- 
tortion varies from 2.5% to 3.5%, depending upon 
the audio frequency being used. 

(3) From 50 to 15,000 Hz, the output noise level that 
causes frequency modulation. The noise level must 
be 60 dB below 100% modulation. 

(4) From 50 to 15,000 Hz, the output noise level that 
causes amplitude modulation. The noise level must 
be 50 dB below 100% modulation. 
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ж ж ж 


24. What is the required audio frequency response of the FM 
broadcast transmitting system? 


25. What is the allowable audio frequency harmonic distortion 
for FM broadcasting? 


26. What is the maximum FM noise level? 


27. What is the maximum AM noise level? 


* * * 
OTHER TRANSMITTER REQUIREMENTS 


In addition to specifications concerning operating power, 
percentage of modulation, bandwidth, carrier frequency 
tolerance, and audio frequency performance, FM broadcast 





A fully transistorized audio processor used between the limiting amplifier and the FM transmitter to 
allow maximum modulation without fear of overmodulation. 
Courtesy Gates Radio Co. 


transmitters must meetother specifications. For example, 
the audio equipment must contain a pre-emphasis circuit 
that has the characteristics ofa series inductance-resistance 
network having a time constant of 75 microseconds. 


The transmitter must be provided with the necessary in- 
struments for measuring and adjusting the operating power. 
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It also must be designed for the connection of all monitors. 


A number of transmitter specifications pertainto the safety 
of the operators. For example, when more than 350 volts 
is required in a circuit, the tuning adjustments must be 
made from the front of the panels with all access doors 
closed. Also, when the access door is opened, all voltages 
must be automatically reduced to less than 350 volts within 
2 seconds after the access door is opened. 


* * * 


28. FM transmitters are designed without regard for the safety 
of the operator. True or False? 


* * * 


LOG REQUIREMENTS 


The licensee of each FM broadcast station is required to 
maintain program, operating and maintenancelogs. The re- 
quired entries arebasically the same as for an AM station. 


ж ж ж 


29. What logs must be maintained by each FM broadcast station? 


ж ж ж 


FACSIMILE 


An FM broadcast station may cease its usual transmission 
and transmit simplex facsimile for one hour between 7 A.M. 
and midnight. Between midnight and 7 A. M., simplex fac- 
simile may be transmitted the entire time. Upon securing 
authorization, multiplex operation (regular FM plus fac- 
simile) is allowed at any time. 


Some of the engineering standards for facsimile operation 
are as follows: 
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(1) Either amplitude modulation or frequency (frequency- 
shift) modulation may be used. 

(2) The frequency range of the modulated subcarrier 
must be between 22 and 28 kHz. This sets the sub- 
carrier frequency at 25 kHz. 

(3) Negative modulation must be used. That is, for am- 
plitude modulation of the subcarrier, maximum sub- 
carrier amplitude and maximum radio frequency 
swing on black; for frequency modulation of the sub- 
carrier, highest instantaneous frequency of the sub- 
carrier on black. 

(4) In simplex operation, the modulation of the main FM 
carrier should not exceed 30%. 

(5) In multiplex operation, the modulation of the main 
FM carrier should not exceed 5%. 


ж ж ж 


30. For facsimile operation, what type of modulation may be 
used? 


31. For facsimile operation, what is the frequency range of the 
modulated subcarrier? 


ж ж ж 


SUBSIDIARY COMMUNICATIONS AUTHORIZATION (SCA) 


A Subsidiary Communication Authorization (SCA) is a sec- 
ondary type of license which is issued only to licensees of 
ҒМ broadcast stations and cannot exist apart from this li- 
cense. Loss of the FM broadcast license automatically 
terminates the SCA license. 


The SCA license allows the transmission of programs which 
are of interest primarily to limited segments of the public 
wishing to pay subscription fees. Background music and 
detailed weather forecasting are typical services available. 


The SCA license also allows the transmission of signals 
which are directly related to the operation of FM broadcast 
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stations. For example, relaying of broadcast material to 
other FM and standard broadcast stations, remote cueing 





This FM Modulation — SCA Monitor has separate indicoting meters for main chonnel modulotion, 
subchannel frequency , and subchannel modulation. 
Courtesy McMartin Industries, Inc. 


and order circuits, and remote control telemetering func- 
tions associated with authorized STL operation. SCA oper- 
ations are permitted at any time the main channel is pro- 
grammed. 


* * * 


32. An SCA license may be obtained independently of any other 
license. True or False? 


ж ж ж 


A daily operating log of SCA operation must be kept which 
contains the following information: 


(1) The time the subcarrier generator is turned on. 

(2) The time modulation is applied to the subcarrier. 
(3) Thetime modulationis removed fromthe subcarrier. 
(4) The time the subcarrier generator is turned off. 
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Some of the technical standards governing SCA operation 
are as follows: 


(1) Frequency modulation must be used for the SCA sub- 
carrier. 

(2) When monophonic FM broadcasting is being used, the 
SCA subcarrier must be kept within the range of 20 
kHz to 75 kHz, and modulation of the main carrier 
by the SCA subcarrier must not exceed 30%. 

(3) When stereophonic FM broadcasting is being used, 
the SCA subcarrier must be kept within the range of 
53 kHz to 75 kHz, and modulation of the main carrier 
by the SCA subcarrier must not exceed 10%. In this 
case the SCA subcarrier is usually 67 kHz with a 
deviation of +7.5 kHz. 


ж ж ж 


33. What type of modulation is used with the SCA subcarrier? 


34. Whenan FM broadcast station IS NOT engaged in stereophonic 
broadcasting, what is the frequency range of the SCA sub- 
carrier? 


35. When an FM broadcast station is engaged in stereophonic 
broadcasting, what is the frequency range of the SCA sub- 
carrier? 


36. When an FM broadcast station is engaged in stereophonic 
broadcasting, modulation of the main carrier by the SCA sub- 
carrier is limited to what percentage? 


ж ж ж 


STEREOPHONIC BROADCASTING 


The present system of stereophonic broadcasting by FM 
broadcast stations was made effective by the FCC as of 
June 1, 1961. Stereo FM broadcasting is made possible by 
a MULTIPLEX TRANSMISSION system that allows several 
Signals to simultaneously modulate the r-f carrier and yet 
retains the identity of each modulating signal. 
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A simple block diagram of the stereophonic system is shown 
in Figure 2. The output signals from a left and a right 
microphone are amplified and fed to an L+R adder. The 
right audio signal (+R) is phase inverted to -R, then added 
to the L signal in an L-R adder. A 19 kHz oscillator is 
doubled to obtain the 38 kHz stereophonic subcarrier. This 
subcarrier signal, along with the L-R audio signal, is fed to 





A fully transistorized FM Stereo Monitor which provides channel separation of 40 dB, These meters 
allow simultaneous readings of left, right and total modulation. 
Courtesy McMartin Industries, Inc. 


a balanced modulator. In the balanced modulator, the 38 kHz 
stereophonic subcarrier is amplitude modulated by the L-R 
audio signal. The characteristics of a balanced modulator 
circuit cause the stereophonic subcarrier to be suppressed 
but allow the sidebands to be produced. Thus, the output of 
the balanced modulator is a double-sideband suppressed- 
carrier signal which we will call the L-R sidebands. 


The L+R main channel signal and the L-R stereophonic side - 
bands contain all of the audio information and are fed to the 
FM transmitter. In addition, a 19 kHz pilot subcarrier 
(for receiver synchronization) is fed to the FMtransmitter. 
All three of these signals (the L*R main channel, the L-R 
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stereophonic sidebands, and the 19 kHz pilot) are now used 
to frequency modulate the r-f carrier in a conventional 
manner. 


ж ж ж 


37. Instereo FM broadcasting, the main channel modulating signal 
is the (a) L+R, (b) L-R signal. 


38. What is the frequency of the pilot subcarrier in stereo FM 
broadcasting? 


39. What is the frequency of the stereophonic subcarrier? 


40. What type of modulation is used with the stereophonic sub- 
carrier? 


ж ж ж 


The L+R main channel signal is a simple audio signal which 
extends from 50 Hz to 15,000 Hz. The L-R sidebands actu- 
ally extend from 23 kHz to 53 kHz, but contain audio infor- 
mation from 50 Hz to 15,000 Hz. The 19 kHz pilot sub- 
carrier is a sine wave that is used to synchronize the re- 
ceiver subcarrier oscillator. 


ж ж ж 


41. The sideband components of the stereophonic subcarrier (the 
L-R sidebands) occupy a specific band of frequencies. What 
is this band of frequencies? 


ж ж ж 


Some of the stereophonic transmission standards are: 


(1) The modulating signal for the main channel must con- 
sist of the sum of the left and right signals. (This is 
the L+R audio signal.) 

(2) A pilot subcarrier of 19,000 Hz, +2 Hz, must fre- 
quency modulate the main carrier from 8%to 10%, 
(This isthe 19 kHz signal thatis used to synchronize 
the receiver stereo subcarrier oscillator.) 
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(3) The stereophonic subcarrier must be the second har- 
monic of the pilot subcarrier. (This is the 38 kHz 
stereophonic subcarrier that is suppressed in the 
balanced modulator.) 

(4) The modulating signal for the stereophonic subcarrier 
must be equal to the difference of the left and right 
signals. (This is the L-R audio signal.) 

(5) Amplitude modulation of the stereophonic subcarrier 
must be used. 

(6) When only a left or right signal exists, the L+R main 
channel signal must not cause more than 45% modu- 
lation of the r-f carrier. When only a left or right 
signal exists, the L-R stereophonic sidebands must 
not cause more than 45% modulation of the r-f car- 
rier. (This means that modulation of the r-f carrier 
by the two modulating signals cannotexceed 90%. The 
remaining 10% modulation is reserved for the 19 kHz 
pilot subcarrier.) 

(7) When an SCA subcarrier is also used, the 45% fig- 
ures in the preceding paragraph (6) must be reduced 
to approximately 40%. (This allows the r-f carrier 
to be modulated 10% by the SCA subcarrier.) 

(8) Crosstalk between the main channel and the stereo- 
phonic subchannel must be kept at least 40 dB below 
90% modulation. (This provides good separation of 
the two signals and gives a good stereo effect at the 
receiver.) 


STL AND IR STATIONS 


Studio-Transmitter-Link (STL) and Intercity Relay (IR) 
stations are used by FM broadcast stations in exactly the 
same way they are used by standard (AM) broadcast sta- 
tions. 


STATION FACILITIES 


Where a standard (AM) broadcast station is concerned, the 
transmitter and the antenna are usually separated from the 
studios because of the large amount of space required for 
the antenna. 
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Where an FM broadcast station is concerned, the antenna 
may be mounted on top of the same building that houses the 
transmitter and the studios. On the other hand, the antenna 
may be located ona tall tower that is separated from the 
studios. The transmitter is always located relatively close 
to the antenna. 


Studio facilities for an FM broadcast station are about the 
same as for an AM station. Both types of station need turn- 
tables, tape players, an audio console, microphones, etc. 
The biggest difference lies in the fact that audio equipment 
for an FM station must have a wider frequency response 
(50-15,000 Hz) than audio equipment for an AM station 
(50-7500 Hz). 


ж ж ж 


42. The audio console in an FM broadcast station is similar to 
the audio console inan AM broadcast station. Trueor False? 


ж ж ж 


NON-COMMERCIAL EDUCATIONAL 
FM BROADCAST STATIONS 


Non-commercial educational FM broadcast stations (which 
we shall call educational FM stations) use the first 20 chan- 
nels (201 to 220) of the FM broadcast band as indicated in 
Figure 1. The stations are divided intofour classes — Class 
A, Class B, Class C and Class D. 


Stations with more than 10 watts transmitter output power, 
but not more than 3 kw ERP, are Class A stations. With an 
ERP of more than 3 kw, the station falls into the Class Bor 
Class C category. A Class D station operates with 10 watts 
or less of transmitter output power. 


ж ж ж 


43. How many classes of non-commercial educational FM broad- 
cast stations are there? List them. 
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44. What is the power limitation of a Class D station? 


ж ж ж 


Educational FM stations which operate with more than 10 
watts of transmitter output power (all stations except Class 
D) must abide by most of the same rules and regulations as 
do commercial FM broadcast stations. 


Because of their low power output (10 watts or less), Class 
D educational FM stations do not have to meet the same 





This FM stereo rebroadcast receiver is especially useful far educational FM stations. It is designed 
to receive an FM stereo broadcast and ta feed certain FM transmitters ta allaw a direct rebraadcost 
without any intermediate equipment. 

Courtesy McMartin Industries, Inc. 


technical specifications as do the other stations. For ex- 
ample, a Class D station may hire an operator who holds a 
second-class radiotelephone or radiotelegraph license to do 
maintenance work. No first-class license holders are re- 
quired to be on duty at any time. 


ж ж ж 
45. What are the operator requirements for a Class D station? 


ж ж ж 


Тһе frequency tolerance of the carrier of a Class D station 
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is +3 kHz instead of the usual 2 kHz. In addition, the carrier 
frequency does not have to be continuously monitored. After 
installation, it need be measured only if there is reason to 
believe that the carrier frequency has drifted beyond the al- 
lowable tolerance or if equipment changes are made. 


* * * 


46. What is the frequency tolerance of the carrier of a Class D 
station? 


Where power is concerned, Class D stations must keeptheir 
radiated power less than 5% above the authorized power. 
Where other performance of equipment is concerned, Class 
D stations are not required to meet specifications regarding 
frequency response, distortion, hum and noise, etc. They 
are merely required to maintain the equipment in a condi- 
tion that will provide satisfactory broadcast service. 


SUMMARY 


Licenses for FM broadcast stations are issued to suit the 
best interests of the general public. The various rules and 
regulations which must be observed are designed to allow 
the greatest number of people to enjoy interference-free 
reception. To accomplish this purpose, the people involved 
in the technical operation and maintenance must have a good 
understanding of the station requirements. Ав а result, 
the FCC requires that the majority of the station technical 
personnel who are responsible for its operation be holders 
of a radiotelephone first-class operator license. 
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IMPORTANT DEFINITIONS 


EFFECTIVE RADIATED POWER(ERP)- The antenna power 


multiplied by either the antenna power gain or the 
square of the antenna field gain. 


FM BROADCAST BAND - The band of frequencies extending 
from 88 to 108 MHz. 


FM BROADCAST CHANNEL -A band of frequencies 200 kHz 
wide and located in the FM broadcast band. The cen- 
ter frequency of the first channel is 88.1 MHz and 
the center frequency of the last (100th) channel is 
107.9 MHz. 


FM BROADCAST STATION - A station employing frequency 
modulation in the FM broadcast band and licensed 
primarily for the transmission of radiotelephone emis- 
sions intended to be received by the general public. 


MULTIPLEX TRANSMISSION - The transmission of two or 
more signals within a single channel. As applied to 
FM broadcast stations, multiplex transmission means 
the transmission of facsimile or other signals in addi- 
tion to the regular broadcast signals. 


OPERATING POWER -The output power of the transmitter. 


= 
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88.9 E 205 98.9 8-С 255 
88-108 MHz 89.1 E 206 99.1 8-С 256 
89.3 Е 207 99.3 А 257 
Class A and Class B-C channels 89.5 Е 208 99.5 B-C 258 
89.7 E 209 99,7 8-С 259 
Render service to a relatively small community. 89.9 E 210 99.9 8-С 260 
90.1 E 211 100.1 A 261 L-R 
90.3 E 212 100.3 8-C 262 SIDEBANDS 
3 kw (4. 8 dBk) 90.5 E 213 100.5 B-C 263 MIRE RIGHT nu = АЕ 
300 ft i : 1] ТЕДІ? s AP P СЕЗСЕ +8 | INVERTER [— ADDER MODUL ATOR 
| 91.1 E 216 101.1 8-C 266 ST EREOPLONIC 
A Class B station renders service to a sizeable community. 91.3 E 217 101.3 8-С 267 SUBCARRIER 
91.5 E 218 101.5 B-C 268 БҮ; FREQUENCY 
50 kw (17 dBk). a : АЙ a 2 ap 2 OSCILLATOR 19 DOUBLER 
: К - Н: 
2000 ft 92.1 A 221 102.1 8-С 271 
92.3 8-С 222 102.3 А 272 
92.5 8-С 223 102.5 8-С 273 FIGURE 2 
200 kHz 92.7 А 224 102.7 8-С 274 
92.9 8-С 225 102.9 B-C 275 
channels 201 to 220 93.1 B-C 226 103.1 А 276 
93.3 8-С 227 103.3 8-С 277 
93,5 А 228 103.5 B-C 278 
150 miles 93.7 B-C 229 103.7 8-С 279 
93.9 8-С 230 103.9 А 280 
False -- At least one operator must have afirst-class radio- 94,1 8-С 231 104.1 8-С 281 
telephone license. 94.3 A 232 104.3 B-C 282 
94.5 8-С 233 104,5 8-С 283 
b ; 94.7 8-С 234 104.7 B-C 284 
Either the direct or indirect method may be used p B.C 2 540 А 285 
| 95.1 8-С 236 105.1 B-C 286 
90% to 105% of authorized power. 95.3 А 237 105.3 8-С 287 
95.5 8-С 238 105,5 А 288 
ERP is the antenna power multiplied by the antenna power 95.7 8-С 239 105.7 8-С 289 
gain or the square of the antenna field gain. 95.9 А 240 105.9 8-С 290 
96.1 B-C 241 106.1 B-C 291 
T _ 96.3 8-С 242 106.3 A 292 
| | 96.7 A 244 106.7 B-C 294 
False -- The vertically polarized antenna system is supple- 96.9 8-С 245 106.9 B-C 295 
mental to the horizontally polarized antenna system. 97.1 8-С 246 107.1 А 296 
97.3 8-С 247 107.3 8-С 297 
А frequency swing of +75 kHz is 100% modulation in FM broad- vee Wis bu 107.5 8-С 298 
castin 97.7 А 249 107.7 8-С 299 
Б. 97.9 8-С 250 107.9 8-С 300 


Modulation is limited to not less than 85% and not more than 
100%. FIGURE | 
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20. 
21. 
22. 
23. 
24. 
25. 
26. 
27. 
28. 
29. 
30. 
31. 


32. 


33. 
34. 
35. 
36. 
31. 
38. 
39. 
40. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


+5% 

240 kHz 

+2000 Hz of the assigned frequency 

2000 Hz below to 2000 Hz above the assigned center frequency 
50 Hz to 15, 000 Hz 

2.5% to 3.5%, depending upon the audio frequency being used 
60 dB below 100% modulation 

50 dB below 100% amplitude modulation 

False 

Program, operating, and maintenance logs. 

Either AM or frequency shift may be used. 

22 to 28 kHz 


False -- An SCA license is issued only to the licensee of an 
FM broadcast station. 


FM 

20 to 75 kHz 
53 to 75 kHz 
10% 

(a) L+R 

19 kHz 

38 kHz 


AM 


41. 
42. 
43. 
44. 
45. 


46. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


23 kHz to 53 kHz 

True 

There are four classes: Class A, B, C and D. 
10 watts or less 


The operator may hold a second-class radiotelephone or 
radiotelegraph license. 


+3 kHz 


10. 
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ІШІ ШІ ПІП ТШ ШШ ШИШ ПШ ПШ ШП 


QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 


in grading. 
Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing. be certain your correct student number, name and address 
appear on the card. 


Example: An animal noted for its exceptionally long neck is the 


LESSON CODE A -- (A) rhinoceros. (B) giraffe. (C) elephant. (D) hippopotamus. 
B 
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When the transmitter power output of an FM broadcast station is over 25 kw, (A) one operator 
on duty must hold a second-class radiotelephone license. (B) one operator on duty must hold a 
first-class radiotelephone license. (C) maintenance work may be made by an operator who 
holds a third-class radiotelephone license. (D) two operators must be on duty at all times. 
Where FM broadcast stations are concerned, the effective radiated power (ERP) (A) is always 
less than the transmitter power output. (B) is equal to the antenna power multiplied by 2. 
(C) is the transmitter operating power. (D) is the antenna power multiplied by the antenna 
power gain. 

For an FM broadcast station, 100% modulation (A) causes a 50% increase in average power 
output. (B) is a carrier deviation of +75 kHz. (C) is forbidden by the FCC. (D) occurs when 
the carrier frequency varies from zero to twice its unmodulated frequency. 


For an FM broadcast station, the occupied bandwidth of the emitted signal is (A) 240 kHz or 
less. (B) 200 kHz or less. (C) 15,000 Hz. (D) 150 kHz or less. 


For an FM broadcast station, the center frequency of the transmitter (A) must be kept within 
+2000 Hz of the assigned frequency. (B) has a frequency tolerance of 1%. (C) must be moni- 
tored once each day. (D) may be anywhere within the 200 kHz band. 


The audio frequency response of FM broadcast equipment (A) is not specified by the FCC. 
(B) is measured from 50 to 15,000 Hz. (C) is the same as for AM broadcast equipment. (D) is 
measured only at 100% modulation. 


Technical standards governing SCA operation require (A) amplitude modulation of the SCA 
subcarrier. (B) 50% modulation of the main carrier by the SCA subcarrier. (C) the SCA sub- 
carrier to be 50 kHz during stereophonic FM broadcasting. (D) frequency modulation of the 
SCA subcarrier. 

The L-R sidebands of a stereophonic FM broadcast (A) are obtained by frequency modulating 
a 38 kHz subcarrier. (B) extend from 23 kHz to 53 kHz. (C) are obtained by amplitude modu- 
lating a 19 kc pilot subcarrier. (D) must not cause more than 10% modulation of the main 
carrier. 

Тһе 38 kHz stereophonic subcarrier (A) produces the L+R signal. (B) is used as the receiver 
synchronizing signal. (C) is frequency modulated to produce the L-R sidebands. (D) is sup- 
pressed in the balanced modulator. 


А Class D educational FM station (A) may operate with an ERP of 3 kw. (B) is allowed a 
carrier frequency tolerance of +3000 Hz. (C) mustcontinuously monitor the carrier frequency. 
(D) must meet all the same technical specifications as FM stations of other classes. 
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TRIUMPH is just TRY with a little OOMPH. 
--Sonik 


MICROPHONES 


A MICROPHONE is an input transducer used to convert 
sound energy to electric energy. This electric energy may 
be amplified and used to modulate a transmitter or drive a 
recorder. A knowledge of SOUND and ACOUSTICS will help 
you to understand the operation and uses of microphones. 
Therefore, this lesson describes some of the important 
principles of sound and acoustics, as well as the principles 
and characteristics of various types of microphones and the 
equipment used with microphones. 


SOUND 


Soundis produced by anyvibrating body in contact with some 
medium capable of conducting the vibration. Vibrations of 
a given level in the frequency range from about 20 hertz 
(cycles per second) to about 20,000 hertz are audible, or 
can be heard by the normal human ear. Thus, the vibra- 
tional frequencies from 20 Hz (hertz) to 20,000 Hz are 


called the AUDIO FREQUENCIES. 


lwo properties of a medium that determine how well it will 
conduct sound are its elasticity and its density. ELASTIC- 
ITY is the springlike quality of a material, or the tendency 
of the material to return to its original size or shape after 
being deformed. DENSITY is a measure of the number of 
molecules of a medium per given volume of the medium. 


The greater the elasticity and the lower the density of a 
medium, the faster sound will travel through it. For ex- 
ample, sound travels at about 1088 feet per second (ft/sec) 
in air at 32°F, and it travels at about 4165 ft/sec in hydro- 
gen gas (less dense than air and essentially the same elas- 
ticity) at 32°F. Although liquids and solids are denser than 
air, they are much more elastic than air. Thus, sound 
generally travels faster in liquids and solids than in air. 
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ж ж ж 


1. The frequencies between 20 Hz and 20,000 Hz are called the 
frequencies. 


2. What two properties of a medium determine how well it will 
conduct sound? 


ж ж ж 


Sound can be transmitted through water, gases, metals and 
many other types of material. However, we are primarily 
interested in sound traveling through the air. Figure 1 
shows the sound waves set up around a vibrating string, as 
viewed from the end of the string. The vibration disturbs 
air molecules near the string. These air molecules, in 
turn, disturb other air molecules a little farther away from 
the string, and so on. These waves move out from the 
string in all directions. 


As shown in Figure 1, the air molecules bunch up and thin 
out in step with the vibrations of the string. That is, the 
vibrating string compresses a large number of molecules 
into a given space to form what are called COMPRESSIONS. 
The spaces between the compressions contain fewer air 
molecules than normal and form what are called RARE- 
FACTIONS. Thus, the sound from the vibrating string is 
transmitted by the air to a distant point (such as point A in 
Figure 1) as a series of compressions and rarefactions. 


As indicatedin Figure 1, the distance between compressions 
is the WAVELENGTH of the sound. The wavelength is in- 
versely proportional to the frequency of the sound. That is, 
the shorter the wavelength, the higher the frequency, and 
the longer the wavelength, the lower the frequency. 


ж ж ж 
3. A sound wave is made up of a series of and 
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The compressions and rarefactions making up a sound wave 
have the ability to do work. For example, they may vibrate 
the diaphragm of a microphone. The ability of sound to do 
work is its ACOUSTIC ENERGY. The vibrating string in 
Figure l produces a certain amount of acoustic energy. If 
the amplitude of vibration of the string is made larger (say, 
by plucking the string harder), the string produces a greater 
amount of acoustic energy. 


ж ж ж 
4. What is acoustic energy? 


ж ж ж 


Acoustic energy may be divided into two components: the 
PRESSURE COMPONENT and the VELOCITY COMPONENT. 
The compressions and rarefactions of a sound wave repre- 
sent variations in air pressure above and below normal at- 
mospheric pressure: 14,5 Х 10-6 pounds per square inch 
or one MICROBAR. These pressure variations make up the 
pressure component. 


The instantaneous rate at which the pressure component 
changes is the velocity component. This is because the 
rate of change of air pressure at a given point determines 
the instantaneous velocity of air molecules at that point as 
the molecules vibrate about their rest positions in accord- 
ance with the sound. 


* * * 


5. Thetwo components of acoustic energy are and 


ж ж ж 


Sounds differ from each other in three fundamental ways: 
loudness or intensity, pitch or frequency, and tone quality 
or waveform. These three properties make it possible for 
our ear todetect the difference between sounds coming from 
various sources. 
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Intensity and Loudness 


The INTENSITY of a sound is the amount of acoustic energy 
that flows through a given area each second. Thus, sound 
intensity is usually given in units of watts per square centi- 
meter (watts/cm2). 


Sound travels away from a sound source in all directions. 
Therefore, the acoustic energy flows from a source in all 
directions. Thus, any given 
point receives only a small 
рагі ої the total acoustic ener - 
gy produced by the sound 
source. This causes the in- 
tensity of the sound to vary in- 
versely as the square of the 
distance between the sound 
source and the sound receiver. 
For example, the sound re- 
ceived one mile from a sound 
source is only one-fourth as 
intense as the sound received 
a half-mile from the same 
sound source. 


SOUND SHELLS 


POINT SOURCE OF SOUND 






BEAM OF 
SOUND. 


R:RADIUS OF SOUND SH 
A: INTERCEPTED AREA К 


I ACOUSTICAL INTENSITY 


This three-dimensianal model illustrates the 
variatian af acoustica! intensity with distance 
from a paint source of sound, The energy is 


The LOUDNESS of a sound, as 
heard by the human ear, de- 
pends on the intensity of the 


distributed over a greater area asdistance in- 
creases, ond thus the intensity af the sound 
varies inversely as the square of the distance 
from the source. 


sound as it enters the ear. 

The intensity of the faintest sound that the normal ear can 
detect, called the threshold of hearing, is 10-16 watt/cmé2. 
The intensity at which most people begin to experience 
physical pain, called the threshold of pain, is 1074 watt/cm2 
ог 10!4 times the threshold of hearing. 


Since the human ear responds logarithmically to sounds of 
varying intensity, the loudness of a sound is usually given 
in terms of decibels (dB) above the threshold of hearing. 
Loudness is related tointensity by the following expression: 
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L = 10 log = (1) 
О 


where L is loudness in dB, 
I is the intensity of the sound in watt/cm2, and 
I,is the threshold of hearing ( 10-16 watt/cm^). 


The loudness levels of a number of common sounds are 
given in the table of Figure 2. 


ж ж ж 


6. You measure the intensity of a sound to be 1 watt/cm2. Cal- 
culate the loudness level of this sound. Will this sound cause 
physical discomfort to those who hear it? 


ж ж ж 


Pitch and Frequency 


The PITCH of à sound is determined by the rate of vibra- 
tion of the sound source or the FREQUENCY of the sound 
wave. The standard piano keyboard covers a frequency 
range of from 27.5 Hz to 4186 Hz. Many other musical in- 
struments, in addition to human voices, fall within the fre- 
quency range of the piano. This is shown in Figure 3. 


The piano covers a wide range of pitches. Each key on the 
piano has a different note or pitch. Each key is assigned a 
letter from A through G. Each time a letter is repeated, 
it marks the beginning of a new octave. Each octave repre- 
sents a doubling of pitch. For example, the pitch of the 
second A at the left in Figure 3 is twice the pitch of the A 
at the far left. That is, the frequency of the second A 
(55 Hz) is twice the frequency of the first A (27.5 Hz). 


Tone Quality and Waveform 


Notice in Figure 3 that many instruments are able to pro- 
duce sound of the same pitch. For example, the piccolo, 
flute, clarinet, violin and trumpet each can produce a note 
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of 698.46 Hz. However, this note sounds quite different 
when it is playedon each of the five instruments mentioned. 


This is due to the TONE QUALITY of each instrument. 


Instruments produce overtones of the frequency to which 
they are tuned. These over- 


tones occur at multiples of the AAAA 
FORK 

fundamental frequency. Thus, 
for a string vibrating at 20 Hz, 
the first overtone is 2 x 20 Hz AAA Ayon 
or 40 Hz, the second overtone 
is 3 x 20 Hz or 60 Hz, etc. Wm л № Гул 

Б : LARINET 
This results in a complex 
sound wave consisting of the 


fundamental plus its overtones. ip at ege ce 
The overtones affect the ee 
WAVEFORM of the sound. VOICE 


The exact waveform depends 


on the number of overtones A comparison of the waveforms of soundsof the 
and the int ensity of each over - same frequency produced by various sources. 

| These waveforms differ because of their har- 
tone. Each instrument pro- monic contents. 


duces its own particular num- 
ber of overtones of various intensities. Thus, each instru- 
ment produces a different waveform and sounds different. 


MICROPHONE CHARACTERISTICS 


Three important characteristics of microphones are output 
level, frequency response, and directivity. The first of 
these characteristics, OUTPUT LEVEL, is the ratio of 
electrical power output to a given sound pressure input in 
watts per microbar (watts/microbar). The output level of 
a microphone is usually expressed in terms of decibels be- 
low a referencelevel of one milliwatt per microbar or 10-3 
watt/microbar of input (at the rated impedance of the micro- 
phone). 


The actual output of a given microphone (as compared to 
the output level) depends onthe acoustic energy of the sound 
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source and the distance between the microphone and the 
source. The output level of a microphone may be calculated 
as follows: 


1 
D = 10 log L (2) 
о 
where D is the microphone output level in dB, 


lis the output level of the microphone in watts 
per microbar, and 
lg is the reference level (1 milliwatt/microbar or 
10-3 watt/microbar). 


For example, if the output level of a microphone is 10-8 
watt/microbar, then the microphone's output level in dB is 


D 10-8 watt/microbar 


1 
10 log — = 10 lo 
j lo š 10-3 watt/microbar 





10- 
= = -5 = = 
10 log TEES 10 log 10 10 (-5) 
- -50 dB 
ж ж ж 


7. Тһе output level of a microphone you are testing is 10-9 
watt/microbar. What is the output level of this microphone 
in dB? 


Another important characteristic of a microphone is its 
FREQUENCY RESPONSE. The frequency response of a 
microphone indicates its ability toconvert sounds of various 
frequencies into output variations of voltage or current. If 
the microphone output does not vary more thana few de- 
cibels (the dB variations permissible depend on the appli- 
cation and operating conditions)in a given frequency range, 
the microphone is said to be "flat" in that range. This, of 
course, assumes the same sound level at all frequencies. 
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For example, the microphone represented by the response 
curve of Figure 4A is flat from 20 Hz to 10,000 Hz. 


It is usually desirable that the response curve of a micro- 
phone does not contain ragged peaks as inthe response curve 
of Figure 4B. Many broad- 
cast transmitters (such as 
single sideband) automatically 
limit their output, so that the 
radiated power does not ex- 
ceed the limit set bythe FCC. 
If there are ragged peaks in 
the frequency response curve 
of a microphone, the peaks 
will determine maximum out- 
put. Thus, the average output 
will be far below that which is 
permissible. 





In some communications appli- 
cations a microphone with a 
flat frequency response from 
60Hz to 8000 Hz, for example, 
is adequate. Іп other appli- 
cations, such as professional 
recording, a microphone with 
a wide, flat frequency re- An omnidirectionol microphone designed for 


sponse of from 20Hz orlower ёё in ie gall di irm a ond pro- 
а 1 essionol recording. e frequency response 
to 20,000Hz or higheris nec- ‚пот 40 Hz to 20,000 Hz. ыы 


essary. Courtesy Shure Brothers, Inc. 


A third important characteristic of a microphone is its 
DIRECTIVITY. The directivity of a microphone is its ability 
to pick up sounds from different directions. 


The pickup characteristics of a typical OMNIDIRECTIONAL 
MICROPHONE for three frequencies are shown bythe three 
patterns in the graph of Figure 5A. 0° is the direction di- 
rectly in front of the microphone. 0dB (indicated by the 
circle next tothe outside circle)is arbitrarily chosen as the 
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maximum intensity level picked up by the microphone. Each 
succeeding circle, moving toward the center, indicates a 
5 dB reduction in output. 


This microphone receives 1 kHz sounds equally well from 
all directions, as shown by the solid line pattern. This is 
also true to a lesser extent at 5 kHz, which is represented 
by the dashed line pattern. However, the pickup becomes 
quite unidirectional (one-directional) at 10 kHz, which pro- 
duces the dotted line pattern. For example, point A in Fig- 
ure 5A shows that the output level at 10 kHz is -10 dB (down 
10 dB) in the 105? direction. 


Figure 5B shows the directivity characteristics of a typical 
CARDIOID MICROPHONE. The word cardioid refers to the 
heart-shaped directivity characteristics of this microphone. 
("Cardioid'" comes from the Greek "kardia" meaning heart.) 
The pickup of a cardioid microphone is somewhat unidirec- 
tional at all frequencies. 


Finally, Figure 5C shows the pickup characteristics of a 
typical BIDIRECTIONAL MICROPHONE. The bidirectional 
microphone receives sound equally well from either front 
(0°) or rear (180°). However, it picks up practically no 
sound from either side. 


A device capable of adding a highly unidirectional pickup 
characteristic to any microphone is the PARABOLIC RE- 
FLECTOR, a cross-section of which is shown in Figure 6. 
The shape of the reflector is such that sounds traveling 
parallel to the axis are all focused to one point. The micro- 
phone is placed at this point so it receives all the sound 
energy focused at it by the reflector. 


Reflectors are often used in outdoor recording or broad- 
casting situations. For example, they are very popular for 
sound pickup at football games and similar events. Ata 
football game, the sound man on the sidelines can aim the 
reflector at the players and pick up the quarterback's sig- 
nals and other sounds of the game that would otherwise be 
drowned out by the crowd noise. 
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МІСКОРНОМЕ ТҮРЕ5 


All microphones have the same general purpose: to produce 
variations of electrical energy when they are subjected to 
variations of acoustical energy. Various types of micro- 
phones can be classified according to how they are affected 
by acoustical energy and how they produce variations of 
electrical energy. First, let's consider the ways in which 
microphones may be affected by acoustical energy. From 
this standpoint there are two main classes of microphones: 
pressure microphones and velocity microphones. 


A PRESSURE MICROPHONE is one in which the pressure 
components of sound waves actuate the operating mecha- 
nism. Dynamic, piezoelectric, condenser, and carbon 
types are all forms of pressure microphones. The dynamic 
and piezoelectric microphones contain generating elements. 
The condenser and carbon microphones do not generate an 
output. Rather, their properties of capacitance and resis- 
tance, respectively, vary in accordance with the pressure 
component of a sound. These variations control a bias volt- 
age or current produced by a separate power supply. 


A VELOCITY MICROPHONE is one in which the velocity 
components of sound waves actuate the operating mecha- 
nism. A velocity microphone contains a generating element 
similar to that of the dynamic pressure microphone. 


Dynamic Microphone 


A microphone that operates by the principle of electromag - 
netic induction is the DYNAMIC MICROPHONE. Figure 7A 
is a cross-sectional view of a simplified dynamic micro- 
phone. The diaphragm is a thin, dome-shaped object that 
will yield to slight variations in pressure. A lightweight, 
cylindrical coil form is attached to the hollow side of the 
diaphragm (see Figure 7A). This assembly is suspended 
over one pole of a permanent magnet by the diaphragm. 
The diaphragm is mounted within a ring support that rests 
on the other pole of the permanent magnet as in Figure 7A. 
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In a dynamic microphone, the diaphragm vibrates in step 
with the acoustic energy striking the diaphragm. This 
causes the coil attached to the diaphragm to cut the flux 
lines between the poles of the permanent magnet. By elec- 
tromagnetic induction, this 
cutting induces an emf across 
the coil that also varies in 
step with the incoming sound 
waves. Thus, the dynamic 
microphone is a form of gen- 
erator: it converts mechan- 
ical and acoustical energy to 
electrical energy. 


It is interesting to note that 
the construction and operation 
of the dynamic microphone is 
Similar to that of a speaker. 
Signal currents in the voice 
coilofa speaker setupavary- 
ing magnetic field that inter- 
acts with the field of the per- 
manent magnet. This inter- 
A unidirectional dynamic microphone for action causes the diaphragm to 
studio use. This microphone can be mounted К s : : 
on o boom, or in a desk mount as shown here. vibrate in step with the signal 
Courtesy Shure Brothers, Inc. and, thus, produce acoustical 
energy. Because of the simi- 
larity in operating principles, a single moving coil element 
is used as a speaker and a microphone in many intercoms 
and walkie -talkies. 





ж * * 
8. What is the operating principle of a dynamic microphone ? 


9. Ifthe dynamic microphone acts as a generator, then the dy- 
namic speaker acts as a 5 


ж * ж 


The construction of the dynamic microphone in Figure 7A 
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is relatively simple. However, a practical dynamic micro- 
phone must contain a number of mechanical refinements for 
good operation. For example, something must be done 
about the mechanical resonant characteristics of the micro- 
phone, which tend to produce poor frequency response. 


Figure 7B shows a cross-sectional view of a practical 
microphone. When sound waves cause the diaphragm to 
vibrate, it will tend to vibrate at its natural resonant fre- 
quency, which is determined by the mass and the stiffness 
of the diaphragm. If the mechanical resonance of the dia- 
phragm occurs in the audio frequency range, the speech or 
music variations at the output of the microphone will be 
distorted. Thus, the dynamic microphone is usually de- 
signed such that the mechanical resonant frequency of the 
diaphragm is above the audio frequency range. 


The frequency response of a typical dynamic microphone 
for high quality recording and broadcast use may be from 
20 cps to 20,000 Hz. The ruggedness and good frequency 
response of the dynamic microphone make itone of the pre- 
ferred types in recording and broadcast work. 


ж ж ж 


10. Why are most microphone diaphragms designed such that 
their natural resonant frequencies are above the audio range? 


ж ж ж 


A typical dynamic microphone produces alow output voltage 
(about 0.01 volt is typical) Therefore, an amplifier is 
normally used with a dynamic microphone. The dynamic 
microphone has a low impedance. To obtain maximum 
power transfer, the amplifier must present a low input im- 
pedance to the dynamic microphone. A common emitter 
transistor amplifier suchas the one shown in Figure 8A has 
a low input impedance, which meets the impedance match- 
ing requirements of many dynamic microphones. On the 
other hand, a conventional tube amplifier has a high input 


Page 16 Microphones 


impedance. Thus, a transformer of suitable turns ratio is 
normally used to couple a dy- 
namic microphone to a com- 
mon cathode tube amplifier as 
in Figure 8B. 


» Some microphones have built- 
in impedance matching trans- 
formers. However, these 
built-in transformers are used 
to convert the physical imped- 
ance of the generating or con- 
trolling element to a standard 
high impedance (hi-Z) or low 
impedance (lo-Z) value. If 
the amplifier to be used has a 
different input impedance than 
the one presented bythe inter- 
nal microphone transformer, 
Ал omnidirectional dynamic microphone for an additional matching trans- 
broadcasting of bath music and speech. This former may be required to 
et oe has an output impedance of 150 match the microphone to the 
oe Courtesy Gates Radio Campany amplifier. In addition to 

built-in impedance matching 
transformers, some microphones have built-in amplifiers. 





ж ж ж 


11. Why is atransformer usually used tocouple adynamic micro- 
phone to a grounded cathode tube amplifier? 


ж ж ж 
Piezoelectric Microphone 


A number of crystalline substances have the ability to pro- 
duce electric current or voltage when pressure is applied. 
For example, if mechanical pressure is applied to a crys- 
tal mounted between two electrodes, a voltage will appear 
across the electrodes. This property is called piezoelec- 
tricity, and it isthe operating principle of the PIEZOELEC- 
TRIC MICROPHONE. 
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12. The operation of a crystal microphone depends on (a) the 
piezoelectric effect, (b) the photoelectric effect, (с) е1ес- 
tromagnetic induction. 


ж ж ж 


Two major classes of piezoelectric microphones are the 
crystal microphone and the ceramic microphone. In a 
CRYSTAL MICROPHONE, the mechanical pressure is the 
result of sound waves striking the crystal element, and the 
resultant voltage is used as the signal for an amplifier. 
Rochelle salts are widely used crystal microphone generat- 
ing elements. For the same applied pressure they produce 
a higher output voltage than other crystal elements. 


Most microphone elements are made up of twoRochelle salt 
crystal slabs adjacent to one another. This is known as a 
BIMORPH ELEMENT. The advantages of bimorph elements 
over single crystal elements are: a bimorph element can 
be made in a more convenient shape, it is affected less by 
temperature variations, and itis a more sensitive element. 


ж ж ж 


13. What are the advantages of a bimorph crystal element over a 
single-crystal element? 


ж ж ж 


There are two types of crystal microphones: the directly 
actuated type and the diaphragm actuated type. Inthe di- 
rectly actuated type, sound pressure acts directly on the 
crystal. In the diaphragm actuated type, the sound pres- 
sure acts on a diaphragm which is mechanically coupled to 
the crystal. 


A cross-sectional view of adirectly actuated crystal micro- 
phone, or sound cell, is shown in Figure 9. A thin bimorph 
crystal element with a metal foil electrode is attached to 
each side of a bakelite frame. The bimorph element is in 
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an air-tight chamber that allows the element to vibrate 
freely in step with acoustic energy variations. 


When sound waves approach the microphone, the two sec- 
tions of the bimorphelementvibrate in phase with each other 
to produce an output voltage that follows the variations of 
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A cutaway view of a high impedance crystal microphone with the ports identified. This unit is 
equipped with a neck cord such as those used in interviews. 
Courtesy American Microphone Manufacturing Co. 


the incoming sound waves. However, mechanical shocks 
are not likely to produce in-phase voltages. Thus, the out- 
put of a sound cell is relatively noise free. 


Sound cells are usually designed so their natural resonant 
frequency is in the ultrasonic range. As a result, there 
are no unwanted resonant peaks in the upper audio frequen- 
cies, so the microphone provides good high frequency re- 
sponse. The output voltage of a single sound cell is very 
low, and the impedance is very high. However, by con- 
necting sound cells in series and parallel, it is possible to 
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produce a wide range of output voltages and impedances. 


Figure 10 shows a cross-sectional view of a diaphragm- 
actuated crystal microphone. The conical diaphragm in 
Figure 10 effectively amplifies the incoming sound pressure 
by focusing iton a small area. Thus, more force per small 
areais exerted on the crystal element than is applied to the 
diaphragm. This is also greater than that which is exerted 
onthe element in a sound cell for the same sound pressure. 
Thus, the output is greater than that of a sound cell. How- 
ever, the frequency response is more ragged than that of 
the sound cell. 


The impedance of a crystal microphone is quite high, so an 
amplifier must present a high input impedance to this type 


of microphone. The transistor amplifier in the common 
emitter circuit of Figure llA has a lower input impedance 
than desired. Therefore, this circuit requires a trans- 


former for efficient coupling of the crystal microphone to 
the amplifier. A common cathode tube amplifier has a high 
input impedance and meets the impedance matching require- 
ments of the crystal microphone without any transformer. 


The crystal microphone has avery high resistance to direct 
current. Therefore, resistor Rj in Figure 11B is used to 
complete the grid-cathode bias circuit. 


A CERAMIC MICROPHONE is similar tothe crystal micro- 
phone in its characteristics, A ceramic microphone uses a 
ceramic element of barium titanate in place of the Rochelle 
salt element of the crystal microphone. The ceramic ele- 
ment is notas greatly affected by temperature and humidity 
variations as the crystal element, 


ж ж ж 
14. Theimpedance matching conditions for a ceramic microphone 


are just the reverse of those for a dynamic microphone. True 
or False? 
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Condenser Microphone 


The CONDENSER MICROPHONE is basically a variable ca- 
pacitor. This variable capacitor is made up of a lightweight 
metal diaphragm and a fixed metal backplate with air as the 
dielectric. The construction of a condenser microphone is 
illustrated in Figure 12. A dc voltage must be applied to 
this type of microphone since it does not contain a genera- 
ting element as the dynamic or piezoelectric type does. 


ж ж ж 


15. The condenser microphone is a variable | . 


Figure 13 shows a typical condenser microphone circuit. 





This high quality candenser micraphane, designed far studia use, includes a built-in amplifier. The 
unit is disassembled in this phatagraph ta shaw the amplifier arrangement. 
Caurtesy Gatham Audia Carporation 


Condenser microphone M] is connected in series with re- 
sistor R] and dc microphone bias supply EM. When the 
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circuit is closed, the condenser microphone charges to the 
bias voltage value. Then, as variations of sound pressure 
move the diaphragm, the capacitance of the microphone 
changes. Asthe capacitance of the microphone changes, the 
voltage across the microphone also changes. Thus the ca- 
pacitance of the microphone controls the bias voltage. 


To see how this occurs, let's look at the expression for 
voltage across a capacitor: 


Е = коа (3) 


where E is the capacitor voltage, 
k is aconstant determined by the area of the capa- 
citor plates, 
Q is the charge on the capacitor, and 
d is the distance between the plates. 


When the microphone diaphragm (one plate of the capacitor) 
moves, the distance d changes. However, k does not change, 
and the charge Qcannotchange rapidly. Therefore, achange 
of distance between the plates causes a change of voltage 
across the capacitor. For example, when a rarefaction 
strikes the diaphragm, the diaphragm moves away from the 
backplate and d increases, causing E to increase. Simi- 
larly, when a compression strikes the diaphragm, the dia- 
phragm moves toward the backplate and d decreases, caus- 
ing E to decrease. 


If the diaphragm moves or vibrates at an audio rate, the 
voltage across the capacitor varies at an audio rate. Thus, 
an ac voltage of audio frequency is produced and applied to 
the grid of tube V] in Figure 13. This voltage corresponds 
to the incoming sound waves. 


ж ж ж 


16. The voltage acrossthe plates of a condenser microphone will 
(a)increase, (b)decrease when the diaphragm is activated 
by a compression. 


* * * 
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Carbon Microphone 


A CARBON MICROPHONE is essentially a variable resis- 
tor, and not a generating element. Like the condenser 
microphone, the carbon microphone needs a dc bias supply 
to produce an output signal. 


There are two types of carbon microphones: the single- 
button type and the double -button type. Figure 14 shows a 
cross-sectional view of a single-button carbon microphone. 
The conical diaphragm is supported at its outer edge, so 
that the curved central portion projects into a cup filled with 
carbon granules. The resistance of the carbon cup depends 
on how densely the carbon granules are packed. The more 
densely packed the carbon granules, the lower the resist- 
ance of the carbon cup. 


When a rarefaction hits the diaphragm, the carbon granules 
become less densely packed than normal and the resistance 
increases, causing the bias current to decrease. Whena 
compression hits the diaphragm, the carbon granules be- 
come more tightly packed and the resistance decreases, 
causing the bias current to increase. Thus, the base cur- 
rent of the transistor amplifier in Figure 15A or the sec- 
ondary voltage of the transformer in Figure 15B varies in 
step with the incoming sound waves. 


ж ж ж 


17. When a compression strikes the diaphragm of a single-button 
carbon microphone, the resistance of the carbon cup (a) in- 
creases, (b)decreases. 


* * ж 


As the diaphragm returns to its rest position after being 
depressed, the air in the space behind the diaphragm be- 
comes rarified and holds back on the diaphragm. This load- 
ing of the diaphragm is controlled by the pressure equali- 
zation hole. The lower the frequency of an incoming sound 
wave, the more time the air has to escape through the 
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pressure equalization hole. Thus, the reduction in back 
pressure is proportional to the period of the incoming sound 
wave. This improves the low frequency response of the 
microphone. Even with this improvement, however, the 
frequency response of the single-button carbon microphone 
is quite limited and very ragged. 


ж ж ж 


18. The pressure equalization hole in the diaphragm of a single- 
button carbon microphone improves the (a) high frequency 
response, (b) low frequency response. 


* ж ж 


Since the impedance of a single-button carbon microphone 
is low, this microphone normally presents the same match- 
ing problems as the dynamic microphone. However, the 
output developed by a carbon microphone may be as high as 
l volt. Because of this high output, the microphone is 
sometimes coupled directly to the input of a tube amplifier. 


* ж ж 


19. Тһе matching conditions for a single-button carbon micro- 
phone are just the reverse of those for a dynamic micro- 
phone. True or False? 


* ж ж 


Figure 16 shows a cross-sectional view of a double -button 
carbon microphone. This type of microphone uses two but- 
tons or cups of carbon. The backplate of Figure 16 is the 
main supporting member of the microphone, and it is hol- 
lowed out to provide a damping chamber that prevents ex- 
cessive vibration of the unit. The rear button assembly is 
supported by a circular metal disk that is connected mech- 
anically (but not electrically) to the rear of the backplate. 
This disk is electrically connected to the rear button as- 
sembly. 


A thin, circular metal diaphragm is clamped securely be- 
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tween the backplate and the clamping ring. The diaphragm 
is stretched tightly by the stretching ring. This stretched 
condition improves the high 
frequency response of the dia- 
phragm. 


The front button assembly in 
Figure 16 is held in place by 
a bridge-like structure con- 
nected mechanically to the 
clamping ring. The bridge- 
like structure is electrically 
connected to the front button 
assembly. 


The electrical circuit of a 
double-button carbon micro- 
phone feeding an amplifier is 
shown in Figure 17. The two 
carbon cups are connected 
in a push-pull arrangement 
throughthe center tap of trans - 
| 277 former Ту. When there is no 

A carbon microphone used primarily in voice : 
tronsmission, os in mobile communicotions, sound input, the currents 
Courtesy Shure Brothers, Inc. through the two cups are equal 
in magnitude but opposite in 
direction. The resulting fluxes in the transformer neutral- 

ize each other. 





When sound waves passing through the bridge strike the dia- 
phragm, the resistance of one cup increases, while the re- 
sistance of the otherdecreases. The resulting currentvar- 
iations produce a push-pull action in the primary of trans- 
former T]. The fluctuating field in the primary induces a 
voltage in the grid circuit of Vj that varies in step with the 
incoming sound waves. 


This push-pull arrangement of the double-button type pro- 
vides less distortion and a smoother frequency response 
than can be obtained with the single -button microphone. 


Місгорһопев 


ж ж 


Page 25 


ж 


20. The diaphragm of a double-button carbon microphone is 
stretched to improve the microphone's (a) low frequency 
response, (b) high frequency response. 


ж ж 


Because each tiny carbon granule is separate from each 
other one, arcing continually occurs between the granules 


inacarbon microphone. Some- 
times this arcing may cause 
excessive heat, which may 
fuse the carbon granules to- 
gether. The carbon granules 
in the fused state form nothing 
more than a fixed resistor. 
Thus, the current through the 
button remains constant, and 
no signal is developed across 
the input of the amplifier. 


In addition to arcing, other 
causes of carbon fusing or 
packing are: opening the mi- 
crophone when there is current 
flowing through it, jarring the 
microphone while it is in use, 
allowing moisture to accumu- 
late in the element, and shout- 
ing into the microphone. 


Velocity Microphone 


A microphone in which the 
electric response corresponds 





A bidirectional velocity microphone used for 
interviews, combined pickup of instrumental 
groups, and similar opplications. 

Courtesy Shure Brothers, Inc. 


to the velocity component of a sound is called a VELOCITY 
MICROPHONE. Figure 18 shows two cross-sectional views 
of a velocity microphone. The metallic-ribbon generating 
element is suspended between the pole pieces of two per- 
manent magnets. Because of this construction, the velocity 
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microphone has a pickup characteristic similar to the bi- 
directional characteristic shown in Figure 5C. 


Like the dynamic type, the velocity microphone operates 
by the principle of electromagnetic induction. Incoming 
sound waves cause the metallic ribbonto vibrate inthe mag- 
netic field. This induces a voltage in the ribbon that varies 
in step with the incoming sound waves. 


Since the resistance of the ribbon is but a fraction of an 
ohm, the matching conditions for a velocity microphone are 
essentially those of the dynamic microphone. The velocity 
microphone also has the wide frequency response needed 
for high quality recording and broadcasting. 


ж Ж ж 


21. Тһе characteristics and matching conditions of a velocity 
microphone are very similar to those of a dynamic micro- 
phone. True or False? 


ж ж ж 


MICROPHONE RATINGS 


Now that you have studied microphone characteristics and 
types you should be able to appreciate the ratings that most 
manufacturers give for their microphones. These ratings 
include: classification (type and directivity), frequency 
response, output level, and impedance. Typical microphone 
ratings are listed for a few microphones in the table of Fig- 
ure 19. 


The microphones in the table of Figure 19 are representa- 
tive of the various types discussed earlier. The omnidirec- 
tional condenser microphone has a frequency response of 
20 Hz to 20,000 Hz, an output level of -50 dB, and an im- 
pedance of 600 ohms. This microphone is of high quality 
as compared to the omnidirectional carbon microphone, 
which has a frequency response of 95 Hz to 6000 Hz. The 
carbon microphone, however, has the advantage of a rela- 
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tively high output level (-30 dB). This output level is actu- 
ally 100 times that of the condenser microphone. 


Data such as that in Figure 19 is very useful in selecting a 
microphone for a given application, or in selecting equip- 
ment for use with a given microphone. For example, if 
high fidelity reproduction is the main requirement, and 
sound levelis no problem, the velocity or condenser micro- 
phone would be a good choice. Where high sensitivity is the 
main consideration, and frequency response is not too crit- 
ical, the best choice would probably be the carbon micro- 
phone, or perhaps-the dynamic microphone. 


ж ж ж 


22. Referring to the table of Figure 19, the output level of the 
carbon microphone is dB above the output level of the 


ceramic microphone. 


ж ж ж 


MICROPHONE COUPLING EQUIPMENT 


We have seen that the output of a microphone usually must 
be amplified before it is useful. Cables, impedance match- 
ing transformers, and equalizers are devices commonly 
used to couple microphones to amplifiers. 


Microphone Transmission Lines 


Figure 20 shows a type of cable commonly used to connect 
a remote microphone to the input of an audio amplifier. The 
stranded wire which serves as one conductor of the cable is 
surrounded bytwolayers of braided cotton insulation. There 
is a braided copper shield around these layers of braided 
cotton. The braided copper shield is used as the ground 
connection of the cable. It is covered by a thick layer of 
rubber insulation. The copper shield is normally grounded 
at the equipment to prevent stray fields from inducing un- 
desirable noise voltages in the inner copper wire. 
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23. Why are microphone transmission lines shielded? 


ж ж ж 


Because of its construction, shielded microphone cable or 
transmission line exhibits a capacitive effect. The stranded 


d = 2528 4 
alm omma, at АТЫР 





A condenser microphone in a suspension type mount, The element (left end) is covered by a "blast 
filter" to prevent sharp sounds from overloading the microphone. The shielded cable at the right 
connects the microphone to its auxiliary units. 

Courtesy Siemens American, Inc. 


wire and the copper shield form the two plates of a capaci- 
tor, and the layers of insulation between them form the di- 
electric. The longer the cable, the larger the area of the 
"plates". Thus, the longer the cable, the greater the ca- 
pacitive effect. 


As the length of the cable and/or the frequency of the trans- 
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mitted signal increases, the capacitive reactance of the 
transmission line decreases. Thus, while all audio signals 
are attenuated by a long transmission line of given length, 
the relatively high frequency signals are more sharply at- 
tenuated than the low frequency signals. An increase in the 
Spacing between the stranded wire and the copper shield 
will decrease the cable's capacitive effect. However, there 
are practical limits to the diameters of microphone cables. 


ж ж ж 
24. What causes a shielded cable to act as a capacitance? 
ж ж ж 


Figure 21 shows an equivalent circuit for the coupling оға 
microphone tothe input of a tube amplifier by a microphone 
transmission line. The generator symbol at the left repre- 
sents the property of the microphone to generate a signal 
voltage Ем. RM represents the internal impedance of the 
microphone, C the capacitance of the transmission line, 
and RIN the input impedance of the amplifier. For maxi- 
mum power transfer, we make R[N - RM. 


With the circuit of Figure 21, we will investigate two con- 
ditions of signal loss due to the cable capacitance. First, 
if RM is a high impedance as in a ceramic microphone; and 
second, if RM is a low impedance as in a dynamic micro- 
phone. 


If RM is high, RIN would normally be high also, to obtain 
maximum power transfer from microphone to amplifier. 
However, at high frequencies the capacitance C of the cable 
presents a low reactance which shunts RIN. Under this 
condition, most of the voltage EM developed by the micro- 
phone is lost across the high impedance of RM, and very 
little appears across the amplifier input impedance RIN. 
This loss is greatest at high frequencies and least at low 
frequencies. Therefore, the capacitance of the cable causes 
a decrease in high frequency output. If the values of RM 
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and RIN are hundreds of thousands of ohms, even compara- 
tively low capacitance cable can cause severe losses. 


ж ж ж 


25. In coupling a high impedance microphone to a grounded cath- 
ode tube amplifier, the capacitive reactance of the shielded 
cable causes a sharp attenuation of the frequencies. 


ж ж ж 


Now let's consider a microphone with low internal imped- 
ance RM. In a low impedance microphone, RM might have 
a value from 50 ohms up to 500 or 600 ohms. For maximum 
transfer of energy, RIN would be a similar value. The re- 
actance of capacitance C is now much less important. Un- 
less this reactance decreases to a value of 1000 ohms or 
So, it can be neglected. This means a much longer cable 
can be used before capacitance becomes bothersome. 


ж ж ж 


26. In coupling a low impedance microphone to an amplifier with 
low input impedance, the capacitive reactance of the shielded 
cable can usually be neglected, if it remains above approxi- 
mately 1000 ohms at the signal frequencies. True or False? 


ж ж ж 


Impedance Matching Transformers 


The ideal choice for very long lines is a transmission line 
having a characteristic impedance matched to the micro- 
phone and also the load: for example, a 50 ohm micro- 
phone connected to a 50 ohm line which, inturn, connects 
to an amplifier with 50 ohms input impedance. When a 
transmission line is terminated with resistance equal to its 
characteristic impedance, it reflects the same impedance 
to the source (the microphone). This produces maximum 
energy transfer and minimum high-frequency loss. 


It is possible to obtainlow impedance advantages with some 
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fairly high impedance microphones through impedance 
matching transformers. In 
such cases we use transform- 
ers to match the line to the 
microphone and load. Forex- 
ample, suppose we wish to 
couple a 50,000 ohm micro- 
phone to a 50 ohm line. To do 
this, we use a transformer 
with a turns ratio of 


7Y50,000/50 - ^y 1000 - 32. 


Notice, theturns ratio is equal 
to the square root of the ratio 
of the impedances we wish to 
match. 


Thetransformer of this exam- 
ple would be used as a step- 
down transformer from micro- 
phone toline. A similar trans- 
former could be used at the 
output end of the line to match This dynamic micraphane pravides a chaice 
an amplifier with an input af three autput impedances: 50, 250. ,ar 
impedance of 50,000 ohms. In vet Courtesy Electra-Vaice, Inc. 
this case, however, the trans- 


former would be reversed to act as a step-up transformer. 





Equalizers 


Line losses can be compensated for, to some extent, by a 
circuit called an EQUALIZER. An equalizer is a network 
that can be adjusted to give desired frequency characteris- 
tics. By the use of R, L and C components, the equalizer 
can attenuate the lows to the same degree that the cable ca- 
pacitance attenuates the highs. With such an arrangement, 
the highs and lows may have the same relative intensities 
with which they left the microphone. This usually results 
in a loss at all frequencies, so additional amplification may 
have to be added. 
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А typical equalizer circuit is shown in Figure 22. Here the 
LC network resonates near the high end of the desired fre- 
quency range, where the line normally causes attenuation 
(for example, 10,000 Hz). When variable resistor R is 
completely shorted by the sliding contact, the LC network 
offers a very high impedance at 10,000 Hz, but shunts the 
lower frequencies. AsR increases, the effect of the LC 
network decreases, and the low frequencies are attenuated 
less. Thus, the setting of resistor R controls the attenua - 
tion curve of the equalizer. 


* ж ж 


27. An equalizer is a network that gives the effect of boosting the 
frequencies that are normally attenuated by line losses. True 
or False? 


* * * 


ACOUSTICS 


It is the job of the microphone to produce an electrical out- 
put that is a faithful reproduction of the sound input. How- 
ever, a microphone cannot overcome distortion produced in 
the sound as it travels from the source to the microphone. 
Only the effective application of the Principles of acoustics 
can reduce such distortions. ACOUSTICS is the science 
that deals with the production, conduction, and control of 
sound. We have already seen that sound is produced by vi- 
brating bodies, and that sound is conducted by elastic media. 
Now, we will discuss some methods of controlling sound. 


When sound waves strike a surface, they may be absorbed, 
conducted or reflected by the surface. If sound waves ofa 
relatively high frequency are reflected from a surface, the 
angle the reflected waves make with a line perpendicular to 
the surface (angle of reflection) will be equal to the angle 
the original waves make with the same perpendicular line 
(angle of incidence). This is shown in Figure 23. 


Almosteverytype of surface reflects soundto some degree. 
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These reflections are the major cause of most acoustic 
problems encountered in recording and broadcast studios. 
Some reflections produce echoes. It has been found by ex- 
periment that a distinct, separate echo is heard if the re- 
flected wave reaches the ear 0.1 second after the direct 
wave. Echoes sometimes result in confusion and loss of 
intelligibility when a person is speaking. However, a cer- 
tain amount of echoing may enhance the sound of music. 


Since the speed of sound is approximately 1130 ft/sec at 
room temperature, a sound must cover a round-trip dis- 
tance of 1130 ft/sec X 0.1 sec = 113 ft to be perceived as 
an echo. Therefore, the one-way distance is 56.5 feet. 
Thus, in general the maximum distance from a speaker to 
the opposite wall of a room cannot exceed 56.5 feet if loss 
of intelligibility is to be minimized. Larger rooms may be 
used for speaking if they are acoustically correct. 


ж ж ж 


28. If loss of intelligibility is to be minimized, the distance from 
a speaker to the opposite wall of a room Cannot exceed 
feet. 


ж ж ж 


The echoing action of a room does not stop after one echo; 
the echo just decreases in intensity. Multiple echoes are 
called REVERBERATIONS. The time required for the in- 
tensity of a sound to drop 60 dB after the original sound has 
stoppedis called REVERBERATION TIME. Long reverber- 
ation time gives a room a "live" atmosphere, while short 
reverberation time gives a room a ''dead'' atmosphere. 


ж ж ж 


29. The reverberationtime of a room is thetime required for the 
intensity of a sound to drop dB after the original sound 
has stopped. 


ж ж ж 


The reverberation time of a room or studio may be altered 
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by the placement of sound absorbing panels in strategic lo- 
cations. In other cases, the studio may be specially de- 
Signed with walls set at a slant to each other (rather than 
set perpendicular or parallel) to reduce reflections. 


MICROPHONE PLACEMENT 


Куеп in an acoustically corrected studio, the type of micro- 
phone being used and the microphone placement both have a 
bearing on the quality of broadcast or recorded sound. The 
following paragraphs illustrate a few typical microphone 
placement problems. 


The conversation of people on a "talk" program or a panel 





TV viewers rarely see "behind-the-scenes" activity such as that shawn in this phatagraph, Camera- 
men pick up the visual part af the pragram while the audia men aperate the mike baams ta pick up 
the sounds af this small archestral graup. 

Caurtesy Statian WTV J 


discussion program may be picked up in several ways. For 
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example, each member of the group may have his own 
microphone. However, such an arrangement may be im- 
practical. Another arrangement is shown in Figure 24A. 
Here a bidirectional microphone is used to pick up the con- 
versation from two sides of alarge coffee table at which the 
conversants are seated. In another case, Figure 24B shows 
two unidirectional microphones each picking up one side ofa 
debate. 


The pickup of piano tones is an interesting problem. The 
bass tones, played at the low frequency end of a grand piano 
keyboard, are usually produced with greater amplitude than 
the treble tones. Thus, if a microphone is centered on the 
piano, the bass notes are dominant in the reproduction. To 
compensate, the microphone should be placed nearer the 
treble side of the piano as in Figure 25. 


The microphone pickup of orchestral music presents quite 
a problem because of the varied conditions associated with 
instrumental groups. Instrumental groups range in size 
from trios and quartets to symphony orchestras with more 
than a hundred musicians. To further complicate the prob- 
lem, these instrumental groups may be playing in a radio 
or television studio, an auditorium, or an outdoor location 
such as a bandshell. In spite of these complications, a few 
simple rules of microphone placement apply to most cases. 


In general, percussion instruments are louder than brasses, 
brasses are louder than woodwinds, and woodwinds are 
louder than strings. Under these conditions, two general 
methods of orchestral pickup are normally applied to micro- 
phone placement. One of these methods is illustrated in 
Figure 26, where a single microphone provides the major 
pickup of an orchestra's music. This microphone is usually 
suspended from a boom and situated above the conductor. 


When the entire orchestra is playing, the boom microphone 
provides adequate pickup. However, during soft passages 
or solos the boom microphone's pickup may be weak. In 
such cases, accent microphones located near the soloist or 
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strings provide the extra pickup necessary for good listen- 
ing. Proper balance between the boom microphone and the 
accent microphones is made by volume control adjustments 
in the control room. 


The other commonly used method of orchestral pickup is 
illustrated in Figure 27. Here a separate microphone is 
used for each general group of instruments (an additional 
microphone may sometimes be used for the piano alone). 
Thus, the orchestral balance ; in this case, is obtained by a 
combination of microphone placement and volume control. 
The orchestral balance is not determined only by the indi- 
vidual volume control of each microphone. 


The possible solutions to some of the problems of micro- 
phone placement encountered in working with choirs and 
choral groups are illustrated in Figure 28. Figure 28A 
shows a typicalarrangement of such groups. This arrange- 
ment is unsatisfactory for microphone pickup, because it is 
impossible to obtain a balanced pickup from suchanarrange- 
ment. Since the tenors and basses are placed behind the 
women, the female voices predominate (however, this may 
be desirable in some cases). 


The arrangement shown in Figure 28B overcomes this dif- 
ficulty by placing each section of the choir an equal distance 
from a microphone. Even with the arrangement of Fig- 
ure 28B, many church choirs are weak in male voices. 
Thus, the arrangement shown in Figure 28C allows the 
operatorto adjust the volume of the male voices and balance 
the group's sound. 


Figure 29 shows a soloist and an orchestra. Two micro- 
phones are used, so that the operator may balance the ar- 
rangement by controlling the volume of each microphone. 
Furthermore, if two bidirectional microphones are placed 
such that their directional patterns are perpendicular to 
each other, the soloist microphone will pick up very little 
orchestra music, and the orchestra microphone will pick 
up very little solo music. 
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Sound is produced by a vibrating body in contact with an 
elastic medium which will conduct the sound energy to a 
sound receiver. Sounds differ from each other in three 
fundamental ways: intensity, pitch and tone quality. 


A microphone is an input transducer that converts sound 
energy to electric energy. There are two major types of 
microphones: pressure and velocity types. 


Pressure microphones include dynamic, piezoelectric, con- 
denser and carbon types. The dynamic microphone is a 
form of electric generator. Sound waves striking the dia- 
phragm cause a coil, attached to the diaphragm, to cut flux 
lines. This induces an emf across the coil which varies 
according to the sound waves. The frequency response of 
the dynamic microphone is very good. The moving coil of 
a dynamic microphone presents a low output impedance. 


Crystal and ceramic microphones operate by the piezoelec- 
tric effect. When the crystal or ceramic element is sub- 
jected to pressure, a voltage is developed across the ele- 
ment. Ceramic microphones are preferred over crystal 
types because they are not affected as much by temperature 
and humidity variations. In general, piezoelectric micro- 
phones have a good high frequency response and a high out- 
put impedance. 


A condenser microphone is, as its name implies, a variable 
condenser or capacitor. The diaphragm forms one plate, 
a backplate forms the other plate, and air serves as the 
dielectric. The voltage across the plates of the condenser 
microphone is directly proportional to the distance between 
the diaphragm and the backplate. Thus, sound waves strik- 
ing the diaphragm cause the voltage across the plates to 
vary with the sound waves. 


Single -button and double -button carbon microphones act as 
variable resistors. The diaphragm controls the pressure 
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on carbon granules contained in a cup or button. When the 
carbon granules are compressedand released, the total re- 
sistance of the cup decreases and increases, respectively. 
Thus, sound waves striking the diaphragm cause current 
through the carbon cup to vary with the sound waves. The 
frequency response of a single-button carbon microphone is 
poor, but the output is relatively high. The double-button 
carbon microphone generally produces less distortion than 
the single-button type. 


A velocity microphone is one in whichthe electric response 
corresponds tothe difference in sound pressure onthe oppo- 
site sides of a narrow metallic strip called a ribbon. Уе- 
locity microphones such as the ribbon microphones gener- 
ally have bidirectional pickup characteristics. 


In coupling microphones to amplifiers, shielded cable is 
used to prevent the addition of hum and other noise to the 
signal. This shielded cable or transmission line exhibits 
a capacitance that causes attenuation of higher frequency 
signals traveling along the line. Low impedance line is 
used for coupling low impedance microphones to amplifiers 
with low input impedance. 


When high impedance microphones must be used with long 
lines, impedance matching transformers are used with a 
low impedance line, because high impedance line sharply 
attenuates the high frequencies. Normally, a step-down 
transformer is used from microphone to line, and a step- 
up transformer is used from line to amplifier. An equal- 
izer circuit can also be used to compensate for some line 
losses. | 


Good sound reproduction requires careful placement of 
microphones with respect to the sound source. Also, the 
acoustics of the area in which the sound is being developed 
must be taken into consideration. 
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IMPORTANT DEFINITIONS 


ACOUSTIC ENERGY - [uh KOO: stik] - The ability of sound 


to do work. 


ACOUSTICS - [uh KOO: stiks]- The science that deals with 
the production, conduction, and control of sound. 


AUDIO FREQUENCIES - The range of frequencies from 
about 20 to 20,000 Hz which can be heard by the nor - 
mal human ear. 


BIDIRECTIONAL MICROPHONE - [ BIGH di REK shun'1] - 
A microphone that picks up sound equally well from 
the front and back, but picks up practically no sound 
from either side. 


BIMORPH ELEMENT - [ BIGH morf] - A sensitive crystal 
element made up of two slabs of crystal adjacent to 
each other. 


CARBON MICROPHONE - A microphone in which the sen- 
sory element consists of a cup (or cups) of carbon 
granules, which serves as a variable resistance when 
sound waves cause the granules to become more 
densely and less densely packed. 


CARDIOID MICROPHONE - [KAR di oyd] - A microphone 
that has a heart-shaped directivity pattern, providing 
maximum pickup of sound from the front, diminishing 
to almost no pickup from the rear. 


CERAMIC MICROPHONE - [si RAM ik] - A type of piezo- 
electric microphone, in which variations of pressure 
applied to a ceramic element cause a voltage to be 
developed. 
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IMPORTANT DEFINITIONS (Continued) 


COMPRESSIONS - In an analysis of sound transmission, 
the areas where a large number of molecules are 
compressed due to vibrations of a sound producing 
instrument. 


CONDENSER MICROPHONE - A microphone in which the 
sensory element consists of movable and fixed plates, 
which serve as a variable capacitance when the mov- 
able plate is activated by sound waves. 


CRYSTAL MICROPHONE - A type of piezoelectric micro- 
phone, in which variations of pressure applied to a 
crystal element cause a voltage to be developed. 


DENSITY - The number of molecules of a given material 
per given volume of the material. 


DIRECTIVITY - [di rek TIV i tee] - The ability of a micro- 
phone to pick up sounds from particular directions. 


DYNAMIC MICROPHONE - A microphone which operates 
on the principle of electromagnetic induction, gener- 
ating a voltage when a coil cuts a magnetic field. 


ELASTICITY - [i lass TISS i tee] - The tendency of a body 
to return to its original size or shape after having 
been stretched, compressed, or deformed. 


EQUALIZER - [E kwuhl eyez'r] - A circuit designed to 
level the frequency response of a unit, usually by at- 
tenuating the stronger frequencies. 


FREQUENCY - The rate of vibration of sound energy. 


FREQUENCY RESPONSE - That characteristic of a micro- 
phone which indicates its ability to convert sounds of 
various frequencies to output variations of voltage or 
current. 
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IMPORTANT DEFINITIONS (Continued) 


INTENSITY - The rate at which acoustic energy flows through 
a unit area. 


LOUDNESS -The magnitude of sound, as heard bythe human 
ear, which is related to the intensity of the sound en- 
tering the ear. 


MICROBAR - [MIGH kroh bar]-A unit of sound wave pres- 
sure which is equal to 14.5 X 10-6 pounds per square 
inch. 


MICROPHONE - [ MIGH kruh fohn] - A device that converts 
sound energy to electric energy. 


OMNIDIRECTIONAL MICROPHONE - [ahm ni di REK shun' 1] 
A microphone that receives sounds equally well from 
all directions. 


OUTPUT LEVEL - The ratio of a microphone's power out- 
put to a given sound pressure input. 


PARABOLIC REFLECTOR - [PAYRuh BAHL ik]-A dish- 
shaped object used to focus sound onto a microphone 
and thus provide a highly directional pickup pattern. 


PIEZOELECTRIC MICROPHONE - [ PEEZ oh i LEK trik] - 
A microphone which operates onthe principle of piezo- 
electricity, wherein variations of pressure on acrys- 
talline substance cause a voltage to be developed. 


PITCH - The effect of the frequency of sound waves on the 
ears. 


PRESSURE COMPONENT - The component of acoustic en- 
ergy related to the pressure variations created bythe 
compressions and rarefactions. 
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IMPORTANT DEFINITIONS (Continued) 


PRESSURE MICROPHONE - A microphone in which the 
variations in pressure, caused by the sound waves, 
actuate the operating mechanism. Dynamic, piezo- 
electric, condenser, and carbon types are forms of 
pressure microphones. 


RAREFACTIONS - [RAYR i FAK shuns] - In an analysis of 
sound transmission, the spaces between compressions 
where there are relatively few molecules. 


REVERBERATION - [re VER ber AY sh'n]- The continued 
reflection of sound; a multiple echo. 


REVERBERATION TIME - The time required forthe inten- 
sity of a sound to drop 60 dB after the original sound 
has stopped. 


SOUND - Vibrational energy which produces the sensation 
of hearing when it reaches the human ear. 


TONE QUALITY - The property of sound waves which de- 
pends on the number of harmonics present and on 
their prominence. 


VELOCITY COMPONENT -The instantaneous rate at which 


the pressure component of acoustic energy changes. 


VELOCITY MICROPHONE - А microphone in which the 
electric response corresponds to the velocity com- 
ponent of the sound. 


WAVEFORM - The shape of a sound wave, as determined by 
the overtones or harmonic content of the wave. 


WAVELENGTH - The distance between compressions ofa 
sound wave. 
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ESSENTIAL SYMBOLS AND EQUATIONS 


output level (ав) 
distance between plates (cm) 
voltage (volts) 
intensity ( watts /cm2) 
threshold of hearing (10-16 watt/cm2) 
a constant determined by the 

area of the plates ina 

condenser microphone 


loudness (dB) 
output level (watts /microbar) 
reference level (10-3 watt/microbar) 
charge (coulombs) 
I 
L = 10 log — (1) 
10 
1 
D = 10 log; (2) 
о 


E = kQd (3) 


STUDENT NOTES 


10. 


PRACTICE EXERCISE SOLUTIONS 


audio 

elasticity and density 

compressions, rarefactions 

Acoustic energy is the ability of a sound wave to do work. 
pressure, velocity 


160 dB 





I 1 
= 10105 т- = 10 108 т 16 


= 10 10р 1016 = 10 х 16 = 160 В 


The people who hear this sound will experience considerable 
pain, because this sound is 40 dB above the threshold of pain 
(120 dB). 


-30 dB 


10-6 watt/microbar 


1 
D = 10 log "m 10 log 10-2 watt/ microbar 


= 10 log 10-3 = 10(-3) = -30 dB 


The dynamic microphone operates onthe principle of electro- 
magnetic induction: when a coil cuts a magnetic field, a 
voltage is induced in the coil. 


motor -- A dynamic microphone converts acoustical (mechan- 
ical) to electrical energy, and thus is a form of generator. A 
dynamic speaker converts electrical energy to acoustical 
(mechanical) energy, and thus is a form of motor. 


If the natural resonant frequency of a diaphragm occurs in 
the audio range, speech and music inputs to the microphone 
will be distorted at the output. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


The impedance of a dynamic microphone is usually very low, 
and the input impedance of a grounded cathode tube amplifier 
is very high. Thus, for maximum power transfer, these de- 
vices must be matched by a transformer. 


(a) the piezoelectric effect. 

A bimorph element: 

(a) lends itself to more efficient size and shape, 

(b) is affected less by temperature and pressure variations, 


and 
(c) is more sensitive than a single-crystal element. 


True 

capacitor or condenser 

(b) decrease 

(b) decreases 

(b) low frequency response. 

False -- Since the impedance of a carbon microphone is nor- 
mally low, the matching conditions for a carbon microphone 
are the same as those for a dynamic microphone. 

(b) high frequency response. 

True 

30 -- (-30 dB) - (-60 dB) = -30 dB + 60 dB = 30 dB 
Microphone transmission lines are shielded to prevent un- 
desirable noiSe voltages from being added to the voice or 
music signal before it reaches the amplifier. 

The capacitive effect of the shielded cable is due to its con- 
struction. That is, the copper wire and the copper shield 


form the plates of the capacitance, and the insulation between 
the wire and shield forms the dielectric. 
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FREQUENCY | OUTPUT 
MICROPHONE CLASSIFICATION RESPONSE LEVEL RE 
Hz dB 
CARDIOID DYNAMIC 30 To 10,000} -48 | 
CARDIOID CRYSTAL 50 ТО 11,000] -60 | 


CARDIOID CERAMIC 60 ТО 8000 










CARDIOID VELOCITY 30 To 15,000] -87 
OMNIDIRECTIONAL CONDENSER |20 ТО 20,000] -50 | 
OMNIDIRECTIONAL CARBON 95 То 6000] -30 2 
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A view of a broadcast studio shows the professional type turntables used to play phonograph records. 
This is one of the studios of Station WXYZ, Detroit. 
Courtesy Gates Radio Company 
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Education makes people easy to lead, 
but difficult to drive; easy to govern, 
but impossible to enslave. 

--H.P. Brougham 


“RECORDING AND PLAYBACK 


Recordings are animportant part of modern communication. 
For example, disk recordings are commonly used in broad- 
casting music; magnetic tapes are often used to record 
commercials and complete programs before they are broad- 
cast; and in many cases, live broadcasts are 'taped'' to 
provide a permanent record that may be checked at some 
later time. In this lesson we investigate some of the im- 
portant characteristics of recording and playback equipment 
as used in modern broadcast work. 


DISK RECORDING 


Disk recordings have been used for many years to obtain 
permanent records of information. In disk recording, a 
signal from a microphone or other signal source is ampli- 
fied and applied to a RECORDING HEAD or CUTTING HEAD 
which includes a CUTTING STYLUS. The chisel-like stylus 
cuts a varying groove into the record according to the am- 
plitude and frequency of the signal. 


ж ж ж 


1. The instrument that does the actual cutting in disk recording 
is called a 


The original record has a soft, plastic surface, and is not 
normally released to the general public. It is used to make 
a metal MASTER copy. The master is a negative copy, 
since it has ridges where the original had grooves. A metal 
MOTHER copy is produced from the master. The mother 
is a positive copy; that is, its grooves correspond to the 
grooves on the original. Negative STAMPERS are made 
fromthis mother. These stampers are used to make press- 
ings (records) that are sold to the general public and used 
by broadcasting studios. 
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2.  Diskrecordings used by broadcast studios are called masters. 
True or False? 


* * * 


The information on a record disk is recovered by means of 
a PLAYBACK CARTRIDGE or PICKUP CARTRIDGE and 
PLAYBACK STYLUS which functions in the reverse order 
of the recording head and cutting stylus. Ав the playback 
stylus follows the groove variations, the pickup cartridge 
develops a signal proportional to the variations in the 
groove. 


* * * 


3. Compare the basic functions of a recording head and a pickup 
cartridge as used in modern disk recording. 


ж ж ж 


The signal produced by a playback cartridge is usually very 
small, and must be fed into a PREAMPLIFIER designed to 
handle small signals. The output of the preamplifier is fed 
to the basic amplifier or POWER AMPLIFIER, which in- 
creases the power of the signal to the level required to 
drive the monitoring speaker systems and to serve as a 
modulating signal for the transmitter. The r-f signal out- 
put of the station, whether it is music or voice, contains 
essentially the same information as that recorded in the 
first step of the operation. 


ж ж ж 


4. Why is a preamplifier required in a broadcast studio playback 
system ? 


Information is recorded on a phonograph disk when the cut- 
ting stylus modulates the groove. In a professional re- 
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corder, the recording head is usually mounted ona lathe 
arrangement which drives the head across the surface of a 
record "blank" rotating on a turntable. The groove forms 
a spiral from the outside toward the center of the record 
disk. Signals applied to the head produce the stylus motion 
which modulates the groove. 


In monaural recording, groove variations can be cut by 
either of two methods: the lateral cut or the vertical cut. 
Current monaural recordings are made using lateral cutting 
of the groove. Stereophonic disks use a combination of 
vertical and lateral cutting to produce two channels of in- 
formation. 


* ж ж 


5. What two types of cutting may be used to produce monaural 
disk recordings? 


6. Whatcutting methodis generally used for monaural recording ? 
For stereo recording ? 


ж ж ж 


Figure 1A isa greatly magnified view of a vertically cut 
groove. The stronger the signal applied to the recording 
head, the deeper the stylus cuts into the record, and the 
wider the groove will be. This is shown by the variations 
in the width of the groove. Notice that the center of each 
groove does not swing left or right. This system was used 
in some early recorders, but is rarely used in modern re- 
cording systems. 


Figure 1B shows the result of lateral cutting. The depth of 
the groove remains constant as the cutting stylus moves 
from side to side. Depending upon the amplitude and fre- 
quency of the applied signal, the lateral motion varies. For 
example, large signals cause the stylus to swing farther 
from the center than small signals, and high frequency sig- 
nals cause more rapid swings of the stylus than low fre- 
quency signals. The lateral cutting method is used in prac- 
tically all monaural systems. 
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7. Describe the main difference between the vertically cut 
grooves of Figure 1A and the laterally cut grooves of Fig- 
ure 1B. 


Stereo recording produces a groove which combines the 
vertical modulation of Figure 1A and the lateral modulation 
of Figure 1B. The result is shown in Figure 1C. The out- 





Inspecting the grooves in a metal copy of a phonograph record. In commercial record manufac- 
turing, microscopic inspections such as this are impartant to insure noise-free reproduction. 
Courtesy Radio Corparation of America 


side groove (right) in this figure contains no modulation. 
The combination of vertical and horizontal motion of the 
cutting stylus in one plane (between upper left and lower 
right, at a 45° angle with respect to the surface of the 
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record) causes modulation of the right groove wall. This is 
illustrated by the second groove in Figure 1C. A similar 
motion between lower left and upper right (again at 45° with 
respect to the record surface) causes modulation of the left 
groove wall, as shown by the third groove. 


With this cutting method, one groove wall carries one "chan- 
nel" of information, and the other wall carries a second 
"channel" of information. The last three grooves show mod- 
ulation of both groove walls to produce the two channels 
simultaneously. 


ж ж ж 


8. In stereo disk recording, the same information is carried in 
both walls of the groove. True or False? 


ж ж ж 
PHONOGRAPH DISKS 


Over the years, many types of materials have been used to 
make phonograph disks. The main problem is always the 
amount of wear on the disk due tofriction between the play- 
back stylus and groove wall. Today vinylite is used to make 
almost all commercial phonograph disks. This material is 
easy to press, and yet is strong enough to endure the fric- 
tion of the playback stylus without excessive wear. 


When only a few records are required, they may be cut into 
acetate disks. This type of disk generally has a metal base. 
These masters are then played directly. No pressings are 
made. 


ж ж ж 


9. The material used to make almost allcommercial phonograph 
records is 





ж ж ж 


The groove spacing determines the PITCH of the recording 
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spiral, which refers to the number of grooves per inch of 
recording radius. The pitch ranges from about 20 to 500 
grooves per inch in records produced today. The pitch of 
most commercial records is between 100 and 250 grooves 
per inch. 


As the separation between the adjacent grooves is decreased 
(the pitch is made higher), the allowable signal amplitude 
is smaller. This is because the stylus would overlap into 
the adjacent groove on high amplitude signals. To prevent 
overlap, some record cutting lathes are used with a vari- 
able pitch device. This increases the distance between ad- 
jacent grooves when the stylus is making large swings, and 
decreases the distance between adjacent grooves when the 
material being recorded has very low amplitude. 


ж ж ж 


10. Why is it necessary to restrict the maximum amplitude of the 
recorded signal when the groove pitch is high? 


* * * 


The shape of the groove cut by the cutting stylus is shown 
in Figure 2, which illustrates an "end" view of several un- 
modulated record grooves. The groove depth, the width of 
the groove at the disk surface, and the spacing between the 
grooves (called the land) varies with the type of cutting and 
the number of grooves per inch. А typical groove depth is 
.0025 inch or 2.5 mils (1mil-.001 inch). For standard 
grooves, as commonly used in 78 rpm records, the groove 
width is typically 6 mils and the width of the land is typically 
4 mils. In comparison, a typical groove width in 33$ rpm 
and 45 rpm microgroove records is 2 mils, with a 1.3 mil 
land between grooves. The angle of cut, as shown, is nor- 
mally between 80° and 100°, 


ж ж ж 


11. The grooves ina microgroove record are usually (a) wider, 
(b) narrower than those in a standard 78 rpm recording. 


ж ж ж 
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RECORDING SPEED 


Three basic turntable speeds are used in modern disk re- 
cording systems. They are: 334, 45 and 78 revolutions 
per minute (rpm). By using the slower speeds, longer re- 
cordings can be made ona disk of given diameter. Most 
long playing (LP) albums are recorded at 335 rpm. Be- 
cause of the increased popularity of 45 rpm and 33} rpm 





A 16" phanograph turntable af studia quality. The speed selectar lever at the left permits selectian 
af either 78, 45 ar 33-1/3 rpm. A built-in straboscapic disk in the center af the turntable permits 
checking the actual turntable speed. 

Caurtesy Gates Radia Company 


recordings, many broadcast turntables have only these two 
speeds, 


For best reproduction, the speeds of the recording and play- 
back turntables should be identical. Professional turntables 
such as those used in most broadcast studios usually have 
provisions for adjusting the speed of rotation. These ad- 
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justments are checked periodically to make surethere is no 
change in operating speed. 


One way of checking the speed of a turntable is by using a 
STROBOSCOPIC DISK, such as that shown inFigure 3. This 
disk is placed directly upon the turntable, and rotated asa 
record. Note that this disk has a band of marks for each 
speed. The marks around the circumference of thedisk are 
viewed under a fluorescent light (which fires and extin- 
guishes at a rate of 120times a second on the regular 60 Hz 
line). If the turntable is rotating at the proper speed, the 
marks appear to stand still. If the dots or marks appear 
to rotate clockwise, the turntable speed is too fast; when 
they appear to rotate counterclockwise, it is too slow. 


Strobe disks are available for all standard speeds. Some 
turntables have a strobe disk built into the center of the 
table for convenience. 


ж ж ж 


12. When a turntable is rotating at the correct speed, the marks 
corresponding to that speed on a stroboscopic disk appear to 
(a)stand still, (b)rotate clockwise, (c)rotate counterclock- 
wise. 


ж ж ж 
RECORDING HEADS 


The recording head converts electric signals to mechanical 
motion of the cutting stylus. Examples of recording heads 
are shown in Figures 4 and 5. Figure 4 shows a crystal 
head, while Figure 5 shows a magnetic head. The magnetic 
head is more common in professional disk recording sys- 
tems. 


The crystal head operates on the piezoelectric principle: 
signalvoltages applied betweenthe opposite faces of a crys- 
tal cause the crystal to bend. А stylus is mechanically 
coupled to the crystal element, so that the crystal motion 
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causes the stylus to move from side to side. The resulting 
stylus swing corresponds to the amplitude and frequency of 
the signal applied to the crystal element. 


In the magnetic recording head of Figure 5, the stylus 
moves as a result of interaction between the fixed magnetic 
field of a permanent magnet and the varying electromagnetic 
field produced by signal currents in an exciting coil. The 
stylus chuck is an extension of a pivoted armature, which 
passes through the center of the exciting coil. The coil 
assembly is mounted in the field of the permanent magnet. 


With no signal current in the exciting coil, the armature is 
centered between the poles of the permanent magnet. Sig- 
nal currents produce a varying field around the coil which 
aids or opposes the permanent magnet field, depending on 
the direction of signal current. The armature swings from 
side to side, thus causing lateral motion of the stylus. The 
amount of swing depends on the amplitude of the signal, and 
the rate of swing depends on the frequency of the signal. 


x ж ж 


13. A cutting head used for disk recording converts electric sig- 
nals to mechanical motion. True or False? 


The recording heads of Figures 4 and 5 have provisions for 
only one input signal. Thus, they are monaural recording 
heads. However, the basic principles of Figures 4 and 5 
are also usedin stereo cutting heads. Twodriving elements 
are mounted physically at 90° with respect to each other, 
and at 45° with respect to the surface of the record. These 
two elements are coupled mechanically to a single cutting 
stylus. Signals applied to one element cause the stylus to 
move in one plane at an angle of 45° with respect to the 
record surface, and thus modulate one wall of the groove. 
Signals applied to the other element cause stylus motion in 
the other plane at 45° with respect to the record surface, 
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thus modulating the other groove wall. As a result, two 
channels of information are recorded in the two walls of a 
single groove as shown in Figure ІС. 


THE CUTTING STYLUS 


A diagram of a typical cutting stylus is shown in Figure 6. 
It consists of a chisel-like tip mounted in a shank. Тһе tip 
or cutting edge of the cutting stylus is the portion that does 
the actual cutting. For this reason only the chisel tip has 
to be of a hardened material. The materials most commonly 
used are diamond and sapphire. 


As the cutting edge of the stylus cuts the groove, the stylus 
provides the additionalfunction of polishingthe groove wall. 
This function is performed by the burnishing edge of the sty- 
lus. This burnishing action eliminates small imperfections 
in the groove and thus results in a "cleaner" recording. 


The cutting stylus must be manufactured with extreme ac- 
curacy. Not only must the cutting edge be sharp, but the 
sides of the tip must be polished to a smooth finish. Other- 
wise, the groove material will be torn rather than cut from 
the record, resulting in a poor recording. 


A great strain is placed upon the edge of the recording sty- 
lus as it cuts the record groove. The amount of noise ob- 
tained on playback depends on the ability of the stylus to 
maintain a sharp edge. The sharper the edge on the stylus, 
the quieter will be the recording. 


The cutting life of the stylus varies with the hardness of the 
material to be cut and the speed of the recording being 
made. The softer the material being cut, the longer the 
stylus life. Increasing the recording speed increases the 
heat generated at the stylus. This reduces the stylus life. 


ж ж ж 


14. Whydo youthink the cutting edge of a recording stylus is made 
of hard material such as sapphire or diamond? 


ж ж ж 
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The angle of the cutting stylus with respect to the record 
has an important bearing on the quality of the recording. 
This angle varies with the type of head used, the type of 
material being cut, and the actual shape of the cutting edge 
of the stylus. If the cutting angle is incorrect, there will 
be an increase in surface noise. 


ж ж ж 


15. List at least two factors that govern the angle of the cutting 
stylus for best recording. 


ж ж ж 
PICKUP CARTRIDGES 


The pickup cartridge is that partof a playback system which 
converts the variations in the walls of a record groove into 
a corresponding electric signal. Four main types of car- 
tridges are in common use: (1) magnetic, (2) variable re- 
luctance, (3) moving coiland (4) ceramic or crystal. These 
types of cartridges differ in the method of converting the 
mechanical motion or vibration of the stylus into electric 
signals. 


ж ж ж 


16. Name at least two types of pickup cartridges used in modern 
phonograph playback systems. 


ж ж ж 


The Magnetic Pickup 


The operating principle of the magnetic type of phonograph 
pickup is illustrated by the simplified drawing of Figure 7A. 
The magnetic field is produced by a U-shaped permanent 
magnet, and to concentrate the lines of force, soft iron pole 
pieces are placed between the magnet poles. 


The armature is centered between these pole pieces and 
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mounted ona pivot, with the stylus attached to the lower 
extended end. At the upper end, the armature passes through 
a piece of rubber which holds it midway between the poles. 
Between the extensions of the poles a coil of wire is placed 
around the armature, but not connected to it. 


When the armature is centered in the air gap, the magnetic 
flux divides equally, half of it passing through the upper pair 
of poles and half through the lower pair of poles. Except 
for those parts directly between the soft iron pole faces, 
there is no magnetic flux in the armature. 


With the part of the armature in the center of the coil con- 
sidered to be the core, under the above conditions there is 
no magnetic flux in the core of the coil. Since all of the flux 
passes through the pole pieces, practically no magnetic 
lines cut through the turns of wire which make up the coil, 
and the output voltage is zero. 


* * * 


17. In the cartridge of Figure 7A, when the armature is centered 
іп the air gap, the output voltage of the cartridge is (a) maxi- 
mum, (b) zero. 


ж ж ж 


When the stylus is moved to the right by a variation in the 
record groove, the upper end of the armature moves toward 
the upper N pole piece. Iron has a much lower reluctance 
than air. Therefore, moving the stylus to the right reduces 
the upper left air gap, and reduces the reluctance of the 
magnetic circuit. 


The reduced reluctance permits some of the magnetic lines 
to pass from the N pole of the permanent magnet, through 
the upper extension of the pole piece, across the shortened 
gap, down through the armature, to the lower S pole piece, 
and to the S pole of the magnet. The number of magnetic 
lines passing through the armature at a given instant de- 
pends on the distance the stylus is moved. The greater the 
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movement, the greater the number of lines. 


In following the path from the upper left to the lower right 
pole piece extensions, all magnetic lines do not remain in- 
side the armature, and part of the total flux cuts through 





These two broadcast quality 3 speed, 12 inch turntables use transcription arms housing magnetic 
cartridges. Both the amplifiers and pawer supply ore solid state. 
Courtesy Gates Radio Company 


the turns of the coil. When a wire cuts through, or is cut 
by magnetic lines, an emí is induced in the wire. 


In the same way, when the stylus is moved in the opposite 
direction, the air gap between the armature and the upper 
end of the S pole piece is shortened and some of the mag- 
netic lines, passing from the N to S pole of the magnet, 
travel up through the armature. The action is the same as 
that just described except that the induced emí is in the op- 
posite direction in the coil. 


ж ж ж 


18. In the magnetic pickup cartridge of Figure 7A, how does the 
voltage produced by a stylus swing in one direction compare 
with the voltage produced by a stylus swing in the opposite di- 
rection? 


Thus, variations of a wave cut in the record groove cause 
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like variations of magnetic flux through the armature. Then, 
as that part of the armature between the arms of the poles 
is the core of the coil, the changing flux induces an alter- 
nating emf of like frequency in the coil. The alternating emf 
induced in the coil is coupled by means of an impedance 
matching transformer to the input of an audio amplifier, as 
shown in Figure 7B. 


The Variable Reluctance Pickup 


The basic construction of one type of variable reluctance 
pickup is shown in the simplified drawing of Figure 8A. A 
sapphire or diamond tipped stylus or needle is mounted on 
the free end of a small spring piece of magnetic material. 
This is magnetized by a tiny cylindrical alnico magnet, 
placed above one end of the spring material. The other end 
of the spring is free to move between two thin, flat pole 
pieces made of an alloy of iron and nickel, called "mumetal'', 
which has a high magnetic permeability. The pole pieces 
extend upward through the cores of the coil and are joined 
at the upper ends by a yoke. 


As the stylus moves laterally in the record groove, the 
attached spring decreases the length of the magnetic path 
to one pole piece while increasing the path to the other pole 
piece, thus changing the reluctance of their magnetic cir- 
cuits. Since magnetic flux varies inversely as reluctance, 
the number of lines of magnetic force threading through one 
coil increases, while the number of lines through the other 
decreases. Therefore, as the flux increases in one coil it 
decreases in the other. The voltages generated in the coils 
by the expanding and contracting fields are directly propor - 
tional to the rate of change of flux in each coil. 


ж ж ж 


19. What magnetic property is varied to produce the changing flux 
as the stylus moves from side to side in Figure 8A? 
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Due to the low mass of the moving element, the signal 
waveform is a veryclose reproduction of the original sound. 
The induced voltages in the two coils aid each other to pro- 
duce a Signal output greater than that available withone coil 
alone. Also, due to the coil arrangement, hum or other 
noise from external sources tends to induce equal and oppo- 
site voltages in the coils, thus providing a cancellation of 
hum or noise pickup. Since vertical motion of the stylus 
between the pole pieces does not produce flux variations, no 
voltage is generated by such movements, and considerable 
frictional noise is eliminated. 


ж ж ж 


20. Тһе voltages induced in the two coils of Figure 8A as a result 
of the stylus motion (a) aid each other, (b) oppose each 
other. 


The energy produced by this type of pickup is very small 
and must be boosted by a preamplifier. However, this dis- 
advantage is offset by the excellent frequency response and 
low noise output. 


Figure 8B shows the input circuit to a preamplifier. The 
cartridge output is fed into R] and C], which form a tone 
compensating network to improve the frequency response of 
the pickup. Rọ offers a grid-to-cathode path for the grid 
bias. 


The Moving Coil Pickup 


The moving coil pickup employs a stationary flux, and the 
lines are cut by a coil which moves in accordance with the 
variations in the record groove. In one arrangement of this 
type of pickup, illustrated in Figure 9A, the coil is wound 
on a thin split sleeve of steel, which is mounted around one 
end of a short duralumin stylus. Two thin plastic vanes ex- 
tend at right angles to the stylus, directly opposite each 
other, and are anchored securely to the supporting bridge. 
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The thin edges of the vanes are placed inline with the record 
groove, and when the stylus follows the lateral excursions 
of the groove, the vanes flex on their center line and cause 
an oscillatory motion of the coil around its center. The 
poles of a small permanent magnet, not shown in Figure 9A, 
are placed close to each side of the coil so that, when it 
oscillates, it cuts the lines of flux and an alternating emf 
is induced. As explained for the pickup of Figure 7, here 
the coil is connected to the input of an audio amplifier with 
a transformer as shown in Figure 9B. 


* ж ж 


21. Although both operate on magnetic principles, explain briefly 
the main difference between the operation of the pickups of 
Figures 8A and 9A. 


ж ж ж 
Crystal and Ceramic Pickups 


Crystal and ceramic pickups are very popular because of 
their high output, simple connections to the audio amplifier 
input and, particularly in the case of the ceramic pickup, 
good fidelity. These types of pickup employ a crystal or 
ceramic element that generates a voltage when bent ( piezo- 
electricity). The elementis attached to the stylus assembly 
through a damping mechanism which controls the frequency 
response. Lateralmovements of the needle due to the vari- 
ations in the record groove cause the element to be twisted 
in accordance with the recorded sound wave. The resulting 
emí is applied to the input of an audio amplifier. 


* * * 
22. What principle is used in the operation of a ceramic pickup? 
* * ж 


Stereo Pickups 


Monaural recordings are generally laterally cut. Since 
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stereo material contains two channels of information there 
must be two channels cut into each groove. There is 90° 
between the channels in a groove. This is accomplished by 
cutting each channel in a plane 45° from the surface of the 
disk as shown in Figure 10А. 


A simplified drawing ofa stereomagnetic cartridge is shown 
in Figure 10B. When the sty- 
lus is resting in an unmodu- 
lated groove, the armature is 
equally spaced from each of 
the pole pieces. As a result, 
an equal amount of flux from 
the permanent magnetis pres- 
ent in each of the two pole 
pieces. An equal steady flux 
then cuts each coil and the 
output from both Channel l and 
Channel 2 is zero. 





This stereo magnetic cartridge is typical of 
those used in the broadcast industry, Its fre- When only one of the channels 
quency response is 20 Hz to 20 kHz at 11 mv і ТАТЕ > 
рег channel and more than 25 dB separation 158 Moauiated, e Stylus varies 
between channels, The cartridge usesa.0007 about one of the pole pieces 
e stylus and tracks between 1-1/2 while staying a fixed distance 
Courtesy Shure Bros, away from the other pole piece. 
Thus, a varying voltage is de- 
veloped across one of the pickup coils while the voltage 
across the other coil remains zero. 


Duringthe reproduction ofa stereosignal, the stylus motion 
in the groove is such that the armature motion causes the 
flux field through both pole pieces to vary. The signals 
developed in the coils correspond to the original signals 
which were recorded. 


Stereo cartridges are made in the magnetic, variable re- 
luctance, moving coil and ceramic form for broadcast use. 
Stereo cartridges can generally be used for either monaural 
or stereophonic playback. Exact instructions for their use 
are generally included with the pickup cartridges. 
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23. Astereopickup is sensitive to stylus motion in twodirections, 
thus responding to two channels of information. True or 
False? 


* * * 
THE PLAYBACK STYLUS 


Many types of materials have been used for playback styli 
in the past. Some of these materials are: sapphire, os- 
mium, steel, ruby and diamond. Of these the diamond is 
about the most popular for broadcast studio use. Due to the 
hardness of the diamond its life is much longer than that of 
other materials. The diamond is the hardest natural ele- 
ment known to man. 


Although many people refer to aplayback stylus as a ''phono- 
graph needle", it is important to note that the stylus actu- 
ally has a rounded tip, and is polished to provide a smooth 
surface. A sharp stylus would be very undesirable, since 
it would ruin the record groove. 


The approximate shape of a playback stylus in a recorded 
groove is shown in Figure 11, where the sides of the stylus 
touch the modulated grooves. The radius of curvature of 
the stylus tip should be about .003 inch or less. Styli for 
standard groove records have a typical width of 3 mils at 
the points where the stylus touches the groove walls. For 
comparison, typical styli for microgroove records have 
widths of about 1 mil. Stereo playback styli are typically 
.7 mil wide at the contact point. 


Note how little of the playback stylus rests onthe side walls 
of the groove. Only a small surface of the stylus is actu- 
ally touching the walls. Though resting with a weight of 
only a few grams (1.5 to 4 grams is typical), the contact 
surface is so small that the weight per square inch is very 
high. With this in mind, you can easily see the reason for 
record and stylus wear. With any imperfections in either 
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the playback stylus or the record, both will suffer. For ex- 
ample, a chipped stylus may ruin a record in one playing. 
ж ж ж 
24. For best reproduction, the playback stylus must match the 
Shape of the groove perfectly, so that the tip rests on the 
bottom of the groove and the sides of the stylus make perfect 


contact all along the groove wall. True or False? 
25. What is the likely result of a worn stylus? 
ж ж ж 


EQUALIZATION IN DISK RECORDING 


With the techniques used in modern recording systems, the 
higher frequencies tend to produce less stylus swing than 
lower frequencies of equal amplitude. If a record is cut in 





The abave stereophonic transistorized phono repraduction equalizer is self-contained, including its 
own power supply. !t features three types of stereo equalizotion plus equalization to obtain a mono~ 
phonic signal from a stereo disk. 

Courtesy Gates Radio Compony 


this way, the bass notes override the higher frequencies, 
In extreme cases, the stylus swing at low frequencies may 
be great enough to overlap into adjacent grooves. In com- 
mercial recording systems, this is prevented by boosting 
the higher frequencies and attenuating the lower frequencies 
at a predetermined rate before applying the signal to the 
recording head. This process is called EQUALIZATION. 
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The disk recording industry (Record Industry Association 
of America)has adopted the standard equalization illustrated 
by the solid line curve of Figure 12 for recording. This is 
known as the RIAA equalization curve. Whena record is 
cut according to this curve, frequencies above 1 kHz are 
boosted at a rate that increases with frequency. Frequen- 
cies below 1 kHz are attenuated at a rate that increases as 
frequency decreases. 


* ж ж 
26. Why is equalization used in modern disk recording? 


27. In using the RIAA equalization curve for recording, high fre- 
quencies are attenuated and low frequencies are boosted at 
the same rate. True or False? 


ж ж ж 


When a record is played back, attenuated lows must be іп- 
creased to their normal level, and the higher frequencies 
reduced to their normal level, to compensate for the equal- 
ization applied at the recording studio. The dashed line 
playback curve of Figure 12 is a mirror image of the solid 
line recording curve. The compensation network is nor- 
mally found in the preamplifier of the broadcasting station 
playback system. 


Notice that the frequency scale of Figure 12 ranges from 
20-20,000 Hz, which is considered to be the audio range. 
The vertical scale is calibrated in decibels. If the record- 
ing curve and the playback curve were added together, point 
by point, you would theoretically have a flat frequency re- 
sponse from 20-20,000 Hz. 


ж ж ж 
28. In playback, the higher frequencies must be attenuated, and 
the lower frequencies boosted, to compensate for the equali- 


zation applied in the recording system. True or False? 


ж ж ж 
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MAGNETIC TAPE RECORDING 


Magnetic tape recording is used more now in broadcasting 
studios than ever before. Magnetic sound tracks are also 
used with some motion picture systems. Magnetic tape is 
used for recording commercials, for recording music which 
can be played on the air at any time, and for storing com- 
plete programs which may be used many times. 


The magnetic tape recorder is a versatile device which can 
store much information in a small area. The basic reel-to- 
reel tape recording system is illustrated in Figure 13. In 
this unit, the recording amplifier receives the input Signals, 
amplifies them, and applies them to the recording head. 
The recording head produces a varying magnetic field which 
records the information on the magnetic tape. 


When a recorded tape is fed past the reproduce head, the 
magnetic patterns on the tape induce signal voltages in the 
reproduce head. The output of the reproduce head is ap- 
plied to an amplifier which drives a speaker, or in the case 
of a broadcast system, is used to modulate the transmitter. 


Magnetic tape consists of a plastic base coated with a layer 
of minute iron oxide particles. When an external magnetic 
field is applied to the tape, the oxide particles are magnet- 
ized according to the direction and strength of the field. A 
record of the information to be recorded is stored in the 
form of various states of magnetization along the length of 
the tape. The tape retains this state of magnetization until 
it is remagnetized by another external field. 


ж * ж 


29. What is the basic function of the recording head in a magnetic 
tape recording system? 


ж ж ж 


THE RECORDING HEAD 


The recording head is the device which changes the electri- 
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cal signals into magnetic signals and applies them to the 
tape. For sound recording, the tape is moved past a sta- 
tionary head. The recording head consists of a coil assem- 


bly on a magnetic core in the 
form of a closed ring. There 
is a short nonmagnetic gap at 
the point where the head con- 
tacts the tape. Another gap 
atthe rear of the head balances 
out the magnetic circuit. The 
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basic head arrangement is 
shown in Figure 14. 
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30. In a magnetic tape recorder, at which point on the recording 
head does recording take place? 


* * * 
BIASING 


If a curve is plotted of the flux density in the oxide material 
of a magnetic tape for different values of magnetizing force, 
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a definite residual magnetization property of iron is noted. 
This B-H CURVE, as it is called, is shown in Figure 15. 
The horizontal axis represents the magnetizing force (H), 
and the vertical axis represents the resulting flux density 
(B) of the tape material. 


Point O represents zero magnetization. Beginning at point 
O, if magnetic force of a given polarity (+H) is applied to 
the tape, the section of tape exposed to this force takes on 
magnetization of the +B polarity. Assuming the magnetizing 
force rises to tHmax, the magnetization increases to tBmax 
as indicated by curve OA. 


Removing the magnetizing force does not cause the magnet- 
ization of the tape material to drop to zero. Some residual 
magnetization remains, as represented by Bg in Figure 15. 
To reduce the magnetism to zero, a magnetizing force of 
opposite polarity (-H) is applied. Thus, the magnetism re- 
duces to zero at point C. 


As the negative magnetizing force is increased further, to 
-Hmax, the magnetism is increased to negative saturation 
at point D. Again reducing the magnetic force to zero and 
then increasing it in a positive direction, the magnetism 
follows the curve from point D through -Bg (at zero mag- 
netizing force) to F, and from F to A. Therefore, with an 
alternating magnetizing force, the resulting magnetism fol- 
lows the curve A-C-D-F-A. 


ж ж ж 


31. If a segment of magnetic tape is magnetized by an external 
magnetizing force, the tape becomes completely demagnet- 
ized when the magnetizing force is removed. True or False? 


ж ж ж 


When the magnetic material is placed in a gradually dimin- 
ishing magnetic field thatis periodically reversing polarity, 
the loops (A-C-D-F-A) become smaller as the magnetizing 
force decreases, If the path of the end points (A-D) of the 
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diminishing loops is plotted, a curve like Figure 16 is pro- 
duced. This curve is called the transfer curve or the re- 
sidual magnetism curve for the magnetic material. 


In the curve of Figure 16 there are only two sections that 
are relatively linear. Since this is the magnetization curve 
of the tape, a sine wave applied to the recording head alone 
produces the distorted signal shown in Figure l7. As you 
can see, due to the nonlinearity of the transfer curve near 
the origin, the recorded signal also is distorted. 


In order to minimize this distortion, we first apply a high 
frequency BIAS (Figure 18A) to the recording head. Then 
the signal(Figure 18B)is superimposed on the bias to form 
the combination shown in Figure 18C. As shown in Fig- 
ure 19, the net result is to shift the signal away from the 
nonlinear portion of the magnetization curve. By using this 
high frequency bias we can therefore operate on a fairly 
linear portion of the curve. 


The bias signalis usually a supersonic ac Signal, wellabove 
the highfrequency limit of the audio range (30 kHz to 60 kHz 
bias frequencies are common). This signal is produced by 
an oscillator circuit in the recorder. 


ж ж ж 


32. Whatisthe purpose of high frequency bias as usedin magnetic 
tape recording systems? 


ж ж ж 


PLAYBACK 


During playback, the recorded tape passes a playback head 
constructed much the same as the recording head. As each 
small magnetized area on the tape passes across the head 
gap, a voltage is induced in the coil at the frequency and 
relative amplitude of the original recording signal. Recall 


Page 28 Recording and Playback 
ee ee ae 


that the voltage induced in a coil, which is cut by magnetic 
flux lines, is proportional not only to the number of flux 
lines, but to the speed with which they cut the coil. 


A sine wave recorded on tape consists of two longitudinal 
magnetic fields connected together by their like poles as 


r ? T 
.4 4 e 
есі .,4 
З LES 7 
ч 


2m 


B 
PN 


'4 
К 


EOM. 


\ 


ar 


„АА б нн АЛАТА! 


ЕСІ б 
g А, LA^ 


EXIT ell 


wv. { 


2 





Reel -to-reel tape systems suchas this ore used in broadcost studios. Eoch chonnel hos its own record 
ond reproduce controls, Tape speeds are 7-1/2 ond 15 inches per second. 
Courtesy Gotes Rodio Company 


illustrated in Figure 20. The length of this magnet, or the 
recorded wavelength, is determined by the applied signal 
frequency, with all other factors remaining equal. The 
higher the frequency applied to the recording head, the 
shorter the recorded wavelength. 
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33. The recorded wavelength ina magnetic tape system (a) in- 
creases, (b) decreases as the frequency of the applied sig- 
nal increases. 


ж ж ж 


When two magnetic fields of given length and equal strength 
are placed with like poles together, no flux lines flow from 
end to end of the magnets because the ends have the same 
magnetic polarity. When a playback head is used which has 
a gap length equal to the wavelength of the recorded signal, 
as shown in Figure 20, no voltage is induced in the coil be- 
cause no flux lines pass through the core. On the other 
hand, when the head gap is equal to one half the recorded 
wavelength, maximum voltage is induced in the coil. 


Since the recorded wavelength is a function of not only fre- 
quency, but also tape speed, the head gap must be less than 
the recorded wavelength at the highest frequency to be re- 
corded. It is often designed to be no greater than one half 
the wavelength of the highest frequency used. 
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34. For maximum induced voltage, the gap in the playback head 
must be equal to the wavelength of the recorded signal. True 
or False? 


TAPE SPEED 


The recorded wavelength (length of tape required for one 
cycle of a recorded signal) is a function of tape speed and 
signalfrequency. This relation may be expressed as follows: 


Tape Speed 


Wavelength = 
= B Frequency 


Transposing this relationship, we see that the frequency is 
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equal to the tape speed divided by the wavelength: 


_ Tape Speed 
ктейчепес уст Wavelength 


This relationship shows us that higher frequencies can be 
recorded at high tape speeds than at low tape speeds witha 
given playback head-gap. 
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35. Using a playbackhead witha given gap-width, higher frequen- 
cies can be recorded at high tape speeds than at low tape 
speeds. True or False? 
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Because of this relationship between tape speed and frequen- 
cy, itis desirable to use the highest practical tape speed 
for good high-frequency response. Broadcast type re- 
corders, which must have a response of 50Hz to 15 kHz atan 
output of £2 dB of reference level, often utilize tape speeds 
of l5inches per second, and sometimes as high as 30 inches 
per second. In comparison, many tape recorders for home 
use have maximum speeds of 7.5 inches per second or even 
3.75 inches per second. Increasing the tape speed reduces 
the length of program material that can be recorded on a 
given length of tape. However, for professional use this 
factor is secondary to good frequency response. 


Figure 21 gives relationships betweenlength of tape and the 
recording times for the four most popular speeds. The 
times listed are for single track recording only. Whena 
double track recording is used the recording time can be 
doubled. 


* ж ж 


36. Suppose you plan to record a 30 minute program ata tape 
speed of 15 inches per second, Referring to Figure 21, at 
least how much tape would you need? 


ж ж ж 


Recording and Playback Page 31 


ERASURE 


Tape canbe erased and used over again an indefinite number 
of times. To erase atape, a permanentor dc electromagnet 
can be used to magnetize the tape along its length to some 
constant magnetic condition, thereby removing any signal. 
However, this type of erasure introduces noise on the tape 
which is heard when the next 
recordingis played back. The 
electronic erasing method, 
whichis the mostwidely used, 
employs a supersonic signal 
applied to anerase head. Usu- 
ally it is the same frequency 
as the biasing voltage (30 kHz 
to 60 kHz). 





Referring back to Figure 15, 

Althaugh mast recarders include an erase sys- 
the B-H curve shows the mag- tem, bulk erasers such as the ane shown here 
netic condition of a material are also used far fast erasure. A bulk eraser 

hich B t ti ў ргоуідез а strong ac field that erases the entire 
which reaches saturation in (04) of tape very quickly. 
both the positive and negative Caurtesy Micratran 
directions when subjected to 
an alternating flux. When the material is subjected toa 
gradually reducing magnetic flux, the loop ACDFA shrinks 
until it collapses to zero at approximately Point O. This 
represents complete demagnetization of the tape. This 
condition is shown graphically inFigure 22, illustrating the 
gradually reducing "hysteresis loop" formed by the B-H 
curves as the material or tape is removed slowly from a 
cyclic magnetic field. 
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37. What signal is commonly used to energize the erase head ina 
magnetic tape recorder ? 


ж ж ж 


TAPE EQUALIZATION 


The impedance of the recording head in a magnetic tape re- 
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corder varies with frequency. This is due mainly to the in- 
ductive reactance of the coils, which tends to increase at 
high frequencies. As a result, the recording current at high 
frequencies is less than that at low frequencies for input 
Signals of the same amplitude, and there is an inherent 
drop-off in high frequency response inthe magnetic record- 
ing process, 


To compensate for this loss in high frequency response, the 
high frequencies are boosted and the low frequencies are 
attenuated as illustrated by the solid line curve of Figure 23. 
This process is called PRE-EQUALIZATION. When the 
recording amplifier includes a pre-equalization circuit to 
compensate for the non-linear response of the recording 
head used in the recorder, the frequency response of the 
magnetization applied to the tape is relatively constant. 


In playback, the relationship between recorded wavelength 
and playback head-gap size causes an inherent drop-off in 
low frequency response. To improve the frequency re- 
sponse, additional equalization is required in the playback 
amplifier. To distinguish it from the pre-equalization ap- 
plied by the recording amplifier, the equalization in the 
playback amplifier is called POST-EQUALIZATION. A 
typical post-equalization curve is illustrated by the dashed 
line curve in Figure 23. Together, pre-equalization during 
recording and post-equalization during playback result in 
uniform frequency response throughout the audio range. 


ж ж ж 


38. Pre-equalization is used to compensate for the inherent drop- 
off in low frequency response due to the relationship between 
recorded wavelength and playback head-gap size. True or 
False? 


THE TAPE FEED SYSTEM 


A typical tape feed system is shown in Figure 24, which il- 
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lustrates the means by which the tape is pulled past the 
heads and wound up on the take-up reel. The tape deck, as 
it is often called, includes three magnetic heads: a record- 
ing head (R), playback head (P), and an erase head (E). 
As the tape moves past the head assembly, it passes the 
erase, recording and playback heads, in that order. 


One of the main considerations intape recording is the need 
for absolutely constant tape speed past the head assembly. 
The length of one cycle of the recorded signal is a function 
of the tape speed and signal frequency applied. Therefore, 
when the speed varies during recording, so does the wave- 
length of the recorded signal. A very small variation, or 
flutter as it is called, can be tolerated. However, this must 
be a very small percentage of tape speed. 


Consider what would happen if the tape were driven by sim- 
ply driving the take-up reel. As the tape builds up on the 
take-up reel, it increases the effective diameter of the reel. 
If the reel is rotating at a constant speed, the tape speed 
increases in proportion to the increase in diameter as the 
tape builds up. 


This increase in linear tape speed, using a standard reel, 
may be from 2:1 to 5:1. Tape speed affects frequency re- 
sponse to a great degree and, if this type of take-up is em- 
ployed, the frequency response throughout the full length of 
the tape does not remain the same. 


ж ж ж 


39. What problem arises if the take-up reel in a tapetransport is 
driven directly? 


ж ж ж 


The solution to the problem of constant frequency response 
is constant tape speed, as it passes the heads, throughout 
the full recording time. Again, from Figure 24, if the 
speed of the tape is to remain constantas it passes the head, 
some means must be provided for allowing the take-up reel 
to slow down as the tape builds up its effective diameter. 
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A clutch, used on the take-up reel, is one common method 
of regulating the speed. This clutch is adjusted to provide 
just enough torque to wind up the tape, and just enough slip- 
page to allow the speed of the reel to change according to 
the tape tension. The tape is pulled from the supply reel 
by à CAPSTAN DRIVE. The capstan, which is driven by a 
constant speed motor, feeds the tape by pressure with a 
capstan idler wheelat a constant speed past the heads. The 
mechanical units of a tape recorder are not dealt with in 
greatdetail here. The primary interestis inthe electronics 
of the unit. 


ж ж ж 


40. How is the requirement of constant tape speed solved in mod- 
ern recorders? 


x ж Ж 


The tape, when recording, is pulled past the three heads 
shown in Figure 24 at a con- 
stant, linear speed. Theerase 
head, E, removes any trace 
of previous recording from 
the tape before it reaches the 
record head. After the tape is 
recorded by recording head R , 
it passes playback head P. 
This head can be connected to 
an amplifier for monitoring of 
the tape during recording. 
The program from the moni- 
This photograph shows the head assembly and tor is a fraction of a second 
port of the drive assembly of a tape cartridge behind the actual program be - 
playback system. cause of the distance between 
Courtesy RCA 
Broadcast and Communication Praduct Div. the record and playback heads. 
However, this delay is small 
and provides the engineer with monitoring facilities for 
checking the recording as it is being made. 





On playback -- after the tape has been rewound -- the erase 
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head, E, the record head, R, and the bias circuits are de- 
energized. Again the tape is pulled past playback head P 
and, with associated amplifiers, the program recorded on 
the tape can be reproduced any number of times. Most tape 
recorders automatically disconnect the recording anderase 
heads when switched to the playback position so there is no 
possibility of accidentally erasing the tape during playback. 


ж ж ж 


41. Why is it important to disable the erase head during playback 
of a recorded magnetic tape? 


ж ж ж 


Rewind is accomplished by simply reversing the direction 
of tape travel. Thus, in Figure 24 the take-up reel becomes 
the supply reel, and vice versa, during rewind. Itis de- 
sirable to rewind the tape much faster than it is to record 
or play back. Most recorders provide a means of switching 
from capstan drive to direct reel drive with a high speed 
ratio, so that rewind speed is as high as 20 times the re- 
cording speed. Most broadcast tape recorders also provide 
facilities for fast forward operation so that the tape can be 
advanced rapidly to a desired section of the recording for 
each cueing. 


During rewind or fast forward operation, the tape is usually 
held away from the heads by mechanical "tape lifters". If 
the tape contacts the heads during fast rewind it causes ex- 
cessive wear, and the particles deposited due to the abra- 
Sive action necessitate frequent cleaning of the heads. 


When it is desired to stop the tape, during rewind or fast 
forward speeds, a braking system for the reels must be 
provided. Otherwise the reels continue to spin due to mo- 
mentum and, after the motor is stopped, there is the pos- 
sibility of "spilling" tape. On most units, the reels are 
braked bymechanical braking shoes as soon asthe recorder 
is switched to the stop position. 
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42. During rewind, the tape must be pressed firmly against the 
head assembly. True or False? 
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DUAL-TRACK RECORDING 


The recording time available on a given length of tape may 
be increased without reducing the speed by employing dual- 
track recording. Figure 25A shows where the two tracks 
are recorded on a standard 1/4 inch tape. The recording 
is made on one track to the end of the tape, and then the 
reel is turned over and the second track is recorded. 


The problem of limiting or restricting the recording flux to 
a track less than one half the width of the tape is easily 
accomplished by making less than one half of the core of 
laminated iron. The remainder is of copper which will not 
conduct magnetic lines of force readily. Therefore, as the 
tape passes over the head, as shown in Figure 25B, only 
that portion in contact with the laminated iron core is re- 
corded. The other half is not magnetized until the reel is 
turned over and the tape is fed through again the same way. 


The playback head on à dual-track recorder is constructed 
in the same way as Figure 25B in order to pick off only one 
of the recorded tracks for reproduction. The erase head 
for a dual-track machine is constructed so that the lami- 
nated iron part of the core is exactly one half the width of 
the tape, rather than less than one half as are the record 
and playback heads. This insures complete erasure of the 
entire half of the tape desired. The relative placement and 
width of the erase track, with respect to the record track, 
is illustrated in Figure 26. 


* * * 


43. Longer playing time for a given length of tape canbe provided 


by (a) single-track recording, (b) dual-track recording. 


Recording and Playback Page 37 





44. It is sometimes desirable to "edit" a recorded tape by cutting 
out certain sections and splicing in replacement tapes. Can 
youthink ofa problem that might present itself if a dual-track 
recording is edited in this way? 


* * * 


STEREO TAPE RECORDING 


Stereo tape recordings may be made using two-track or 
four-track tapes. During two-track stereo recording, one 
channel is recorded on one track while the other channel is 
being recorded on the other track. For stereo playback, a 
pickup head must remove the signals from both tracks at the 
same time. The total playing or recording time of a two- 
track stereo tape is the same as for a single-track tape of 
the same length. 


Home tape systems and some broadcast studios use a four- 
track stereo system. Figure 27 shows the tracks on a sec- 
tion of tape. Tracks 1 and 3 contain one set of stereo in- 
formation. One channelis recordedon track 1 and the other 
channel is recorded on track 3. After the tape has been 
completely recorded in one direction, the take-up and sup- 
ply reels can be switched, the tape threaded through the 
machine again, and tracks Z and 4 can be recorded. Twice 
as much stereo recording time can be obtained from a piece 
of tape in a four-track system than in a two-track system. 


* * * 


45. What isthe advantage of four-track stereo recording as com- 
pared to dual-track stereo recording? 


* ж ж 
AUTOMATIC TAPE CARTRIDGES 


The automatic tape cartridge is becoming a very important 
part of modern broadcasting studios. This cartridge does 
away with the loading of tapes and the rewinding of tapes 
after they have been played. 
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When the tape is threaded on an automatic tape cartridge it 
is no different from the standard tape reel except that the 















Roll-out tope tronsports provide occessibility for routine mointenonce of the cortridge tope decks, 
Courtesy RCA 
Broodcost ond Communicotion Product Div, 
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beginning of the tape is at the hub of the reel and the end is 
at the outside. This is shown in Figure 28А. 


One common type of tape cartridge is called the continuous 
loop. This type of cartridge can be played continuously 
without rewinding. When splicing a tape for a continuous 
loop you splice together the beginning of the tape, which is 
at the hub, and the end of the tape as shown in Figure 28B. 
This gives you a continuous loop of tape which will play con- 
tinuously. As the tape is taken out of the center of the reel 
it is rewound on the outside of the reel. 


Monaural continuous loop tape cartridges are often recorded 
with two tracks. One track contains the desired program 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 


in grading. 
Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: An animal commonly found in a farmyard is the 


LESSON CODE AC] (A) tiger. (B) chicken. (C) leopard. (D) cougar. 
B 
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The two components of sound energy are 

(A) pressure and velocity. (B) speed and frequency. (C) compression andexpansion. (D) high 
and low pressure points. 


The operating principle of the dynamic microphone is 
(A) the piezoelectric effect. (B) reverberationtime. (C) electromagnetic induction. (D) vari- 
able resistance. 


Two types of piezoelectric microphones are the 
(A) pressure and velocity types. (B) single-button and double-button types. (C) dynamic and 
static types. (D) crystal and ceramic types. 


The distance between the diaphragm and the backplate of a condenser microphone 

(A) depends on electromagnetic induction. (B) must not exceed 56.6 ft. if loss of intelligi- 
bility is to be minimized. (C) determines the voltage across the plates of the unit. (D) is not 
important to the operation. 

If the carbon granules in a carbon cup are compressed, the resistance 

(A) remains the same. (B) decreases. (C) increases. (D) drops to zero. 


A microphone containing a narrow metallic ribbon that responds to the velocity component ofa 
sound is called a 


(A) velocity microphone. (B) dynamic microphone. (C) ceramic microphone. (D) carbon 
microphone. 

Referring to the chart of Figure 19, the microphone with the lowest output is the 

(A) omnidirectional condenser microphone. (B) velocity microphone. (C) omnidirectional 


carbon microphone. (D) dynamic microphone. 


Long lengths of high impedance microphone cable sharply attenuate 
(A) all audio frequencies. (B) low audio frequencies. (C) high and low audio frequencies. 
(D) high audio frequencies. 


The unequal transmission of high and low audio frequencies in shielded cable is compensated 
for by the use of 
(А) ап equalizer. (В) а step-up transformer. (С) а step-down transformer. (D) high capaci- 
tance cable. 
Reverberation time is 
(A) the time for one cycle of vibration. (B) the time required for the intensity of a sound to 
drop to zero after the original sound has stopped. (C) the time required for the intensity of a 
sound to drop 60 dB after the original sound has stopped. (D) the time required for sound to 
travel 113 ft at room temperature. 

\ 4712А 


Recording and Playback Page 39 


material. The other track contains signals for stopping the 
tape at predetermined points. Stereo tapes generally are 
recorded with three tracks. Two tracks are for the stereo 
signal. The third track is for the controlling signals. 


This cartridge can now be placed into a cartridge playback 
unit and used. Broadcasting studios use a cartridge suchas 
this for many of their daily operations, such as commer- 
cials and broadcasting of music. 


ж ж ж 


46. Ina three-track continuous loop stereo tape cartridge, two of 
the tracks provide the two channels of stereo information. 
What is the purpose of the third track? 


ж ж ж 
A TYPICAL TAPE RECORDER 


Figure 29 shows a tape deck and control panel typical of 
professional recorders used in broadcast work. This re- 
corder operates at either 74 ips or 32 ips. At 73 ips the 
frequency response is from 45 Hz to 18 kHz +2 dB. At 33 
ips the frequency response is from 35 Hz to 8 kHz +2 dB. 
The reel sizes are 5, 7 and 8 inch. 


This recorder will rewind a full 1200 feet of tape in 80 sec- 
onds. Playback time in broadcasting is extremely impor- 
tant due to the close timing followed in broadcast produc- 
tion. The playback time of this recorder is within .2% of 
the recording time. In other words, if a 29 minute and 30 
second show is recorded, the playback time will be within 
3.6 seconds of 29:30. 


In setting up the recorder of Figure 29, the tape to be re- 
corded is placed on the left, making sure that the oxide 
coated side of the tape is facing the heads. The oxide coat- 
ing is the dull side, compared tothe shiny plastic base. The 
tape is threaded as shown. The heads are in the shielded 
compartment above the tape drive control panel. The cap- 
stan drive is just to the right of the head assembly. 
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To set up the machine for recording, the input source, such 
as a microphone or the output of a phonograph playback unit, 
is connected to an input at the rear of the recorder. The 
recorder has provisions for three inputs: microphone, 
balanced line, or unbalanced line. The desired input is se- 
lected by the INPUT SELECTOR switch on the panel. The 
tape speed can be set to FAST (73 ips) or SLOW (32 ips) by 
means of the speed selector on the tape deck. The faster 
speed is usually preferred for music, whereas the lower 
speed can be used for voice recordings. 


The EQUALIZER switch on the control panel is set to cor- 
respond with the tape transport speed. 


The METER & OUTPUT selector switchis set tothe SOURCE 
position. The recorder then monitors the signals being re- 
corded, and the VU meter on the panelindicates the record- 
ing level. With both power switches ON, you can make a 
preliminary setting of the RECORD LEVEL gain controls. 
Everything is now ready for recording. 


Depress first the SAFETY button and thenthe RECORD but- 
ton. The RECORD button can only be depressed when the 
SAFETY button is depressed. This is a precaution which 
prevents the erase signal from being applied when the tape 
is being played back. With the RECORD button depressed 
and latched, the record indicator lamp should light, indi- 
cating the unit is recording. The RECORD LEVEL gain 
controls can be adjusted for the desired level of recording, 
as read on the VU meter. The recorded signal or the sig- 
nal being recorded may now be monitored by headphones 
inserted in the PHONES jack, or by a built-in speaker if 
headphones are notused. The monitoring levelis controlled 
by the REPRODUCE and MONITOR gain controls. 


The playback procedure is as follows: First connect an 
amplifier to the desired connections at the rear of the unit. 
In a broadcast application, the output of the recorder would 
be connected to the audio control console. Set the SPEED 
SELECTOR switch and the EQUALIZER switch to the speed 
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at which the tape was recorded. Now set the METER & 
OUTPUT selector switch to TAPE, and the RECORD LEVEL 
gain controls to 0. Turn both power switches ON. Wait ten 
seconds for the circuits to stabilize, and depress the PLAY 
button. Adjust the REPRODUCE and MONITOR gain con- 
trols for the desired output level. 


If the output signal overloads the VU meter, the METER & 
OUTPUT switch can be set to the BIAS position. The bias 
signal only is then applied to the meter, and relatively large 
signals can be fed to the equipment connected to the output 
of the recorder. 


The recorder of Figure 29 includes a remote control fea- 
ture which is set up by the REMOTE-LOCAL switch on the 
tape transport unit. For normal recording or playback, 
this switch is set to the LOCAL position. In the REMOTE 
position, the recorder can be started and stopped in either 
recording or playback by a remote switch connected to the 
back of the unit. 


MAGNETIC DISKS 


Disks coated with a magnetic film are also used in the 
broadcast industry. The disks look somewhat like groove- 
less phonograph disks with a magnetic coating. Compared 
to tape cartridges, the magnetic disk is generally less ex- 
pensive to produce. Because no stamper is required, du- 
plicate magnetic disks cost less to reproduce in small lots 
than phonograph records. 


During recording, the magnetic disk or mat rotates below 
a magnetic recording head. As the disk rotates, the head 
moves from the outside of the disk to the center. As the 
disk travels below the recording head, a magnetic pattern 
is set up in the magnetic coating of the disk. 


For playback, the magnetic disk is placedon a special turn- 
table. The disk and reproduce head are brought together. 
As the disk rotates below the head, the information stored 
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magnetically on the disk results in an electrical output from 





The CUE-MATIC recorder/reproducer at the left uses magnetic mats such as that shown at the right. 
A storage container is pictured abave the mat. 


Courtesy Ampex Corp. 


the head. During playback, the head travels from the out- 
side of the disk toward the center. 


After the disks have served their function they canbe erased 
and rerecorded. Because of their thinness, many magnetic 
disks can be stored in a small area. 


SUMMARY 


Not all material broadcast is "live". Much of it is recorded 
on phonograph records. Commercials and other program 
material are often recorded on magnetic tape and magnetic 
disks. The broadcast quality depends on the quality of both 
recording and playback. The received signal will be no bet- 
ter than the reeorded signalor the signal from the playback 
unit. 
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Much of the music and some of the commercials used in 
broadcasting are recorded on vinyl or acetate disks. Play- 
back in the studio is generally done with magnetic or ce- 
ramic cartridges. Because of the many hours of stylus 
use, most broadcast cartridges use diamond tipped styli. 


Magnetic recording and playback systems are becoming 
more popular. Reel-to-reel and automatic cartridges аге 
used for music, commercials and whole or partial pro- 
grams. In addition to these, magnetic disks are also being 
used. 
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IMPORTANT DEFINITIONS 


B-H CURVE - A curve which represents the magnetic prop- 
erties of a material. А plot of flux density (B) for 
various values of magnetizing force (H). 


BIAS - In magnetic tape recording, a voltage applied in 
combination with the signal to be recorded in order to 
shift the signal to the most linear region of the trans- 
fer curve. 


CAPSTAN DRIVE - In a reel-to-reel magnetic tape trans- 
port, a rotating spindle used to drive the tape ata 
uniform speed past the tape heads. 


CUTTING HEAD - A unit that converts electrical signals to 
mechanical motion, used to drive the stylus that cuts 


the groove in a phonograph record. Also called a RE- 
CORDING HEAD. 


CUTTING STYLUS - A chisel-like stylus used to cut the 
groove in a phonograph disk. 


EQUALIZATION - [| EE kwahl i ZAY shun] - The process of 
boosting or attenuating certainfrequencies in record- 
ing and playback units to compensate for losses in 
frequency response inherent to the system. 


PICKUP CARTRIDGE - The unit that converts the motion of 
a playback stylus in a record groove to an electrical 
Signal. Also called a PLAYBACK CARTRIDGE. 


PITCH - In disk recording, the number of grooves per inch 
of recording radius. 


PLAYBACK CARTRIDGE - See PICKUP CARTRIDGE. 
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IMPORTANT DEFINITIONS (Continued) 


PLAYBACK STYLUS - The stylus that rides in the groove 
of a phonograph record, and couples the groove vari- 
ations to the playback cartridge, where they are con- 
verted to electrical signals. 


POST-EQUALIZATION - In magnetic tape playback, the 
process of boosting the low frequencies and attenu- 
ating the high frequencies to compensate for the in- 
herent nonlinearity of the playback process. 


POWER AMPLIFIER - An amplifier which increases the 
power of an input signal to a level that will efficiently 
drive aloudspeaker or serve as the modulating signal 
for a transmitter. 


PREAMPLIFIER - An amplifier designed to handle small 
signals and amplify them to alevel that will efficiently 
drive a power amplifier. 


PRE-EQUALIZATION - In magnetic tape recording, the 
process of boosting the high frequencies and attenu- 
ating the low frequencies in the recording amplifier 
to compensate for the inherent nonlinearity of the re- 
cording process. 


RECORDING HEAD - In disk recording systems, the unit 
that converts electrical signals to mechanical motion 
which drives the cutting stylus. In magnetic tape re- 
corders, the unit that converts electrical signals to a 
varying magnetic field which magnetizes the tape. 


STROBOSCOPIC DISK - [STROH boh SKAHP ik] - A disk 
used to check the speed of a phonograph turntable. 
Marks on the rotating disk, when viewed under a fluo- 
rescent light, appear to stand still when the turntable 
is rotating at the correct speed. 


STUDENT NOTES 


STUDENT NOTES 


STUDENT NOTES 
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11. 
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PRACTICE EXERCISE SOLUTIONS 


. Stylus 


. False -- The master is a metal negative of the original re- 


cording and cannot be used for playback. 


. In response to electrical signals, a recording head drives a 


cutting stylus which cuts a varying groove in the record. The 
pickup cartridge works in the opposite manner -- the groove 
variations in the record cause mechanical motion of the pick- 
up stylus, and the pickup cartridge produces an electrical out- 
put signal. 


. The output of a playback cartridge is usually too small todrive 


a power amplifier, and thus must be "pre-amplified" to a 
suitable level. 


. lateral and vertical 


Lateral cutting is usually used for monaural disk recording, 
and a combination of lateral and vertical cutting is used for 
stereophonic recording. 


. In Figure 1A the stylus moves up and down to produce widen- 


ing and narrowing of the groove walls, but the center of the 
groove does not vary. In Figure 1B the lateral movement of 
the stylus causes the groove to move" from side to side, but 
the width of the groove remains essentially constant. 


False -- As a matter of fact, it is the ability of the system to 
produce two separate "channels" of information in the two 
walls that permits stereophonic reproduction. 


. vinylite 


The maximum swing of the recording stylus must be limited 
to prevent overlapping into adjacent grooves. 


(b) narrower 
(a) stand still. 


True 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


A hard material such as sapphire or diamond is used so that 
the cutting stylus will retain its sharp edge for a reasonable 
number of cuttings. Softer materials would tend to wear away 
rapidly, requiring frequent replacement. 


The angle is governed by the type of cutting head, the type of 
material to be cut, and the shape of the cutting stylus. 


magnetic, variable reluctance, moving coil, and ceramic or 
crystal 


(b) zero. 

The resulting voltages are of opposite polarity. 
reluctance 

(a) aid each other. 


In the variable reluctance pickup (Figure 8A), the stylus mo- 
tion varies the reluctance of the magnetic circuit, and thus 
causes an expanding or collapsing magnetic field to cut the 
stationary coils. In the moving coil pickup (Figure 9A), the 
field is fixed and the stylus motion causes the coil to move, 
thus cutting this stationary field. 


piezoelectricity -- A ceramic element generates a voltage 
when subject to mechanical stress. 


True 


False -- The contact area between the playback stylus and 
groove wall is very small. The stylus rides on the walls, and 
the tip does not touch the bottom of the groove. 


A worn stylus can damage the delicate grooves of a record. 
The stylus usually develops sharp edges as it wears, and can 
then cut into the groove walls to damage the record. 


Equalization is used to prevent the lower frequencies from 
causing greater cutting stylus swings than those produced by 
high frequency signals of equal amplitude. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


False -- It is the low frequencies that are attenuated, and the 
high frequencies that are boosted. 


True 


The recording head produces a magnetic field which varies 
according to the applied signal. The resulting field magnet- 
izes the tape to produce a record of the input signal. 


Recording takes place in the gap. More specifically, the re- 
cording takes place at the trailing edge of the gap, as the 
segment of tape is just leaving the gap. 


False -- The tape retains a certainamount of magnetism even 
though the magnetizing force drops to zero. To demagnetize 
the tape, magnetic force of opposite polarity must be applied. 


The bias is used to minimize distortion caused by the non- 
linear transfer characteristic curve of the tape. 


(b) decreases 


False -- A head gap equal to the wavelength of the recorded 
signal would result in zero induced voltage. 


True 
2400 feet 
The high frequency bias signal 


False -- This is the purpose of post-equalization, which is 
provided in the playback amplifier. 


The tape speed increases as the tape builds up on the take-up 
reel, and the frequency response varies from one end of the 
tape to the other. 


The tape is driven by a capstan arrangement which feeds the 
tape past the heads at a constant speed. A clutch system оп 
the take-up reel causes the reel to turn just fast enough to 
take up the tape fed to it by the capstan drive. 
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PRACTICE EXERCISE SOLUTIONS (Continued) 


If the erase head were energized, it would erase the recorded 
material on the tape. 


False -- The abrasive action of the tape moving past the heads 
at high speed would cause tape oxide particles to collect on the 
heads, causing excessive head wear and necessitating frequent 
cleaning of the heads. 


(b) dual-track recording. 


If a section of one track on adual-track recording is tobe cut 
out, the corresponding section on the second track is also cut 
out. Therefore, one track cannot be edited without destroying 
the material on the other track. 


Four-track recording offers increased playing time compared 
to dual-track recording. 


The third track carries control information used to automati- 
cally stop the tape at desired points. 
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IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
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in grading. 


Indicate your answer on this‘sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: A young cat is referred to as a 


B 
C 
D 


LESSON CODE A E (A) colt. (B) kitten. (C) puppy. (D)cal. 





Ш ШО ШОШО ШОИ 


Current monaural recordings for home and broadcast use are made using 
(A) vertical cutting. (B) modulation of only one groove wall. (C) a combination of vertical and 
lateral cutting. (D) lateral cutting. 


In disk recording terminology, the term pitch refers to 
(A) the speed of the record. (B) the number of grooves per inch. (C) the angle of the groove 
walls. (D) the shape of the equalization curve. 


A device used to check the speed of a turntable is the 
(A) stroboscopic disk. (B) RIAA equalization curve. (C) cutting head. (D) variable pitch cut- 
ting lathe. 


In the pickup cartridge of Figure 8A, the stylus motion causes changes in the 
(A) piezoelectric properties of the coils. (B) position of the permanent magnet. (C) positions 
of the coils. (D) reluctance of the magnetic path. 


Using the stereo magnetic cartridge of Figure 10B, if only one channel is modulated, 
(A) the output of one pickup coil is zero. (B) the ouputs of both pickup coils are zero. (C) the 
pickup coils produce equal outputs. (D) the pickup coils produce equal and opposite outputs. 


Distortion due to nonlinearity in the residual magnetism curve of magnetic tape material is 
minimized by using 

(A) a large recording head-gap. (B) pre-equalization. (C) capstan drive. (D) high frequency 
bias. 

All other factors equal, best high-frequency response in magnetic tape recording canbe obtained 
by using 

(A) the largest possible playback head-gap. (B) the lowest possible tape speed. (C) avery 
strong bias signal. (D) the highest practical tape speed. 

In magnetic tape recorders, the erase head is usually driven by 

(A) the playback amplifier. (B) a supersonic signal at the bias frequency. (C) the output of 
the microphone. (D) the recorded information in the tape. 


To insure constant tape speed past the head assembly, tape recorders use 
(A) mechanical tape lifters. (B) post-equalization. (C) capstan drive. (D) supersonic bias. 


Dual-track recording is used to 
(A) improve frequency response. (B) maintain uniform tape speed. (C) simplify tape editing. 
(D) increase the available recording time on a given length of tape. 


4715A 


4 À 





a 












P1 1 x 
l (OPPORTUNITY) 
DEDICATED TO PROGRESS THROUGH EDUCATION 


AUDIO CONSOLES 
Lesson 4718 


INSTITUTE ce TECHNOLOGY 





CHICAGO PHOENIX TORONTO 


AUDIO CONSOLES 


Revised 1968 








a 4 

7 

one | "ax : ы 
“ a ræ 


gyro eet is 


The audia cansole and dual turntable unit shawn here is typical of the equipment found in many 
braadcast statians. 


Courtesy Collins Radio Co. 


AUDIO CONSOLES 


CONTENTS 


Basie Воск Рава рс. 
Transmission песо 
пе Impedance S5 4 pe RU ERIT EG AU IE: 
Telephone? LINEE а у. 
1ле Б ашан жа оп» ы» уа жазаа Ка жасу ето ее 
Аїепцайоп МегуогКв .......................... 
IVI OT Sat IC oa OFF Gen 522-2052 222522222502: 2.2 
Ve Ө ӨТ а era ы ыы, өт шашке: 


сапа арагы sorte aca acess Cac sa ae ee eee eg es E 
ЗРПӘЛОИРрИ 555555255522, 
Меер о еа 


Mixing OMAN CUS = a crore otek cs oe a arate sec Secor 
Program and. Audition Gircuits <2 222 28sec ss es 
пар Мен 1205.25 22 52 
Өпесата-ЖаӘкраскес 55550555» a UM RARE 


Жжжж 


Mind is the great lever of all things; 
human thought is the process by 
which human ends are answered. 

--David Webster 


ГІ 
11 
13 
14 
22 
25 
27 
29 
29 
31 
31 
32 
32 
33 
33 
37 
40 
41 


AUDIO CONSOLES 


Audio consoles, whether used in AM, FM or TV broadcast 
stations, have one basic purpose. They enable the operator 
to integrate the various sources of sound into a smooth flow- 
ing program that affords maximum pleasure to the listener. 
As simple as this seems, there are many problems that 
must be overcome. 


The audio signal sources (microphones, magnetic tapes, 
phono pickups) have a wide range of output signal levels. 
The transmission lines that carry the signals from the 
sources to the console have different impedances and dif- 
ferent frequency response characteristics. The amplifica- 
tion, attenuation, and mixing of these signals must be ac- 
complished without any interaction between signals, while 
switching must occur at exactly the proper instant of time. 


The audio console must be designed tohandle as many audio 
input signals as are necessary for the successful operation 
of the station. This number might vary from four or five 
input signals in a small station to several dozen input sig- 
nals in a large station. These input signals, regardless of 
their amplitude, must be brought up to approximately the 
same level at the output of the audio console. This is nec- 
essary because the output signal of the console is fed to the 
transmitter and eventually used as the modulating signal. 
To maintain ahigh modulation percentage without overmod- 
ulation, the output signal of the audio console must be fairly 
constant in amplitude. 


BASIC BLOCK DIAGRAMS 


Figure 1 is the block diagram of the simplest system we 
could have. The audio console consists of the blocks in- 
side the dashed enclosure. Here, the microphone feeds the 
preamplifier, which builds up the level of the audio signal 
from the microphone. The output of the preamplifier is fed 
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through an attenuator to the program amplifier, which fur- 
ther amplifies the signal. The output of the program am- 
plifier is monitored by a VU meter and fed through a pad to 
the transmitter line. Also, the output of the program am- 
plifier is further amplified by a monitor amplifier and fed 
to the monitor speaker. 


Now that we have given a brief general description of the 
audio signal flow through the audio console, let's go back 
and pick up some of the details. 


In Figure 1, the microphone output is a low level (small 
amplitude) audio signal that must be amplified immediately 
in order to maintain a high signal-to-noise ratio. The PRE- 
AMPLIFIER is especially designed to handle alow level in- 
put signal and produce a medium level output signal with a 
high signal-to-noise ratio. The preamplifier output is then 
fed through the attenuator to the program amplifier. 


ж ж ж 


1. The purpose of a preamplifier is to amplify (a) low level sig- 
nals, (b) high level signals. 


ж ж ж 


The PROGRAM AMPLIFIER is designed to handle medium 
levelinput signals and produce an output signal of the proper 
level to feed the transmitter. The amplitude of the signal 
fed to the transmitter is usually +8 VU. The zero VU ref- 
erence level is 1 milliwatt (.001 watt) of power dissipated 
in 600 ohms of resistance. Therefore, a signal thatis rated 
as +8 VU is 8 dB above the zero reference level. You may 
also see this specified as +8 dBm. The letter "m'' after dB 
means that 1 milliwatt across 600 ohms is the zero reference 
level. Thus, +8 VU and +8 dBm have the same meaning. 


ж ж ж 


2. A program amplifier is one which has (a) low level, (b) me- 
dum level signals applied to its input. 


ж ж ж 
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The pad between the program amplifier and the transmitter 
line is an isolation network that causes a loss of signal 
strength. In this case, the loss is 6 VU so that the program 
amplifier must produce an audio signal equal to +14 VU. 


The VU meter, also connected to the output of the program 
amplifier, is the visual monitor that enables the console 
operator to adjust the attenuator to obtain the desired sig- 
nal level. Although not indicated in Figure 1, this VUmeter 
is preceded by a resistive network (pad) that causes al4 dB 
signal loss. Thus, the +14 VU signal at the output of the 
program amplifier is reduced to the zero VU level when the 
signal is applied to the VU meter. Additional details are 
given later in the text. 


ж ж ж 


3. The VU meter is connected to the input of the program am- 
plifier. True or False? 


ж ж ж 


A portion of the output from the program amplifier is fed 
to the MONITOR AMPLIFIER. This amplifier produces 


sufficient power (several watts)todrive the monitor speaker. 


In Figure 1, the preamplifier has a gain of about 40 dB, and 
the program amplifier has a gain of about 60dB, for an 
overall maximum gain of 100dB. The output signal from 
the microphone is about -60 dBm, and a +14 dBm signal is 
required at the output of the program amplifier. Thus, the 
microphone signal must be amplified by 74 dB. The 100 dB 
gain of the two amplifiers provides an excess of 26 dB gain. 
This extra gain is necessary, however, to allow for a re- 
duction in microphone output signal. 


The attenuator provides a means of compensating for dif- 
ferences in signal output level from the microphone. The 
operator adjusts the attenuator so the signal has the de- 
sired amplitude at the input to the program amplifier. 


Audio Consoles Page 7 
ж ж ж 


4. Ina typical system, suppose a microphone provides an output 
signal of -55 dBm. An attenuator causes an additional signal 
loss of 12 dB. The output of the program amplifier must be 
+8dBm. What is the minimum overall gain required from 
the preamplifier and the program amplifier? 


ж ж ж 


Even though the arrangement of Figure l is so simplified 
thatit may never be encounteredin actual practice, it serves 
to illustrate the basic arrangement of all consoles. There- 
fore, study it carefully and memorize the position of each 
block and its function. 


Figure 2 shows an arrangement that allows an additional 


microphone to be used. Here, we have added microphone 
No.2, preamplifier No.2, attenuatorNo.2, a selector switch 


Tne e 
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The attenuators on this console (the large, round, black knobs) allow the operator to adjust the in- 
dividual channel gain and balance the signal levels. 
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Courtesy Gates Radio Co. 


and a master gain control. This arrangement provides se- 
lection of either microphone signal and permits the console 
operator to compensate for differences in the output level 
of each microphone. 


For example, assume that the output of microphone No.] is 
-70 dBm and the output of microphone No.2 is -60 dBm. 
Using identical preamplifiers, each having a gain of 40 dB, 
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the output of preamplifier No.1 is -30 dBm and the output of 
preamplifier No.2 is -20 dBm. We can set attenuator No.1 
for its minimum loss of 6 dB so its output is -36 dBm. At- 
tenuator No.2 is then set for a loss of 16 dB so its output 
is also -36 dBm. With the two signals balanced, we use the 
selector switch to choose either of them. The master gain 
control is then adjusted for the proper signal level at the 
output of the program amplifier. 


ж ж ж 


5. In Figure 2, the output signal level of each microphone must 
be the same. True or False? 


ж ж ж 


Figure 3 is a console block diagram showing how four mi- 
crophones can be used with only two preamplifiers. Notice 
that this block diagram has a different appearance than the 
two previous diagrams. Here, the attenuator and the pads 
are indicated by resistive elements instead of blocks. Also, 
the switches are drawn more explicitly to show their exact 
function. This is the usual way of drawing console block 
diagrams, and we willuse this method throughout the lesson. 


In Figure 3, either microphone No.1 or microphone No.2 
is selected by switch S} to feed preamplifier No.l. Attenu- 
ator No.1 (AT1) adjusts the preamplifier output signal to 
the desired level and feeds it to switch S3. Since only one 
preamplifier is usedfor both microphones, the microphones 
should be closely matched as far as output signal level is 
concerned. 


ж ж ж 


6. In Figure 3, microphones No.1 and No.2 should be closely 
matched for output signal level. True or False? 


* ж ж 


Microphones No.3 and No.4are handled similarly by switch 
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S2, preamplifier No.2, attenuator ST2 and switch S4. These 
two microphones should be closely matched for output sig- 
nal level. 


Switches S3 and S4 are three-position switches. The center 
position is OFF, the upper position is the PROGRAM (PGM) 
position, and the lower position is the AUDITION (AUD) 
position. In the PGM position, the S3 audio signal is ap- 
plied to the program amplifier and eventually fed to the 
transmitter line. Remember, the audio signal fed to the 
transmitter line is used to modulate the transmitter car- 
rier. In the AUD position, the S3 audio signalis fed through 
the monitor section of the console and produces sound from 
the monitor speaker. 


The S4 audio signalis handled the same way as the S3 audio 
signal. This switching arrangement allows either signal or 
both signals to be fed to the program section of the console 
or to the monitor section. 


* * ж 


T. Briefly, whatis the purpose of switches S3 and S4in Figure 3? 


* ж ж 


Before analyzing consoles any further, let's investigate 
some of the circuits that are part of consoles or are used 
with consoles. 


TRANSMISSION LINES 


The transmission lines of concern to us are used to carry 
audio signals. They may vary in length from a microphone 
cable of several feet to the remote lines of many miles. 
The lines must be constructed so the following requirements 
are met: 


l. Uniform response over required range of frequencies. 
2. Signal-to-noise ratio is not decreased. 
3. Signal level is not attenuated too much. 
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Transmission lines are leased from the telephone company 
to bring in signals from remote locations and from the net- 
work, and to feed signals to the network and to a distant 
transmitter. 


Phono pickups, microphones, monitor speakers and other 
studio equipment are interconnected with the console by 
various types of transmission lines or cables. 


There are two general types of transmission line connec- 
tions -- balanced and unbalanced. The balanced type is 
shown inFigure 4while the unbalanced type is shown inFig- 
аге 5. The basic difference between the two types is that 
the UNBALANCED TRANSMISSION LINE has one conductor 
grounded while the BALANCED TRANSMISSION LINE does 
not. When using a balanced transmission line, however, 
the center tap of the terminating transformers may be 
grounded. 


ж ж ж 


8. A transmission line which has one conductor grounded is 
(a) an unbalanced line, (b) a balanced line. 


ж ж ж 


The primary advantage of the balanced line is its ability to 
cancel out noise voltages which may be picked up by the line. 
Since the two conductors are very close together, any noise 
signal is picked up equally by both conductors and causes 
two currents. As shown by the dashed arrows in Figure 4, 
these noise currents pass through the primary of the termi- 
nating transformer in opposite directions and cancel each 
other. 


For the unbalanced line in which one conductor is grounded 
(Figure 5), noise signals picked up by the ungrounded con- 
ductor cause currents in the line which are added to the 
audio signal currents. This undesirable characteristic is 
minimized, however, by using a coaxial type cable in which 
the center conductor is ungrounded and an outer metal shield 
is the grounded conductor. 
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9. In an unbalanced line, noise currents canceleach other. True 
or False? 


ж ж ж 
LINE IMPEDANCE 


In broadcasting, the lines are usually low impedance types 
that range from 50 to 600 ohms. Low impedance lines have 
some advantages over high impedance lines. These advan- 
tages are: (1) less noise voltage is developed across a low 
impedance line, (2) the capacitance between the conductors 
has less shunting effect on the higher frequency audio sig- 
nals, and (3) broadcast microphones are usually low im- 
pedance units so impedance matching problems are mini- 
mized. 


ж ж ж 


10. What is the usual range of transmission line impedances? 


ж ж ж 


The output signals of broadcast microphones and phono pick- 
ups are very low in amplitude, usually less than a micro- 
watt. With such low signal levels, it is necessary that 
noise pickup and signal attenuation be kept at a minimum. 
Low impedance lines are used for better signal-to-noise 
ratio, better frequency response and minimum losses in 
transferring the signal from one point to another. 


ж ж ж 


11. The output signals of broadcast microphones and phono pick- 
ups are relatively (a) high, (b) low in amplitude. 


ж ж ж 


TELEPHONE LINES 


Telephone lines are used to feed program material from a 
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remote broadcast to the studios, from the studios to a dis- 
tant transmitter, and to feed into or out of a network sys- 
tem. These lines are installed and maintained by phone 





Telephone lines are used to connect this remote amplifier to the studio console. 
Courtesy Gates Radio Co. 


company personnel. The broadcast operator is only re- 
quired to connect the line termination to the station equip- 
ment. 


Almost all telephone lines used for program transmission 
are 600 ohm lines connected as balanced systems. Each 
end of the line normally terminates in a repeat coil which 
is an isolation transformer having a l to l turns ratio and 
an electrostatic shield between the windings to increase its 
isolation effect. 


ж ж ж 


12. What is the usual turns ratio of a repeat coil used to termi- 
nate a telephone line? 


ж ж ж 


For economic reasons, the telephone company must put 
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several transmission lines in the same cable in which each 
conductor is insulated but not shielded from the other. As 
a result, signals in one pair of lines can be coupled to an- 
other pair by inductive or capacitive coupling when signal 
amplitude exceeds a certainlevel. Thistype of interference 


is called CROSSTALK. 


To minimize crosstalk, the telephone company limits the 
signal level which may be impressed on its lines. In most 
cases the maximum allowable signal level is +12 VU. That 
is, 12 dB above 1 milliwatt. There is no restriction as to 
the minimum signal level, but it should always be high 
enough to maintain a good signal-to-noise ratio. Typically 
the signal level is held between 0 VU and +12 VU. 


ж ж ж 


13. Crosstalk in telephone lines is minimized by keeping the sig- 
nal amplitude (a) above, (b) below a certain level. 


* ж ж 


In cases where extremely long lines are used, and the at- 
tenuation is severe, an amplifier may be inserted into the 
line to increase the signal to the 0 to +12 VU level. An am- 
plifier of this type is called a REPEATER. 


LINE EQUALIZATION 


Any two conductors which are fairly close together have a 
capacitance between them which is directly proportional to 
the length of the line. The reactance of this capacitance has 
a shunting effect on the signals the line is carrying. Since 
capacitive reactance decreases with an increase of capaci- 
tance and an increase of frequency, the shunting effect of 
long lines on high audio frequencies may be very severe. 


ж ж ж 


14. Тһе capacitance of long lines has a severe shunting effect on 
(a) low, (b) high audio frequencies. 


ж ж ж 
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To compensate for these shunting effects, the line response 
is equalized by connecting adjustable filters across the line 
sothe middle and low frequencies are attenuated tothe same 
degree as the highs. Although this decreases the signal 
level, the overall frequency response is greatly improved. 
LINE EQUALIZATION consists of inserting various combi- 
nations of inductance, capacitance and resistance across the 
line to give attenuation characteristics opposite to those of 
the line over the desired frequency range. 


One type of equalizer is shown in Figure 6. Here, the ca- 
pacitor C and coil L are connected in parallel to resonate 
at the desired audio frequency (8 kHz, for example). Con- 
nected across the transmission line, the impedance of the 
equalizer circuit is highest at the resonant frequency and 
causes very little attenuation. At other frequencies, the 
impedance is reduced and losses are increased. 


In series with the tuned circuit, variable resistor R con- 
trols the effect of the circuit. As the resistance is de- 
creased, the low frequencies are attenuated more so more 
equalization occurs. As the resistance is increased, the 
low frequencies are attenuated less so less equalization 
occurs. 


ж ж ж 


15. In Figure 6, the equalizer offers the lowest impedance at its 
resonant frequency. True or False? 


ж ж ж 


ATTENUATION NETWORKS 


Resistive networks of various types are usedin audio signal 
transfer circuits. These networks are used for deliberate 
attenuation of the signal level, for line balancing, for im- 
pedance matching, and for isolation of one circuit from an- 
other. Since these networks attenuate the signal to some 


degree, they are called ATTENUATION NETWORKS or 
PADS. 
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Two types of pads are shown in Figure 7. These are the T 
PAD in Figure 7A and the H PAD in Figure 7B. The names 
are derived from the fact that the arrangements of the re- 
sistors resemble the letters T and H. The T pad places 
resistance in series with only one side of the line and is 
used when line balance is not an important consideration. 
The H pad places equal resistances in each line and is used 
in balanced lines. 


ж ж ж 


16. Which type of pad is used in balanced lines? 


T and H pads are used for any combination of impedances 
and, because of their similarity, the resistance values may 
be calculated by the same equations. Figure 7 shows the 
relative values of resistance in the two pads. The shunt re- 
sistance, R3, is the same in both pads. The series resist- 
ances in the H pad are one-half the value of the series re- 
sistances in the T pad. 


The impedance matching effect of the T pad is illustrated 
by the circuit of Figure 8A. Assume, for example, that the 
pad is placedin a line where the source has an internal im- 
pedance of 600 ohms and the load has an impedance of 600 
ohms. 


Starting with the load end, the 600 ohm load resistance is 
in series with the 200 ohms of R2 fora total of 800 ohms. 
This 800 ohms is in parallel with the 800 ohms of R3 for an 
equivalent of 400 ohms. This 400 ohms is in sevies with the 
200 ohms of Rj for a total of 600 ohms. Therefore, the 
load and the pad appear as 600 ohms to the source. 


Since the circuitis symmetrical, the same conditions occur 
starting with the source end. Therefore, the source and 
the pad appear as 600 ohms to the load. 
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ж ж ж 
17. The T pad of Figure 8A is designed for use in a circuit where 
the load impedance and source impedance are ohms. 
* ж ж 


To show the attenuation effect of the T pad of Figure 8A, we 
again start with the source. Assuming the source produces 
6 volts of signal (any voltage may be assumed), there is 2 
volts across the 200 ohms of Rj, and 4 volts across R3. 
(Remember, R3, R2 апа Кү have an equivalent resistance 
of 400 ohms.) The 4 volts across R3 divides between БК; 
and Rj,, with 3 volts across Rj,. Therefore, with 6 volts 
produced by the source, there is 3 volts across the load. 
With this pad, half of the source voltage always appears 
across the load. 


Converting this voltage loss to decibels we find that the dB 
loss is 


EIN 
КОПТ 


ав 


20 log 





20 log 2 


20 log 2 


20 X .3 


- 6 


Summing up, the T pad of Figure 8A causes a loss of 6 dB 
so we call it a 6 dB pad. 


ж ж ж 


18. Тһе T pad of Figure 8A has no attenuation effects. True or 
False? 


Audio Consoles Page 17 





Referring now to the H pad of Figure 8B, it will produce 
exactly the same impedance matching and attenuation effects 





These attenuation networks, ar pads, are part af a module in this cansole and are readily accessible 
far replacement, 


Caurtesy Radia Carporation af America 


as its equivalent T pad of Figure 8A. Notice that the two 
series Rj resistors of Figure 8B are one-half the value of 
the series R] resistor of Figure 8A. The two series R2 re- 
sistors in Figure 8B are also half the value of that in Fig- 
ure 8A. The shunt resistance, R3, is the same in both 
circuits. 


As a result, the effects of the H pad of Figure 8B are iden- 
tical to the effects of the T pad of Figure 8A. The H pad is 
used with a balanced line while the T pad is used with an un- 
balanced line. 
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19. The series resistances of anH pad are (a) one-half, (b) twice 
the resistance of the T pad series resistances, 


* ж ж 


To further illustrate the effects of a pad, let's refer to the 
T pad of Figure 9A. This T pad has also been designed for 
use with a 600 ohm source and a 600 ohm load. Starting at 
the load end, the 600 ohms of RJ, is in series with the 492 
ohms of R2 for a total of 1092 ohms. The 120 ohms of R3 
is in parallelwiththis 1090 ohms, so the parallel equivalent 
is 


REO ^ 10924 120 1212 199 ohms 


The equivalent resistance of 108 ohms is in series with the 
492 ohms of Rj for a total of 600 ohms. Since it is sym- 
metrical, looking into the network from either end, a re- 
sistance of 600 ohms is seen. 


The isolation action of this pad is illustrated by opening or 
shorting the load. For example, when the load circuit is 
opened, resistors Rj and R3 remain connected across the 
source with a total resistance of 492 * 120, or 612 ohms. 
R> is effectively out of the circuit under open circuit con- 
ditions. 


When the load is short circuited, the 492 ohms of R2 is 
connected in parallel with the 120 ohms of R3. This com- 
bination has an equivalent resistance of 


492 X 120 59,040 . 
Rig aa mn б PROBIS 
This equivalent resistance of 96 ohms is in series with the 
492 ohms of R for a total resistance of 96 + 492, or 588 
ohms. Under extreme conditions, the resistance of the 
circuit changes only 12 ohms in either direction, For all 
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practical purposes, the pad of Figure 9A completely iso- 
lates the load from the source. 


The H pad of Figure 9B is the exact equivalent of the T pad 
of Figure 9A. Once again the H pad is used with a balanced 
line while the T pad is used with an unbalanced line. 


ж ж ж 


20. In Figure 9A, if the load is shorted, how much impedance is 
presented to the source? 


ж ж ж 


The pads of Figures 8 and 9 are designed to work in a cir- 
cuit where the source impedance and the load impedance are 
600 ohms. Why, then, are the resistance values so differ- 
ent? The reason is the amount of attenuation desired or the 
amount of isolation desired. The pads of Figure 8 cause а 
loss of only 6 dB while the pads of Figure 9 cause a loss of 
20 dB. On the other hand, the pads of Figure 9 provide al- 
most complete isolation between source and load while the 
pads of Figure 8 provide considerably less isolation. Asa 
general rule, the amount of isolation provided by the pad is 
directly proportional to the attenuation provided. 


ж ж ж 


21. A 6 dB pad provides (a) more, (b) less isolation than a 20 dB 
pad. 


ж ж ж 


Generally, the pads are designed to provide from 3 to 20 
dB loss. However, there is a minimum attenuation that can 
be obtained for every impedance combination. The mini- 
mum attenuation depends on the ratio between the input and 
output (source and load) impedances and is calculated by 
using a Z factor which is found by 


21 
ЖАР n 
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where Z; and Z5 are the input and output impedances to be 
used in the pad design, and Z} is larger than Z5. 


By using the Z factor, the minimum loss may be obtained 


from 
Min dB loss = 20 log |Z + (22 -1| (2) 


The smallest minimum attenuation is possible when the in- 
put and output impedances are equal, causing the Z factor 
to be 1. Theoretically, the minimum loss is zero dB, but 
this would require the series resistance to be zero ohms 
and the shunt resistance to be infinite. 


In the actual calculations to determine the network compo- 
nents, aK factor is used to obtain the proper attenuation. 
K is the ratio of the input and output voltages of the pad and 
is determined by 


| dB loss 
= 1 =. 3 
K = antilog | 20 | (3) 
ж ж ж 
22. What is the K factor? 
ж ж Ж 


Usingthe component notations of Figure 7A (Rj, R2and R3), 
the resistances of the components are found by: 





[geom 
Rj 2 ( 4) 
і Кё - 1 

241 -2К7 

к2-1 





221 K 
шаа ы алт; 6 
R3 z raat (6) 
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To see how we use all of these equations, let's design a T 
pad to match a 600 ohm source to a 600 ohm load with an 
attenuation of 6 dB. Referring to Equation 1 we calculate 
the Z factor by 


2. 
Next we use Equation 2 to find the minimum dB loss: 
20 log |z + Vz2 - 1] 
20 log [1 4 Y1 - 1| 


20 log [1 T o] 


Min dB loss 


20 log 1 


= 0 


This supports our previous statement that the dB loss can 
be as little as zero whenthe inputand output impedances are 
equal. Therefore, it is possible to design a pad with a 6 dB 
loss and maintain impedance matching. 


ж ж ж 


23. With equal input and output impedances, is it possible to ob- 
tain zero dB loss? 


ж ж ж 


Continuing with our example, we find the K factor: 


K = antilog PS 


= sntilog [55] antilog (.3) = 2 


Next, we solve for the values of the three resistors: 


K2 4) - 2K 
4+1 - 4 1 
R] =Z] CONES = soo|]. 600 (3 |- 200 ohms 
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R = 7, Кё +1 - 22|, 0 ze sooo l = 20 
2= 42 K2 -] - 4-1 = 3 |= 0 ohms 
Ree ee) ee RU MN 021220 











As shown in Figure 8A, these are exactly the values we 
chose for the T pad to cause a loss of 6 dB. The power lost 
in the pad is called the INSERTION LOSS and we would re- 
fer to the pad of Figure 8A as having an insertion loss of 6 
dB. 


* ж ж 


24. Тһе output signal from a pad is 12 dB lower than its input sig- 
nal. What is the insertion loss of the pad? 


ж ж ж 


MIXERS AND FADERS 


The purpose of MIXERS in sound work is to combine two or 
more signal inputs and blend them, at the proper levels, 





The ten faders on this console allow the operator to control the signal level in the separate channels. 
Courtesy Gates Radio Co. 


into a single program signal. In general, a mixer consists 
of a variable attenuator, usually referred to as a FADER, 
for each audio signal input and a resistive network follow- 
ing each fader. For example, a soloist may be singing into 
one microphone while the accompaniment is picked up by 
another. With the faders, the console operator can adjust 
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the relative levels so the combined effect is pleasing. 


ж ж ж 


25. What do we call the variable attenuators used to adjust the 
levels of audio signals? 


ж ж ж 


A good mixing and fading system should satisfy certain 
general requirements so thatoptimum results are obtained. 
It should operate as noise-free as possible, and the fre- 
quency response should not change with variations in fader 
levels. Also, as the fader is varied, it should present a 
constant impedance to the entire mixing system so each 
fader affects only its own signal. 


One classification of mixer types involves the signal level 
present in the mixing circuits. In LOW LEVEL MIXING, 
as the name implies, the mixing action occurs when the 
signals are low in amplitude. Good design and high qual- 
ity components must be used to prevent excessive noise 
from being introduced into the desired audio signal. 


ж ж ж 


26. Two audio signals are mixed when both are low in amplitude. 
This is called mixing. 


ж ж ж 


In HIGH LEVEL MIXING, the signals are mixed when they 
are relatively high in amplitude. Often, preamplifiers are 
used ahead of the mixing circuits to increasethe signal am- 
plitude of low level signals. Thus, noise produced by the 
mixing circuits has little effect on the signal-to-noise ratio 
because of the high level signals being mixed. 


A common type of attenuator used in broadcasting is the 
variable-T attenuator shown in Figure 10. All three of the 
variable resistances are mechanically linked to one shaft, 
with clockwise rotation indicated by the arrows. Clockwise 
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rotation, which causes the resistance of R] and R2 to de- 
crease and the resistance of R3 to increase, causes mini- 
mum attenuation. Counterclockwise rotation provides the 
opposite results and causes maximum attenuation. 


In order to simplify drawings, the variable-T attenuator of 
Figure 10 may be drawn as shown in Figures 11A and 11B. 
The symbol of Figure 11B is frequently used in single block 
diagrams as previously indicated in Figure 3. The attenu- 
ators are then labeled AT1, AT2, and so forth. 


ж ж ж 


27. The drawings of Figures 10, 11A and 11B all represent the 
same thing. True or False? 


ж ж ж 


The circuitry of Figure 12 may be used when itis necessary 
to mix more than one input. Assuming that all source im- 
pedances, line impedances and load impedances are 600 
ohms, the three attenuators are designed to present 600 ohms 
regardless oftheir setting. Also, the three R] resistors and 
the R2 resistor (the mixing resistor) are 300 ohms each. 


The values of the three R] resistors and the R? resistor are 
found from the general equation 


ву = во = 9-0) (7) 


where nis the number of channels and R is the impedance 
of the attenuator. In this case 


Rı = R2 PLO 2 1600 = Soo cums 


ж ж ж 


28. InFigure 12, if there were only two channels instead of three, 
what would be the resistance values of Ry and Ro? 


ж ж ж 
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The mixing loss in dB is determined from the general equa- 
tion 


Mixing loss = 20 log n (8) 
where n is the number of channels. 


In the circuit of Figure 12, the mixing loss is 


Mixing loss = 20 log 3 


20 X .477 


9.54 dB 


This means that the mixing network of the R] and R2 re- 
sistors causes an insertionloss of 9. 54dB in addition to the 
insertion loss caused by the setting of the variable attenua- 
tors. The insertion loss is the price that must be paid for 
high fidelity mixing, but these signal losses canbe compen- 
sated for by additional amplifying stages. 


ж ж ж 


29, If there weretwo channels instead of three in Figure 12, what 
would be the mixing loss? 


* ж ж 


VU METER 


With the introduction of Volume Units as a system of meas- 
urement, a special type of meter was also developed. It is 
called a "Volume Indicator" or VU METER. It is actually 
a voltmeter, with special response characteristics, cali- 
brated to read volume units (VU's) when connected across 
a 600 ohm line. In addition to the VU markings, which 
range from -20 VU to +3 VU, the scale is also marked off 
in percentage of modulation from 0 to 100. The 100% mod- 
ulation point coincides with the 0 VU point. The meter scale 
is shown in Figure 13. 
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30. Оп а VU meter, zero VU's represents what percentage of 
modulation? 


When connected across a standard 600 ohm line, the entire 
VU meter circuitry must have an impedance of 7500 ohms. 
Figure 14 shows the arrangement of the circuitry. A dc 





LÀ 
м. 
pL. М 


The VU meter, locoted in the top-center of this console, gives the operotor o visuol indicotion of 
the signol level. 
Courtesy WBKB, Chonnel 7, Chicogo 


meter movement anda full-wave copper-oxide rectifier are 
used with a variable-T calibrating attenuator to provide a 
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constant impedance of 3900 ohms. This 3900 ohms is in 
series withan external resistance (Rg) of 3600 ohms to pro- 
vide the required 7500 ohms. 


The purpose of a VU meter is to let the console operator 
know the percentage of modulation that is being caused by 
the audio signal. The VU meter is usually connected at the 
output of the program amplifier because this signalis even- 
tually fed to the transmitter, is amplified, and is used to 
modulate the carrier. 


At the output of the program amplifier, the signal level 
must be about +14 VU to cause 100% modulation of the car- 
rier. However, the required signal level will vary from 
station to station, depending upon the design of the trans- 
mitter. To compensate for these possible variations, the 
calibrating attenuator is adjusted so the VU meter indicates 
O VU when the signalis the proper level to cause 100% mod - 
ulation. 


For example, if the output of the program amplifier must 
be +14 VU to cause 100% modulation, the calibrating attenu- 
ator is set to cause a 14 dB loss and cause the VU meter to 
read 0 VU. If the output of the program amplifier must be 
+8 VU to cause 100% modulation, the calibrating attenuator 
is set to cause an 8 dB loss and cause the VU meter to read 
0-VU. 


The required level of the audio signal and the setting of the 
calibrating attenuator is pre-determined by the station en- 
gineer. Thus, the console operator merely has to adjust 
the master gain control so the audio signal causes the VU 
meter to read 0 VU or less. 


PATCH PANELS 


Although not part of the audio console, a patch panel is im- 
portant to the successful operation of a broadcast studio. 
The console operator should understand the purpose of a 
patch panel. 
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The patch panel itself is composed of rows of jacks usually 
mounted in an equipment rack in the control room of the 
station. The input and output circuits of the studio console, 
the program amplifiers, booster amplifiers, tape and disk 
recorders, incoming remote lines and outgoing lines are all 
brought into the patch panel. The panel then provides a 
centrally located interconnection point where it is possible 
to reroute the signals merely by the insertion of a patch 
cord. 


Figure 15 shows the manner in which the jacks are inter- 
connected. A signalapplied to point A of J] is automatically 
applied to point A of 72. The connection between point B of 
Jj and point B of J5 makes this automatic connection pos- 
sible and is called a NORMALLED THROUGH connection. 
If the normalled through connection is omitted , the two jacks 
are open. An external patch cord must then be used if it is 
desired to interconnect the two jacks. 


* * * 


31. A normalled through connection causes the signal applied to 
one jack to be automatically applied to another jack. True 
or False? 


When two jacks are normalled through, it is still possible 
to break the connection between them. This is illustrated 
in Figure 16. Here, patch plug Pj is inserted into jack J}. 
The physicalconstruction of the units is such that the prong 
of Pj lifts the spring contactof Jj so points A and B are dis- 
connected and the normalled through connection is broken. 
At the same time, the prong of P} is connected to point A 
of J}. This causes the signal at point A to be fed through 
P} to wherever else the other end of P} is connected. 


For example, Figure 17 shows the patch panel normalled 
through connections between the studio console, the limiter 
amplifier and the transmitter program line. During opera- 
tion, if the limiter amplifier becomes inoperative, the 
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engineer or operator can insert one end of a patch cord into 
the studio console output jack. The other end of the patch 
cord is inserted into the jack connected to the transmitter 
line. This operation would break the normalled through 
connections to the input and output of the limiter amplifier, 
and the studio console dutput would be directly connected to 
the transmitter line. The station would be back on the air 
and the limiter amplifier could be repaired. 


ж ж ж 


32. When a plug is inserted into a jack, the normalled through 
connection is broken. True or False? 


ж ж ж 


AUDIO CONSOLES 


The audio console is the focal point of all audio operations 
in the broadcast station. Its primary functions include the 
selection of the signals to be broadcast, setting each signal 
to the proper level, mixing the signals together, and rout- 
ing the final signal to its required destination. 


The console also provides other secondary services that 
are necessary for efficient broadcasting. Among these are 
cueing, talkback and monitoring facilities. To accomplish 
all of these things, it is necessary that the console be op- 
erated by a skilled operator. 


ж ж ж 


33. List two secondary services provided by the audio console. 


ж ж ж 


Signal Inputs 


The number of signal inputs varies from a few inputs in 
consoles designed for small station operation to many inputs 
in units designed to handle several different studios in a 
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large station. A separate input is provided for each micro- 
phone, turntable, and tape machine in use. Often, however, 





This automatic tape playback system feeds three audio signals to the console, The operator selects 


the desired signal. 
Courtesy Collins Radio Co, 


two or more of these units must share the same channel in 
the console. 


Remote lines that are used frequently are wired directly to 
the console. Infrequently used remote lines are generally 
wired through the patch panel to the console. 


Each input may be applied either to the "program circuits" 
for transmission or to "audition circuits" so that signals 
may be heard without applying them to the transmitter or 
network. It is possibleto audition a signal entirely separate 
from the signal being applied tothe transmitter or network. 
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34. The (a) program circuits, (b)audition circuits apply the audio 
signal to the transmitter or network. 


ж ж ж 
Signal Outputs 


The console provides a signal output of the program mate- 
rial to feed the transmitter and the network when the station 
is a network member. Monitor speakers and phones must 
be provided with signals from the program circuits or the 
audition circuits, whichever the operator chooses. Facili- 
ties must also be provided to switch the monitor speakers 
on or off. 


A signal must also be furnished to the operator handling a 
remote program before the remote program begins. This 
is known as "remote cueing". With this signal the remote 
operator can determine when to start the remote program 
and can also be sure the telephone line is in operating con- 
dition. 


Meters 


One or more standard VU meters are located on the console 
to measure the signal level. A console used for monophonic 
broadcasting need have only one VU meter which measures 
the signal level on the program line. An optional VU meter 
may be included to measure the signal level on the audition 
line. 


ж ж ж 
35. What is the minimum number of VU meters on a console? 


* * * 


A console used for stereophonic broadcasting must have two 
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VU meters, one each to measure the signal level on the left 
and right program lines. Again, optional VU meters may 
be included for the audition lines. 


Monitor Controls 


The program signal or the audition signal is fed to monitor 
speakers, or headphones, atseveral locations. One speaker 
is located in the control room. Other speakers may be in 
the transmitter room, the studios, or in the station lobby 
or offices. With these speakers, station personnel can hear 
the program material or they can audition material. 


A monitor speaker is located in each studio, in the control 
room and on the console, and must be removed from opera- 
tion when any microphone in that particular location is being 
used. This prevents acoustic feedback. Automatic cutoff 
of these speakers is accomplished by the console by means 
of a muting circuit for each monitor speaker. 


ж ж ж 


36. Each monitor speaker is automatically cut off by a 
circuit at the proper time. 


Talkback Facilities 


During station operations that are not being fed to the pro- 
gram line, it is often necessary for studio personnelto con- 
verse with those in the control room. The TALKBACK 
facilities of the console make this possible. Sometimes the 
monitor speakers and the broadcast microphones are used 
for talkback. Other times, special talkback speakers are 
installed for this purpose. The talkback system also per- 
mits the console operator and the remote operators to talk 
back and forth while preparing to feed a remote program 
signal to the studio. 
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37. The talkback system only allows the remote operator to talk 
to the console operator. True or False? 


ж ж ж 
A TRANSISTORIZED CONSOLE 


Audio consoles are produced by a number of broadcast 
equipment manufacturers. Although each console may be 
different, they all embody the same basic functions. Most 
stations use standard consoles rather than custom-made 
units because the majority of the consoles have been de- 
signed to fit the needs of the average broadcast station. 


One such console is the Gatesway II eight-channel mono- 
phonic audio console produced by the Gates Radio Company. 
Figure 18 is a front panel diagram of this console showing 
the location of each control. Figure 19 is a single-line 
block diagram. We will refer to both figures in our expla- 
nation of the console. 


ж ж ж 


38. Most broadcast stations use custom-made audio consoles. 
True or False? 


Mixing Channels 


The console has a total of eight mixing channels, consisting 
of three microphone channels, two turntable channels, two 
tape channels and one net-remote channel. Starting at the 
upper-left of Figure 19, two microphones may be connected 
to channel 1. Input switch S] selects either of the "mike" 
inputs and feeds it to preamplifier A]. The output signal of 
A, is fed through mixing attenuator AT1 to AUD-PGM switch 
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S25. The AUD-PGM switch, 525, allows the operator to 
apply the audio signal either to the program (PGM) bus or 
to the audition (AUD) bus, or to the "off" position load 
(center position). 


Microphone channels 2 and 3 allow four additional mikes to 
be connected to the console. Input switches S2 and S3 select 





This photograph shaws on audio tape recorder and audio console designed for broadcast and recording 
applications, The console is o dual-channel transistorized unit for AM ond FM stereo broodcasting. 
It feotures interchangeoble plug-in omplifiers for flexibility. 

Courtesy Rodio Corparotion of Americo 


one signal from each channel, and these two signals are 
handled the same as in mike channel l. Finally, switches 
S26 and S27 allow the signals to be applied either to the 
PGM bus or to the AUD bus. 
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39. Switches S1, S» and 83 in Figure 19 are AUD- PGM switches. 
True or False? 


40. Mixing channels 1, 2 and 3 in Figure 19 are for (a) turntable 
inputs, (b) microphone inputs. 


* * * 


Turntable channel 4 has provisions for four turntables to be 
connected to input connections A, B, C and D. No connec- 
tions are made directly to turntable channel 5. However, 
the switching arrangementallows any of the channel 4inputs 
to be applied to channel 5. 


Let's assume, for example, that a turntable is connected 
to channel 4A. With all switches (S4 - S))) in the up posi- 
tion shown in Figure 19, the signal is applied to the mova- 
ble contact of S4, to the upper fixed contact of S4, to the 
movable contact of Sg, to the upper fixed contact of Sg, to a 
150 ohm pad. Thus, the signal is notapplied to either chan- 
nel 4 or 5, and these positions of S4 and Sg are the ''off' 
positions. 


Now, let's switch Sg to the "on" position so the signal is 
fed to the lower fixed contact. This causes the signal to be 
applied through mixing attenuator AT5 to AUD-PGM switch 
S29. Therefore, with S4 turned off and Sg turned on, the 
input to channel 4A is actually fed through channel 5. 


Next, let's switch S4 to the ''on" position so the signal is 
fed to its lower fixed contact. This causes the signal to be 
applied through mixing attenuator AT4 to AUD-PGM switch 
S2g. Also, with the movable contact of S4 in the down posi- 
tion (S4 turned "on'"), the signal is no longer applied to 58 
and it doesn't make any difference which position Sg is in. 
This prevents the signal from being applied to both channels 
4 and 5 simultaneously. 
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41. With S4 and Sg both switched "on", a signal applied to channel 
4A input is fed through (a) mixing attenuator AT4, (b) mixing 
attenuator AT5, (c) mixing attenuators AT4 and AT5 simul- 
taneously. 


The net result of this switching arrangement is that with S4 
turned "'on'', the signal is applied to channel 4. With S4 
turned '"off'", the signal may be applied to channel 5 by turn- 
ing Sg "on". Channels 4B, 4C and 4D, in conjunction with 
switches 55, 56, 57, 59, 510 апа 511, аге identical to chan- 
nel 4A. 


Tape channels 6 and 7 are identical to turntable channels 4 
and 5. Thus, switches S]2 - S]5 are the channel 6 on-off 
switches, and switches S]6 - S19 are the channel 7 on-off 
switches when the channel 6 switches are "off". 


Net-remote channel 8 provides for one network input and 
three remote inputs. When switches S20 - S23 are switched 
to the MIX position (down in Fig. 19), any signals applied 
to the inputs are connected through T], and through ATS8 to 
AUD-PGM switch S32. (The other positions of switches 
S20 - S23 are discussed later.) 


ж ж ж 


42. To apply a signal from Remote No. 3 through mixing channel 
8, input switch S854 must be set to the (a) TB position, (b) cue 
position, (c) MIX position. 


Although not shown on the block diagram, there are four 
utility switches on the console which are not connected to 
any of the circuits. The switches can be used for the se- 
lection of additional input signals or in any way the station 
engineer desires. 
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Let's summarize the console up to this poirit. The input 
connections provide for eighteen signals to be applied to the 
console. The input switches Sj - S23 allow the operator to 
select the desired signals. The preamplifiers Ау, A? and 
Az amplify the signals in the three microphone channels. 
The mixing attenuators, AT] - AT8, allow the operator to 
adjust the level of the signal in each channel. The AUD- 
PGM switches, S25 - S32, allow the operator to switch any 
of the signals in the eight channels either to the audition 
bus, or to the program bus, or to the off position. 


ж ж ж 


43. What is the function of mixing attenuators AT1 to AT8? 


ж ж ж 


To determine the physical locations of the switches and 
mixing attenuators, refer to Figure 18. The channel mix- 
ers (ATI - AT8) are the eight large knobs across the bot- 
tom of the console. Each mixer has a channel number just 
below the knob. 


The AUD-PGM switches, 525 - 532, аге the lever switches 
which are located immediately above the channel mixers. 
The left position of each switch is "audition", the right 
position is "program" and the center position is "off". 


The input switches, 5] - 523, апа the four utility switches, 
540 - 943, are located across the top of the console. S] is 
above the channel 1 mixer, S2 is above the channel 2 mixer, 
оз is above the channel 3 mixer, S4 - 57 are abovethe chan- 
nel 4 mixer, Sg - 51] are above the channel 5 mixer, 912 - 
515 are above the channel 6 mixer, S]6 - S19 are above the 
channel 7 mixer, S259 - S53 are above the channel 8 mixer, 
utility switches S49 and 954] are between Sj and S5, and 
finally, utility switches S42 and S44 are between S2 and S3. 


Program and Audition Circuits 


Although they are a very important part of the console, the 
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program and audition circuits are a relatively simple part 
of the console. Referring to Figure 19, switches S25 - 532 
are the AUD-PGM switches. Notice that the upper fixed 
contact of each switch connects to the program bus. (A bus 
is merely a heavy line used as a convenient tie point for 
several connections.) The program bus, inturn, is con- 
nected to the input of the PGM-AMP (program amplifier). 
Therefore, when switch S25 is thrown to the PGM position, 
the signal applied to S25 is fed to the program amplifier. 
The same situation is true for switches S26 - S32. When 
any of them are thrown to the PGM position, their input sig- 
nals are fed to the program amplifier. Therefore, any or 
all of the signals in the eight channels may be applied to the 
program amplifier. 


The master gain control, AT11, is adjusted so the output of 
the program amplifier is at the proper level. In this con- 
sole, the program amplifier output should be +14 VU. A 
14 dB pad and a VU meter are connected to the output of the 
program amplifier to allow the operator to keep the signal 
at the proper level. 


The output of the program amplifier is also fed through a 
6 dB pad which reduces the signal to 48 VU at the program 
output connection. This is the final output of the console 
and is used to feed the transmitter and/or the network line. 
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44. What is the signal level at the program output connection іп 
the console of Figure 19? 
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When any of the switches, S25 - $32, are thrown to the AUD 
position, their input, signals are connected to the audition 
bus which, in turn, feeds the BST AMP (booster amplifier). 
The output signal from the booster amplifier is fed to the 
AUD position of monitor selector switch 535. From 535, 
the signal is fed through the monitor gain control, ATIO, 
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to the input of the MON AMP (monitor amplifier). The out- 
put signal from the monitor amplifier is then fed to the 





This audia cansole is a modern, transistorized unit, It can handle as many as eighteen input signals 
and has eight mixing channels. 


Caurtesy Gates Radia Ca, 


monitor speaker in the lobby, to the monitor headphones, 
and through the solid state muting circuits to the monitor 
speakers in the control room,instudio A, and in studio B. 
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45. When So7is set tothe AUD position, a signal being fed through 
channel 3 is applied to the (a) program circuits, (b) audition 
circuits. 


By means of S35, either of two additional signals may be 
applied to the monitor amplifier. One of these is an ex- 
ternal monitor input signal (EXT MON INPUT) which per- 
mits monitoring an audio signal that is connected to this 
point. The other is the program signal which is fed through 
a 34 dB pad to the PGM contact on 535. This allows the 
operator, at his option, to aurally monitor the signal being 
fed to the program line. 


An additional feature of this console is the program equal- 
izer (PGM EQUAL) that may be switched in or out of the 
circuit as the operator desires. The program equalizer is 
a filter circuit designed to improve the frequency response 
of the signal fed to the program amplifier. It has two con- 
trols which allow the operator to adjust the high frequency 
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response, the low frequency response, or both. 
* * * 


46. The program equalizer automatically controls the amplitude 
of the audio signal in the program line. True or False? 


* * * 


The physical location of the panel-mounted components in 
this portion of the console may be found by referring to Fig- 
ure 18. The VU meter is in the center of the upper panel. 
The program equalizer switch and the equalizer controls 
are located below the VU meter. The master gain control, 
АТ11, is immediately to the right of the VU meter. The 
monitor selector switch, S35, and the monitor gain control, 
AT10, are immediately to the left of the channel 5 fader. 


Muting System 


All consoles contain a MUTING SYSTEM that prevents a 
monitor speaker anda microphone in the same location from 
causing acoustic feedback. Although not shown in Figure 19, 
input selector switches 5], 52 апа 53 have additional con- 
tacts which perform the muting functions. 
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47. The purpose of the muting circuits is to (a) maintain the vol- 
ume at a constant level, (b) prevent acoustic feedback. 


ж ж ж 


When any one of the microphone channel input selector 
switches (S], S2 or S3) is set to the A position, the studio 
A speaker is cut off. When So or S3 is set to the B position, 
the studio B speaker is cut off. When S, is set to the B 
position, the control room speaker and the console speaker 
are cut off. 


In addition, the muting circuits turn on a warning light (usu- 
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ally red) when they cut off a speaker. This provides visual 
indication that at least one microphone in that location is 
alive. 


Cue and Talkback 


Besides the program, audition and muting circuits, the con- 
sole contains CUE CIRCUITS and TALKBACK CIRCUITS. 
Although these circuits do not feed the program line, they 
are necessary for the successful operation of a broadcast 
station. Suppose, for example, that we have a very simple 
program in which a disk jockey plays recorded music and 
makes comments. For the spoken comments, we need a 
microphone channel. In this console, let's use channel 1 
for this purpose. 


Next, we need two turntables and two turntable channels. 
So let's use turntable channels 4 and 5, and connect the 
turntable output signalsto points A and B of turntable chan- 
nel 4. This applies one signal to input switch S4 and the 
other signal to input switch Sg. With Sy set to the ON posi- 
tion (down), the signal from turntable Ais fed through mix- 
ing attenuator AT4, to AUD-PGM switch S2g. With S2g set 
to the PGM position, the signal is fed to the program cir- 
cuits and is eventually fed to the transmitter. 


While this recording is being aired (transmitted), the con- 
sole operator must prepare the next recording so it can be 
aired. To do this, he first makes sure that S29 is set to its 
OFF position, then he turns mixing attenuator AT5 fully 
counterclockwise to the CUE position and sets input switch 
Sg to the ON position. Turntable Bis now connected through 
Ss to 59; through Sg to the CUE connection of AT5 and to 
the CUE BUS; from the CUE BUS through a 28 dB pad to the 
LISTEN-TALK switch Kj; through K] tothe input of the cue 
amplifier; from the output of the cue amplifier to another 
contact on K]; from K] to the muting circuit; and, finally, 
from the muting circuit to the speaker mounted on the cen- 
ter of the console panel. 
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48. When a mixing attenuator is set tothe CUE position anda sig- 
nal is applied, what amplifier is being used? 


ж ж ж 


The console operator now starts turntable B, listens to the 
sound from the console speaker, and stops turntable B so 
the pickup is at the exact spot on the record thatis the start 
of the desired recording. Next, he manually backs up the 
record about ahalf turn because the turntable requires about 
a half turn to reach normal speed. This next recording is 
now cued up. 


To compensate for any differences in level at which the 
transcriptions may have been recorded, the operator sets 
АТ5 to a somewhat lower settingthan the AT4 setting. This 
may cause the level of the next recording to be too low, but 
this condition is better than risking the possibility of the 
next recording starting too loud. 


When the first recording is ended, the operator sets 52g to 
the OFF position and waits for the disk jockey to signal the 
start of the next recording. When the signal is given, the 
operator switches on turntable B, sets S59 to the PGM po- 
sition, and adjusts AT5 to obtain the proper sound level. 
The microphone channel is switched ON and OFF as neces- 
sary. 


There are variations of this procedure, and an experienced 
operator can start the recordings exactly on cue with the 
mixing attenuators preset to the proper level. 


Tape channels 6 and 7 may be used in the same way when 
the desired audio signals are obtained from magnetic tape 
recordings. 


Another cueing system is associated with NET-REMOTE 
channel 8. Notice, in Figure 19, that S2], S22 and 323 all 
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have aCUE position thatconnects through impedance match- 
ing transformer T? to the output of the monitor amplifier. 


When preparing to feed a remote pickup from Remote No.1 
into the program sectionof the console, the remote operator 
must know exactly when to start his program. To do this, 
the console operator sets the monitor selector switch, S35, 
to the PGM position so the program signal being airedis fed 





Several different types of remote amplifiers may be used at remote locations. The unit chosen de- 
pends upon the number of channels necessary to produce a smooth program. 
Courtesy Gates Rodio Co. 


to the monitor amplifier. The output of the monitor ampli- 
fier is then fed through T2 to the CUE position of S2], and 
through remote line No.1 to the remote operator. 


When the program in progress comes to an end, the an- 
nouncer cues the remote operator by saying something like 
"We now switch you to Mr. Jones''. At this time, the con- 
sole operator switches 55; to the MIX position and S3> to 
the PGM position. The signal from the remote location is 
now fed through S5,, through T; , through AT8, through 532 


Page 44 Audio Consoles 


to the input of the program amplifier and the remote pro- 
gram is on the air. 


ж ж ж 


49. When using NET-REMOTE channel 8, the CUE position of S91 
feeds the program signal out to the remote operator. True or 
False? 


ж ж ж 


Another feature of the NET-REMOTE channel 8 is the talk- 
back system which allows a remote operator and the con- 
sole operator totalk backand forth just as though they were 
using an intercom system. Again using the remote line 
No.l as an example, the console operator switches S2] to 
the TB (talkback) position. The remote operator's voice 
signalis now applied through the TB position of S2] , through 
a 600/45 ohms impedance matching pad, to the RMT 1 po- 
sition of the cue selector switch S34, through matching 
transformer T4, through the talkback switch Kj, to the in- 
put of the CUE AMP, from the output of the CUE AMP, 
through another section of Kj, through the muting circuit, 
to the speaker located on the front of the audio console. 


* * ж 


50. The talkback features of the console act the same as (а)а 
P.A. system, (b) an intercom system. 


* * * 


When the console operator wishes to speak to the remote 
operator, he pushes the talk switch, S36, (located to the 
left of the console speaker in Figure 18) which causes Kj 
to switch to the TALK position. He now uses the console 
speaker as a microphone and his voice signal travels the 
reverse path back to the TB position of S2] and through re- 
mote line No.1 to the remote operator. 


The NET input line feeding S29 cannot be used for talkback. 
However, by switching S29 to the NET LISTEN position 


E» d 


Audio Consoles Page 45 
UM ES 


(also called PRE-HEAR), and by switching S34 to the NET 
position, the console operator can monitor the incoming 
network signal. Then, at the proper time, he switches S20 
to the MIX position and 532 їо the PGM position. The in- 
coming network signal is then fed to the program amplifier 
and the network program is on the air. 


SUMMARY 


The major duties of a broadcast station console operator 
are to select and control the signals that are puton the air. 
Although the operator must be familiar with microphones, 
turntables and tape recorders, the audio console is the piece 
of equipment with which he must be most familiar. 


The console explained in this text is only one of many dif- 
ferent makes and models. However, all audio consoles 
eventually perform the same basic functions. If you under- 
stand the operation of this one, it will be relatively easy to 
learn the operation of any other console. 
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IMPORTANT DEFINITIONS 


ATTENUATION NETWORK - A group of resistive elements 
connected to deliberately reduce the amplitude of the 
audio signal. Also called a PAD. 


BALANCED TRANSMISSION LINE - A line which has neither 
conductor grounded. Terminating transformers used 
with the transmission line may have the center tap 
grounded. 


CROSSTALK - Atype of interference caused by the unwanted 
coupling of the audio signal between pairs of phone 
lines. 


CUE CIRCUITS - The console circuits that allow the con- 
sole operator to prepare for the signal which is going 
on the air next. 


FADER - A variable attenuator used to adjust the level of 
an audio signal. 


H PAD - An attenuation network which has its elements ar- 
ranged to resemble the letter H. 


HIGH LEVEL MIXING - The mixing of audio signals when 
they are relatively high in amplitude. 


INSERTION LOSS - The reduction in amplitude of an audio 
signal, expressed in dB, caused by an attenuation 
network. 


LINE EQUALIZATION - The insertion of various L, C and 


R elements across atransmission line to improve the 
frequency response. 


LOW LEVEL MIXING - The mixing of audio signals when 


they are relatively low in amplitude. 
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IMPORTANT DEFINITIONS (Continued) 


MIXER - A resistive network designed to combine two or 
more audio signals into one signal. 


MONITOR AMPLIFIER - An amplifier used to amplify a sig- 


nal to a level that will operate the monitor speaker. 


MUTING SYSTEM - A part of the console that automatically 
cuts off a monitor speaker when a microphone in that 
area is active. This prevents acoustic feedback. 


NORMALLED THROUGH - The term used when two jacks 
on a patch panel are normally connected together. 
The connection is broken when a plug is inserted into 
either jack. 


PAD - See ATTENUATION NETWORK. 


PREAMPLIFIER - An amplifier designed to amplify a low 
level audio input signal and maintain a high signal-to- 
noise ratio. 


PROGRAM AMPLIFIER - An amplifier designed to handle 
medium level input signals and produce an output sig- 
nal of the proper level to feed the transmitter. 


REPEATER - An amplifier used to increase the signal level 
of a telephone line when long lines are used, and at- 
tenuation is severe. 


TALKBACK CIRCUITS - The portion of the console that 
permits the console operator and other members of 
the station staff to converse while a program is on 
the air. 


T PAD - An attenuation network which has its elements ar- 
ranged to resemble the letter T. 
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IMPORTANT DEFINITIONS (Continued) 


UNBALANCED TRANSMISSION LINE - A line in which one 
conductor is grounded. This is practically always the 
outer conductor of a coaxial cable. 


VU METER - A voltmeter calibrated to read Volume Units 
when connected across a 600 ohm line. 
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ESSENTIAL SYMBOLS AND EQUATIONS 


K - attenuation factor 
n - number of channels 


R - impedance of network (ohms) 

R1, R2, R3 - resistance (ohms) 
Z - minimum attenuation factor 

21, Z2 - impedance ( ohms) 


21 
„ гї (1) 











Min dB loss = 20 log [2+ ¥z2 - 1| (2) 
K = antilog СЕХ ОВЕ (3) 
20 
2 
K2+1-> 
Кі-211------- (4) 
к2-1 
241 -2К7. 
Ra = 22 [Mo 41 = 282 (5) 
Ke] 
СА] K 
R3 = —— 6 
3 = —5 | (6) 
R(n - 1) 
Ripe hk —/ 7 
1 2 EET (7) 


Mixing loss - 20 log n (8) 


STUDENT NOTES 


STUDENT NOTES 
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10. 
11. 
12. 
13. 
14. 
15. 


16. 


PRACTICE EXERCISE SOLUTIONS 


(a) low level signals. 
(b) medium level 
False -- It is connected tothe output of the program amplifier. 


75 dB -- Neglecting the attenuator loss, a gain of 63 dBis re- 
quired to raise the -55 dBm signal to the +8 dBm level. An 
additional 12 dBgain is necessary to counteract the attenuator 
loss. 


False -- The individual attenuators can be adjusted to com- 
pensate for differences inthe output signal levels of the micro- 
phones. 


True -- The two microphones are switched into the same at- 
tenuator circuit, and their signal levels cannot be individu- 
ally adjusted. 


. They allow either signal or both signals to be fed to either 


section of the console. 

(a) an unbalanced line. 

False -- Noise picked up by the ungrounded conductor adds to 
the audio signal. Cancellation occurs in the balanced type 
line. 

50 to 600 ohms 

(b) low -- usually less than a microwatt 

] to 1 

(b) below 


(b) high 


False -- As is typical of parallel LC circuits, the impedance 
is highest at the resonant frequency. 


H pad 
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19. 
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21. 


22. 


23. 


24. 
25. 
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28. 


29. 


30. 
31. 
32. 


PRACTICE EXERCISE SOLUTIONS (Continued) 


. 600 


False -- It causes a 6 dB loss. 
(a) one-half 
588 ohms 


(b) less -- The more attenuation a pad causes, the more iso- 
lation it provides. 


It is the ratio of the input and output voltages of the pad. 


Yes -- Any amount of dB loss can be obtained when the input 
and output impedances are equal. 


12 dB 
faders 
low level 


True -- They are all symbols used to represent a variable -T 
attenuator. 


200 ohms 
2р. = В(п-1) _ 600(2-1) _ 600 _ 
Ry = Re = = ey ty 7 200 ohms 

6 ав 
mixing loss = 20 log n 

= 20 log 2 

= 20 х. 3 

= бав 
100% modulation 
True 
True 
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33. 
34. 
35. 
36. 
37. 
38. 


39. 
40. 


41. 


42. 
43. 


44. 
45. 


46. 


47. 
48. 
49. 


90. 


PRACTICE EXERCISE SOLUTIONS (Continued) 
cueing, talkback, monitoring 
(a) program circuits 
one 
muting 
False -- Both operators can talk back and forth. 


False -- It is common practice to use standard consoles, be- 
cause they are designed for use in the typical studio. 


False -- They are input switches. 
(b) microphone inputs. 


(a) mixing attenuator AT4. When Sq is turned on, it removes 
the signal from Sg. 


(c) MIX position. 


They allow the console operator to adjust the levelof the sig- 
nal in each channel. 


+8 VU 
(b) audition circuits. 


False -- The program equalizer affects the frequency re- 
sponse of the signal. 


(b) prevent acoustic feedback. 
the cue amplifier 
True 


(b) an intercom system. 
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QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
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in grading. 
Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: A famous bridge in California is the 


LESSON CODE A = (A) Brooklyn Bridge. (B) Wheatstone Bridge. (C) London Bridge. 
С (D) Golden Gate Bridge. 
р ш 


ИШ ПИШ ШІП ІШІ ШІ ШІ ИШ ШШ ИШ ШШ 


In the block diagram of Figure 3, the switching arrangement allows 

(A) only the Sq audio signal to be applied to the monitor booster amplifier. (B) only the S3 
audio signal to be applied to the program amplifier. (C) microphones No.3 and No.4 to feed 
preamplifier No.2. (D) either microphone No.1 or microphone No.2 to feed preamplifier No.1. 
On telephone lines, crosstalk is minimized by 

(A) using an equalizer at the end of each line. (B) putting the pairs of lines as close together 
as possible, (C) increasing the signal level to more than +12 VU. (D) keeping the signal level 
at +12 VU or less. 

The primary advantage of the balanced line is 

(A) its ability to cancel out noise voltages which may be picked up by the line. (B) that the 
outer conductor is a grounded shield. (C) that only one conductor is necessary. (D) the re- 
duction of shunting effect on high frequency audio signals. 

A VU meter is primarily used to measure the output of the 

(A) program amplifier. (B) cue amplifier. (C) monitor amplifier. (D) microphone preampli- 
fiers. 


The amount of isolation provided by an H pad or a T pad 

(A) has no bearing on the resistance values used. (B) is directly proportional to the amount of 
attenuation provided. (C) is always 10 dB. (D) isdecreased as the amountof attenuation is in- 
creased. 

In the block diagram of Fig. 19, adjustment of attenuators AT4 - AT8 tothe maximum counter- 

clockwise position causes signals in these channels to be applied to 

(A) the monitor booster amplifier. (B)the program amplifier. (C)the cue amplifier. (D)a 
microphone preamplifier. 

In Figure 19, switch S35 

(A)determines whichof the speakers are muted. (B) selects the signals applied tothe program 
amplifier. (C) selects a signal to be applied to the monitor amplifier. (D) switches the pro- 
gram equalizer in or out. 

In Figure 19, when $4 and Sg are both switched to the ON position, a signal applied to channel 
4A input is fed through 

(A) both channels 4 and 5. (B) channel 5. (C) channel 4. (D) neither channel 4 nor 5. 


In Figure 19, the function of the booster amplifier is to 
(A) amplify all signals fed to the program bus. (B) amplify all signals fed to the audition bus. 
(C) amplify all signals fed to the cue bus. (D) boost the program Signal to the +14 VU level. 


In the muting system of Figure 19, the control room speaker is cut off when 

(A) input selector switch Sj is set to the A position. (B) input selector switch S? is set to the 
A position. (C) input selector switch S] is set to the B position. (D) any of the microphone 
channels are in use. 
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This mask alignment system offers magnification from 20X to 400 X with alignment 

accuracies af ,00002 inch. Other features are mechanica! pre-alignment of the wafer 

and automatic alignment of each wafer parallel to the mask. The system is shown in 
a "clean bench" which keeps the machine free of contaminating dust. 


Courtesy Kulicke and Soffa Mfg. Co. 
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Education is not for the young alone. It is a life-long process. 


— Selected 


PHOTOLITHOGRAPHY 
IN INTEGRATED CIRCUITS 


Photographic processes are used to achieve the fine detail needed to 
produce integrated circuits of microscopic size. To date, no equally 
convenient method of meeting the exacting requirements for the 
dimensions of the very small integrated components has been discov- 
ered. Photographic techniques are also relatively simple and inex- 
pensive to apply. 


Photography is used repeatedly during the integrated circuit fabrica- 
tion process. A series of patterned MASKS, each produced photo- 
graphically, are employed to control the processing steps. These 
masks are used to control the areas of diffusion, etching and metali- 
zation. 


Almost every one of the individual processing steps requiring photo- 
graphic techniques may be divided into three separate and distinct 
parts: 

1. Preparing the master mask or pattern. 


2. Transferring the master pattern to the wafer via a temporary 
or expendable mask. 


3. Establishing the pattern permanently in the wafer or other- 
wise controlling the subsequent processing steps. 


Photographic films serve the first two of these functions, as both 
reproducible master patterns and as the temporary (expendable) 
photographic patterns. These temporary patterns are developed di- 
rectly on the silicon wafer. In this lesson we will consider the prep- 
aration of the master or original mask and the application of photo- 
resist to form the intermediary or expendable mask. 


* * ж 
1. Photographic techniques are rarely used in integrated circuit fabrication. 


True or False? 


2. For what purposes are the photographically produced masks used in the 
manufacture of integrated circuits? 


ж ж ж 
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PHOTOLITHOGRAPHY 


PHOTOLITHOGRAPHY is the process of reproducing exact images 
by the use of photosensitive (light-sensitive) materials. The photo- 
graphic materials themselves are light-sensitive. They are used in 
master masks and they are applied to the wafer in the form of thin 
films of PHOTORESIST (PR). During the photolithographic process, 
thin films of PR material are deposited uniformly on the wafer or 
substrate onto which the desired pattern is to be formed. Exposure 
to light rays causes POLYMERIZATION of the photoresist materials. 
That is, the materials in the exposed areas change their molecular 
structure. The difference between polymerized and undeveloped pho- 
toresist is most important. By careful exposure and development, 
polymerization can be closely controlled to produce intricate patterns 
with sharp RESOLUTION, or definition between the exposed and 
unexposed areas. These characteristics of photographic materials 
are used extensively in the fabrication of integrated circuits. 


" * ж 
3. What is photolithography? 


4. When photoresist is exposed to light, the photoresist material becomes 
(a) undeveloped, (b) polymerized. 


* ж ж 


The fabrication of an individual integrated circuit may require as 
few as five or as many as twenty different masking sequences. Fig- 
ure 1 shows the series of masks used, one at a time, in the fabrication 
of a typical integrated circuit. With each mask, a new photoresist 
film and subsequent processing is required. 


The performance capabilities of integrated circuits are largely deter- 
mined by the quality of the photographic masks. The accuracy of the 
photographic materials and techniques and fabrication process control 
limit the characteristics of the finished integrated circuits. Among 
the photolithography limitations for these applications are: 
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1. The resolution limits of the photographic materials, both of 
the mask and the film. 

2. Problems of aligning each mask in exactly the same position 
as the preceding masks. 

3. The uniformity of the films, both in the master mask and in 
the expendable films. 

4, The suitability of the film for the particular processing step, 
such as etching. 


сл 


Limitations of the following processing steps, such as diffu- 
sion and etching (rounding of corners, spreading, etc.). 


To a great extent, the maximum photographic capabilities determine 
the ultimate performance of the finished integrated circuit. 


Ж ж Ж 


5. Do photo masks in any way affect the performance capabilities of inte- 
grated circuits? 


Ж ж Ж 


PRINCIPLES OF MASKING 


Masks used in integrated circuit fabrication are of two basic types— 
those which are intended to conceal or protect, and those which are 
transparent or open. For these purposes, there are two widely used 
types of masks: 


1. shadow masks 
2. photographic masks 


The basic difference in operation between these two types is that the 
SHADOW MASK does not come into contact with the work or wafer, 
while the PHOTOGRAPHIC MASK (PHOTO MASK) is used in a 
contact process. 


Shadow masks have limited application in the control of vacuum depo- 
sitions of materials, particularly metals, on a substrate surface. Fig- 
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The cantral cansale shawn at the right directs the passage af a razar-like blade thraugh 
the masking material. This autamatic pracess is campleted in appraximately 1O minutes. 


Caurtesy Bell Telephane Labs, Inc. 


ure 2 shows a shadow mask being used for this purpose. In this 
application, slots or holes are cut in the mask. These holes permit 
the evaporant (evaporated material) to reach the surface in a direct 
path from the filament to the work surface. The filament is heated by 
passing current through it so that the evaporant melts. Other areas 
of the work surfaces are protected from the evaporant because they 
are in the shadow of the solid areas of the mask. 
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* * * 
6. What is a shadow mask? 
ж ж * 


Shadow masking has several important limitations. The most impor- 
tant of these is the limitation on the geometries possible. Slots, cir- 
cles and some combinations of these can be employed. The mask 
itself, however, must be self-supporting. Concentric circles cannot be 
deposited by the use of one of these types of masks because there is 
no convenient way to hold the center circle of the mask without break- 
ing the circle itself. 


Shadow mask material must be thick enough to be self-supporting. 
Thin metal sheets, usually greater than 1 mil thick, composed of stain- 
less steel, molybdenum, etc., are used. Large patterns can be formed 
by machine methods, smaller ones by chemical etching. As geometries 
become smaller, it becomes increasingly difficult both to cut the mask 
pattern accurately and to maintain the tight tolerances with continued 
use. Small holes tend to fill up, and square corners tend to become 
rounded as the evaporant sticks to the mask. The evaporant is diffi- 
cult to remove. 


Alignment of two shadow masks with the work surface is also difficult 
to hold to tight tolerance. The maximum alignment variations allowed 
in the fabrication of many integrated circuits are +.1 mil or 100 
microinches. Extreme care is required to align shadow masks to a 
tolerance of better than +1 mil. 


* * * 
7. What limits the usefulness of shadow masks? 
* * * 


A major advantage of shadow masks is that they do not touch the 
work surface but keep the evaporants from reaching those areas of 
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the surface where they are not desired. The use of single masks with 
several carefully spaced filaments permits the development of interest- 
ing patterns as shown in Figure 3. In this application, one heated fila- 
ment will be used to deposit gold (Au), and the other aluminum (Al). 


8. A shadow mask can permit deposition of only one type of material at a 
time. True or False? 


* * ж 


A photographic mask, or photo mask, is a developed photographic 
film having clear or transparent areas and dark or opaque regions. 
The films are thin and relatively soft. They must be supported, either 
on the substrate they are used to control or on a transparent material 
such as a sheet of glass. A typical photo mask is illustrated in Fig- 
ure 4. 


9. What is a photo mask? 
* * ж 


Photographic masking works by transferring a pattern from one very 
thin film of photographic material to another. The first of these, the 
MASTER MASK, is prepared before the actual processing, much like 
the shadow mask. The film is attached to a transparent substrate, 
usually a glass plate. It may be reused many times. 


10. What is the basic principle of photographic masking? 


11. What is the basic function of the master mask? 
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The second photographic film, the photoresist, is deposited undevel- 
oped on the surface of the wafer. Photoresist is called a CONTACT 
MASK. It is not reusable. The second film is exposed to light through 
the first photographic mask. It is then developed in place on the 
wafer surface. The photoresist is selectively exposed where it is not 
shielded by the master mask, and is left unexposed in those areas 
where the light rays are interrupted by the master mask. The devel- 
opment process removes the unexposed areas of the photoresist while 





The device shown in this photograph sprays a controlled amount of photoresist on each 
wafer passing beneath it. 


Courtesy Texas Instruments, Inc. 
Semiconductor Components Div. 
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simultaneously hardening those areas which have been exposed. The 
developed photoresist protects the underlying material. 


The areas from which the photoresist was removed remain exposed 
for the next processing step, which is frequently a chemical etching. 
After completion of the etching, the photoresist film must be removed 
completely. This is called a subtractive process. Since the photoresist 
is removed after etching and before the actual process step (diffu- 
sion, metalization, etc.), this film is called an EXPENDABLE MASK. 


12. In photolithography, the (a) master mask, (b) photoresist coating is an 
expendable mask. 


% ж ж 


This basic subtractive process is used to cut windows in silicon dioxide 
for the control of the diffusion processes, as well as to establish the 
desired pattern of metalization for contacting and interconnecting 
the various components on the chip. Figure 5A shows how the pho- 
toresist process is used with a silicon substrate coated with a layer 
of silicon dioxide. The resulting layer of developed photoresist shown 
in Figure 5B is the negative or complement of the pattern in the 
glass mask. Photoresist layers are typically 5000A (.5 mil) thick. 


13. What is the pattern relationship between the master mask and the devel- 
oped PR coating? 


Ж x * 


MAKING MASTER MASKS 


The principles of photographic reduction are used to achieve the ex- 
tremely small size and accurate geometry required for the final inte- 
grated circuit masks. One or more reduction steps may be used. Most 
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commonly employed processes use two such reduction steps in pre- 
paring the final masks for integrated circuits. 


Practical mask making, as presently performed, involves the follow- 
ing six major procedures: 


1. Circuit design—Designing the circuit and laying out the com- 
ponents. 


2. Artwork—Preparing oversize master artwork for each of the 
individual masks required. An individual circuit may require 
five or more pieces of artwork to achieve a simple integrated 
circuit. Each separate piece of artwork must mate accurately 
with each of the other components in a set. 


8. Size reduction—To reduce the large size of the master art- 
work to the final size and to hold the tight dimensional toler- 
ance, it is desirable to make the original artwork as large as 
conveniently possible and then reduce it photographically. 


4, Pattern repetition—Each integrated circuit covers a very 
small area of the wafer. Therefore, it is usually desirable to 
repeat and distribute each of the individual circuit patterns 
many hundreds of times over a wafer. This is usually ac- 
complished by starting with master artwork for a single 
circuit. The repetition process can be accomplished sepa- 
rately, or as part of either the first or second reduction. It is 
more commonly done as part of the second reduction because 
the smaller image size makes handling easier. 


5. Inspection—After producing the smaller multiple circuit 
mask, it is inspected to assure that the accuracy, uniformity 
and alignment requirements have been satisfied. This mask 
is called the MASTER MASK. A different master mask is 
usually required for each processing step. The group of 
masks is the MASTER MASK SET. 


6. Copy making—For production purposes, a COPY of the 
master mask is usually used. The master itself is usually 
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reserved for the sole purpose of making additional copies as 
they are needed. 


In the various steps of mask making, photographic films are used to 
accomplish many of the requirements. The master artwork is repro- 
duced photographically, the reductions are produced in photographic 
films, etc. These films are very fragile and are easily damaged by 
carelessness or improper handling. They can also be easily contami- 
nated. Scratches, dust and other contaminants can make them useless. 


ж ж ж 
14. What are the basic steps in preparing a mask set? 


Ж * * 


MASK DESIGN LAYOUT 


A circuit function that is to be integrated is reduced in the mask de- 
sign process to a series of pattern layouts or masks. These masks are 
used to form active and passive components and isolation and inter- 
connection regions. The result is to create the desired circuit in a 
relatively small area. 


The specific requirements for each component and region must be 
satisfied. The layout must take into consideration the interrelation- 
ships resulting from integration and fabrication of the circuit without 
ideal or perfect components. In the layout used to produce the masks, 
each area must be clearly identified. Sufficient space to accommodate 
the requirements of each individual processing step must be provided. 


The requirements for each individual mask can be determined from 
the mask design layout. Each area into which each diffusion is to be 
conducted must be identified separately. Special etching, metalization 
and test pattern requirements must also be determined. The effect of 
each of the basic process steps on the other steps must be taken into 
consideration. Usually, each major processing step in the production 
of integrated circuits requires its own separate mask. 
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^. ARTWORK 


Individual engineering sketches or scale drawings must be prepared 
for each process requiring a mask. These drawings are usually made 
between 200 and 1000 times larger than actual size on dimensionally 
stable paper or film such as mylar. Greatly oversized artwork is used 
so that inaccuracies in the drafting procedures are minimized by the 
size reductions that follow. It is not difficult for a draftsman to hold 
almost the same accuracy on a piece of artwork 20 inches across as 
it is for one that is only 2 inches across. When they are both reduced, 
however, the errors in the larger piece of artwork are reduced propor- 
tionately. This results in a smaller percentage of error in the final 
size work. 


Figure 6 shows a piece of artwork being reduced to 1/10 its original 
size. As a result, the error in width is also reduced to 1/10 its original 
value. 


* Ж i 


15. Why is the original master artwork for an integrated circuit normally 
made several hundred times larger than the final circuit itself? 


* ж ж 


Suppose a 50 mil accuracy is maintained in the original oversized art- 
work. With a 200 times reduction, this results in a variation of only 
50/200 mil, or one-quarter of a mil after reduction. The same 50 mil 
variation, coupled with only a 10 times reduction, would result in a 
50/10 mil or 5 mil variation in the final sized work. As a general rule, 
the larger the magnification of the original work, the easier it is to 
maintain dimensional accuracy in the final pattern. 


ж ж ж 


16. If the original artwork is 200X and the accuracy is 0.05 inch, what is the 


dimensional accuracy in the final mask? 
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This reduction camera has a 10X to 20 variable reduction capability. Turning the 
handle shown at the right moves the carriage. A dovetail slide system, mounted on 
top of the carriage, positions the observing microscope and film holder. 

Courtesy David W. Mann Co. 


A reasonably competent draftsman can usually produce artwork 
which will result in accurate final patterns if a reduction of 200 or 
more is used. Special equipment, such as COORDINATOGRAPHS, 
have been prepared for specially cutting the master artwork pattern 
to tighter tolerances. These devices are capable of maintaining toler- 
ances of better than +0.001” (1 mil). More accurate drafting and 
cutting techniques such as these must be used in preparing the orig- 
inal or master artwork, if it is impossible to reduce the artwork 
extensively by photographic means. However, where large physical 
reductions are possible, equipment with this tight tolerance is seldom 
necessary. 


The design of the original artwork is produced with special mask- 
making material. For this purpose, a two-layer material is frequently 
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used. It is available under such trade names as Ruby Studnite and 
Cut-and-Strip. The top layer is a thin, deep red material which ad- 
heres to a clear, thicker transparent plastic base. The ruby red mate- 
rial is opaque to the light employed for developing the photographic 
plates. However, the clear film permits almost complete light trans- 
mission. In preparing the master artwork, areas of the ruby material 
are cut and removed where light is to pass through the film. The 
materials used in each of these processes are selected to have very 
good dimensional stability over the normal range of temperature and 
moisture conditions associated with the mask making procedure. This 
is necessary to minimize errors and tolerance problems. 


If the final die size for an integrated circuit which we choose to make 
is to be 50 mils on a side, the original or master artwork can be made 
20 inches square and a reduction of 400 times used. This could be 
accomplished in two steps of 20x reduction each. 


In designing the artwork, it is extremely important that the proper 
density (opaque or clear) be established. Remember, with photo- 
graphic processes each individual step of reproduction results in a 
reversal. That is, the opaque area becomes clear and the clear area 
becomes opaque. If an even number of steps is employed, the original 
art in the final pattern will be a positive copy of the original (clear 
areas on the original would be reproduced as clear areas, and opaque 
as opaque). However, if an odd number of processing steps is used, 
there will be a reversal between the original artwork and the final 
pattern (clear areas are reproduced as opaque areas, and opaque as 
clear). 


17. What is a density reversal? Why do they occur? 


% 
+ 
3 
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PATTERN REPETITION 


Economy dictates that optimum use be made of the space available 
on the silicon wafer within which the integrated circuits are to be 
produced. Each individual circuit must be assigned to an area, and 
as many circuits as possible must be produced on each mask. The 
mask making and processing is such that there is little or no cost 
associated with producing additional components on the wafer. It 
costs approximately the same to process a wafer with one circuit on 
it as a wafer with a thousand circuits. 


The major problems involved in producing a large number of compo- 
nents within a given wafer substrate is associated with the matching 
or mating of the various masks required to process or construct the 
circuit components. To accomplish this, the single patterns or pieces 
of master art must be reproduced many times over the area of the 
production mask. There are three basic techniques currently being 
employed to achieve the repetition of images, or a multi-image array, 
across a wafer-sized mask. These are: 

1. step-and-repeat 

2. multiple-lens reproduction 


3. multiple-aperture reproduction 


* * 


18. Why are a large number of identical patterns placed on a mask? 


+ * * 


Step-and-Repeat System 


The STEP-AND-REPEAT SYSTEM uses a high quality, single-lens 
arrangement, which is moved from position to position. The master 
artwork pattern is repeatedly reproduced in separate areas of a pho- 
tographic plate, while simultaneously being reduced in size. With this 
method, each individual image on the photographic plate requires a 
separate exposure. Figure 7 shows the master being reduced to 
1/20th of its original size in step 1. In step 2 the artwork is reduced 
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again by a factor of 10. Here it is also repeated. The small image 
is produced again and again in a line, reindexed for each row, and 
stepped off again. The final master photo mask in Figure 7 includes 
the proper number and location of the images. 


P тәң Pn 





The pattern negative must be very carefully aligned before the pottern is photograph- 
ically transferred to the photoresist on the wafer. 


Courtesy Texas Instruments, Inc. 
Semiconductor Components Div. 
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It is not uncommon to use over a thousand steps and repeats in pro- 
ducing the master photo mask. Each repetition in this process must 
be ACCURATELY positioned. The spacings, both horizontal and 
vertical, must match with their counterparts in ALL other masks so 
that, in the set, they will align properly with each other. 


The most critical problem associated with the step-and-repeat tech- 
nique is the mechanical control necessary to assure that each reproduc- 
tion of the master art exactly corresponds from mask to mask. Satis- 
fying this requirement contributes substantially to the system’s rela- 
tively high cost. Since this method of making multiple images was 
developed first, it is currently in wide use. 


19. How does the step-and-repeat system work? 


20. What makes this system so expensive? 
Multiple-Lens System 


Rather than using a single lens to reproduce a single image, and re- 
peating the process, it is possible to use a number of lenses simulta- 
neously to produce the number of images desired from a single master 
mask. This MULTIPLE-LENS SYSTEM is frequently called the 
FLY’S EYE SYSTEM, because of its similarity to the eye of a com- 
mon housefly. Its operation is illustrated in Figure 8. 


Each lens in a fly’s eye system must be in exactly the right position 
to form the multitude of images correctly. AS may be expected, the 
cost of the lens system necessary for this operation is relatively high. 
Each individual lens is considerably smaller and of somewhat more 
limited quality than that used in the step-and-repeat system. 


The multi-lens technique of mask making has several advantages. 
Only one exposure is necessary to produce the desired number of 
images. The problem of properly locating images from mask to mask 
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is automatically solved, since the same lens system is used for each 
mask exposure. This results in excellent registration. 


In this camera system, the largest element of cost is the multi-lens 
plate. This contains the number of lenses required. It may be formed 
in one piece by precision molding. Plexiglas is often used for the lens 
and plate. A lens plate with its number of lenses fixed in position can 
only be used with one die size. The center-to-center distance between 
lenses in the camera system cannot be changed except by replacing 
the expensive lens plate with another equally expensive lens plate. 


This system permits the use of lower quality lenses than in the step- 
and-repeat system. Any aberration, error or non-uniformity within 
any one of the lenses is repeated uniformly from mask to mask, mini- 
mizing damaging effects. Also, small distance variations in center-to- 
center spacings affect each mask identically. Hence, they do not cause 
the difficulty in the subsequent alignment procedures that a similar 
variation might in the step-and-repeat system. 


ж * * 
21. What is the principle of operation of a multi-lens system? 


22. Compare the advantages and disadvantages of a multi-lens system as 
compared to a step-and-repeat system. 


Multiple-Aperture System 


A MULTIPLE-APERTURE SYSTEM makes use of the pinhole cam- 
era principle. This technology was used to make the earliest photo- 
graphic cameras. Recently, it has been developed into the most inex- 
pensive camera system for producing multiple images from a single 
piece of artwork. The system works very much like the multi-lens 
system. In place of the plastic lens plate, however, a board with the 
equivalent number of small apertures or pinholes is used. Each pin- 
hole, if small enough, acts as a lens. 
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This camera system produces a 2'"X2' final work mask from 400X оғ 200 х 
artwork in two reduction steps. A 200X microscope is provided for fine focusing. 
Exposure timing is controlled electrically. The pinhole system used is free from linear 
distortion. Different combinations of multi-aperture plates are available 
for use with this system. 


Courtesy Electroglas, Inc. 


Pinholes are not capable of as good resolution as plastic lenses. 


In 


practice, this can be partially compensated by combining reduction 
and multiple-image production in the first rather than the second step 
as shown in Figure 9. This permits the use of a high quality single- 
lens system for the final reduction. The making of additional pinhole 
plates is more economical than new lens plates. Therefore, this system 


more readily permits the use of different center-to-center image arrays. 


23. What differences exist between a multi-lens and a multi-aperture system? 


24. How does a pinhole operate in a multi-aperture system? 
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CAMERA SYSTEMS FOR MASK MAKING 


The proper selection of a camera and lens system to be used in making 
photo masks depends greatly upon the specific requirements. This 
decision is influenced by final size, resolution, and amount of reduc- 
tion required, together with the technique used to obtain the multiple 
images required in the final mask. 


To minimize the effects of tolerance errors in the original artwork, 
it is desirable to make the artwork as large as possible. The maximum 
artwork size is limited by the camera system. Increasing the size 
makes it more difficult to achieve uniform illumination, consistent lens 
operation, etc. Camera systems become much more expensive as they 
become larger. 


The step-and-repeat system of mask making requires two cameras, 
each with high quality, single-lens arrangements and very precise 
mechanical controls to satisfy the multiple-image spacing require- 
ments. The fly’s eye system uses a single lens for the first reduction 
and a fly's eye lens for obtaining the second reduction and the multiple 
images. In the pinhole system, the multiple image is produced by the 
first reduction, and a single lens is used for the second reduction. 


The step-and-repeat system produces the highest quality results, but 
is the most costly. The pinhole system is the cheapest but suffers 
slightly in quality compared to the others. However, several major 
suppliers of integrated circuits use the pinhole system exclusively 
without noticeable degradation of circuit performance. 


ж к ж 


25. In two-reduction camera systems, when are the multiple-image arrays 
normally made in the step-and-repeat system? The fly's eye system? 
The pinhole system? 


26. Which is the most expensive mask making system? 


27. Which is the least expensive mask making system? 


* * ж 
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MASK COPIES 


A master MASK SET, produced by any of the methods outlined, is 
generally considered to be the most important part of integrated cir- 
cuit tooling. It represents a major investment. Invariably, this mas- 
ter mask set is used solely for making MASK COPIES (photographic 
contact printed). The copies are then used during the fabrication 
process. This is necessary because photographic emulsions are easily 
damaged. Scratched and scarred masks are useless. Since the master 
set is used only to produce copies, a very large number of copies can 
be reproduced if care is exercised to avoid damaging the master. 


* E * 
28. Why must photo masks be handled with care? 
* * * 


Another important reason for preserving the master set is the neces- 
sity of making a complete set of masks at a time. The many critical 
factors involved with alignment, lighting, spacing, etc. make it diffi- 
cult to produce one mask of a set separately from its mates. When a 
single master mask is damaged or changed, good practice normally 
dictates that a complete new master mask set be made. 


29. If one mask in a six-mask set is damaged the usual practice is to replace 
(a) only the damaged mask, (b) the complete set of masks. 


MIXING PATTERNS 


The mixing of two or more patterns on an integrated circuit wafer 
is sometimes desirable. Test patterns for alignment, testing and con- 
trol purposes are frequently used in this way. Figure 10 shows a 
typical arrangement of ALIGNMENT PATTERNS for control. A 
few of the useful chips are sacrificed to improve alignment. 
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TEST PATTERNS, such as squares or diamonds included within or 
surrounded by circles, are commonly used for alignment purposes. 
The squares, diamonds or circles are individually located on one mask, 
while their complement is included in the same position on other masks 
within the set. A pattern useful for a five-mask set is shown in Fig- 
ure 11. It is much easier to align a pattern such as this than it is to 
align the patterns used for the formation of the integrated compo- 
nents. This is because the actual circuit patterns must fit within one 
another normally without touching the previous patterns produced on 
the chip. 


Patterns may also be mixed when the two or more circuits are fabri- 
cated by an identical processing sequence. The different circuits may 





Four seporote exposure systems (shown ot the right) ore controlled by the tope unit 
а! the left. The spocing of the potterns ond the operotion of the flosh systems 15 
controlled electronicolly by the two units shown in the center. 

Courtesy Dovid W. Monn Co. 
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occupy alternate columns or rows. In preparing masks for such an 
arrangement, the preparation of a multiple-image array is more com- 
plicated than a single-pattern arrangement. In the step-and-repeat 
system, the steps must be correlated with the separate pieces of art- 
work. In the multi-lens or pinhole systems, the particular rows or 
columns not to be used must be blocked off. Sets of special baffie 
plates are inserted between the artwork and lens. Separate sets of 
master artwork and double or multiple exposures are required. 


Mixing of circuits in these ways, while not extremely difficult, is not 
commonly done on a production basis. The technique might be used 
to advantage to satisfy limited or experimental quantity requirements. 
For convenience, the alignment patterns, test components, etc. are 
frequently included in corners or unused areas of the individual die 
as integral parts of the overall layout. When this is done, they appear 
on every die. 


30. What are control patterns? 


31. Several different circuit mask patterns can be incorporated within a single 
production mask. True or False? 


ae 3k Ж 


PHOTOLITHOGRAPHY IN INTEGRATED 
CIRCUIT PRODUCTION 


Photolithographic techniques are used to transfer the patterns of the 
photo mask to the silicon wafer. These are developed in place on the 
wafer. The developed photoresist is then used to control subsequent 
processes. Among these processes are: 


1. Etching SiO. to control diffusion. 


2. Etching SiO. to enable contact to be made to the terminals 
of the integrated circuit elements. 
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3. Establishing the pattern of wiring or component intercon- 
nections. 


The latter requirement can be satisfied either by chemical etching or 
direct masking to permit the metal to contact the wafer surface only 
in the desired areas. 


In each of these applications, the photographic processing steps are 
identical up until the last step. In all cases, the photoresist (PR) 
material acts as an expendable mask which is removed after having 
served its function. Where etching is required, the PR material, and 
chemical material removal, effectively transfer the mask patterns to 
the material permitted to remain. That is, the windows in the SiO. 
coating and the remaining coating have the same pattern as the mask. 
The opaque areas of the mask will be holes or windows, while the 
oxide will remain where the mask is clear. 


32. The application of a photoresist film is necessary to reproduce the pat- 
tern of the photo mask on the wafer. True or False? 


33. What is the purpose of etching? 
ж ж * 


The first step in the PR film process is to lay the wafer on a chuck or 
mandrel, where it is held in place by suction from a small vacuum 
pump. Two or three drops of photoresist material are placed on the 
wafer to be coated. The photoresist is treated to permit easy flow and 
uniform viscosity. A small motor rotates the mandrel. The wafer is 
then spun at a high rate of speed. The excess photoresist material is 
thrown off by centrifugal force, and a uniformly thin coating is left. 
The thickness of the photoresist coating can be closely controlled by 
controlling the combination of the viscosity, the amount of photoresist, 
and the speed of rotation. 
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34. How is a thin, uniform coat of PR placed on the wafer? 


Next the coating is heated, permitting the solvents to evaporate. This 
hardens the photoresist. Sufficient drying takes a relatively short pe- 
riod of time (a few minutes) at relatively low temperatures (not ex- 
ceeding 120°C). The resulting coat of PR is transparent. 





The split-field microscope and exposure system shown obove is used 
for split-field viewing and rapid aligning and exposure of sequential 
patterns. |! provides magnifications from 19 x to 1100 x. 


Courtesy Electroglos, Inc. 
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The wafer, coated with photoresist material, is now carefully aligned 
with the photo mask to assure proper mating between the mask pat- 
tern and patterns previously formed on the wafer. This is usually 
done under a high-powered microscope whose adjustments permit 
very accurate movements of the x, y and @ (rotational) planes. Fre- 
quently, a BALLISTIC MICROSCOPE is used for this purpose. A 
ballistic microscope employs a split image, making it possible to look 
at two different locations on the wafer, and having them appear side 
by side. Being able to see widely separated patterns in this way per- 
mits much more rapid alignment. This is shown in Figure 12. 


The photoresist coating is exposed by a beam of light passing through 
the clear areas of the mask to the photoresist. That part of the photo- 
resist which is exposed to light is polymerized. The areas protected 
by the opaque regions of the mask are unaffected by the exposure. 


The PR materials commonly used for integrated circuit production 
are much more sensitive to the blue end of the spectrum. They are 
insensitive to yellow or red light. Rather than using a darkroom, in 
which it is difficult for most people to work, all the processing steps 
preceding exposure are conducted under yellow or red light. In com- 
mercial establishments, where this procedure is used extensively, 
special photoresist rooms have been constructed with this type of 
lighting. 


35. What happens to the photoresist film during exposure? 
ж * * 


After exposure, the PR coating is developed. The developer solution 
has a dual function: (1) It hardens, or leaves unaffected, the poly- 
merized (exposed) areas, and (2) dissolves or washes away the rest 
of the coating (unexposed areas). The developed photoresist is hard- 
ened further by baking at a moderately elevated temperature (over 
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200°C). The hardening processes increase the film's resistance to 
the chemicals used in the etching process. 

The wafer, with the hardened photoresist material remaining in 
specific areas, is then etched or further processed. When etched, the 
etching solution attacks the exposed wafer surfaces without affecting 
the photoresist or the underlying areas it protects. Alternatively, in 
a deposition process, the photoresist prevents deposition in the areas 
where it coats the surface. 


& 





After the photoresist has been exposed, it is developed. Equipment like that shown 
in this photograph is used in the development Process. 

Courtesy Texas Instruments, Inc. 

Semiconductor Components Div. 
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After etching or deposition, the balance of the photoresist material 
is removed. In most applications, it is very important that no trace 
of this PR material be permitted to remain. Scrubbing with heated 
solvents is often required. This must usually be followed by thorough 
cleaning to remove any troublesome solvents, etc. 


The described method of applying photoresist is used many times 
during integrated circuit production. Its primary purpose is to estab- 
lish the pattern of SiO. and metal films. 


ж ж ж 


36. What is the effect of the developing process? 
37. How is the photoresist hardened after exposure and development? 


38. Why is the photoresist hardened? 
ж ж ж 


Poor resolution can result in yield losses. High frequency perform- 
ance of the resulting circuit can be severely limited. To assure good 
resolution, the wafer must be uniformly flat. Warped wafers prevent 
close contact between the PR coating and the photo mask. Refraction 
of light through gaps or separations causes fuzziness of the lines and 
loss of definition. Good resolution also requires that the PR coating 
be of uniform thickness and preferably very thin (also to prevent 
refraction of light). 


* Ж * 


39. Why is it desirable that the photoresist material deposited on the wafer 
be uniform and thin? 


Misalignment is another major cause of yield losses. Shorted or im- 
properly exposed junctions can result. This step in the procedure is 
subject to the widest range of variability. It is possible to have nearly 
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perfect alignment in one area of the wafer and gross misalignment in 
another. Figure 13 shows an example of gross misalignment. The 
metal does not fill the contact area. The junction, which is supposed 
to be protected by the SiO., is exposed. 


% * 5 
40. What problems can result from misaligned masks? 
* * * 


Pinholes in the photoresist are another problem. Lumps in the photo- 
resist, dust particles, and scratches or tears, either in the PR coating 
or photo mask emulsion, are the primary causes of pinholes. Incom- 
plete PR coatings cause more serious problems of the same sort. 


Etching an SiO. coating is used both to control diffusions and to make 
contact to the integrated components. Etching away portions of an 
aluminum metalization coating with a hydroxide etchant, thus leaving 
a metalization pattern, is a frequently used subtractive process for 
completing interconnection or “wiring”. Vacuum deposition of alum- 
inum on top of a developed PR film is another method of satisfying 
this last requirement. 


SUMMARY 


Masks are used in integrated circuit fabrication to define the areas 
which a process is to affect. These masks are the most important tool- 
ing costs for integrated circuits. Photolithography is the photographic 
process used to make masks. A series of masks is used to control the 
various processing steps. 


Master masks are made of photographic film. Another light-sensitive 
film is that coating deposited on the wafer and called photoresist. 
Photoresist is an expendable mask because, after it is used, it is re- 
moved. Photoresist is not reusable. The performance characteristics 
of the photographic materials limit the characteristics of the finished 
circuits. 
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Shadow masks and photographic masks are the two types of masks 
used. Shadow masks do not come in contact with the wafer. They are 
used to control the vacuum deposition of metals. 


Photographic masks are used in a contact process. The wafer is coated 
with a thin layer of photoresist. The photoresist is exposed to light 
through a copy of the master mask. Next, the photoresist is devel- 
oped. This hardens the areas which were exposed to light and removes 
the photoresist in the other areas, exposing them for the next proc- 
essing step. The exposed areas of silicon dioxide can then be etched 
away. After etching, the remaining photoresist is removed. 


Mask making involves several steps. They are: (1) circuit design, 
(2) artwork, (3) size reduction, (4) pattern repetition, (5) inspec- 
tion, and (6) copy making. The master mask set is generally reserved 
for making production copies of the masks. 


The original artwork is generally made 200 to 1000 times larger than 
actual size. Many circuits are produced on a single wafer. To do this, 
the master artwork pattern is repeated many times over the area of 
the production mask. Step-and-repeat, multiple-lens and multiple- 
aperture systems are used for this repetition. Test patterns are often 
placed on the wafer for alignment, control and testing purposes. 


Photolithography in Integrated Circuits Page 33 





IMPORTANT DEFINITIONS 


ALIGNMENT PATTERN—A special pattern which facilitates align- 
ing the various patterns in their proper positions. This is usually 
part of a test pattern. Geometric figures such as circles enclosing 
Squares, etc. are easier to align than most integrated circuit 
patterns. 


BALLISTIC MICROSCOPE—[buh LIS tik]—A microscope which 
uses a split or double image, making it possible to look at different 
locations on the wafer so that they appear to be side by side. 
It is used to permit rapid alignment without sacrificing accuracy. 


CONTACT MASK—A mask whose principle of operation is based 
upon physical contact with the substrate. Photo masks are con- 
tact masks, while shadow masks are not. 


COORDINATOGRAPH — Special equipment designed for cutting 
master artwork patterns to very tight tolerances. 


EXPENDABLE MASK—A mask developed on the surface of a sub- 
strate to control a chemical process (such as etching), which is 
subsequently removed. None of the mask material is used in the 
actual processing operation. 


FLY’S EYE SYSTEM—A mask making system which involves the 
use of a multi-lens camera. It gets its name from the fact that 
the optical senses of insects (i.e., the housefly) employ many 
small light-sensitive lenses in an array. Also called a MULTI- 
PLE-LENS SYSTEM. 


MASK—A protective covering used to permit a process to be con- 
ducted in localized areas, while being prevented from occurring 
in adjacent or masked areas. 


MASK COPY—A copy made from a master mask. Mask copies are 
used for production because masks are easily damaged and 
deteriorated with use. 
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IMPORTANT DEFINITIONS—(Cont’d) 


MASK SET—A series of different mask patterns which, when aligned 
with one another, are necessary to produce a completed integrated 
circuit. 


MASTER MASK-—The first completed mask set from which mask 
copies are made for production. The master mask set is usually 
used only to make mask copies. 


MULTIPLE-APERTURE SYSTEM-—A mask making system which 
involves the use of many small holes or openings, such as pinholes, 
for producing many images simultaneously. 


MULTIPLE-LENS SYSTEM—See FLY’S EYE SYSTEM. 


PHOTOGRAPHIC MASK (PHOTO MASK)—A mask made by pho- 
tographic techniques, used in a contact process. Photo masks 
are a major part of the tooling for producing integrated circuits. 


PHOTOLITHOGRAPH Y—[foh toh li THAHG ruh fi]—The process 
of reproducing exact images by the use of photosensitive or light- 
sensitive materials. 


PHOTORESIST (PR)—[FOH toh ri zisst]—Light-sensitive mate- 
rial usually applied in thin films deposited uniformly on the wafer 
or substrate. Photoresist coatings are used to transfer the pat- 
tern between the photo mask and substrate. 


POLYMERIZATION—|[pahl i mer i ZAY sh’n]—A chemical] process 
which occurs in photosensitive materials when they are exposed 
to light. A certain type of change in chemical structure. 


RESOLUTION—[rez uh LOO: sh'n]—The ability to separate be- 
tween adjacent lines. The resolution limit is often specified. It is 
the smallest line separation that can be distinguished. 


SHADOW MASK-—A mask whose operation is dependent on shadow- 
ing or non-contact. To accomplish this a point source of light or 
coating material js required. 
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IMPORTANT DEFINITIONS——(Cont'd) 


STEP-AND-REPEAT SYSTEM-—A mask making procedure in which 
many individual exposures of an image are made sequentially in 
different areas of a photographic plate. The location of each 

i image is determined by the steps. 


TEST PATTERN—A special pattern arrangement used to determine 
the quality of the various processing steps. Test patterns fre- 
quently contain complete circuit elements as well as individual 
process step test regions and alignment patterns. 


STUDENT NOTES 


STUDENT NOTES 


STUDENT NOTES 


PRACTICE EXERCISE SOLUTIONS 


False--Photographic techniques are used repeatedly in the 
production of integrated circuits. 


Masks are used to control the areas where diffusion, etching 
or metalization are to take place. The masks control the places 
on the wafer where these processes are to occur, and the shapes 
and sizes of the areas to be affected by the process. 


Photolithography is the process of reproducing exact images 
by the use of photosensitive or light-sensitive materials. 


(b) polymerized. 


Yes--The limits of photographic processing determine the 
best performance capabilities of integrated circuits. 


A shadow mask is a mask which provides concealment by sha- 
dowing or blocking certain areas while its holes and slots per- 
mit formation of the desired deposited pattern. 


The geometries possible with shadow masks are limited. They 
are not easy to make, and they are difficult to hold to tight 
tolerance with use. They are also difficult to align for small 
geometry work. 


False -- Materials from more than one type of filament can be 
deposited at the same time. 


A photo mask is developed photographic film, composed of two 
parts or densities of materials, one which is transparent and 
permits the passage of light, and the other which is opaque or 
dense and conceals or blocks light rays to protect materials 
below it from subsequent processing. 


Photographic masking operates on the principle of employing 
a master photo mask from which another film of photographic 
material is developed directly upon the substrate. 


The function of a master mask is to provide the pattern in a 
flexible form that is mobile and reusable. 


METALIZATION MASK —> 7 
OHMIC CONTACT MASK 

EMITTER DIFFUSION MASK —* 
ВАБбЕ ПІРЕУБІОМ МА5Қ -----> 
CHANNEL DIFFUSION MASK 
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PRACTICE EXERCISE SOLUTIONS—(Cont’d) 


(b) photoresist coating 


The relationship between the master mask and the PR mate- 
rial mask on the wafer is a positive-to-negative relationship, 
i.e. the clear areas of one appear as opaque areas of the other, 
and vice versa. The master mask is reusable, while the PR 
coating is destroyed after its use. 


Basic steps in preparing a mask set are: 
(1) Circuit design 
(2) Artwork 
(3) Size reduction 
(4) Pattern repetition 
(5) Inspection 
(6) Copy making 


The original master artwork for an integrated circuit is usually 
made several hundred times larger than it will appear in the 
final circuit itself to minimize the tolerance and artwork errors 
that normally occur in preparing the original artwork. 


Final dimensional accuracy equals .05/200 = 0.00025 inch (1/4 
mil). 


A density reversal is from clear to opaque, or opaque to clear. 
This occurs in the use of photographic techniques, making it 
necessary that the master pattern be the negative of the de- 
sired pattern if an odd number of steps are used. A master 
with the same density pattern as desired on the final film is 
used if an even number of steps are employed. 


A large number of identical patterns are usually placed on a 
mask for integrated circuit processing to obtain the maximum 
use of the silicon material and to obtain the large economical 
advantage of batch processing. 
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PRACTICE EXERCISE SOLUTIONS—(Cont'd) 


The step-and-repeat process works by the use of a single piece 
of artwork and a single lens which reduces the artwork to size 
and exposes the image on the final film many times in different 
locations. 


The step-and-repeat system is very expensive because of the 
necessity of controlling the mechanical positioning so 
accurately. 


The multi-lens system operates by using many lenses, each 
lens forming a single, distinct image in place on a photographic 
plate. 


The multi-lens system has the advantage of maintaining 
spatial relationships very accurately. However, the lenses 
used in a multi-lens system are invariably inferior to those 
that are used in the step-and-repeat system. 


The lenses of the multi-lens system are superior in resolution 
and other characteristics to the pinholes of the multi-aperture 
system. Usually a physical reduction of 10:1 to 20:1 is em- 
ployed in the first step of the multi-lens system, whereas the 
multiple image, in addition to a reduction, is used in the first 
step of the multi-aperture system. 


The pinhole principle is based on the fact that a suitable small 
hole through opaque material acts like a lens. 


The multi-image array is made: 


(a) During the second reduction in the step-and-repeat 
system. 


(b) As part of the second reduction in the fly's eve system. 


(c) As part of the first reduction in the pinhole system. 


The step-and-repeat system is the most expensive mask making 
system. 


» 


AT. 
28. 


29. 


30. 


81. 
32. 


33. 


84. 


35. 


36. 


PRACTICE EXERCISE SOLUTIONS—(Cont'd) 


The pinhole system is the least expensive mask making system. 


Photo masks must be handled with care because the photo- 
graphic emulsion films are easily damaged and, once damaged, 
they will reproduce the damaged section and distort or provide 
irregular or unwanted patterns. 


(b) the complete set of masks.--It is for this reason that a 
set of master masks is held for the sole purpose of making 
contact reproductions for use in processing. 


Control patterns are separate areas where special circuit 
patterns or component patterns or alignment figures are pro- 
duced in the mask and reproduced in the wafer for the purpose 
of control. 


True 


True -- The PR film is used to transfer the photo mask pattern 
to the wafer surface. 


Etching transfers the photoresist pattern to the wafer and is 
used to open windows in SiO. films to permit diffusion and 
make metal contacts to the silicon wafer. It is also used with 
aluminum metalization to control the interconnection of com- 
ponents on the chips. 


A thin, uniform film of photoresist is obtained by the use of 
centrifugal force or spinning. The film thickness is controlled 
by the speed of rotation and the viscosity of the photoresist 
material. 


Exposure to the type of light to which it is sensitive causes the 
exposed portion of photoresist to polymerize or change its 
chemical structure. 


Development removes the unexposed areas of the photoresist 
film while hardening or leaving the exposed areas unaffected. 
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PRACTICE EXERCISE SOLUTIONS—(Cont'd) 


The PR film is hardened after development by baking at tem- 
peratures of about 200°C. 


Developed PR films are hardened to improve their resistance 
to the corrosive etchants used to remove SiO, or metal films. 


Uniform, thin photoresist coatings are desirable to optimize 
the definition or resolution obtainable. 


Misaligned masks can cause yield losses. It can cause diffusion, 
etching or metalization in the wrong places, resulting in short 
circuiting, deficient performance, and poor reliability. 
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PHOTOLITHOGRAPHY IN INTEGRATED CIRCUITS 
QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 


LESSON CODE 


5506A 





in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: An animal that is a common house pet is the 


А22 

В - (A) elephant. (B) dog. (C) tiger. (D) gorilla. 
C 

DE] 


Photolithography is used to 
(A) produce diffusion. (B) manufacture master mask patterns but not to transfer these patterns to the wafer surface. 
(C) photographically reproduce images in the process of mask making. (D) obtain the high purity silicon materials 
utilized in integrated circuits. 


Original artwork necessary for making master masks 
(A) is several hundred times larger than final size. (B) is the same size as the master mask. (C) is many times smaller 
than the master mask. (D) is 5 to 10 times larger than the master mask. 


Shadow masks 
(A) are contact masks. (B) are used in the vacuum deposition of materials, such as metals. (C) are not reusable. (D) are 
washed off of the substrate after use. 


A master mask set 
(A) is made of photoresist. (B) is used to make production mask set copies. (C) is an expendable mask. (D) is placed 
over the photoresist on the substrate. 


Multi-image arrays 

(A) permit maximum use of the available space on the wafers used to produce integrated circuits. (B) are used because 
the mask making procedure is simpler than in a single image system. (C) require many pieces of original artwork, at 
least one for every image. (D) are used only when all of the integrated circuit components are arranged in a sym- 
metrical pattern. 

Step-and-repeat camera systems 

(A) use many inexpensive lenses. (B) are also called fly's eye systems. (C) require a separate exposure for each 
image made on the mask. (D) use pinholes as lenses. 


Alignment control patterns 
(A) provide special patterns for alignment and for testing components. (B) control the depth of diffusion. (C) are simply 
regular circuits which are tested. (D) do not appear on the completely processed wafers. 


Developed photoresist coatings 

(A) are used to protect certain areas of the wafer from the chemical etching reactions. (B) are seldom able to resist the 
corrosive action of the etchants used for patterning. (C) should not be removed even after etching has been completed. 
(D) cover all areas of the silicon wafer immediately before etching. 


Photoresist layers are typically 
(A) 5 mils thick. (B) 5000 À thick. (C) 50 À thick. (D) 0.5 inch thick. 


Photolithographic processes can be used to 
(A) correct errors introduced in previous processing steps. (B) bring controlled amounts of diffusants into contact with 
the wafer surface. (C) form the pattern of metalization for component interconnection. (D) adjust the light sensitivity of 


the silicon wafers. 
5506А 
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Today you are where your thoughts have brought you. 
Tomorrow you will be where your thoughts take you. 


—]J. Baldwin Bruce 


INTEGRATED CIRCUIT DESIGN 
CONSIDERATIONS 


In the design of a monolithic integrated circuit, all components must 
be considered as a group. They are fabricated simultaneously—rather 
than being made individually, selected, and then assembled into the 
desired circuit configuration. The method of fabricating the compo- 
nents and the control exerted over the fabrication process largely 
determine the range and tolerance of the components produced. In 
addition, the effects of subsequent processing contribute to variations 
in component values. Good design requires that this be considered in 
determining the proper process sequence. 


PARASITICS 


The two most significant differences between integrated components 
and discrete components are their geometries and the parasitics asso- 
ciated with them. A PARASITIC is an undesired or unwanted inter- 
action with other components, with the substrate or the atmosphere, 
or with other parts of the system. Parasitics frequently present more 


-~ serious problems with integrated circuit components than with dis- 


crete components. This is largely because the integrated circuit com- 
ponents are placed so close together in a single substrate. 


* * 
1. What is a parasitic? 


* * * 


The most significant parasitic in integrated circuits arises from the 
electrical isolation provided for each of the components. Since isola- 
tion is most commonly achieved by means of reverse-biased PN junc- 
tions, the capacitance and leakage of such a junction constitutes the 
most significant components of the parasitic. The voltage sensitivity 
of these parasitics must also be considered. 
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* * ж 


2. The most significant parasitic in integrated circuits results from the 
provided for each of the components. 


* * x 


The sizes and effects of parasitics depend upon the technique employed 
in fabricating the integrated circuits. Monolithic integrated circuits 
have larger parasitics than either thin-film or multi-chip circuits. 
Those in which isolation is accomplished by the use of reverse-biased 
junctions have the largest parasitics. These parasitics must be taken 
into careful consideration during the circuit design and layout. 


The use of dielectric isolation largely reduces the amount of parasitic 
capacitance. These capacitances effectively are each composed of two 
capacitances in series. The resultant parasitic capacitances are smaller 
than those associated with a PN junction and do not vary as a function 
of the applied voltage. 


* * * 


3. Why do monolithic integrated circuits usually have larger parasitics than 


the other types of integrated circuits or discrete component circuits? 
ж ж ж 


Compatible thin-film circuits have approximately the same types of 
parasitics as monolithic circuits using dielectric isolation. In thin-film 
circuits the thin glass (SiO.) layer insulates the film components from 
the surface of the silicon wafer, while in the monolithic circuits it 
separates the isolated areas from each other. This SiO; layer acts as 
the dielectric of a capacitor coupling the film component to the sub- 
strate or coupling the isolation islands together. 


By comparison, thin-film circuits on passive substrates are even less 
affected by parasitics since the insulating nature of the substrate 
minimizes interaction between the components due to parasitic cou- 


Page 6 Integrated Circuit Design Considerations 


pling through the substrate. The close spacing of components, how- 
ever, provides other parasitic problems that arise from the coupling 
through space because of their closeness to one another. 


4. What causes the major parasitic associated with the film components of 
a compatible or dielectrically isolated monolithic circuit? 


5. The parasitics associated with a thin-film circuit are (a) greater than, 
(b) less than those of a discrete component circuit, but (c) greater than, 
(d) less than those of a monolithic integrated circuit. 


* * * 


Of all the types of integrated circuits, multi-chip integrated circuits 
have the least parasities. They approach that which is achievable 
with discrete components. This might be anticipated, since each com- 
ponent in a multi-chip circuit is the same as an individual unpackaged 
discrete component. Parasitics in multi-chip circuits are only slightly 
higher than those of equivalent discrete component circuits because 
the components are brought closer together in a single package rather 
than being packaged individually. This closeness results in closer 
coupling. 


The saving in space achieved with multi-chip circuits permits short- 
ened lead lengths. Parasitics due to long leads are frequently more 
limiting than those resulting from close spacing. Hence, multi-chip 
circuits may provide a net improvement over both monolithic and 
discrete circuits as far as total parasitics are concerned. 


* * ж 


6. Compared to discrete component circuits, multi-chip circuits have larger 
parasitics due to closeness of components, but smaller parasitics due to 
shorter lead lengths. True or False? 
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INTEGRATED RESISTORS 


For convenience we will consider the three basic types of integrated 
circuit resistors individually. They will each be compared with their 
discrete counterparts as well as with one another. Diffused resistors 
will be considered first because of their popularity. 


Diffused Resistors 


Diffused resistors are most widely used in integrated circuits. They 
may be recognized from photographs of integrated circuits as the 
stripes which are sometimes folded back and forth to achieve the 
desired resistance value. Most diffused resistors are formed during 
the same diffusion used to fabricate the bases of transistors. 


The diffusion is designed primarily to produce the desired character- 
istics of the transistor base (depth of diffusion, etc.). Its effect on the 
sheet resistance is of secondary consequence. The sheet resistance 
determines the ohmic values of the resistors. Also, the base diffusions 
with which they are usually associated range between 50 and 250 
ohms per square. 


Low value resistors are usually formed simultaneously with the emit- 
ters of the transistors. As you might expect, control of the emitter 
characteristics is much more critical than control of the emitter dif- 
fusion resistance values. Emitter diffusions typically range between 
2 and 5 ohms per square. These fabrication considerations usually 
limit diffused resistor tolerances to about +15% for base diffused 
units and +10% for those formed during the emitter diffusion. 


ж Ж 
7. How could you identify diffused resistors in monolithic structures? 


8. When are most diffused resistors formed in integrated circuit fabrication? 


When are the low value diffused resistors formed? 
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The equivalent circuit of a diffused resistor is shown in Figure 1. The 
resistance value (R) of the resistor depends upon: (1) the sheet re- 
sistance of the diffusion which forms the resistor, and (2) its geom- 
etry (length-to-width ratio). The resistor represented in Figure 1 is 
formed by a P-type base diffusion into an N-type collector or isolation 
region. Thus, a PN junction is formed between the resistor and its 
isolation region. This junction completely surrounds the resistor and 





Probes monitor the resistance value of the tin oxide resistor film as its value 
is tailored to the desired amount. 


Courtesy Corning Glass Works 
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has the capacitance C,, associated with it. This capacitance is the 
largest parasitic associated with a diffused resistor. 


A PN junction acts as a diode. The reverse breakdown voltage of the 
PN junction diode limits the maximum voltage that may be applied 
across the resistor. Since this breakdown voltage is typically about 
20 volts and the circuits are generally designed to use lower supply 
voltages (less than 10 volts), this seldom causes difficulty. 


9. What is the source of the largest parasitic associated with a diffused 


resistor? 


ж ж * 


To accurately determine the parasitic capacitance (C,,), the total 
area occupied by the resistor and also the side walls of the diffused 
region must be measured. A good approximation with resistors 1 mil 
wide is to add 20% to allow for this factor. Thus, this parasitic capac- 
itance could be physically reduced without changing the resistor’s 
value by reducing the area of the resistor. Both the length and width 
of the resistor should be decreased by the same proportion. 


While this size reduction is desirable to reduce the parasitics, there 
are practical limits on the minimum size. Control of the resistor value 
during the fabrication processes becomes much more difficult as the 
size of the resistor becomes smaller. Reasons for these control difficul- 
ties are the photo mask tolerances, etching rates, and undercutting 
during the formation of the windows in the SiO.. These windows are 
used to control the diffusion and mask alignment during the photo- 
lithographic procedures. 


Diffused resistors in most high volume production integrated circuits 
are typically 1 mil (0.001 inch) wide. Occasionally 0.5 mil widths 
have been used. Recently, commercial availability has been indicated 
for circuits employing between 0.2 and 0.3 mil resistor widths. Much 
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more care must be used to manufacture the latter group. In general, 
the thinner the resistor, the harder it is to obtain good process yields. 


* * * 


10. How may the parasitics of a diffused resistor be reduced without chang- 
ing the diffusion process used to form it? 


11. What factors determine the minimum size of a diffused resistor? 
* * * 


Capacitance C,, results from the junction capacitance of the PN junc- 
tion. Therefore, it is voltage sensitive. As the voltage drop across 
the resistor varies, the capacitance associated with it (C,,) also 
varies. The capacitance is maximum when the voltage across the 
resistor is minimum. 


The resistor has an additional parasitic capacitance which results 
from the PN diode junction formed between the N-type collector or 
isolation region and the P-type substrate. As shown in Figure 1, this 
capacitance is labeled C,,. The value of C,, is determined by the total 
junction area of the isolation region (including sidewalls) in which 
the resistor is located. This parasitic is also voltage sensitive. 


Both the isolation region and the substrate are normally held at fixed 
potentials, to assure back biasing. Depending upon which region is 
P-type or N-type material, they are the most negative and the most 
positive supply voltages. This assures that the maximum voltage 
available is impressed across the isolation-to-substrate junction and, 
hence, minimizes the value of capacitance C,,. 


Typical ranges of parasitic capacitance in Figure 1 are 0.1 to 0.3 
pf/sq mil for C,, and 0.05 to 0.2 pf/sq mil for C,,. The values of C,, 
and C,, both depend upon the areas of the junctions involved and the 
bias voltages applied to them. C,, provides about half of the capaci- 
tance of C,, per square mil because of the large bias voltage employed. 
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12. Which junctions produce C,, and C,,, in Figure 1? 


»1 


13. The junction producing capacitance C;, of Figure 1 has a larger area 
than that associated with C,,, but the capacitance of C,, is usually less 
than that of C,,. True or False? 


ж ж ж 


A set of curves illustrating the variation of P-type diffused resistor 
temperature coefficients with temperature and resistance ratio is 
shown in Figure 2. TEMPERATURE COEFFICIENT (TC) of re- 
sistance is expressed in percentage change of resistance per degree 
Centigrade. Materials can have either positive or negative TC. The 
TC of pure silicon is positive, showing that the resistivity of silicon 
rises with increasing temperature. 


Figure 2 shows the relationship of the actual resistance to the resist- 
ance at room temperature of resistors formed by a 3 micron P-type 
diffusion. Note that the higher the sheet resistance of the diffusion 
(Q/sq), the greater its rate of resistance change with changes in tem- 
perature. For example, at —40°C a resistor made of 500 2/sq mate- 
rial will have about .75 of its resistance at room temperature (25°C). 
At —40°C a resistor made with 100 0/84 material will have about .9 
of its resistance at room temperature. 


Variations in resistance can be caused by aging, voltage fields, high 
ambient temperatures or by oxidation or other chemical reactions. 
These changes may be permanent and may be accelerated by high 
operating or ambient temperatures. 


* * * 


14. The temperature coefficient of silicon is negative, since its resistivity rises 
with increasing temperature. True or False? 


* * * 
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Compatible Thin-Film Resistors 


The equivalent circuit of a compatible Nichrome (NiCr) resistor is 
shown in Figure 3. R is the useful resistance, while C, is the parasitic 
capacitance. This equivalent circuit would apply to any compatible 
thin-film resistor if the proper ranges of resistance values were used. 
While Nichrome films of from 40 to 400 ohms per square are currently 
the most widely used for this purpose, tin oxide (SnO.) and tantalum 
(Ta) have been used with sheet resistances ranging up to 500 о/а. 
As in the case of the diffused resistor, the component's actual resist- 
ance value is determined by the product of the length-to-width ratio 
of the thin-film path and the sheet resistance. 


The value of the parasitic capacitance (C,) depends primarily on the 
thickness of the silicon dioxide (SiO.) upon which the Nichrome re- 





Five chip resistors and three Cermet resistors are combined in this hybrid circuit, 
The circuit is shown on o TO-5 header. 


Courtesy CTS Carparation 
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sistor is deposited. This thickness is typically about 10,000 A. The 
total shunt capacitance is determined by multiplying the parasitic 
capacitance by the area occupied by the resistor itself. This capaci- 
tance is not voltage sensitive as are the capacitances associated with 
a diffused resistor. 


The parasitic capacitance represented by C, of Figure 3 (typically 
about 0.02 pf/sq mil) is only about 1/5 to 1/15 the value of C,, asso- 
ciated with the diffused resistor of Figure 1 (0.1 to 0.3 pf/sq mil). 
Large reductions in parasitics can result from the use of film resistors 
which combine the higher sheet resistance of thin-film materials with 
smaller capacitance per unit area. 


15. What sheet resistance can be obtained with compatible thin-film resistors? 


16. Why isn’t the parasitic capacitance associated with compatible thin-film 


resistors voltage sensitive? 
ж ж ж 


Since these parasitics (C,, and C,, of Figure 1 and C, of Figure 3) 
act as shunting capacitors, their effects become more pronounced both 
as the operating frequency increases and as the resistance increases. 
For this reason, compatible thin-film resistors are superior to diffused 
resistors for both high frequency operation and where high values of 
resistance are required. 


Compared to diffused resistors, thin-film resistors have these advan- 
tages: 


1. lower parasitic capacitance 
2. larger range of component values 
3. lower temperature coefficient 


4. tighter control of tolerance 
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Aging is the tendency to increase in resistivity, deteriorate, or other- 
wise change characteristics. This is usually associated with tolerance 
control. Aging may occur because of high temperatures used during 
assembly, or because of chemical reactions or exposure to high inten- 
sity electric fields. Thin-film resistors are generally more susceptible 
to aging than diffused resistors. 


Nichrome, Cermets and tantalum have temperature coefficients of the 
order of 50 to 600 parts per million per degree C. These temperature 
coefficients are considerably improved over diffused types. Although 
performance of compatible thin-film resistors is better than that of 
diffused resistors, the additional processing costs may not justify 
their use. 


17. How do thin-film and diffused resistors compare with regard to temper- 
ature coefficient, tolerance, high frequency response, aging character- 
istics and ranges of values? 


18. Since compatible thin-film resistors generally have better performance 
characteristics than diffused resistors why aren’t they used more often? 


Thin-Film Resistors on Passive Substrates 


Thin-film resistors deposited on passive substrates can usually be 
produced more economically, and with characteristics as good as or 
better than compatible resistors. They must, however, be intercon- 
nected into the circuit by separate operations. The associated para- 
sitic capacitance of such thin-film resistors is negligible when com- 
pared to either diffused or compatible resistors (greater than a 10:1 
improvement). The cost of the assembly operations necessary for 
adding active components separately and making the necessary inter- 
connections usually offsets these advantages, par ticularly when large 
volume production is involved. 
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19. Why are compatible or diffused resistors preferred to thin-film resistors 
on passive substrates for large volume applications which also require 


transistors and diodes? 


INTEGRATED CAPACITORS 


The three basic types of integrated capacitors are the PN junction 
capacitor, the Metal-Oxide-Silicon (MOS) capacitor, and the depos- 
ited thin-film capacitor. The natures of these capacitors will be re- 
viewed, and they will be compared with discrete capacitors and with 
each other. The order of their consideration reflects only the order 
of their appearance in monolithic integrated circuits. As will be 
explained, the order of appearance doesn’t reflect their popularity. 


PN Junction Capacitors 


When reverse-biased PN junctions are employed as capacitive ele- 
ments, they are influenced by several parasitic effects. Most impor- 
tant of these is the variation in the capacitance resulting from changes 
in voltage across the junction. 


Figure 4A shows the cross-section of such a capacitor formed by a 
P-type diffusion into an N-type isolation or collector region. In the 
equivalent diagram of Figure 4B, capacitance C is the useful capaci- 
tance, while C, is a parasitic capacitance. 


The graph of Figure 4C indicates the variation of the ratio of capac- 
itance C to capacitance C, as a function of the potential at point B 
with respect to the substrate voltage. This reflects the usefulness of 
the capacitor and may be viewed as a “quality factor’. 


Figure 4C contains two curves: one is plotted with 0 volts across C, 
and the other with 5 volts across C. These two plots indicate that the 
voltage applied directly across the capacitance C also causes the ratio 
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of C/C, to vary. Thus, both the voltage across C and the voltage from 
point B to the substrate must be known to make accurate determina- 
tions. As with diffused resistors, the values of C and C, are also pro- 
portional to the areas of the junctions to which they are related. 


ju E Ж 
20. What is the significance of the ratio of C/C, in Figure 4C? 
ж ж к 


The value of the resistance (R) in the equivalent circuit of Figure 4B 
arises from the current path through the N-type material under the 
junction, which is effectively the bottom plate of the capacitor. As 
shown in the cross-sectional diagram of Figure 4A, this is N-type 
material with a 0.5 2-cm resistivity. The resistance of this material 
is relatively high due to its relatively long length and its resistivity 
compared to that of a metal plate. 


For the range of capacitors most commonly used (20 to 100 pf), this 
resistance varies from about 50 to 10 ohms. The value of R decreases 
as the physical size of the capacitor is increased. 


The contact lead for the N-type plate is aluminum metalization con- 
nected to the N+ diffused area at the right side of the cross-section 
(Figure 4A). The other plate of the capacitor is the aluminum metal- 
ization on top of the diffused P-type material. This metalization con- 
tributes such a small amount to the resistance (R) that it may be 
neglected without appreciable error. 


ж sk ж 


21. Why is the resistance associated with the bottom plate of a PN junction 
capacitor relatively high? 


к Ж 


The breakdown voltage of a PN junction capacitor usually must be 
low (approximately 7 volts) to obtain high capacitance per unit area. 
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Severol MOS copocitors оге fobricoted on this monolithic circuit, They ore shown ot 
ihe lower center section of this photogroph. 


Courtesy Signetics 


The junction is usually biased so that the maximum voltage variation 
(signal) will never forward bias the junction. A desirable arrange- 
ment would be to have the maximum signal voltage bring the junction 
to zero bias. 


As a general rule, integrated circuit design is arranged to avoid or 
minimize the use of capacitors whenever possible. If this can’t be 
done, the other types of integrated capacitors are preferred to the 
PN junction type. 
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Since the voltage across the capacitance C varies as a function of the 
signal voltage and the biases applied, this type of capacitor has only 
limited use in integrated circuit applications. 


ж ж ж 


22. The PN junction capacitor is the most desirable form of an integrated 
capacitor. True or False? 


* * * 


Metal-Oxide-Silicon (MOS) Capacitors 


A metal oxide silicon (MOS) capacitor represents the best compro- 
mise between operating characteristics and economy of fabrication. 
For this reason, it is the type most widely used in integrated circuits 
today. Figure 5A shows the construction of an MOS capacitor. MOS 
capacitors employ silicon dioxide (SiO.) for their dielectric. The SiO; 
thickness varies between 500 and 1000 A. A 700 A oxide thickness has 
an approximate capacitance of 0.3 pf/sq mil. 


An equivalent circuit for the MOS capacitor is shown in Figure 5B. 
Resistance R represents the series resistance of the current path 
through the N+ diffused region which serves as the bottom plate of 
this type of capacitor. This N+ region is normally diffused simulta- 
neously with the emitters of the transistors and has a value between 
2 and 3 2/sq. To determine the actual size of this resistance, the sheet 
resistance and the length-to-width ratio must be measured. To mini- 
mize the size of R, the contacts should be arranged so that the width 
is greater than the length. 


As in the case of the diffused junction, the top aluminum metalization 
has some resistance, but this represents so small a fraction of the 
total that it can be neglected without causing appreciable error. 


ж ж ж 
23. What causes the series resistance (R in Figure 5B) of an MOS capacitor? 


* * * 
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The shunt or parasitic capacitance for the MOS capacitor is produced 
by the PN junction between the collector or N-type isolation region 
and the substrate. This is C, in the equivalent circuit of Figure 5B. 
In normal construction, this capacitance ranges from one-third to 
one-fifth the size of the useful capacitance, C. In the typical example 
of Figure 5B, the value of C would be about 0.2 to 0.4 pf/sq mil, and 
C, would be about 0.05 to 0.15 pf/sq mil. Since the useful capacitance 
and the parasitic capacitance both increase proportionally as the area 
increases, the ratio of C to C, remains constant and depends only upon 
the area occupied by the capacitor. 


* * * 
24. What is the typical ratio of C to C, for an MOS capacitor? 


* * * 


Thin-Film Capacitors 


Of all of the integrated capacitors, the all-deposited thin-film capaci- 
tor has the smallest amount of parasitics. This advantage is obtained 
at the expense of extra processing steps. Two aluminum metalizations 
are required instead of one. All-deposited thin-film integrated capac- 
itors require three depositions. A layer of dielectric material is placed 
between the metal layers. Its thickness must have uniform composi- 
tion and must be very thin—usually less than 1000 A. Typical dielec- 
tric materials are SiO, Al-0}-Si, Ta.O; and SiO. 


The equivalent circuit of the compatible thin-film type of capacitor is 
shown in Figure 6. The useful capacitance (C) is approximately 0.1 
to 0.5 pf/sq mil. The primary parasitic is a shunt capacitance to the 
substrate, represented by C, in Figure 6. In the case of a compatible 
technique where the substrate is active silicon, C, is calculated to be 
approximately 0.02 pf/sq mil (for 10,000 A thickness). Since this is 
a distributed capacitance, its effective value is about one half or 0.01 
pf/sq mil. This parasitic diminishes to almost zero when a passive 
substrate is employed. 


Page 20 Integrated Circuit Design Considerations 


25. What parasitics are associated with a compatible all-deposited thin-film 


capacitor? A thin-film capacitor on a passive substrate? 


* * * 


The use of metalization for the bottom contact plate will not provide 
as much improvement over the MOS type capacitor as might first be 
indicated. Though this material is a metal with a far lower resistivity 
than silicon, the lower electrode of a thin-film capacitor has to be rela- 
tively thin (approximately 2000 A) so the dielectric material will not 
fracture as it is deposited over the metal film. Fractures can result if 
there is a large difference between the coefficients of expansion of the 
metal and dielectric material. 


Because of the extreme thinness of this metalization, it has a relative- 
ly high sheet resistance (R in Figure 6), ranging between 0.5 and 
1.0 О for typical deposited thin-film capacitors. This still represents 
an important improvement over the series resistance characteristic of 
the MOS type capacitor. 


26. The bottom plate of a thin-film capacitor is metal, hence its resistance is 


so low that it may be neglected without causing any error. True or False? 


ж ж sft 


INTEGRATED TRANSISTORS 


Integrated transistors are different from their discrete counterparts 
because of the different method of making contact to the collector, 
and the additional parasitic capacitance which results from the PN 
junction between the collector and substrate. All of the contacts must 
be made from the top surface in order to separate or isolate the ele- 
ments from each other. 
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Integrated transistors potentially have a major advantage over dis- 
crete transistors. Each one may be custom designed to obtain opti- 
mum performance in the specific circuit application in which it is to 
be used. Discrete transistors, on the other hand, are usually designed 
to satisfy a number of different circuit requirements. In many cases 
the circuit applications are first designed, and available transistors 


are evaluated until one is found which satisfies the requirement. 
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This 2" X 2'' ceramic substrate contains thin-film resistors and capacitors. Circles 
indicate where six transistors are to be offixed. 


Courtesy Alpho MicroElectronics Co., Inc. 
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The longer path from the collector to the collector contact causes 
higher series resistance when compared to a discrete transistor. The 
SATURATION RESISTANCE (R,,:) of an integrated transistor 
ranges between 10 and 100 © for a typical transistor geometry in a 
fully integrated form as compared to 5 to 10 0 for its discrete coun- 
terpart with the same geometry. The series resistance shows up in 
the saturation characteristics of the device. 


The parasitic capacitance of the integrated transistor may be of the 
order of 2 to 5 pf. This capacitance does not exist in conventional 
units. In most monolithic circuits, it shows up between collector and 
ground, thus affecting high frequency performance. 


An equivalent circuit of an integrated circuit transistor is shown in 
Figure 7. The saturation resistance (R,,.) and its associated capaci- 
tance (C) are shown in this figure. The actual calculation of the 
saturation resistance can be illustrated by taking a typical transistor 
geometry and cross-section as shown in Figure 8. The following 
relationship is used: 


tw 


where R,,, is the saturation resistance in ohms, 
p. is the resistivity of the collector material in ohm-mils, 


l is the distance from the emitter edge on the base side 
to the edge of the collector contact in mils, 


t is the thickness of the collector material in mils, and 
w is the width of the emitter-to-collector path in mils. 


We shall assume the resistivity of the collector material to be 39.4 
ohm-mils. Using the information in Figure 8, we find 


39.4 x 2.5 


0.5 x 2 
— 98.5 ohms 


sat = 
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The collector-to-base breakdown voltage may be increased by increas- 
ing the resistivity of the collector material, but at a sacrifice of R,,.. 
Generally, the use of lower resistivity collector material (0.1 ohm-cm) 
will result in higher frequency response. 


27. Can transistor geometries be optimized for specific integrated circuit 


applications? 


28. Why are the saturation resistance and parasitic capacitance character- 
istics of an integrated transistor inferior to those of a discrete transistor 


having the same geometry? 


ж ж ж 


INTEGRATED DIODES 


In the formation of a monolithic integrated circuit, there are at least 
three junctions formed. Only two of these junctions are useful as 
integrated circuit diodes. These two configurations are shown in Fig- 
ure 9. The collector-substrate junction, because it is used for isolation, 
cannot be used as a diode. The emitter-base junction of a transistor 
(Figure 9A) provides a diode with low reverse breakdown voltage. 
The base-collector junction of the transistor (Figure 9B) makes a 
higher or medium voltage type diode. Both types may be designed to 
have any desired junction area. 


Since the emitter-base diode is part of a normal transistor type struc- 
ture, it is common practice to short the base-collector junction when 
this type of diode is desired. This minimizes the effective capacitance 
of the base-collector junction, and eliminates the possibility of tran- 
sistor action. If this junction were not shorted, transistor action 
might develop as a parasitic effect if both junctions were properly 
biased; e.g., forward bias on the emitter-base junction and reverse 
bias on the base-collector junction (the standard transistor biasing 
arrangement). 


Page 24 Integrated Circuit Design Considerations 


! - 69 
“ ер 2% I Е 




















l 

Е 
Е ! | 
2) Do rd 
п иі etic ue 
i ic, Se Ps 
ШПЕЕ 
е" n | 
ресет 


(С: "fe pt Геи 
ІІ! 7s 


Ion 


2} 


~ 
| 3 













A diode matrix which uses dielectric isolation. 


Courtesy Radiation, Inc. 


The base-collector junction used by itself provides a diode with higher 
breakdown voltage than the emitter-base diode. This configuration is 
generally less desirable than the emitter-base diode. Under certain 
bias conditions, transistor action may result from this junction and 
the collector-substrate junction. This transistor action would mag- 
nify the diode’s parasitics and might couple parasitic or oscillatory 
effects to other areas of the circuit. The possibility of this effect 
can be minimized by making the collector thickness (separation be- 
tween the base-collector and collector-substrate junctions) as large 
as possible (greater than 0.5 mil). 


= oi 
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29. How can parasitic transistor action be caused in an emitter-base 
integrated diode structure? 


30. Compare the characteristics of the emitter-base and base-collector diode 
structures. 


Ж ж Ж 


MONOLITHIC DESIGN FLEXIBILITY 


The effects of parasitics can frequently be offset by the use of special 
design considerations that are available to monolithic integrated cir- 
cuit fabrication and which are not used in discrete component design. 
Each of the integrated circuit components is fabricated side by side 
on the same wafer during the same processing. Consequently, they 
have much better electrical and thermal tracking capability, one with 
another, than might be possible with isolated discrete components. 


Component Matching and Tracking 


Even without special care, the characteristics of monolithic integrated 
components are more closely matched than could normally be achieved 
by sorting discrete components. Not only that, but during circuit 
operation, the heat generated by the operation of one component will 
also heat the others in the same chip so that each will be operating at 
nearly the same temperature. Thus, any shift in characteristics of one 
integrated component is accompanied by corresponding shifts in the 
characteristics of the other components, so that the relationship be- 
tween the component values remains reasonably constant. 


This type of matching applies to virtually all transistor characteris- 
tics. For example, Figure 10 shows matching characteristics for Vae 
offset voltage for all transistors on a single wafer. The OFFSET is 
the difference in the V,;, characteristics between any two transistors 
in a typical batch of transistors. The PERCENT OF UNITS LESS 
THAN ORDINATE is a convenient method of indicating the distri- 
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bution of the batch. This term indicates the variations within a batch 
in terms of percentage of the batch. According to Figure 10, 50% of 
the transistors fabricated in the batch will have Vx, characteristics 
which vary from each other by no more than 1 mv. 


It is almost impossible and also very expensive to select discrete tran- 
sistors at random and achieve as close a match of their characteristics 
as shown in Figure 10. On the other hand, the characteristics of inte- 
grated transistors match closely, and they also track with one another 
over the entire range of operating temperatures employed. 


ж ж ж 


31. Why might the characteristics of components within an integrated circuit 
be closely matched? 


32. Will matched integrated components track well over a wide temperature 
range? 


Ж ж ж 


Component Ratios 


While resistors of tight tolerances are difficult to fabricate in mono- 
lithic diffused integrated circuit form, it is relatively easy to maintain 
the ratio of values of two resistors. Figure 11 shows on one plot the 
distributions of absolute values and ratios of values of a group of 
monolithic diffused resistors fabricated on one wafer. These are 
typical distributions. 


Note that 93% of the units (between 2 and 95%) fall within a +20% 
variation of the absolute values of all units on a given wafer. The 
ratio plot using the same axes shows that if one unit were selected at 
random and the others on a given die compared to it, the variation of 
their ratios would be less than +5% for 984% (between $ and 99%) 
of the units. 


Of equal importance is the fact that, unless the diffusion itself is very 
tightly controlled, the distribution could shift to a different level. This 
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might shift the center of the distribution and cause a larger tolerance 
variation on the absolute value. It would not, however, in any way 
affect the distribution of the ratios of the individual resistors. 


The ease of component matching suggests the desirability of design- 
ing the circuits to make use of this advantage. Where possible, inte- 
grated circuit designs should use the ratio of resistors rather than 
their absolute values. 


Figure 12 demonstrates one of many different uses of this principle. 
The overall gain of this circuit is controlled by maintaining a ratio of 
feedback by means of the R, to Rə ratio. The gain with feedback is 
determined by the following relationship: 

Мн Gain 





Vin 1 
1 — Gain 
R, 


i 

Thus, if the absolute values of R, and R, change by the same percent- 
age, the ratio of R, to R remains constant, and the gain will remain 
constant. This same principle should be used in networks employed to 
control bias on transistors, differential input and output character- 
istics, etc. 


ж ж x 


33. Why can ratios of resistor values be held more tightly than absolute 
values of resistance? 


34. Give one example of how ratios of values can be used in integrated cir- 
cuit design. 


* * * 


LATERAL TRANSISTORS 


We have indicated that NPN transistors in P-type substrates are the 
most desirable and easiest to fabricate. However, upon occasion it is 
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desirable to have a high gain PNP transistor. This type of transistor 
is not easily fabricated using the process that we have indicated for 
producing NPN transistors. The procedures would have to be modi- 
fied and a different arrangement made unless special means were pro- 
vided to achieve the equivalent of a high gain PNP transistor. 


An interesting component that can be achieved by the special tech- 
nique of integrated circuit design is the LATERAL PNP TRANSIS- 
TOR. This is shown in Figure 13. It uses a low gain PNP intercon- 
nected with a high gain NPN 
to obtain the equivalent of a high 
gain PNP transistor. 


NPN transistors with very high 
gain can be achieved by standard- 
ized NPN fabrication procedures. 
In this way, narrow base widths 
are achieved as indicated in cross- 
sections below the silicon surface. 
The low gain PNP transistor is 
obtained by laying out laterally 
across the surface two P-type re- 
gions very close to one another 
(the P regions are separated not 
more than 0.1 to 0.2 mil by an 
N region). Both P regions are 
diffused simultaneously. The limit 
on how close these regions can 
be placed to one another is de- 
pendent upon mask tolerances, 
etc. Yields drop rapidly when 
sufficient tolerance is not allowed. 





J This provides a PNP transistor 
This chip contains two switching circuits using with a gain of approximately 3 to 


a total of four diffused resistors, six diodes 10, which in most cases is too low 
and two transistors. 


Courtesy General Electric to be useful. While closer spacings 
Semiconductor Products Dept. 
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are desirable, they are impossible to attain without serious yield reduc- 
tions. However, by coupling the low gain PNP transistor to an NPN 
transistor with a much higher gain, as shown in Figure 13, the equiv- 
alent of a very high gain PNP transistor is achieved. 


The composite unit will operate much the same as a high gain PNP 
transistor with the exception of a slight offset voltage which results 
from the extra diodes involved in this arrangement. There will also 
be a limitation to the high frequency performance of this composite 
transistor compared to a high gain NPN transistor. This type of 
PNP transistor has been used in commercial integrated circuits to 
achieve complementary symmetry circuits with NPN transistors 
formed in the same substrate. 


ж * ж 


35. What is a lateral PNP transistor? 


36. How can a high gain equivalent PNP transistor be obtained by using a 


low gain lateral PNP transistor? 
* * * 
INTEGRATED CIRCUIT COST CONSIDERATIONS 


Three major factors which contribute to the cost of integrated circuit 
components are: 


1. area requirements 
2. tolerance as it affects the circuit yield 


3. fabrication processes 


Cost vs Area 


Area requirements refer to the space needed to fabricate the particu- 
lar component. Once the area for a total] circuit is above a certain 
minimum value, the cost per unit area is nearly linear. Figure 14 
shows the area required for a diffused resistor and its cost as a func- 
tion of resistance value (assuming 100% yield). Note that the ver- 
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tical axis on one side is calibrated in area; on the other side, in cost. 
Since 100% yield is assumed, cost and area are linearly related. 


Figure 15 shows a similar type of graph for MOS capacitors with a 
given dielectric thickness. Notice the steeper slope as compared to 
that of Figure 14. This results from the additional processing re- 
quired to fabricate an MOS capacitor. 


The upward slope in both graphs is because an increase in the com- 
ponent value requires a larger amount of space. As the amount of 
space increases, the total number of circuit chips which can be placed 
on a single wafer decreases proportionately. The total cost per chip 
for larger size chips increases because the cost of processing a wafer 
is approximately the same even though the number of chips is less. 


37. Assuming 100 percent yield, how are cost and area requirements related? 


Yield vs Area 


In Figures 14 and 15, 100% yield was assumed. This situation nor- 
mally does not exist since random defects occur in the material and 
result from the processing. These variations are reflected in the graph 
as a band rather than a line. While these defects may be few in num- 
ber, their effect on the overall die yield increases greatly as larger die 
areas are required for each individual circuit. 


Figure 16 shows a typical plot of the yield of monolithic circuits as a 
function of die area. Note how, as the circuit area increases, the yield 
decreases. The probability of a random defect occurring in a larger 
number of dice increases as the die area increases. Consequently, this 
factor adds to the cost of large area resistors and capacitors, and 
combines with the curves of Figures 14 and 15 to increase the rate of 
change of their slope. 
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38. In actual practice, how are yield and area requirements related? 


ж ж ж 


Relative Component Costs 


With discrete component circuits, the active elements are invariably 
among the highest cost elements, hence their number is minimized. 
The cost of most standard passive components (resistors and capaci- 
tors) has little relationship to their size. Because of area considera- 
tions, integrated circuit transistors cost no more than other circuit 
components. In many cases, they cost considerably less than large 
resistors and capacitors. This also accounts for the trend toward 
using larger numbers of transistors in integrated circuits, particular- 
ly when this can be accomplished while reducing the physical size or 
number of the associated passive components (capacitors and resis- 
tors). 


In addition, each monolithic circuit may have its own custom transis- 
tor design. Transistor sizes and geometries may be adjusted to fit the 
particular circuit requirements. This is different from discrete com- 
ponent applications, where economy is normally achieved by using 
standard components which have a large variety of applications. 


In electronic designs using discrete components, the active components 
(vacuum tubes and transistors) were invariably the most expensive 
components. Their cost dictated the type of design. For economic 
reasons, it was desirable to achieve the desired function with the min- 
imum number of active components. Little consideration was given 
to the passive components (particularly the inexpensive resistors or 
capacitors). 


This method generally does not produce the best economic arrange- 
ment in the integrated circuit design. Frequently, more extensive use 
of transistors is desirable because of the net saving in area which may 
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This photograph shows a transistor attached ta a metalization pattern 


by flip-chip methods. 
Caurtesy CTS Corporation 


be achieved by replacing larger passive components with smaller 
transistors. 


In one specific example of this, a capacitor in an early integrated cir- 
cuit was replaced with a total of twelve components, eight of which 
were transistors. Despite the increased total, a net area saving re- 
sulted from this exchange without any sacrifice in performance. 


39. How is economy achieved in discrete component circuits, considering only 


the components? 


40. Do integrated circuit transistors cost more than other circuit components? 
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Component Tolerance vs Yield 


As we have already seen, large die areas tend to reduce yield. Another 
factor that reduces yield is overly tight tolerance specifications. Since 
the components are fabricated together in a single monolithic sub- 
strate, one out-of-tolerance component could cause the entire inte- 
grated circuit to be rejected. Very tight tolerances on individual com- 
ponents can drastically reduce yield. 


41. What are two major causes of yield reduction? 


Each additional processing step usually requires its own photoresist 
mask, photoresist process, etching, and diffusion or other related 
processing. With the addition of each processing step, there is an 
increased cost associated not only with processing itself, and handling, 
but also as a result of yield losses in the processing step. These уе 
losses are due to improper handling, carelessness, etc. 


Let us summarize by comparing integrated circuits with discrete and 
thin-film (compatible and noncompatible) components. In the case 
of integrated circuit resistors, the basic tolerance is a result of the 
fact that the process is adjusted to achieve the transistor character- 
istics desired. 


Figure 17 shows the resistor tolerances that would result in NPN 
integrated circuits using a P-type substrate. Base diffusion resistors 
are shown in the first column, and resistors resulting from the emitter 
diffusion are shown in the second column. The third column, labeled 
NiCr, pertains to compatible thin-film resistors. Tin oxide (SnO.) 
and other forms of thin-film resistors are shown in columns four and 
five. In the last column, a conventional molded carbon resistor is 
presented. 
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42. Are Nichrome integrated resistors available in the same range of values 
as the conventional molded carbon type? 


* ж ж 


Figure 18 makes the same comparisons for different forms of capaci- 
tors. In the first column are the junction capacitors; in the second 
column, the MOS type, labeled SiO». The third, fourth and fifth col- 
umns are thin-film capacitors in which three depositions are involved. 


* * * 


43. According to the data in Figure 18, can junction integrated capacitors be 
used in compatible types of integrated circuitry? 


Ж ж Ж 


Figure 19 compares the characteristics of typical small-geometry sili- 
con transistors. The first two columns reflect the selection of substrate 
material, whereas the third column is a commercially available dis- 
crete transistor type with the same geometry for the basis of compar- 
ison. 


Notice that collector substrate capacitances are present in the case 
of the integrated transistors, but do not exist in discrete transistors. 
The saturation resistance (R,,:) of the integrated circuit transistor 
also is larger when compared to the discrete component. Notice also 
that the maximum frequency of operation (f-) is comparable, so that 
with careful design, it is possible to achieve characteristics good 
enough so that there is little sacrifice in performance capability. 


ж ж БЫ 


44. What is the major characteristic difference between monolithic and dis- 


crete transistors? 
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ECONOMICS OF THE VARIOUS INTEGRATED 
CIRCUIT CONSTRUCTIONS 


Since economics frequently dictate the way in which an electronic 
system is to be implemented, consideration of the basic construction 
techniques from this point of view is important. In this review only 
the integrated circuit forms (monolithic, multi-chip and thin-film) 
will be considered and compared to one another. 


Monolithic Integrated Circuits 


The monolithic integrated circuit is by far the most economical when 
it is produced in large volumes with high yield. To achieve high yield, 
however, it is frequently necessary to accept components with wider 
tolerance than might be necessary with other techniques. For this 
reason, the compatible integrated circuit has been developed. 


In the compatible form, thin-film passive components are deposited 
on the surface of the monolithic integrated circuit. The extra proc- 
essing costs associated with the thin-film depositions usually must be 
justified. The reasons for using this method are based upon higher 
yield or better operating characteristics achievable with the passive 
thin-film components. 


* * ж 


45. For what reason can the extra costs associated with compatible thin-film 
integrated circuits be justified? 


Ж * ж 


Thin-Film Circuits 


By comparison, the HYBRID THIN-FILM CIRCUIT (a circuit in 
which the active components are assembled after the fabrication of 
the thin-film components) may be more economical in small quanti- 
ties. It is found that the thin-film component fabrication itself is 
relatively economical. The higher cost factors of hybrid thin-film 
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circuits arise from the necessity of separately assembling and inter- 
connecting the active components on the passive substrates. 


Certain suppliers have found that this technique is almost as econom- 
ical as the monolithic fabrication because of the higher yields achiev- 
able. This is made possible by assuring, before the assembly opera- 
tion is begun, that all of the active components are adequate and the 
passive substrates are acceptable. By further automating the process 
of assembly, further cost advantages can be achieved as the result of 
this higher yield situation. 


* ж s 
46. is thin-film component fabrication economical in a hybrid thin-film circuit? 
ж * ж 


Multi-Chip Integrated Circuits 


The maximum yield frequently can be achieved by use of a MULTI- 
CHIP ASSEMBLY. Each of the individual chips can be thoroughly 
checked and evaluated before the assembly is made, and with highly 
trained operators there will be very little loss during assembly. 


Figure 20A shows the electrical arrangement of such a multi-chip 
layout, and Figure 20B shows its physical assembly. Figure 21 shows 
a photograph of another multi-chip arrangement that minimizes the 
need for extremely complex processing. This is done by using a num- 
ber of integrated circuits and separate discrete transistors to achieve 
the total circuit function. In this arrangement the four smaller chips 
on the top and bottom of the left hand side are high power discrete 
transistors. This particular assembly is designed for 6 watts of out- 
put power showing that integrated circuits are not limited to extreme- 
ly low power operation. 


It should be noted that the multi-chip assembly is one of the most 
expensive from the assembly point of view. Each of the chips must 
be mounted on the substrate, and the interconnections made as a 
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Automatic machines position transistor and diode chips on passive substrates. Hypo- 
dermic-like vacuum needles position these chips at the rate of about six every 1% 
seconds. The inset shows a chip being placed on the substrate. 


Courtesy IBM Corporation 


separate operation. While multi-chip arrangements have the advan- 
tage of high yield, they also have extremely high assembly costs. 
These costs can be justified for any one of the following reasons: 


1. To minimize the amount of complex processing (as indicated 
in Figure 21). Several different, stmple integrated circuit 
fabrication processes can be brought together in final assem- 
bly without modifying an already successful process. 
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2. To produce limited quantities as might be required for pro- 
totype design work. Generally, where high yield can be 
achieved, quantities in excess of one thousand circuits would 
change the economic advantage from multi-chip to monolithic 
circuits. 


3. Multi-chip circuits can frequently be used as aids in design- 
ing monolithic circuits, since the individually diffused compo- 
nents can be used and the parasitics associated with them can 
be simulated in a multi-chip arrangement. Multi-chip ar- 
rangements can provide almost the same size advantage as 
some of the integrated circuits can, but with a shorter design 
cycle. The reason for this is that most of the discrete compo- 
nents needed can be obtained and assembled more rapidly 
than designing a new monolithic integrated circuit. 


47. Must multi-chip integrated circuits be used in low power applications 
only? 


48. What is one cost disadvantage of multi-chip circuits? 


SUMMARY 


Two major differences between integrated and discrete components 
are their geometries and parasitics. The size or shape of discrete com- 
ponents (within limits) is not a major consideration. The size of 
discrete components in a system may vary slightly and may be com- 
pensated for in design layout with little appreciable change in the 
system cost. However, the area taken by an integrated component 
directly relates to cost of the circuit. The larger the area of the com- 
ponent, the larger the area required for the chip, the lower the num- 
ber of chips from a wafer, and the higher the cost per chip. There- 
fore, large area integrated components are avoided where possible. 
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Because integrated components are closely spaced on a chip, they tend 
to interact with each other. This results in parasitics. The electrical 
isolation between components produces parasitics in the form of 
capacitance and leakage currents. Some of these parasitics are volt- 
age sensitive. Inductive parasitics due to the lead lengths of discrete 
circuits are minimized by the short paths between integrated circuit 
components. 


Diffused resistors are the most common integrated resistors. Most 
are formed during the base diffusion. Low resistance values are pro- 
duced during the emitter diffusion. The resistance value of a diffused 
resistor depends on its geometry, the sheet resistance of the diffusion, 
and its temperature of operation. A parasitic capacitance results from 
the PN junction formed between the resistor and its isolation region. 
The value of this voltage sensitive capacitance depends on the voltage 
across the resistor and its area. 


Compared to diffused resistors, thin-film resistors have lower para- 
sitic capacitance, larger range of component values, a lower temper- 
ature coefficient, and tighter tolerance control. Also, thin-film capaci- 
tance parasitics are not voltage dependent. 


Reverse biased PN junction capacitors are voltage sensitive. These 
capacitors also have a parasitic capacitance which is dependent on 
the area of the capacitor and the applied voltage. Leakage current is 
another parasitic of PN junction capacitors. 


MOS capacitors are the most widely used integrated circuit capacitors. 
They require an additional processing step but have less parasitics 
than the diffused type. Their parasitics depend upon the area re- 
quired by the capacitor and are the result of a voltage sensitive PN 
junction. 


Thin-film capacitors have the least parasitics. However, they are also 
the most expensive to fabricate. As a result they are not very widely 
used on silicon wafers. 
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Integrated transistors have a much higher saturation resistance than 
their discrete counterparts. This is a result of the longer path from 
the collector to the collector contact. Integrated transistors also have a 
parasitic capacitance. These affect the high frequency performance. 


Integrated circuit diodes are usually made during normal wafer proc- 
essing. Base-emitter junction diodes have a low reverse breakdown 
voltage. The collector-base junction diode makes a medium voltage 
type diode. 


Since integrated components are fabricated close together, electrically 
and thermally they track closely. Thus, the relationship between com- 
ponent values remains relatively constant. 


Costs of integrated circuit components are determined by the area, 
component tolerance, and fabrication processes required. Large sized 
components require large die areas. This tends to reduce yield and 
increase the processing cost per good chip. Overly tight tolerance 
specifications reduce yield. Each additional processing step has a 
cost associated with it. In addition, each step tends to increase yield 
loss. 


Monolithic circuits are the most economical when produced in large 
volumes with attendant high yield. The addition of thin-film com- 
ponents permits the use of tighter tolerances. However, the addi- 
tional processing steps result in a reduction of yield. When only a 
small number of circuits are needed, hybrid thin-film or multi-chip 
techniques may be the least expensive. 


CTH 
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IMPORTANT DEFINITIONS 


HYBRID THIN-FILM CIRCUIT—A circuit in which the active com- 
ponents are assembled after the fabrication of the thin-film 
components. 


LATERAL PNP TRANSISTOR—An integrated transistor made in 
such a way that the transistor action is laterally across the sur- 
face of the diffusions rather than vertically through the N and 
P diffusions. 


MULTI-CHIP ASSEMBLY—An assembly in which each chip is 
mounted on the substrate and the interconnections are made as 
a separate operation. 


PARASITIC—[PAIR uh SIT ik]—An undesired interaction with 
other components, or with the substrate, the atmosphere, or other 
parts of the system. 


SATURATION RESISTANCE (R,,,)—The resistance of the mate- 
rial which comprises the path of the collector current from the 
emitter contact. 


TEMPERATURE COEFFICIENT (TC)—Percentage change of 
resistance per degree Centigrade. 
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PRACTICE EXERCISE SOLUTIONS—(Cont'd) 


This ratio can be held more tightly because the resistors fabri- 
cated close to one another will exhibit similar characteristics 
despite process variations. From this, the ratios will remain 
nearly the same despite changes in absolute values. 


The ratios of values can be used, for example, to control over- 
all gain by maintaining a ratio of feedback through the ratio 
of two resistor values in a voltage divider arrangement. 


A lateral PNP transistor is an integrated transistor which is 
made in such a way that the transistor action is laterally 
across the surface of the diffusions rather than vertically 
through the N and P diffusions. 


A high gain equivalent PNP transistor can be obtained by 
coupling the low gain PNP to a high gain NPN to obtain the 
equivalent of a high gain PNP transistor. 


Once the area for a total circuit is above a certain minimum, 
the cost per unit is nearly linear. 


In actuality, the cost per unit area is not linear since random 
defects occur in the material and result from processing. The 
effect of the defects on the overall die yield increases greatly 
as larger die areas are required for each circuit. The proba- 
bility of a random defect occurring in a larger number of dice 
increases as the die area increases. This factor then is added 
to the cost (shown on 100% yield curves) to increase the rate 
of change of the slope of the curves. Thus, the greater the die 
size, the smaller the percent of yield. 


Economy is achieved in discrete component application by 
using the most inexpensive standard components. This usually 
dictates the use of a minimum number of active components. 


No -- In fact, integrated transistors cost much less than many 
integrated circuit capacitors and resistors. 
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| PARAMETERS | putipe |netvee| Wer | S002 [Суң талон 
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9, CIRCUIT APPLICATIONS 
YES YES YES YES YES 
YES YES 
YES YES 
YES YES YES 


a. MULTI- CHIP 
FIGURE 17 
To 205 


b. Si-MONOLITHIC 
е, 
| 5000 | 
| 25 | 
100 | 
шош 
20 | 











c. COMPATIBLE 
d. THIN-FILM 


* UNADJUSTED 





PARAMETERS 


LMAX VALUE (pf) 


2.pf/SQ MIL | 0 | бз | 0.2 | 
3.TRANSFER RATIO (C/C SHUNT) | 3 |] s [| ts | iia 
E RIO 
BREAKDOWN VOLTAGE (BV) 7 [зо | æ | | 30 | 
. TEMPERATURE COFFICIENT (PPM/C) - | +100 | +125 | +400 | tuo | 















7.DISSIPATION FACTOR (I MHz) (%) | — | o7 | o4 | оз | o? | 
7 | 3.78 | sto | 25 | “6 | 







2.CIRCUIT APPLICATION 
9. MULTI- CHIP YES YES 
b. Si- MONOLITHIC YES YES 
c. COMPATIBLE YES YES YES 


07 
d. THIN-FILM YES 
MONOLITHIC MONOLITHIC 
PARAMETERS 441—em COLLECTOR|.5.-cm COLLECTOR 
I. COLLECTOR, SUBSTRATE, BVcso (VOLTS) 
.COLLECTOR, BASE, BVcpo (VOLTS) 
.BASE, EMITTER, BVego (VOLTS) 
4. COLLECTOR, EMITTER, Bvc ego (VOLTS) 


.COLLECTOR SUBSTRATE, CAP (pf) || 10 — — | 
.COLLECTOR BASE, CAP. (pf) pom 
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PRACTICE EXERCISE SOLUTIONS—(Cont’d) 


Large die area and excessively tight tolerances are two major 
causes of yield reduction. 


No--The range of resistance values obtainable with carbon 
resistors is much larger than that obtainable with Nichrome 
resistors. 


Yes -- Junction integrated capacitors can be used in compatible 
integrated circuits but usually aren’t because of their poor 
characteristics. 


The major characteristic difference between the two is that the 
saturation resistance of monolithic transistors is much larger 
than that of discrete transistors. 


Either higher yield or better operating characteristics would 
justify the extra costs. 


Thin-film component fabrication itself is relatively economical 
in the hybrid thin-film circuit. However, higher costs arise 
from separately assembling and interconnecting the active 
components on passive substrates. 


No-- Multi-chip circuits can be designed to be used in moder- 
ately powered applications. 


High assembly costs are one factor to be considered in the 
choice of whether or not to use a multi-chip circuit. 


\ 


| * 
.£GRATED CIRCUIT DESIGN CONSIDERATIONS 
QUESTIONS 


IMPORTANT — These instructions MUST be accurately followed to avoid loss, or errors 
in grading. 


Indicate your answer on this sheet by filling in the box for the most correct 
answer to each question, as illustrated in the example below. 


When all questions have been answered, place the answer card in the proper 
position to line up the boxes on the card with the boxes on the sheet. 


Next, copy the complete lesson code into the space provided on the card, 
and fill in the answer boxes to correspond with those previously filled in 
on this sheet. 


Before mailing, be certain your correct student number, name and address 
appear on the card. 


Example: Switzerland is a small country in 
A mm 

Sem 
Сл | 
С] 


(А) Europe. (B) Asia. (C) South America. (D) Africa. 
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10. 


1. А A parasitic is 
B (A) a defect caused by mechanical vibrations. (B) fungus growth on a wafer. (C) an undesired or unwanted interac- 
C tion with other components, or with the substrate, the atmosphere, or other parts of the system. (D) an electrical de- 
D fect caused only by exceeding breakdown voltage. 
2. А The most significant parasitic in integrated circuits is the result of 
B (A) mounting multi-chip circuits close together. (B) the use of voltages and currents too high for the circuits. 
(C) construction of large components in each wafer. (D) the provision of electrical isolation. 
3. A - The diffusion used in diffused resistors is designed 
С (A) primarily with respect to its sheet resistance. (B) primarily with respect to the active element characteristics 
D = (depth of diffusion, etc.). (C) to form all resistances at one time. (D) to have low resistance only. 
4. А I- Which of the following is true of a diffused resistor? 
C (A) the resistance value depends only on sheet resistance, (B) the resistance value depends on the sheet resistance 
D r7 and its length-to-width ratio, (C) it is most commonly formed by diffusing an N-type diffusion into a P-type collector 
or isolation region, (D) it does not have any parasitics. 
5. А | Which of the following is true regarding the parasitics of a diffused resistor? 
B (A) the largest parasitic is due to the PN junction formed between the resistor and its isolation region, (B) the para- 
С - sitic capacitance is NOT voltage sensitive, (C) the parasitic capacitance will become minimum when the voltage across 
р the resistor is minimum, (D) the parasitics decrease as the physical size of the resistance is increased. 
6. A TE Which of the following is characteristic of thin-film resistors and capacitors? 
В (A) higher parasitic capacitance, (B) larger ranges of component values, (C) higher temperature coefficients, (D) looser 
D = tolerance control. 
7 А When reverse-biased PN junctions are used as capacitive elements (Figure 4), 
“В е (A) they do not have any parasitics. (B) considering the equivalent circuit, C, is the useful capacitance. (C) the break- 
С down voltage must be high to obtain higher capacitance per unit area. (D) capacitances of 20 to 100 pf are most com- 
D monly used. 
в. АТС] With respect to the MOS capacitor (Figure 5), 
В [С] (A) it employs SiO, dielectric which varies from 500 to 1000 À in thickness. (B) R is the series resistance to the sub- 
C = strate through the N diffused region. (C) R always has a value greater than 10 ohms. (D) the useful capacitance and 
D parasitic capacitance decrease as the area increases. 
9. A — Which of the following junctions cannot be used in the formation of an integrated circuit diode? 
“В (A) the base-emitter junction with the collector short-circuited to the base, (B) the emitter-base junction, (C) the 
С С] base-collector junction, (D) the collector-substrate junction. 
АГ оғ the following considerations contributing to the cost of integrated circuit components, which one is relatively 
BCO minor? 
с —) (А) ares requirements, (B) tolerance as it affects circuit yield, (C) fabrication processing, (D) the number of transis- 
tors used. 
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